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Preface 



The SAMOS workshop is an international gathering of highly qualified resear- 
chers from academia and industry, sharing in a 3-day lively discussion on the 
quiet and inspiring northern mountainside of the Mediterranean island of Samos. 
As a tradition, the workshop features plenary presentations in the morning, 
while after lunch all kinds of informal discussions and nut cracking gatherings 
take place. The workshop is unique in the sense that not only solved research 
problems are presented and discussed, but also (partly) unsolved problems and 
in-depth topical reviews can be unleashed in the scientific arena. Consequently, 
the workshop provides the participants with an environment where collaboration 
rather than competition is fostered. 

This fourth edition of the SAMOS workshop developed into a highly inter- 
esting event with a program that consisted of 36 paper presentations as well as 
a keynote speech by Kees Vissers from Xilinx Research. The paper authors rep- 
resented 12 different countries, the USA, UK, Canada, Brazil, Germany, France, 
Spain, Finland, Belgium, Portugal, Greece and The Netherlands. The presenta- 
tions were divided into three tracks: reconfigurable computing, architecture and 
implementation, and system modeling and simulation. We believe that all three 
tracks showed high-quality, state-of-the-art research in their respective fields. 

Besides the papers from SAMOS IV, this proceedings also features numer- 
ous papers from the SAMOS III workshop. As the SAMOS III edition did not 
have a well-established proceedings mechanism, we decided to give the authors 
from last year’s edition the opportunity to formally publish their papers in this 
proceedings. 

A workshop like this cannot be organized without the help of many other 
people. We therefore want to thank the members of the Steering and Program 
Committees as well as the General Chair for their assistance in the organization 
and the review process for both the SAMOS III and IV papers that are included 
in this proceedings. Furthermore, we would like to express our sincere gratitude 
to Iosif Antochi who prepared the proceedings and to Lidwina Tromp for her 
support in organizing both the SAMOS III and IV workshops. 

We hope that the attendees enjoyed the SAMOS IV workshop in all its 
aspects, including its many informal discussions and gatherings. 



July 2004 



Andy Pimentel 
Stamatis Vassiliadis 
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Abstract. In this paper we present the Molen programming paradigm, 
which is a sequential consistency paradigm for programming Custom 
Computing Machines (CCM). The programming paradigm allows for 
modularity and provides mechanisms for explicit parallel execution. Fur- 
thermore it requires only few instructions to be added in an architectural 
instruction set while allowing an almost arbitrary number of op-codes per 
user to be used in a CCM. A number of programming examples and dis- 
cussion is provided in order to clarify the operation, sequence control 
and parallelism of the proposed programming paradigm. 



1 Introduction 

Programming Custom Computing Machines (GGMs) usually implies the intro- 
duction in the software design flow of detailed knowledge about the reconfig- 
urable hardware. The compiler plays a significant role in the software design 
flow as it has to integrate most of this information. Gomputational-intensive 
operations are usually implemented on the reconfigurable hardware provided by 
different vendors and the challenge is to integrate them - whenever possible - 
in new or existing applications. Such integration is only possible when appli- 
cation developers as well as hardware providers adopt a common programming 
paradigm. 

In this paper we present such a programming paradigm. The main contribu- 
tions of the paper are: 

— The presentation of a programming model for reconfigurable computing that 
allows modularity, general “function like” code execution and parallelism in 
a sequential consistency computational model, 

— The definition of a minimal ISA extension to support the programming 
paradigm. Such an extension allows the mapping of an arbitrary function 
on the reconfigurable hardware with no additional instruction requirements, 

— The introduction of a mechanism allowing multiple operations to be loaded 
and executed in parallel on the reconfigurable hardware, 

— Support for the application portability to multiple reconfigurable platforms. 



A. Pimentel and S. Vassiliadis (Eds.): SAMOS 2004, LNCS 3133, pp. 1—10, 2004. 
(c) Springer- Verlag Berlin Heidelberg 2004 
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This paper is organized as follows: Section 2 introduces the Molen program- 
ming paradigm and shows its advantages compared to related work. Section 3 
discusses the sequence control of the programming paradigm. The discussion is 
supported by a wide range of examples. Section 4 concludes the discussion. 

2 The Molen Programming Paradigm 

In this section first the Molen machine organization [1] is briefly introduced. 
Consequently the Molen programming paradigm is described. This paradigm 
addresses a number of fundamental shortcomings of other approaches being: (i) 
the opcode space explosion [2-4], (ii) the limitation in the number of parame- 
ters [5,6], (iii) the lack of support for parallel execution (as shown in [7]) and (iv) 
no support for modular and portable design. To clarify the discussion, a variety 
of examples will be supplemented. 

The main Molen components 
as depicted in Figure 1 are: the 
Core Processor - which is a GPP, 
and the reconflgurable processor 
(PR) - implemented in the 
FPGA. The Arbiter performs a 
partial decoding and issuing of 
memory fetched instructions. 

The Custom Computing Unit 
(ecu) is performing the recon- 
flgurable execution. The concep- 
tual idea of how a Molen appli- 
cation looks like is presented in organization 

Figure 2. First, there are clear 
boundaries between the software 
execution and the RP noted by 
input and output. One should 
think of predefined parameters 
(or pointers to parameters) to be 
passed to and back from the hard- 
ware ecu engine. Second, the 
ecu configuration file is to be Fig. 2. Molen interface 

loaded into the configuration 

memory in order to prepare the hardware (the CCU part on Figure 1). This 
is performed by the SET instruction. The SET instruction requires single pa- 
rameter - the beginning address of the configuration microcode as explained 
in [8]. When a SET instruction is detected, the Arbiter will read the reconflg- 
urable code until the termination condition is met, e.g. end-op microinstruction 
is detected. The pfx code unit ensures that the data fetched from memory is 
redirected to the reconfiguration support unit, e.g. FPGA configuration mem- 
ory. After completion of the SET phase, the EXECUTE instruction invokes the 
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execution microcode which performs the real CCU operations, reading the in- 
put parameters, performing the targeted computation and writing the results 
to the output registers. The majority of the CCUs will additionally access the 
system memory while running (depicted with horizontal arrow in Figure 2). 
The input/output and SET/EXECUTE parameters (and information about the 
memory segments used by the CCU) are made available to the compiler through 
a CCU description file. This description file and the binary images of the con- 
figuration and the execution microcode are sufficient for the compiler / linker to 
create adequate Molen binaries. 

The above two generic phases SET/EXECUTE are emulated as an instruc- 
tion is substituted by a sequence of micro-operations using an extension of mi- 
crocode (referred also as reconfigurable microcode). In addition. Exchange Reg- 
isters (XR) are used for passing operation parameters to and from the reconfig- 
urable hardware at the beginning and the end of the operation execution. The 
XRs can receive their data directly from the GPP register bank. Therefore, the 
corresponding move instructions have to be provided. The number of XRs is 
implementation dependent. 

The Molen programming paradigm is a sequential consistency paradigm for 
programming CCMs (reconfigurable processors) possibly including a general pur- 
pose computational engine(s). The paradigm allows for parallel and concurrent 
hardware execution and it is intended (currently) for single program execution. 
It requires only a one-time architectural extension of few instructions to provide 
a large user reconfigurable operation space. The complete list of eight required 
instructions is as follows: 

A. Six instructions are required to control the reconfigurable hardware, as fol- 
lows: 

— Two SET < address > instructions: they initiate the CCU configuration. 
This operation can be additionally split into two sub-phases (accounting for 
the two set instructions): 

• partial SET (P-SET) to cover common and often used functions of an 
application or set of applications and to diminish time expensive recon- 
figurations, and 

• complete SET (C-SET) to deal with the remaining blocks (not covered 
by the p-set sub-phase) in order to complete the CCU functionality by 
enabling it to perform the less frequent functions. 

— EXECUTE < address >: for controlling the executions of the operations 
on the reconfigurable hardware. The address sequence referred by this in- 
struction contains the microcode to be executed on the CCU configured in 
the SET phase. The microcode sequence is terminated by an endjop micro 
operation. 

— BREAK: this instruction may be needed in implementing explicit parallel ex- 
ecution between GPP and CCU if it is found to gain substantial performance 
with simultaneous execution. This operation is used for synchronization to 
indicate the parallel execution and setting boundaries. In addition BREAK 
can be used to express parallelism between two or more concurrent CCU 
units. 
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— SET PREFETCH < address >: In implementations with a reconfigurable 
hardware of limited size, this instruction can be used by the compiler to pre 
fetch the SET microcode from main memory to a local (much faster) on chip 
cache or the p/i control store in order to minimize the reconfiguration time 
penalty. 

— EXECUTE PREFETCH < address >: the same reasoning as for the SET 
PREFETCH holding for the EXECUTE microcode. 

B. Two move instructions for passing of values to and from the GPP register 
file and the reconfigurable hardware. More specially: 

— MOVTX XRa ^ Kb- (move to X-REG) used to move the content of general 
purpose register Kb to XRq. 

— MOVFX Ra ^ XR{,: (move from X-REG) used to move the content of 
exchange register XR^ to GPP register Ra. 

3 Sequence Control 

There are basically three distinctive cases with respect to the Molen instructions 
introduced earlier ~ the minimal, the preferred and the complete ISA. In more 
details they are as follows: 

the minimal ISA: This is essentially the smallest set of Molen instructions 
needed to provide a working scenario that supports execution of an arbitrary 
application (providing there is no shortage of hardware resources). The four ba- 
sic instructions needed are SET, EXECUTE, MOVTX and MOVFX. By imple- 
menting the first two instructions (SET/EXECUTE) any suitable CCU can be 
loaded and executed in the reconfigurable processor. The MOVTX and MOVFX 
instructions are needed to provide the input/output interface between the Soft- 
ware (GPP code) and the Hardware (CCU engine) parts of the application. It 
should be noted that this case does not introduce any restrictions on parallel 
hardware execution. There can be more than one CCUs configured or running 
concurrently. The only difference is that in such cases the GPP will be stalled for 
the time needed for the “slowest” CCU to complete its operation. An example is 
presented in Figure 3(b) where the block of EXECUTE instructions which can 
be processed in parallel contains the first three consecutive EXECUTE instruc- 
tions and it is delimited by a GPP instruction. The situation when a block of 
EXECUTE-instructions can be executed in parallel on the RP while the GPP 
is stalled, will most likely be the case for reconfigured “complex” code and GPP 
code with numerous data dependencies. In addition, it should be noted that the 
above reasoning holds for the segments consiting of SET instructions or mixture 
of independent SET and EXECUTE instructions. 

the preferred ISA: The minimal case provides the basic support but may suf- 
fer from the time consuming reconfiguration times that can become prohibitive 
for some real-time applications. In order to address this issue the two additional 
SET sub-phases (P-SET) and (C-SET) are introduced for distinction among 
very often and least often used CCU functions. More specifically in the P-phase 
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the ecu is partially configured to perform the common functions of an appli- 
cation, while the C-phase takes care only of the remaining (much smaller) set 
of less frequent functions. This allows the compiler to “hide” the time consum- 
ing reconfiguration operations better. In addition, for the cases when the P-set 
and C-set improvements are not sufficient, the two prefetch instructions (SET 
and EXECUTE PREFETCH) are provided to allow additional freedom to the 
compiler instruction scheduler and further reduce the reconfiguration penalty, 
the complete ISA: In addition when it is found that there is a substantial 
performance to be gained by parallel execution between GPP and RP, then the 
GPP and the EXECUTE-instructions can be issued and executed in parallel. 
Since the GPP instructions (for the pertinent discussion see parallelism control 
discussed later) can not be used for synchronization any longer, the additional 
BREAK instruction is required. The sequence of instructions performed in par- 
allel is initiated by an EXECUTE instruction. The end of the parallel execution 
is marked by the BREAK instruction. It indicates where the parallel execution 
stops (see Figure 3 (a)). The SET instructions are executed in parallel according 
to the same rules. It is clear that in case of an organization utilizing single GPP, 
the GPP instructions, present in the parallel areas, can not be executed in paral- 
lel. This is the most general Molen case that allows the highest instruction level 
parallelism (the fastest execution) . On the other hand this approach is the most 
complicated in terms of covering issues such as asynchronous interrupts handling 
and memory management. These all are the Molen implementor responsibility 
to address and solve properly. 



EXECUTE op 1 
GPP instruction 
EXECUTE op2 
EXECUTE op3 
GPP Instructions 




in parallel 



Break synchronization 



EXECUTE opl 
EXECUTE op2 
EXECUTE op3 
GPP Instruction 
EXECUTE op4 
GPP Instructions 



in parallel 

- — synchronization 



a) synchronization when GPP and FPGA 
work in parallel 



b) synchronization when consecutive 
EXECUTE instructions are performed 
in parallel and GPP is stalled 



Fig. 3. Models of synchronization 



Compilation: The compiler [9] currently relies on the Stanford SUIF2 (Stan- 
ford University Intermediate Format) and the Harvard Machine SUIF back-end 
framework. The x86 processor has been considered as the GPP in the evaluated 
Molen organization in [9] . The function implemented in reconfigurable hardware 
is annotated with a pragma directive named calLfpga. The pragma annotation 
is ignored and a standard function call is included. The function call is replaced 
with the appropriate instructions for sending parameters to the reconfigurable 
hardware in XRs, hardware reconfiguration, preparing the fix XR for the mi- 
crocode of the EXEGUTE instruction, execution of the operation and the trans- 
fer of the result back to the GPP. The information about the target architecture 
such as microcode address of SET and EXEGUTE instructions for each oper- 
ation implemented in the reconfigurable hardware, the number of XR, the fix 
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Fig. 4. SET PREFETCH instructions flow Fig. 5. Prefetching example 



XR associated with each operation, etc needed by the compiler is available in a 
ecu’s description file. 

Prefetching: The SET PREFETCH instructions behavior is illustrated in Fig- 
ure 4. The arrow (1) represents the prefetching of microcode S 3 from memory 
to the p/i control store and (2) indicates the actual hardware reconfiguration. 
The control store area is used to move the prefetched microcode “near by” 
the reconfigurable hardware long before it is “needed”. This instruction allows 
the compiler to schedule the time demanding load-from-memory operation. In 
Figure 5 the first set_pre/etc/i operation will load the microcode positioned at 
address SzopSset into the pp control store. When the set hopiset instruction 
is processed, the S 3 microcode will be loaded from the control store (instead of 
the memory) into the hardware configuration memory, e.g. lookup tables, switch 
boxes and interconnect resources. In such a way the reconfiguration can be per- 
formed faster than in the case when loading directly from memory. In case no 
more hardware resources are available, there should be a replacement strategy 
applied by the pp control store, e.g. the least recently used (LRU) configuration 
will be replaced. 

The prefetch instructions, as any other Molen instructions (except of the 
BREAK) are not limited with respect to concurrency. A Molen instruction initi- 
ates the code to be executed in parallel. As shown in Figure 5, the setjprefetch 
&op4_set and the S 3 execution will be performed in parallel. The first break 
instruction is needed to indicate that set and exec instructions for S 3 cannot be 
executed in parallel and can be placed before or after the setjprefetch instruc- 
tion for S 4 . In the preferred Molen case the break will be a GPP instruction, e.g. 
NOP. 

Parameter Exchange, Parallelism and Modularity: As shown earlier, the 
exchange register bank solves the limitation on the number of parameters as 
present in other RC approaches. The Molen XR bank can be used for passing 
parameters by value or by reference. When a limited number of parameters 
not exceeding the number of XRs is used, a straight forward passed-by-value 
strategy is applied. In case the number of parameters exceeds the XR bank size, 
the passing by reference should be used. It is obvious that passing by reference 
will allow an arbitrary (limited by the hardware) number of parameters to be 
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Struct nod{ 


struct nod{ 






int no; 


int no; 






char buf[4000]; 

); 


char buf[4000]; 

}; 


int n = 7; 
void mam(){ 
int X, a, c, i; 
a=5; 


int n = 7; 

#pragma call_fpga op 
int f(int a, int b){ 

int c,i; 




#pragma call_fpga opl 


void f(struct nod a) 


void f(struct nod * a) 


c=0; 


c=0; 


( 


{ 


for(i=0; i<n; i++) 


for(i=0; i<b; i++) 










1 


) 


c = c»n; 


c = c»b; 










void main() 
1 


void main() 
{ 


) 


) 

void main(){ 


struct nod root; 


struct nod root; 




int X, a; 
a=5; 


f(root); 


f( & root); 




x= f(a, n) ; 



Fig. 6. Passing parameters by reference Fig. 7. Partial function exposing for HW 
in Molen implementation in Molen 



exchanged between the calling (software) and called (hardware) functions. An 
example of how the system designers should modify their code in order to allow 
this in Molen programming paradigm is given in Figure 6. 

It should be noted that the original code passes a copy of the structure to 
the called function. Since the size of the structure can exceed the XR bank 
size, e.g. 8, 16 registers, the pass by reference to the structure is used. This 
introduces, however, an additional feature - this is when the called function (now 
performed by the CCU in hardware) changes the structure contents, such changes 
will become “permanent” after the control is returned back to the GPP. Such 
behavior will differ in functionality from the original software implementation. 
It is assumed that the system designers utilizing the Molen architecture will be 
aware about these side effects and will use passing by reference with extreme 
caution. The description file used as interface between the compiler and the CCU 
design should be extended with additional information about the structure. 

The third shortcoming (parallel execution) indicated in the beginning of this 
section is addressed as follows. In case that two or more (generalized) functions, 
appointed for CCU implementation do not have any true dependencies they can 
be executed in parallel. There is always a physical maximum of how many CCUs 
can be executed in parallel. This is, however, an implementation dependent is- 
sue, e.g. reconfigurable hardware size, CCU sizes, XR bank size etc. and can not 
be considered as a serious limitation, since it is not limited by the Molen archi- 
tecture. In addition, it should be emphasized that the Molen Hardware/Software 
division ability is not limited to functions only. In case the targeted kernel is part 
of a function, e.g. a highly computational demanding loop, it can be isolated be- 
fore its transformation to hardware implementation. The only two requirements 
are: a) to rewrite the kernel as a separate function, and b) to define a clear set 
of parameters as interface and pass them as values (or references) between the 
modified “old” and the new function code. All of the communication between 
the two functions should be done via input/output parameters only since both 
parts will execute in different contexts. An example of how such division can be 
done is depicted in Figure 7. 
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The Molen paradigm facilitates the modular system design. For instance 
CCM modules designed in a HDL (VHDL, Verilog or System-C) language are 
straight forward mappable to any FPGA technology, e.g. Xilinx or Altera. The 
only requirement is to satisfy the Molen SET and EXECUTE interface. In addi- 
tion a wide set of functionally similar CCUs designs (from different providers), 
e.g. sum of absolute differences (SAD) or IDCT, can be collected in a database 
allowing easy design space exploration. 



Direct CCU Memory Operations: 

Molen organizations are suitable for 
performing computation intensive op- 
erations in hardware while the data 
needed for the operations remains in 
main memory. A simple example of 
this is how vector addition calculation 



call_fpga op 

r<ini *a, int *h, ini *r. ini niinO { 

ini i; 

for (i=0; i<num; i++) I A i-«itle 
Tor <i-0; i<.\; i++) I c|i|= a|i| + h|i|; ▼ • ‘ 'I 

c|i|=a|i|+H|i|; i ' I 
I I 

f(a. b. c, N); 



(c = a -f b) can be moved to CCU im- pig. g. Vector code CCU example 
plementation is presented in Figure 8. 

The three vectors a, b and c are contiguous vectors with the same length. In 
the beginning the original code needs to be restructured as introduced earlier to 
a separate function with usage of pointers. This process is shown by the right 
block arrow and prepares the input/output interfaces between the software and 
the CCU. More precisely in this case they are: the addresses of the first vector 
elements (for each vector), the number of elements to be processed and possibly 
the stride. The information on how the memory locations are accessed and the 
type of each vector element, e.g. integer, floating etc. should be taken into con- 
sideration in the CCU design. In essence, in this case, the CCU is an augmented 
vector architecture to include what is not performed (e.g. address generators) 
in the CPP. It is clear that function f can be parallelized in the hardware. Lets 
assume that the memory architecture allows access of 2 * z locations for read 
and z locations for write in parallel. This will allow z elements of the vector ad- 
dition to be performed in parallel, hence speeding up the calculation by at least 
N j z. This is presented by the sliding window shown in Figure 9. It is clear that 
in this example the output interface of the CCU is just operation termination 
(execution of end-op). The result of the CCU is stored in the output vector c 
and can be used directly by the subsequent (hardware or software) modules. 



&a[0] &b[0] &c[0] N 




eiulop 

Fig. 9. Vector execution CCU example 
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#include <stdio.li> 
int inaiiiO{ 
lilt a,b,c,d,e; 






priiitf(“ %d %d ®/od \ii”, c,d,e); 



a=5; 

b=2; 

c=a+b: 

d=a-b: 

e=a*b: 



lilt main(){ 
int a.b.c.d. 
tipi s: 
a =5: 
b=2: 

I s=f(a.b); I 
c=s.c: 
d=s.d: 
e=s.e; 



t\pedef struct {int c,d,e:} tipi: 
t\pl f(int a, int b) { 
tipi x; 
x.c=a+b; 
x.d=a-b; 
x.e=a*b; 

I etniu x: 



piiutf(“ ®od ®od ®od n”. c.d.e); 



Fig. 10. Multiple parameters from CCU example 



For efficiency reasons, some operations that compute more than one value 
may require to return the results in the XRs (instead of memory, which is 
the straightforward way). These operations represent contiguous statements (in 
high-level programming languages) where more variables are modified. In order 
to accommodate to the current approach the associated code has to be isolated 
in a function. The problem of returning more parameters from a function in XRs 
can be solved as illustrated in Figure 10. The computed values (for variables c, 
d, e in Figure 10(a)) are packed in a structure (in Figure 10(b)) in the new func- 
tion body and unpacked after the new function call. We have to mention here 
that the CCU designer must be aware of the alignment and packed/unpacked 
conventions for structures assumed by the compiler. 

Interrupts and Miscellaneous Considerations: In order to support GPP 
interrupts properly, the following parts are essential for any Molen implementa- 
tion: 1) Hardware to detect interrupts and terminate the execution before the 
state of the machine is changed are assumed to be implemented in both GPP 
and CCU. 2) Hardware to communicate interrupts to GPP is implemented in 
CCU. 3) Initialization (via the GPP) of the appropriate routines for interrupt 
handling. 

The compiler assumption is that the implementor of a reconfigurable hard- 
ware follows a co-processor type of configuration. The FPGA co-processor facility 
can be viewed as an extension of the GPP architecture. For examples of conven- 
tional architectural extensions that resemble the approach taken here see [10-12]. 
The above is a recommendation to the FPGA developer. If such an aproach is 
not followed and no “clean” architecture is implemented some complications may 
arise. Furthermore, the unconstrained memory access of the CCUs in Molen as 
in any other architectural or programming paradigm can lead to memory vio- 
lation problems. For example, a GGU can overwrite memory locations used by 
other (software or hardware) modules unintentionally. 



4 Conclusions 

In this paper we presented the Molen programming paradigm that addresses a 
number of previously unresolved issues such as parameter passing and paral- 
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lei execution of operations into the reconfigurable hardware. As described the 
paradigm resolves the opcode space expansion, limitation of parameters passing 
and modularity. The proposal incorporates mechanisms for concurrent and par- 
allel execution and it provides the user with almost arbitrary number of “func- 
tions” to be implemented in a CCU. A number of examples have been reported 
in order to explain the presented programming paradigm. 
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Abstract. This article investigates microcode generation, finalization 
and loading in MOLEN p/i processors. In addition, general solutions for 
these issues are presented and implementation for Xilinx Virtex-II Pro 
platform FPGA is introduced. 

Keywords: Reconfigurable architectures, MOLEN, implementation, 
loading microcode. 



1 Introduction 

Reconfigurable hardware extensions of general purpose processors (GPP) have 
indicated considerable potentials for speed-ups of computationally demanding 
algorithms. Numerous design concepts and organizations have been proposed 
to support the Gustom Gomputing Machine (GGM) paradigm from different 
prospectives [2-4, 6] . An example of a detailed classification of GGMs can be 
found in [5] . Recently, the MOLEN p/i— processors for GGM organizations have 
been proposed [7]. The MOLEN concept provides a flexible and easily extendable 
framework for hardware /software co-design of complex computing systems by ex- 
tending the traditional microcode. The presented paper addresses some specific 
issues related to the microcode design and maintenance within the MOLEN pro- 
cessors. More specifically, we investigate the problems related to the generation, 
memory alignment and loading of configuration microcodes. 

Hereafter, the discussion is organized as follows. Section 2 gives a brief back- 
ground on the MOLEN organization. Section 3 introduces the FPGA configu- 
ration format for the targeted Xilinx technology. In Section 4, problems related 
to generation, alignment and loading of reconfigurable microcodes are discussed. 
Section 5 proposes solutions to different problems with respect to efficient hard- 
ware implementations. Finally, the discussion is concluded in Section 6. 

2 The MOLEN Organization 

This section presents the MOLEN pp-coded Gustom Gomputing Machine orga- 
nization, introduced in [7] and illustrated in Figure 1. The ARBITER performs 
a partial decoding on the input instructions flow in order to determine where 
they should be issued. The arbiter controls the proper co-processing of the GPP 
and the reconfigurable units. Figure 2 depicts a general design of a MOLEN ar- 
biter. It is closely connected to three major components of the GGM: the GPP, 
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Fig. 1. The MOLEN machine organization 



Instructions from 




to the Core Processor Memory mc_addr E)^Set start_op 



Fig. 2. General view of the Arbiter 



the memory and the p/i-unit. Instructions implemented in fixed hardware are 
issued to the core processor (GPP). Instructions for custom execution are redi- 
rected to the reconfigurahle unit, referred to as pfj,-unit. The reconfigurable unit 
consists of a custom computing unit (CCU) and the pp-code unit. An opera- 
tion, executed by the reconfigurable unit, is divided into two distinct phases: set 
and execute. The set phase is responsible for reconfiguring the CCU hardware 
enabling the execution of the operation. This phase may be divided into two 
subphases - partial set (pset) and complete set (cset). In the pset phase the 
CCU is partially configured to perform common functions of an application (or 
group of applications). Later, the cset sub-phase only reconfigures those blocks 
in the CCU, which are not covered in the pset sub-phase in order to complete 
the functionality of the CCU. 
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To perform the actual reconfiguration of the CCU, reconfiguration microcode 
is loaded into the p^-code unit and then executed. The execute phase is respon- 
sible for the actual operation execution on the CCU, performed by running the 
execution microcode. It is important to emphasize that both the set and exe- 
cute phases do not specify a certain operation to be performed. Instead, the 
pset, cset and execute instructions {reconfigurable instructions) directly point 
to the memory location where the reconfiguration or execution microcode is 
stored. The microcode engine is extended with mechanisms that allow perma- 
nent and pageable reconfiguration and execution code to coexist. 

3 FPGA Configuration Microcode 

The reconfiguration files generated after synthesis, contain random bit patterns 
and will highly depend on the targeted FPGA technology. They contain the con- 
figuration commands and configuration data needed to configure the different 
FPGA resources, e.g., switch boxes, interconnect resources, look-up tables and 
any additional technology dependent information. Usually a configuration file 
can be considered as a stream of bits and is often referred to as configuration 
bitstream in the literature. Such bit streams are produced by the FPGA synthesis 
tool, e.g. Synopsis, Xilinx, Altera or Lattice. As it can be assumed, a pre-defined 
and widely accepted standard for such binary streams does not exists and dif- 
ferent vendors use the most convenient format for their technology. It is very 
important to understand that the same high-level hardware description file will 
result in complete different configuration bitstreams when different technologies 
are targeted. 

The first target for MOLEN implementation is the Virtex-II Pro [8] FPGA 
from Xilinx. Virtex II Pro devices incorporate one up to four PowerPG 405 GPP 
cores, FPGA reconfigurable hardware, dedicated RAM blocks and dedicated 
high-speed I/O blocks. The FPGA fabric is similar to Virtex II. Although the 
Virtex II and Virtex II Pro devices are not bitstream compatible, the same con- 
siderations hold true for both types and will be referred to as V2 from now on. 
V2 devices are organized in columns corresponding to the column organization 
of the FPGA’s logic resources [1]. In other words the V2 configuration memory 
can be visualized as a rectangular array of bits, grouped in vertical frames that 
are one-bit wide and go from the top of the array to the bottom. The frame 
is the atomic unit of configuration, this is the smallest piece of the configura- 
tion memory that can be written (or read). Such organization allows partial 
reconfiguration that can be performed with or without shutting down the de- 
vice. The partial reconfiguration is a very important option, since configuration 
stream size, and hence the loading time, strongly depends on the targeted device, 
e.g XG2V1000 incorporates 1104 configuration frames, 3392 bits per frame or 
3,744,768 configuration bits in total, while XG2V10000 has 3212 configuration 
frames, 10432 bits per frame (33,507,584 bits). It is obvious that full reconfig- 
uration of XG2V10000 will be ten times longer than XG2V1000 using identical 
programming conditions (interface type and clock) . Vitrex II Pro sizes and down- 
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Table 1. Virtex II Pro Sizes and Programming times (50MHz Par. mode) 



Device 


No. of Frames 


No. of bits 


Config. time 


XG2VP2 


884 


1,305,440 


3.26 ms 


XG2VP7 


1,320 


4.484,472 


11.21 ms 


XG2VP20 


1,756 


8,214,624 


20.54 ms 


XG2VP50 


2,628 


19,005,696 


47.55 ms 



load times for the parallel slave mode assuming a programming clock frequency 
of 50MHz are depicted in Table 1. A full reconfiguration that takes roughly 48 
milliseconds (as for XC2VP50) may be prohibitive in many real-time applica- 
tions. A reconfiguration of a single frame (a very likely scenario), however, takes 
about 18 microseconds that would be acceptable. 

An example configuration bitstream looks as follows: 



Dummy word 










FFFF 


FFFFh 


Synchronization word 








AA99 


5566h 


Packet 


Header 


: Write 


to 


CMD 


register 


3000 


SOOlh 


Packet 


Data: 


RCRC 








0000 


OOOTh 


Packet 


Header 


: Write 


to 


FLR 


register 


3001 


eooih 


Packet 


Data: 


Frame Length 




0000 


00— h 


Packet 


Header 


: Write 


to 


COR 




3001 


2001h 


Packet 


Data: 


Conf igurat: 


ion options 


— 


h 


Packet 


Header 


: Write 


to 


MASK 


3000 


COOlh 


Packet 


Data: 


CTL mask 






0000 


OOOOh 


Packet 


Header 


: Write 


to 


CMD 


register 


3000 


SOOlh 


Packet 


Data: 


SWITCH 








0000 


0009h 


Packet 


Header 


: Write 


to 


FAR 


register 


3000 


2001h 


Packet 


Data: 


Frame address 




0000 


OOOOh 


Packet 


Header 


: Write 


to 


CMD 


register 


3000 


SOOlh 


Packet 


Data: 


WCFG 








0000 


OOOlh 



In the above example the first set of commands will prepare the configuration 
logic for rewriting the memory frames. All commands are described as 32-bit 
words, since configuration data is internally processed from a common 32-bit bus. 
From this data sequence, the first dummy word pads the front of the bitstream 
to provide the clock cycles necessary for initialization of the configuration logic. 
No actual processing takes place until the synchronization word is loaded. Since 
the V2 configuration logic processes data as 32-bit words, but can be configured 
from arbitrary data sources, e.g. a serial or 8-bit source, the synchronization 
word is used to define the 32-bit word boundaries. That is, the first bit after the 
synchronization word is the first bit of the next 32-bit word. The frame length 

indicates how many 32-bit words of configuration data, depicted as - 

- -h, will be sent from the configuration controller and will contain “random” 
data. 



4 Loading Microcode: Problems and Solutions 

In the original MOLEN architectural description, the end of reconfiguration 
microcode is marked by an end-op microinstruction. Conceptually, this is correct, 
however it creates some implementation drawbacks with respect to whether the 
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reconfigurable operation is set or execute. That is, whether the microcode, stored 
into memory is a sequence of microinstructions {execute), or a configuration 
bitstream {set). 

Microcode Termination. In case of execute microcode, end.op instruction 
at the end of the microcode segment is sufficient for the proper termination of 
the reconfigurable operation, provided the microcode is properly aligned into 
memory. This technique, however, would not work in cases of the set microcode, 
because the reconfiguration bitstreams are an arbitrary bit sequence as discussed 
in Section 3. It is almost impossible to find a unique bit pattern, which can not 
be extracted from the reconfiguration bitstreams, thus used as end.op microin- 
struction. Therefore, it is possible, that a reconfiguration microcode loading is 
terminated earlier. Obviously, other techniques should be utilized for proper mi- 
crocode segment termination. Figure 3 depicts three possible solutions that can 
be utilized to solve the pointed problem. On Figure 3a) a flag bit is utilized, to 
indicate whether the memory word is an end.op (1), or any other microinstruc- 
tion/reconfiguration bit pattern (0). This approach is applicable for both set and 
execute microcodes, but it is costly in terms of memory space. Microprogram 
(resp. reconfigurable bitstream) alignment into the main memory is also severe, 
since the end.op microcode should be strictly aligned in the end of the micro- 
program segment/block. The examples in Figure 3 b) and c) are functionally 
equivalent to each other in terms of memory space and differ only in the po- 
tential hardware implementations. In both cases, an additional microcode word 
is aligned at the starting address of the microprogram segment. This word may 
contain either the length of the microprogram (Figure 3 b) or its final address 
(Figure 3 c). The latter two techniques are more efficient in terms of memory 
space since a single extra microinstruction word is required. 



0 


microinstruction/ bit pattern 


0 


microinstruction/ bit pattern 


0 


microinstruction/ bit pattern 


0 


microinstruction/ bit pattern 






0 


microinstruction/ bit pattern 


1 


end_op 



b) 



microprogram LENGTH 
microinstruction/ bit pattern 
microinstruction/ bit pattern 
microinstruction/ bit pattern 



microinstruction/ bit pattern 
microinstruction/ bit pattern 



C) 



END microcode address 
microinstruction/ bit pattern 
microinstruction/ bit pattern 
microinstruction/ bit pattern 



microinstruction/ bit pattern 
microinstruction/ bit pattern 



Fig. 3. Microcode termination techniques 



Microcode Finalization. The process of preparing the microcode for its final 
alignment into the targeted main memory is called microcode finalization. In 
all three cases of microcode termination, extra termination information should 
be explicitly added to the microprogramable configuration code. In the case of 
end.op attached in the end, additional flag bit fields should be inserted into 
the microcode. The expanded set microcode bit patterns should be properly 
aligned to fit in the targeted memory. There is a variety of different design 
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ecu Algorithm 






HDL description 






Logic Synthesis 






FPGA Config. 



HW independent 










Molen Finalization Tooi 




conf 








terminator 


FPGA Config 


1 



Molen domain 



Fig. 4. MOLEN Finalization 



tools that can potentially be used for set microcode generation, e.g., Xilinx or 
Altera. There is also a number of GPPs, which can be used in the MOLEN 
organization framework. Therefore, an automated process that will perform the 
transformation from “raw” configuration stream to set microcode is required. 

The automated process of microcode finalization for MOLEN is depicted in 
Figure 4. This figure shows the place of the finalization tool in the MOLEN 
ecu design process. The CCU algorithm described in any hardware description 
language, can be targeted to different FPGA technologies. This allows technology 
independent description that can be synthesized to any particular technology 
utilized by MOLEN. The result of the synthesis tool is the binary configuration 
file augmented with technology specific commands as discussed earlier. This file is 
ready to be loaded into the FPGA via any of the configuration paths supported, 
e.g. JTAG or dedicated configuration controller. The MOLEN paradigm requires 
the configuration stream, referred as the set microcode, to be positioned in the 
system main memory (similar to the software modules) and be loaded via the 
p/i unit. The later p/i unit should know where is the end of the set microcode as 
discussed earlier. In addition the set microcode should “fit” nicely in the targeted 
memory architecture. For example if the targeted MOLEN organization consists 
of ARM? processor with 16-bit wide external memory and Xilinx Virtex II FPGA 
utilizes the GGM part, every configuration word will use two subsequent address 
places. 

It should be stated that such issues as the set code endianess are transparent 
to the proposed approach and do not require special consideration. All of the 
above is performed by the Finalization tool automatically. The configuration 
file (indicated as conf) contains information about the MOLEN organization 
needed for the set microcode finalization. The product of the Finalization tool is 
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a binary file ready to be used inside the MOLEN paradigm, and can be a linkable 
object, or a high-level data structure, incorporating the binary information, that 
can be included directly in a C project before compilation. 

5 Loading Microcode: p^t-Unit Implementation 

In addition to the finalization process it is required that the p^-coded unit man- 
ages the format of the set microcode and transforms it, to the used hardware 
configuration channel. The loading hardware of the set microcodes as described 
in this section is the major part of the complete data path between the main 
memory and the particular configuration controller. 

FPGA Implementation. We have designed an p/i-coded unit utilizing the mi- 
crocode termination mechanism with the end microprogram address value stored 
at the starting microcode location. A general view of the design is depicted in 
Figure 5. The load/execute control block is responsible for loading micropro- 




Fig. 5. General view of the pp-code unit 



grams from the external memory. It generates the starting signal rmstart.op to 
the sequencer once the desired microprogram (at address mc.addr) is already 
transferred or available in the control store. The start-op signal is generated 
by the Arbiter and initiates a reconfigurable operation. The load/execute block 
sequentially generates the addresses of the microprogram in the main (exter- 
nal) memory with starting address mc-addr. During this address generation, the 
sLcs-write signal is active thus, the desired microprogram is loaded into the 
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control store via the write-only port Data-In. Once the desired microprogram is 
available in the control store, i.e., the end address of the microprogram in the 
external memory is reached, signal rmstart-op is activated and the sequencer 
starts generating the microcode addresses towards the rCSAR (reconfigurable 
Control Store Address Register). The microinstruction to be executed is trans- 
ferred to the ecu via the Microinsruction Register (MIR). Status signals from 
the ecu are directed to the sequencer to determine next microcode address. 
Once the CCU completes its task, the sequencer generates signal end-op to the 
arbiter. The arbiter initiates the execution of the next instruction from the ap- 
plication program, which can be either a reconfigurable or a fixed one from the 
core processor ISA. 

We assumed a microcode word length of 32 bits and external (off-chip) mem- 
ory segment of 4Mx32-bit (22-bit address) for microprograms. Virtex II Pro, has 
been used as a target reconfigurable technology. The (on-chip) control store 
has been designed to handle up-to 8K 32-bit microcode words. As primary mi- 
crocode storage units (the control store), we have used the BRAM blocks of the 
FPGA fabrics, configured as a single dual port memory. Each of the ports is 
unidirectional - one read-only and one write only. The read-only port is used 
to feed the MIR, while the write-only one loads microcodes from the external 
memory into the pageable section of the control store. The VHDL code of the 
p/i— code unit has been synthesized with Project Navigator ISE 5.1 S3 of Xilinx. 
The target FPGA chip was XG2VP20, speed grade 5. Hardware costs reported 
by the synthesis tools are presented in Table 2. In addition, a hardware link to 
the configuration device pins (e.g., the byte-parallel controller, of Virtex II Pro) 
is required. The configuration bitstream provided by our implementation in a 
byte wide fashion is to be routed and transformed if necessary to the device 
configuration pins. Since this is a straightforward implementation issue with a 
minimal hardware overhead, it is not covered by this paper. Moreover, different 
configuration paths may be utilized, e.g., SelectMAP, serial (master or slave) or 
boundary-scan, instead of the parallel path. 



Table 2. Synthesis Results for xc2vp20, Speed -5 



Number of Slices 


173 out of 10304 


1% 


Number of Slice Flip Flops 


96 out of 20608 


< 1% 


Number of 4 input LUTs 


315 out of 20608 


1% 


Number of BRAMs: 


15 out of 112 


13% 


Minimum clock period 


8.160ns 




Maximum Frequency 


122.549MHz 





6 Conclusions 

In this paper, we addressed several specific problems related to the microcodes 
management in the MOLEN reconfigurable computing paradigm. More precisely, 
the generation, memory alignment and loading of configuration microcodes were 
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investigated. The microcode termination issue was discussed in more details 
and alternative design considerations were proposed. Some specific features of 
a new microcode finalization tool were outlined after a detailed description of 
the set microcode finalization process. An analysis of several possible solutions 
of the discussed problems with respect to optimal hardware complexity and 
memory usage were presented. The described design considerations had been 
taken into account for an FPGA implementation of the p^-unit, presented in 
the end. Synthesis results indicate a very low hardware resources utilization of 
the targeted reconfigurable technology, selected to be Virtex II Pro of Xilinx 
(XC2VP20 device). 
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Abstract. Reconfigurable devices are used to map different kinds of applica- 
tions that exploit virtual hardware concepts. A more efficient utilization of such 
circuits is to adapt application at the run-time. During the process of an applica- 
tion, computing methods can change. Therefore, the next generation of recon- 
figurable architectures should provide many computing methods such as 
MIMD, SIMD, VLIW or multi-threading. 

Any application is composed of two parts: a control part for operation schedul- 
ing and a computation part required for operators. Existing reconfigurable ar- 
chitectures use the same structure to implement these two parts. The solution 
presented in this paper is based on two reconfigurable resources. The first is 
suitable for control processes and the second for computation purposes. 



1 Introduction 



Reconfigurable devices are composed of functional and interconnect resources. These 
resources can be arranged to implement a specific application. Semiconductor road- 
maps indicate that integration density of regular structures (like memories) increase 
more quickly than irregular ones (Tab. 1). So, reconfigurable architectures are suit- 
able for future technology evolutions. 



Table 1. Integration density for futur vlsi devices [1] 



Year 


1999 


2001 


2003 


2005 


2009 


2012 


Process (nm) 


180 


150 


130 


100 


70 


50 


DRAM (bit/chip) 


1,07 G 


1,7 G 


4,29 G 


17,2 G 


68,7 G 


275 G 


MPU (transis- 
tors/chip) 


21 M 


40 M 


76 M 


200 M 


520 M 


1,4 G 



The key feature of reconfigurable architectures is the ability to perform hardware 
computations to increase performances, while retaining much of the flexibility of a 
software solution [2]. These architectures are very heterogeneous because their char- 
acteristics are adapted for many domains of applications (Co-processing acceleration 
[3], Hardware emulation [4], Fault tolerance [5], etc.). A classification based on the 
available resources of reconfigurable architectures, is presented below: 



A. Pimentel and S. Vassiliadis (Eds.): SAMOS 2004, LNCS 3133, pp. 20-29, 2004. 
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• The most famous fine grain reconfigurable architectures are FPGA (Field Pro- 
grammable Grid Array). These devices merge two kinds of resources; the first one 
is an interconnection network and the second one is composed of processing 
blocks, based on special memories called LUT (Look Up Table). Reconfiguration 
process consists in using the interconnection network to connect processing ele- 
ments. Furthermore, each LUT is configured to perform the required operation. 

• Some coarse grain architecture [5,6] has a reconfigurable network of interconnec- 
tors and an array of static processing elements. Processing methods depends on the 
network topology. For instance the RAPID architecture [6] is adapted for data- 
flow processing even though SYNTOL [5] is designed to perform SIMD (Single- 
Instruction Multiple Data) processes. 

• Some others architectures use a static network with reconfigurable processing 
blocks. These architectures [7,8] have been developed to merge together a proces- 
sor with reconfigurable units. Reconfigurable is used like extra ALUs. These ar- 
chitectures require powerful tools, which are able to manage HW/SW (Hard- 
Ware/S oftWare) partitioning [9]. 

• Besides, the DISC [10] architecture focuses on the duality between reconfigura- 
tions and instructions. Indeed, it is very hard to define the frontier between recon- 
figurable architectures and static ones. For instance, an instruction of a processor 
can be considered as a reconfiguration because it changes the data path for per- 
forming the required operation. 




Fig. 1. Pai'titioning of an application in Control / Computation (a) Example of application - 
(b) partitionning 

The main goal of all reconfigurable architectures consists in mapping a large set of 
applications. As shown in Fig.l, any application can be composed of two different 
parts: a control part for operations scheduling; and a computation part for computing 
support. These two parts have quite different characteristics for implementations. 
Indeed, the first one handles small data but requires global communications. On the 
contrary, the second one processes large data and uses local communications. 

The reconfiguration frequency of these two parts are also different. In a processor, 
the control part is managed at each cycle whereas operators are fixed. Hybrid archi- 
tectures like ONECHIP[7] or CHIMAERA[8] are based on a processor with extra 
reconfigurable operators. The instruction set is then adapted for a specific application. 
The reconfiguration frequency is quite low because the control is managed by the 
processor. 

All existing architectures use the same structure to implement these two parts. Fine 
grain architectures are better adapted for performing control tasks than arithmetic 
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tasks, which are well adapted to coarse grain architectures. In order to solve these 
drawbacks, some commercial architectures [11, 12] provide mechanisms that make 
arithmetic implementation more efficient. For instance, some multipliers are imple- 
mented in the VIRTEX [11] architecture. It might be advantageous to split recon- 
figurable resources into two parts. The first would deal with control processes, the 
second with computation purposes. 




Channels q! comnnmkalion 
A - Description ot'SGs and instructions 
B instnictions and configurations 
C = events 



Fig. 2. Synoptic of RAMP ASS 

Within a given application, it is common to find different level of algorithms. For 
example, low-level image processing like convolution or filtering will often run on 
SIMD structures, whereas high-level ones as classification or face recognition are 
suitable for MIMD (Multiple Instruction Multiple Data) architectures. Future archi- 
tectures must provide many computing modes such as MIMD, SIMD, VLIW (Very 
Long Instruction Word) and multi-threading in a complex application. Although the 
physical hardware is limited, the virtual one can be much larger thanks to the recon- 
figuration process. The MATRIX [14] architecture focuses on this concept. In the 
respect, this paper will introduce new paradigm of architecture able to manage such 
kinds of parallelism processes called RAMPASS (Reconfigurable And Advanced 
Multi-Processing Architecture for future Silicon System). 



2 Functional Description of RAMPASS 

In this section, the global functionality of RAMPASS is described. It is composed of 
two main reconfigurable parts (Fig. 2): one dedicated to the control of applications 
called Reconfigurable Array of Control (RAC); and an other dedicated to the compu- 
tation named Reconfigurable Array of Operators (RAO). In the first part, these two 
main elements are presented. In the second part, the working of the architecture is 
more detailed. Finally, the end of this section underlines the strong points of 
RAMPASS. 



Overview 

A State Graph (SG) is a classical model, which describes the control part of an appli- 
cation. This powerful model permits to represent complex computation concepts such 
as SIMD, MIMD, VLIW and multi-threading. Thus, the first block can describe and 
store an application as a SG. These SGs are composed of states and transitions. States 
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drive the computation elements in the RAO, and events coming from the RAO vali- 
date transitions in the SG. In order to allow SG implementations, this structure needs 
boolean logic and a powerful connection network. 

RAC block can be seen as a cache memory instruction for reconfigurable elements. 
As in classical one, the efficiency of this block is ensured by code redundancies. 
Whole SGs can obviously not be mapped in the RAC, so a mechanism as a dynamic 
reconfiguration has been introduced in order to permit to increase the virtual size of 
the architecture. Moreover, auto-routing mechanisms have been introduced in the 
RAC block to simplify SG configuration. Because the parallelism flexibility is en- 
sured by the RAC part, we will focus on it and not discussed about the second block 
where computations elements are implemented. 



Mapping and Running an Application with RAMPASS 

In this part, the configuration and the execution of an application in RAMPASS are 
described. The application is stored in an external memory. A boot address must be 
defined to permit the boot of RAMPASS. Then, the SG is loaded in the RAC from 
this address. As soon as the SG begins to be stored in the RAC, its execution starts. 
Indeed, the configuration and the execution are simultaneously performed. During the 
execution, the SG stored in the RAC is continuously updated. The reconfiguration of 
the RAC is self-managed and depends on the application progress. This concept is 
called auto-reconfiguration and allows the architecture to self-manage its configura- 
tions. 

The execution is based on few steps, which are initiated by the activation of a state 
stored in the RAC. When a state is activated (when a token is received), the associated 
instruction is sent to the RAO (Fig. 3(b)). According to the instruction, the RAO re- 
turns an event to the RAC. This event corresponds to a transition in the SG mapped in 
the RAC. These transitions permit the propagation of tokens in SGs. 
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The architecture is globally asynchronous. Each block has its own mechanism of 
synchronization. Blocks are synchronized by acknowledgement protocols. The main 
protocol is between RAC and RAO because it controls the course of the application. 
RAC sends instructions and configurations to the RAO, which generates events. 



Strong Points of RAMPASS 

Lastly, we focus on the main advantages of this new architecture. According to the 
application, computation grain is easily scalable. For example, a filter can be realized 
in at least two different ways. In the first place, the filter can be completely loaded 
and controlled by only one state, if the physical resources allow it. In the second 
place, simple operators as multiplier and adder can be physically stored in the compu- 
tation block and driven by state graphs, stored in the control block. Trade off between 
computation grain and control has to be found for each application. 

RAMPASS is especially dedicated to parallel algorithms. Because of the structure 
of the architecture, different kinds of parallel architectures can be loaded in 
RAMPASS as SIMD, MIMD, VLIW or multi-threading. Moreover, different kinds of 
reconfiguration allowed by RAMPASS decrease the resource limitation. 



3 Functional Description of the Control Block: RAC Block 

In this third paragraph, more details of the control block are given. First, the different 
elements composing the RAC block are described. Then, the configuration and the 
execution of the RAC block are explained. 

As previously introduced, the RAC is a reconfigurable block dedicated to the con- 
trol of an application. It is composed of five units (Fig. 3(a)): the Configuration Pro- 
tocol Layer (CPL), the Content Addressable Memory {CAM) and the LeafFinder are 
used to configure the RAC net and the instruction memory. Although execution and 
configuration are running concurrently, it is important to understand the inner- 
functioning of each phase separately. 

Overview 

In this section, the five elements composing the RAC block are presented. These 
blocks {RAC net. Instruction Memory, CPL, CAM, Leaf Finder) are involved in auto- 
reconfiguration, auto-routing, and parallelism mechanisms. 

The RAC net is the core of the RAC block. It is composed of two resources: cells 
and interconnectors. The geometry of the SG is loaded in the RAC net. One state of 
SGs is implemented by one cell. The RAC net applies signals to the instruction mem- 
ory to send the instruction stream to the RAO. The main characteristic of this unit is 
to physically implement the control of the application. The RAC net is partially dy- 
namically reconfigurable. Configuration and execution of SGs are fully independent. 
RAC net owns primitives to ensure the auto-routing. {RAC net will be developed in 
more details in the part 4). 

The Instruction Memory contains instructions, which are loaded by the CPL for the 
RAO. To ensure parallel working, the instruction memory is scalable according to the 
length of the instruction. The memory line is split in several words (Fig. 3(b)). Each 
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line is separately driven by a state. The position in the line is given by the CPL during 
the storage (bit selecting). 

The CPL allows the connection between cells. It sends all the useful information to 
connect cells in the RAC net, which can auto-route itself. It can manage two kinds of 
connections between states: a new connection (the next state is not mapped in the 
RAC net)\ and connection between two states already mapped in the RAC net. It also 
releases resources when the RAC net is full. 

The CAM associates each cell of the RAC net used to map a state of a SG with its 
address in the external memory. It is used by the CPL to check if a cell is already 
mapped in the RAC net. The CAM can select a cell in the RAC net when its address is 
presented at the input of the CAM. 

The Leaf Finder identifies all the last cells of the active SGs mapped in the RAC 
net, which are called “leaf cells”. It is a semi-mapped state which does not yet have an 
associated instruction. 
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e Cj 



Fig. 4. Relation between RAC net / CAM & LeafFinder 



Configuration 

In this section, the operations of the different blocks involved in the implementation 
of a SG are presented. All the application is stored in the external memory as a SG 
description. Each state description contains two kinds of information: the future in- 
structions sent to the RAO and the descriptions of SGs. These future instructions will 
be loaded in the instruction memory by the CPL, and descriptions of SGs will be also 
loaded in the RAC net by the CPL. 

Fig. 5 shows the relations between RAC net and CAM & LeafFinder during the 
configuration of the RAC net. A simple OR divergence and convergence graph 
(Fig. 5) have been chosen as an example. At this time of the course of the application, 
only a part of the SG is mapped in the RAC net. two fully states (state 1 and state 2), 
and two leaf cells (state 3 and state 4) are mapped. The CPL scans continuously the 
LeafFinder to detect a leaf cell in the RAC net (for example either state 3 or state 4). 
As soon as one is detected, the LeafFinder selects in the CAM its address in the exter- 
nal memory (for example either @ad3 or @ad4). This address is sent to the CPL, 
which reads the description of the corresponding state in the external memory. This 
description contains the configuration of the state and the addresses of its following 
states. In order to know whether the cell is already mapped in the RAC net, it supplies 
this address to the CAM. According to the result, the CPL sends the appropriate primi- 
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tive to the RAC net to realize the connection (either a new connection, between state 4 
and state 5, or a connection between two states already mapped, between state 3 and 
state 4). The RAC net notifies the CPL when the connection has succeeded. Then, the 
CPL ensures the update of the CAM with the address of the new mapped state; the 
LeafFinder to define the new cell as a leaf cell; and the instruction memory with the 
correct instruction. 

When a connection fails, the RAC net indicates an error to the CPL. The CPL deal- 
locates resources in the RAC net and searches the next leaf cell with the LeafFinder. 
These two operations are repeated until a connection succeeds. 



Run-Time 

The two elements implied in the run-time are the RAC net and the instruction mem- 
ory. As a cache memory, the RAC net “decodes” the address of the next instructions 
which will be sent to the RAO. 

As shown on Fig. 4, a cell, which implements a state, is associated with an instruc- 
tion stored in the instruction memory. When the active state (marked by a token) re- 
ceives its associated event, its related instruction is sent to the RAO. The split instruc- 
tion bus, presented upper, allows different kinds of parallelism introduced in the first 
part. For example, the instruction A and B could be sent together to different opera- 
tors mapped in the RAO without creating conflict, whereas the instruction C would be 
sent alone. When the operation has finished, the cell transmits its token to the follow- 
ing cells. 



4 Description of the RAC Net 

In this section, more details of the core of the RAC block are presented. The RAC net 
works as an address decoder in implementing SGs. This network permits to map 
physically the control of an application using connections of cells. Its structure is a 
network based on the duplication of two basic elements: cell and interconnectors. 

Elementary connections, which can be mapped in the RAC net, are presented in 
Tab. 2. Linear connections and divergences (AND and OR) are simple to realize. 
These kinds of connections do not require additional cell to be implemented. Diver- 
gent and linear connections are initiated by one cell to find paths to new cells, 
whereas convergences are initiated by several cells in order to connect one cell. So, 
the convergent cell must be at the intersection of the different initiating paths. That is 
why convergences are complex to map in the RAC net. 

As presented upper, the RAC net is auto-routed and can map the different kinds of 
simple graph elements introduced in the Tab. 2, since six modes have been defined 
inside cells. 

Two kinds of networks have been also introduced: one dedicated to the token 
propagation which connects cells together; and an other one dedicated to events 
propagation coming from the RAO. 

So, the network for tokens must allow boolean operations in order to implement 
OR and AND divergences. Reliability and flexibility of the RAC net depend on the 
number of allowed connections. Indeed, the higher the number of connections are 
allowed, the better the architecture can adapt itself to a large variety of SGs. This 
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network is able to find and create paths between states already mapped (Fig. 4 be- 
tween states @ad3 and @ad4), or create paths between leaf cells and free cells to 
implement new connections between states (Fig. 4 between state @ad4 and a future 
state - not represented). This is an important characteristic of our network. The user 
has just to describe the geometry of SG without taking care of the routing in the RAC 
net. This routing is automatically done by the network itself. The CPL only gives the 
description of the geometry of SGs, since protocols between cells make possible the 
auto-routing. Upon a CPL request, a cell is able to find a free connectable neighbour 
and establish a connection. Only three signals are required to perform these opera- 
tions. 



Table 2. Elementary implementable part of SGs 



Possible geometry 


Cost in RAC cell vs. real graph 


Interconnection complexity 


ao 


1 


add none 


very simple 


<& 




add none 


simple 


V ' 


Y 


add n cells for n convergences 
(OR/ AND) 


complex 




Fig. 5. (a) State graph - (b) implantation of the state graph in the RAC net 



Besides, the network for events is a little less constraint. But it must be sufficiently 
flexible to allow connections from events coming from the computation block to each 
cell of the RAC net. 



5 Simulations and Results 

A functional model of the RAC block has been realized with SystemC. In this part, 
the results of this model are given, and examples of implementations in the RAC 
block are discussed. 

The characteristics of this description language easily allow hierarchical projects. 
Although SystemC is a hardware description language, it has the flexibility of the 
C-H- language [16] and owns its paradigms. 

A lot of different programming structures have been implemented in the RAC 
block, e.g. exclusion mechanisms, synchronisations between separated graphs, etc. 
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Moreover, an application of image processing (complex motion detection) has been 
mapped. These results permit to consider interesting performance improvements for 
future works in image embedded systems. Furthermore, these simulations have per- 
mitted to validate the paradigms of RAMP ASS as auto-routability and auto-recon- 
figuration during execution of SGs. 
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Fig. 6. Chronogram during the implementation and the execution of a simple SG (Fig. 5 (b)) 



In this paper, only a simple graph presented in Fig. 5 is the subject of a particular 
study. The chronogram (Fig. 6) represents its simulation. It shows mapping and exe- 
cution steps of a simple state graph. The first part of the chronogram clearly shows 
the overlap of the configuration and the execution of the SG. Indeed, stateX signals 
and Sj, Sj signals move simultaneously. StateX signals, which indicate the end of the 
implementation of a state, are involved in the configuration, s^ signals correspond to 
the presence of the token in a cell. The second part of the chronogram shows the pro- 
gression of the token in the SG. This propagation through the two branches of the SG 
is driven by events (ex). The last three lines illustrate the concept of the split bus. 
Indeed, each part is independently managed and shared between all states. 



6 Conclusion and Future Works 

New architectural concepts are proposed in this paper. A reconfigurable part dedi- 
cated to the control of applications is detailed. This control is described using a state 
graph representation. To perform this control, RAMPASS uses its RAC net as an 
address decoder. This innovation consists in using a reconfigurable technology to 
solve drawbacks of cache memory. Thanks to state graph characteristics and the con- 
cept of auto-routing, this structure is able to perform many kinds of parallelism proc- 
esses as SIMD, MIMD, VLIW and multi-threading. The concepts of the RAC block 
have been successfully checked by simulations. 
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According to the encouraging results, further works will be performed. To evaluate 
performances of RAMPASS, a Cmos model and a prototype of the RAC block will be 
made. But before, the topology of the interconnection network (RAC net) will be 
optimised. At the same time, a modelisation of the RAO block will be performed. 
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Abstract. While recent research is mainly focused on the OS support 
for a single reconfigurable node, this paper presents a general approach 
to manage distributed reconfigurable hardware. The most outstanding 
properties of these systems are the ability of reconfiguration, hardware 
task migration, and fault tolerance. This paper presents hrst ideas of 
an operating system (OS) for such architectures. Furthermore, a proto- 
type implementation consisting of four fully connected FPGAs will be 
presented. 



1 Introduction 

Distributed reconfigurable hardware platforms [1,2] are becoming more and 
more important for applications in the area of automotive, body area networks, 
ambient intelligence, etc. The most outstanding property of these systems is the 
ability of hardware reconfiguration. In terms of system synthesis, this means 
that the binding of tasks to resources is not static, i.e., the binding changes over 
time. In the context of FPGAs, recent research focuses on OS support [3] by 
dynamically assigning hardware tasks to an FPGA. 

In a network of connected FPGAs, it becomes possible to migrate hardware 
tasks from one node to another during the system operation. Thus, resource 
faults can be compensated by rebinding tasks to fully functional nodes of the 
network. The task of rebinding is also called repartitioning or online partitioning. 
A network of reconfigurable nodes that implements repartitioning will be termed 
ReCoNet in the following (see Figure 2(a) for an example of a ReGoNet). 

This paper describes the basic problems to be solved for the implementation 
of a ReGoNet. The first two features that are provided by the OS of the nodes 
in a ReGoNet are 1) rerouting and 2) repartitioning. They deal with erroneous 
resources. Thus, we are able to compensate line errors by computing a new 
routing for broken communications and we can migrate tasks from one node 
in the network to another during the system operation. These two tasks are 
also necessary in all distributed systems, not only in reconfigurable hardware 
systems. However, based on these two problems, we define feature 3) partial 
reconfiguration as the process of merging different hardware tasks together on a 
single FPGA. Here, the reconfiguration of a single node, also called ReCoNode, 
is done partially for the whole network. One outstanding objective in this third 
process is to deliver a generous approach that is not necessary bounded to a 
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specific FPGA architecture. In the context of our paper, we consider only small 
networks in the sense that the whole state of the ReCoNet is known and stored 
in each ReCoNode. 

A lot of related work has been published in the area of routing and computer 
networks [4] . The novelty of our approach is to combine these approaches with 
the paradigm of hardware reconfigurability. 

To the best of our knowledge, there is no implementation of a ReCoNet as 
described above. Reconfigurable Architectures like PACT [5] and Chameleon 
[6] are first approaches for coarse grained, networked processing units without 
providing support for online reconfiguration and optimization. 

This paper is organized as follows: Section 2 discusses the three basic OS 
features needed to provide the necessary support for distributed reconfigurable 
hardware platforms. Section 3 focuses on the issue how to configure a single node 
in such a network while section 4 presents our first simple prototype implemen- 
tation of a ReCoNet. This prototype consists of four connected Altera FPCA 
boards. 

2 The Basic OS Features 

This section describes the basic features needed for running a distributed recon- 
figurable system. Before defining these features, we will take a closer look on the 
underlying architecture. In this paper, we consider “small” networks of hardware 
reconfigurable embedded systems. The main aspects of the hardware are: 

— small: Each node in the network can store the current state of the whole 
network. The state of a network is given by its actually typology consisting 
of all available nodes, of available links, and of the distribution of the tasks in 
the network. In order to store the available connections in the ReCoNet, we 
use a so-called incidence matrix (see Figure 1). This matrix is of dimension 
\V\ X \V\, where \V\ is the number of nodes in the network. An element of 
the incidence matrix is non-zero if there is a direct connection between the 
two corresponding nodes. 

— hardware reconfiguration: Allows the implementation of arbitrary functions 
in hardware. Thus, it accelerates the computation of the corresponding func- 
tions required in the network. 

— embedded: Requires the optimization of different objectives, like power con- 
sumption, cost, etc. simultaneously. 

These are the fundamental properties of a distributed reconfigurable system 
that we call a ReCoNet. Furthermore, a ReCoNet must support repartitioning 
of tasks in the network. Therefore, we have to implement three OS features. In 
order to compensate errors in the hardware infrastructure, we implemented the 
two OS features rerouting and repartitioning. Network connectivity faults are 
compensated by the computation of a new routing. And further, the fault of a 
complete node is compensated by migrating tasks to other nodes. Finally we 
implemented a third OS feature named partial reconfiguration. 
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In order to describe these OS Features mathematically, we need an appro- 
priate model. The behavior of the system is given by n tasks T = ■ ■ ■ , tn\ 

running on m possible nodes V = {v\,V 2 , ■ ■ ■ ,Vm}- Furthermore, the ReCoNet 
structure is given by I links Cjci, C 2 , . . • , c;} between the nodes with: 

CCV xV. 

Each task ti G T can be mapped onto an arbitrary set of resources. Therefore, 
we model all possible bindings as a set f3, where: 

PCTXV. 

The OS features are triggered if a resource fault is detected or a new task be- 
comes ready to run. In the following we reveal the basic OS features rerouting, 
repartitioning and partial reconfiguration in detail. 

2.1 Rerouting 

The first OS feature to be defined is the task of rerouting. Rerouting is required 
if a connection (c/ G C) in the network fails. All communications done over this 
connection has to be rerouted. There are several publications dealing with this 
issue. Recent work was mainly focused on probabilistic approaches [7]. 

Here, we consider a high-level fault tolerant approach. Rerouting itself can 
be decomposed in three subproblems: 

1. Line detection: Is a link Cj = (vj,Vk) between two nodes Vj and Vk available 
or not? 

2. Network state distribution: If a connection between two nodes (vj,Vk) fails, 
all nodes v G y\{uj,Ufc} in the network not incident to connection c/ must 
be informed. 

3. Routing of broken communications. 

The first subproblem can be solved in several ways. The easiest implementation 
is to periodically send some predefined data over each connection. If we do not 
detect any signal changes at the end of this connection, either the line or the 
sending node may be defect. In both cases, we cannot use this connection any 
longer. 

The second subproblem, the distribution of the network state, could also be 
solved in many ways. Again, we just mention the simplest one, the broadcast. 
The detecting node vj just sends this new information to all its neighbors. These 
neighbors will relay this message until all nodes in the network are notified. The 
main problem in this solution is to keep track of already known messages which 
should not be relayed. Another problem is the time needed for the distribution. 
If an error is intermittent, there may be several different messages are on their 
ways through the network all representing a different state of the network. Thus, 
also if we limit ourselves to applications without any time constraints, we need 
some time base in the network [8]. 
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The last subproblem, the computation of a new routing can be done with 
any routing algorithm. Since we only consider small networks, we are able to 
store the state of all connections of the network in an incidence matrix. Based 
on this matrix, we can calculate the new routes using for example the shortest 
path algorithm (see [4]). 
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Fig. 1. Example of a ReCoNet. (a) The ReCoNet consisting of four ReCoNodes and the 
corresponding incidence matrices, (b) Two connections failed, (c) All directed neighbors 
are notified, (d) All indirect neighbors are notified. 



Figure 1 shows an example of the first two steps in the process of rerouting. 
Figure 1(a) shows a ReCoNet consisting of four fully connected ReCoNodes. The 
corresponding incidence matrices are also shown near each node. In Figure 1(b) 
the situation is shown where two connections fail. Each incident node detects 
this error and updates its incidence matrix. 

In the next step (Figure 1(c)) all direct neighbors are informed about the 
topology change of the network. Note, that all nodes store different information 
of the state of the network. Finally, in Figure 1(d), all nodes have the same 
information about the state of the network. Based on this information, each 
node computes the new routing. 

On every node this procedure of rerouting can be implemented in the following 
fashion: 

if {line.state[i] != nextJinestate[i]) 

{ U pdate-Incidence-M atrix { ) ; 

N otify jail. Neighbours{line-f ail); 
reroute { ) 

}; 

ii{Receive.net.state\ = net.state) 

{ U pdate incidence JM atrix { ) ; 

Notify. other. Neighbours {line. fail); 
reroute{ ) 

} 
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2.2 Repartitioning 

Rebinding describes the migration of hardware tasks ti &T from one node Vj in 
the network to another Vk- Thus we need {{U,Vj), (ti,Vk)} S (3- Note, that if we 
configure the reconfigurable nodes Vi,Vk with a processor, it may be possible to 
migrate a hardware task (tf™) to a software task and vice versa, too. For 
a node Vk this will further need (tf^,Vk)} € f3. The task of rebinding 

is also called repartitioning or online partitioning in the following. 

But when should we migrate a task? In this paper, we just focus on the case 
of resource faults, i.e., if a node Vf in the network fails, all tasks running on Vf 
must be migrated to other nodes. Thus, the task of repartitioning can be divided 
into two subproblems: 

1. Detection of resource errors and 

2. rebinding of tasks to nodes. 

The first subproblem again can be solved by using the incidence matrix of the 
actual network. If a node Vf has no working connection to any of its neighbors 
{{vf,Vi} G C,\/i), it is called isolated. An isolated node cannot be used for 
process execution any more and all tasks bound to this node must be migrated. 

An important question is how to perform a save task migration, i.e., how to 
keep track on the current state of a task. Here, we limit ourselves to stateless 
tasks which can be started in an appropriate state after a system failure. It is 
explained in [8] how to handle non-stateless tasks. 

Furthermore, we must consider the question of on which node Vj should a 
task ti be restarted. Again, there are several well-known approaches and the 
simplest one is to use a priority binding list P : ^ N for each task t G T, 

i.e., each task is bounded to the node with highest priority in its priority list. If 
this node fails, it rebounds to the next available node with the highest remaining 
priority. Note that when rebinding tasks, we must recompute the routing as well. 

2.3 Reconfiguration 

In order to be as general as possible, we do not require partial reconfiguration 
as provided by some Xilinx FPGAs [9]. By disconnecting a single node Vi, the 
remaining network should not be affected. Thus, we can reconfigure a 

disconnected node completely. 

If we allow only fully hardware reconfiguration, we must ensure that all tasks 
{tj G T \/{tj,Vi) G (3), that are implemented on the given node Vi are not needed 
for the time of the reconfiguration. If we are not sure about this, we first have 
to migrate these tasks to other nodes in the network. A simple implementation 
of this algorithm will be presented in Section 4. 

Figure 2 shows a scenario where an additional hardware task is loaded into 
the system. The initial state of the network is shown in Figure 2(a). Each of 
the four nodes executes software (circles) and hardware (rectangles) tasks. Also, 
the configuration memory of each node is shown. Next, an additional hardware 
task (tg) should be loaded into the system. Here, we assume that tg should be 
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Fig. 2. Example of Repartitioning, (a) shows the original ReCoNet configuration. 
There are four ReCoNodes. Each node is configured with software (circles) and hard- 
ware (rectangles) tasks. The configuration memory for each node is also displayed, 
(b) To conhgure ReCoNoded with an additional hardware task (tg), we must move 
all running tasks of this node to other nodes in the network. At the same time the 
configuration memory (Configd) is updated with the additional task, (c) After reseting 
ReCoNoded the new configuration is loaded. 




Fig. 3. Example of a ReCoNode. The recon- 
figurable hardware computes the routing and 
partitioning of the distributed application. 
The communication module provides infor- 
mation about local connections. 



Fig. 4. Configuration of a single 
ReCoNode. Beside the communi- 
cation modules (HDLC) and the 
hardware tasks, there is a NIOS 
CPU with additional timers and I/O 
ports. 



loaded on node ReCoNoded. Therefore, all tasks (fy, tg) running on ReCoNoded 
are suspended and restarted on ReCoNode2 and ReCoNodeS, respectively (see 
Figure 2(b)). Note, that task ts is implemented in software. Furthermore, the 
new configuration for ReCoNoded is stored into the configuration memory. 

In a last step (Figure 2(c)), the reset signal is issued on ReCoNoded. ReCo- 
Noded starts with the new configuration. The task tr and tg on ReCoNode2 and 
ReCoNodeS are suspended. 



3 Configuration of a ReCoNode 

A ReCoNode should implement the three basic functions as described in Sec- 
tion 2. Figure 3 shows a simple example of a ReCoNode. 

The reconfigurable hardware computes the actual routing and partitioning 
based on its information about the state of the network. Note, that the hardware 
could be configured with a processor (as will be presented in the next section) to 
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do the required computation. The communication module is needed for sending 
and receiving packages over the network. Furthermore, it observes the state of 
each directly connected line. If the state of a line changes, the reconfigurable 
hardware will be notified. As described in Section 2, the reconfigurable node will 
then compute the new incidence matrix and will notify all other ReCoNodes in 
the network about the change. 

To perform the reconfiguration of the hardware, the ReCoNode itself can 
write the configuration memory and generate a self reset on the FPGA. That 
way, our solution does not require any partial reconfiguration of the FPGAs. In 
the simplest scenario, we just migrate all tasks to other nodes of the network, 
write the desired configuration into the configuration memory, and trigger a re- 
set on the FPGA (see also Figure 2). For non-stateless tasks, additional work is 
needed to ensure a proper migration of such tasks inside the ReGoNets. Figure 4 
shows the configuration of a single ReGoNode as used in the sample implementa- 
tion described in the next section. Beside the communication modules (HDLG), 
there is also a GPU and user-defined hardware. By using a GPU core, we have 
the possibility to run tasks in hardware as well as in software or any mixed 
implement ation . 



4 A Prototype Implementation 

In order to test our new approach, we have constructed a distributed reconfig- 
urable prototype consisting of four Altera Excalibur development boards [10]. 
With a single Excalibur board, the user has the ability to build a hardware- 
software-system by using Altera’s SoPG-builder [11]. Such a systems is composed 
of Altera’s NIOS processor [12], user-specified hardware, and user-specified soft- 
ware. The user-specified software is given in G/G-l— 1-. The user-specified hard- 
ware and the NIOS-processor are connected by using a hardware description 
language like VHDL or Verilog. After synthesis of the hardware design, it is 
downloaded to the FPGA on the Excalibur board. 

A single node of the prototype implementation is configured as described in 
section 3 with a NIOS processor and three communication modules (see also Fig- 
ure 4). For the communication we have chosen the standard HDLG (High-level 
Data Link Gontrol) protocol. In order to detect line errors, we have implemented 
the physical layer with a Manchester encoding. See Figure 4 for the configuration 
of a single ReGoNode. 

The prototype implementation of the ReGoNet is shown in Figure 5. Several 
automotive applications are implemented on this ReGoNet. The three basic OS 
features as described in section 2 are implemented as follows: 

— Rerouting: Each node stores the current state of the network in an incidence 
matrix. If a line error is detected the incidence matrices are updated as shown 
in Figure 1. In a last step, a new routing for all applications is computed by 
the use of Dijkstra’s shortest-path-algorithm. The routing itself is done by 
the NIOS GPU on each node. 
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Fig. 5. A prototype implementation of a dis- 
tributed reconfigurable system that supports 
repartitioning. The prototype is composed of 
four Altera Excalibur development boards. 



Fig. 6. Monitoring tool; One 
can see the active connections 
as well as the distribution of 
the processes. 



— Repartitioning: Each ReCoNode stores the binding priority list of each task. 
If a ReCoNode fails, all tasks currently executed on this node are migrated to 
the next available ReCoNode with the highest remaining priority. If there is 
no copy of the migrating task available on this ReCoNode, we must perform 
a reconfiguration step by either copying a software implementation or a 
complete configuration file to this node. Therefore, the ReCoNode has to 
know where to find this configurations. In our prototype, only the two nodes 
ReCoNode2 and ReCoNodeS switch between two different configurations. 
These configurations are stored in the configurations memory of ReCoNodel 
and ReCoNoded. Again, the selection of a configurations file is statically 
programmed. The transfer of the configuration streams is done over the 
network. 

— Reconfiguration: Reconfiguration is established by writing a configuration 
stream to the configuration memory. The copying of the configuration file is 
again done by the NIOS CPU. It requests the configuration from one of its 
neighbors and stores the data in the configuration memory. The error free 
transfer of the reconfiguration content is guaranteed by the utilized HDLC 
protocol. Further, a special bit inside the configuration bitstream is used 
to indicate valid configurations in the memory. This bit is analyzed by an 
additional PLD that controls the reconfiguration process after the triggered 
reset. By writing this bit as the last one to the configuration memory, we 
can ensure that only valid configurations are transferred to the FPGA. This 
mechanism is archived by the configurator PLD that loads a default config- 
uration on determining an invalid configuration memory content. When all 
data is written correctly to the configuration memory, the NIOS CPU issues 
the reset signal to itself. The ReCoNode that sends the reconfiguration bit- 
stream remembers the last read request until a proper reconfiguration has 
been achieved. This allows the default configuration to initialize a broken re- 
configuration process again (e.g. during a power failure in the reconfiguration 
download phase). 
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In order to visualize the state of the network as well as the distribution of the 
applications, we have written a small monitoring JAVA program. This program 
communicates to a single Excalibur board over the debug port. A screenshot of 
the monitoring program is shown in Figure 6. 

5 Conclusions and Future Work 

In this paper, we have presented the implementation of basic OS features for run- 
ning a distributed reconfigurable hardware system, a so-called ReCoNet. Two of 
these tasks deal with the fault tolerance of such a system. While the rerouting 
is used to compensate communication errors, we can compensate the defect of 
a node by repartitioning. These two features together with the ability of hard- 
ware reconfiguration allows us to build dynamical hardware-software systems. 
A first implementation of these basic tasks in distributed reconfigurable system 
consisting of four Altera FPGAs was presented here. 

Important issues in the future are to provide support for real-time and 
non-stateless applications. Furthermore the optimization (online/offline) of dis- 
tributed reconfigurable systems must be considered in future work. 
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Abstract. A platform architecture for real time audio applications based on the 
open source LEON RISC processor and an audio development board based on 
an FPGA implementation of this platform are presented. Emphasis is on audio- 
specific extensions of the LEON architecture. In particular, a Floating Point Unit 
(FPU) for the LEON CPU and a multi-standard audio interface block were imple- 
mented. Innovative aspects, as a scoreboard based superscalar scheduler for the 
FPU and a new flexible approach to the interface block, unifying major parts of 
the required logic for all relevant interface standards are described. The extended 
LEON architecture is running on an Altera Stratix EP1S30-5 at more than 50 
MHz. This already allows to run an mp3 decoder at up to 128 kbit/s in real-time. 
Porting of additional decoders as mp3PRO and AAC has been started. 



1 Introduction 

By enabling distribution of digital music over the internet, the MPEG-1 Layer 3 
(mp3) [1] audio compression scheme has caused one of the biggest paradigm shifts ever 
in consumer attitude regarding digital media and consumer electronics products. Today 
mp3 support is a prerequisite for the acceptance of products ranging from smallest flash 
memory based portable players to DVD recorders. However, the mp3 standard dates 
back to 1992, while newer standards offer significantly improved coding efficiency, en- 
able the support for multiple channels (e.g. 5-tl) or offer better opportunities to tackle 
the still unsolved problem of content and copyright protection. Hence, development in 
audio coding technology is still underway, while there is already a large number of es- 
tablished proprietary and open standards (mp3PRO, AC3, WMA, AAC to name a few). 
Respective hardware architectures have to be able to support several if not all of these 
standards - which calls for software programmable solutions. 

Since typical tasks of an audio coding scheme include FIR-filtering and discrete 
Fourier or cosine transforms, such schemes heavily profit from DSP typical architec- 
tural features as Multiply & Accumulate (MAC) units of sufficient word-width and 
separate address generation units. As a coarse figure of merit, a typical audio decoder 
for stereo signals requires a processing power of about 20 to 25 Million instructions per 
second (MIPS) based on the instruction set of such a state of the art DSP. This number 
turned out to be surprisingly stable for the various standards. Furthermore, employment 
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of multi-channel standards as AAC or ACS leads to linearly scaled performance re- 
quirements (e.g. 30-40 MIPS for a 5-t-l decoder). The span for encoders is a little bit 
wider and ranges from about 20 to 70 MIPS. 

All major applications of audio coding schemes are in the consumer domain, where 
cost reduction is usually the major design goal. Considering the advances in silicon 
technologies and the complexity of embedded DSPs or RISC architectures, the in- 
fluence of area costs is becoming negligible. Instead costs for licensing - especially 
royalties payable per manufactured device - and software development costs became 
important. 

To target these shifting cost criteria, a novel audio coding platform based on a 
royalty free open source RISC architecture called LEON [2] has been developed. The 
LEON is a SPARC V8 [3] compatible RISC-CPU that is distributed under the Lesser 
GNU Public License (LGPL). The goal of this platform development is twofold: On one 
hand tailored versions of the platform shall be employed as embedded audio cores in 
different SoC-designs to be used in various applications as DVD-players, set top boxes 
or portable disc players. On the other hand, a flexible development platform based on an 
FPGA-implementation of the LEON architecture shall be implemented to be employed 
for further algorithm and system development. 

To cope with the requirements implied by these goals, the LEON system architec- 
ture needs to be extended: 

- Audio coding schemes are usually programmed using floating point data types. 
The 32bit integer arithmetic, as provided by the LEON architecture, is insufficient 
to provide the required dynamic range of audio applications. It is important to un- 
derstand, that the dynamic range and not the accuracy of audio application imposes 
to employ data types larger than 32bit integer. This implies that such algorithms can 
be ported to integer by tracking the dynamic range in a separate data word (block 
floating point). Such implementations of some of the coding schemes are available. 
However, earlier developments in this area have shown, that the development costs 
for porting of several coding standards will dehnitely exceed those for development 
of an appropriate floating point unit. A floating point unit for the LEON architec- 
ture capable to provide the required processing power is not available and hence, 
had to be developed. 

- Employment of an audio platform for multiple applications and for algorithm de- 
velopment requires a flexible and customizable media interfacing scheme. At least 
four different interface standards at even more sample rates are commonly found 
in typical audio applications (SPDIF [4], ADAT [5], AC’97 [6] and PS). While all 
standards are basically serial, they differ significantly in their frame formats and 
synchronization modes. Respective interface IP-blocks had to be developed that 
are appropriate to be plugged into the LEON system architecture. To provide better 
efficiency of these IP-blocks and to allow easier adaptation to specihc applications, 
these IP-blocks feature a common internal format to allow shared use of major 
modules within a common audio-interface block. 

The main part of this paper is organized as follows: The following section (section 2) 
provides a brief introduction to the LEON CPU and system architecture. Section 3 de- 
scribes the architecture of the newly implemented floating point unit and its superscalar 
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interface. Section 4 introduces the audio interface block and its concept using a common 
intermediate format. Finally, section 5 gives an overview of the FPGA based system de- 
velopment board used to implement the audio platform. Section 6 concludes the paper. 

2 The LEON SPARC V8 Architecture 

According to the SPARC V8 standard (aka IEEE-1754), the LEON architecture is a 
32bit scalar RISC architecture. Originally developed in a redundant version for space 
applications at the European Space Agency, the processor is now maintained and dis- 
tributed under LGPL by a company named Gaisler Research. The recent version of the 
LEON architecture is targeted towards employment as embedded processor in a system 
on chip environment. Hence, the LEON features several optional peripheral blocks in- 
cluding UARTs, timers, a watchdog, a parallel interface, an interrupt controller and a 
flexible memory interface (see Fig. 1). The processor and all the peripherals are con- 
nected via an AMBA 2.0 AHB respectively APB bus [7]. Due to this fact, the system 
is compliant to industry standards and hence, is easily extendible by further customized 
units. 

Core of the LEON processor is the integer unit implementing all control and inte- 
ger instructions of the SPARC V8 instruction set. The architecture features a 5-stage 
instruction pipeline and 32 bit data and address busses. In addition to an ALU featuring 
single cycle latency, the arithmetic can be extended by configurable multiply and divide 
units. In maximum configuration (32 x 32), the multiplier also requires just one cycle 
to generate the 64bit result. The radix-2 non-restoring divider requires 35 cycles per 
result. Most load/store and branch instructions have a latency of 2 cycles. 




SRAM, SDRAM, PROM serial audio I/O 



Fig. 1. Block Diagram of LEON platform. The darker grey blocks are custom extensions for the 
audio platform 



The cache subsystem features a Harvard architecture i.e. separate data and instruc- 
tion caches. The caches can be separately configured between 1 and 64 kBytes per set. 
Both, direct mapped and set-associative organizations are possible. However, it is im- 
portant to note, that both caches are connected to the memory controller via a single 




42 



Jens Peter Wittenburg et al. 



32bit AHB-bus that is also shared by the other peripherals. The memory controller of- 
fers glueless access to PROMs, generic I/O, SRAM, and PC133 SDRAM on a 8, 16 or 
32 bit wide memory bus. 

The LEON processors comes with a software development package consisting of 
a GNU-based cross compilation system (called LECCS) featuring GCC C/C-H- com- 
piler, linker, assembler and source level debugger. A cycle true simulator with GDB 
debugger interface and access to all processor registers is the only tool commercially 
sold hy Gaisler Research. An on-chip debug support unit (DSU) and trace buffer offer 
an efficient way to debug the processor in circuit. The DSU can interrupt the normal 
processing triggered hy breakpoints or software watchdogs. It can he configured as 
AHB-master and hence has access to all caches and configuration registers. The DSU 
connects to a monitor program and debugger running on a host computer via a UART 
using the RS232 protocol at 1 15 kB/s. 

3 FPU-Extension 

The processing power requirements given in section 1 are based on a DSP instruction 
set. Hence, they do not translate directly to a RISC architecture. In the particular case of 
the LEON architecture, the multi-cycle latency of several commonly used instructions 
(e.g. load/store, branch) will expand this gap even more. However, clock rates of more 
than 50 MHz are realistic even in an EPGA implementation, which offers more than 
twice the number of instructions per second than required on a DSP. Hence, regard- 
ing integer performance, the processing power should be sufficient at least for stereo 
decoding. 

On the other hand, since floating point support was identified as a requirement, the 
floating point arithmetic must not slow down the integer processing and the floating 
point calculations must not be significantly slower than integer - which calls for a high 
performance FPU. 

While the instruction scheduling of the LEON is basically scalar and in order, there 
is one important exception: The instruction set is defined such, that coprocessors and 
FPUs have to operate on independent register files. Data exchange can only take place 
via external memory using load/store operations. Therefore, FPU or coprocessor in- 
structions may be processed concurrently to integer instructions and may also com- 
plete out-of-order. However, to ensure coherency between FPU/coprocessor and inte- 
ger data, the respective interfaces provide an interlocking mechanism to prevent out- 
of-order memory access and to ensure branch processing on actually corresponding 
FPU/coprocessor condition codes. 

Originally this feature was intended for unpipelined low throughput FPUs requi- 
ring several cycles to process an instruction. SUN employed such a FPU (designed by 
MEIKO) in its MicroSPARC II processor. This type of FPU is of course unacceptable 
regarding the processing power requirements as stated above. On the other hand, such 
concurrent interface is basically capable to handle a separate superscalar-like floating 
point instruction scheduler resolving the data dependencies (pipeline hazards) of a fully 
pipelined FPU with a throughput of (up to) one instruction per cycle. 
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from Instruction Cache 




Fig. 2. Block Diagram of FPU-pipeline 



Such a fully pipelined FPU and a respective instruction scheduler have been de- 
signed. The FPU (see Fig. 2) is based on earlier work by Martin Kasprzyk [8], who did 
a partial and only weakly verified implementation of a SPARC V8 FPU. The concept 
of this CPU is based on a five stage pipeline with clear separation of the individual 
tasks of floating point arithmetic. In the existing implementation only ALU instructions 
were supported, but modularity and very conservative timing constraints made it a good 
starting point for enhancements. 

The pipeline structure is shown in Fig. 2. Stage one is used for instruction decode 
and register read, stage five is used exclusively for rounding and write back. In case 
of additions or subtractions, stage two is used for prenormalization, stage three for the 
actual arithmetic operation on mantissa and exponent, while stage four performs the 
postnormalization step. Since a floating point multiplication does not require prenor- 
malization, the critical multiplication of the mantissa can be distributed among pipeline 
stages two and three. In particular, stage two contains the product term generation and 
the carry save array of a (booth encoded) Wallace tree multiplier [9], while stage three 
contains the carry propagate adder. Synthesis results have shown, that in an ASIC im- 
plementation this structure allows multiplications in double precision without slowing 
down the integer unit. Quad-precision, floating-point division and square-root instruc- 
tions are not supported, because they are not found in performance critical subtasks and 
very rarely in audio applications at all. Hence, software emulation of such instructions 
(which can be performed automatically by the compiler) is fully sufficient. 

A special handling was required for the floating point load/store operations. All 
address calculations for the LEON architecture are handled by the integer unit. This 
implies, that in case of a load operation, opcode and operands are handed over from the 
integer unit to the floating point unit via the floating point interface at a fixed number 
of cycles after the integer unit has issued the respective instruction. The exact opposite 
applies to store instructions: The operand from the floating point register file is expected 
at a certain number of cycles after the instruction has been issued. This has several 
implications: 
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- A load operation does not require more than one processing cycle to complete. 
Hence, writing back in stage five would unnecessarily slow down processing of 
subsequent other operations using the same register address (which is a very com- 
mon case). On the other hand, to ensure precise traps and interrupts with respect 
to the concurrently operating floating point pipeline, the floating point instructions 
must not complete out-of-order. This is solved by propagating the load operands 
through the entire pipeline (writing back in stage five) but allowing to forward the 
data from any earlier stage if required. Thus, the effective latency of a load opera- 
tion is just one cycle. 

- Integer processing has to be halted if a store operation is pending and the respective 
result is not yet available from the FPU. The floating point interface features a 
selective halt signal to do so. 

Both issues are handled by a scoreboard based scheduler. An innovative detail in 
this context is the implementation of the scoreboard. While a conventional scoreboard 
would just store a flag per register address, stating that an instruction within the pipeline 
intends to write its result to this address, the implemented scoreboard stores the type 
(= latency) of the instruction and keeps track of the pipeline stage carrying the result- 
generating instruction by implementing individual counters per register address. This 
allows direct calculation of: 

1 . The number of stall cycles in case of not yet available results (RAW hazards) 

2. The number of the pipeline stage that carries the result required for forwarding 

Using such implementation, no further communication between scheduler and pipeline 
stages (result snooping) is required, which saves significant wiring overhead especially 
because quite a large number of pipeline stages (4) are able to forward results. This is 
of special importance in FPGA implementations, where wiring is comparably costly. 

4 Audio Interface Block 

The twofold employment - on one hand as a customizable IP-platform, on the other 
hand as a software and algorithm development platform - requires an especially flexible 
and powerful audio interface module. Following are the specific requirements for such 
an interface block: 

- Support for PS, IEC958 (SPDIF), ADAT and AC’97 standards. 

- Support for multiple concurrent input and/or output streams of differing standards. 

- Connection to embedded processor via AMBA AHB bus. Support for interrupt 
triggered DMA transfer and provision of an appropriate FIFO to buffer incom- 
ing/outgoing data while DMA is inactive. 

- Provision of flexible opportunities for customization and parameterization. 

- Support for timestamp mechanism to synchronize various data streams. 

The most obvious challenge of this list is the need for support of various standards. 
Table 1 provides a comparison of the most important features of those standards. It can 
be seen, that sample rates, channel codes and frame formats are quite heterogeneous. To 
offer a maximum flexibility while concurrently saving resources, an interface module 
architecture based on a unified internal format for all interface standards was chosen. 
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Table 1. Comparison of main features of important consumer and professional audio interface 
standards 



feature 


lEC 958 


ADAT 


AC’97 


cs 


channels 


2 


8 


max 12 


2 


PCM bits 


24 


24 


20 


max 24 


subcode bits 


4 per channel 


4 per sample 


- 


- 


sample rate 


32/44.1/48 kHz 


44.1/48 kHz 


48 kHz / var. 


var. 


channel 
clock rate 


64 • Fs 


256 • Fs 


256 • Fs 


64 • Fs 


channel code 


biphase-mark 


NRZI 


- 


- 


clock 


self-timed 


self-timed 


clock net 


clock net 



audio 

out 



clocks - 



Clock Unit 



SYNC 




Channel 

Decoders 








IS 




SYNC 




Channel 

Encoders 









async j synchronous to system clock 



Stream Unit 
Block 



Register 

File 






AMBA 

AHB 



INTR DMA_REQ 

Fig. 3. Block diagram of audio interface module 



The resulting architecture is shown in Fig. 3. The external interface data first has to 
be synchronized to system clock respectively internally or externally generated audio 
clock(s). It has to be mentioned that due to the requirement for concurrent support of 
multiple standards, also multiple external clock rates have to be supported simultane- 
ously. The synchronizer blocks in collaboration with a clock unit even support switching 
between differing audio sample rates during operation. 

After being synchronized, incoming data streams are converted to the common in- 
ternal format by so called channel decoders. Outgoing streams are converted vice versa 
from the internal format to the respective interface standard by channel encoders. A 
separate set of channel en-/decoder exist for each of the supported interface standard. 
The common internal format consist of a serial data stream containing PCM and sub- 
code data and enable/valid signals separated for frame, PCM data and subcode data. 
Hence, the main purpose of the channel en/decoders is the clock recovery and handling 
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Fig. 4. Photograph of AUDIX Development Board 

of the channel codes (biphase-mark or NRZ). Furthermore, the frame is split respec- 
tively packed to/from separate PCM and subcode data according to its specific frame 
format. 

A so called stream unit block connects the channel coders/decoders with the AMBA 
bus. It contains a FIFO (size parameterizable from 4 to 512 32bit words) and a num- 
ber of generic stream units corresponding to the number of data streams. The number 
of supported data streams (i.e. the cumulated number of connected audio sources and 
drains) can be parameterized from 1 to 8, where each stream may contain up to 16 chan- 
nels. Main purpose of the stream units is the serial to parallel conversion (respectively 
vice versa) and the actual separation of PCM and subcode data. The stream units may 
also combine several inputs to a single stream {channel aggregation). Furthermore, the 
stream unit block handles the FIFO buffer control and is responsible for IRQ and DMA 
request generation. 

The benefit of the proposed approach is the separation of the relatively simple and 
specific channel en-/decoders from the complex and generic stream unit block. This al- 
lows more flexible customization regarding number and type of supported data streams, 
while saving otherwise redundant resources in the serial to parallel conversion process. 

5 Audix Development Board 

A development board for the proposed audio platform based on an Altera Stratix 
EP1S30-5 FPGA has been developed (see Fig. 4). In addition to the physical inter- 
faces (level shifters, optical couplers etc.) for the described audio interface standards, 
the board contains 64MB SDRAM as well as 2MB SRAM, several debug facilities and 
additional general purpose peripheral interfaces e.g. IEEE 1394, Ethernet, RS232 or a 
flash card connector. 

The entire audio platform - this means LEON processor including FPU and au- 
dio interface block - have been successfully mapped to the Stratix FPGA. The chosen 
configuration is described by table 2. 



A Cost-Efficient RISC Processor Platform for Real Time Audio Applications 



47 



Table 2. Implemented configuration of LEON-architecture and audio interface module 



Debug Unit 


implemented 


Fixt poit multiplier 


32 X 32 bit 


FPU-multiplier 


single precision only 


I-Cache size 


8kB 


I-Cache organization 


2-way set associative, LRU 


D-Cache size 


8kB 


D-Cache organization 


2-way set associative, LRU 


number of channel en-/decoders 


4/4 


number of stream units 


4 


FIFO size 


1 kB 



Table 3. Resulting complexity for Altera Stratix implementation. The EP1S30-5 device offers 
slightly more than 30000 logic elements 



LEON Integer Unit 


4600 logic elements 


LEON Controller 


3900 logic elements 


FPU 


5900 logic elements 


I-Cache 


800 logic elements 


D-Cache size 


3200 logic elements 


DMA 


1500 logic elements 


debug support unit 


1100 logic elements 


memory controller 


1200 logic elements 


audio interface block 


7500 logic elements 


r 


29700 logic elements 



An overview of the resulting complexity is provided in table 3. While the complex- 
ity of the FPU was to be expected, it can be seen that the audio interface block is also 
comparably complex. 

The entire system reaches a clock rate of more than 50 MHz. It has to be mentioned, 
that support for double precision multiplication had to be dropped to reach this perfor- 
mance. The reason for this is, that the custom multiplier that are provided by the Stratix 
FPGA offer an excellent performance but do not fit well with the two pipeline stage 
approach as implemented in the FPU. However, this is no actual drawback, since audio 
algorithms do not require double precision anyway. 

As first application a mp3 decoder has been successfully ported to the LEON archi- 
tecture and is successfully running on the Audix development board using real world 
data streams. The mp3 decoder has also passed the mp3-part of the MPEG compliance 
test. First synthesis results for an 0.18/im ASIC technology indicate, that the entire 
system will operate at clock rates beyond 200 MHz. 

6 Conclusion 

An audio platform based on the LEON open source RISC architecture has been de- 
veloped. To be appropriate for audio applications, the LEON-processor had to be ex- 
tendedby a fully pipelined high performance floating point unit featuring a maximum 
throughput of one instruction per cycle and a flexible audio interface unit supporting all 
relevant audio interface standards. 
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A development board providing the required environment for application develop- 
ment and testing has been developed. Extended LEON architecture and audio interface 
module have been mapped to this hoard. An mp3 decoder has been successfully ported 
and tested using real-world and synthetic worst-case data-streams. 

The platform will he used both, as a flexibly customizable IP block in future SoCs 
for audiovisual applications and - mapped to an FPGA based development board - as 
universal audio development platform. The development board is also an excellent start- 
ing point for research on novel reconfigurable architectures offering further increase in 
efficiency and costs savings for audio applications. 
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Abstract. This paper reviews techniques and tools for customising processors 
at design time and at run time. We use several examples to illustrate customi- 
sation for particular application domains, and explore the use of declarative and 
imperative languages for describing and customising data processors. We then 
consider run-time customisation, which necessitates additional work at compile 
time such as production of multiple configurations for downloading at run time. 
The customisation of instruction processors and design tools is also discussed. 



1 Introduction 

Customisation is the process of optimising a design to meet application and implemen- 
tation constraints. It can take place at design time and at run time. We regard design 
time to have two components: fabrication time and compile time. During fabrication 
time, a physical computing device is constructed. If this device is programmable, then 
it is customised by a program produced at compile time and executed at run time. 

Three popular means of implementing computations are Application-Specific Inte- 
grated Circuits (ASICs), instruction processors such as those from Intel and AMD, and 
reconfigurable hardware such as Field-Programmable Gate Array (FPGA) devices. 

- For ASICs, much of the customisation to perform application functions takes place 
at fabrication time; hence the high efficiency but low flexibility, since new functions 
not planned before fabrication cannot be added. 

- For instruction processors, fabrication-time customisation produces a device sup- 
porting a fixed instruction set architecture, and compile-time customisation pro- 
duces instructions for that architecture; run-time customisation corresponds to 
switching between different program executions at run time. 

- For reconfigurable hardware, fabrication-time customisation produces a device with 
a particular structure, typically containing reconfigurable elements joined together 
by reconfigurable interconnections. At compile time, configuration information is 
produced for customising the device at appropriate instants at run time. 

As we shall see later, many of the customisation techniques can be applied either to 
ASICs at fabrication time, or to reconfigurable hardware at compile time, hence we use 
the term ‘design time’ to cover both possibilities. Also we shall distinguish between 
instruction processors and data processors; the latter correspond to processors that do 
not need to process instructions. 

A. Pimentel and S. Vassiliadis (Eds.): SAMOS 2004, LNCS 3133, pp. 49-58, 2004. 

(c) Springer- Verlag Berlin Heidelberg 2004 
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The purpose of this paper is to review recent design-time and run-time customisa- 
tion techniques developed mainly at Imperial College. Five areas will he covered. First, 
domain-specific customisation (Section 2), second, design-time customisation for data 
processors (Section 3 and 4), third, run-time customisation for data processors (Sec- 
tion 5), fourth, instruction processor customisation (Section 6), fifth, design tool cus- 
tomisation (Section 7). Our review aims to provide a summary of some current research 
directions, hut it is not intended to be an extensive survey. 

2 Customise Designs: Domain-Specific Issues 

This section describes domain- specific customisation using examples in network fire- 
walls and digital signal processing. The purpose is to illustrate: (a) the opportunities for 
customising designs for various applications, and (b) the design flow from application- 
specific descriptions to customised hardware implementations. 



Stage 1 



Ponder specification of authorisation policy 
-F 

network topology and available services 

i 

Ponder compilation with rule reduction 



Stage 2 / 



Code translation 
address tree construction 
Sequencing and partitioning 
Rule elimination 
Resource sharing 



Stage 3 



Optimised intermediate representation 
with parameterised functional unit 
library specifications 

1 

Hardware implementation 
-F 

hardware optimisation 



Fig. 1. Development stages for firewall processors. 

Our first example concerns application customisation for producing network fire- 
walls [19], which involves three stages (Figure 1). In the first stage, an authorisation 
policy is specified in the Ponder language [6] together with the information about the 
organisation’s network topology and services. In the second stage, this specification is 
translated into a platform-independent intermediate representation. A series of customi- 
sations, including construction of IP address trees, sequencing, rule elimination, and re- 
source sharing, are then performed to optimise the representation. In the third stage, this 
optimised representation is used to target a specific hardware platform. Hardware packet 
filter designs are captured using the Handel-C language (see Section 4). Optimisations 
can be applied to improve performance or resource usage. One advantage of this ap- 
proach is that multiple levels of customisation, based on various platform-independent 
and platform-specific criteria, can improve performance, portability and design reuse, 
since platform-independent customisations are applicable to a large variety of designs. 
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Our second example involves signal processing applications. Descriptions of such 
applications are often expressed as signal flow graphs using tools such as Simulink, 
and can be mapped directly into optimised FPGA libraries using, for instance, Xilinx’s 
System Generator tool [15]. Both analytical and simulation-based techniques have been 
developed to automate the analysis of bit-widths for all the components in a floating- 
point [1] or a fixed-point [5] design. While bit-width analysis can also be conducted 
for a general-purpose program [24], the availability of application- specific information 
enables more efficient optimisation by trading off design size and performance against 
accuracy which can be described in terms of, for instance, the signal-to-noise ratio at 
the output. In particular, it has been shown that a small reduction in accuracy can result 
in a large improvement in performance and resource usage [1]. This kind of result can 
help in comparing, for a given precision and range, the design tradeoffs between a 
customised fixed-point data format and a customised floating-point data format. 

Other application domains that have been shown to benefit from customisation in- 
clude graphics [33] and video [35]. Such customisations usually take place at design 
time. For loop computations, improved performance can sometimes be obtained by ad- 
justing bit- widths at run time to match the precision of the operands [3]. 

3 Customise Declarative Programs: Design Time 

A declarative program consists of a collection of definitions and relations describing 
what needs to be computed. Declarative style descriptions, including functional expres- 
sions and applicative programs, provide a natural way of capturing dataflow compu- 
tations. Such descriptions have been used to develop various word-level and bit-level 
designs, particularly those with a regular structure. Examples include linear [20] and 
non-linear filters [11], systolic data structures [21], and butterfly networks [23]; para- 
metric versions of these designs can be placed in a library to facilitate design re-use [25]. 

One feature that distinguishes different declarative languages is the treatment of it- 
erative computation. There are two main approaches. The first approach involves affine 
recurrence equations on sets of indices on which variables are defined [10]; there ex- 
ist automatic methods for mapping such equations into recurrence equations with ex- 
plicit space-time coordinates, which can then be used for generating hardware. Design 
customisation can take place at several steps: during uniformisation, where broadcast 
circuits are pipelined; during scheduling, where independent computations can be or- 
ganised into the same time step; and during mapping, where computations are allocated 
to processors. An example of this approach is the Alpha system [10], which has pro- 
duced many array-based circuits and regular arithmetic designs. 

The second approach involves functional abstractions for common patterns of com- 
posing designs, and temporal abstraction for describing stream-processing architec- 
tures. These abstractions simplify re-use of existing parts, and designs can be cus- 
tomised by algebraic transformations such as serialisation [20], pipelining [21], and 
hardware-software partitioning [23]. This approach also supports: (a) optimisation of 
component placement by partial evaluation [25], (b) production of run-time reconfig- 
urable designs [8] (also see Section 5), and (c) interface to formal verification tools [2]. 

Figure 2 shows a block diagram of a design tool under development for the Ruby 
[11] and Pebble [25] declarative languages. The system consists of facilities for opti- 
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Fig. 2. Block diagram of the Ruby/Pebble tool. 



mising, simulating, analysing, refining, sketching and animating designs, and for gener- 
ating interface information and compiling designs into hardware. The optimising trans- 
former provides assistance to optimise a high-level or low-level design by correctness- 
preserving transformations. The simulator provides support for testing and debugging 
in the symbolic, numerical and gate-level domains. The design analyser assesses de- 
sign characteristics, such as the instance count of a specihc component, the critical 
path delay, and the latency. The refiner produces a bit-level design from a high-level 
design, given the constraints on the input and output of a design; it also supports bit- 
width optimisation and various arithmetic representations, depending on the availability 
of suitable hardware libraries and domain-specific information. The sketcher produces 
design diagrams from a high-level or low-level description. The animator supports vi- 
sualisation of both design behaviour and its structure by combining the facilities of the 
simulator and the sketcher. The interface generator produces information to control the 
run-time environment of the design. Finally, the hardware compiler maps a low-level 
program into device-specific data format for FPGAs and other hardware technology. 
Notice that, although not explicitly indicated, the optimising transformers can be driven 
from the design analyser to facilitate exploration of the design space. Further details of 
a prototype version of this system can be found in [11]. 

4 Customise Imperative Programs: Design Time 

Imperative programs describe computation as a collection of operations, incurring state 
change by assignment, conditional and iterative statements. Such programs are usually 
based on a familiar software language such as C or Java. These languages are especially 
appropriate for control-flow computations. 

Some languages, such as StReAm [26], provide annotations to facilitate identih- 
cation of concurrency and other properties. Other languages, such as Handel-C [4], 
include statements for user control of parallelism and communication; such languages 
are often based on process algebras such as CSP [14], and can be compiled into hard- 
ware following a syntax-directed scheme [28]. Customising the amount of parallelism 
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by systematic use of such statements can benefit many application domains, including 
medical imaging [16], channel code evaluation [18], network firewalls [19], and com- 
puter graphics [33]. 

Loops have long been recognised as a rich source of parallelism. It has been found 
that a loop can be automatically transformed into a hardware pipeline by adapting the 
vectorisation process in compilers for vector computers [38]. The design flow associ- 
ated with this method, known as pipeline vectorisation, also includes a step to partition 
the design into hardware and software to target systems where coprocessor calls in a 
software program are trapped and executed hy the hardware pipeline. This technique 
is especially effective when combined with customising transformations such as loop 
tiling, run-time specialisation, and memory access optimisation. Similar methods have 
been advocated by other researchers [13], [29]. 

A design which has been customised for one platform could require a different cus- 
tomisation for another platform. Porting designs to different platforms is a tedious and 
error-prone task. A recent project [7] tackles this problem by introducing a flexible 
timing model that supports high-level transformations and automatic scheduling. In ad- 
dition, techniques are developed for unscheduling parallel designs so that they can be 
rescheduled to meet new performance and hardware constraints. Manual development 
and computerised customisation can be interleaved to achieve the best effect. The ap- 
proach is illustrated by a pipelined convolver which is ported to a different platform, 
achieving a speed resource trade-off from 300% faster to 50% lower resource usage. 

This section has focused on the use of imperative languages to produce data proces- 
sors; Section 6 highlights the use of such languages for producing instruction proces- 
sors. Note that some optimisations for declarative programs discussed in Section 3 are 
also applicable to imperative programs. Examples include bit-width optimisation and 
choice of arithmetic representations. Moreover, it is possible to combine imperative 
and declarative descriptions within a single framework [36]. 

5 Customise Programs: Run Time 

The preceding sections have focused on design-time customisation. This section is ded- 
icated to run-time customisation. One should, however, note that effective run-time cus- 
tomisation hinges on appropriate design-time preparation for such customisation. 

To illustrate this point, consider a run-time customisable system that supports par- 
tial reconfiguration: one part of the system continues to be operational, while another 
part is being reconfigured. As FPGAs are getting larger, partial reconfiguration is be- 
coming increasingly important as a means of reducing reconfiguration time. To support 
partial reconfiguration, appropriate circuits must be built at fabrication time as part of 
the FPGA fabric. Then at compile time, an initial configuration bitstream and incre- 
mental bitstreams have to be produced, together with run-time customisation facilities 
which can be executed, for instance, on a microprocessor serving as part of the run- 
time system [32]. Run-time customisation facilities can include support for condition 
monitoring, design optimisation and reconfiguration control. 

Figure 3 shows the possible interactions between compile-time customisation and 
run-time customisation. Two compilers operate at compile time: one maps high-level 
descriptions into low-level hardware descriptions, while the other - the RTC (for Run- 
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Time Customising) compiler - maps the low-level hardware description into appropri- 
ate conhguration and customisation information, resulting in a run-time system with 
an efficient, partially evaluated representation of the hardware implementation that in- 
crementally generates customisations at run time. A prototype system based on the 
RTPebble language and JBits tool is reported in [8]. 



conr^ile-ttme parameters 



run-time parameters 




.config. info. 

Fig. 3. Interactions between compile-time and run-time customisation. 



Various opportunities exist for run-time design optimisation; two examples will be 
considered here. The hrst example is run-time constant propagation [8], which produces 
a smaller circuit with higher performance by treating run-time data as constant, and 
optimising them principally by boolean algebra. However, often modihcation of both 
logic and routing can result in long reconfiguration time, so a possible compromise is 
to modify just the logic but not the routing. 

The second example for run-time design optimisation involves exploiting informa- 
tion about program branch probabilities [34]. The idea is to promote utilisation by dedi- 
cating more resources to branches which execute more frequently. A hardware compiler 
has been developed to produce a collection of designs, each optimised for a particu- 
lar branch probability; the best can be selected at run time by incorporating observed 
branch probability information in a queueing network performance model. 



6 Customise Instruction Processors 

Techniques for design-time and run-time customisation of instruction processors are 
well-known. We shall focus on the case of customising instruction processors at compile 
time and at run time on a reconfigurable device. FPGA technology can now support 
multiple instruction processors on a single chip; proprietary instruction processors, like 
MicroBlaze and Nios, are now available from FPGA vendors. 

There are three common methods for compile-time customisation of instruction pro- 
cessors. The hrst method is to select the most appropriate instruction set architecture for 
a given application. Different instruction set architectures, such as stack processors and 
register-based processors, have different trade-offs in code size, performance and re- 
source utilisation. After an instruction set architecture has been chosen, the second cus- 
tomisation method enables the designer to remove unused instructions and resources 
- the customised design only needs to support the instructions required for a specihc 
application. The third customisation method is to provide additional support for in- 
struction sequences that are frequently executed, for instance those in an intensive inner 






Customising Processors: Design-Time and Run-Time Opportunities 



55 



loop. One way is to augment the instruction set by introducing a custom instruction that 
corresponds to one of these instruction sequences. 

Custom instructions have two main benefits. First, they reduce the time for instruc- 
tion fetch and decode, provided that each custom instruction replaces one or more reg- 
ular instructions. Second, additional resources can be assigned to a custom instruction 
to improve performance. Bit-width optimisation, described in Section 2, can also be ap- 
plied to customise instruction processors at compile time. This process can be speeded 
up by having a single-pass simulation for a reference customisation and a model for 
estimating and evaluating system performance [37]. 

Since custom instructions are a powerful means of customising instruction proces- 
sors, it is desirable to automate their production. One way of achieving this is by opcode 
chaining [31], which aims at parallelising and pipelining the operators associated with 
a custom instruction. The steps include: (a) form a control-flow graph of basic instruc- 
tion blocks, (b) reduce register sharing to maximise available parallelism, (c) analyse 
dependences to collapse related instructions into a single instruction, and (d) schedule 
a computation when the values of all its dependent variables are known. 

A challenge of customising instruction processors is that the tools for producing 
and analysing instructions would also need to be customised. The flexible instruction 
processor framework [30] has been developed to automate the steps in customising 
an instruction processor and the corresponding tools. The prototype tools are based 
on the Handel-C language, which has been used to produce customised processors for 
the MIPS and the JVM architectures. The main steps in this framework include pro- 
filing, analysing, instantiating and selecting appropriate processor templates, and the 
associated customisation of compilers and other tools. Other researchers have proposed 
similar approaches [17]. 

It is interesting to note that one can develop an instruction processor to support a 
declarative language. For instance, a scalable architecture [9], consisting of multiple 
P-WAM processors based on the Warren Abstract Machine, has been developed to sup- 
port the execution of the Progol system [27] which is based on the declarative language 
Prolog. The architecture, shown in Figure 4, has been optimised for hardware imple- 
mentation using techniques such as instruction grouping and speculative assignment. Its 
effectiveness has been demonstrated using the mutagenesis data set containing 12000 
facts about chemical compounds. 

The discussion above has focused on compile-time customisation of instruction pro- 
cessors. Many techniques discussed in Section 5 on run-time customisation for data 
processors can also be applied to instruction processors. There is an additional avenue 
of run-time customisation for instruction processors; instructions can be customised 
on-the-fly to match any run-time customisation of the processor itself. 



7 Customise Design Tools 

As explained in the preceding section, the customisation of instruction processors re- 
quires the corresponding customisation of design tools. As our work covers an increas- 
ingly diverse range of applications and implementation technologies, the complexity of 
a single language or a single tool that attempts to cover everything will become unman- 
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Fig. 4. A Progol engine with four P-WAM processors, showing the channels for query dispatching 
and buses to the various memories. Shared memory is accessible to both the host and the Progol 
engine, while private memory contains the run-time structure for each processor. 

ageable. However, it is also important to be able to re-use and to customise existing 
tools as much as possible to minimise design effort. 

Recent work suggests three promising approaches. The hrst involves a scripting lan- 
guage [12], which can be used to configure appropriate tools at compile time and at run 
time for given applications. The second approach involves developing a more closely- 
coupled tool framework that is customisable and extensible, using a meta-language for 
easy manipulation of data structures [22]. The third approach involves a multi-layer 
framework [35] for developing and distributing hardware components, which is de- 
signed to separate concerns of application developers from those of hardware library 
developers. It also includes an application programming interface based on the Com- 
ponent Object Model, providing a well-defined and extensible interface for hardware 
plug-ins to be incorporated into applications such as Premiere and DirectShow. 

8 Conclusion 

This paper reviews various techniques and tools for customising data processors and 
instruction processors at design time and at run time. Current and future work includes 
improving the theory and practice of customisation technology, and exploring new de- 
sign techniques and tools by composing, extending and generalising current ones. 
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Abstract. Development productivity is a central point for the accep- 
tance of reconfigurable platforms. Due to the availability of generic low 
level tools and powerful logic synthesis tools, it becomes possible to de- 
fine portable components that have both a high level behavior and at- 
tributes for physical synthesis. The behavior of a component can be fixed 
at compile time using concise specifications that will reduce the cost and 
delays in developments. The method allowing to produce components is 
illustrated with two case studies. 



1 Introduction 

We are considering a new generation of general purpose circuits allowing to 
produce applications by field programming or configuration. Following FPGAs, 
the economic challenge of these circuits is to complement ASIG for markets 
where the production volume does not balance the cost of a specific SOG design, 
and where a quick application availability is critical. A consequence of cost and 
time-to-market constraints is the need to define software production methods 
with emphasis on designer productivity. 

1.1 Scope 

Among the different architectural options appearing, or likely to appear, we 
choose a generic architecture shown figure l.a with the following parts: (1) a 
dedicated system processor (SP) in charge of tasks and circuit management, (2) 
a network on chip possibly simple and controlled by SP, (3) several heterogeneous 
compute units (GU) such as processors, reconfigurable data path or fine grain 
banks, These units have their own local memories for data, and code or con- 
figurations, (4) a memory cache, (5) several input/output units with, possibly, 
specific support outside the circuit. 

There are two main motivations for the choice of such a distributed architec- 
ture. One is scalability, with the need to have an evolving choice of off-the-shelf 
circuits adapted to different kind of applications. A permanent problem with 
current FPGA technology is the change of scale and the actual difficulty to im- 
plement system level communications in an efficient way. The use of a network 

* http://as.univ-brest.fr 

A. Pimentel and S. Vassiliadis (Eds.): SAMOS 2004, LNCS 3133, pp. 59—68, 2004. 

(c) Springer- Verlag Berlin Heidelberg 2004 




60 



Erwan Fabiani, Christophe Gouyen, and Bernard Pettier 




a) b) 



Fig. 1. (a) A parallel heterogeneous reconfigurable platform, (b) Position of the com- 
ponent layer related to synthesis tools and basic tools. 



on chip allows to merge SOC IPs within the platform, and to control congestion 
in the routing resources during system activities. The other motivation is het- 
erogeneity, meaning that it will be possible to select a set of reconfigurable or 
programmable resources suiting the application needs. This implies the develop- 
ment of tools allowing to produce different code or configurations from a single 
specification, depending on the architecture and execution constraints. 

The platform must support compute intensive processes as found in stream, 
image and signal processing. These processes will use on chip input/output facil- 
ities, buffers, memory buffers, and they can spread over several compute units. 
In this case they need to be prepared as small tasks exchanging data buffers 
or transactions. Intensive computation tasks will be mapped to reconfigurable 
units. Other processes needing specific hardware support are controllers having 
short reaction delays. The operating system decides resource allocation, schedul- 
ing, swaps and memory transfers. 

During these last years, our research activity has been concentrated on build- 
ing portable tools for reconfigurable architectures. The Madeo framework is 
organized in three parts, with the general flow shown figure l.b. 

The lower layer back-end (BET) proposes tools for reconfigurable archi- 
tecture modeling. Several fine grain FPGA architectures have been described 
successfully, including commercial circuits. The models are represented using a 
grammar that enables a set of generic tools to produce the basic functionalities: 
placing cells on FPGAs, global or point to point routing, floor-planning, regu- 
lar circuit design [1]. An important property of this framework is its openness 
allowing synthesis algorithms to build layout of application component under 
programmer control. Fine control on the geometry and location of components 
is critical for resource management, as needed in operating systems. 

Above these tools, there is a front-end support (FET) for logic synthesis. The 
second layer uses high level object oriented specifications and produces hierarchi- 
cal application components for the first layer. The basic flow is based on directed 
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acyclic graph of nodes representing procedure calls that will be translated into 
look-up tables (LUT) or call of other graphs. The second layer tools can work 
competitively compared to handwritten hardware implementation because data 
specifications are required to be richer than usual types. Our data types are 
based on set of values and intervals. They are automatically produced for each 
function in the program and propagated downward the hierarchical graph. Af- 
ter type inference, synthesis tools have an exact knowledge of the computation 
context, and are able to lead very efficient optimizations. These optimizations 
take place at a symbolic level, by collapsing and simplifying nodes in the LUT 
graph, and at the encoding level, by exchanging data for indexes, and finally 
at the logic level using logic synthesis algorithms [2] . Physical mapping for fine 
grain FPGAs have been described in [3]. Extension for reconfigurable data path 
code production is currently being investigated from the same set of tools as the 
type system also provide support for interval description. 

Above these levels we are now interested to develop architecture components 
in different ways. This paper will discuss the component status, especially their 
important position in the design flow and the relation with the physical target. 

1.2 Component Definition 

Components are intermediate in the application design flow. They can be used to 
define the frontier from software to hardware in a transparent way for application 
developers. Their main characteristics are described as follow. 

Modularity and reuse: Components provide a modular behavioral interface 
usable during application development, either directly or from a compiler. They 
have an object status grouping a behavioral interface, physical synthesis capa- 
bilities, rules for use, and code or configuration to be handled by the operating 
system. Components provide software re-usahility, in a way similar as IP mod- 
ules do in the case of SOC. They are executable in the software development 
environment . 

Programmability or characterization: The component behavior can come 
from a program expressed in a domain specific languages (DSL), or there can 
be a fixed parametrized behavior. In each case, components carry an implicit 
execution architecture that will be produced at the physical level. 

Software macros as used in the FPGAs environments are components of small 
complexity whose definitions are hidden to the programmers. 

Physical synthesis: Components embed algorithms producing a physical de- 
scription of the application architecture related to a reconfigurable unit target. 
These algorithms use building blocks in the form of other components, or spe- 
cific placed and routed primitives. They compute the respective layout of these 
blocks, and they produce the low level interconnections. Physical synthesis al- 
gorithms are portable at least for fine grain architectures. 

Support for compilers: Some components are explicit structured descriptions 
of hardware. It is the case for arithmetic operators, regular processing networks. 
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controllers. There are also components representing the necessary transforma- 
tions enabling a compiler to produce circuits in a restricted context (computation 
graph, regular networks to be mapped on CUs). 

2 Productivity Is Concise Specifications 

As development productivity is becoming a serious challenge for embedded ap- 
plications, it is interesting to observe how software has solved this difficulty by 
the past, then in which way reconfigurable architectures could help in speeding 
up the development process. An important factor in development productivity 
is the level of abstraction in which solution specifications are produced. The 
first benefit of abstraction is the simplicity of the expression obtained due to 
the meanings of the formalism. Simplicity means speed and security of solution 
expression, ease to develop and maintain translation and verification tools. Pro- 
gramming languages have achieved a gradual progress in terms of abstraction 
level and in terms of modularity and reuse. 

Software productivity can be evaluated on metrics such as line of codes, or 
may be more accurately on source statements implementing equivalent function- 
alities. According to industrial expert sources, productivity can scale from one 
to ten for general purpose languages, and it is not necessary to insist on the 
power of expression of specific languages. 

There exists at least two clear demonstrations of the interest of abstraction 
rising given by virtual machines for general purpose languages, and domain spe- 
cific languages. In each case the basic support is provided by a particular virtual 
architecture or software supports that provide a fixed higher semantic level. The 
compiler design is usually simple due to the service offered by the underlying 
support and the language can be ported to different platforms by adapting this 
support. 

Virtual Machines can be implemented as a pure software interpreter, or more 
efficiently in a processor micro-code. Additional supports are required for mem- 
ory management and OS level primitives. Known examples are Pascal, Smalltalk, 
or the Transputer [4]. 

Domain Specific Languages(DSL) are largely used in our current software 
tools, producing the desirable level of abstraction related to a particular do- 
main[5]. Examples of DSL are text processing tools ( sed, awk,. . . ), compilation 
tools (lex, yacc, . . . ), or more specific domain tools for signal processing, graph- 
ics, etc. . . Due to their capability to produce the application architectures, DSL 
can be implemented on reconfigurable platforms. Drawbacks in using DSL in- 
clude the excessive specialization of data. Testing can be an issue if the formalism 
does not support associated execution mechanisms, and finally DSL abstraction 
does not avoid domain expertise from their programmers but just eases the task. 

DSL and Virtual machines are expected to help considerably application 
module production and control. The last part of the paper will demonstrate the 
interest of DSL in the case of cellular automata and regular computations. 
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Fig. 2. Armen computer: (a)Four interconnected nodes, and (b) physical representation 
of computation pipelines inside the FPGA. 



3 Component Design Method 

The general approach for component design is bottom-up: (1) Fix the function- 
ality to be addressed by defining what will be explicit in the parameters or 
program, and what will be implicit, (2) define the internal execution model, (3) 
define the language, (4) define the synthesis mechanisms related to a support 
architecture. To help the explanations, this approach will be illustrated on the 
example of cellular automata on the ArMen computer. 

Platform description: In this case, the computer is ArMen, a distributed mem- 
ory architecture whose nodes are fully interconnected using serial links (figure 
2. a). Each node processor has an attached FPGA accessed in locked step read 
or write transactions. The processor has also support in its address space to 
write and read configurations to the FPGA (figure 2.b). FPGAs are connected 
together and can exchange data asynchronously, there is no global clock. The 
interface from the local system bus to the FPGA is fixed and generally used to 
feed a pipeline. Inside the FPGA, physical synthesis generally proceeds by allo- 
cating logic resources along a pipeline using local routes. The pipeline stages are 
connected to long lines by three-state buffers. Long lines is an internal bus that 
can bring back results to the interface with short delays. The vertical pipeline 
advances under processor control while other computations usually take place 
horizontally in an asynchronous way [6]. 

Functionality: Gellular automata (GA) is a well known paradigm where a dis- 
crete space of cells progresses synchronously. To define a GA it is needed to fix: 
(1) a neighborhood representing the dependencies relative to a cell, (2) a tran- 
sition function describing the evolution of a cell given its current state and the 
neighbor states, (3) the geometry of the cell space and its initial value. 

A GA specification must explicit these three points letting the component 
implement a massive parallel computation or alternatively observe where new 
computations are really needed and achieve these computations. 

Execution model: We use the massive parallel model with a locally parallel, 
globally sequential approach. The data space is divided in stripes recorded in 
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node memories. The width of the stripes is the bandwidth to the FPGAs (32 bits 
X number of nodes) . One or two nodes are in charge of feeding data dependencies 
on the slice borders and to read back these dependencies for the future step. 

Processors manage two spaces for current state and next state. Their activity 
is to repetitively transform their current stripe into a new one. They need to 
exchange values because of the dependencies on the stripe borders. 

Program expression: Programs are expressed in a simple syntax covering the 
three definitions given previously: 

1. each cell state is described as a C record grouping bit-field variables, 

2. the neighborhood is declared as a set of directions (C, for center, N for north, 
NW for north-west. . . ), 

3. the data space is declared by two integer values for with and height, 

4. the transition function is a C function returning the new value of the local 
cell computed from the neighborhood state. 

Architecture description: As CAs can be considered as fine grain computa- 
tions involving a lot of data exchanges, the transition function will be synthe- 
sized in hardware [7]. To enable this function to proceed, it is needed to present 
the neighborhood. Thus, a simple approach for the architecture is to provide a 
FIFO in which the cells are progressing, and to connect this FIFO to a row of 
processors. Dependencies can be wired between adjacent nodes. Control is the 
responsibility of the processors that permanently read their memories, write to 
the FPGAs, read back the new state from the FPGA to write it to memory. 
Their coordination is enforced during the accesses by local handshakes. Several 
time steps can be cascaded along a pipeline. 

Physical synthesis: Architecture implementation is a fully automatic process 
leaded by a dedicated synthesizer. The availability of tools described in section 
1 allows a constructive approach of the physical synthesis. The constraints that 
need to be observed are the cell width, the data path width in the FPGA, the size 
of the processors, the possible saturation of routing resources. Physical layout 
can be achieved using Madeo tools, following these steps: (1) synthesize, (2) place 
and route the processor, (3) compute the FIFO size, (4) make an estimation of 
the routing channel width, (5) place the processors on the FPGA dye, place the 
FIFO registers, (6) call the point to point router to connect registers together, 
(7) connect the registers to the processor, connect the processor to the feed back 
lines, connect the registers to the interface, (8) connect the clock to the interface. 

Stacking components: Models can be stacked. As an example, we have pro- 
duced a partial implementation of the Wu and Manber pattern matching algo- 
rithm[8, 9] above the GA component. In this case, the program becomes a pattern 
to be searched and the number of errors that are accepted. Implementation of 
some low level operators for image processing is also immediate. 

Physical and computational constraints: Physical synthesis for a compo- 
nent is a determinist approach dealing on one side with the reconfigurable unit 
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Fig. 3. Layout of a cellular automata for fire propagation on an Atmel 40K FPGA. 
The circuit has small processors which internal state represent the situation on 2 bits 
at a geographic position. Two stages of automata had been cascaded, and 8 slices are 
represented. 



organization and resources, and on the other side with a characterization of the 
component. The behavior of the component is fixed by a high level program 
block processed by the logic synthesizer. Another important issue is the internal 
development of parallelism during synthesis. Care must be taken not to waste 
hardware resources by adapting synthesis algorithms to the usable data rate on 
the unit interface. 

4 Physical Synthesis: Systolic Array Example 

Given a specific applicative model, this part shows what are the advantages of 
a specific component definition and algorithms for physical synthesis. 

Characterizing a systolic array: Systolic arrays (SA) represent intensive 
computations as found in nested loops, in various applicative domains (digital 
signal processing, DNA comparison, image processing, ...). Basically the corre- 
sponding architecture is a regular array of processing elements (PE) performing 
efficiently the body of the inner loop. All PEs are only connected to their neigh- 
bors except for the first and last PEs that are connected to an outside system. 
Systolic arrays are one of the more structured and regular component and are 
described by a few number of characteristics (figure 4. a): (1) the inputs, outputs 
and functionality of one PE, (2) the interconnection pattern between two neigh- 
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Fig. 4. (a) Characterizing a systolic array, (b) Placing a systolic array on a reconfig- 
urable unit using structural properties. 



bor PEs, (3) the interface between I/O of the Systolic Array and I/O of the first 
and last processors, (4) the size of the array. 

Using structural properties in the design flow: Regularity in a SA oc- 
curs in the PE and the interconnection pattern. As all PEs have an identical 
structure, an implementation pattern for a PE structure can be replicated for 
all PEs. Depending on limitations related to design tools and target technology, 
productivity gains could occur in each step of the design flow : 

1. Synthesis, optimizations and mapping: whether the processor description is 
behavioral or structural, synthesis, optimization and mapping are just oper- 
ating on one processor bounding box, reducing drastically the complexity of 
this step. 

2. Placing: as for the previous step, complexity is reduced to placing one PE, 
then simultaneously replicating and floorplanning it for the whole array. 
Floorplanning complexity is lower than placing a flat design, since it acts 
on coarser grain component, and that we have the capabilities to constraint 
the placement of one PE to a geometric shape easier to floorplan. Moreover 
the floorplanning is automatically deduced from the systolic array topologies 
(ID or 2D grid). 

3. Routing: Replicating the routing scheme of a PE and the routing pattern 
between two neighbor PEs is possible if routing conflicts are overcome. 

This design flow induces lot of savings related to classical flow because it 
takes into account SA properties. All these optimizations decrease the design 
runtime and increase the productivity. Moreover, by mapping physically the 
systolic array structure to a reconfigurable unit, savings also include increased 
clock frequency (by reducing wire length). 

A method to use structural properties for placement: As an example, we 
present results of the FRAP tool [10], which aims to put the maximum number of 
PEs of a linear SA on a reconfigurable unit, given various constraints, by adding 
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placement directives to a structural SA description. Finding such a placement 
acts in three steps (see figure 4.b for a basic example): 

(1) All possible geometric shapes for a PE are generated by combining all 
shapes of its sub-components, (2) a full snake-like placement is determined us- 
ing the processing element shapes previously computed, (3) the final internal 
placement of the processing elements is performed according to their shapes. 

Experiments show several savings resulting from the use of this tool. Place- 
ment step runtime is divided up to factor of 6. Routing step runtime is divided 
up to factor of 3. Clock frequency is increased up to a factor of 2. However in 
some cases results are quite limited and even worst, principally due to lack of 
control over the vendor design tools that were used. 

Why and how to take care of design structure and regularity? Given 
the previous example of using structural properties for physical synthesis, we can 
extent this principle to all structured components. Once described in a HLL, a 
circuit structure is deduced from DAG. The structure of a circuit will have 
different degrees of regularity, occurring at various hierarchical levels, ranging 
from low (identical slices of an adder) to high (identical PEs of a regular array) . 
It is even possible to extract structure and regularity from a fiat design. A 
distinction must be made between the advantages just induced by knowing the 
structure, and the advantages induced by having regularity in the structure: 

1. Structure keeps information about the interconnections (logical optimization, 
mapping, placement) without needing to recompute it at each design fiow 
step. It principally permits to improve design density and frequency. 

2. Regularity permits to reduce the design fiow runtime, by merging tasks, 
meaning to find a solution for a structural template and replicate it for all 
entities assimilated to this template. This method is applied recursively over 
the component hierarchy, being applied in the steps of synthesis, logical op- 
timization, mapping, placement and routing, if the software or technological 
environment permits it. 

From those two criterion, taking care of design structure increases density, 
frequency and decreases design fiow running time. As applicative design and 
reconfigurable unit area become larger, using structural properties will allow 
to deal with the increasing complexity of physical synthesis, although by the 
past this approach offered limited improvement and big effort to develop specific 
tools, due to the need to be adapted to closed vendor design environment. 

5 Conclusion 

In the context of reconfigurable heterogeneous platforms, we are proposing a 
method allowing to produce components from productive development tools. 
These components can be synthesized for different compute units such as pro- 
cessors or fine grain FPGAs. We are actively working to rise the capabilities 
of synthesis tools to address mixed grain units and implement transformations 
such as loop unrolling. 
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This approach has been made possible by the development of the Madeo 
open framework in which target reconfigurable architectures can be represented, 
with the immediate feed-back on basic tools for physical design. The cellular 
automata example that was actually implemented and executed on the ArMen 
computer, is now drawn on recent FPGAs without any black-box “support” . 
The new tools created in the object-oriented environment are considerably easing 
developments, portability, modular assembly of components. The case of systolic 
arrays is significant in terms of physical design problems since these circuits can 
be described with simplicity, they produce a lot of computing power, and they 
are resource hungry. 

While there is no reason to restrict the component design method to object- 
oriented languages and tools, it is expected that such environments will ease 
the management of run-time exchanges, application development and system 
activity description. 
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Abstract. A methodology for performance estimation of streaming media ap- 
plications for different platforms is presented. The methodology derives a com- 
plexity profile for an application as a platform-independent metric, and enables 
performance estimation on potential platforms by correlating the complexity pro- 
file with platform-specific data. By example of an MPEG-4 Advanced Simple 
Profile (ASP) video decoder, performance estimation results are presented. As 
one particular benefit, the approach can be employed to explore what hardware 
functions are most suited for the implementation on reconfigurable architectures. 



1 Introduction 

With the introduction of multimedia instruction-set extensions to general-purpose mi- 
croprocessors, such as MMX/SSE [1], streaming media applications with their spe- 
cial computational characteristics and high processing demands have found their way 
onto these platforms. Recently, the integration of reconfigurable elements and RISC 
processors, e.g., Virtex-II-Pro [2], has opened new directions for the design of high- 
performance and flexible systems. On the other hand, specialized architectures partic- 
ularly adapted to media processing schemes continue to play an important role, most 
notably in areas with additional constraints, such as low power or real-time require- 
ments [3]. In total, a large array of implementation alternatives is nowadays available 
for the implementation of advanced media applications. 

Due to continuing advances in algorithmic research, the held of streaming media 
applications involving complex processing of audio, video, or other media streams to 
be transmitted on Internet over mobile or stationary channels is rapidly growing, and 
novel schemes continue to be proposed. In the early implementation stage of a newly 
emerging scheme, knowledge about the achievable performance of a specific hardware 
realization is desired in order to take an informed decision about the appropriate tar- 
get architecture. One way to obtain this knowledge is to fully implement the complete 
scheme on a candidate platform. The great complexity of today’s media processing 
schemes, however, leads to an unacceptable effort of this approach for target archi- 
tectures still under development, it is simply not possible. Therefore, it is required to 

A. Pimentel and S. Vassiliadis (Eds.): SAMOS 2004, LNCS 3133, pp. 69-77, 2004. 
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estimate the attainable performance on a candidate platform as precise as possible at 
low effort. 

The traditional approach to performance estimation consists of instruction-level 
profiling, frequently applied to a non-optimized high-level language software imple- 
mentation [4], The result of such profiling is highly platform-dependent and particu- 
larly unsuited as an estimate for architectures with special instruction set extensions, 
subword parallelism, reconfigurable elements, and other non-standard features that are 
often introduced to speed up exactly the application under investigation. 

The approach presented in this paper, by example of an MPEG-4 Advanced Simple 
Profile (ASP) video decoder [5] [6], derives a platform-independent complexity profile 
for the target application by extracting the execution frequencies of core tasks from bit- 
stream statistics based on real-world data input. By correlating the derived complexity 
profile with the execution times of the core tasks, the attainable performance of the tar- 
geted application on a specific platform realisation can be estimated with high accuracy. 
The relevant core tasks are usually computation-intensive, but of simple structure; exe- 
cution times for these tasks can frequently be estimated without much effort or are even 
available from data sheets for existing platforms. 

The complexity profile can be either static or dynamic. While the static profile de- 
livers a compound metric for the entire application, the dynamic profile is repetitively 
derived for identical structural elements in the input stream, such as video frames, and 
provides a detailed insight into transient performance requirements that are not visible 
from the compound estimate. 

In the next section, an overview of the methodology is given, and its application 
to the MPEG-4 ASP example is explained. Section 3 presents static performance es- 
timation results for a specialized processor architecture as well as dynamic estimation 
results for a core task to be implemented on a reconfigurable device. Also we introduce 
a possible verification scheme based on HW/SW-coemulation. Section 4 concludes the 
paper. 

2 Methodology 

2.1 Overview 

The methodology presented here is based on special processing characteristics observed 
in streaming media applications. Such applications generally take a continuous data 
stream as input which is processed in a central processing loop, resulting in a repeti- 
tive stream of computations. In complex schemes, a high number of options exists in 
the main processing loop, leading to a variety of branches to be taken driven by the 
input data patterns; a good example is the MPEG-4 video coding scheme. Each branch 
through the main processing loop may involve a different set of subtasks to be executed. 
By relating the observed input patterns to the core tasks involved, an execution profile 
of the application can be derived on task level only from analysis of the input data. 

As starting point for the implementation of a complex media processing scheme, 
an unoptimized reference implementation in high-level language is typically available 
which is used to verify functional correctness. In the case of MPEG-4 video, two ver- 
ification models written in C/C-H- exist [7] [8] that are provenly inefficient in terms 
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of processing performance [9], but include all functionality specified in the MPEG-4 
standard. 

The performance estimation methodology involves, in the first step, instrumentation 
of the high-level reference code by inserting counters on those input stream elements 
that are decisive for the computational flow within the application. Detailed knowl- 
edge of the target application is required in order to identify the relevant input stream 
patterns and their influence on the sequence of core tasks in the execution. Then, by 
executing the instrumented code with representative test input, statistics on the relevant 
input stream patterns are obtained, e.g., distribution of coefficients or block types. 

In the next step, the platform-independent complexity prohle is derived hy accumu- 
lating the sets of core tasks involved according to the input stream patterns as counted in 
the previous step, resulting in execution frequencies for the core tasks. The complexity 
prohle only depends on the statistics obtained with the input stream and constitutes an 
inherent characteristic of the application. Most notably, it is completely independent of 
the optimization degree of the code used for deriving the prohle. 

The performance estimate for a specihc platform is then obtained by weighting 
the execution frequencies F{i) of core tasks i with the number of clock cycles C{i) 
required per task, resulting in an overall performance hgure, e.g., in MHz: 

Ptotal — E F{i) • C(i) (1) 

i 

Figure 1 illustrates the how of the performance estimation methodology. Both, static 
and dynamic performance estimates can be derived. For a static estimate, the subtask 
counts are averaged over the entire input stream, resulting in a compound performance 
hgure, e.g., in cycles per second. For a dynamic estimate, a series of complexity pro- 
hles is determined consecutively for repetitive structural units in the input data stream, 
e.g., on frame basis in the case of video decoding. While the static estimate allows to 
assess the principal eligibility of an architecture for the target application, the dynamic 
estimate provides insight into transient performance requirements and reveals perfor- 
mance bottlenecks that are not visible from the compound performance hgure. The 
dynamic complexity prohle may further be employed for dynamic performance (fre- 
quency, voltage) scaling in low-power implementations [10], for dynamic complexity 
regulation [11] on, e.g., reconhgurable systems. 

The presented approach is of particular value in the dehnition phase of a new archi- 
tecture or during investigation of extensions to an existing one. The impact of a special 
architectural measure speeding up a particular subtask on the overall performance be- 
comes instantly visible and can serve as a basis for the decision whether or not to include 
this feature in the new architecture. 

2.2 Complexity Profile of MPEG-4 Advanced Simple Profile Decoding 

In an MPEG-4 ASP video decoder, the input data stream consists of an encoded video 
bitstream, and the basic structural element is the video object plane (VOP) or video 
frame. Each VOP is subdivided into a fixed number of macroblocks (MBs) of 16x16 
pixels, and each MB is further subdivided into six blocks (four luminance, two chromi- 
nance) of 8x8 pixels each. VOPs and MBs can have different types specified in the 
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encoded bitstream (intra (I), bidirectionally predicted (B), and globally motion com- 
pensated (S(GMC)), and individual blocks can either be coded or not coded, specified 
by the block pattern in the bitstream. 

The resolution of motion vectors is decisive for the particular interpolation method 
to be employed in motion compensation, as illustrated in Table 1. In addition to the 
conventional linear interpolation for half-pel motion vectors in one dimension and bi- 
linear interpolation for half-pel vectors in two dimensions, an 8-tap FIR filter has to be 
applied for compensation with motion vectors in quarter-pel resolution. 

For bitstream analysis, the C-H- reference video decoder software (VM 15 [7]) 
has been instrumented by inserting counters on the decisive elements of the bitstream, 
and statistics have been generated during the decoding process. The results have been 

Table 1. Interpolation method in MPEG-4 ASP motion compensation depending on vector reso- 
lution. 



Video data FF FH/HF HH FQ/QF HQ/QH QQ 



Luminance - ID-FIR 2D-FIR ID-FIR 2D-FIR 2D-FIR 

Lin. Interp. Lin. Interp. Bilin. Interp. 
Chrominance - Lin. Interp. Bilin. Interp. Lin. Interp. Bilin. Interp. Bilin. Interp. 
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Table 2. Platform-independent static complexity profile of an MPEG-4 ASP decoder for 1.5 and 
3 MBit/s seq. in executions per sec. 



Decoder subtask 1.5 MBit/s 3 MBit/s 


Inverse quant. (IQ) 


112k 


282 k coeffs/s 


Inverse DC/ AC pred. 


15 k 


15 k blocks/s 


IDCT 




blocks/s 


DC only 


22 k 


31 k 


Horizontal 


8k 


15 k 


Vertical 


12 k 


19 k 


4x4 IDCT 


12 k 


25 k 


Full IDCT 


7k 


24 k 


Motion Compensation 




blocks/s 


Basic mode (full-pel) 


202 k 


202 k 


Linear interpolation 


83 k 


83 k 


Bilinear interpolation 


43 k 


43 k 


8-tap FIR (QMC) 


162 k 


162 k 


Warping (GMC) 


34 k 


34 k 


Reconstruction 




blocks/s 


Copy 


75 k 


49 k 


Add 


20 k 


46 k 


Average 


96 k 


62 k 


Average and add 


38 k 


72 k 



collected for three test sequences at 1.5 MBit/s, and for one sequence additionally at 
3 MBit/s. Further details on relevant bitstream parameters and the sequences used can 
be found in [12]. 

As a result, the number of core task executions in units of blocks per second for 
a real-time ITU-R 601 (720x576@25fps) ASP decoder has been derived. The static 
complexity profile is shown in Table 2. The results are independent from the target 
platform and depend only on the application and the input data streams. In the next 
section, performance estimation results based on this data are presented. 

3 Performance Estimation Results 

Based on platform-independent complexity profiles for the MPEG-4 ASP decoder, a 
static performance estimate has been derived for a specialized multimedia processor 
developed at University of Hannover, the macroblock engine (MBE), as well as a dy- 
namic performance estimate for the FIR subtask. 

3.1 Static Performance Estimation on MBE 

The macroblock engine (MBE) is a 64-bit, dual-issue VLIW multimedia processor with 
SIMD-style subword processing capability and an instruction set adapted to video and 
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multimedia processing applications [13]. The architectural concept of a MBE-hased 
system involves an additional RISC processor for stream processing tasks. Therefore, 
the results presented here for the MBE only include tasks performed on block or MB 
level, but not on bit-level. 

The required clock cycles per block for implementation of the decoder core tasks 
on the MBE are given in Table 3. By weighting the cycles per block with the number 
of executions per second in Table 2 (average of 1.5 and 3 MBit/s streams), the resulting 
overall performance requirements for real-time MPEG-4 ASP decoding on the MBE 
amount to about 115 MHz. The results reveal that further optimization should focus on 
Warping and 8-tap FIR, together consuming about 74% of the total processing require- 
ments. Therefore, in the next section the dynamic performance estimation of a hardware 
implementation of the FIR subtask on a reconhgurable device is provided. 



Table 3. Static performance estimate for the MPEG-4 ASP decoder on a specific platform, the 
MBE. 



Decoder subtask Cycles/block MHz 


% 


IDCT 








DC only 


21 


0.6 


0.5 


Horizontal 


141 


1.6 


1.4 


Vertical 


141 


2.2 


1.9 


4x4 IDCT 


141 


2.6 


2.2 


Full IDCT 


190 


3.0 


2.5 


Motion Compensation 








Basic mode (full-pel) 


71 


14.3 


12.4 


Linear interpolation 


78 


6.4 


5.7 


Bilinear interpolation 


139 


6.0 


5.3 


8-tap FIR (QMC) 


104 


16.9 


14.6 


Warping (GMC) 


1,670 


56.8 


49 


Reconstruction 








Copy 


10 


0.6 


0.5 


Add 


18 


0.6 


0.5 


Average 


26 


2.1 


1.8 


Average and add 


36 


2.0 


1.7 


Total 




115.7 100.0 



3.2 Dynamic Performance Estimation for the 8-Tap 1-D FIR Filter 

A platform-independent dynamic profile on VOP basis for the FIR subtask has been 
created as derived from the bitstream parameters to get deeper insight into transient 
performance requirements and to reveal potential performance bottlenecks. Figure 2 
shows this dynamic profile for one specific MPEG-4 ASP sequence at 1.5 MBit/s (ITU- 
R 601, 648 VOPs). The average number of FIR executions per VOP is 4735. For B- 
VOPs there are 2 MVs per blocks and one 1-D FIR per dimension is necessary to 
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QPel FIR Filters (1 -dim) Avg=4735 



25000 - 



20000 - 
JO 
0) 




VOPs 

Fig. 2. QPel FIR filter executions for 1.5 MBit/s input sequence. 



calculate QPel values. Hence, the maximum number of FIR executions per VOP for 
one 720x576 ITU-R 601 frame containing 90x72 blocks is 25920. 

To improve the overall system performance we decided to augment the MBE with 
a reconfigurable element. To estimate its performance we generated a fully parallel im- 
plementation of a distributed arithmetic 8-tap FIR filter on a Xilinx XC2V6000 FPGA 
[14]. In comparison to the FIR realisation on the MBE, 20 cycles per block are achiev- 
able, resulting in an overall performance enhancement of about 12% (see Table 4). 

Table 4. Performance comparison: MBE vs. FPGA for 8-tap FIR filter. 





Cycles/block 


proc. requirements in % 


FIR on MBE 


104 


14.6 


FIR on FPGA 


20 


2.6 


Improvement 




12.0 



3.3 Possible Verification on an Emulation System 

To assess the performance of the augmented MBE and to verify the EIR module in- 
tegration within the whole system, we intend to perform a HW/SW-coemulation on a 
prototyping platform. This platform comprises a Compact PCI motherboard with on- 
board FPGA resources [15]. The configuration of the board and the communication 
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#include ’’dimesdl.h” //contains API functions 
// Declare variables 
DIME_HANDLE hBenera ; 

LOCATE_HANDLE hLocate ; 

DIMEX)MAHANDLE hDma; 

DIME_MEMHANDLE hMem; 

hLocate = DIME_LocateCard ( dlPCI , mbtBEN , NULL , dldrDFLT ) ; 
hBenera=DIME_OpenCard(hLocate ,1 , dccOPEN_DELT ) ; 

//Begin of SET— Block 

DIME.ConfigDevice ( hBenera ,”fir8_tag . bit” ,1 ,1 ,NULL) ; 

D IME.CardRes etc ontrol( hBenera , drSYSTEM , drENABLE , 0) ; 
DIME_SetOscillatorFrequency( hBenera ,1 ,100 ,NULL) ; 
DIME_CardResetControl(hBenera ,drSYSTEM,drDISABLE ,0) ; 
//End of SET-Block 

//User application code 

//Lock down Memory (hMem) and open DMA channel (hDma) 
//Begin of EXECUTE-Block 

DIME_DMAWriteFromLockedMem( hBenera , 1 ,hMem, ,nWords); 
DIME.InterruptControl ( hBenera , dint ALL , dintWAIT ) ; 
DIME_DMAReadToLockedMem( hBenera , 1 ,hMem, ,nWords); 

//End of EXECUT^Block 

//User application code 

//Close DMA channel and unlock memory 

DIME_CloseCard( hBenera ) ; 

DIME_CloseLocate( hLocate ) ; 



Fig. 3. User application code fragment comprising configuration and communication commands. 



between the user application and the hardware modules is performed on high level us- 
ing APIs as shown in Figure 3. Flence it is possible to run the FIR hardware realisation 
together with the software simulation model of the MBE. 

4 Conclusion 

A platform-independent methodology for performance estimation of streaming media 
applications has been introduced. The methodology is application-driven and exploits 
special computational characteristics of media processing schemes. A set of execution 
frequencies of core tasks can be derived as a platform-independent metric for appli- 
cation complexity. Together with, measured or estimated, implementation data for the 
core tasks on a specific platform, a performance estimate for the complete streaming 
media application on this platform is obtained. The methodology can be used in the 
early implementation stage for selection of a suitable device as well as for informed 
decisions on how to further optimize an architecture for the target application, or an 
existing software implementation for a target platform. 

The provided methodology has been used to identify the FIR subtask as perfor- 
mance critical for the implementation of the MPEG-4 ASP decoder on a specific plat- 
form, the MBE. It was shown that it is possible to enhance the overall system perfor- 
mance by 12%, implementing this subtask onto a reconhgurable device. Eurthermore, 
it was proposed to employ HW/SW-coemulation on a prototyping system to verify the 
FIR module integration within the system model. 
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Abstract. In this work we present CoDeL (Controller Description Lan- 
guage), a framework for rapidly prototyping policy specific controllers 
for routers in interconnection networks. Routing controllers are specified 
in a high level description and then synthesized automatically. 

CoDeL is a general purpose hardware description language for design- 
ing sequential machines at the algorithmic level. It is similar to C, and 
includes a rich library of I/O protocols that simplifies system integration. 



1 Introduction 

Message passing concurrent computers [16, 11,5, 15] consist of many processing 
nodes interacting via messages exchanged over communication channels. 

Interconnection networks are modeled as graphs; examples include hyper- 
cubes [3], Toruses [4], k-ary n-cubes [5], hypercycles [6], etc. Many schemes of 
routing and flow control have been proposed including store and forward [16] 
circuit switching [6], virtual channels [4,8], non-minimal routing [12], etc. 

The implementation of routing and flow control takes the form of a Net- 
work Interface Controller structured as a control module (or controller) and sev- 
eral “helper” modules implementing specific functionality (i.e. cross-bar, routers, 
buffers, etc.). An example is shown in Fig. 1. The controller imports specific 
data (e.g. message headers), extracts pertinent information (e.g. destination ad- 
dresses), performs computations, and elicits appropriate “helper” module(s). 

We are interested in developing an environment where a routing engine can 
be specified and synthesized automatically. 

Hardware description languages (HDL), silicon compilation, and automatic 
synthesis techniques have been investigated intensely. Early attempts in HDLs 
include AHPL, DDL and ISP [9, 17]. Martin et. al. [13] developed techniques of 
translating concurrent programs into asynchronous VLSI chips. VHDL [10], and 
Verilog are considered to be the premier languages for electronic design. Ptolemy 
[14] describes and simulates systems at a very high level of abstraction. BONeS 
[2] is a commercial implementation of Ptolemy. 

CoDeL (Controller Description Language), targets the specification and de- 
sign at the behavioral level. It is similar to the C programming language and is 
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Fig. 1. Configuration of routing engine for Hypercycles. 



therefore easy to learn. The order of the statements implicitly represents activ- 
ity sequences. CoDeL extracts data and control flow from the program, assigns 
the necessary hardware blocks and exploits inherent parallelism. CoDeL intro- 
duces the concept of object-oriented hardware design and provides primitives 
and constructs for manipulating objects at the behavioral/RTL level. It includes 
a library of I/O protocols that simplify (sub)system interaction. The CoDeL 
compiler produces synthesizable VHDL code. 

This work is organized as follows: Section 2 presents the main language con- 
structs of CoDeL and illustrate their use. Section 3 gives an example of CoDeL’s 
use in designing a routing engine controller, and presents Hardware Synthesis 
and test results of the implemented controller. Section 4 concludes the paper. 

2 Controller Description Language (CoDeL) 

A controller interacts with a number of “helper” modules. It imports, manipu- 
lates and exports data and commands to these modules. This data is embedded 
in bit-streams of application-specific formats and structure. 

CoDeL programs (Fig. 2) comprise i. Structure declarations, ii. Module decla- 
ration, iii. Port declarations, iv. Register declarations, and v. CoDeL Statements. 

Structure Declarations. Analogous to the struct definition in C, bitstruct in 
CoDeL defines complex data structures. Data manipulated by the controller are 
organized into hierarchical structures called frames. Frames represent message 
headers or specific message types (e.g. connection-setup, -acknowledge etc.). A 
frame is recursively defined to consist of frames or bitfields. A bitstruct therefore 
is composed of collections of bits or bitstructs (see example in Figs. 4 and 3). 

Module Declarations. A module uniquely identifies the top level circuit that 
is being synthesized. A module is declared as follows: 
module module-name ( [.port-declarations '] ) ; 
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[structure declarations] 

module module_name ( port declarations ) 
{ 

[ register declarations ] 

CoDeL Statements 

} 



Fig. 2. Basic Structure of a CoDeL program. 



bitstruct fields 
{ 

(bits) b[3] ; 

} 

bitstruct field2 
{ 

(bits) b[2] ; 

} 




bitstruct address 
{ 

(field2) dl; 

(field2) d2; 

(fields) dS; 

(fields) d4; 

(fields) d5; 

} 

bitstruct header 
{ 

(address) source; 
(address) destination; 
(bits) type [2]; 

} 



Fig. 3. A message header frame. Source and des- 
tination addresses are expressed as mixed radix 
numbers. 



Fig. 4. Example bitstruct corre- 
sponding to the frame in Fig. 3. 



Port Declarations. Ports encapsulate both data and protocols in an abstract 
data type and implement the I/O interaction between modules and external 
components. Ports are of type input or output. Bidirectional ports have not yet 
been introduced in the current implementation of CoDeL. 

An example of a fully handshaking pro- 
tocol is depicted in Fig. 5. The assertion 
of the DataJieady /Strobe indicates that 
data is valid. The recipient acknowledges 
by asserting the Acknowledge signal and 
the sender then negates its Data-Ready. 

The protocol is resolved with the nega- 
tion of the Acknowledge. The inclusion of 
protocols associated with ports allows ab- 
straction and hiding of I/O interaction 
details. If no protocol (null protocol) is included in the declaration of a port, 
the designer must explicitly specify the necessary control sequences that will 
effect the data transfer through the port, enabling thus the development of a 
library of standard protocols written in CoDeL. Ports are declared in CoDeL as 
follows: 



Data Ready/Strobe 



Acknowledge 







Fig. 5. A fully handshaking protocol. 
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Protocol 

Engage 




Input Port 



Engage 




Output Port 



# Define a 16-bit address 

# in 4 dimensions 
bitstruct mixed_radix_4 
< 

(bits) fieldl[4]; 

(bits) field2[4]; 

(bits) field3[4]; 

(bits) field4[4]; 

} 

# Define a 36-bit 

# message header using 

# the above 
bitstruct data_frame 
{ 

(mixed_radix_4) source_address ; 
(mixed_radix_4) destn_ address ; 

(bits) header[4] ; 

> 

in (data_frame) pi with input _handshake ; 
out (data_frame) p3 with output_handshake ; 



Fig. 6. The structure of an I/O port. 



Fig. 7. Port and protocol dec- 
larations. 



in {bitstruct jname) portjname bulth. protocoljname ] ; 
out (bitstruct jname) portjname [with protocoLname ] ; 

The structure of an I/O port is shown in Fig. 6. The protocol engine transfers 
data to appropriate latches or registers. It interacts with the control path of the 
controller through the ProtocolEngage and ProtocolTerminate signals. 



Importing/Exporting Data. The I/O primitives input (port-name) and 
output (port-name) , import/export data through the declared ports engaging 
the associated protocols, if any. The isready (isready (port-name)) primitive 
is used to check the availability of data at an input port or the readiness of an 
output port to accept data. The examples shown below use declarations from 
Fig. 7. 

— input (pi) engages the input protocol input-handshake which latches valid 
data to the pi latch. 

— isready (p3) tests whether the previous output operation has terminated. 
Useful in asynchronous protocols to test whether the protocol engine has 
terminated the data transfer and is ready to accept the next set of data. 

Register Declarations. Registers are declared as having a particular structure. 

register [(bitstruct-name)) register -name \ 

The default structure is bits and the components of a register can be addressed 
at the bitstruct level or at the bit level. We use a dot notation to identify 
the components under the convention that a sequence of dot separated fields 
represents a node in the tree representing the structure of the object and it 
consists of all the bits at the leaf nodes of the sub-tree rooted at the node. 
Consider the example of the bit structure header shown in Fig. 4. If we declare 
register (header) rl; 
register r2 [4] ; 
then the following are legal names. 
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— rl(5:0) The bits in positions 5 (most significant) to 0 (least significant). 

— rl . destination. d5 The bits from the 25th to the 23rd position (corre- 
sponding to the most significant field of the destination) are addressed. 

— register r2 is declared to be of size 4 bits. 



2.1 CoDeL Statements 

Assignment Statements. Operations may need to be performed on the bit- 
fields composing a frame. The assignment statement places the results of a com- 
putation to an output port or a register or portions thereof as discussed earlier. 
register-name \ output-port-uame = computation-expression 

Assignments are implemented as RCR (Register-Combinational Logic- Register) 
where data is stored in registers, operations are effected by a combinational 
circuit and the results are stored back in a register. 

CoDeL Operators. A computation-expression can have either input ports or 
registers as its operands. It is formed using a number of standard C operators, 
summarized in Table 1, and following the usual C associativity and precedence 
rules. The use of parentheses defines precedence and can promote parallelism. 
As an example, the assignments 

rl(7:3) = rl(6:4) + rl(7;5) + rl(8;6) + rl(9:7); 

and 

rl(7:3) = ((rl(6:4) + rl(7:5)) + (rl(8;6) + rl(9:7))); 

represent three adders operating in series as per Fig. 8(a) and a two level network 
as per Fig. 8(b) respectively. 

Control Statements. In a sequential environment, the control path is inher- 
ently described by the order of the operations in a program. In CoDeL the control 
path of the design is extracted based on the sequentiality of the algorithm and 
it includes states which explicitly clock the registers included in the design. The 
basic control structures in CoDeL include loop, conditional and wait primitives; 
these are listed below. 

Loop primitives: while (condition) { 

CoDeL statements 

} 

for (initializer] test-condition; incr / decr-cxprssn) { 

CoDeL statements 

} 

Branch primitive: if (condition) { 

CoDeL statements 

> 

[ else { 

CoDeL statements } ] 
where the else statement is optional. 
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Table 1. List of CoDeL Operators. 



Symbol 


Operation 


Symbol 


Operation 


Symbol 


Operation 


(,... ,...,) 


Concatenation 


7 : 


Conditional 


(0 


Bit Selector 


II 

V 

V 

if 

A 

a'' 


Relational 


<< 


Left Shift 


>> 


Right Shift 


+ - * 


Arithmetic 


! 


Logical Negation 


li 


Logical OR 


+ + 5 “ 


Increment / 
Decrement 


— — 


Logical Equality 


!— 


Logical 

Inequality 




Bit-wise Negation 


& 


Bit-wise AND 


&& 


Logical AND 




Bit-wise OR 




Bit-wise XOR 




Bit-wise NOR 




Bit-wise NAND 


<@ 


Left Rotate 


>@ 


Right Rotate 



1 + 


] 






1 + 1 






[ 





I , f } , I 



+ 






+ 

T 



(a) (b) 

Fig. 8. Altering of the computation structure through the use of parentheses. 



Wait statement: 

wait (condition) 

wait maintains the current state of the computation until condition is satisfied. 



2.2 CoDeL Compiler 

The CoDeL compiler is written in C and it compiles a source CoDeL program 
to produce a synthesizable VHDL code. The compiler consists of the recursive, 
descent based [1] with single token lookahead parser and the VHDL builder. 

The VHDL builder implements the data path as an RCR (Register Combina- 
tional Circuit Register), where operands are in registers, operations are effected 
by a combinational circuit (s) and the results are stored in registers. The con- 
trol path is extracted automatically and sequences operations and the storing 
of results. Optimization includes automatic parallelization of non-dependent as- 
signment statements [7]. This feature schedules multiple register assignments 
simultaneously improving the efficiency and speed of the resulting hardware. 

3 A Routing Engine Controller Implementation 

In this section, we present the design of an e-cube controller used in a circuit- 
switched hypercycle network and discuss its implementation using a CoDeL pro- 
gram. The overall architecture of the node is presented in Fig. 9. It is assumed 
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that the communication is bit-serial, and that there are bidirectional serial links 
between compute-nodes. As the circuit is formed, both links are allocated. One 
is used for forwarding the message, the other is for acknowledgments. Further- 
more, Serial/Parallel (S/P) interfaces at each link present message streams to 
the controller for a routing decision. 

The crossbar is capable of switching the bit-serial streams and is composed of 
switches which upon detecting a break in the bit-stream disconnect. It is assumed 
that the switches in the crossbar can be randomly accessed (tested and set) 
through the crossbar interface. The router component implements a generalized 
deadlock-free e-cube routing [6] and returns a “network port” through which 
the circuit is to be extended towards the destination. It is the responsibility of 
the controller to ascertain that the required “network port” is available and to 
extend the circuit. The controller uses the address of the “network port” and 
sets the appropriate switches in the crossbar so that it can inject the header 
of the message on both directions of the chosen link. At the same time, the 
collision detection hardware that is incorporated in the injector detects any 
concurrent attempt by the recipient node to use the same link. Upon detection 
of a collision, the controller implements a collision resolution strategy based 
on the lexicographical ordering of the nodes of the network. If no collision is 
detected, then the controller sets the crossbar switches so that the circuit is 
extended and marks the “network port” as being used. The cycle continues with 
the controller sequentially testing all network or host ports for incoming traffic, 
and the status of the switches that implement the currently active circuits. If 
a closed switch has been opened because of a break (i.e. termination of the 
circuit) then the controller updates its internal state of used ports and continues 
the cycle. It is assumed that the switches at the network part of the crossbar are 
paired with switches at the controller part so that once the circuit is dissolved, 
the incoming link is connected to its corresponding port while the outgoing 
link is disconnected. Any new messages just arriving, will be captured by the 
ports and initiate a new routing cycle by the controller. The above discussion is 
summarized in the form of a pseudo code given in Fig. 10. 

3.1 Hardware Implementation 

The control algorithm for the above e-cube routing policy was coded in CoDeL 
for a 2-dimensional network with a maximum degree 4 and 3 nodes per dimen- 
sion. The algorithm uses polling to test for availability of data at each of the S/P 
interfaces in a round-robin fashion. If there is valid data, the header is imported, 
the destination address is extracted and sent to the router “helper module” and 
the resulting “network port” through which the route will be extended is read. 
Fragments of the CoDeL code are included in Figures 11 and 12. The first figure 
defines some of the data types and ports used while the second one includes 
CoDeL code at the start of the main loop. 

For this example, we assumed a message header consisting of a 1-bit message 
type and a 4-bit destination address. 5 serial-to-parallel ports (including the host) 
present messages to the controller for routing decisions. Full handshake protocols 
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to host 




Fig. 9. Structure of a circuit switching routing node in a hypercycle network. 



— Configuration Phase: 

Initialize and generate appropriate control signals for crossbar and router. 

— Normal Operation: 

Repeat for each input port i, i — 1 to maximumjnum_availablejports 
if input port i isready then 
-Import message header 

-Extract Destination address, Available ports and send to router. 

-Import forwarding port and status signals from router 

-Analyze status signal to determine if destination has been reached. 

if destination is not reached then 

-Configure cross bar and export message header to next node. 

-Wait until receiving node acknowledges or a collision signal is generated. 
if no collision then 

-Clear previous cross bar connection. 

-Set crossbar to connect the previous node to the succeeding node for 
data transmission. 
else 

-Invoke collision resolution strategy. 
end if 
else 

-Send message header to local host if it is free since destination has been reached. 
end if 
end if 
end repeat 

Fig. 10. Pseudo code of the e-cube controller algorithm. 



interface the crossbar module and S/P ports. We assume that the injection 
module/collision detection (CD) circuitry communicated only with the “network 
ports” connected to outgoing nodes in the cross bar interface and when a collision 
occurs, messages at either end wait until the polling mechanism services them 
again. The size of the CoDeL code is 156 lines and was compiled into a 1665 line 
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###«###«###ffffffffffffffffffffffffffff#««««ff«««««««ff«###################### 
bitstruct mixed_radix_2 # 2-dimension mixed radix efinitios 
< 

(bits) fieldl[2]; # address in dimension 1 

(bits) field2[2]; # address in dimension 2 

} 

bitstruct data_frame # Define header (Msg type, destn address) 

{ 

(bits) header; # message header (1-bit) 

(mixed_radix_2) destn_ address ; # dest. address (4-bits) 

} 

#####«#«#«#ffffffffffffffffffffffffff###««#«««#«««««««################«#### 

# Protocols associated with various ports # 

# pi, p3 - full handshake; inport, export dataframes # 

# p2, p4 - ecube protocol; interfaces to the router # 

# cf - full handshake; to cross bar and injection modules # 
#####«#«##«#ffff«#«#«#«#«##ff##ff####«#ffffff#ffff##ff#ffffffffffffff###ft###### 
module ecube_controller_new ( 

out bus_enable [6] , 

in (data_frame) pi with inp_hsk, 

in (npg_port_frame) p2 with inp_ecube, 

out (data_frame) p3 with out_hsk, 

out p4[ll] with out_ecube, 

out (cross_bar_frame) cf with out_hsk, 

out cb_rst , 

in data_sent, 

in collision, # available_ports [0] signifies line 
in available_ports [5] # connected to host 

) 



####### Portions of the Main Loop ####### 
shif t_value = 1 ; 

while (i <= 4) # Loop for scanning the ports 

shift_value = shift_value « 1; # Left Shift by 1 

bus_enable = shift_value; # Enable S/P device i 
if (isready(pl) ) # test each port for availability of data 
{ 

input(pl); # and read through external inp_hsk protocol 

# extract the destination address from pi 
destn = pi .destn_ address; 

# concatenate 0D5 with available ports 

# along with 0X0 (hexadecimal 0) 
p4 = (5,available_ports,0X0) ; 

output(p4); # send available ports to router via port p4 

# Concatenate and send destination address 

# to router via port p4 

p4 = (0, 2, 0,0, destn. field2, 0,0, destn. field2) ; 
output(p4) ; 

input(p2); # Receive computed forwarding port address 

# and control signals (from router) in port p2 

Fig. 12. Fragment of the start of the main 
loop. Each of the Serial/Parallel (S/P) in- 
terfaces is polled sequentially, the header 
is imported, the destination address is ex- 
tracted and sent to the router “helper mod- 
ule” , and the the resulting “network port” 
is read. 



Fig. 11. CoDeL fragment that defines 
some of the data structures, ports, mod- 
ules and protocols of the example con- 
troller. 



VHDL code which was synthesized and downloaded to a Xilinx^^ 4010PC84- 
5 chip. The implementation consists of 989 Xilinx primitive cells. The control 
path for the implementation of the main machine consists of 78 states of which it 
takes 25 clock cycles for the initialization, 20 cycles for interaction with the router 
module, 21 cycles for transmitting the message assuming there is no collision or 
block and 12 cycles to reach the final destination. The protocol engines have a 
maximum of 9 states. 

The chip was tested using an HP16500A Logic Analyzer up to its maximum 
clock frequency of 25 Mhz. At this clock speed the synthesized design achieves 
a delay of approximately 3^s in routing a message from its arrival at an input 
port, setting up the crossbar and forwarding the message to the next node. We 
estimate that this design and with the technology used (i.e. Xilinx^^ 4010PC84- 
5) could be clocked at a speed of 30-40 Mhz achieving a sub 2 fis delay in routing. 

4 Conclusion and Discussion 

In this work, we have introduced a hardware description language that provides 
elementary functions, data structures and simplified I/O operations for specify- 
ing and automatically synthesizing controllers within NICs. 

CoDeL is a compact language which allows us to specify and synthesize 
systems from the functional description of an algorithm. It has a rich repertoire of 
operations for efficient data manipulation and its object-oriented features render 
structured protocols and I/O functions transparent to the user. It automatically 
extracts the necessary control paths from the algorithm and the compiler does 
a reasonable job of parallelizing non-dependent assignments. 
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The most recent version of the CoDeL compiler is V.0.8 and several future 
improvements are planned to enhance parallelism. In addition the introduction of 
new operators, bidirectional ports, procedures, asynchronous clocking schemes, 
and multi-module integration are some of the areas that need further work. 
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Abstract. Architectural resources and program recnrrences are the 
main limitations to the amount of Instruction-Level Parallelism {ILP) 
exploitable from loops. To increase the number of operations per second, 
current designs use high degrees of resource replication for memory ports 
and functional units. But the high costs in terms of power and cycle time 
of this technique limit the degree of replication. 

Clustering is a technique aimed at decentralizing the design of future 
wide issue cores and enable them to meet the technology constraints in 
terms of cycle time, area and power. Another way to reduce the com- 
plexity of recent cores is using wide functional units. This technique 
only requires minor modifications to the underlying hardware, but also 
imposes a penalty on the exploitable parallelism. 

In this paper we evaluate a broad range of VLIW configurations that 
make use of these two techniques. From this study we conclude that 
applying both techniques yields configurations with very good power- 
performance efficiency. 



1 Introduction 

Technology scaling is allowing computer architects to pack bigger and bigger 
amounts of logic into a single chip. This allows to increase the exploitable par- 
allelism (ILP), but just increasing resources results in very power-hungry ar- 
chitectures with long wire delays. Clustering and widening are two techniques 
with better-than-centralized scaling in terms of power, area and cycle time. The 
strategy is similar in both cases: reduce the number of functional units connected 
to the register files and try to limit communications to the local resources only. 

1.1 Widening 

The width of the resources can be increased, exploiting data parallelism at the 
functional unit level by using the widening technique [9]. Using this technique a 
single operation can be performed over multiple data. This is similar to SIMD, 
but relies on ILP instead of DLP. 
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Fig. 1. (a) a centralized configuration, (b) a wide-2 configuration and (c) a 2-cluster 
configuration. All configuration share the same amount of of arithmetic units and 
memory ports. 



Fig. lb) shows the effects of applying widening to a centralizes architecture. 
As we see, this technique reduces the number of ports that access the register 
file, while multiplying the width of these ports by the widening degree. The same 
effect happens on the memory ports. Functional units in a wide architecture may 
execute both simple and wide operations. When simple operations are executed, 
the functional unit is used only partially and its computational capacity is not 
fully exploited. This degrades performance in case a program does not contain 
wide operations. 

The widening technique has been implemented only in limited quantities in 
commercial processors. For instance, the IBM POWER2 [11] applies widening to 
the memory ports. Vector processors like NEC’s SX-3 [10] have applied widening 
to the floating point units (FPUs). Finally, multimedia processor extensions 
combine sub and superword parallelism, which, in some way, use the basic idea 
of widening applied to integer and FP operations [15] [16]. 

Widening requires additional procedures in the VLIW scheduler to detect 
independent operations that can be compacted into wide operations. In this 
work we have built an algorithm based on MIRS_C {Modulo Scheduling with 
Integrated Register Spilling for Clustered Architectures) [14] and extended it to 
handle compaction of operations [9] . 



1.2 Clustering 

Another approach for dealing with wire delays is to partition the processor into 
components that communicate mostly locally. Current trends focus on applying 
this partitioning to both the register file and the functional units. This type 
of architecture is named a clustered architecture. Fig. Ic) shows an example 
of such an architecture. In this case each cluster consists of several functional 
units connected to a local register file. Data sharing between clusters may re- 
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suit in additional execution cycles. However, the reduced cycle time and power 
consumption compensate this overhead as shown in [14] . 

Clustered designs have been used in various commercial processors, such as 
the TI’s TMS320C6x series [17], Equator’s MAPIOOO [5], ADI’s TigerSharc [4] 
and the HP Lx [3]. 

2 Technological Considerations 

Our goal in the project has been to establish a model that allows us to evaluate 
a range of configurations using metrics such as the energy-delay. For such a 
metric to be computed we require models for both energy consumption and for 
the clock cycle of the architecture. In this section we will detail the models that 
have been used for this purpose. 

2.1 Clock Cycle 

Generated schedules with our scheduling tool allow to make a simple estimation 
of the number of cycles executed by an application. To complete an execution 
time estimation we also need knowledge of the clock cycle time. Variations in the 
clock cycle will also show up in the number of pipeline stages and therefore also 
in the latency of operations. In a VLIW processor the latency of operations is 
needed to correctly generate the schedules. Development of a model to determine 
the maximum frequency of a certain processor configuration is thus a required 
step. 

In superscalar processors the scheduling logic is assumed to be on the crit- 
ical path. In a VLIW processor this logic is negligible. For our model we will 
consider that the register file is the critical component. All other structures will 
be pipelined as a function of the access time of the register file. 

Table 1 shows the frequency values for a set of 64-bit register files that 
correspond to the set of the evaluated configurations in section 3. These values 
have been obtained using a model for register files based on the CACTI [12] 
tool. The modeling has been done for a technology parameter of lOOnm. We also 
show how using varying degrees of widening and clustering affects the number 
of read and write ports. 

The use of the widening technique requires certain modifications on the struc- 
ture of the register file so that we can access a wide data word in a single step. 
If we implement the register file as several replicated 64-bit register files that 
are accessed in parallel then the paid penalty will be very small. Each of these 
register files will then store a simple 64-bit word from the wide data word. 
When simple accesses occur, the decoders of each register file are responsible for 
determining if they store requested data or if the array can be deactivated. 

2.2 Energy and Power 

The relationship between power and performance is increasingly important in 
the design of modern processors. Within the same architecture, power scales at a 
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Table 1. Processor frequencies for several configurations of the register file. 



Clusters Widening Registers Register Read Write Frequency 
Degree per Cluster Width Ports Ports 
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16 
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higher pace than performance. Future processors may find themselves limited by 
power requirements instead of delays or other technological limitations. In order 
to improve the power efficiency of modern processors, alternative architectures 
are being researched. In this section we explain how power consumption has been 
modeled for clustering and widening. 

For our power evaluation we used the Wattch [2] power modeling infrastruc- 
ture. To extract power values, Wattch provides parameterized power models of 
common structures present in modern superscalar microprocessors. 

We model led register files, data caches and functional units. For the purposes 
of this paper we chose to ignore the power consumption of smaller structures 
such as buses or control units. The remaining structures that have not been 
evaluated are unaffected by the techniques. 

Conditional Clocking. Most modern processors are designed with power con- 
sumption in mind. Conditional Clocking is a technique that disables all or part 
of a hardware unit to reduce power consumption when it is not being used. Sev- 
eral options exist for estimating the power of multiported structures when they 
are only partially accessed {full power vs linear scaling) and when ports are not 
accessed {residual power vs zero power). In this work we have used the following 
conditional clocking style: 

— when the unit’s ports are only partially accessed, the power is scaled linearly 
with the port usage. 

— ports that are not accessed consume 10%^ of their maximum power. 

— unused ALUs consume 0% of their maximum power^. 

^ 10% is a commonly used turnoff figure for clock gated circuits 
^ The ALUs have very regular access patterns so this election has little impact on the 
evaluation 
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3 Performance Evaluation 

In this section we detail the performance evaluation strategy that has been 
applied on several processor configurations. The evaluated configurations are 
the same 14 configurations for which values have been given in table 1. All 
architectures have a hardware equivalent to 8 floating point units and 4 memory 
buses, both 64 bits wide. The clustering and widening degrees range from 1 to 
4, and the number of registers has been chosen so that configurations have a 
storage capacity of about 64-128 registers. The memory is assumed to be ideal, 
meaning that all accesses hit in the cache. 

For the evaluation we have constructed a workbench consisting of loops taken 
from the Perfect Club Benchmark We have only taken loops that are suitable 
for modulo scheduling and that have executed at least once during a sample 
execution. A total of 811 loops accounting for 80% of the execution time of the 
benchmark make up our workbench. Before scheduling, an unrolling degree of 4 
has been applied on all loops. Unrolling is required by the compaction algorithm. 
The chosen number allows us to schedule for all ranges of widening using the 
same unrolling degree. 

A special terminology has been introduced to name each of the fourteen 
configurations. From now one we will refer to each one as Cx. Wy.Rz, where 
X is the number of clusters, y is the widening degree and z is the number of 
registers in a single cluster. The total register storage of these configurations 
can be obtained as the product of these three factors times 64 bits/register. 
All clustered configurations have two extra ports in the register file to perform 
intercluster communication using move operations. 

In Sect. 2 we have presented our methodology for obtaining clock cycle values 
for our processor configurations. The model obtained depends basically on the 
number of registers, the number of read/write ports and the technology factor. 
The analog latency of the operations, on the other hand, depends only on the 
technology factor A. It is thus the same for all configurations. These latencies 
can be seen in table 2 for a technology of A = lOOnm [6]. Once the real latency 
is known we can compute the number of clock cycles the operation spends in 
the execution state. 



Table 2. Execution latencies at lOOnm. 



Operation 


Execution Latency 


LI Cache Access (L/S) 


1.152 ns 


Division and Modulo 


7.56 ns 


Square Root (SQRT) 


11.304 ns 


Others (ADD, MUL, etc..^ 


) 2.52 ns 



The following sections present the results that have been obtained from our 
workbench. 
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3.1 Execution Time 

The schedules generated by our extended MIRS.C algorithm allow us to approx- 
imate the number of execution cycles. This number alone carries information on 
the amount of IPC that is lost by clusterizing our architecture and by having 
less functional units. Remember that widening takes N functional units and gen- 
erates a single N-wide functional unit. Applications that have no compactible 
operations effectively see a single 1-wide functional unit. This causes important 
losses in IPC for those applications. If we combine the number of execution cy- 
cles with the clock speed of the processor we will obtain the execution time, 
our primary performance measurement. The results of this simple calculation 
are shown in Fig. 2 relative to the base configuration {Cl. W1.R128). To see the 
effect of compatibility in loops in the figure we distinguish between execution 
time contributed to by fully-compactible loops (FC) and the execution time 
contributed to by all other loops (NFC). The figure shows big gains in terms 
of speed-up when going from a centralized configuration (like the base configu- 
ration C1.W1.R128) to clustered or wide architectures. For this test, the best 
result is obtained with configuration C4- W1.R16. This configuration has a clock 
frequency that is 187% faster than the base configuration. Combined with an 
exaction cycle degradation of 66% it obtains a speed-up of 1.73. 




Fig. 2. Relative execution time for all configurations. The contribution of fully- 
compactible and not fully-compactible loops is shown. 



Another configuration with very good results is C2. W2.R16. This configura- 
tion obtains a speed-up of 1.64 but it requires less area compared to configuration 
C4- W1.R16. It is an interesting observation that the best speed-ups are obtained 
with configurations that have only 16 registers per cluster. This shows that, in 
this case, having high operating frequencies is more important than ILP when 
execution time is the principal objective. However, parallelism should not be for- 
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got. The Cl. W4-R16 configuration has the highest clock of all, but due to low 
ILP extraction in non-compactible loops, the execution time is not particularly 
good. Note that the contributed executions time of the fully compactible loops 
is the smallest in this case. If our workbench consisted only of fully compactible 
loops, this configuration would have the best performance. In general, configu- 
rations that are based on widening depend very much on the characteristics of 
the programs. 

3.2 Energy Consumption 

The energy consumption is an important measure that allows us to determine 
whether a battery will provide enough energy to complete a certain task. The 
average energy per program is shown in Fig. 3 for each configuration. The con- 
tribution of each hardware structure is shown. 




Fig. 3. Average energy per program for all configurations. 



The figure shows how the clustering and widening techniques reduce the en- 
ergy consumed in the register file. In the most aggressive configurations, this 
reduction is over 90%. In the case of wide architectures, the reduction in the 
number of memory operations also yields big reductions in the energy consumed 
by the data cache (up to 50%). A completely different image is obtained when 
looking at the energy spent by the arithmetic functional units. Clustering and 
widening do not affect their basic structure and thus the energy consumption is 
the same. As the clustering and widening degrees increase, this energy becomes 
the predominant part of the total energy consumption and further improvements 
in the register file or memory energy are increasingly irrelevant to the total en- 
ergy. Adding all three contributions we obtain a maximum 36% energy reduction 
for configuration CI.W4.RI6. 
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3.3 Energy Delay 

In the previous sections we have benchmarked the configurations from the point 
of view of performance and energy consumption. We see that clustering yields 
better performance but widening is less power-hungry. It would be interesting 
to have a global metric that takes into account both energy and performance. To 
evaluate each of the configurations globally we have computed the energy-delay, 
defined as ET", where E is the energy dissipated by a certain configuration 
and T is the execution time. We used n = 1, ie., giving energy and delay the 
same importance. The results are shown in Fig. 4 normalized to C1.W1.R128. 
From this figure we see that the configuration with the best power-performance 
relation is C2. W2.R16 (0.41). If we restrict ourselves to the configurations with 
a total storage of 128 registers the best configuration is now C2. W2.R32 (0.442). 
So, we confirm that configurations combining clustering and widening are very 
interesting structures when power-performance trade-offs need to be taken into 
account. 




4 Conclusions and Design Considerations 

In order to increase the performance of computers, aggressive processor config- 
urations capable of executing more operations per second are required. The two 
main strategies that are used to this effect are: 1) increasing the exploitable 
parallelism (ILP) with more resources and more control logic and 2) increas- 
ing the frequency of the processor which normally implies deeper pipelines. On 
the downside, both of these techniques increase the power consumption of the 
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processor at a faster rate than performance is increased. In this paper we have 
evaluated two techniques whose goal it is to increase the processor frequency 
while maintaining high levels of exploitable ILP and with low power consump- 
tion. These two techniques are clustering and widening. 

The results show that clustering yields better execution time but widening 
has lower power dissipation. To establish a global measurement, we computed the 
energy-delay for each of the configurations. This test yielded two conclusions. 
First, we saw that the best results were obtained when combining clustering 
and widening. And second, we found that the configurations with 16 registers 
per register file were more efficient than the same configurations with 32, 64 
or 128. In our tests, the configuration that obtained the best energy-delay was 
C2.W2.R16. 
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Abstract. This paper describes our state-of-the-art design flow used for speci- 
fication, implementation and verification of a 10 million gates ASIC System- 
on-Chip fSoC) for a Sonet/SDH application. We present our tools and method- 
ologies currently used and/or being developed for a multisite ASIC design pro- 
ject from the first specification up to the gate level netlist: our multi-site data 
management environment VHDLDevSys, our multi-use and re-use library 
ADK-Lib and our multi-platform VHDL/C-l-l- simulation/verification environ- 
ment PRO Verify together with the employment of formal methods. 



1 Verification Crisis 

Not only the complexity of designs increases but also the development costs. [1] de- 
scribes a new model for the total design costs and shows the impact of different meth- 
odologies at RT-level. Major cost savings were made by installing “re-use” at block 
level and above. Actually industry is introducing an “IC Implementation Toolset” for 
the automation of the RTL design flow and is moving towards an “Intelligent Test- 
bench” for the automation of the RTL functional verification flow. Future cost sav- 
ings can be made by moving towards the “Electronic- System Level” and a methodol- 
ogy dealing with hardware, software and mechanical and conceptual level [2]. In this 
paper we present our approach for automating the RTL flow together with our 
SONET/SDH specific “Intelligent Testbench” PROVerify. 



2 Application Field 

Our devices mainly doing some kind of mapping/demapping of different client data 
into a high-speed optical datastream based on SONET/SDH protocols. To allow a 
long distance transmission with minimal adoption of signal regenerators, State-of-the- 
Art optical transmission systems perform error correction instead of much simpler 
error detection. Therefore the traditional SONET/SDH protocol had to be modified in 
order to allow for additional redundant information. The OTU-3 frame consists of 4 
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rows and 4080 columns where the FEC bytes are inserted between column 3825 and 
4080. The overhead columns 1 to 6 in row 1 contain a frame alignment word used for 
the device synchronization to the incoming data stream. The other overhead columns 
are used for monitoring purposes in the network management. The payload envelope 
(col. 16 to 3824) holds parts or all of the client data. The data transmission itself is a 
continuous stream of SONET/SDFI frames. 



3 Device Architecture 

The UEEC40G (Figure 1) is a multi-rate multiple forward error correction device 
supporting SONET/SDH, OTN and Clear Channel applications ([3], [4]). It is divided 
in 4 major subblocks SB 1-4 and can be configured in transceiver and regenerator 
modes at 43 Gbit/s data rates. In transceiver mode a reduced OTU-3 (only for inter 
ASIC processing), SONET(OC-768)/SDH or clear channel signals can be mapped 
into G709V compliant transmission format OTU3 (add functionality) or/and can be 
extracted from an incoming G709V compliant frame OTU3 (drop functionality). The 
reduced OTU-3 processing, which is possible on client side, covers framing, SM- 
BIP8 parity evaluation and de-scrambling for the received data stream (client receive) 
and SM-BIP8 insertion, scrambling and frame alignment overhead insertion into the 
transmitted data stream (client transmit). Eurthermore, elastic stores, mapper and 
demapper provide the data rate adoption between different clock domains. Add and 
drop functionality can be operated independently. The device can be used for FEC 
code conversion between ULTRA FEC (Proprietary Code) and RS FEC (Reed- 
Solomon). In such repeater systems the device can be operated in regenerator mode 
(decode and re-encode). Selected SDH/SONET overhead can be non-intrusively 
monitored. High speed bipolar multiplexors divide the incoming data frequency to a 
CMOS compatible one (this results in a data clock rate of e.g. 2.5 GHz per two bytes). 
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Fig. 1. UFEC40G device architecture 



The device can be accessed through a control interface (CTLI-D, Control Interface 
for ASIC Device) for configuring or monitoring the internal state or event/delta regis- 
ters. An interrupt pin exists for signalling the assertion of an interrupt register. For 
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better handling two types of interrupt registers are implemented: Events indicate spe- 
cial occurrences during device operation, e.g. a buffer overflow. Deltas are used to 
signal changes of internal device state registers. Every interrupt source is maskable 
via special bits. If an interrupt occurs it is for example possible to read all the interrupt 
registers to find the triggering one and then reading the corresponding state bit. It is 
then possible to reconfigure the device depending on the state, e.g. to change the data 
transmission mode or to reset the device. Alternatively, it is also possible to poll for a 
certain event or delta continuously. The design consists of 580.000 loc RT level 
VHDL written by a team of 10 designers. 



3.1 The Device Requirements Document 

The structure of our device requirements document is quite simple. We have two 
kinds of requirements, general ones and others dealing with register access. The gen- 
eral requirements are verified in the context together with other requirements. 
Whereas in principle it is possible to write a testcase per control requirement. The 
register access description is straight forward and best represented using a tabular 
notation. Eirst of all the type and name is shown followed by the different possible 
settings in the description column. This can be a simple condition or a more complex 
expression if other registers are involved (e.g. alarm indication signal AIS computa- 
tion over different protocol layers). Although the single requirements are not very 
complex the over all system complexity is enormous. In total we have more than 800 
requirements and they are verifiable in detail only simulating the top level device RT 
level VHDL description. 



4 Data Management - VHDL Development System 

The design’s RT level and verification databases consist of about 900 VHDL files 
(~600k loc) and related (synthesis/verification) scripts within -3,000 files. These files 
have complex dependencies between each other, e.g., the modification of a VHDL 
package requires re-synthesis of all design blocks that are using this package. In addi- 
tion, the design imports code from several re-use databases that provide commonly 
used functional blocks and packages. The design and verification teams were geo- 
graphically located at three different locations in the USA, Germany and China so the 
data management system had to provide an efficient and reliable way to support 
cross-site development between these sites, including support for each sites specific 
UNIX platform environment (Sun, HP, Linux). 

The VHDL Development System (VDS [8], Ligure 2) is a commercially available 
Lucent Technologies tool suite that focuses on two key areas of large VHDL projects: 
data management and VHDL coding style. Lor the VHDL coding process itself, VDS 
provides a VHDL Coding Standard (VCS, [9]) document which is enforced by a 
dedicated VCS checker tool (vlint) and a VHDL formatter (vfmt). In addition, 
VHDL-sensitive editor modes and auxiliary tools like a pretty-printer for VHDL code 
are provided. The major part of VDS deals with data management issues. All data 
management features are provided on command line level (separate shell tools like 
‘pci’ or ‘pco’) as well as on GUI level. Two GUI applications provide convenient 
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access to the DM functionality: vguide visualizes the database and provides access to 
all related functionality, so its name is often used as a synonym for the entire data 
management system. In addition, the pguide GUI visualizes the inter-project depend- 
encies (project data imports), which is required by the project administrators. 




Fig. 2. Vguide project window 



The key concepts/features of the vguide data management system are as follows: 

• The databases are physically isolated from the user’s working space. Data access 
happens on file level, by explicitly checking in/out files. 

• The database itself is represented by a plain directory tree, the structure of which is 
open and configurable. It can be accessed on file system level (site-local, just by re- 
ferring to the project directory path) or on remote level (cross-site, by referring to 
the IPC port/host of a dedicated ‘vdspd’ project server daemon). In addition, the 
remote server daemons support mirror projects, which significantly improve the 
performance across slow network links. A mirror slave is an identical copy of its 
mirror master and can even be accessed on file system level at the remote site. All 
update and synchronization issues are automatically handled by the vdspd server 
daemons of master and slave(s). 

• The database ‘knows’ the design hierarchy and the dependencies between the vari- 
ous files. Based on this information, it provides support for hierarchical tree check- 
outs, script file generation (e.g., VHDL compile or synthesis). This also includes 
the detection of ‘out-of-date’ conditions on derived files (e.g., vguide detects if a 
.db file requires a re-synthesis). 

• In addition, vguide offers features like project release management, support of 
various user authorization levels and an email notification that can be bound to cer- 
tain events within the database. 
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The base data management features like revision control, branching and locking 
are provided by the (open source) RCS tools. All vguide- specific configuration files 
are plain ASCII so there are no binary file formats involved. This ensures that the 
structure of the entire database directory is open and well-known. In fact, you even 
could access the various RCS repositories without vguide, just by using plain RCS. 



5 Reuse - The ADK Library 

The ASIC Development Kit Library ADKLIB is a VHDL source code library, provid- 
ing reusable and configurable library elements for SDH/SONET applications, written 
in synthesizable RTL coding style. The concept is independent of any particular sys- 
tem application. In contrast to other library approaches providing hardware modules 
only, ADKLIB covers the whole spectrum of library elements, VHDL is able to sup- 
port. In detail, this means: 

• system specific, reusable constant declarations in order to avoid multiple declara- 
tion and assignment (’or miss-assignment’) of the same object in different locations 
in a design. 

• data type declarations in order to guarantee the correct specification of value 
ranges in a system specific behavior. 

• functions and procedures as the basic elements providing reusability in a very 
flexible way, e.g overloading, scheduling of registers what can be partially influ- 
enced by the context from where the subprogram is called, avoidance of large 
numbers of structural descriptions (instantiations). 

• hardware modules as a way to provide functionality of higher complexity, when 
e.g. the number of signal parameters is unsuitable for subprogram usage. 

• component declarations in order to simplify the creation of structural VHDL 
programs instantiating ADKLIB modules. 

The ADKLIB library elements are provided via packages, entities, architectures 
and configurations. Because ADKLIB is a source code library, it is independent of 
any VHDL simulation platform. For gate level synthesis, library elements are in- 
tended for the current version of Synopsys Design Compiler. All VHDL programs 
provided are revision controlled using our data management system (see section 4). 
The same approach is used for maintaining the HTML library documentation which is 
connected to the vhdl database. Some pages of the present document provide direct 
access to VHDL source code. This source code is automatically updated, each times 
the library documentation is checked out from the documentation database (weekly). 
The ADKLIB elements are classified into four different classes, designated as level I 
to IV. The library elements of each level are mainly based on elements of levels be- 
low. From the lowest level to the highest, the library elements are more and more 
specialized and complex. Consequently the degree of reusability decreases whereas 
the expense for modeling, verification and maintenance increases. Level I and II are 
dominated by constant declarations, data types, small functions and procedures, pro- 
vided by packages. In comparison with it, level III and IV are represented by entities, 
architectures and environment packages. The environment package basically provides 
composite interface data types and a component declaration for the related design 
unit. In the current application the elements on level I and II are based on small SDH 
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specific functions, procedures, data types and constants with a high degree of reus- 
ability. The expense for modeling and verification is small. A high degree of adapta- 
bility to different data path architectures and different interfaces is achieved by func- 
tion and procedure overloading. Procedures of level II are more complex and 
composed by level I procedures in general. Level III and IV are mainly represented 
by library modules. In this context a module will be defined as a design unit consist- 
ing of an entity, architecture and configuration. Additionally each module of the 
ADKLIB uses a specific environment package. A module is either structural, what 
means an interconnection of sub modules, or an rt_module, what means a behavioral 
description on RT-Level composed by processes, functions and procedures. If a mod- 
ule is structural, then the sub modules use the environment package of the top level 
module. RT_MODULES of the ADKLIB are typically partitioned into a functional 
part which is independent of the environment and an interface part. 




6 Verification - The PRO Verify Simulation Environment 

The top level simulation testbench is quite simple. It is only an instantiation of some 
drivers/monitors, the device and the testbench controller GIF (CPUInterFace). The 
simulation is set and controlled by the GIF interpreting the main command file and 
communicating with the device like the software in the “real” world. The GIF com- 
mand language provides constructs for easily controlling/setting ASIG registers and 
interacting between all the testbench components. The main parts are the GIF, the 
DUT (Device Under Test) and the frame generator/analyzer. The generator/analyzer 
can be reconfigured during simulation by the GIF (see Figure 3). The data flow is 
very simple: The generator sends the SONFT/SDH data input to the DUT which 
sends the data output to the analyzer. The GIF sends commands to the driver/monitors 
using a simple string based broadcast mechanism. Fach command has a prefix with 
the name of the recipient at first, e.g. “gen payload Oxab”. That means that only the 
component named “gen” interprets the string. From the next frame on the generator 
“gen” will fill the payload area with Oxab in every byte. The GIF clock/reset generator 
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can be switched on/off or the clock period can be changed (e.g. to simulate a clock 
drift). The simulation time is measured in generator frame pulses. All the commands 
in the main CIF command file are synchronized to either the generator or the analyzer 
frame pulse. So we are completely time independent and synchronized to frame 
boundaries. With this event based approach all the testcases (command files) work on 
every platform and produce the same results. All components write their results in a 
common simulation log file. The generator frame pulses mark the advance in “frame 
times”. PROVerify testcases can be used on behavioral, RT, gate and board level (we 
partly “re-use” command files written for RT level simulations on board level for the 
ASIC validation). The corresponding PROVerify source code consists of approxi- 
mately 40.000 lines of C-H-. Its strict object oriented design allows for relatively easy 
extension towards new protocols. The foreign language interface (FLI) of VHDL is 
used to offer a seamless integration into the standard simulation flow. 

SUN Workstations (2 CPUs @ 900 MHz (& 18 GByte), a medium equipped Linux- 
PC compute farm (36 CPUs @1.3 GHz & 1 GByte each), two high speed Linux- 
PCs(2 CPUs@2.2 GHz & 4 GByte shared) and the VHDL simulators Cadence ncsim 
3.2 and MTI vsim 5.5d are used. We need to simulate 10 to 100 frames (in some spe- 
cial cases up to 1000 frames). To verify all the 800 system requirements we have to 
create more than 1500 single scenarios testcases (120.000 lines of code). This leads to 
a total sequential regression runtime of more than 5 days. Using compute farms we 
can start the runs in parallel and achieve a total runtime of approx 2 to 3 days. Some 
tests were also run with a Verilog gate level description. PROVerify RTL perform- 
ance was comparable to hardware accelerated IKOS Voyager 3.21, or even better 
using high-speed Linux- PCs and parallel simulation runs of different testcases (10 
frames: VHDL-RT level simulation: 30 to 60 min - IKOS HW accelerator: 20 to 80 
min). 

Also the vendor specific implementation of the simulators FLI/C-interface is a real 
bottleneck, the good PROVerify performance was mainly achieved by the decision to 
develop a highly optimized C-H- class library for the protocol generation/verification, 
the CPU interface and the different simulator/platform dependent C-wrappers. To- 
gether with the device the simulation performance of cadence ncsim was the best even 
with the worst C-interface (the runtimes are very testcase dependent and vary from 30 
to 60 min.). The pure C-interface performance depends strongly on the bitwidth of the 
input signals. A solution of that interface problem could be the usage of SystemC as 
testbench language with the possibility of integrating foreign VHDL/Verilog mod- 
ules. With that approach also the debugging problems could be solved if the simula- 
tors/debuggers would be able to deal with SystemC/C-i-H-WHDL/Verilog code all in 
parallel (as they do it today with VHDL/Verilog). 



6.1 Verification Strategy: Hierarchy 

An SoC design is, by definition, too complex to thoroughly verify at the full-chip 
level. Therefore a hierarchical verification method was adopted, where thorough test- 
ing was performed at the block level, and cursory (but still complete) testing was 
performed at the full-chip level. For example, in block level tests, each state machine 
must be thoroughly and completely tested. By contrast, for full-chip simulations, it is 
only necessary to verify that the design meets its requirements, and to be sure to test 
inter-block connectivity, since that is not tested by block-level tests. The hierarchical 
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SoC verification strategy we adopted ensures that the design undergoes two inde- 
pendent levels of verification, which substantially reduces the likelihood of an unde- 
tected bug and helps to ensure a high quality result. 



6.2 Verification Strategy: Independent V-Team 

It is also important to note that the full-chip verification team was largely independent 
of the design team, so that the full-chip testcases would not be tainted by prior knowl- 
edge of the device’s internal design and operation. Each block must pass it’s own 
blocklevel tests prior to integration in a full-chip design release. Then, a simple full- 
chip “passthrough” testcase was run with the new block as part of the integration to 
ensure basic functionality. This testcase and it’s logfile were part of the handoff pack- 
age in Vguide so that it can be re-run at any location to ensure successful design 
transfer. Once the VHDL release is created, the “passthrough” testcase and logfile are 
in Vguide, and release notes are written, the design can be handed off for full-chip 
verification. 



6.3 Verification Principles (Commonality, Compatibility and Self-checking) 

Since the verification team comprised 10 verifiers in 3 widely separated locations 
(Europe, USA, China), communication was a potentially serious challenge which was 
overcome by adhering to three basic principles for verification. First was commonal- 
ity of the verification environment across locations. A single common top-level test 
bench was used at all three locations, which allowed test cases created in one location 
to be easily re-run and debugged at any of the other locations, and prevented duplicate 
debugging efforts related to inconsistencies between test benches. In addition, all test 
cases and simulation log files were shared between locations. The Vguide system 
made it easy to ensure that each location used the same verification environment. 

Second, each major release was backward compatible with previous releases (ex- 
cept, of course, for bugfixes). This allowed test cases created for one release to be 
easily reused with subsequent releases for regression testing. Since the design is di- 
vided into 4 major sub blocks (Figure 1), the plan was to have 4 major releases of the 
top-level testbench where each release incorporated one new major sub block. One of 
the things that helped to ensure compatibility between releases was that the UFEC 
device had more or less the final pinout (data in/out, clocking) in the first functional 
release. It is also important to note that the “zeroth” release of the top level testbench 
included only data generators and analyzers, but allowed the verification team to 
begin developing testcases and automated regression test scripts. As a result, verifica- 
tion and design were fully concurrent activities; while one release was being verified, 
the next release was being developed. 

The third important principle for verification was to write self-checking test cases 
(at least to the extent that it was feasible). With each major release of the top level 
testbench a complete regression simulation of all the testcases is done. Such runs 
needed approx. 3 days (which was typically run over a weekend). The CIF command 
language (part of ProVerify) made it easy to implement a powerful message passing 
structure in which failed requirement checks print ERROR messages. These messages 
are collected at the end of the testcase run - analysis of the regression run is quite 
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simple: no news is good news. The overall verification status was then automatically 
collected and maintained in an Excel spreadsheet, which acted as a cross reference 
between the list of design requirements and the verification test cases. Each row of the 
spreadsheet represented one design requirement to be verified, and contained informa- 
tion such as the affected sub blocks, the design status of the sub block (implemented 
or not), the name of the verifier, the status (e.g. Pass, Eail, BugTrack), the priority of 
the requirement (e.g. H, M,L), the name of the testcase(s) that covered the require- 
ment, and a link to a bugtracker entry (if available). By organizing the information 
this way, it was easy to create pivot tables showing progress by block or by verifier, 
as well as to create plots showing progress over time, which simplified project man- 
agement and resource allocation.The overall status report was distributed to team 
members and also to management on a weekly basis. 



6.4 Equivalence Checking 

In addition to an intensive gate2gate equivalence check we also ran RTL2gate com- 
parisons. We use different checking tools whereas the Infineon toolset CVE ([5]) 
made the best results (on RT level it is far ahead in runtime and complexity - equiva- 
lents to 100 K gates can be checked in minutes of CPU time). Due to tough project 
plans and milestones RTL2gate checking is of increasing significance (gate level 
netlist of one sub block is sent to the foundry before the verification is finished). If 
one “issue” popped up and the code is fixed, a block level RTL2gates check is done 
together with a regression simulation on top level (re-running all the testcases/re- 
quirements of that block which are controllable/viewable on top level). 



7 Summary 

Closing the productivity gap not only means moving to a higher level of abstraction 
but also means improving the methodology on lower levels and the interworking of 
tools and flows between the levels. We described our approaches for closing that gap 
and presented tools and methodologies, some of which were used for the first time in 
a distributed design project. The foundation of the project was the device require- 
ments document - both the design team and verification team used it to guide their 
work. It was a comprehensive source of information needed during the project. The 
VHDL Development System worked excellent, enabling the design and verification 
teams to easily share and maintain ADK-lib, RTL, testbenches, testcases, scripts and 
logfiles. Vguide’s distributed architecture with “master” and “slave/mirror” servers 
reduced the overall bandwidth needed for data transmission between locations. Pguide 
made it easy to create and maintain design releases and formed a very effective pro- 
ject administration tool. The C-H-based PROVerify toolsuite is powerful and defi- 
nitely had a positive impact on the project. The verification environment was common 
across locations, compatible from release to release and self-checking. Results from 
the self checking tests were automatically collected and presented using an Excel 
spreadsheet. Simulation using Linux compute farms was very cost effective and 
worked well for us especially for running regressions. 
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8 Outlook 

Our next steps are going towards a formalization of the specification of our device 
requirements documents and to introduce model checking techniques at the specifica- 
tion level. This will be an application specific approach based on software cost reduc- 
tion [6] , [7] and we intend to adopt this methodologies to the needs of future hardware 
specifications. With that approach we would be able to formally verify complex sys- 
tem specifications before the first RT level VHDL code is written. An other research 
direction goes towards reconfigurable embedded cores, e.g. FPGA/FPFA or processor 
cores. Using reconfigurable cores for the monitoring and maintenance functionality 
would lead to shorter over all verification cycles due to an effort shift from RT level 
to board level. At RT level only the main data path verification must be done but the 
main verification of the reconfigurable parts could be done in the real hardware envi- 
ronment on board level. Another effect of reconfigurable SoCs are potentially savings 
in redesign costs when e.g. the protocol standard (SONET/SDH) was reworked and 
the monitoring/ maintenance needs some feature enhancements or standard adoption. 
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Abstract. In several digital signal processing algorithms, intermediate 
results between computational stages are reordered according to stride 
permutations. If such algorithms are computed in parallel with reduced 
number of processing elements where one element computes several com- 
putational nodes, the permutation, instead of being hardwired, requires 
a storage of intermediate data elements. In this paper, register-based 
permutation networks for stride permutations are proposed. The pro- 
posed networks are regular and scalable and they support any stride of 
power-of-two. In addition, the networks reach the minimum of register 
complexity, i.e., the number of registers, indicating area-efficiency. 



1 Introduction 

Several high-speed implementations of digital signal processing algorithms are 
based on array processor concept, e.g., Cooley-Tukey radix-2® fast Fourier trans- 
form (FFT) algorithms have been realized with cascaded processing elements 
computing radix-2® butterfly operations. Due to the data-dependencies, the data 
sequences between the processing elements need to be permuted implying need 
for special interconnection networks. In the derivation of Cooley-Tukey 2"-point 
radix-2 decimation-in-frequency FFT algorithm, the principal method is to in- 
terleave the results of two 2”“^-point FFTs resulting in a perfect shuffle permu- 
tation. 

In general, the interconnection topologies in Cooley-Tukey radix-2® FFT al- 
gorithms are based on stride-by-2® permutations. Stride-by-S' permutation of 
a A^-point sequence reorders the elements of a vector X = {xq^xi, . . . ,xm-i) 
as y = (a;o, xs, X2S,---, xn-s+i, xi, xs+i---, xn-i)'^- Therefore, the per- 
fect shuffle is a special case of stride permutations. Another special case is the 
matrix transpose which can also be interpreted as a stride permutation. Such 
stride permutations can be found in discrete cosine, wavelet, sine, and Hartley 
transforms. The same topology is found also in trellis diagrams of k/n code rate 
convolutional encoders. 

In radix-2® algorithms, the computation of the basic operational node re- 
quires 2® operands implying need for a multi-port reordering unit if several nodes 
are allocated to one processing element. As an example, a 16-point FFT com- 
puted with various levels of parallelism is illustrated in Fig. 1 where permutation 
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Fig. 1. 16-point FFT computation with: a) four butterflies b) two butterflies, and c) 
one butterfly. BF^: Radix-2 FFT butterfly computation. PU: Permutation unit. 



unit (PU) is used to permute, i.e., reorder the intermediate data elements. Such 
an unit can be realized with multi-port memories or multiple parallel memory 
modules. However, if the sequence length is short, the memory-based realizations 
are not area-efhcient and, therefore, register-based realizations are preferred. 

The traditional approach to perform the stride-by-S” permutation in cascaded 
FFT structures is a multi-port commutator, e.g., in [1], which consists of skewed 
delay lines and a multi-port switch performing complex periodic switching pat- 
terns. The drawback of this approach is the complexity of the switching element. 
In [2] , a Viterbi decoder is described where the stride permutations are realized 
with the aid of parallel tapped first-in, first-out (FIFO) buffers; several data 
elements are written into consecutive FIFO locations, shift of several elements 
is performed, and the data elements are read from the tapped outputs. Such an 
approach requires complex write, shift, and read schemes and the system is ac- 
tually a multi-rate system requiring FIFOs to operate at higher frequency than 
the sample clock. 

In [3], a sequential permutation network is proposed, which performs arbi- 
trary permutations but only for data in sequential form. The permutations can 
be realized with the data format converters proposed in [4] and the paper also 
defines the theoretical lower bound for the number of registers in such convert- 
ers. However, due to their one-dimensional structure, the multiplexer complexity 
is high. This can be reduced by using two-dimensional structures as described 
in [5-7]. They all use heuristics in the structural generation which may cause 
difficulties in automated design procedures. In addition, the irregular connection 
wiring in such cases may dominate the overall area consumption [6] . 

In this paper, permutation networks for power-of-two’s strides are derived 
based on the decompositions of stride permutations. The proposed method is 
based on the parameterized decomposition of stride permutation matrix and 
the parameters are the sequence length N, N = 2", the number of ports Q, 
Q = 2'^, and the stride S', S' = 2®. The networks have regular topology and 
their structures are created without heuristics alleviating the automated design 
procedure. In addition, they result in the minimum number of registers and use 
less multiplexers than the earlier networks. Finally, the control generation is 
simple and can be done with synchronous binary counters. 






110 



Tuomas Jarvinen and Jarmo Takala 



2 Decompositions of Stride Permutations 



In this section, the decompositions of stride permutations are derived. A square 
matrix transpose is a special case and will be covered separately from the other 
stride permutations. First, some preliminaries are given. 

For ordinary products, left evaluation is used, i.e., 

n 

A-i = Aq ■ A\ ■ A 2 • • An . (1) 

i=0 



The formulation used here is based on tensor products; tensor product (or Kro- 
necker product) and direct sum are denoted by ® and 0 , respectively. The 
stride-by-S' permutation matrix of order is a square matrix Pn,s where the 
elements of the matrix are defined as 

p iff “Off + [mS/N\ 

' (0, otherwise ' 

where mod is the modulus operation and [-J is the floor function. 

Theorem 1. Stride permutations are periodic [8], i.e., 

Pn,s ~ ^N,s ~ Pn,n/s ■ (3) 

Finally, a special permutation matrix of order K is defined as 

Jk = {h ® Pkii.kia) Pr,2 = Pk,k/ 2 (h ® PK/ 2 , 2 ) ■ (4) 

The permutation Jk exchanges the odd elements in the first half of a vector 
with the even elements of the last half of the vector. 



2.1 Square Matrix Transpose 

The basis of our approach to stride permutations is the transpose of a square 
matrix. In [9], an iterative method to transpose an S' x S' matrix transpose is 
proposed as follows: in the first step, the matrix is divided into 2x2 submatrices 
which are transposed. Then, in the second step, the matrix is divided into 4x4 
submatrices where the block size is 2 x 2 and such submatrices are transposed 
in block wise. The operation is continued log 2 S steps till the sizes of the sub- 
matrices and blocks are S and (S'/2)^, respectively. The operation can also be 
described that in every step, 2x2 submatrices are transposed where the block 
size is multiplied by four after each step. In [9], the described iterative method 
is used to develop an S'-port structure for transposing an S' x S' matrix. 

We have generalized the method to less number of ports, 1 < Q < S, which 
results in the decomposition of permutation P 22 », 2 '> for Q-port network, Q = 2"^, 
as follows: 9 r 1 



p2-.2^(2«)= n 



I 2 S 



1 0 J2S+1 0 ^ 2 ^ 



(/ 22 s-q 0 -^25,2) ’ 



m=s — l ^ 



n 

t=q 



(^l2s — i ^ (/ 22 ^ — ^ 



0 < g' < s . 



( 5 ) 



The proof for the decomposition can be found in [10]. 
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Since now Q data elements enter the network at a time, Q < S, the 
data elements are given in a Q x /Q matrix of which Q elements are taken in 
column wise. First, the permutations of type (/2s-i-i 0 J2<>+i+i)(/22s-i-i 0 J2i+i) 
are made which follows the interpretation in [9], i.e., the recursive transpose of 
2-by-2 submatrices, i = (q — l,q — 2, . . . ,0). Then, the rows are reordered with 
(/22 s-<i ®P2<j, 2) which is a spatial permutation since its size equals to the number 
of ports. The final term, (/2s-m-i (g) J2S+1 (g) /2™) is a temporal-only permutation 
which reorders the Q-element columns. 



2.2 Power-of-Two Strides 



In [11], the decomposition of stride permutations was proposed for strides S, 
S > Q. Such decomposition does not result in the minimum number of registers 
in all cases. However, it can be utilized for one-dimensional stride permutation 
networks since, in such case, the minimum number of registers is attained. For the 
one-dimensional stride permutation network the decomposition derived in [11] 
is given as 



n— s— 1 s— 1 r 

f2’*,2»(i) = n n 

2=0 j — 0 






2'n.+j — s — i — l 



,Q 



IAS^Vn . ( 6 ) 



Next, let us focus on the decomposition of stride permutations for two- 
dimensional permutation networks where the number of ports Q can be varied, 
<3 = 2^, 1 < q < n. Before introducing the decompositions, a modified stride R, 



R = min(S', N/S), 



(7) 



is defined. In the following, the decomposition for two-dimensional networks is 
divided into three cases depending on the parameters N, Q, and R. The N data 
elements are given in Q x N/Q matrix where a block of Q data elements is read 
by the network in column wise at a time. The resulting stride-by-S” ordered data 
elements are given in a similar matrix. 



Case 1: Q > N/R. It can be proved that in this case 

Theorem 2. The number of ports Q is always larger than stride R, ifQ > N/R. 

Theorem 3. The number of ports Q is always larger than N/Q, if Q > N/R. 

The proofs of the theorems are left out. The decomposition in this case is given 
as 

1 

i'2",2’' (2'^) = (/2"-<? <g> ® P2^~<t.2) [(72n-9-« <g> </2<?+i) • 

i=n—q 

(/2n-i (g J2*)](72"-’’ ® F2’',2‘J+’'“”)) Q ^ ^/ P ■ (8) 

In the decomposition, the submatrix transposes are made in n — q steps fol- 
lowing the iterative method described earlier. Before and after the transposes. 
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however, other permutations are needed. In this case, prior to submatrix trans- 
poses, the permutation {l2n-r (g) is made which reorders the rows. 

Such a permutation is a spatial permutation according to ( 2 ) because its size, 
R, is smaller than the number of ports, and thus, it can be hardwired. After the 
transposes, another hardwired spatial permutation, 'Si P2''- 1,2)1 is made. The 
permutation is spatial since the size of the permutation, 2 ”“®, is smaller than 
the number of ports according to ( 3 ). The final permutation, {12^-1 S P2i,2’'), is 
again a spatial permutation since its size equals to the number of ports. 



Case 2 : Q < N/R A Q > R. In this case, the decomposition is given as 
follows 

= {P2n-l,2r S J^2i)(J^2"-i S P21 ,2’’) (^2’'-’’ S P2’' ,2) ' 

1 

J_ J_[('^2"“‘J“'* s S '^20]) Q — N/R A Q > i? . (9) 

i=r 

In the decomposition, the first permutation is the submatrix transposes made in 
r steps. Then, the permutation of rows (/2«-r 0 ^ 2 '-, 2) is made which is a spatial 
permutation since its size R is smaller than the number of ports according to 
the constraint Q > R. Similarly, the next permutation {l2n-i S P2i,2’-) is a 
spatial one since its size equals to the number of ports. On the contrary, the last 
permutation (P2 "-<j,2’- S I21) is temporal-only because it reorders the columns 
by picking up every i?th column. 



Case 3: Q < N/R A Q < R. In the third case, the decomposition is given as 

1 

i'2",2’'(2'^) = {P2n-I,2r S I2i){l2"-1 S ^29, 2 ) -i S J^21+^ ) 

i=q 

(/ 2 n-i s J 2 i)](l 2 ’^- 1 -r SP 2 r, 2 r -1 S hl),Q< N/RAQ < R. ( 10 ) 

Prior to submatrix transposes, the columns of the matrix are reordered according 
to (/2n-<j-r S P2r 2r-i S hi)- Thcn, thc submatrix transposes are performed in 
q steps. After the transposes, the rows are reordered with {h^-i S P2i,2), which 
is a spatial permutation. In the final permutation (P2"-9,2’’ S hi) the columns 
are reordered by picking every i?th column. 

In the three previous cases, three different decompositions of stride permuta- 
tion matrices are given based on the design parameters N , Q, and R. However, 
the proofs are left out due to space limitations. In the decompositions, the mod- 
ified stride R is used, which relation to stride S is given in ( 7 ), and based on 
that the decomposition of stride-by-S' permutation of size N for Q“Port network, 
^2’*,2«(2'^), can be stated as 



^ 2 ", 2 ® ( 2 '^) 



P 2 *», 2 '-( 2 ^), 

P2n,2r(/2fl)l 



S = R 
otherwise 



( 11 ) 
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Fig. 2 . 4 -port DSD permutation networks, a) principle block diagram of DSD unit, 
and block and timing diagrams of b) Js permutation, c) J32 permutation, d) (I2 ® Jie) 
permutation, c : control signal, elk : clock signal. 



The previous statement can be described as follows: if the stride S is smaller 
than N/S, R equals to S and the decomposition results directly in the stride- 
by-S” permutation network. On the contrary, if the stride S is larger than N/S, 
the resulting stride-by-i? permutation network must be reversed for stride-by-S” 
permutations, since R = N/S. 

3 Realizations 

In the following, realizations of the previous decompositions are discussed. First, 
basic switching units are reviewed in short and their capability to perform differ- 
ent permutations is explained. A more detailed review is found in [ 10 ]. Finally, 
the permutation networks based on the given decompositions are given. 

Basic Switching Units. Two different basic switching units are selected for 
temporal permutations: a Delay-Switch-Delay (DSD) and a Shift-Exchange- 
Units (SEU). The principal block diagrams of both units are shown in Fig. 2 (a) 
and Fig. 3 (a), respectively. With DSD units, the temporal permutations origi- 
nated in the folding of the J permutation can be realized; the J2QK permutation 
over Q ports can be realized with Q /2 parallel DSD^^ units as illustrated in 
Fig. 2 (b,c). In addition, a 2 -port realization of {I2 ® Jie) with the corresponding 
timing diagram is shown in Fig. 2 (d). 

With SEUs, the temporal permutations of type J are realized for sequen- 
tial data streams. In addition, permutations of type {In 0 Jk ® Imq) can be 
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Fig. 3. 2-port SEU permutation networks a) principal block diagram of SEU, and block 
and timing diagrams of b) (Jie 0 I 2 ) and c) (^ 4,2 0 I 4 ) permutations, c : control signal. 
elk : clock signal. 



realized with Q parallel SEllM(i<'/ 2 -i) units, M = 2"*, Q = 2^, K = 2^. As 
an example, a 2-port realization of {Jie,®!^) is shown in Fig. 3(b) with the 
corresponding timing diagram in Fig. 3(d). Furthermore, permutations of type 
(/m <8> Pa .2 ® Iqn) can be realized with SFUs. As an example, a 2-port realiza- 
tion of (^ 4,2 ® Ia) is shown in Fig. 3(c) with corresponding timing diagram in 
Fig. 3(e). Finally, permutations of type {Ik ® Pm,s ® Iq) can be realized with 
Q parallel SFUs by noting that the permutation is temporal only. 

Resulting Stride Permutation Networks. Next, realizations of stride-by-S” 
permutations are discussed starting from the square matrix transpose, since the 
submatrix transposes are the basic operations found in all the decompositions 
of stride permutations for two-dimensional stride permutation networks. 

The square matrix transpose is decomposed according to (5) and the block 
diagram for the general matrix transpose network is given in [10]. A special case 
is A X A matrix transpose over A ports, which block diagram is depicted in 
Fig. 4. It consists of log 2 A stages of 2'^“^ parallel DSD units which perform 
temporal permutations of type {Im ® Jkq), M = 2™, Q = 2^, K = 2^. Between 
the DSD stages, there are spatial-only permutations which can be hardwired. 
The depicted network is referred to as a matrix transpose network MTNx and 
it will be used as a part of the two-dimensional networks. 

The decomposition of stride-by-S” permutations, N ^ S'^, for one-dimensional, 
i.e., sequential networks is done according to (6), and the resulting network is 
depicted in Fig. 5(a). When N = S'^, the decomposition is done according to (5) 
and the resulting network is shown in Fig. 5(b). Both the networks consists of 
cascaded SFUs of various sizes. Such networks are basic units for two-dimensional 
networks, and thus we call them a sequential permutation network SPNjv.s which 
performs a stride-by-S” permutation of size N . 

For two-dimensional networks, one of the three different decompositions is 
selected based on the parameters N, Q, and S. Instead of using the stride S in 
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X DSD stages 




Fig. 4. Principal block diagram of X x X matrix transpose network MTNx over X 
ports. X = 2^ . HW: hardwired permutation. 



a) n-s blocks 
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'■SP%5 

Fig. 5. Principal block diagram of sequential stride permutation network SPNjv.s for 
Pn,s permutations when a)N 7^ and b) = S^. N = 2". S = 2’^. 



the decompositions, the modified stride R is used. For each three decomposi- 
tions, the resulting network is different, as illustrated in Fig. 6. However, some 
commonalities are found including the submatrix transposes and temporal-only 
permutations, which can be realized with parallel MTN and SPN units, respec- 
tively. All the other permutations are spatial-only permutations since their size 
equals or is less than the number of ports, and thus they can be hardwired. 

It can be proved, that the number of registers in the proposed networks equals 
to the theoretical lower bound given in [4] . Moreover, due to the regular structure 
of the proposed networks, the wiring area may be reduced compared to [5-7], 
which all use heuristics in the network generation. In addition, the control of 
the proposed networks is simpler and can be managed with synchronous binary 
counters. However, in order to have realistic comparisons, the networks including 
their control generators should be implemented on silicon. 

4 Conclusions 

In this paper, scalable and regular register-based networks were proposed for 
stride permutations. The networks can be used in array processors where the 
intermediate data between processing stages is reordered according to power- 
of-two stride permutations. Especially, the proposed networks are suitable for 
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Fig. 6. Principal block diagram of stride permutation network in: a) Case 1, b) Case 
2, and c) Case 3. HW: hardwired permutation. N = 2". Q = 2’’. R = 2'’. 



realizations where the number of data elements is relatively small implying that 
memory-based structures would be expensive solutions. 
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Abstract. A methodology for designing processor architectures oriented 
to matrix-vector operations is proposed in this paper. The methodol- 
ogy is based on high-radix multiplication where first a list of potential 
partial products (PPs) of one operand with all possible t-bit numbers 
(t € {2, 3, 4}) are computed by simple shifts and additions, then selected 
PPs from this list are shifted and added according to t-bit slices of the 
other operand. Main advantage of the proposed method is that the list 
of potential PPs may be reused whenever one multiplicand is to be mul- 
tiplied with several multipliers. Another advantage is that the hardware 
blocks involved for high-radix multiplication may also be used indepen- 
dently to implement other tasks such as parallel addition/subtractions, 
accumulations. This allows introducing a group of modifications to high- 
radix multiplier structures making them reconfigurable so that single de- 
vices having two-fold functionalities of either programmable processors 
or reconfigurable hardware accelerators may be designed. 



1 Introduction 

Matrix-vector computations are among the most frequently used computation- 
ally intensive operations in many information processing tasks such as digital 
signal, image and video processing, numerical analysis, computer graphics and 
vision, etc. Therefore, in many cases specialized hardware means are used for 
different matrix-vector operations (matrix-vector multiplication, convolution (or 
FIR filtering), fast orthogonal transforms, etc.). 

Traditional hardware implementations of matrix vector operations are based 
either on programmable Digital Signal Processors (DSPs) or Application-Specific 
Integrated Circuits (ASICs) such as systolic arrays, iterative processors, etc, or 
Field-Programmable-Gate Arrays (FPGAs). As matrix- vector arithmetics ex- 
tensively involves multiplications and additions, a typical hardware for such 
arithmetics involves a number of multipliers or Multiply-Accumulate (MAC) 
units and adders-subtractors with fixed or programmable interconnection be- 
tween them. Exceptions are some early DSPs and microprocessors which did 
not include special multiplier units but were implementing multiplication oper- 
ation as a series of shifts and additions. The underlying multiplication method, 
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however, was the radix-2 multiplication that needs n shift-add operations to get 
the product y = ax oi n— bit multiplier a with the multiplicand x [1]. 

Conventionally, radix-4 Booth-recoded multipliers (see [1], [2]) or MAC units 
are considered as having the best performance. In these multipliers, the product 
y = axis obtained as the sum of partial products (PPs) 2^'^ ArX, r=0,l,. . . ,n/2- 
1, of the multiplicand x, and G {— 2, — 1, 0, 1, 2}. Main advantages of these 
multipliers are the ease of finding the set of potential PPs {-2x, -x, 0, x, 2x), 
and the relatively small number n/2 of PPs to be added compared to radix-2 
multipliers where n PPs are to be added. 

The number of PPs is further reduced in radix-T(T > 4), multipliers where 
only n/t {t = log 2 T) PPs are added (see [4-6]). In these multipliers, similarly to 
the case of radix-4 Booth-recoded multipliers, multiplication operation is imple- 
mented in two steps. First a list of potential PPs of the multiplicand (x) with all 
possible t-bit numbers are computed. Then = log 2 T) selected PPs from 

this list are shifted and added according to t-bit slices of the multiplier a. 




Fig. 1. The general structure of higher-radix multipliers. 



The second step of a higher-radix multiplication method is computationally 
less expensive compared to the second step of Booth-recoded radix-4 multiplica- 
tion. The price for this is the added complexity of the first step which includes 
one or more levels of shift-add operations for finding the list of potential PPs. 
Higher the radix, higher the “portion of complexity” moved from the second 
step to the first one. This is commonly considered to be the main drawback 
of higher-radix multipliers. However, this may turn to be an advantage in the 
cases where it would be possible to avoid the first step in most of multiplica- 
tions by reusing the list of potential PPs. Such cases occur if, for example one 
of the multiplication operands is a known constant or if one multiplicand is to 
be multiplied with a number of multipliers. One such example is the matrix vec- 
tor product where every column of the multiplier matrix is multiplied with the 
corresponding component of the multiplicand vector. Another example is the 
convolution (or Finite-Impulse-Response (FIR) filtering) where the same filter 
coefficient is multiplied with every sample of a long input signal. It should be 
noted that higher the radix, more it is beneficial to reuse the list of potential 
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PPs. It has no effect of reusing the list of potential partial products in radix-2 or 
radix-4 Booth-recoded multiplication methods since these are essentially shifted 
version of the input multiplicand. 

Reusing the list of potential PPs leads to significant saving of the execution 
time of “incomplete” multiplications (without the first step). However, it still 
does not reduce the hardware complexity of higher-radix multipliers since a num- 
ber of shifters and adder-subtractors must anyway be involved in the structure in 
order to support also “full” multiplications. On the other hand, it is likely, that a 
system involving a multiplier involves also adder-subtractors which already exist 
in higher-radix multipliers but are absent in radix-2 or radix-4 Booth-recoded 
multipliers. Thus, also this drawback may be turned to an advantage if these 
adders-subtractors, as well as the other blocks involved in a single multiplier 
structure may operate independently and, therefore may be reused for imple- 
menting other tasks. 

Independent operation of component blocks of a single multiplier may, for 
example, be achieved by making use of reconfigurable interconnections between 
blocks and between blocks and I/O buses. Such an approach allows also to con- 
figure the same device (basically, a multiplier) to different structures so that it 
may operate not only as one or another hardware accelerator (for example a 
matrix-vector multiplier or an FIR filter) but also as a programmable device 
supporting a list of DSP-like operations (for example, parallel additions, MAC, 
accumulations, etc.). Another possibility is to have no interconnection between 
blocks but to interchange data between them via a register memory under a 
simple software control. Such an approach is somewhat similar to software im- 
plementation of multiplications in early microprocessors and DSPs. However, 
it needs much less time for multiplications as it uses a higher-radix multiplica- 
tion method and special hardware blocks implementing sub-operations of this 
method. 

Another drawback of higher-radix multipliers is related to a problem of low 
balancing between stages when trying to apply pipelining. However, this problem 
may be solved by parallelizing pipeline stages where different stages are paral- 
lelized at different levels (similar technique has been applied in [7] to achieve 
perfect balancing between pipeline stages of an architecture for sum-of-absolute 
difference computation) . 

In this work, we propose a higher-radix multiplication based methodology for 
designing processor architectures oriented to matrix-vector arithmetics, several 
independent groups of modifications into higher-radix multiplication method 
and multiplier structures are proposed making them suitable for matrix-vector 
arithmetics. These modifications may be applied separately or combined with 
each other. The proposed methodology may be used in designing different types 
of processor architectures ((reconfigurable) ASICs, programmable RISC/DSPs 
processors, etc.) and may have various realizations. 

Main advantage of the proposed method is that the list of potential PPs may 
be reused whenever one multiplicand is to be multiplied with several multipliers. 
Another advantage is that the hardware blocks involved for high-radix multipli- 
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cation may also be used independently to implement other tasks such as parallel 
addition/subtractions, accumulations. This allows introducing a group of modi- 
fications to high-radix multiplier structures making them reconfigurable so that 
single devices having two-fold functionalities of either programmable processors 
or reconfigurable hardware accelerators may be designed. 

2 Higher-Radix Multipliers 

Higher-radix multipliers may be classified according to the radix T and according 
to the use or non-use of Booth recoding. However, all of these multipliers may 
be presented in a simple unified scheme shown on Fig. 1. Such multipliers are 
based on finding the product y = ax of the multiplier a and the multiplicand x 
as the sum 



y — {Aox)2'^^* + (Aix)2"'^^ . . . + {A^l^_^x)2 + A^/tX (1) 

where AiX,i = l,2,...,n/t, {t = logT, T is the radix) are partial products 
(PPs) of the multiplicand x. The PPs are either zero or obtained by adding 
or subtracting x with its shifts or with a constant. In Booth recoded radix-T 
multiplication methods with T = 8, 16 or in non-recoded radix-T multiplication 
methods with T = 4, 8, at most one addition/subtraction is needed in order 
to obtain the value of every potential PP since their values are selected from 
a subset of the set { — lx, . . . , — x, 0, a; ... , lx, —x + C} in every of these cases 
(C is a known constant). For example, in the case of a non-recoded radix-8 
multiplier, the list of potential PPs is {—x + C, 0, x, 2x, 3x = x + 2x, 4x, 5a; = 
x+Ax, 6a; = 2(a;-|-2a;), 7a; = 8a;— a;}. Therefore, all of these values may be obtained 
in one parallel addition and/or a shift operation. This is done at the array of 
adder/subtractors (AA) constituting the first pipeline stage of the multiplier 
(see Fig. 1). 

The second pipeline stage in higher-radix multipliers is the Selection Block 
(SB) (see Fig. 1) which, according to bit-groups of the multiplier a, outputs 
PPs AiX, i = 0, 1, . . . ,n/t used in (1). In the case of, e.g., non-recoded radix- 
8 multiplication method, PPs are formed according to non-overlapping groups 
each consisting of three bits of the multiplier. If, for instance a = OIIIIOIOIOIO, 
the product y = ax is obtained as y = (3a;)2® -|- (6a;)2® -|- (5a;)2^ -I- (2a;). 

The PPs selected in the second pipeline stage are shifted and added within 
the last two pipeline stages. The third stage is a Compression Array (CA) that 
reduces all PP rows into two rows (the Sum term S and the Carry term C). The 
fourth pipeline stage is an adder (Final Adder) that adds the Sum and Carry 
Terms. This is typically a Carry-Look- Ahead adder (CLA). 

Multiply-accumulate (MAC) units may simply be derived from high-radix 
multiplier structures by incorporating feedbacks between the outputs and inputs 
of the Compression Array as shown with dashed lines on Fig. 1. 

Main drawbacks of the higher-radix (T > 4) multipliers are related to the 
necessity of implementing a number of addition/subtractions for finding the list 
of potential PPs in the Array of Adders of the first pipeline stage. This not only 
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makes the first pipeline stage more complicated as compared to the case of radix- 
4 Booth recoded multiplier but also leads to a significant unbalancing between 
the pipeline stages of the multiplier. In the next section we describe a methodol- 
ogy for designing efficient matrix-vector processor architectures based on several 
independent groups of modifications to higher-radix multiplication method and 
multiplier structures that turn the mentioned drawbacks to advantages. 



3 The Methodology for Designing Efficient 
Matrix- Vector Processor Architectures 

In this section, several groups of modifications to higher-radix multiplication 
methods are introduced in order to develop a methodology for designing efficient 
matrix- vector arithmetics oriented architectures. These modifications may be 
applied separately or combined with each other. The proposed methodology 
may be used in developing different types of processor architectures such as 
DSP-like RISC processors or ASICS, or multi-functional reconfigurable hardware 
accelerators / coprocessors . 



3.1 Reuse of the List of Potential Partial Products 

First modification consists of introducing so called “incomplete” multiplications 
differing from “full” multiplications in that the list of potential PPs for the 
multiplicand is assumed being pre-computed and stored in a memory so that only 
selection of the PPs according to bit-slices of the multiplier and summation of 
the selected PPs are implemented. This simple modification allows excluding the 
most complicated first pipeline stage from the critical path of the multiplication 
process whenever one multiplicand is to be multiplied by many multipliers. This 
is the case in, e.g. FIR filtering, and matrix-vector product. For example, in FIR 
filtering, potential PPs of the filter coefficients may be precomputed and stored in 
the memory and then reused for every location of the filter window. Thus all the 
multiplications (or actually MAC operations) will be reduced to “incomplete” 
ones where the complicated first pipeline stage is skipped and only the simple 
last stages are implemented. In matrix-vector product, the set of potential PPs 
of the components of the input vector may be obtained while multiplying the 
first row of the matrix to that vector. These potential PPs may then be reused 
while multiplying the other rows. This means, only N out of NM multiplications 
are “full” while the rest are “incomplete” . 

It should be noted that MAC operations implemented in a series and ac- 
cumulating the results of may also be “incomplete” in the sense that the final 
addition may be not implemented in every accumulation step but only at the last 
one. Before the last accumulation step, the current Sum and Carry outputs are 
accumulated to the previous values via the feedback between the outputs and 
the inputs of the Compression Array. Thus, both the first and the last pipeline 
stages may be excluded from the critical path of MAC operations. 
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Fig. 2. Higher-radix multiplier structure with a memory block. 



There are various ways of designing architectures that support the idea of “in- 
complete” multiplications. One possible solutions is illustrated on Fig. 2. Here, 
the reuse of the list of potential PPs is achieved by simply incorporating a mem- 
ory block between the first and second pipeline stages as depicted on Fig. 2. 
There is a control signal c according to which the memory is either open (when 
c is set low) or closed (when c is set high) for writing potential PPs from the out- 
put of the Array of Adders. The same signal c controls the multiplexer having 
connected its first input to the output of the Array of Adders, and the sec- 
ond input to the memory output. Thus, the potential PPs enter to the input 
of the Selection Block either directly from the output of the Array of Adders 
(when c is low) or from the memory (when c is high). In the former case “full” 
multiplications are implemented while in the latter case “incomplete” ones are 
implemented. 

The idea of “incomplete” multiplications may also be used in designing pro- 
grammable DSP-like processors similar to the one shown on Fig. 3 (blocks and 
connections illustrated with dashed lines are optional in this figure). Except hav- 
ing a typical to such processors set of memory blocks and functional units (Reg- 
isters, few smaller precision and at least one wider precision adder/subtractors), 
the system should now include a Compression Array and optionally a Selec- 
tion Block similar to those involved in the corresponding higher-radix multiplier 
structure (see Fig 1). In return, the conventional multiplier may optionally be 
removed from the system. 

There may exist connections between the Array of Adders and the Selection 
Block (which must exist in the system in this case) and between the Com- 
pression Array and the Wide Adder. In this case, the system actually involves a 
higher-radix multiplier. Therefore, “full” multiplication and MAC operations are 
implemented exactly according to the higher-radix multiplier scheme. That is, 
the multiplicand operand enters to the Array of Adders either from the internal 
memory or from a register. The Array of Adders computes the list of potential 
PPs of the multiplicand and sends it to the Selection Block. Simultaneously, the 
multiplier enters to the Selection Block which sends the corresponding set of 
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Fig. 3. Programmable processor architecture based on modified higher radix method. 



PPs to the Compression Array. Then the obtained Sum and Carry terms enter 
to the Wide Adder from the Compression Array. However, also “incomplete” 
multiplication and MAC operations may be executed if one multiplicand is to 
be multiplied with many multipliers. In this case, either a special memory block 
(if such) or the Register Array may be used for storing the lists of potential PPs. 

In another case the Selection Block, the Special Memory Unit, as well as 
connection between the Array of Adders and the Compression Array and between 
the Compression Array and the Wide Adder may be absent. In this case, the 
data interchange is executed via the Register Array. The Address Generation 
Unit will then play the role of the Selection Block. For this, it should generate 
the addresses of those potential PPs stored in the Register Array, that correspond 
to the bit slices of the multiplier operand. 

Let us note that when accumulative series of MAC operations is to be imple- 
mented, then every MAC operation of the series, except the last one will employ 
only the Compression Array. 

3.2 Reuse of Basic Component Blocks of Higher-Radix Multipliers 

The idea of the second group of modifications is to use the basic hardware compo- 
nent blocks of higher-radix multipliers to execute also other than multiplication 
based tasks. Such modification is meaningful since the higher-radix multipliers 
involve, as component blocks, such basic information processing hardware as 
adder /subtractors and adder trees (Compression Array followed by Final CLA 
adder is, actually, an adder tree). Reusing the hardware components of the mul- 
tipliers for additions may, in many cases, eliminate the need of including separate 
adders and separate multipliers into a system for matrix- vector arithmetics. 

Again, this idea may have many realizations when designing matrix-vector 
operations oriented processor architectures. Actually one example has already 
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been considered in the previous section. The Array of Adders, the Compres- 
sion Array, and the Wide Adder of a DSP-like processor similar to the one on 
Fig. 3 may separately be used for addition based operations in parallel with 
multiplication or MAC operations or independently from them. 



Input Bus A 




Fig. 4. Reconfigurability by multiplexed interconnections. 



Also the basic pipelined higher-radix multiplier structure (see Figs. 1 and 2) 
may be modified to support addition based operations by introducing multi- 
plexed interconnections between the main components of high-radix multipliers 
instead of fixed ones (see Fig. 4). “Flexible” feedbacks from the Compression 
Arrays to their inputs may also be introduced in such a way that they may 
be either active or inactive. These type of a modifications make the proposed 
architectures reconfigurable. Halting some of the pipeline stages and generat- 
ing different control signals to the multiplexers, different configurations may be 
formed. For example, if only the first pipeline stage is activated then we obtain 
an Array of Adders/subtractors configuration. Clearly, multiplier configuration 
is obtained by activating all the multiplier pipeline stages and all the standard 
connections between them. Activating also the feedbacks of Compression Arrays, 
the architecture is configured to a bank of MAC units. 

3.3 Single Device Operating as a Reconfigurable ASIC 
or a Programmable Processor 

Next modification is based on incorporating of two nested loop counters within 
the control unit of a reconfigurable higher-radix multiplier structure similar to 
the one on Fig. 4. This allows of configuring architectures derived from a single 
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higher-radix multiplier not only to basic DSP specific operations as in the pre- 
vious section but also to several fiexible hardware accelerators. For example, the 
same device that may be used as a programmable processor with DSP-specific 
operations may also be configured either to matrix-vector multiplication accel- 
erator or to FIR filter, or to fast orthogonal transform accelerator. Moreover, 
the size of the matrix or the filter length may vary within certain limits. 




Fig. 5. Higher-radix multiplier structure with different times replicated pipeline stages. 



3.4 Balancing the Pipeline Stages of a Higher-Radix Multiplier 

Next, let us consider a modification that may be applied to pipelined higher radix 
multiplier structures in order to achieve a high-level balancing between their 
pipeline stages. This may be done by parallelizing every stage at different levels of 
parallelism. This means that replicating of every basic block of the corresponding 
pipeline stage of the high-radix multiplier is allowed and the number of blocks 
within each pipeline stage may be different from each other (see Fig. 5). The 
blocks within a pipeline stage are connected to the same input/output lines 
through demultiplexers and multiplexers and they operate in a time-interlaced 
manner (that is, in parallel but with a time offset of one clock cycle). 

The proposed modification allows calibrating every pipeline stage to a prede- 
fined cycle time and to achieve perfect balancing between them. By replicating 
the basic blocks, we actually obtain a single, unified structure for a bank of 
devices implemented with shared blocks. 

4 Conclusion 

A high-radix multiplication based methodology for designing matrix- vector arith- 
metics oriented processor architectures has been proposed. Several independent 
modifications to higher-radix multiplication methods and multipliers structures 
have been suggested to be applied separately or combined with each others. Main 
advantage of the proposed method is that the list of potential PPs may be reused 
whenever one multiplicand is to be multiplied with several multipliers, a typi- 
cal case in matrix- vector arithmetics. Another advantage is that the hardware 
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blocks involved for high-radix multiplication may also be used independently 
to implement other tasks such as parallel addition/subtractions, accumulations. 
This is achieved by making higher-radix multiplier structures reconfigurable so 
that single device may have two-fold functionalities of either programmable pro- 
cessors or reconfigurable hardware accelerators. Also a methodology to balance 
pipeline stages of has been proposed. 
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Abstract. SoCs became reality: an increasing number of products powered by 
this type of circuits hits the market. Reduced power consumption, increased per- 
formance are some of the usually stated benefits. Besides approaches aiming at 
enabling system level exploration for multiple million gates designs, like the 
SystemC initiative, choosing the right IP core, or the right set of parameters 
among those available is not straightforward. In this article we first present a 
generic model for digital signal processing architectures. Several metrics, later 
referred as Remanence and Operative Density are presented in this paper. The 
methodology is illustrated through a case study. 



1 Introduction 

Among the last couple of years lots of new approaches appeared [1][2]. Real innova- 
tions like coarse grain reconfigurable fabrics [2] or dynamical reconfiguration have 
brought numerous improvements, solving several weaknesses of traditional FPGA 
architectures. Besides this point, several recurrent issues remain, and the proliferation 
of architectures lays to an additional problem for SoC designer: choose the right IP 
core for a given set of specifications. Despite some works have already proposed some 
useful tools, like the Dehon metric [3], allowing to compare the computing density for 
different architectures in different silicon technologies, the need of additional metrics 
is now obvious. The goal of this paper is to address this characterization problem by 
the way of defining two metrics: remanence and scalability allow to compare more 
efficiently different architectures dedicated to digital signal processing. 



2 Digital Signal Processing Architectures 

Each architecture dedicated to digital signal processing exhibits benefits as well as 
limitations, extensively listed in [1] for Von Neumann architecture and [2][8] for re- 
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configurable architectures (RA). Figure 1 depicts a general model for both processors 
and RAs. Depending on the architecture, each constituting element differs. 




Fig. 1. The Generic model of DSP architectures 



The constituting elements are: 

- interconnect subsystem, 

- array of processing elements (PE), PE structure, 

- control unit, 

- instruction / configuration memory. 

The following architectures can be modeled: 

- Processors are based on the Von Neumann paradigm [5]. Operation execution is 
carried out in the data path in a sequential way. Usually a single PE is present. The 
configuration memory is no more than a single register storing the current instruc- 
tion. 

- VLIW DSP: they carry out parallelism at the instruction level. A VLIW instruction 
consists of several RISC instructions, each one being executed in one PE. 

- Fine grain RAs like FPGAs. The PE array is two-dimensional. Each PE features 
bit-level reconfigurable logic, often Look-Up-Table based. In most devices, no con- 
troller is present, the configuration being uploaded in the configuration memory 
offline. 

- Coarse grain RAs Each PE often features hardwired arithmetic operators (coarse 
grain) instead of bit-level reconfigurable logic. 



3 Remanence and Scalability 

3.1 Remanence 



A RA is constituted by a set of operators running at the clock frequency F^. Each 
architecture is able to reconfigure N^, operators each configuration cycle of frequency 
Fj,. F^ may be different from F^, depending on the considered architecture. The rema- 
nence is defined by the following expression: 



R-- 



. Na.Fe 

'Nc.Fc 



The remanence [6] subsequently characterizes the dynamical character of the RA 
by reporting the number of cycles needed to reconfigure the PE array. This criteria 
provides an information on the minimal amount of data to be processed between two 
configuration cycles. 
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- If the configuration phase is shadowed, a new configuration is loaded during proc- 
essing. The configurations are then switched within the next clock cycle. The archi- 
tecture is efficient if during this cycle most of the operators are processing data. 

- If the configuration phase is not shadowed, the number of processing cycles must 
be greater than R for a limited overhead: usually in the range of 10 to 20 times R. 

Moreover, a data parallelism of [3 ([3 data processed concurrently) increase accord- 
ing to a factor [3 the minimal number of data to be processed between two configura- 
tion cycles. Therefore, the ratio between the amount of data to be computed and R 
figures out an important information which helps to choose between data or instruction 
parallelism. Besides this point, one can notice that 1/R is a metric assessing the dy- 
namical character of an architecture. The less R, the more dynamically reconfigurable 
the architecture is. The system reconfiguration frequency is lower to F^/R. 

This metric has three main advantages: 

- It reports the dynamical character of an architecture independently from its granu- 
larity: The operators can either be fine grain (CLBs) or coarse grain (multipliers, 
ALUs). This is enabled thanks to the use of the concept of operators instead of any 
lower-level consideration. 

- Although some architectures provide only inter-operators path routing, this implies 
to stop processing while configuring. Hence, it is functionally equivalent to 
reconfigure the operators. It can nevertheless be more efficient to directly 
reconfigure the operators. For a given processing power, N^, can be greater or/and 
require less configuration bits. This it implicitly taken into account by the 
remanence, thanks again to the concept of operators. 

- No matter how the reconfiguration takes place. It can be done in a single pass, after 
the processing related to the current configuration is done, or continuously, a few 
operators being reconfigured each cycle while processing keeps on. 

Remanence and power consumption. In a processor, up to 50% of the power is con- 
sumed in the control unit. Reconfiguration frequency and volume (i.e. number of bits) 
might consequently impact on the power consumed. Some architectures providing a 
‘freeze’ mode (configuration frozen during a given time) can achieve interesting po- 
wer savings. 

The processing power of a given architecture can be expressed as the product 
between the number of operators and the clock frequency F^ (Pproc~Na-^e)'^^® 
power consumed can then be expressed as: 

Peons ~Na.Fe. LP 

with U being the voltage supply. According to this formula, equivalent power saving 
might be achieved by either optimising or F^. However, decreasing the clock fre- 
quency allow to decrease proportionally the voltage supply. Let assume that, the 
power consumed is : 

Peons — Fe 

Then the ratio Pcons^Pproc grows according to a factor F^.^. For a given processing 
power, it is then worthwhile to increase the number of operator and reduce accord- 
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ingly the clock frequency. Nevertheless, applying such an approach might increase 
consequently the control unit complexity and then its power consumption. This obser- 
vation figures out clearly the significance of the remanence. The power consumed is 
proportional to the bit switching activity (each second). Hence, it is possible to define 
a cost in power consumption per MIPS by the way of considering both processing- 
related cost and configuration-switching cost. 

3.2 Scalability 

Due to the continuous technology scaling, scalability is today becoming a key issue; 
the problem can be stated as follows: given a customisable architecture model (in 
terms of number of PEs), how does the N^/A ratio grow, being the number of PEs 
and A the core area. We define the operating density Do as the ratio N^A. Hence, for 
an architecture fully scalable OD (N^) will be constant. 

Accordingly to our general model (figure 1), and assuming the core area as the sum 
of the constituting elements’ area, architecture scalability analysis sum up to each 
component scalability analysis: 

OD ^ 

ApEs~\~A:ontrol~\~A:onfig_ _mem~\~j\nterconnect 

4 The Systolic Ring 

The Systolic Ring architecture features a DSP-like coarse grain reconfigurable block; 
following an original concept (figure 2). The configuration (microinstruction code) 
can either come from the configuration layer (EPGA-like mode, global mode) or from 
a local sequencer {local mode) depicted in figure 2. 




Operative Layer 







Configuration 

Sequencer 



Host 

Processor 



Fig. 2. The Dnode architecture 



Fig. 3. System overview 



A custom instruction set RISC processor (configuration sequencer, figure 3) is also 
used in order to upload the microprograms into the local sequencers of the Dnodes set 
to local mode. It is also used to write the configuration into the configuration layer 
(global mode). 

The specific structure of the operating layer is depicted on figure 4a. The Ring to- 
pology allows an efficient implementation of pipelined datapath. The switch compo- 
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nents establish a full connectivity between two layers, refer to [4] for complete de- 
scription. The Systolic Ring also provides a feedback network that proves useful for 
recursive operations. It allows to feedback data to previous layers by the way of using 
feedback pipelines implemented from each switch in the structure. Each other switch 
in the architecture has a read access on each other switch’s pipeline. Figure 4h depicts 
the east switch’s feedback pipeline. In addition a bus connecting all switches in the 
architecture and the global sequencer is available, mainly for conditional configura- 
tion: a data computed in the operating layer can be retrieved in the configuration se- 
quencer for further analysis and thus different configuration evolution. 






(a) (b) 

Fig. 4. Operating layer (a) and a switch’s feedback pipeline (b) 



The program running on the global sequencer is able to modify the configuration of 
an entire Dnode layer (2 Dnodes on the 16 Dnodes Systolic Ring depicted on figure 4) 
each cycle. Up to 12.5% of the Dnodes can be reconfigured each cycle in the exposed 
version, but this can he tailored, especially when C/N vary, C being the number of 
Dnodes per layer and N the number of layers. 



5 Remanence and Scalability Analysis 

5.1 Remanence Analysis 

Considering the global mode, the remanence of the Systolic Ring (Figure 4) 
^.sring static"^’ ^ cycles are indeed needed to reconfigure the whole structure, F^. being 
equal to F^,. As previously said, the Systolic Ring is customisahle, thus the remanence 
can be tailored. This of course impacts the instruction size, and other parameters like 
memory bandwidth. This will be pointed out in the scalability section. 

The local mode allows to change the configuration of each Dnode of the structure 
each cycle (assuming that all Dnodes are in local mode). However, 8 configuration 
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cycles are needed to store a maximum length microprogram (one local sequencer 
register loaded per cycle, Figure 2), this microprogram being considered as a single 
Dnode configuration. In this case, a maximum of 64 cycles are needed, thus 

^sring_dynamic~^^' 

It must be pointed out that: 

- A microprogram being considered as a single instruction, 8 instructions are needed 

to carry out a single data. Therefore, only characterizes the amount of 

data. 

- Despite in local mode all Dnodes can modify their configuration each cycle, from a 
system point of view, only R^^j^g dynamic should to be taken into account. This mode 
is worthwhile only when the number of cycles of the considered process is at least 
10 times greater than R^^ng dynamic global mode is of great interest for data par- 
allelism while the local mode features intermediate granularity data parallelism and 
potential instruction parallelism. 

Table 1 gives remanence values for three different architecture described below: 

- Texas Instruments TMS320C62: this DSP is a powerful VLIW processor featuring 
8 processing units. It reaches 1600 MIPS (max power) when running at 300MHz. 
The remanence R^,g 2 is equal to 1: it is able to reconfigure all its processing units 
each cycle. 

- Xilinx Virtex XC2V2000 FPGA [7]: this one is partially reconfigurable, and re- 
quires 14.29 ms to be totally reconfigured at F|,=66 MHz. While F^. is application- 
dependant, the ratio F^/F^ is non constant. Results depicted in table 1 are given for 
F^=100 MHz. 

- Systolic Ring: a 16 Dnodes realisation, described above in section 4. 



Table 1. Remanence comparisons 





TMS 320C62 


Xilinx XC2V2000 


Ring-8 

Dynamic Static 


Number of op.(Na) 


8PEs 


2688 CLBs 


8 Dnodes 


Reconfigured 
op. / cycle 


8 


2.8.10-3 


0.25 


2 


Fe/Fc 


1 


1 (Fg=66MHz) 


1 


1 


Remanence (R) 


1 


936540 


64 


8 



As shown in table 1, the remanence of the Systolic Ring in full global mode (i.e. 
static) is 8, as to say, 8 cycles are required to fully reconfigure the structure. The Sys- 
tolic Ring also provides a hybrid mode, allowing to set independently each Dnode in 
the structure in global or local mode. In this last case, the effective remanence is rang- 
ing from R,ring_static to Rsring_dynamic- The most ‘dynamically reconfigurable’ architec- 
ture is however the VLIW processor. Hence, its use should be recommended for rela- 
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lively irregular applications implying instruction-level parallelism. The remanence 
however does not give the number of PEs that one can expect to have for a given sili- 
con area : the scalability analysis addresses this problem. 



5.2 Scalability Analysis 



As assumed in 3.2, the total area is approximated by the sum of the 4 constituting 
elements of our model. Two different scaling techniques are to be considered: 

Scaling technique 1: N/C tradeoff 

can be tailored between N (number of Dnodes per layer) and C (number of layers) 
according to the formula: Na=N.C 

Increasing N will encourage parallelism level (either instruction or data) while in- 
creasing C will improve pipeline depth (i.e. computation parallelism). 



Scaling technique 2: MIMD approach 

It is also possible to increase by the way of using multiple Systolic Rings witch will 
lead to a MIMD (Multiple Instructions Multiple Data) like solution. This technique 
provides a maximal scalability, as the resulting silicon area will be proportional to the 
number of PEs. 






-a=cte 



MIMD 



In the following, only scalability issues related to technique 1 will be considered. 



Processing elements (i.e. Dnodes) 

Given a PE of core area A, the instantiation of PEs occupies aA area units on the 
die, as to say this part is fully scalable, independently from the N/C ratio: 




=a=cte 



Control unit 

The global sequencer is a simple RISC processor featuring a specific instruction set. 
The 16 lower bits of the instruction format are dedicated to internal RISC manage- 
ment, whereas the upper ones are directly addressing a given Systolic Ring layer (con- 
figuration of N Dnodes and the corresponding switch). Eigure 5 depicts the format of 
the instruction register used in the configuration sequencer. 



INSTRUCTION FORMAT 





1516 






L 




RISC instruction 


Layer address 


Dnodes modes 


Dnodes configuration 


Switch CO nfiguratio n 



^layer_add 



Fig. 5. RISC instruction format 
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The area corresponding to a given part of the instruction register will be con- 
sidered proportional to the number of bits required for its coding, 

- The size of the sequencer-related instruction is constant, thus, fully scalable. 

Arisc ~ Mrisc = 16 

- Aiayer.address- address ^its being required for a C-layer addressing (2^^=C), and 

taking into account that C may not be a power of two: 

Alayer_addiess ^ Mlayer_addiess = |l -p 10g2 (C-l)| 

- Apj^Q. 2 bits are required to code the 4 run-modes. Hence, for N Dnodes, the re- 
quired number of bits given above exhibit a maximal scalability: 

Aprg ~ Mprg = 4.N 

“ ^dnodes conf' Considering that 17 configuration bits are required for each 

Dnode, the resulting area is: 

ADnodes_conf ^ MDnodes_conf = 17.N 

“ ^switch conf- Order to provide a full inter-layers connectivity, let n be the number 
of inputs of the MUX and p the number of outputs: C(n,p) addresses combinations 
must be supported. The availability of a bus implies to be able to write the result of 
any Dnode output, plus an additional bit putting the bus driver in high impedance. 
The resulting number of bits required is: 

Aswitch_conf — Mswitch_conf = |l+Log 2 (Cg -1 )|+|Log 2 (N)+l| 

The number of inputs is determined by the expression: 

n=2.N + (C-l).N+l 

The first term is related to number of Dnodes of the upper layer, while the second is 
related to the feedback network: C-1 feedback network are implemented, each one 
constituted by the aggregation of N Dnodes outputs. The number of outputs p is equal 
to N (number of Dnodes per layer). 

Configuration Memory 

The use of a coarse grain technology drastically decreases the size of the configuration 
memory. In addition, the size of the PE-only configuration memory grow linearly with 
the number of PEs. Only the routing-relative configuration size grows non-linearly 
with respects to the number of processing elements, due to the fact that the Systolic 
Ring provides full interlayer connectivity. The size required for the storage of a (N,C) 
version of the Systolic Ring is: 

Aconfig M config = C.(MpRG-|-MDnodes_ .conf +NIswitch_conf ) 
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6 Case Study: Tailoring the Parameters 

Let us suppose that the processing power needed (proportional to the number of 
Dnodes) corresponds to a number of Dnodes between 40 and 60. First, a C/N ratio 
must be selected. This ratio will be set according to the targeted applications. Let us 
also suppose that promoting pipeline degree seems to be more attractive for the tar- 
geted applications. Therefore, we choose a C/N ratio equal to 4. Following the area 
evolution as a function of C and N for one instance of the Systolic Ring, correspond- 
ing curves are plotted for several instances of the Systolic Ring. The figure 6 repre- 
sents the corresponding curves. The constraint tube is then plotted for the C.N values 
chosen (40 and 60). In order to show the architecture dynamism, we also plot the 
Remanence curve and add it to the graph. The figure 6 shows how a Systolic Ring user 
can tune the architectural parameters. Indeed, in the constraint tube, many solutions 
are possible. Choosing for example eight Systolic Ring instances (40 Dnodes total) 
provide the smallest silicon area in the constraint tube. Moreover, it also will be the 
most dynamical solution, i.e. the one requiring the minimum number of cycles to con- 
figure the 40 Dnodes. However, it will be also the solution offering the worst inter- 
connection resources (implying inter-Systolic Ring communications) and the worst 
processing power. At the opposite, choosing only one instance of the Systolic Ring 
with a total number of 60 will significantly increase the processing power (1.5 times) 
but also the silicon area. However, more interconnection resources will be available 
due to the full layer interconnectivity allowed in a single Systolic Ring instance. The 
increase of operators will also involve a higher Remanence. 
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Fig. 6. Processing power constrained 
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Fig. 7. Area constrained 



Let us now suppose that the available silicon area is between 3000MX^ and 
4000MX^ (X being the half width of the transistor channel). This design space defines 
the constraint tube. As mentioned previously, the C/N ratio must be selected. This 
ratio will be set according to the target applications. We choose here for example a 
C/N ratio equal to 4. Following the area evolution as a function of C and N for one 
instance of the Systolic Ring, corresponding curves are plotted for several instances of 
the Systolic Ring. The figure 7 depicts the related curves. The constraint tube is then 
plotted according to the area constraints (the two lines were extrapolated from the 
Systolic Ring area formalisation). The Remanence curve is also plotted. 
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The figure 7 shows how a Systolic Ring user (a platform-based designer for exam- 
ple) can tune his core with the architectural parameters. Indeed, in the constraint tube, 
many solutions are possible. For the lower bound (3000MX.^), tradeoffs ranging from 
45 to 90 Dnodes are available. This characterizes an increased operative density. This 
is allowed by the way of using eight instances of the Systolic Ring instead of only one. 
However, this multi-instantiation implies a reduced connectivity between the Dnodes 
of the architecture and an increased Remanence. For the upper bound (4000MX^), the 
processing power can also be doubled by the same means, implying the same conse- 
quences. 



7 Conclusion 

After having compared different architectures and shown the limitations of classical 
comparison approaches, we have presented a general methodology for the characteri- 
zation of architectures dedicated to digital signal processing. This methodology is 
based on evaluation metrics, Remanence and Operative Density, as functions of the 
architecture parameters. This methodology helps the designer to choose between sev- 
eral architectural trade-offs, as shown for the Systolic Ring example. The architecture 
presented in the first section, was used as a case study for both Remanence and seal- 
ability analysis. These considerations helped to determine architecture trade-offs and 
also contributed to establish the limitations of the architecture considering a set of 
application-relative constraints (parallelism type, area, processing power). Future 
works take place in analysing other crucial factors in a SoC design context such as the 
power consumption. 
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Abstract. The ever increasing complexity and heterogeneity of modern System- 
on-Chip designs demands early consideration and exploration of architectural al- 
ternatives, which is hardly practicable on the low abstraction level of implemen- 
tation models. 

In this paper, a system level design methodology based on the SystemC 2.0.1 
library is proposed, which enables the designer to reason about the architecture on 
a much higher level of abstraction. Goal of this methodology is to define a system 
architecture, which provides sufficient performance, flexibility and cost efficiency 
as required by demanding applications like broadband networking or wireless 
communications. The methodology also provides capabilities for co-simulating 
multiple levels of abstraction simultaneously. This enables reuse of the simulation 
environment for functional verification of synthesizable implementation models 
against the abstract architecture model. 

During a industrial case study, this methodology is applied to the development of 
a 2.5 GB IP forwarding chip with Quality-of-Service (QoS) support. In this paper 
we share our experiences with special emphasis on the architecture exploration 
phase, where several architectural alternatives are evaluated with respect to their 
impact on the system performance. 



1 Introduction 

One of the most challenging tasks in modern System-on-Chip design projects is to 
map a complex application onto a heterogeneous platform architecture in adherence to 
the specified flexibility, performance and cost requirements. Under stringent cost con- 
straints, the required flexibility and performance is best delivered by a heterogeneous 
platform employing standard as well as application specific programmable architectures 
and dedicated hardware blocks, which are connected by a sophisticated communication 
topology. As a result, the designer faces a huge design space and has to compose a sys- 
tem architecture from various kinds of building blocks and communication resources in 
order to meet the constraints of the specific application. 

A. Pimentel and S. Vassiliadis (Eds.): SAMOS 2004, LNCS 3133, pp. 138-148, 2004. 

(c) Springer- Verlag Berlin Heidelberg 2004 
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The traditional design flow comprises only two decoupled phases of textural specifi- 
cation and architecture implementation and is no longer feasible for the design of large 
heterogeneous systems on a single chip, because quantitative architectural considera- 
tions are difficult to estimate on paper, prior to the implementation phase. Systems are 
either over-engineered, thus impacting the cost, or fail to deliver the expected perfor- 
mance. 

Due to the high level of detail inherent to implementation models, so far they can 
only be optimized locally and system architecture tradeoffs and optimizations are not 
exploited. For that reason we advocate an intermediate System Level Design phase in 
the design flow, where the functionality of the system is mapped to the platform archi- 
tecture in an abstract manner to enable architecture optimizations across heterogeneous 
computational components. 

The following methodical aspects have been identified to cope with requirements of 
System Level Design: 

The foundation for our methodology is provided by the SystemC library [1], which 
is widely considered as the emerging EDA industry standard language for bringing 
together today’s disjunctive worlds of system conceptualization and implementation. 
Hardware semantics as well as interface based design are already incorporated into 
the 2.0 release of SystemC and also synthesis tools become commercially available. 
We have supplemented SystemC with a methodology specific library to enable rapid 
design space exploration at the System Level. 

The following section discusses the envisioned design flow followed by the techni- 
cal details of methodology specific library are presented. Section 4 contains our expe- 
riences from an industry cooperation, where the framework has been deployed in the 
design of a NPU platform. Finally we conclude our approach and give an outlook on 
future research topics. 

2 System Level Design Methodology 

System Level Design is all about Ailing the gap between specification and implemen- 
tation. In this section we first classify the abstraction levels enabled by System 2.0 and 
then elaborate on the proposed architecture exploration methodology. 

2.1 Transaction-Level Modeling 

SystemC 2.0 has been conceived to realize a Transaction-Level Modeling (TLM) style 
[2], where communication is abstracted from the low-level implementation details of 
the Register Transfer Level (RTL). The resulting improvement in terms of simulation 
speed and modeling efficiency enables the system architect to create an executable spec- 
ification of the complete SoC architecture. 

The TLM paradigm can be further subdivided by applying abstraction w.r.t data 
and timing accuracy. By that the manifold design problems during the definition of 
the system architecture can be resolved in the appropriate design step. Note that the 
entry level depends on the design complexity: small scale and homogenous designs 
start immediately at RTL whereas cycle level TLM is usually sufficient for the design 
of medium scale embedded systems. 
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This paper addresses the conceptualization of large scale heterogenous systems, 
which need heterogenous computational modules and a customized communication in- 
frastructure to meet performance and cost requirements. Thus we have conceived a 
packet level TLM modeling style for architectural exploration, i.e. the considered data 
granularity are sets of functionally associated data, which are combined to Abstract 
Data Types (ADTs). 




• application domain specific 

• library support + simulation speed 

• e.g. COSSAP. OPNET. SDL, pure C 

• capture model and ideal functionality 

• capture top-level requirements 

• expose inter-block communication 

• block level partitioning & budgeting 

• architecture modeling & exploration 

• define communication architecture 

• bit & cycle accurate design 

• fast HW/SW co-simulation 

• SW implementation 



• HW implementation and verification 

• meet power, area and speed constraints 



Fig. 1. SoC design flow 



All phases in our refinement methodology depicted in figure 1 are based on SystemC 
and are thus interoperable. However, in this paper we particularly address the design 
of dedicated Hardware, so we intentionally leave out the discussion of the cycle-level 
TLM phase, which is mainly dedicated to the integration of Instruction Set Simulators. 
In the following we describe the sub-phases of our approach, i.e. functional and abstract 
architectural modeling as well as mixed-level co- verification. 

2.2 Functional Model 

Compared to the detailed register transfer level (RTL), simulation speed and modeling 
efficiency can only be improved significantly by modeling the system behavior on a 
much higher level of abstraction. In the functional model, the complete system behav- 
ior is partitioned only into a small number SoC building blocks instead of scattering 
the functionality over numerous processes as often required for a synthesizable RTL 
description. Abstract Data Types (ADT) replace the bit-true data representation of RTL 
models, such that a whole set of functionally associated data is represented as a single 
token, as for example an IP packet. Since the system state only changes on the arrival of 
a new token, we can employ pure reactive communication channels to model the data 
exchange between the functional blocks. This minimizes the number of the activations 
in the event-driven SystemC simulation kernel, which effectuates maximum simulation 
speed. 

At the end of the functional modeling stage, the complete system behavior is cap- 
tured and validated. The simulation speed as well as the modeling efficiency (measured 
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in lines of code) is about two orders of magnitude better compared to the corresponding 
RTL model, which models the same functionality on a much higher level of architec- 
tural detail. The SystemC model is now prepared for the annotation of timing informa- 
tion, which is described in the next section. 

2.3 Virtual Architecture Mapping 

In the next design step, the functional model is mapped to the intended target architec- 
ture in order to create a performance model of the resulting system architecture. The 
mapping is performed virtually by annotating the timing characteristics of the target ar- 
chitecture to the functional model, thus the methodology enables a very fast exploration 
of different design alternatives. The process of timing annotation is completely orthog- 
onal to the functionality, hence the previously validated functional system behavior is 
preserved. 

The methodology is based on the following observation: for performance profiling 
purposes, the basic timing characteristics of the target architecture can be expressed by 
the temporal relationship of consuming, processing and producing ADT tokens. 

- Pipelined architectures are able to consume and produce a token every cycle but 
introduce a static latency, which is determined by the number of pipeline stages. 

- Data dependent modules show varying delays until the processing of the actual 
token is finished. In the case of a cache module for example, the processing delay 
of a cache read depends on whether the requested data set is in the cache or has to 
be fetched from the main memory. 

- Resource shared modules are afflicted with an initiation interval, i.e. they are 
blocked for a varying amount of time during a token is processed. 

As soon as the estimated timing parameters are annotated to the channels, the simu- 
lation results reflect the performance of the final system. A statistical evaluation system 
is associated with the channels to detect and eliminate architecture bottlenecks very 
early in the design flow before the time consuming implementation starts. The access 
statistics gathered by the bus model during a simulation run guide the selection and 
configuration of a specific on-chip bus. 

The key mechanism of virtual architecture mapping is separating behavior inside 
the functional modules from timing aspects, which are captured by the communica- 
tion channels. Thus we achieve a threefold orthogonalization of system level design 
concerns in terms of behavior, interface and timing. 

2.4 Mixed-Level Co-verification 

After the architecture is finalized, the abstract architecture model is converted into a 
synthesizable model. Here the same functionality has to be realized at a much lower 
level of detail according to the refinement steps in the SystemC synthesis guidelines. By 
using the SystemC synthesis [3], the implementation phase can be performed within the 
SystemC design environment itself. This enables a smooth transition from the refined 
model to the implementation model. 
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Since this implementation phase is highly error prone, functional verification is the 
most important and time consuming task in the overall design flow [4], In our approach 
the effort for functional verification is drastically reduced by reusing the abstract system 
model as a reference for the synthesizable implementation models. For that we have 
generalized the well known adapter concept for communication refinement [2] to bridge 
the abstraction gap between packet-level and cycle-level models. 

The next section describes the channel library, which has been developed to enable 
the exploration and co-verification methodology. 



3 Methodology Specific Channel Library 

SystemC 2.0 provides a well defined interface for its underlying event-driven simula- 
tion kernel to enable implementation of methodology specific communication channels, 
like e.g. data-flow fifos or HW signals. We have developed such a SystemC 2.0 com- 
pliant channel library, which provides intuitive visualization, a comprehensive set of 
communication and timing annotation primitives as well as support for mixed-level co- 
simulation. 



3.1 MSC Visualization 

Our way of modeling complex systems is illustrated by a snapshot of our graphical 
debugger depicted in figure 2. The simulation is visualized according to the Message 
Sequence Chart (MSC) principle, which is a well known tracing mechanism usually 
employed in SDL design environments like the TAU SDL suite [5]. For our methodol- 
ogy, MSC tracing provides a very intuitive visualization of a network of coarse-grain 
SystemC processes exchanging ADTs. 

SystemC modules are represented by vertical lines, which are labeled with the mod- 
ule name at the top. The progress of time is vertically notated from top to bottom. Com- 
munication events are displayed by horizontal arrows between the lines of the sending 
and receiving processes. These arrows are labeled with signal name, the point in time 
and the ADT type name. 

A general drawback of the MSC representation is the amount of communication 
events for realistic systems with tens and hundreds of SystemC modules, because the 
user can observe only roughly up to 15 modules and up to 40 events simultaneously. 
Therefore our debugger provides advanced hlter mechanisms to systematically reduce 
the displayed data to the currently interesting communication events. 

To enable dynamic filtering, the MSC debugger maintains a data-base of all commu- 
nication events. This data base can be searched in multiple dimensions, e.g. time, packet 
type, connection name or SystemC process hierarchy. Furthermore the event filter can 
introspect and search for the member- fields inside the ADTs, so the MSC debugger can 
filter e.g. all IP-packets with a certain destination address. 

MSC visualization is a built-in feature of all channels in our library, so it is enabled 
by just instantiating the channels without any additional code in the user modules. Fur- 
ther channel features like timing annotation for architectural exploration are described 
in the next sections. 
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Fig. 2. Message Sequence Chart Visualization of the SystemC Simulation 



3.2 Timing Annotation 

Our goal is to model the architecture specific timing independently from the behavior, 
thus a functionally correct system model can be easily mapped to different architectures. 
According to the observations listed in 2.3, the channels provide methods to annotate 
processing delay and initiation interval. The channels are implemented hierarchically, 
since they incorporate internal processes to implement the mechanism for timing anno- 
tation. 




Fig. 3. Abstract Architecture Model 



Figure 3 illustrates the creation of an abstract architecture model from the combi- 
nation of the original functional model together with the channels to capture the impact 
on performance of the intended architecture. The right part of figure 3 shows the anno- 
tation of a processing delay t d , which is passed as a second parameter of the wr i t e ( ) 
method of outgoing connections. Transparently the channel takes care, that this token 
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does not arrive at the consumer process before the specihed delay fu . In the same way, 
the left part of hgure 3 shows the annotation of an initiation interval tj by calling the 
next ( ) method of incoming connections. This causes the channel to suppress the ar- 
rival of tokens for the specified amount of cycles, which captures the effect of a blocking 
module. 

Besides dedicated point to point communication, modern SoC architectures very 
often employ on-chip busses to improve utilization of interconnect resources. However 
shared busses cause a non-deterministic communication delay, which can have nega- 
tive impact on the overall system performance in case of insufficient bus bandwidth. To 
capture this effect on the high abstraction level, we provide a generic bus model, which 
connects an arbitrary number of master and slave modules with a parameterizable band- 
width. A priority based bus arbitration scheme is used to resolve conflicts in case more 
than one master wants to perform a bus transaction at the same time. Alternatively, a 
Time Division Multiple Access (TDMA) based arbitration scheme allows interleaved 
service of simultaneous bus requests. 

3.3 Mixed-Level Adapter Channel 

The mixed-level adapter channel bridges the gap between packet-level and RT-level 
modules to enable block-wise functional verihcation, i.e. the RTL implementation is 
plugged into the abstract architecture model. Thus stimuli are derived from the system 
context and comparison of the synthesizable bit and cycle true implementation is done 
against the abstract architecture model. By that the signihcant effort for writing and 
verifying RT-level testbenches is avoided. 




Fig. 4. Data- and Timing- refinement 



The structure of the mixed-level adapter channels is depicted in figure 4: in the 
bitmapping engine, the adapter channel maps the ADT to the respective fields in the 
corresponding bit-accurate data representation. The resulting bitstream is then trans- 
fered to the protocol layer, where it is cut into slices according to the respective data 
width and forwarded to the RTL implementation. The protocol engine adds all the re- 
quired control signals to reform the specified interface protocol. 

A similar adapter channel implements the reverse direction to feed the output of 
the RTL implementation back into the packet-level environment. Here the ADT is re- 
constructed from the output bitstream provided by the protocol engine. Note that this 
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concept is also capable to bridge packet-level and cycle-level TLM. Here the protocol 
engine calls the TLM interface methods instead of wiggling the RTL pins. 

4 IP Forwarding Chip 

In this section we present the results of an IP forwarding chip design project, where the 
proposed system level design methodology has been applied in cooperation with Syn- 
opsys Professional Services. We will introduce and characterize the design and illustrate 
the architecture mapping methodology hy means of experimental results. 

4.1 IP Forwarding with QoS Support 

IP forwarding is a central part of the IP network infrastructure. This challenging ap- 
plication domain combines sophisticated functionality for QoS support with highest 
performance requirements: at OC-48 wire speed (corresponds to 2.5Gbit/s) the timing 
budget in the NPU for the processing of a minimum size 48Byte packet is as short as 
147ns. 

IP Forwarding with QoS Support according to the DiffServ proposal [6] requires 
a set of complex functional blocks. These are displayed in the shaded part of figure 

5 together with the basic inter-block communication. The Parser performs checks on 
incoming packets and provides the following units with packet descriptors, which hold 
all the relevant header information of the respective IP packet. The Route Lookup Unit 
(RLU) performs forwarding of IP Packets based on the longest match table search al- 
gorithm. The forwarding decision is based upon destination IP address and the routing 
table. The Classifier classifies incoming packets into Classes of Service (CoS), so the 
packets are processed according to their negotiated Quality of Service parameters by 
the following blocks. The Meter measures the IP packet rate and drops packets ex- 
ceeding the negotiated traffic characteristics to protect the succeeding queuer unit from 
unfriendly traffic streams. The WRED unit drops additional packets according to the 
weighted RED algorithm [7] to avoid throughput degradation especially for TCP traffic 
due to congestion. The Queuer stores IP packets according to their class of service until 
they can be forwarded to the CSIX unit. The Scheduler decides on the basis of the pri- 
ority and the actual fill status of the packet queues in the queuer unit. Finally the CSIX 
unit segments IP packets into fixed size packets according to the standardized CSIX bus 
protocol to interface the switch fabric. 

According to the methodology described in section 2, first a functional SystemC 
model is created from the functional specification document. This functional model is 
well suited to validate completeness and functional correctness, but does not yet impose 
any assumptions on the architectural realization. 

4.2 Architecture Refinement and Exploration 

Referring to the complete system view of figure 5, we first have to add an IP Packet 
Memory and a Memory Management Unit (MMU) to the functional model, which are 
necessary to store IP packets during the processing is performed by the functional units. 
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Fig. 5. IP Forwarding Chip 



Given the specified constraints on latency and cost, the architect now has to de- 
fine the general organization of the architecture. In our case, we decided to replace the 
expensive and inflexible point to point exchange of packet descriptors with a shared 
memory architecture, which is accessed through an on-chip bus. 

The resulting SystemC architecture model of the IP router is running at 140k cycles 
per second on a 2 GHz Linux PC, thus in our case the simulation of 1 second IP traffic 
takes less than 12 minutes. In the following steps, the top-level structure of the router 
does not need to be modihed. Instead, different configurations of the general system 
architecture depicted in figure 5 are evaluated in a very effective way by adjusting the 
generic model parameters and running the simulation. 

An initial timing budget in terms of pipeline delay and initiation interval is anno- 
tated to each module as explained in section 2.3. The initial annotations represent an 
educated guess depending mostly on the experience of the designer. In our case, the 
timing annotations for the functional blocks are taken from a implementation on the 
Intel IXP2400 Network Processing Platform [8]. 

Based on simulations, the architect may relax some constraints, choose to tighten 
some others, or find out that a budget is required that is not realistic for a module. 
In the latter case, the architecture will be modihed, e.g. resources are added or the 
algorithm is changed. Final budgets provide a requirement specihcation for later RTL 
implementation. The statistic evaluation of the functional blocks and the channels is 
used to detect bottlenecks in the system. A well-balanced system architecture provides 
sufficient processing power for all components. 

An excerpt of the exploration results dealing with the dimensioning of the packet 
descriptor communication is printed in table 1 . Besides the interconnect-description and 
-conhguration we list the resource utilization and the mean delay per transaction of on 
the considered bus. The right column contains the overall packet latency introduced by 
the complete IP processing chain. Since the timing annotations of the functional units 
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Table 1. Exploration Results 



line 


interconnect 


interconnect 


utili- 


tm. delay 


IP latency 




description 


configuration 


zation 


in cycles 


in cycles 


1 


p2p 


unconstr. 


0% 


0 


910 


2 


p2p 


32bit 


8% 


22 


1117 


3 


IP.p2p 


32bit 


52% 


75 


1117 


4 


IP_bus 


64bit_prio 


78% 


149 


1191 


5 


IP.bus 


64bit_tdma 


78% 


93 


1125 


6 


pd_p2p 


32bit 


4% 


20 


1117 


7 


pd.bus 


32bit 


82% 


51 


1582 


8 


pd.bus 


64bit 


51% 


36 


1355 


9 


pd.bus 


128bit 


46% 


23 


1142 



are constant during the depicted experiment, the measured packet latency clearly unveils 
the impact of the selected communication architecture on the system level performance. 

The point-to-point (p2p) communication of the functional model generates an ini- 
tial traffic profile. The unconstrained p2p setup performs all communication with zero 
overhead, so the IP latency in line 1 reflects only the timing annotations of the func- 
tional units. The 32 bit wide p2p engine in line 2 serves as a Tower-bound’ reference 
configuration and not as a realistic design option. Among other unrealistic assumptions, 
this would implicate a packet descriptor memory with 6 read and 6 write ports , i.e. one 
for every connected module. 

Besides an insignificant amount of local communication between the buffer and its 
neighboring units, the statistics generated by the p2p engine admits the classification of 
the on-chip traffic into two domains: (a) Parser, RLU and CSIX unit regularly access 
the IP memory (DRAM) to store and forward the arriving IP Packets and (b) all master 
blocks heavily access the packet descriptor memory. 

Lines 3-5 refer to the exploration of traffic domain (a), where we examined a ded- 
icated configuration corresponding to a multi-port IP memory and two different bus 
arbitration schemes connected to a single port memory. The priority based bus arbiter 
is obviously outperformed, because the uninterrupted transfer of long IP Packets has a 
negative influence on short packets. The preemptive TDMA scheduler minimizes the 
average delay by interleaving short and long packet transfers. The decision between 
configuration 3 and 5 is mainly driven by the technology dependent implementation 
cost of memories and wiring. 

The third section in table 1 is dedicated to the exploration of a customized commu- 
nication architecture for the access to the packet descriptor memory. The complete p2p 
mesh in line 6 is way too expensive and inefficient. Lines 7 to 9 shows the significant 
impact on performance of the shared bus bandwidth. Here the designer has to trade 
implementation cost against system performance. 

5 Conclusion 

In this paper, a system level design methodology based on the SystemC 2.0 library is 
presented. The outlined approach is capable to capture the complete system functional- 
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ity as well as all performance relevant architecture features on the highest possible level 
of abstraction. The resulting modeling efficiency measured in lines of code and the sim- 
ulation speed is about two orders of magnitude better compared to an RTL architecture 
model. 

During a industry cooperation, the outlined methodology has been applied to the 
architecture conceptualization of an IP forwarding chip. By employing the proposed 
system level design methodology, a team of 3 engineers was able to demonstrate the 
feasibility and define a scalable and cost effective architecture within 2 months. The 
resulting system architecture model also serves as an executable specification and as a 
fast co-verification environment for the HW implementation. 

Meanwhile the methodology has been extended to support HW/SW co-design [9, 
10] and Network-on-Chip based communciation architectures [11]. 
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Abstract. Comparison of six data dependence analysis algorithms is 
presented. The algorithms are purposed for a parallel compiler that is 
being developed for a configurable multi-DSP system PARNEU. The 
algorithms are implemented in SUIF compiler framework and bench- 
marked with Perfect Club, Audio Signal Processing, and Media Bench 
test problems. Proprietary PARNEU programs that have been manually 
parallelised are also included. Performance in terms of accuracy and ex- 
ecution time of the data dependence algorithms has been measured and 
compared. The results show that the Omega test is the most accurate but 
also takes most execution time for benchmarks with for-loop parallelism. 



1 Introduction 

Parallel processing has traditionally been used in scientific computations in large- 
scale computers but now increasingly in embedded systems. This is reflected on 
inherently parallel, embedded processors as well as System-on-Chip implemen- 
tations. However, the utilisation of parallel architectures has several difficulties, 
of which programming is among the worst one. This is further emphasized in 
configurable architectures [15]. 

In an ideal case, a parallel compiler takes care of the application algorithm 
mapping to the architecture. Such compilers have been studied intensively for 
parallel computers that have much resources and homogeneous architecture 
[2] [14]. Unfortunately, those are not directly suitable for typical embedded par- 
allel architectures [6]. 

Our research focuses on development of parallel compiler for a DSP based 
system called PARNEU [9]. It was developed for signal-processing applications, 
and it consists of a master and a scalable number of slave processors as well as 
configurable communication nodes also capable of performing simple operations. 
After several manual mappings of algorithms, the goal is to make the process 
automated. 

As an essential part of this work, this paper presents results for implemen- 
tation and comparison of several data dependence analysis tests. The goal is 
to find out the accuracy differences between the analysis algorithms with many 
different problems. Data dependence analysis is not only essential for automatic 
detection of parallelism, but also necessary for many other important compiler 
transformations that improve memory locality, load balancing, and reduce the 
overhead due to task initiation and synchronization. 
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In the next two sections, we briefly introduce the PARNEU compiler and data 
dependence tests chosen for the comparison. After that, their implementations 
are discussed. The last sections present used benchmark problems and results 
with analysis. 

2 Parneu Compiler 

SUIT (Stanford University Intermediate Format) [8] framework has been chosen 
because of its ready made front-end for C and flexibility to freely modify and 
add new passes. An overview of the PARNEU compilation flow is depicted in 
Fig. 1. The sequential source code is first compiled into SUIF. Then the analysis 
and optimisation passes are applied. After that, the parallel code generator maps 
operations to the Processing Units (PU) of PARNEU. Information on the capa- 
bilities of PUs (memory, performance) and communication network is required 
at this phase. As a result, there are SUIF codes for each processor, which are fur- 
ther converted in C and compiled with the processor compiler. Communication 
primitives are available for the code generation. The data dependence analysis 
pass is performed before inserting the communication functions and parallelising 
the program. 



Source Code 

i 

SUIF (intermediate representation ) 

Dependence analysis and optimization passes 
PARNEU parallel code generator 
SUIF to C (for each processor) 

Compile by the native compiler 

Fig. 1. Parallel compilation flow for PARNEU 



The original SUIF paralleliser is targeted to shared- memory multiprocessors 
and is thus being re-written because PARNEU is a distributed memory system 
like many embedded systems. The standard data dependence analysis has been 
further improved with the implementation of other tests compared in this paper. 

3 Dependence Tests 

Data intensive signal processing and scientific algorithms often contain loops 
performing a set of operations on data arrays. Thus, a common way to increase 
performance is to exploit parallelism among iterations of a loop [13]. For this 
reason all of the data dependence tests chosen were limited to the analysis of 
this loop-parallelism. In addition, only static analysis was carried out in each 
test problem. 
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For the comparison, six dependence analysis algorithms were chosen that are 
gcd test [1], generalised gcd test [1], extreme value test [18], Fourier- 
Motzkin elimination [18], Omega test [12] and the standard SUIF data 
dependence approach. Detailed descriptions of the algorithms’ functionality 
are outside the scope of this paper, but the selection criteria are considered in 
more detail. 

One approach to form a data dependence test is to combine single test with 
other tests [17] to find generality, precision and complexity at the same time. 
Usually simple tests are used as starting point and then the more complex tests 
applied. For this reason both simple and complex tests were chosen. 

Another criterion is to find an algorithm or combination of algorithms that is 
applicable to many kinds of inputs. In case of special case input algorithm, there 
is always the danger that the special case never occurs in the programs to be 
analysed. However, the standard SUIF approach to use a special case algorithm 
only for a suitable input is one way to use these algorithms efficiently. 

The gcd test is very fast and simple. The disadvantage is that it is not 
accurate, because very often in practice the gcd of the coefficients turns out 
to be one, which of course divides any constant coefficient. The gcd test tells 
also nothing about the direction vector or the dependence distance. The gcd 
test ignores the loop bounds and simply determines whether the equation has 
an unconstrained integer solution. Thus, the gcd test produces a false positive, 
when the equation has an integer solution outside the limits but not within. 
This test can be applied only to single equation, which means that it can only 
consider a single subscript of a multidimensional array reference at a time. The 
gcd test has been chosen to be evaluated mainly, because it might be a good 
algorithm for example as the first test to the given dependence problem. If it 
can find independence, no other more expensive algorithm would be necessary 
to use in that case. 

The generalised gcd test extends the gcd test to equation systems and pro- 
vides only a necessary condition for dependence between two statements, i.e. 
answers the question if loop bounds are ignored is there an integral solution to 
the set of equations. The test itself is not exact; it can be used as a pre-processing 
step. The generalised gcd test can make other algorithms more efficient by trans- 
forming the original dependence problem into a simpler and smaller form. It 
eliminates the equality constraints and cuts down the number of variables per 
constraint. 

The extreme value test considers the dependence system constraints. The 
method is to determine whether the dependence equation has a constrained real 
solution. The advantages of the extreme value test are that the test is very 
efficient, it can tell direction vector information and it considers the loop limits. 
Unfortunately, when some of the unknowns are unbounded, the method may not 
be able to find a lower or an upper bound for the function. 

In the Fourier-Motzkin elimination, the system of linear inequalities is solved 
by projecting it onto a reduced number of unknowns, eliminating one unknown 
at a time. Fourier-Motzkin elimination as such only tells if real solutions exist 
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or not. In addition, in the worst case, the number of inequalities may grow 
exponentially. Thus, the method is known to be computationally expensive [18]. 

The Omega test is an extension of Fourier-Motzkin elimination and thus, 
it has the same worst-case exponential time complexity. When performing the 
Omega test the loop limit values do not need to be known for the method 
to work. In addition, the Omega test can accurately determine distance and 
direction vectors. 

The Omega test was chosen because evaluation between the SUIF approach 
and the Omega test has not been made previously. In addition, the Omega test 
differs in its basic principles from the approach of the variants of Banerjee’s 
test, so it gives a new viewpoint for this evaluation. The Fourier-Motzkin elim- 
ination was evaluated, because it is a kind of “by-product” when the Omega 
test was implemented and in addition, it is interesting to see how many of the 
Omega test’s independence results could be achieved only with the basic Fourier- 
Motzkin elimination. 

The SUIF dependence analyser consists of a series of special case exact tests, 
each applicable to a limited domain. Thus, if the input is not of the appropriate 
form for an algorithm, the next test is tried. The test assortment consists of 
the extended ged test, the single variable per constraint test, the acyclic 
test, the simple loop residue test and the Fourier-Motzkin elimination. The 
analysis also uses memorization, the technique of remembering previous test 
results, to capitalize on the fact that many dependence tests performed in one 
compilation are identical. 

3.1 Implementation 

SUIF Release 1.3. 0.5 was used as the implementation environment in this work. 
The SUIF data dependence analysis functions are implemented in a sub-package 
called dependence. For this work, the package was taken as a template. The 
tests not present in the original SUIF dependence package were implemented 
and the new sub-package named parneudependence. 

In the course of implementing the data dependence tests, several SUIF fea- 
tures were utilised. The builder package and the suifmath library of the SUIF 
compiler, which consists of a set of routines for the manipulation of matrices and 
linear inequalities, were used extensively. For example, the linear inequality 
library functions were utilised in implementation of some of the data dependence 
tests, like the Fourier-Motzkin elimination and the Omega test, which needed 
such functions. 



4 Results 

Sixteen benchmark problems were used for the evaluation of implemented data 
dependence analysis algorithms. The problems are listed in table below and 
are subsets of different kinds of benchmark suites. Perfect Club (PC) [3] prob- 
lems represent scientific computations while Audio Signal Processing (ASP) [4] 




Comparison of Data Dependence Analysis Tests 153 



and MediaBench (MB) [4] DSP algorithms. The last collection is a small set 
of DSP-programs manually parallelised for PARNEU including DCT-based mo- 
tion estimation algorithm [16], H.263 video encoder [10], matrix multiplication, 
Self-Organizing Map (SOM) [9] and wavelet transform [7]. 

Benchmarks were characterized in SUIF to find out where the data depen- 
dence analysis is applicable and what kind of analysis problems there are. Table 1 
presents the characterized features and results. 



Table 1. Characteristics of benchmark problems 



Benchmark ^ 
Profile ^ 


LG (PC) 


LW (PC) 


NA (PC) 


SR (PC) 


TF (PC) 


(Od) 11 


Instf(ASP) 


Radproc 

(ASP) 


Rfast (ASP) 


Rtpse (ASP) 


mpeg2-enc 

(MB) 


Dctmot 

(PARNEU) 


h263enc 

(PARNEU) 


Matrix 

(PARNEU) 


SOM 

(PARNEU) 


Wavelet 

(PARNEU) 


Total# of for-loops 


129 


54 


KM 


219 


181 


78 


39 


38 


32 


34 


80 


64 


116 


5 


16 


7 


# of nonconstant loop cntrl. 


88 


37 


187 


207 


155 


78 


33 


31 


26 


27 


28 


0 


2 


0 


16 


5 


# of nonconst, loop init. 


7 


4 


12 


164 


4 


15 


3 


2 


2 


2 


4 


0 


0 


0 


2 


0 


Total # of array references 


757 


535 


187 


170 


884 


93 


34 


31 


32 


26 


250 


123 


397 


7 


13 


4 


# of writes 


221 


111 


517 


429 


245 


32 


15 


15 


19 


15 


62 


439 


164 


4 


3 


2 


# of reads 


536 


424 


135 


127 


639 


61 


19 


16 


13 


11 


188 


796 


233 


3 


10 


2 


# of 1 D arrays 


655 


532 


169 


215 


91 


53 


34 


25 


32 


26 


245 


990 


343 


0 


13 


4 


# of 2D arrays 


102 


3 


183 


148 


793 


40 


0 


6 


0 


0 


5 


245 


54 


7 


0 


0 


# of nonlinear subscripts 


2 


7 


115 


0 


0 


0 


0 


0 


0 


0 


47 


0 


0 


0 


1 


0 


# of while-loops 


0 


0 


0 


1 


0 


1 


6 


5 


6 


5 


44 


1 


4 


0 


2 


22 



The number of for-loops gives an indication of how often the program could 
be parallelised if there was not data dependence. Only counter- controlled loops 
are considered. Non-constant loop limits in the loop condition {initialisation 
statement and control statement) were also included in the characterization, 
because they render the data dependence analysis. Some tests simply fail if this 
kind of situations happens. 

The total number of array references in for-loops gives an implication how 
often the data dependence analysis is applicable. The number of array definitions 
{writes), the number of array uses {reads), the number of one-dimensional (ID) 
array references, the number of two-dimensional (2D) array references and the 
number of array references with non-linear subscripts are also included. 

The last row in table is the number of while-loops, which are logically con- 
trolled loops. The repetition control is based on a Boolean expression rather than 
a counter and the data dependence analysis cannot be done in the same way as 
for for-loops. 

The benefits of different data dependence analysis tests can be evaluated by 
comparing the number of definite dependences/independences found by the al- 
gorithm. Another factor that can be compared is the execution times of different 
data dependence analysis tests. This of course depends on the implementation 
the programmer has made and whether the program is optimised or not. 

4.1 Measured Accuracy Results 

The results of running the accuracy evaluation for the benchmark programs are 
seen in Table 2. The second column shows the actual number of data dependence 
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Table 2. Total number of problems and number of independence found by each test 



Benchmark 


Total# of 
problems 
(100%) 


GCD Test 


Generalised 
GCD Test 


Extreme 
Value Test 


Fourler- 

Motzkln 

Elimination 


Omega Test 


SUIF 

Approach 


LG (PC) 


6390 


5455 


5455 


5552 


5552 


5552 


5546 


85% 


85% 


87% 


87% 


87% 


87% 


LW (PC) 


942 


18 


18 


90 


72 


90 


102 


2% 


2% 


10% 


8% 


10% 


11% 


NA (PC) 


1801 


6 


6 


6 


6 


6 


6 


0% 


0% 


0% 


0% 


0% 


0% 


SR (PC) 


3281 


2075 


2075 


2083 


2085 


2097 


2077 


63% 


63% 


63% 


64% 


64% 


63% 


TF(PC) 


1287 


559 


559 


659 


624 


758 


585 


43% 


43% 


51% 


48% 


59% 


45% 


Tl (PC) 


86 


0 


0 


0 


0 


0 


0 


0% 


0% 


0% 


0% 


0% 


0% 


Instf (ASP) 


30 


0 


0 


0 


0 


0 


0 


0% 


0% 


0% 


0% 


0% 


0% 


radproc (ASP) 


26 


0 


0 


0 


0 


0 


0 


0% 


0% 


0% 


0% 


0% 


0% 


rfast (ASP) 


IN 


0 


0 


0 


0 


0 


0 


0% 


0% 


0% 


0% 


0% 


0% 


rtpse (ASP) 


21 


0 


0 


1 


0 


1 


0 


0% 


0% 


5% 


0% 


5% 


0% 


mpeg2enc (MB) 


50 


0 


0 


0 


0 


0 


0 


0% 


0% 


0% 


0% 


0% 


0% 


Dctmot (PARNEU) 


25034 


22880 


22880 


22880 


22880 


22880 


22880 


91% 


91% 


91% 


91% 


91% 


91% 


SOM (PARNEU) 


5 


0 


0 


0 


0 


0 


0 


0% 


0% 


0% 


0% 


0% 


0% 


h263enc (PARNEU) 


889 


530 


530 


560 


570 


570 


570 


60% 


60% 


63% 


64% 


64% 


64% 


wavelet (PARNEU) 


0 


0 


0 


0 


0 


0 


0 


0% 


0% 


0% 


0% 


0% 


0% 


matrix (PARNEU) 


1 


0 


0 


0 


0 


0 


0 


0% 


0% 


0% 


0% 


0% 


0% 


Accuracy % 


100% 


58.4 


58.4 


60.4 


60.2 


61.3 


60 



test problems that occur in a program when dependence test is called. The 
number of independent cases found by each test is presented in the same table 
in numbers as well as in terms of percentage of the total number of problems. 
The comparison gives an indication in how many cases the data dependence test 
can break the data dependence between array references and thus, improve the 
chances of parallelisation. In addition, the comparison gives also the number that 
the test has proven to be dependent or assumed to have possible dependence. 

When comparing the results, it should be noted that the Dctmot benchmark 
program has considerably more data dependence problems than the other bench- 
marks and would dominate the total percentages. Therefore, the percentages are 
counted without it and listed in the last row of the table. 

According to the results, the Omega test finds most of the independences. 
When the tests were run, the so-called “Omega test nightmare” situations were 
also checked. Notable is that in all the benchmark programs the Omega test 
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had a “nightmare” -situation only three times. Thus, leaving these cases without 
testing and assuming them dependent does not diminish potential parallelism 
significantly. The Fourier-Motzkin elimination does not perform very badly either 
compared to other tests. Actually, the Fourier-Motzkin elimination can prove 
independence only 1.1% (when the Dctmot benchmark is excluded) less than 
the Omega test. However, as it can be seen the extensions to the Omega test 
improve the results and are thus important. 

The extreme value test found independences second best, although the 
Fourier-Motzkin evaluation and the SUIF approach performed almost as well 
as it. On the other hand, because the extreme value test does not know how to 
distinguish the dependent cases but gives an answer of possible dependence, it 
does not give as good impression to the user as for example the SUIF approach. 
However, according to these results this test seems to be quite usable because it 
can even record the direction vectors. 

The gcd test and the generalised gcd test performed the same as expected. 
The accuracy compared to others was also quite clear but still these tests should 
not be forgotten right away because of their simplicity. They can effectively be 
used as in SUIF approach ? as a preprocessing step. Quite interesting is also 
that the generalised gcd test proves independent only 1.6% (excluding Dctmot) 
less than the SUIF approach. 

It is notable that accuracy differences between data dependence tests are not 
remarkably big. However, it should be kept in mind that when seeking possible 
parallelism from programs, pairs of references do not give the entire picture. In 
a loop with thousands of independent pairs, only one possible dependence can 
have a devastating effect on the amount of parallelism discovered. Thus, even 
the slightest differences between the algorithms can have positive effects to the 
parallelised program. 

During the data dependence analysis, it was found out that the ASP and 
some of the PARNEU benchmark programs do not have many arrays inside the 
for-loops. In addition, when these were analysed with the data dependence tests, 
many of them were proven dependent (or maybe dependent) - thus, producing 
even the result of 0% independent. 

When considered in more detail, there are a number of facts that influence 
the results. The problems with non-linear expressions appearing in the subscripts 
could be proved dependent. Variable with unknown and non-linear expressions 
appearing in the loop bounds also make the testing more difficult even though 
in some cases it could be possible to prove independence otherwise. 

On the other hand, when the array references had coupled subscripts, the 
subscript-by-subscript tests (such as the gcd test) are inexact in a case where 
they cannot disprove the dependence in one of the subscripts. The percentage 
of found independences also seems to be unbelievably big. This is because most 
of them are merely constant array references. For example, array reference A[5] 
is always independent of A [3]. On the other hand, renaming can eliminate anti- 
and output dependences. Thus, the type of the proved dependence influences on 
the amount of actual parallelism available in the program. 
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In conclusion, the scientific applications in Perfect Club benchmarks with lots 
of for-loops and array references in them seemed to be the most suitable for data 
dependence testing and thus, for for-loop parallelisation. For these programs, the 
choice of a data dependence test is also significant. The most accurate for these 
test cases was the Omega test. 

It was also found that for other than Perfect Club benchmarks the choice of 
the data dependence test is not so important in terms of accuracy, because all 
the tests performed almost the same. Many 0% results for the other benchmark 
programs show that the for-loop parallelisation is not the most appropriate be- 
cause during the data dependence analysis many of the arrays in the for-loops 
were proven dependent. The 0% results also emphasize the fact that characteri- 
zation of analysable programs may improve the parallelisation because suitable 
parallelisation schemes can be applied at once. 

4.2 Execution Time 

The tool gprof [5] was used to measure the execution times in a Linux Red- 
hat 6.2 operating system. To minimize measurement errors the different data 
dependence analysis tests were run 100 times and an average taken for every 
benchmark program. 

The total sum over all benchmark problem execution times is depicted in 
Fig. 2. The Omega test and the Fourier-Motzkin elimination take about 20% 
more time than other data dependence analysis tests. However, the percentage 
is even bigger for a single, large problem. The execution times of other tests are 
as expected. 



4000 
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CD 

£ 

>- 3000 



2500 



GCDTest ■Generalised GCD Test 

■ Extreme Value Test a Fourier-Motzkin elimination 
□ Omega Test DSLIIF Approach 




Fig. 2. Total sums of execution times 



The gcd test as a very simple algorithm performs best. The extreme value 
test, although it also produces direction vector information, performs almost the 
same as the gcd test. The generalised gcd test performs almost the same as the 
SUIF approach. Thus, the SUIF data dependence approach pays only little in 
execution times considering that the accuracy results are quite good. 
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However, it should be noted that the SUIF data dependence analysis uses 
memorization, which means that it does not perform the data dependence test 
again if it is identical to a data dependence test performed earlier in that com- 
pilation. This technique could also benefit the execution times of the other tests 
if it was implemented on them. 

5 Conclusions 

During the work it became obvious that rather than just comparing the accu- 
racy of the algorithm, the other properties, like the algorithm’s ability to find 
dependence distance or direction vectors, and need for tight time constraints, has 
also an important effect on choosing an appropriate data dependence analysis 
algorithm. 

The most accurate data dependence test was the Omega test. The question 
is if the accuracy of it pays what it looses in execution time. The long execution 
time of the Omega test probably makes it unsuitable for large applications or 
applications, which have to be compiled repeatedly. This situation is familiar 
with embedded system architecture exploration tools that make many iterations 
to e.g. give a user many possibilities to choose from. In such a loop the source 
code (or intermediate representation of it) is attempted to be modified, for which 
reason the data dependence analysis is carried out again. 

For the ASP and the PARNEU programs, the choice of the data dependence 
test did not seem to be as significant as for Perfect Club problems according to 
the accuracy results. Thus, in these cases also the SUIF approach or the extreme 
value test can be useful. Both performed well when measuring the execution 
times and both have additional properties compared to the traditional gcd test 
and the general gcd test. 

In general, the data dependence analysis solves only one problem in auto- 
matic program parallelisation and as such is not enough. In our research, we 
are moving on to the paralleliser, which requires also abstract representation of 
the physical architecture of the parallel platform. The greatest challenge is to 
make the compiler framework independent of the architecture, because contem- 
porary configurable System-on-Chip designs are unique case by case. PARNEU 
will provide a platform to this work. 
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Abstract. This article presents a novel design flow called MOUSE for the ef- 
fective development of digital signal processing systems in terms of development 
time, performance and power consumption. It uses a model in high-level language 
like Matlab* as a starting point. Utilizing techniques originating from supercom- 
puting and dynamical compilation, these models can be translated to assembly 
code for specialized DSP processors of the CATS family. An implementation of 
terrestial digital video broadcast (DVB-T) serves as an example. 



1 Introduction 

The traditional design flow for the development of signal processing systems requires 
the implementation of two models of the system: First, conceptual development and 
prototyping is done in high-level languages like Matlah. The actual implementation 
then takes place in a second model, which is developed in a modeling language close to 
the target hardware platform. 

According to [8], Matlah is the most popular language for the development of the 
first kind of model. It has a community of over 500,000 users. 

The development of the second model is usually the major effort in the development 
process. It is written either in VHDL for FPGA and ASIC targets, or in low-Ievel C and 
assembly language for DSP targets. Fig. 1 shows such a design flow on the left hand 
side. 

Experience with the development of complex signal processing systems at the Voda- 
fone Chair of Mobile Communication Systems suggests that a great amount of produc- 
tivity enhancement can be achieved by cutting down the development effort of a target 
specific system model. For this reason, we chose to avoid reimplementing the second 
model from scratch, but instead to reuse the high-level model for this purpose (see 
Fig. 1, right hand side). 

This paper presents a high-level language frontend of the MOUSE compiler system. 
Additionally, we provide an implementation of a transmitter and receiver for terrestial 
digital video broadcast (DVB-T), as a benchmark application. 



* Matlab is a registered trademark of MathWorks, Inc. 

A. Pimentel and S. Vassiliadis (Eds.): SAMOS 2004, LNCS 3133, pp. 159-167, 2004. 
© Springer- Verlag Berlin Heidelberg 2004 
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Fig. 1. Digital Signal Processing, Design Flow Fig. 2. MOUSE development environment 



2 Related Work 

Matlab compiler [11] translates code from Matlab into generic C code. The type switch- 
ing and memory management of this approach is not optimized for an environment with 
tight constraints on memory consumption and performance. 

[3] offers a dynamic compilation technique that utilizes runtime type inference. 
This approach is not well-suited to embedded systems with tight memory consumption 
constraints, either. 

[8] presents a system to compile Matlab to FPGA platforms. This kind of translation 
implies a data-flow driven architecture. 

[9] presents a system for translating nested loop programs written in the Matlab pro- 
gramming language into a process network description. This kind of process network 
description is suitable for implementations using generic functional units constituting a 
systolic array. 

It has been shown at the M3 processor design [15] that for many typical signal- 
processing applications, like wireless transmission systems, DSL, and others, an im- 
plementation using a SIMD approach can improve resource utilization and is able to 
reduce the demand for buffer memory between different processing elements. This is 
particularly the case with systems that involve data interleaving [16]. 



3 The MOUSE Design Flow 

Fig. 2 shows a novel design flow for the development of a digital signal processing 
system based on the experience at the Vodafone chair. The Matrix Optimized Univer- 
sal Signal-processing Environment (MOUSE) leverages the inherent parallelism inside 
vector- or matrix-based high-level development languages, such as Matlab [1 1], for the 
compilation of programs for SIMD processors. 

It utilizes techniques originating from supercomputing, especially vectorizing com- 
pilation [2], [19], and the efficient translation of dynamically typed programming lan- 
guages, such as Java [4]. 
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Using this approach, high-level language models can serve directly as a source code 
to implementations in a SIMD architecture, like CATS DSP family [15], without the 
need for rewriting the algorithm in a language of lower abstraction level, such as C or 
VHDL. 

The MOUSE compiler consists of three pieces: First, a frontend that reads the pro- 
gram source code and transforms it into a suitable intermediate representation. Second, 
the centerpart that performs dynamic type analysis, floating point to fixed point map- 
ping, vectorization, and unique program transformations. And third, a traditional com- 
piler backend [1,12] that maps an intermediate representation at the level of C code to 
machine language. 

Together, these three pieces form a tool-chain that enables rapid system develop- 
ment for signal processing systems. In contrast to other approaches, the proposed de- 
sign flow allows the compilation of assembly code for a high-performance, low-power 
DSP-implementation from existing Matlab code. 

A carefully written code can be translated directly without further modification. 
However, in larger projects, it often becomes necessary to gradually adapt the code 
to facilitate recognition of data types and to exploit parallelism. In contrast to dual- 
implementation approaches, the transition can be done within a running environment, 
and without breaking existing code. It can be done in a way that is integrated in the 
environment. 

In addition to that, modifications are small and merely affect the arrangement in 
which statements and loops are written. However, the abstraction level and the expres- 
siveness of the code still remain high. The necessary transformations are the ones de- 
scribed for Fortran in high-performance super-computing environments [2]. 

4 Octave Frontend 

The frontend part of the MOUSE compiler is based on the code of the Octave inter- 
preter. Octave accepts a substantial subset of the Matlab programming language. It is 
freely available under the general public license (GPL), and the Octave Frontend can be 
downloaded from the MOUSE homepage [5]. 

The MOUSE adaptation of Octave can either interpret high-level language pro- 
grams, or it can act as a compiler frontend to translate programs into advanced in- 
termediate representation (AIR), suitable for the following stages of the compiler. This 
intermediate representation can also be translated to the Aterm format, which is used at 
the Stratego project [17] at the University of Utrecht. 

To achieve this functionality, a new software module has been introduced into the 
octave interpreter. This software module converts the internal program representation 
of Octave into that of AIR and writes it to a file. Conversion to Aterm is achieved by 
running the embedded rna2aterm converter. 

RNA is a simple library that facilitates the handling of persistent tree and graph data 
structures. Figure 3 shows an overview of the fundamental data types available in RNA. 
Simple data types include booleans, strings, integers, and floating point values. Com- 
posite data types are records, arrays and lists. The composite data types can reference 
each other deliberately, such that graph data structures can be constructed. 

The following features of Matlab are supported by the octave frontend: 
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4.1 Constants and Variables 

- variable 

Variables can have an arbitrary name according to standard identifier naming rules. 
Types of variables are not explicitly specified in Matlab. First releases of the cen- 
terpart of the compiler will require a separate description of the types of the used 
variables. In future versions, automatic type inference can be accomplished either 
by profile based approaches [18], or by abstract interpretation [6]. 

- constant 

Constants can be integers (e.g.: 1), floating point values (e.g.: 3.14), or a vector of 
items enclosed in square brackets, (e.g.: [1; 2; 3]). The sophisticated parsing rules 
for matrices in Matlab apply. 



4.2 Types 

- bool 

Matlab does not allow explicit designation of values to the type boolean. How- 
ever, the compiler can recognize certain expressions and variables as boolean val- 
ues through the way of their creation and use. Vectorized boolean values play an 
important role in the parallelization of if- statements. 

- integer 

Integer is a basic type of machine precision. In the CATS DSP design, this precision 
will presumably be 16 bit. Other instances of the DSP platform might work with 8 
or 32 bit for this quantity. Currently, there is no support for character data types. 

- float 

Since floating point computation is not supported by typical DSP platforms, a float- 
ing point values can be transformed globally into an integer representation using a 
suited transformation technique (e.g., [18] or [6]) by the compiler centerpart. 
Currently, all floating point values are represented as q.l5 fixed point values by the 
compiler centerpart. In the process of accumulating results from vector products, 
40-bit intermediate results may be generated. 

- vector 

A vector will be distributed across the slices of the SIMD DSP processor, and the 
compiler will try to execute operations on vectors in a parallel way across different 
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slices using SIMD parallelization techniques [2], Vectors with a constant length, 
and with a length of a multiple of the number of slices will experience a perfor- 
mance gain. 

- matrix 

A matrix is represented as a two-dimensional vector. Arranging a matrix in memory 
gives the compiler a degree of freedom: It can either be stored in row order or 
in column order. Currently, matrices are sorted in the same order as in Fortran 
programs. 



4.3 Expressions 

Matlab supports several different kinds of expressions: 

- primary expressions 

A primary expression is a variable name or a constant (e.g.: a, 5). 

- indexed expressions 

An indexed expression consists of an expression followed by a comma-separated 
list of arguments enclosed in parentheses. The individual arguments are expres- 
sions, in turn. In Matlab, an indexed expression can represent either a function call 
or an element access of a vector (e.g.: fun(l,5), a(5)). 

- arithmetic expressions 

Arithmetic expressions are combinations of expressions linked with arithmetic op- 
erators. Currently, the following operators are supported; H- - * / & | && 1 1 ! (e.g., 
lH-1, an-5, a(i)-Hb(i)). 

- range expressions 

A range expression creates a vector filled with a sequence of values. These values 
start with a specific initial value, they have a constant increment, and end with a 
final value (e.g.: l:n means [1; 2; ...; n], 3:3:18 means [3; 6; 9; 12; 15; 18]). 

Ranges play a special role as range expressions for loops. In this case, the cor- 
responding vector is not created explicitly. Instead, the loop induction variable is 
initialized with the corresponding range value for each loop body instance. 

4.4 Statements 

- assignment statement 

An assignment statement consists of two expressions separated by an assignment 
operator. Currently, the following assignment operators are supported: = -H= -= *= 
/=. (e.g., a=l; a-H=l a(i)=b(i)-tc) 

- if statement 

If statements are supported without restrictions. 

- while loop 

While loops are translated directly into loops on the assembly level. 

- break 

- continue 

- return 

The above three control flow sfatemenfs facilifafe expressive sfmcfured program- 
ming in fhe absence of goto sfafements. 
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- for loop 

For loops are subject to vectorization by the centerpart. The compiler tries to hnd 
loops in which there are no data dependencies between the individual instances of 
the loop body over the induction variable. If this case is detected, the compiler can 
potentially parallelize the loop using SIMD parallelization. 

- statement list 

Statements can he chained together, separated by full stops or semi-colons. 

4.5 Function Definition 

For the development of structured programs, the definition of functions is supported by 
the compiler. At this time, variable length argument lists are not supported. 

5 Benchmark Application: DVB-T 

To evaluate the effectiveness of the proposed design flow, the implementation efforts of 
a system are compared under two different development environments: An implemen- 
tation in Matlab, and an implementation in assembly language. 

As benchmark application, DVB-T was chosen. It is a complex signal processing ap- 
plication, including Reed/Solomon, Viterbi, FFT, and interleaver algorithms. The struc- 
ture of the system is shown in Figure 4. 



dvbt_send 




The DVB-T system is implemented according to the ETSI standard [7]. We consid- 
ered a standard system with 2048 carriers, 16-QAM, and 2/3 puncturing. This yields a 
typical data rate of 14 Mbps. 

The system is composed by the following modules: 

- Scrambler 

This is a simple XOR-operation with a pseudo-random bit-sequence generated by 
a feedback shift register. The operation requires 2 MIPS with a stored PRBS se- 
quence. 
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- Reed/Solomon 

This is a shortened (188,204,16) decoder. It is implemented using Berlekamp- 
Massey, Chien-Search, and Forney. The data rate requires 1 1 MIPS to perform the 
decoding. However, this kind of algorithm is quite control flow intensive for a DSP 
application, and thus serves as a good indicator for the behavior of the CATS DSPs 
in terms of performance, power-consumption and code density. 

Our group has also developed a Reed/Solomon decoder in assembly language, writ- 
ten by a student worker [13]. 

- Outer Interleaver 

A convolutional interleaver with parameters 1=12, M=17. 

- Viterbi Decoder 

This is a 64-state, soft-decision Viterbi decoder. In Matlab, we use the implemen- 
tation of Kammeyer and Kuehn [10]. This is the computationally most intensive 
part of the system, requiring 990 MIPS for Trellis computation and 140 MIPS for 
traceback. 

Our group has also developed an assembly language implementation of a Viterbi- 
decoder which uses either 4 or 16 bit of flxed point precision [14]. 

- Inner Interleaver 

A block interleaver on OFDM symbols. 

- Mapping 

Currently, the DVB-T system supports 16-QAM mapping. 

- OFDM-demodulation 

This module consists of a FFT. It is computationally expensive, requiring 720 
MIPS. 

The Matlab implementation uses a call to the f f t runtime library function. 

As shown above, the system requires a high data processing rate, and, for mobile 
applications, a low power consumption. A performance analysis of the data rate re- 
quired for DVB-T shows that Viterbi needs 1130 MIPS and Reed-Solomon requires 1 1 
MIPS for the signal processing part. Also, the whole system is supposed to run battery- 
powered, i.e. with a power consumption around 1 Watt. 

The implemented system runs in the Matlab environment, as well as on the MOUSE 
Octave Frontend. It is available for download under a BSD license from the MOUSE 
homepage [5]. 

Although automatic parallelization does not work reliably in all circumstances be- 
cause of Turing computability reasons, it can be concluded that with minor program 
modiflcations for flne tuning, compiled code can be made comparably fast as handwrit- 
ten assembly code. 

6 Results 

As depicted in Figure 5, the Matlab implementation of Open-DVB, Version 0.3, has 
about 5000 lines of code in total. A significant number of these lines are comments. 
In addition to that, code of testbenches is more than one third of the total code. In 
the following comparison, comments and testbenches will not be counted. The entire 
DVB-T code was implemented within about three man-month. 
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Two important modules, Reed-Solomon [13] and Viterbi [14], were implemented 
in assembly code by students. Each of these two modules took about three man-month 
to implement. In the following, the Matlab and assembly language implementations of 
these modules are compared. 

Figure 6 shows the lines of code needed to implement the two algorithms in Matlab 
and assembly code. It can also be observed that the code lines in Matlab rarely exceed 
80 columns. Due to the VLIW instruction set of the target DSP, code lines are much 
wider in assembly code: up to 536 columns for Viterbi and up to 611 columns for 
Reed/Solomon. It can be concluded that implementation in Matlab requires significantly 
less effort. 

In addition to that, the implementation of a complex system like DVB-T on the 
MOUSE compiler framework serves as an indicator for its stability and correctness. 

7 Further Work 

As a next step, the implementation of the centerpart will show the viability of this 
approach. Modules currently under work are type inference, memory layout of data, 
and parallelization by vectorization. A deeper coverage of the centerpart and backend 
of the MOUSE compiler will be presented in a separate paper. 
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Abstract. In recent years, power consumption has become a critical concern for 
many VLSI systems. Whereas several case studies demonstrate that technology-, 
layout-, and gate-level techniques offer power savings of a factor of two or less, 
architecture and system-level optimization can often result in orders of magnitude 
lower power consumption. Therefore, the energy-efficient design of portable, 
battery-powered systems demands an early assessment, i.e., at the algorithmic 
and architectural levels, of the power consumption of the applications they tar- 
get. Addressing this issue, we developed an energy-aware architectural design 
exploration and analysis tool for ARM based system-on-chip designs. The tool 
integrates the behavior and energy models of several user-defined, custom pro- 
cessing units as an extension to the cycle-accurate instruction-level simulator for 
the ARM low-power processor family, called the ARMulator. The models we 
implemented take into account the particular class, e.g., datapath, memory, con- 
trol, or interconnect, as well as the architectural complexity of the hardware unit 
involved and the signal activity triggered hy the specific algorithm executed on 
the ARM processor. Our tool can estimate at the architectural level of detail the 
overall energy consumption or can report the energy breakdown among different 
units. Preliminary experiments indicated that the estimation accuracy is within 
25% of what can he accomplished after a circuit-level simulation on the laid-out 
chip. 



1 Introduction 

With the advent of mobile platforms for computing and communications, system de- 
signers and integrators were confronted with a massive shortage of tools that enable 
early energy consumption estimation for such systems. CAD tool support for embed- 
ded system design is still limited and it addresses mainly functional verification and 
performance estimation. 

The intricacy involved by these new electronic appliances imposed a new design 
paradigm to cope with the specific requirements, e.g., low cost with fast time to market, 
and restrictions they have. Also, energy consumption is a critical factor in system-level 
design of embedded portable appliances. A hardware-software co-design framework 
must be employed to proceed with the design from the software applications intended 
to run on these appliances to the final specifications of the hardware that implements 
the desired functionality given the above-mentioned constraints. Studies have demon- 
strated that circuit- and gate-level techniques have less than a 2x impact on power, 

A. Pimentel and S. Vassiliadis (Eds.): SAMOS 2004, LNCS 3133, pp. 168-177, 2004. 
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while architecture- and algorithm-level strategies offer savings of 10 — 100 x or more 
[1]. Hence, the greatest benefits are derived by trying to assess early in the design pro- 
cess the merits of the potential implementation. Architecture optimization corresponds 
to searching for the best design that optimize all objectives. Since the optimization prob- 
lem involves multiple criteria (power consumption, throughput, and cost) to reach the 
global optimum a set of Pareto points [2] in the design space have to be found. Ideally, 
when designing an embedded system, a designer would like to explore a number of 
architectural alternatives and test functionality, energy consumption, and performance 
without the need to build a prototype first. 

Usually, typical portable systems are built of commodity components and have a 
microprocessor-based architecture. Full system evaluation is often done on prototype 
boards resulting in long design times. Power consumption estimation can be done only 
late in the design process, after the prototype board was built, resulting in slow power 
tuning turnarounds that doesn’t meet the requirement of fast time to market. On the 
other hand, using field programmable gate array (FPGA) hardware emulators for func- 
tional debugging, with a fast prototyping time, can neither give accurate estimates of 
energy consumption nor of the performance. 

Among the tools preferred for early performance assessment at the algorithmic and 
architectural level, in the last decade, were the cycle-accurate instruction-set simulators. 
Unfortunately, for power consumption estimation this approach was seldom easy to 
follow. There were only a few academic tools for power estimation (all based on or 
integrated in the SimpleScalar instruction set simulator toolset framework [3], [4], [5]) 
and almost no commercial products. 

For several target general purpose processors a number of techniques emerged in 
the last few years. The processor energy consumption for an instruction trace was gen- 
erally estimated by instruction-level power analysis [6], [7]. This technique estimates 
the energy consumed by a program by summing the energy consumed by the execu- 
tion of each instruction. Instruction-by-instruction energy costs, together with non-ideal 
effects, are precharacterized once for each target processor. A few research prototype 
tools that estimate the energy consumption of processor core, caches, and main memory 
have been proposed [8], [9]. Memory energy consumption is estimated using cost-per- 
access models. Processor execution traces are used to drive memory models, thereby ne- 
glecting the non-negligible impact of a non ideal memory system on program execution. 
The main limitation of these approaches is that the interaction between memory system 
(or FO peripherals) and processor is not modeled. Cycle-accurate register-transfer level 
energy estimation was proposed in [4]. The tool integrates RT level processor simulator 
with DineroIII cache simulator and memory model. It was shown to be within 15% of 
HSPICE simulations. 

The drawback of all the above methods to estimate the power consumption is that 
they are based on certain architectural templates, i.e., general purpose processors and 
can be hardly adapted to model system-on-chip designs. 

A new approach towards high-level power estimation is presented in this paper 
in the context of ARMulator [10], a cycle-accurate instruction-level simulator for the 
ARM low-power processor family. More in particular, we developed an energy-aware 
architectural design exploration and analysis tool for ARM based system-on-chip de- 
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Fig. 1. System-on-chip simulator architecture. 



signs. The tool integrates the behavior and energy models of several user-defined, cus- 
tom processing units as an extension to the ARMulator. These models take into account 
the impact of design complexity and signal activity on datapath, memory, control, and 
interconnect power consumption. So far we have implemented only the tool framework 
and the power calculators for the datapath part. Experiments carried on employing a 
sample coprocessor design indicated that the accuracy of the results obtained by behav- 
ioral simulation is within 25% of that obtained using circuit simulators. 

The rest of the paper is organized as follows. We present the system model and the 
methodology for cycle-accurate simulation of energy dissipation in Section 2. In Sec- 
tion 3, to validate the employed methodology we design down to the physical layout 
a sample coprocessor for an ARM1020T CPU core in order to run a number of real- 
istic experiments and prove the effectiveness of the proposed high-level methodology. 
Finally, Section 4 presents the conclusions and describes future work in the area. 



2 Proposed Design Exploration Framework 

In this section we present our approach to estimate at the architectural level the power 
consumption of a coprocessor or peripheral unit coupled with an ARM CPU core on a 
system-on-chip. 



2.1 System Model 

Figure 1 gives an overview of the power analysis strategy that we propose. 
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We use this strategy for the design of peripheral units that augment or complement 
ARM CPU core functionality. The instruction set architecture of the ARM family of 
processors offers room for extensions to be added by providing the so called coproces- 
sor instructions. Referring to the Figure 1, the inputs from the user are a description 
of a candidate architecture for the desired peripheral unit given in behavioral or struc- 
tural VHDL and the set of data and the application program for which a power analysis 
is desired. The provided program is then compiled using the ARM native compiler. 
Usually, the code will embed, beside ARM native instructions, specific peripheral unit 
instructions. These specihc instructions, when executed on the ARMulator (the ARM 
instruction set simulator), will be recognized as non-native or coprocessor instructions 
and they will trigger callback functions, installed using the ARMulator API (applica- 
tion programming interface), so specific actions (e.g., new data or commands are fed to 
the hardware description simulated in VHDL) can be taken. Moreover, every clock cy- 
cle, the ARMulator will sent signals to the VHDL simulator to advance the state of the 
simulated hardware description one more clock cycle. In this simple way the simulated 
hardware description will process its own data in lockstep with the ARM processor 
pipeline. Every clock cycle the activity on internal relevant signals is also collected and 
sent to the power analysis units. Rather than attempting to find a single power model for 
the entire chip, we take the approach of identifying four basic classes of components: 
datapath, memory, control, and interconnect. The total power consumption of the co- 
processor or peripheral unit per program executed on the ARM processor is estimated. 
The central elements of our architectural design exploration framework are: 

- ARMulator, the cycle-accurate instruction set simulator for the ARM family of 
low-power processors; 

- VHDL simulator, capable of saving the state of the simulated hardware description 
whenever it receives this command, also it is capable to reinitialize the hardware 
description with the previous saved state before it processes the new stimuli sent by 
the ARM CPU core simulated on the ARMulator; 

- Wrapper Module, that handles the communication between ARMulator (using AR- 
Mulator API) and the VHDL simulator; it is also responsible of passing correct 
formatted data between ARMulator, the VHDL simulator, and the activity analysis 
module; 

- Precharacterized Power models and Effective Capacitance Coefficient Tables Mod- 
ule, that contain for a library of hardware cells all the technology dependent infor- 
mation required by the power analysis modules to compute the power consumption; 
the tables are derived only once for a given library of hardware cells (more detailed 
explanations are given in Subsection 2.2); 

- Activity Analysis Module, that feeds the Power Analysis modules (power calcula- 
tors) with statistics about signal activity inside the simulated hardware description; 

- Power Analysis Modules, that estimate the power consumption in the datapath, 
control, memory, and interconnect based on statistics received from the Activity 
Analysis Module and lookups in the effective capacitance coefficient tables; 

- Power Estimator Module, that adds the estimates of power consumption of data- 
path, control, memory, and interconnect and offers the total figure of power con- 
sumption of the coprocessor or peripheral unit per program executed on the ARM 
processor; 
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The approach we have taken provide all the benefits of a co-design framework, 
moreover, it is also capable of power estimation: 

- permits experimental partitioning schemes between features that must be provided 
by software and features that will be mapped in hardware; 

- allows changing of the organization and order of execution of the algorithmic 
blocks to investigate and verify potential new architectures; 

- provides methods of performance monitoring (in terms of throughput, and power 
consumption); 

- accelerates the implementation of new algorithms and provides an environment in 
which to test them both individually and as part of an entire pipeline; 

- allows tweaking the bit width precision and seeing potential impacts on result ac- 
curacy and performance factors. 

2.2 Power Models 

In this subsection, we will describe the methodology of modeling power consumption 
at the architecture level. We followed the methodology presented in [1]. The premise 
for the success of such methodology consists in the existence of a library of hardware 
cells consisting of various operators for the datapath part, gates for control logic, and 
bit-cells, decoders, sense amplifiers for memory cores. Depending on the estimation ac- 
curacy desired, the individual cells can be specified at gate-level if the gates employed 
are already characterized for power, or can be specified at the layout-level in order for 
the internal interconnect parasitics between individual constituent transistors to be ac- 
counted for. Once such a library exists, it can be precharacterized via gate-level, respec- 
tively circuit-level simulations, resulting in a table of effective capacitive coefficients 
for every element in the library. Then using only this tables and the activity statistics 
derived during the architectural-level simulation the power consumption can be esti- 
mated easily. This precharacterization has to be done only once and only the effective 
capacitive coefficients table are needed for power estimation. The precharacterization 
results are valid only for a specific library of hardware cells and a given IC technology. 

The power estimation methodology presented in [1] analyzes separately the four 
main classes of chip components: datapath, memory, control, and interconnect. For the 
first two classes, a model called the Dual Bit Type (or DBT) model was developed which 
demonstrated good accuracy results, with power estimates typically within 10 — 15% 
of results from switch-level simulations. The DBT model achieves its high accuracy 
by carefully modeling both physical capacitance and circuit activity. The key concept 
behind the technique is to model the activity of the most significant (sign) bits and least 
significant bits separately due to the fact they exhibit different statistical behavior as 
presented in Figure 2. The least significant bits are modeled as uniform white noise 
(UWN). The DBT model applies only to parts of the chip that manipulate data. A sepa- 
rate model is introduced to handle power estimation for control logic and signals. This 
model is called the Activity-Based Control (ABC) model. The method relies on the 
observation that although the implementation style of the controller (e.g., ROM, PLA, 
random logic, etc.) can heavily impact the power consumption, it is still possible to 
identify a number of fundamental parameters that influence the power consumption re- 
gardless of the implementation method. In a chip, datapath, memory, and control blocks 
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a) b) 

Fig. 2. Bit transition activity for 2 two’s complement data streams modeled as Gaussian pro- 
cesses with different temporal correlation p: a) Activity for positively and negatively correlated 
waveforms, b) Bit transition activity for data streams with varying temporal correlation. 



are joined together by an interconnect network. The wires comprising the network have 
capacitance associated with them and, therefore, driving data and control signals across 
this network consumes power. The precise amount of power consumed depends on the 
activity of the signals being transferred, as well as the physical capacitance of the wires. 
The DBT and ABC models provide the activity information for control and data buses, 
but the physical capacitance depends on the average length of the wires in each part of 
the design hierarchy. The average length of the wires is estimated based on the Rent’s 
rule. 

Having the library of hardware cells specified, for example, at the layout-level the 
library is precharacterized first with a circuit-level simulator. During the precharac- 
terization stage of the library of hardware cells a black-box model of the capacitance 
switched in each module for various types of inputs is produced. If desired, these ca- 
pacitance estimates can be converted to an equivalent energy, E = CV"^, or power, 
P = CV^f. The black-box capacitance models can be parameterized, i.e., taking into 
account the size or complexity of the module. The model accurately accounts for ac- 
tivity as well as physical capacitance. As a result, the effect of the input statistics on 
module power consumption is reflected in the estimates. 

For illustrative purposes, we will exemplify only briefly the modeling of the capac- 
itance of a ripple-carry subtractor. Intuitively, the total power consumed by a module 
should be a function of its complexity, i.e., size. This reflects the fact that larger mod- 
ules contain more circuitry and, therefore, more physical capacitance. The amount of 
circuitry and physical capacitance an instance of this subtractor will contain is deter- 
mined by its word length, N. In particular, an A^-bit subtractor can be realized by N 
one-bit full-subtractor cells. The total module effective capacitance function should, 
therefore, receive an argument proportional to the word length as shown here: 
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Ct = f (activity statistics, CeffN) (1) 

where Cef / is the average capacitive coefficients per bit table, / represents the total 
module effective capacitance function, and Ct represents the total module effective ca- 
pacitance. The average capacitive coefficients per bit table is obtained after a process of 
data fitting (using least-squares approximation method) employing the effective capac- 
itive coefficients tables generated for several sample width of the datapath (e.g., 4 bits, 
8 bits, 16 bits, 32 bits). The average capacitive coefficients per bit table will be gener- 
ated for the subtractor during the precharacterization stage and stored for the time when 
the estimate of the power consumption is needed. Many modules besides the subtractor 
also follow a simple linear model for the argument of the total module effective capac- 
itance function. For example, ripple-carry adders, comparators, buffers, multiplexers, 
and Boolean logic elements all obey Equation (1). The DBT method is not restricted 
to linear capacitance models and can model non-linear modules like array multipliers 
and logarithmic shifters. The total module effective capacitance function / is actually 
the power model of the module under consideration and receives the activity statistics 
seen on the module terminals, the complexity parameters of that module (e.g., N), and 
a pointer to the average capacitive coefficients per bit table for that module. The reader 
is referred to [1] for more details. The total module effective capacitance Ct repre- 
sents the effective capacitance switched by that module every clock cycle during the 
execution of an application program on the ARM processor. 

3 Experimental Results 

To verify the power consumption prediction accuracy of the architectural space ex- 
ploration tool we designed, we need to provide the following experimental setup: a 
precharacterized library of hardware cells, the description in VHDL of the peripheral 
or coprocessor to be simulated, and the binary code of the program to be simulated on 
the ARMulator containing calls to the coprocessor. 

We precharacterized parts of a datapath library of cells (including a ripple-carry sub- 
tractor) designed in UMC 0.18/rm Logic 1.8V/3.3V 1P6M GENERICII CMOS tech- 
nology. We extracted from the layout the circuit of the subtractor in three variants of 
the datapath width: for 4 bits, 8 bits, and 16 bits. After using the method presented in 
Subsection 2.2 we obtained the average capacitive coefficients per bit values presented 
in Table 1 . 

We modeled in VHDL a sample coprocessor for an ARM1020T CPU core. It was 
designed starting from the datasheet of AMD’s Am2901 four-bit bipolar microprocessor 
slice. The coprocessor has a datapath width of 8 bits. The coprocessor consists of a 16- 
word by 8-bit two-port register hie, an ALU and the associated shifting, decoding and 
multiplexing circuitry. The 9-bit microinstruction word is organized in three groups of 
three bits each and selects the ALU source operands, the ALU function, and the ALU 
destination register. The ALU provides various status flag outputs. The ALU is capable 
of performing three binary arithmetic (R + S, S — R, R — S) and hve logic functions 
(R OR S, R AND S, R AND S, R XOR S, R XNOR S). 

To generate the application programs we analyzed real trace data for environmental 
control realized with well known microcontrollers (Intel 8051 and compatible). We ex- 
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Table 1. Average capacitive coefficients per bit for the ripple-carry subtractor. 



Transition 

Templates 


Capacitive Coefficients 
(fF/bit) 


uu/uu 


35.12 




uu/ss 


34.05 


51.26 


49.73 


17.26 


ss/uu 


0.00 


28.32 


41.02 


29.56 


ss/ss/ss 




28.33 


41.17 




EIKM 




1^1 








lililil 






0.00 


0.00 


0.00 


0.00 


35.42 


0.00 


52.12 


16.00 


38.02 


36.21 


15.69 


0.00 


55.79 


0.00 


0.00 


49.10 


27.42 


0.00 


0.00 


0.00 


0.00 


69.21 


60.01 


0.00 


0.00 


43.17 


0.00 


7.65 


32.73 


48.82 


10.13 


46.18 


0.00 


19.29 


0.00 


0.00 


0.00 


0.00 


2.41 


0.00 


0.00 


54.92 


72.12 


0.00 


0.15 


0.00 


46.89 


0.75 


25.02 


22.83 


2.81 



tracted the recurrent patterns of control and data in these instruction flows and generated 
three instruction flows A, B, and C, along with the data using biased noise generators. 
We used biased noise generators because in the case of our sample coprocessor there 
is no already developed software available. We executed these instruction flows on the 
ARM processor family ISA and, using the framework described in Subsection 2.1, we 
obtained power consumption estimates for the subtractor. They are presented in the 
second column of Table 2. 

Table 2. Power consumption results for the ripple-carry subtractor. 



Instruction Trace 


Power Consumption 
(estimated) 


Power Consumption 
(simulated) 


Relative Error 
(%) 


A 


0.77mW 


0.91mW 


-15 


B 


1.02mW 


0.84mW 


21 


C 


0.63mW 


0.61mW 


3 



In order to find the relative error of these estimations for the ripple-carry subtractor 
we have to compare the results obtained employing our design exploration tool with the 
power consumption estimated accurately with the HSPICE circuit simulator on exactly 
the same excitation patterns for the ripple-carry subtractor. For this purpose we designed 
down to the layout-level the sample coprocessor using the library of hardware cells. The 
layout of the sample coprocessor is presented in Figure 3. 
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Fig. 3. Sample coprocessor layout. From left to right and up to down: register file, control, and 
datapath. 



The simulation results on the extracted netlist of the ripple-carry subtractor are pre- 
sented in the third column of Table 2. The clock frequency for the sample coprocessor 
assumed throughout these experiments is 200MHz. We have to mention here that the 
circuit-level simulation of the subtractor took several hours for the three instruction 
traces executed on the ARM processor. This clearly indicate that a circuit-level simula- 
tion of the whole coprocessor, to obtain the power consumption directly, for an instruc- 
tion trace executed on the ARM processor is computationally unfeasible. The relative 
error between the power estimated and the power consumption obtained by circuit- 
accurate simulation is presented in the last column of Table 2. The power prediction 
accuracy is good, well within 25% of a direct circuit simulation with HSPICE. 

4 Conclusions 

A new approach towards high-level power estimation is presented in this paper in the 
context of ARMulator, a cycle-accurate instruction-level simulator for the ARM low- 
power processor family. More in particular, we developed an energy-aware architectural 
design exploration and analysis tool for ARM based system-on-chip designs. The tool 
integrates the behavior and energy models of several user-defined, custom processing 
units as an extension to the ARMulator. The models we implemented take into account 
the particular class, e.g., datapath, memory, control, or interconnect, as well as the ar- 
chitectural complexity of the hardware unit involved and the signal activity triggered 
by the specific algorithm executed on the ARM processor. Our tool can estimate at 
the architectural level of detail the overall energy consumption or can report the energy 
breakdown among different units. Preliminary experiments indicated that the estimation 
accuracy is within 25% of what can be accomplished after a circuit-level simulation on 
the laid-out chip. 

Our endeavor to accurately predict power consumption within the ARM-based sys- 
tem-on-chip designs is an ongoing work. We have to mention that, up to date, the 
precharacterization of the library is done in a manual way. In the future, we intend 



High-Level Energy Estimation for ARM-Based SOCs 



177 



to develop an automatic process of precharacterization. We believe that a command 
language with a dedicated grammar for the precharacterization process can be a possi- 
ble solution. Within this approach every leaf cell in the library of hardware cells will be 
accompanied by a description file with specific commands for the precharacterization 
process. These issues will be addressed in the near future. 
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Abstract. The Sesame environment provides methods and tools for ef- 
ficient design space exploration of heterogeneous embedded systems. It 
uses separate application and architecture models. The application model 
is explicitly mapped onto the architecture model and they are simulated 
together, using trace driven co-simulation. Since the abstraction level of 
the application model may not match the abstraction level of the archi- 
tecture model, techniques are needed to rehne the traces if necessary. In 
[13], we introduced integer-controlled dataflow (IDF) models to perform 
trace transformations for communication refinement. This paper uses 
these trace transformation methods to rehne computational events. A 
simple case study, consisting of a 2D-IDCT application model mapped 
onto different architecture models, is used to show the capabilities of 
these IDF modeling techniques. 



1 Introduction 

Modern embedded systems, like those for media and signal processing, usually 
have a heterogeneous system architecture consisting of components in the range 
from fully programmable processor cores to dedicated hardware components. 
These systems often provide a high degree of programmability as they need to 
target a range of applications with varying demands. Such characteristics greatly 
complicate the system design, making it even more important to have good tools 
available for exploring different design choices at an early stage. 

In the context of the Artemis project [14], we are developing the Sesame 
[6] modeling and simulation framework which provides modeling and simulation 
methods and tools for the efficient design space exploration of heterogeneous 
embedded multimedia systems. This framework should allow for rapid perfor- 
mance evaluation of different architecture designs, application to architecture 
mappings, and hardware/software partitionings. In addition, it should do so at 
multiple levels of abstraction and for a wide range of multimedia applications. 
Key to this flexibility is that separate application and architecture models are 
used together with an explicit mapping step to map an application model onto 
an architecture model. This mapping is realized by means of trace-driven co- 
simulation of the application and architecture models, where the execution of 
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an application model generates application events that represent the application 
workload imposed on the architecture. 

As a designer gradually refines architecture models in Sesame, the abstraction 
level of application models does not match the abstraction level of the refined 
architecture models anymore. At the same time, implementing a new refined 
application model for every abstraction level at the architecture layer puts too 
much burden on the application programmer. Due to this overhead, we do not 
want to hamper the re-usability of our application models and want to be able 
to use them with different architecture models. Therefore, new techniques are 
needed within the Sesame environment which will support the gradual refinement 
of architecture models, without causing any limitation or hindrance on the re- 
usability of our application models. For this purpose, in [13] we have proposed 
a new method to refine application traces within the simulation environment. 
This method combines the utilization of process and dataflow networks within 
a single simulation environment to perform communication refinement. 

In this paper, we show how computational and communicational grain-size 
refinements can be performed using dataflow networks. These dataflow networks 
also enable us to model intra-task level parallelism at the architecture layer. 
To demonstrate this, we make use of a two dimensional inverse discrete cosine 
transform (2D-IDCT) case study. With this case study, we demonstrate how we 
accomplish refinement at the architecture layer without changing the applica- 
tion model. The rest of the paper is organized as follows: the next section gives 
a short introduction of the Sesame environment. Section 3 presents trace trans- 
formations and the dataflow actors within Sesame. In Section 4, we demonstrate 
how we accomplish computational refinement with a simple case study. Section 5 
discusses the related work. Finally, Section 6 concludes the paper. 



2 The Sesame Environment 

The Sesame environment recognizes separate application and architecture mod- 
els within a system simulation. An application model describes the functional 
behavior (i.e. computation and communication behavior) of an application. The 
architecture model defines architecture resources and captures their performance 
constraints. After explicitly mapping an application model onto an architec- 
ture model, they are co-simulated via trace-driven simulation. This allows for 
evaluation of the system performance of a particular application, mapping and 
underlying architecture. The layered structure of Sesame is shown in Figure 1. 

For application modeling. Sesame uses the Kahn Process Network (KPN) 
model of computation [8] in which parallel processes - implemented in a high 
level language - communicate with each other via FIFO channels. The workload 
of an application is captured by instrumenting the code of each Kahn process 
with annotations. By executing the Kahn model, each process records its ac- 
tions in order to generate its own trace of application events, which is necessary 
for driving an architecture model. There are three types of application events: 
read and write for communication events, execute for computation events. These 
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Fig. 1. The three layers within Sesame; the application model layer, the architecture 
model layer, and the mapping layer which interfaces between the former two. 



events are typically coarse-grained like read(pixel-block, channel-id), write (frame- 
header, channel-id), and execute(DCT). 

An architecture model simulates the performance consequences of the com- 
putation and communication events generated by an application model. It solely 
accounts for performance constraints and does not model functional behavior, 
since the latter is already captured in the application model. An architecture 
model is constructed from generic building blocks provided by a library, which 
contains template performance models for processing cores, communication me- 
dia (like busses) and various types of memory. Architecture models in Sesame 
are implemented in Pearl [6] which is a discrete-event simulation language. 

To map Kahn processes from an application model onto architecture model 
components. Sesame provides an intermediate mapping layer. This layer consists 
of virtual processors communicating via FIFO buffers. There is a one-to-one re- 
lationship between the Kahn processes in the application model and the virtual 
processors in the mapping layer. A virtual processor reads in an application trace 
from a Kahn process via a trace event queue and dispatches the events to a pro- 
cessing component in the architecture model. When multiple Kahn processes 
are mapped onto a single architecture component, the event traces need to be 
scheduled. For computation events, a given policy (FCFS by default) is used. In 
the case of communication events, the appropriate buffer at the mapping layer 
is first checked whether or not a communication event is safe to occur so that no 
deadlock is introduced. Only when it is found to be safe (i.e., available data for 
read events and enough space for write events in the target buffer), communica- 
tion events are dispatched to processor components in the architecture model. If 
a communication event cannot be dispatched, the virtual processor blocks. This 
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means that the mapping layer accounts for synchronization latencies, while the 
architecture layer accounts for pure communication latencies. This is possible 
since both the mapping and the architecture layers are implemented in Pearl. 

With the introduction of gradual refinement of architecture model compo- 
nents, the virtual processors are also refined with dataflow networks. The latter 
allows us to do simulation at multiple levels of abstraction, without modifying 
the application model. In Figure 1, we express this fact by refining the virtual 
processor for the process B with a Active dataflow network. In the next section, 
we provide more insight on this refinement approach by explaining relations 
between the trace transformations for refinement and dataflow actors at the 
mapping layer. 



3 Trace Transformations in Sesame 

Refining architecture model components requires that the application events 
driving them should also be refined to match the architectural detail. Since we 
want smooth transition between different abstraction levels, we do not want to 
re-implement (parts of) the application models for each abstraction level. The 
salient way to accomplish this in Sesame is to refine the virtual processors with 
dataflow actors. This way, the coarse-grained application events (in the appli- 
cation trace) can be refined up to the desired abstraction level at the mapping 
layer, and subsequently be used to drive the architecture model components. 

In Sesame, SDF [9] actors are utilized for trace transformations. Such a trace 
transformation refines application-level operations (or events) into finer-grained 
architecture-level operations. IDF [5] actors are subsequently used to model rep- 
etitions and branching conditions which may be present in the application code. 
However, as in [13], they may also be utilized within static transformations to 
achieve less complicated (in terms of the number of actors and channels) dataflow 
graphs. To give an example, the following trace transformations refine read {R) 
and write (W) operations such that the synchronizations are separated from real 
data transfers as follows [11]: 



R cd ^ Id ^ sr, (1) 

W cr ^ st ^ sd . (2) 

Here refined architecture-level operations check-data, load-data, signal-room, 
check-room, store-data, signal-data are abbreviated as cd. Id, sr, cr, st, sd, re- 
spectively. The arrows between these indicate the ordering relations. The purpose 
of such refinements is that it, for instance, allows for moving synchronizations 
when a pattern of operations is transformed [13]. For example, in the following 
transformation we early check room to store data, which may be useful for a 
processor that cannot store data locally, 

R ^ E ^ W cd ^ cr ^ Id ^ E ^ st ^ sr ^ sd . 



(3) 
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In Figure 2, we give two dataflow graphs implementing this transformation. 
If the SDF actor T in Figure 2(a) is invoked initially, and if the rest of the SDF 
actors are also invoked in the order in which they appear on the right hand side 
of the equation (3), this simply constructs a valid schedule for the SDF graph 
in Figure 2(a). In all cases where the outcome of the trace transformation is 
a total ordering, a valid schedule is guaranteed to exist and it is constructed 
as explained. In general, a trace with a total ordering is called a linear trace. 
At this point we should recall that the schedules which are both admissible 
and periodic are valid [3]. It is easy to verify that the constructed schedule 
for this graph is both admissible and periodic. We see that all the actors are 
immediately flreable when they are invoked in the order they appear in the 
schedule. This makes the schedule admissible. It is also observed that when 
all the actors are fired, the graph returns its original state, i.e. the number of 
tokens on the channels remains the same, which means that the schedule is also 
periodic. To see this, one may alternatively write the balance equations. The 
same is true for the graph in Figure 2(b), in which a similar valid schedule can 
be easily constructed by replacing the single appearance of SDF actor T with 
three consecutive occurrences of the IDF switch actor. 





Fig. 2. (a) An SDF graph for a trace transformation in Sesame (b) An IDF graph 
implementing the same transformation. 



In Sesame, all dataflow graphs to implement linear trace transformations are 
constructed in this manner, so we always end up with valid schedules. We also 
make use of multiphase and/or multistage IDF actors, like REPEAT-BEGIN, 
REPEAT-END, which were first proposed in [5], to further simplify our dataflow 
graphs. Although IDF graphs have analyzibility problems, in Sesame we try to 
overcome this problem by constructing a static schedule. In most of the cases, 
this is possible because we may run the application model beforehand and obtain 
trace files representing the workload of the Kahn processes. However, one can 
also co-simulate the application and architecture models and schedule the IDF 
actors dynamically. But in this case, one cannot guarantee whether the execution 
is completed in finite-time or whether it is performed within bounded memory [4] . 
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In this paper, we are interested in refining grain sizes of both computation 
and communication events and subsequently model parallel execution (intra- 
task parallelism) of these events at the architecture level. More specifically, as 
our Kahn application models often operate on blocks of data, we look at the 
following transformations. 



R 


0 


. R{1) ^ . 


..^R{1), 


( 4 ) 


E : 


0 


■ E{1) ^ . 


..^E{1), 


( 5 ) 


W ■■ 


0 


. W{1) ^ 




( 6 ) 


E{1): 


0 


■ ei^ ... 


^ ■ 


( 7 ) 



In the first three transformations, read, execute and write operations at the block 
level are refined to multiple (e.g., 1 block = 8 lines) corresponding operations 
at the line level. We represent line level operations with an ‘1’ in parenthesis. 
The last transformation further refines execute operations at line level to model 
multiple pipeline execute stages inside a single processor. In (7), refinement for 
a processor with n-stage pipeline execution is given. 



4 Case Study 

In Figure 3, the application model for a 2D-IDCT case study is given. All 
the Kahn processes in the application model operate at block level, i.e. they 
read/ write and execute operations on blocks of data. The Input process writes 
blocks of data for the IDCT-row process which in turn reads blocks of data, ex- 
ecutes IDCT, and writes blocks of data. The Transpose process simply performs 
a matrix transpose to prepare data for the IDCT-col process. 




while (1) { 
write(block); 
execute{block): 

} 



while (1) { 
read(block); 
execute(block); 
write(block); 

} 



while (1) { 
read(block); 
execute(block); 
write(block): 

} 



while (1) { 
read(block): 
execute(block); 
write(block); 

} 



while (1) { 
read(block); 
execute(block); 

} 



Fig. 3. Kahn process network for the 2D-IDCT case study. 



We investigate two alternative architecture models, given in Figure 4, for 
this application model. Both architecture models have the same four processing 
elements, PEI to PE4. The mapping of Kahn processes onto the processing 
elements is identical in both cases, they differ in how these communicate. In the 
first architecture model, they are connected via dedicated buffers while in the 
second architecture a shared memory is used. Each processing element is able 
to perform read, execute and write operations in parallel, so it can perform its 
task in a pipelined fashion. Input and Output processes are mapped onto PEI 
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and PE4, IDCT-row and IDCT-col are mapped onto PE2 and PE3, respectively. 
The Transpose process is not mapped onto anything, since its functionality is 
simply implemented as follows: the processing element on which the IDCT-row 
process is mapped simply writes rows of data to the memory while the processing 
element on which the second IDCT process is mapped reads columns of data from 
the memory. We should note that this type of implementation of the matrix 
transpose forces those processing elements, operating at line level (as we will 
explain later on in this section), to be synchronized at block level. This is because 
the second processing element cannot start processing lines until the first one is 
finished with the last line of data. 




(a) (b) 

Fig. 4. Two different target architectures. 



In both architectures, we modeled PEI and PE4 to operate at block level. We 
first modeled PE2 and PE3, in the target architectures operating at line level, 
at a more abstract block level and then later refined them to operate at line 
level. For this reason, in the latter case, the application events from the IDCT 
processes need to be refined. The pattern to be refined for the IDCT processes 
is E ^ W . For simplicity if we assume 1 block = 2 lines then. 



R^E 



W 






R{l)^E{l)^W{l) 

W{1) . 



( 8 ) 



If we define that PE2 and PE3 are processing elements with 2-stage pipeline exe- 
cution units, which creates an execution pipeline inside the previously mentioned 
task pipeline, then from (7) with n = 2 we obtain, 

R^ E R{1)^ ei^ 62 — ^ W{1) 

X,. X,. ('9') 

R{1)^ 6i^ 62 — W{1) . ^ ’ 

In Table 1, we give the simulation parameters. We have performed four sim- 
ulations represented by the four columns in the table. The terms non-refined 
and refined indicate whether the processing elements PE2 and PE3 operate at 
block level or at line level. The terms fifo and shared refer to the architectures in 
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Table 1. Parameters for simulation. 





non-refined, shared 


refined, shared 


non-refined, fifo 


refined, fifo 


pipeline size 


- 


3/8 


- 


3/8 


PE2,PE3 exec. lat. 


300 


13/5 


300 


13/5 


PE2, PE3 data size 


64 


8 


64 


8 


PEI, PE4 data size 


64 


64 


64 


64 


fifo lat. 


- 


- 


1 ... 60 


1 . . .60 


memory lat. 


1 ... 60 


1 ... 60 


- 


- 


memory width 


8 


8 


- 


- 


bus setup lat. 


1 


1 


- 


- 


bus width 


8 


8 


- 


- 



Figures 4(a) and 4(b), respectively. Execution latency is measured in cycles, and 
data size in bytes. Memory and FIFO latencies are given in cycles/line, where 1 
line is 8 bytes and 8 lines make up a block. We note that in these experiments 
the ratios between the parameters are more important than the actual values 
being used. We assume that executing a ID-IDCT takes 300 cycles per block on 
a non-refined execution unit, so in a 3-stage pipelined execution unit operating 
on lines, the amount of work is divided by the number of stages, and by the 
number of lines in a block. So the execution latency of one stage in the 3-stage 
pipeline is 13 cycles and that of the 8-stage is 5 cycles. 

In Figure 5, we give the performance graph obtained when we map the 2D- 
IDCT application onto the architectures in Figure 4. In all experiments, we 
have processed 500 blocks of input data. In the first experiment, the processing 
elements PE2 and PE3 operate at block level and no refinement is performed. 
This gives us performance results for single and double buffer implementations, 
i.e. where the double buffer is a 2-entry buffer so that the producer can write 
to it and the consumer can read from it, simultaneously. We change a single 
buffer to a double buffer model, simply by adding an extra initial token at the 
mapping layer. In the second experiment, we refined the processing elements 
PE2 and PE3 in the architecture model, and explored four alternative cases. For 
these two processing elements, we have used a 3-stage and an 8-stage execution 
pipeline. 

For the buffers, we have again experimented with single and double buffer 
implementations. When we compare the single and double buffer performance of 
the non-refined models, we observe that it is the same until point A. After that 
point, as the communication latency increases, the single buffer model becomes 
communication bounded. The performance of the double buffer model is affected 
by the increased communication latency at point B, when the time to transfer a 
block of data becomes equal to the time it takes to perform an IDCT on a block 
of data. When we compare the refined models with the non-refined models, we 
observe that once the communication becomes a bottleneck (point A for single 
buffer and point B for double buffer), the advantage of having a pipelined exe- 
cution unit disappears. When the models become communication bounded, the 
non-refined and refined models predict the same performance numbers. We note 
that a similar situation occurs at points C and D, when increased communication 
latencies negate the effect of having a longer pipeline. Finally, when we compare 
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Fig. 5. Performance results for the FIFO architecture. 



these results with the results of the shared memory architecture, we observe that 
in the latter, the performance is very quickly bounded by the communication, 
because increasing the communication latency causes contention on the shared 
bus. This makes the effect of pipelined execution very limited. For this reason, 
we only present the graph for the refined case with the 3-stage pipeline. 

5 Related Work 

Within the context of embedded systems and hardware/software codesign, as 
the search for models of computation continues [10], many system- level design 
and simulation environments [1], [14] together with system modeling languages 
[2], [7] have been developed. In parallel to the exploration environments that 
facilitate the idea of separate functionality and architecture, in Sesame we try to 
push this separation to even greater extents. This is achieved by an architecture- 
independent application model, an application-independent architecture model 
and a mapping step which relates these models for co-simulation. Besides, within 
the same simulation environment, we use multiple models of computation. It is 
chosen specifically in accordance with the task to be achieved. As already shown 
in this paper, we use process networks for application specification, dataflow 
networks for certain tasks at the mapping layer (e.g., trace transformations) and 
a discrete-event simulator to model processing components for fast simulations. 

Both the Spade [12] and Archer [15] environments show a lot of similarities 
with the Sesame environment in the sense that they share the same philosophy 
by recognizing separate application and architecture models. However, each of 
these environments uses its own architecture simulator and follows a different 
mapping strategy for co-simulation. 

6 Conclusion 

In this paper, we showed how computational and communicational grain-size 
refinement can be performed using the IDF models which was first proposed 





IDF Models for Trace Transformations 



187 



in [13] for communication refinement. Performing a simple case study, we illus- 
trated how easily we could model task-level parallelism and intra-task parallelism 
at the architecture layer. Additionally, using similar dataflow graphs, we could 
also model pipeline execution stages inside a single processor. While doing this, 
we kept the application model unaffected. Currently, we are testing our new 
methodology on more realistic real-life media applications. We are especially in- 
terested in investigating its efficiency in terms of modeling and simulation time 
when more complex applications and transformations are considered. 
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Abstract. Modem Platform FPGAs contain a combination of processors, em- 
bedded memory, programmable interconnect, dedicated DSP elements, and con- 
ventional lookup tables. On top of that they have multiple clock domains, very 
high speed Serial 1/Os and a large number of pins. 

This talk will focus on using all this flexibility for several applications. First 1 will 
show the programming of a JPEG2000 encoder application. This application will 
be shown as a program on a processor, a program on a network of processors and 
a high speed implementation in a dedicated architecture. The throughput of the 
implementations varies a factor 1000, dependent on the implementation style. 
Next 1 will show that the inherent efficiency of direct implementations stems 
from avoiding a large number of instructions and from building a dedicated, opti- 
mal memory architecture. 1 will illustrate the structured development of MPEG4 
encoders and decoders for EPGAs. 1 will briefly illustrate the programming envi- 
ronment using the Matlab and Simulink environment for EPGAs and the benefits 
and challenges that this environment brings. 

Finally 1 will discuss performance analysis early in the design of various pro- 
gramming methods for platform FPGAs and I will illustrate ideas about program- 
ming in a component model. The talk will finish with addressing some of the in- 
dustrial challenges in designing high-level mapping methods, tools and architec- 
tures for future FPGA architectures, with an emphasis on the high-performance 
DSP applications. 
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Abstract. We use the Xilinx Virtex II Pro’’^'^ technology as prototyping platform 
to design a MOLEN polymorphic processor, a custom computing machine based 
on the co-processor architectural paradigm. The PowerPC embedded in the EPGA 
is operating as a general purpose (core) processor and the reconfigurable fabric 
is used as a reconfigurable co-processor. The paper focuses on hardware synthe- 
sis results and experimental performance evaluation, proving the viability of the 
MOLEN concept. More precisely, the MPEG-2 application is accelerated very 
closely to its theoretical limits by implementing SAD, DCT and IDCT as recon- 
figurable co-processors. Eor a set of popular test video sequences the MPEG-2 
encoder overall speedup is in the range between 2.64 and 3.18. The speedup of 
the MPEG-2 decoder varies between 1.65 and 1.94. 



1 Introduction 

The MOLEN polymorphic processor [9], a Custom Computing Machine (CCM) based 
on the co-processor architectural paradigm, resolves some shortcomings of many recent 
reconfigurable processors (e.g., opcode space explosion, modularity and compatibility 
problems identified for [2, 3, 6]). More specifically, the MOLEN concept suggests that 
for a given ISA, a single architectural extension comprising between 4 and 8 additional 
instructions suffices to provide an almost arbitrary number of reconfigurable functions. 
In addition, unlike [1, 11], the concept allows implementations with large, virtually 
unlimited, number of input and output parameters for the reconfigurable functions. In 
this paper, we present a prototype design of the MOLEN CCM utilizing a Virtex II 
ProTM ppgA of Xilinx [10]. The implemented minimal PowerPC ISA augmentation 
comprises only four instructions and the reconfigurable hardware utilization of the pro- 
totype is extremely low with only 156 PPGA slices consumed. Experimental results 
indicate that this prototype realization can speedup the MPEG-2 encoder between 2.64 
and 3.18 when implementing SAD, DCT and IDCT as reconfigurable functions. When 
implementing the IDCT operation alone, the projected speedup of the MPEG-2 decoder 
is between 1.65 and 1.94 for a set of popular test video sequences. The reconfigurable 
hardware costs of the aforementioned functions is between 8% and 53% of the utilized 
xc2vp20 chip, depending on the particular configuration considered. 

The remainder of the paper is organized as follows. Section 2 briefly introduces the 
MOLEN CCM background. In Section 3, Virtex II Pro^M specific design considera- 
tions and hardware evaluation of the MOLEN prototype infrastructure are presented. 
Considering MPEG-2, Section 4 evaluates the prototype based on experimental results. 

A. Pimentel and S. Vassiliadis (Eds.): SAMOS 2004, LNCS 3133, pp. 192-202, 2004. 

© Springer- Verlag Berlin Heidelberg 2004 
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Reconfigurable hardware utilization by the custom functional units and performance 
estimates are reported. Finally, concluding remarks are presented in Section 5. 

2 Background on the MOLEN CCM 

This section briefly describes the MOLEN p/r-coded CCM organization, originally in- 
troduced in [9]. The two main components in the MOLEN machine organization (de- 
picted in Figure 1) are the Core Processor, which is a general-purpose processor (GPP), 
and the Reconfigurable Processor (RP). The ARBITER performs a partial decoding on 
the instructions in order to determine where they should be issued. Instructions imple- 
mented in fixed hardware are issued to the GPP. Instructions for custom execution are 
redirected to the RP. Data transfers from(to) the main memory are handled by the Data 
Load/Store unit. The Data Memory MUX/DEMUX unit is responsible for distributing 
data between either the reconfigurable or the core processor. The reconfigurable proces- 
sor consists of the reconfigurable microcode (pp-code) unit and the custom computing 
unit (CCU). The CCU consists of reconhgurable hardware and memory, intended to 
support additional and future functions that are not implemented in the core processor. 
Pieces of application code can be implemented on the CCU in order to speed up the 
overall execution of the application. A clear distinction exists between code that is exe- 
cuted on the RP and code that is executed on the GPP. Data must be transferred across 
the boundaries in order for the overall application code to be meaningful. Such data 
includes predefined parameters (or pointers to such parameters) or results (or pointers 
to such results). The parameter and result passing is performed utilizing the so-called 
exchange registers (XREGs) depicted in Figure 1. 




Fig. 1. The MOLEN machine organization 



An operation, executed by the RP, is divided into two distinct phases: set and exe- 
cute. The set phase is responsible for reconfiguring the CCU enabling the execution of 
the operation. Subsequently, in the execute phase the actual execution of the operations 
is performed. No specific instructions are associated with specific operations to con- 
figure and execute on the CCU as this would greatly reduce the opcode space. Instead, 
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pointers to reconfigurable microcode (p/r-code) are utilized. The p/i-code emulates both 
the configuration of the CCU and the execution of implementations configured on the 
ecu resulting in two types of microcode: 1.) reconfiguration microcode that controls 
the configuration of the CCU; and 2.) execution microcode that controls the execution 
of the implementation configured on the CCU. 

Arbiter operation. The arbiter directs instructions to either the core processor or the 
reconfigurable processor. A general view of an arbiter organization, the operation of 
which is entirely based on decoding the instruction flow is depicted in Figure 2. In- 
structions from the original GPP ISA are directed (via MUX) to the core processor. 
Up-on decoding of an RP instruction, “arbiter emulation instructions” are multiplexed 
through the core processor instruction bus to drive the GPP into a wait state. In the same 
time, control signals are issued (via the control block in Figure 2) to the RP (in essence 
the p/i-code unit) to initiate a reconfigurable operation. The microcode location address 
is redirected to the p/i-code unit and the data memory control is transferred to the RP. 
After an RP operation is completed, data memory control is released back to the GPP, 
an instruction sequence is generated to ensure that the GPP exits the wait state and the 
program execution continues with the instruction immediately following the executed 
RP instruction. More details regarding arbiter operation can be found in [5]. 




operation 



Fig. 2. General arbiter organization 

The p/t-code unit comprises three main parts: the sequencer, the reconfigurable control 
(p-control) store, and the reconfigurable microcode (p/t-code) loading unit. The p/i- 
code loading unit, loads pp-code into the p-control store from the main memory. The 
sequencer generates the address of the next microinstruction from the p-control store. 
More details regarding pp-code loading and related design considerations can be found 
in [4]. The p-control store is used to store microcodes and comprises two sections - 
a set and an execute section. Both sections can be identical and are further divided 
into a. fixed and a pageable part. The fixed part stores the resident reconfiguration and 
execution microcode of the set and execute phases, respectively. Other microcode is 
stored in memory and the pageable part of the p-control store acts like a cache to provide 
temporal storage. For more details regarding the considered cache mechanisms and the 
p-control store organization, the interested reader is referred to [9]. 

The MOLEN programming paradigm is a sequential consistency paradigm targeting 
the MOLEN organization (for details see [7]). The complete list of the eight required 
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instructions, denoted as polymorphic instruction set architecture (ttISA), is as follows: 

1) partial set (p-set <address>) performs common and frequently used configurations; 

2) complete set (c-set <address>) completes the CCU’s configuration to perform less 
frequent functions; 3) execute <address>: controls the execution of the operations on 
the ecu configured hy the set instructions; 4) set prefetch <address> and 5) exe- 
cute prefetch: prefetch the needed microcodes responsible for CCU reconfigurations 
and executions into a local on-chip storage (the pp-code unit); 6) break: synchronizes 
the parallel execution of the RP and the GPP; 7) movtx XREGa ^ Rb and 8) movfx 
Rq ^ XREGf,: move the content of general-purpose register Rf, to/from XREGa- The 
<address> field in the instructions introduced above denotes the location of the re- 
configurable microcode for the configuration and execution processes. 

We note that it is not imperative to include all eight instructions when implementing 
a MOLEN organization. In our prototype design, we have considered a minimal ttISA 
which comprises four basic instructions, namely set (more specifically: c-set), execute, 
movtx and movfx. By implementing the first two instructions (set/execute) any CCU 
implementation can be loaded and executed on the reconfigurable processor. The movtx 
and movfx instructions are needed to provide the input/output interface between the RP 
targeted code and the remainder application code. The minimal ttISA is essentially the 
smallest set of MOLEN instructions needed to provide a working scenario. 

3 Prototype Design Considerations and Hardware Estimation 

In this section, we present Virtex II Pro’^’^ specific design considerations and evalu- 
ate the reconfigurable hardware utilized by the MOLEN prototype infrastructure, i.e., 
excluding any CCU implementations. We consider a minimal ttISA comprising the in- 
structions set, execute, movtx, and movfx. Specific software considerations and ttISA 
instruction encoding are referred. Some implementation issues are presented as well. 
The development platform. We experimented with the Alpha Data XPL ProT^ lite 
development board (ADM-XPL). As a reconfigurable hardware platform, we used a 
Xilinx xc2vp20-5 device from the Virtex 11 ProT*^ family. The MOLEN organization 
has been described in VHDL and synthesized by the Xilinx XST tool of ISE 5.2, SP3. 
Software considerations. Due to performance reasons, we do not use PowerPC special 
operating modes instructions as arbiter emulation instructions (e.g., exiting power-down 
modes requires an interrupt). We employed the ‘branch to link register’ instruction 
(hlr) to emulate a ’wait’ state and ‘branch to link register and link’ (hlrl) to move the 
processor out of this state. Thus the arbiter emulation instructions (Eigure 2) are reduced 
to only one instruction for ’wait’ and one for ‘wake-up’. Implementation details and 
additional performance enhancing software considerations are discussed in [5]. 
Instruction encoding. We mapped the movtx and movfx instructions to the existing 
PowerPC instructions mtder and mfdcr. This implementation solution has been im- 
posed by the fact that the Virtex II ProT*^ PowerPC core has a dedicated interface to the 
so called Device Control Registers (DCR) [10]. We implemented the XREGs as DCRs 
and utilized the mtder and mfdcr instructions to support XREG transfers. Thus only 
the set and execute instructions have to be considered for encoding. As a guideline, we 
decided to closely follow the already established PowerPC instruction format. We have 
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chosen an opcode from the set of unused opcodes to represent both instructions. Figure 
3 depicts the implemented RP instructions format, referred to as the p-form. The manner 
to distinguish a set instruction and an execute instruction (using the same opcode) is via 
instruction modifiers. This encoding allows us to utilize a 24-bits address (embedded in 
the instruction word) to specify the location of the microcode. Finally, we have to note 
that within this address field, a modifier bit R/P (resident/pageable) specifies where the 
microcode is located and how to interpret the address field. That is, either a location in 
the memory (R/P=l) or in the on-chip p/i-code unit (R/P=0). 



0 5 


6 29 


3031 


000110 


24-bit microcode address 






OPC = 6 


00 - complete set; 10 -partial set; 01 - execute.*^ 







Fig. 3. The p-form: set (p-set, c-set) and execute instructions 



Memory organization. For the memory design, we considered the on-chip memory 
blocks of the utilized FPGA. The available BRAM blocks in xc2vp20 allow the im- 
plementation of 128 KBytes memory for both data and instructions. The PowerPC has 
a Harvard architecture with separated instruction and data addressing spaces. There- 
fore, for better performance, we separated the main memory into two equal segments 
- 64 KBytes for instructions and other 64 KBytes for application data. In this case, we 
note that the amount of memory is limited only by the available on-chip memory. By 
utilizing external memories, it is possible to extend the memory volume up to the en- 
tire memory space addressable by PowerPC (i.e., 32-bit addresses). The later option, 
however, has not been considered in our prototype and in the experiments to follow. 

Clock domains. Due to the polymorphic nature of the MOLEN processor and for per- 
formance efficiency, three clock domains have been implemented in our prototype: 

- PPC_clk- clock signal to the core processor. The frequency of this signal has been 
set to 250 MHz, the maximum recommended for the PowerPCs in xc2vp20-5; 

- mem_clk- clock signal to the main memory. This signal has been set to be three 
times lower than the PPC.clk, i.e., 83 MHz; 

- CCU-Clk- clock signal to the CCU driven by an external pin. It may be utilized by 
any CCU, which requires frequencies, different from the PPC.clk and mem.clk. 

Additional design parameters. For the prototype implementation, we have considered 
a microcode word length of 64 bits. A 32MByte memory segment has been considered 
for storing microprograms into a 64-bit organized main memory. The p-control store 
has been designed to handle 8KBytes 64-bit microcode words. As primary microcode 
storage units for the p-control store, we have used the BRAM blocks of the FPGA 
fabric, configured as a dual port memory. Each port is unidirectional - a read-only port 
is used to feed the microinstruction register, while a write-only port loads microcodes 
from the external memory into the pageable section of the p-control store. The XREGs 
have been implemented in a single BRAM organized as 512 x 32-bit storage. 
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Synthesis results. Hardware costs reported by the synthesis tools are presented in Ta- 
ble 1 . The first column displays the FPGA resources considered. Column two reports 
the actual values of these resources, consumed by the reconfigurable processor, with- 
out considering any CCU implementation, i.e., the p/r-code unit and the associated 
infrastructure. This includes the p/i-code loading unit, the sequencer and the p-control 
store. Column three presents resource utilization of the arbiter. In column four, the 
resources consumed by the entire MOLEN organization are displayed, including the re- 
conhgurable processor infrastructure, the arbiter and the XREGs. Einally, columns five 
and six respectively present the available FPGA resources in the xc2vp20 chip and the 
utilized part of these resources by the MOLEN organization (in %). Synthesis results 
strongly suggest that the MOLEN infrastructure consumes trivial hardware resources, 
thus leaving virtually all FPGA resources available for CCU implementations. 



Table 1. MOLEN Organization Synthesis Results (* without any CCU implemented) 



Device xc2vp20 
Speed Grade -5 


Reconfig. 

Processor* 


Arbiter 


Total inch 
XREGs 


Available 

Resources 


% 


Number of Slices 


71 


84 


156 


10304 


1 


Number of Slice Elip Flops 


78 


69 


147 


20608 


1 


Number of 4 input LUTs 


171 


150 


322 


20608 


1 


Number of BRAMs: 


4 


N.A. 


5 


112 


3 


Maximum Frequency [MHz] 


130 


143 


130 


N.A. 


N.A. 



4 Prototype Evaluation 

In this section, we describe the experiments that have been carried out to evaluate the 
MOLEN prototype performance and report the obtained results. We target and prohle 
the MPEG-2 application. The profiling data are used to identify and design perfor- 
mance critical kernels as CCU implementations. Due to memory limitations, we run 
only the extracted kernels on the prototype MOLEN processor and directly measure the 
performance gains. Using these measurements, the profiling data, and Amdahl’s law, 
we estimate the projected overall speedup, rather than directly run the entire MPEG-2 
application on MOLEN. Hardware estimations for the considered CCUs are presented. 
Software profiling results. The first step of the experimentation involves identifying 
the functions that are suitable for hardware implementations. The objective is to identify 
the most time-consuming kernels from the application. To this purpose, we performed 
the measurements on a PowerPC 970 running at 1600 MHz. The considered applica- 
tion is the Berkeley implementation of the MPEG-2 encoder and decoder included in 
libmpeg2. As input data, we used a representative set of four popular video sequences, 
namely earphone, claire, container and tennis. Profiling results for each considered 
function and its descendants (obtained with the GNU prohler gprof) are presented in 
Table 2. Eor the MPEG2 encoder, the total execution time spent in SAD, DCT and 
IDCT operations (Table 2, column 6) emphasizes that these functions require around 
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2/3 of the total application time. Although the IDCT function in MPEG2 encoder takes 
only around 1% of the application time (Table 2, column 5), in the MPEG2 decoder 
it requires on average around 42%. Consequently, all considered functions are good 
candidates for hardware implementations although their individual contribution to the 
performance improvement may differ per sequence and application. 



Table 2. MPEG2 profiling results for each of the considered functions and its descendants 



MPEG2 encoder MPEG2 decoder 



sequence 


# frames ©Resolution 


SAD(16xl6) 


DCT(8x8) 


IDCT(8x8) 


Total 


IDCT(8 x 8) 


earphone 


96@ 176x144 


51.1 % 


12.5 % 


1.3 % 


64.9 % 


50.4 % 


claire 


168@360x288 


53.8 % 


11.8 % 


1.0% 


66.6 % 


37.6 % 


container 


300@352x288 


56.2 % 


10.7 % 


1.0% 


67.9 % 


40.4 % 


tennis 


112@352x240 


60.0 % 


9.5 % 


0.8% 


70.3 % 


40.5 % 



Synthesis results for the considered CCU implementations. We implemented the 
functions, suggested by the profiling results, into reconfigurable hardware. Synthesis 
results for the xc2vp50 chip are reported in Table 3. Eor the SAD function, we imple- 
mented the organization proposed in [8]. The super-pipelined 16-byte version of this 
SAD organization (SAD 16) is capable of processing one 16-pixel line (1 pixel is 1 
byte) of a macroblock in 17 cycles at over 300 MHz. The 128-byte version (SAD 128) 
processes eight macroblock lines in 23 cycles, and the 256-byte version (SAD256), pro- 
cesses an entire 16xl6-pixel macroblock in 25. SAD256 requires more resources than 
available in the xc2vp20 chip, therefore we consider it for future implementation on a 
larger EPGA (e.g., xc2vp50). To support the DCT and IDCT kernels, we synthesized 
the 2-D DCT and 2D-IDCT v.2.0 cores available as IPs in the Xilinx Core Generator 
Tool. Considering the implemented clock domains and synthesis results (from Table 3) 
in our experiments, we have run the DCT and IDCT functions at mem.clk frequency 
(83MHz). The SAD designs were clocked by PPC_clk (250MHz). 



Table 3. Synthesis Results per CCU implementation 



Device xc2vp20 
Speed Grade -5 


SAD 16 


SAD128 








Available 

Resources 


Number of Slices 


831 


6807 


13613* 


4314 


5436 


10304 


Number of Slice Elip Plops 


1448 


11862 


23724* 


7964 


9876 


20608 


Number of 4 input LUTs 


1390 


11379 


22757* 


6832 


8624 


20608 


Number of BRAMs: 


N.A. 


N.A. 


N.A. * 


2 


2 


112 


Maximum Prequency [MHz] 


310 


310 


310* 


96 


96 


N.A. 



Experimental results. We have embedded the considered CCU implementations within 
the MOLEN organization and carried out experiments in two stages: 

Stage 1. Compile the software kernels for the original PowerPC ISA and run them on 
one of the PowerPC405 processors, embedded in the xc2vp20 device. The kernels have 
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been extracted from the original application source code (the ANSI C code used for the 
profiling) without any further code modifications. For our experiments, we considered 
the same data sequences as used in the profiling phase. The PowerPC timers are ini- 
tialized before a kernel is executed and are read immediately after the kernel execution 
has completed. Thus, the exact number of PowerPC cycles, required for the entire ker- 
nel execution can be obtained. After we derived the cycle counts for the PowerPC ISA 
software runs, we initiated the next stage of the experiment. 

Stage 2. The kernel software code is substituted with a new piece of code to support 
ttISA. The corresponding kernel CCU configuration is present in the reconfigurable 
processor. Identically to the preceding experimentation stage, we obtain the exact num- 
ber of PowerPC cycles required to complete the entire kernel operation on MOLEN. 




Fig. 4. Cycle numbers for kernels execution in original PowerPC ISA and fixed /i-code in ttISA 



Figure 4 depicts the measured cycles obtained in the two experimentation phases. 
The first four chart groups present cycle counts for the original PowerPC ISA. The 
last chart group presents the cycle numbers, consumed by MOLEN while processing 
the same data. In this figure, only fixed microcode implementations are depicted. In 
addition, we have considered both fixed and pageable microcode implementations for 
SAD16 and SAD128. Table 4 reports cycle numbers for executing these SAD imple- 
mentations over a single macroblock. After obtaining the execution cycle numbers for 
each kernel both on PowerPC and MOLEN, the kernel speedup is calculated for all 
data sequences with respect to each CCU implementation. Table 5 presents the calcu- 
lated kernel speedups. 



Table 4. Cycle numbers per macroblock for different SAD implementations 





SAD 16 


SAD 128 


SAD256 


fixed microcode 


898 


311 


264 


peageable microcode 


914 


331 


284 
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Projected application speedup. To calculate the projected speedup of the entire appli- 
cation, we employed the well known Amdahl’s law, utilizing the following notations. 
Let us assume T to be the execution time of the original program (say measured in cy- 
cles) and Ts ei - time to execute kernel i in software, which we would like to speed-up 
in reconfigurable hardware. Assume Tpi is the execution time (in ttISA) for the recon- 
figurable implementation of kernel i. Assuming and Sj = the speed-up 

of the program with respect to the reconfigurable implementation of kernel i is: 



' T - TsE^ + Tpi 1 - (a, - fi) 

Identically, assuming a = Oi, all the kernels potential candidates for reconfigurable 
implementation would speed-up the program with: 



T-E.TsE^ + E.Tp. i-(a-E.ft)’ 

Smax = lim S' = (3) 

WSi—^OO 1 — CL 

Where Smax is the theoretical maximum speed-up. Parameters Ui are the profiling re- 
sults from Table 2 and parameters Si are the results from Table 5. 



Table 5. Speedup for Different MPEG-2 Kernels 





SAD 16 


SAD 128 


SAD256 


DCT 


IDCT 


fixed 


pag- 


fixed 


pag- 


fixed 


pag- 


fixed 


fixed 


earphone 


6.5 


6.4 


18.9 


17.7 


22.2 


20.6 


302.3 


24.4 


claire 


8.3 


8.1 


23.9 


22.5 


28.2 


26.2 


302.2 


24.4 


container 


12.2 


12.0 


35.2 


33.1 


41.5 


38.6 


302.1 


24.4 


tennis 


12.1 


11.9 


35.0 


32.9 


41.2 


38.3 


302.1 


32.3 



The projected speedup figures for the entire MPEG-2 encoder and MPEG-2 decoder ap- 
plications are reported in Table 6. It can be observed that SAD128 and SAD256 CCU 
implementations clearly outperform SAD 16 due to their parallel processing organiza- 
tion. That is, depending on the CCU implementation, the entire application speedup 



Table 6. Speedup per kernel for the Entire MPEG2 





encoder 


decoder 


SAD16 


SAD 128 


SAD256 


DCT 


IDCT 


IDCT 


fixed 


pag- 


fixed 


pag- 


fixed 


pag- 


fixed 


fixed 


fixed 


earphone 


1.76 


1.76 


1.94 


1.93 


1.95 


1.95 


1.14 


1.01 


1.94 


claire 


1.90 


1.89 


2.06 


2.06 


2.08 


2.07 


1.13 


1.01 


1.56 


container 


2.07 


2.06 


2.20 


2.20 


2.21 


2.21 


1.12 


1.01 


1.63 


tennis 


2.22 


2.22 


2.40 


2.39 


2.41 


2.41 


1.10 


1.01 


1.65 
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can be severely affected. The projected overall speed up figures for the entire MPEG-2 
encoder and MPEG-2 decoder applications are reported in Table 7. For the MPEG-2 
encoder, the simultaneous configuration of the SAD128, DCT, and IDCT operations 
employing fixed microcode implementations has been considered. For the MPEG-2 
decoder, only the IDCT has been implemented. Columns, indicated by label “theory” 
contain the theoretically achievable maximum speedup calculated with respect to Equa- 
tion (3). Columns labelled by “impl.” have been calculated employing Equation (2) and 
contain data for the projected speedups with respect to the considered MOLEN imple- 
mentation. Results in Table 7 strongly suggest that the actual speedup of the MPEG-2 
encoder and decoder obtained during our practical experimentation very closely ap- 
proach the theoretically estimated maximum possible speedups. 



Table 7. Overall MPEG2 Speedup 





MPEG2 encoder* 


MPEG2 decoder 


theory 


impl. 


theory 


impl. 


earphone 


2.85 


2.64 


2.02 


1.94 


claire 


2.99 


2.80 


1.60 


1.56 


container 


3.12 


2.96 


1.68 


1.63 


tennis 


3.37 


3.18 


1.68 


1.65 



* fixed /i-code SAD 128 -H DCT -l- IDCT 



5 Conclusions 

In this paper, we presented a prototype design of the MOLEN polymorphic processor, 
a custom computing machine based on the co-processor architectural paradigm. The 
prototype was implemented on a Xilinx Virtex II Pro^M FPGA. One of the PowerPC 
cores embedded in the Virtex II Pro’^’^ FPGA was used as a general purpose proces- 
sor and the reconfigurable fabric operated as a reconfigurable co-processor. The paper 
presented hardware synthesis results for the MOLEN infrastructure and for three cus- 
tom computing units implemented as reconfigurable processors, namely SAD, DCT 
and IDCT. The reconfigurable hardware costs of the aforementioned functions were 
between 8% and 53% of the utilized xc2vp20 chip, depending on the particular config- 
uration considered. The performance of the design was evaluated by experiments. More 
precisely, the MPEG-2 application was accelerated very closely to its theoretical limits 
by implementing SAD, DCT and IDCT as reconfigurable co-processors. The MPEG-2 
encoder overall speedup was in the range between 2.64 and 3.18 while the speedup of 
the MPEG-2 decoder varies between 1.65 and 1.94. These results proved the viability 
of the MOLEN concept and showed its potentials for accelerating complex real-life 
applications at trivial hardware costs. 
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Abstract. Multimedia applications emerge on portable devices every- 
where. These applications typically have a number of stringent require- 
ments: (i) a high amount of computational power together with real-time 
performance and (ii) the flexibility to modify the application or the char- 
acteristics of the application at will. The performance requirements often 
drive the design towards a hardware implementation while the flexibility 
requirement is better served by a software implementation. In this paper 
we try to reconcile these two requirements by using an FPGA to imple- 
ment the performance critical parts of a scalable wavelet video decoder. 
Through analytical means we first explore the performance and resource 
requirements. We find that modern FPGAs offer enough computational 
power to obtain real-time performance of the decoder, but that reaching 
the necessary memory bandwidth will be a challenge during this design. 



1 Introduction 

When designing a new multimedia system one would usually prefer to implement 
most of the functionality in software running on a general purpose processor. This 
improves the ease and flexibility of the design process and avoids the high cost of 
designing an ASIC. Still, often the performance requirements of the multimedia 
system are such that specific hardware is necessary. Then again, ASICs do not 
offer flexibility of the functionality after implementation. For example, an ASIC 
designed for doing JPFG compression utilizing Huffman encoding will become 
useless when application changes require arithmetic encoding. This generally 
results in an overdimensioning of the ASIC so that it can accommodate all the 
required operations of the multimedia system even if these operations may only 
be needed infrequently. In software such overdimensioning has little consequence 
but in hardware it increases the complexity of the design and the production cost. 

With the emergence of high-performance FPGAs (field programmable gate 
arrays) [1], we have access to both the required performance and enough flex- 
ibility. In the RFSUMF project (Reconfigurable Embedded Systems for Use in 
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scalable Multimedia Environments [2]) we explore the usefulness of FPGAs for 
the design of multimedia systems. We are building (among others) a scalable 
wavelet based video decoder [3,4]. By “scalable” we mean that it allows one to 
easily change the quality of service (QoS), i.e., the frame rate, resolution, color 
depth, ... of the decoded video without having to change the video stream used 
by the decoder (except for skipping unnecessary blocks of data without decoding) 
or having to decode the whole video stream if only part of it is required. 

Such a scalable video decoder has advantages for both the server (providing 
video streams) and the clients. The server only needs to produce one video 
stream for all clients and the client can easily change the decoding parameters 
to optimize the use of the display, the required processing power, the required 
memory, etc. A scalable video decoder is a perfect fit for the use of FPGAs 
since it can be reconfigured each time the QoS requirements change while still 
performing in real-time. 

Our current goal in the project is to design the scalable video decoder such 
that we can semi-automatically generate a range of different FPGA configu- 
rations by simply changing the QoS requirements that need to be met. These 
implementations will form a near Pareto-optimal set of configurations that each 
have optimal performance for a certain set of requirements and cost function. 

In the remainder of this paper we present an overview of the decoder in 
Section 2 and point out its scalability features in Section 3. Section 4 presents the 
results of profiling the software version of the decoder. Section 5 contains some 
preliminary performance estimates and a description of the first implementation. 
Finally, in Section 6, we detail the future evolution of our project. 

2 System Overview 

The encoded video in our system consists of a reference frame per group of 16 
pictures (GOP), a set of motion vectors describing the movement of image parts 
in the other GOP frames and error frames. These are all encoded by a wavelet 
transform and the resulting bit stream is further reduced by an entropy encoder. 
The wavelet video decoder that we need to decode these images is described by 
the high-level overview shown in Figure 1. The “parser” P receives a bit stream 
representing the compressed video, analyzes its structure and extracts only the 
relevant parts for the further decoding process. The “wavelet entropy decoder” 



IN 




Fig. 1. High-level overview of the video decoder. 
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(WED) decodes entropy encoded parts of the bit stream into wavelet transformed 
frames. It consists of two strongly interconnected parts: the “arithmetic decoder” 
(AD) and the “quadtree decoder” (QT) [5,6]. This close cooperation improves 
the compression ratio that is achieved but hinders the independent implemen- 
tation of these components. The “inverse wavelet transform” (IDWT) takes a 
wavelet transformed frame and computes an inverse wavelet transform producing 
either a reference image (the first image of a GOP) or an error frame. “Motion 
vector entropy decoding” (MVED) performs the entropy decoding of the motion 
vectors and “Motion compensation” (MC) does the actual reconstruction of the 
final video frames. It is composed of the “motion vector compensation” (MVC) 
and the “error correction” (EC). The MVC takes two reference frames and a 
set of motion vectors. It constructs a first estimate of the resulting video frame 
by combining translated blocks of the reference frames. The corresponding error 
frame is added in EC in order to ‘fine-tune’ the first estimate and to produce 
the final image. Finally, the “reorder buffer” (B) puts the decoded frames in the 
correct order resulting in the final video stream. 

3 Exploiting the Scalability 

We can distinguish the scalability of the decoder QoS from the scalability of 
the hardware cost. The former may include the frame rate, the resolution of the 
frames, the accuracy (cfr. PSNR - Peak Signal to Noise Ratio), the availability 
of colors, . . . The latter contains parameters such as required chip area, power 
consumption, network bandwidth, ... It is clear that all these parameters are 
not independent of each other. Here, we discuss the influence of the parameters 
that describe the QoS scaling on the calculation cost. 




Fig. 2. The temporal decomposition of one GOP. The arrows illustrate which frames 
are used to reconstruct (via motion compensation) other frames at lower decomposition 
levels. Ri and i ?2 are reference frames, the Hi are reconstructed (intermediate) frames. 



Frame rate: Different frame rates are possible through a dyadic temporal de- 
composition [7] of the video stream. This is illustrated in Figure 2. The 
decoder can choose to which (temporal) level the stream is decoded. Each 
extra level doubles the frame rate. Because the frames are grouped in GOPs 
of 16 frames and the full video streams are played at 30 frames per second, 
the possibilities are 30, 15, 7.5, 3.75 and 1.875 frames per second. 
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Resolution: In the encoder a 2-D discrete wavelet transform (DWT) in K levels 
is performed on the error and reference frames. The 0*^ level has the total 
frame as input and generates four subbands LL, HL, LH and HH. In the next 
levels the same action is performed on the LL-subband of the previous level. 
This is a low resolution version of the original frame. The inverse discrete 
wavelet transform (IDWT) in the decoder performs the inverse transforma- 
tion and can stop at an arbitrary level, thus influencing the resolution of the 
video. The wavelet entropy decoding (WED) of the unused high frequency 
subbands can also be omitted. 

Image quality: The quadtree entropy decoder decodes a bit stream containing 
the quantized wavelet encoded frames, bit plane per bit plane, starting with 
the most significant plane. Resources can be economized when some less 
significant bit planes are omitted. This results in a lower quality (measured 
by, e.g., the PSNR) of the decoded frames. 

4 A Rough Profile of the Decoder 

In this section, we try to obtain a rough estimate of where the computation- 
ally expensive parts of the decoding system are located. Therefore, we profiled 
the decoding algorithm based on a preliminary C/C-l— I- implementation (on a 
standard PC^). Note that we are dealing here with prototype code, written for 
ease of modification, not for optimal speed. Therefore the results in this section 
are only intended as a rough, first estimate of the computational costs of the 
different blocks of the decoder. 

4.1 PSNR 

Execution time alone is not enough to evaluate our scalable codec. We also need 
a measure for the quality of decoded sequences: the PSNR of the decoded frames 
vs. the original frames. It is defined as follows: if Yij, Uij and Vij and Y- j, j 
and VY are the luminance and the two chrominance channels of a YUV 4:2:0 
image and its reconstructed version, both with resolution r x s, then the PSNR 
is defined as 



j2{Y - Y'y + J2{u - u'Y + J2{v - vy 

The PSNR provides a measure for the quality of one decoded frame; for the 
quality of the entire video stream we use the mean PSNR. However, since we 
are dealing with temporal scalability we also need a quality measure when the 
original and decoded sequence have a different frame rate. There are two options 
to be able to compare all frames: either reduce the frame rate of the original 
sequence by removing frames (called ‘Reduced Frame Rate (RFR) PSNR’) or 
inflate the rate of the decoded sequence by duplicating frames before the PSNR 

1 Pentium IV 2.0 GHz, 512MiB RAM 
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PSNR - Full Frame Rate 



PSNR - Reduced Frame Rate 
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Fig. 3. The RFR and FFR PSNR for the Foreman sequence. The bit rates (bpp) are 
only labeled for the curve of sequences decoded at maximum frame rate (time level 4); 
the values for the other curves are the same. It obviously takes more time to decode 
more frames and the higher the bit rate the better the quality. For FFR PSNR, the 
effect of a lower frame rate (less time levels) is clearly visible. 



is calculated {‘Full Frame Rate (FFR) PSNR’). While RFR PSNR does not 
assign a quality loss to low frame rates (because it discards high frame rates), 
FFR PSNR considers a lower frame rate as lower quality. Both approaches are 
used in the following experiments. 

We decoded a variety of different (encoded) sequences for a number of differ- 
ent bit rates while measuring the execution time and the resulting PSNR. In this 
paper, the bit rate is defined as the number of (decoded) bits per pixel. Note that 
this is different from the number of bits per second. Two streams with the same 
bit rate but a different frame rate for example will not have the same number of 
bits per second because the total number of pixels is different. The considered 
sequences are reference sequences widely used for video coding research. The 
results for all sequences were very similar and in this paper we present results 
for the “Foreman” sequence, consisting of 288 GIF frames (352 x 288 pixels -I- 
2 X 176 X 144 pixels for the color channels) which (@30Hz) equals 9.6s of video. 

The results for the Foreman sequence are illustrated in Figure 3, for reduced 
and full frame rate. The PSNR is of course the same for both approaches when 
all frames are decoded (time level 4). When the quality is measured with the full 
frame rate PSNR the effect of a lower frame rate is clearly visible. For reduced 
frame rate PSNR on the contrary, we observe no significant impact on the PSNR. 

In Figure 4 we plotted the execution time of the three major time consuming 
blocks of the algorithm versus the bit rate. Only the Wavelet Entropy Decod- 
ing (WED) depends on the bit rate. For higher bit rates this is the most time 
consuming block of the decoding algorithm. Motion Compensation (MC) is in- 
dependent of the bit rate but varies for different sequences (depending on the 
actual values of the motion vectors). The share of the Inverse Discrete Wavelet 
Transform (IDWT) is rather limited and independent of both bit rate and se- 
quence; each frame needs exactly the same number of computations. 
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Fig. 4. The execution time for Wavelet Entropy Decoding (WED), Inverse Discrete 
Wavelet Transform (IDWT) and Motion Compensation (MC) (Foreman seqnence). 



4.2 Experiment 

In Figure 3 and Figure 4 we can see that we are far from a real-time (software) 
implementation. Therefore we experimented with different configurations of the 
decoding algorithm, skipping either interpolation or error frame correction or 
reducing the bit rate. The results of these experiments can be found in [8] and 
resulted in a few configurations that could be decoded in real-time (but with 
reduced quality of course). To decode images at full frame rate and impeccable 
quality, we need a hardware implementation. 

5 Estimations and Implementation 

To be able to choose a hardware platform, the requirements of the application 
need to be known. This includes the amount of necessary memory, the bandwidth 
to the memory and some measures for the computing power. As their exact 
quantities are only known after implementation, estimations have to be made. 

The requirements depend on and scale with the QoS of the video. Only 
estimations for the maximal QoS (30 frames/s, QCIF or CIF-format) are listed 
here because these will result in the requirements for the hardware. Estimations 
for other QoS are interesting to illustrate the trade-offs between different quality 
and hardware cost parameters. One of the goals of the project is the validation of 
these estimation techniques and the development of new estimation techniques. 

The decoding algorithm was provided as Matlab/C-|--I- code that was written 
for ease of developing and not for minimal execution time. The following esti- 
mations are based on the underlying algorithms, so that redundant calculations 
and operations in the code are not taken into account. 

Some of the blocks in the system have a very deterministic behavior (e.g., 
the inverse wavelet transform). They repeatedly perform the same actions on 
constant amounts of data. Others are extremely data dependent (e.g., quadtree); 
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the data arrives at varying rates (compressed) and needs varying amounts of 
operations. For these blocks only the worst case requirements are calculated. 

5.1 Data Types 

In the C code, the most frequently used data types are floating point and integer. 
For a hardware implementation, fixed point numbers and integers with limited 
range should be used. Therefore a study of the relation between performance 
and range or accuracy of the variables was made, showing that each fixed point 
number can be stored in 2 bytes or less (floating point = 4 bytes). Larger word 
lengths are only needed for intermediate results and calculations on the FPGA. 

5.2 Memory Requirements 

Arrays and variables in the software source are allocated for a longer time than 
really needed. To calculate the real memory requirements one should limit the 
lifetime of each array and variable to the minimum so that memory can be 
reused. Also the size of the data types differs from the software implementation 
as described in the previous paragraph. 

If we assume that all components of the decoder will need to be working in 
parallel (e.g., in a pipelined fashion) the total memory requirement is the sum 
of the requirements of the different components. Table 1 gives an overview. 



Table 1. Memory requirements (in Byte) of the decoder. 





QCIF 


GIF 


Reorder buffer 


228,096 


912,384 


Motion compensation 


44,541 


172,845 


IDWT 


76,032 


304,128 


Quadtree decoder 


120,384 


481,636 


Arithmetic decoder 


86,888 


342,144 


Total 


|555,941 2,213,037 



5.3 Computational Requirements 

Can a modern FPGA (e.g., Xilinx Virtex-II or Altera Stratix) cope with the 
amount of computations that are needed for decoding the video stream in real- 
time? Let us look at the different components of the decoder. 

— Previous implementations [9] of arithmetic decoders have shown that this 
component fits in a very small part (a few %) of a modern FPGA. 

— The quadtree decoder has a rather low computational cost but will be I/O 
bound since it has a large number of accesses to a large data structure with 
bad locality. 
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— The inverse wavelet transform has a good temporal and spatial locality so 
we believe it will be computation bound. For a wavelet transform of degree 4 
using the Bior 5.5 filter (the largest filter) we need 2.5 x 10® multiplications 
and 4.5 x 10® additions per CIF-frame or 754 x 10® multiplications/s and 
135 X 10® additions/s. 

— The motion compensation (without interpolation) performs 6.08 x 10® ad- 
ditions/s and 3.04 x 10® shifts/s. As shifts can be hard-wired they can be 
ignored. 

— In the worst case, the interpolator performs 231 x 10® multiplications/s and 
220 X 10® additions/s. 

A Virtex-II 2000 speed grade 5 has 56 18 bit x 18 bit multipliers that can run 
at 105 MHz. This results in 5.88 x 10® multiplications/s which is more than 
sufficient. Additions are substantially less expensive and should not be a problem 
either. 



Table 2. Bandwidth (MiB/s) between components. 





QCIF 
In Out 


GIF 

In Out 


Reorder buffer 


1.09 


11.35 


4.35 45.41 


Motion compensation 


11.84 


1.09 


47.36 


4.35 


IDWT 


2.18 


1.22 


8.7 


4.89 


Quadtree decoder 


< 2.18 


2.18 


< 8.7 


8.7 


Arithmetic decoder 


< 2.18 < 2.18 


< 8.7 < 8.7 


Total 


1 19.46 


21.29 


77.81 68.79 



5.4 Bandwidth Requirements 

An overview of the bandwidth required between components is shown in Table 2 
(the interpolator is integrated in the motion compensation) . This table does not 
show the bandwidth between a component and its (local) memory, required for 
the internal operation of that component. 

Here the quadtree decoder might prove to be a problem. It requires a fairly 
large work memory that is accessed very frequently in irregular patterns. This 
type of behavior excludes the possibility of efficient caching. Further experi- 
mentation has to show if a real-time implementation of the quadtree decoder is 
feasible. We expect that the typical behavior of this component is much better 
than our worst case (426 MiB/s internal bandwidth) assumptions. 

The IDWT may also prove difficult due to the fact that it needs to traverse 
the frame multiple times. In a naive implementation (not block-based) 46.22 
MiB/s is necessary. 

5.5 Conclusion Regarding the Estimates 

The major conclusions are that the necessary internal bandwidth is the most 
restrictive bottleneck, that the targeted wavelet entropy decoder has a high 




Reconfigurable Hardware for a Scalable Wavelet Video Decoder 211 



compression performance but its sequential nature and memory access pattern 
hampers an elegant hardware implementation and that memory requirements 
are quite modest. Luckily, earlier work has shown that embedded entropy de- 
coders can be implemented efficiently [10]. Modern FPGAs should offer enough 
calculation power to implement the video codec. 

5.6 Current Status of the Implementation 

Starting from the rough Matlab/C-I — [—implementation we used for profiling, we 
molded the algorithm into a more hardware-friendly form. We transformed all 
floating point operations to fixed point (without a loss in quality) and optimized 
the memory use both in footprint and in bandwidth. We completely rewrote the 
motion compensation code which resulted in a faster than real-time compensa- 
tion of GIF frames on a Pentium IV 2 GHz. From the wavelet code, irrelevant 
calculations were removed and symmetry properties are now exploited. Even af- 
ter extensively optimizing the wavelet entropy coding algorithm it still remained 
too complex to achieve a fast implementation in hardware. We are currently in 
the process of developing a new WED algorithm which can be implemented more 
efficiently and more easily in hardware while still supporting quality scalability. 

The optimized G-code of the IDWT was refined to SystemG, RTL-level. This 
code can be automatically translated to VHDL and synthesized. The IDWT was 
included in a modular design on a Stratix FPGA. This modular design allows 
for easy addition or removal of modules that share common resources like access 
to the memory or the PGI-bus. This allows us to choose independently between 
a software and a hardware version for each module. All blocks of the decoder 
will follow the same design trajectory as explored for the IDWT. 

6 Future Work 

As stated in the introduction it will be possible to configure the FPGA design 
of the scalable video. For each block a set of different parameterizable or scaled 
versions will be constructed. This will effectively yield hundreds of different im- 
plementations of the video decoder that each are nearly “optimal” . Optimality 
is clearly defined by a cost function that takes into account such factors as low 
power consumption, small FPGA requirements, low memory requirements, . . . 
given that a certain QoS must be achieved. A future goal of our project is to de- 
vise techniques to evaluate the performance/cost of a configuration of the FPGA 
without actually having to instantiate that design. These may be based on SLIP 
(System Level Interconnect Prediction) techniques [II]. 

Another avenue of research we will investigate is how to simultaneously run 
multiple multimedia applications on the same FPGA or on multiple FPGAs. 
Finally, we want to further explore the ideal architecture supporting all this 
scalability and a further elaboration of the new WED needs further examination. 
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7 Conclusions 

There is an ever increasing demand for scalable multimedia applications. Soft- 
ware may not be able to cope with the high performance requirements but 
reconfigurable hardware combines flexibility with high performance. 

This paper considers a scalable wavelet video decoder. It shows that modern 
FPGAs should offer enough computational power but the necessary bandwidth, 
the sequential nature and the memory access pattern of the wavelet entropy 
decoder may hamper the implementation. 

This preparatory work is a crucial step in the exploration of the usefulness 
of FPGAs in multimedia systems. With the proposed evaluation of the per- 
formance/cost of FPGA implementations and the study of the reconfiguration 
possibilities, we will be able to fully grab the performance requirements for re- 
configurable hardware to be used for scalable video decoder applications. 
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Abstract. Reconfigurable computing architectures promise to substan- 
tially increase the performance of computations through the customiza- 
tion of data-path and storage structures best suited to the specific needs 
of each computation. The need to synthesize, either fully or partially, the 
structure of the target architecture while simultaneously attempting to 
optimize the mapping of the computation to that architecture creates a 
vast design space exploration (DSE) challenge. In this paper we describe 
current approaches to this DSE problem using program analysis, estima- 
tion, modeling and empirical optimization techniques. We also describe 
a unified approach for this DSE challenge in which these techniques can 
be complemented with history- and learning-based approaches. 



1 Introduction 

Reconfigurable computing systems offer the promise of substantial performance 
improvements over traditional computing architectures as they allow for the 
development of custom data-path and storage structures suited to the particular 
needs of each computation. For example, a numerically-intensive computation 
could take advantage of a large number of arithmetic units to operate in parallel 
over different data items whereas a memory-intensive computation, could use 
localized storage structures {e.g., tapped-delay lines or RAM blocks) to hold 
frequently used data values. 

This promise of reconfigurable computing comes at the expense of a substan- 
tial increase in complexity of the mapping of computations described in tradi- 
tional imperative programming languages such as C, MatLab or Java. Besides 
the complexity of uncovering the concurrency in the computations, either stati- 
cally or using run-time compilation techniques, any approach that aims at fully 
exploiting the potential of reconfigurable computing must synthesize (partially 
or fully) the target architecture the computations are to be mapped onto. 

To address the very challenging problem of a combined architecture ex- 
ploration and computation mapping, researchers have developed sophisticated 
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design-space-exploration (DSE) prototype systems. Typically, these systems re- 
volve around the idea of iteratively improving a combined hardware/software 
design by applying a set of program mapping steps and transformations and 
observing the resulting overall performance. This iterative process terminates 
when a feasible design is obtained and/or no significant process is likely to occur 
in subsequent iterations of the design’s refinement. 

This iterative DSE process is, in many cases, lengthy and error prone. For 
example, when targeting Field-Programmable-Gate- Array (FPGA) configurable 
systems, just the Place-and-Route (P&R) step of a design mapping can take 
hours. If a design is not feasible, i.e., it does not fit in the allocated time or hard- 
ware resources, designers have to rethink their approach and choose among one 
of many design alternative paths. To address this issue, researchers have exten- 
sively used modeling and estimation techniques as a way to accelerate the design 
exploration. Instead of waiting for a design to be fully synthesized/compiled, es- 
timation and modeling allows compiler/synthesis tools to make decisions about 
which partitions and sequences of transformations are likely to yield best results 
without having to explicitly apply them. The obvious drawback is the potential 
discrepancy between the models, the estimates, and the reality. 

In this paper we introduce a new approach that helps mitigate some of the 
accuracy and duration aspects of current DSE that rely exclusively on estimation 
and/or modeling techniques. In the approach described here, a compiler would 
use the experience from previous mappings to guide, and accelerate the applica- 
tion of program transformations to new mappings in a history-hased approach. 
Because the variety and diversity of each input code is extremely large, we sug- 
gest the utilization of program analysis for the definition and quantification of 
structural similarities between codes. This similarity matching approach would 
allow the compiler to select a good basis for the set of program transformations 
to apply. Given an initial selection of program transformations and mapping 
decisions, should help the compiler in quickly determining a feasible mapping 
upon which it can improve with other techniques. This can even be coupled 
with learning-hased techniques. Over time, and given the wealth of knowledge 
about previously successful and unsuccessful mapping decisions, a compiler could 
derive knowledge, for instance in the form of a rule-based approach, to derive 
knowledge about which transformations work best with which codes’ features. 

This paper is organized as follows. Section 2 describes current approaches to 
DSE using a combination of analysis, estimation, modeling and empirical opti- 
mization techniques. Section 3 outlines a unified approach combining existing 
techniques with history- and learning-based approaches. Section 4 presents pre- 
liminary results that suggest the applicability of some aspects of the proposed 
approach and in section 5 we conclude. 

2 Current Design-Space-Exploration Efforts 

We now outline the basic DSE flow and describe current research efforts in the 
area of mapping computations expressed in high-level imperative programming 
languages to fine-grained configurable architectures, most notably architectures 
that rely on FPGAs as their basic computing devices. Reconfigurable architec- 
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tures with coarser-grained computing elements, {e.g. the RaPiD [1], the XPP 
Array [2] or even the hybrid Garp processor [3]), typically mitigate the issue 
of area capacity and clock rate definition to a combination of a functional unit 
allocation, binding and scheduling. We also discuss architecture exploration ef- 
forts for the embedded systems arena, where estimation, modeling and empirical 
optimization techniques have been explored. 

Figure 1 depicts a generic DSE flow. In this flow an input program, typically 
described in a high-level imperative programming language, is translated to an 
output program specification, for instance using VHDL or Verilog along with 
some specification, either full or partial, of the target architecture the trans- 
formed output program is to be executed on. Along this process the input pro- 
gram is subject to a series of program partitioning and mapping refinements. 
At each stage of this refinement process, the system evaluates the performance 
of the current solution in terms of well defined goodness metrics. Using the re- 
sults of these metrics, the system either settles for a solution or uses the results 
of the performance metrics using a set of predefined transformation strategies 
to select one, among many, possible program transformation. Once the refine- 
ment is achieved the system generates an output program specification, using 
the appropriate target architecture tools. 




Fig. 1. Generic Design Space Exploration Flow. 



2.1 Estimation and Modeling for FPGAs 

The problem of estimation of area and execution time for FPGAs deals with 
several issues. First, the execution of a design can exploit pipelining execution 
techniques not necessarily apparent in a sequentially specified program. Second, 
mapping steps such as P&R use algorithmically complex solutions that include 
Simulated Annealing combined with a variety of heuristics. Lastly, the mapping 
relies on technology-specific transformations besides low-level resource sharing 
that are difficult to model. 

To address these difficulties, researchers have developed approaches to derive 
very fast and accurate FPGA area and speed metrics for small image processing 
kernels relying on empirically derived linear and quadratic regression models [4, 
5] . The basic approach is to build the program’s data flow graph and aggregate 
the area and timing information for the critical path in the graph from a library 
of previously characterized modules. Typically, these approaches do not exploit 
important high-level transformations that current tools perform such pipelining 
or resource sharing. 
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In terms of execution time, researchers have develop simple, but effective 
execution models that exploit the program data and control dependences and 
use software pipelining techniques. In [6] the authors derive a core data-path from 
a the body of a loop nest and then use software pipelining techniques combined 
with area and speed estimates for the basic operators to derive accurate execution 
time metrics. 



2.2 Metrics for Guiding Transformations 

Estimation of area and speed is only part of the solution in DSE. When a design 
is infeasible or impractical, a strategy for applying transformations that will 
generate alternative candidate designs is needed. 

Derrien and Rajoupadyhe [7] describe an array partitioning strategy that 
takes into account the memory hierarchy and I/O bandwidth. They use an ana- 
lytical performance model (relying on pipelining execution techniques) to derive 
an optimal loop-tiling for a loop nest. So et. al. [8] use the notion of balance be- 
tween memory operations and computation along with an efficiency metric that 
recognizes diminishing returns to evaluate the relative merit of designs. Their 
compiler uses estimates for area and number of control-steps, extracted from 
commercially available synthesis tools, to select a good loop-unrolling factor for 
the loops in a nest. 

Both these efforts, despite their limited application domain and evaluation 
contexts, show that it is possible to define guiding metrics that lead to hardware 
designs that are competitive with manual designs and can be obtained in a very 
small faction of time. 



2.3 Architecture Exploration for Embedded Systems 

Other research projects have used estimation and modeling techniques to address 
the problem of architectural design exploration. The core of these efforts has 
focused on the embedded systems arena using either architecture-specific tools, 
commercial synthesis tools or their own prototype compilation and synthesis 
tools. 

The PICO project [9] uses estimates from the scheduling of loop iterations, 
to determine which loop transformation(s) lead to shorter scheduling time and 
therefore minimal completion time, on a array of customizable VLIW proces- 
sors. The MILAN project [10] provides a DSE environment for a System-on- 
Chip (SoC) architecture. MILAN evaluates several possible partitions of the 
computation among the various system components (processor, memory, spe- 
cial purposed accelerators) using simulation techniques to derive area, time and 
power estimates. Halambi et.al. [11] describe a tool-kit generator system to allow 
designers to evaluate the impact of SoC architectural characteristics on the exe- 
cution of the applications. The system generates a compiler and a simulator to 
profile the application’s execution. Designers use the output of the execution to 
understand what the performance is and why and make suitable modifications 
to the target SoC architecture. 
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3 A Unified Approach 

The approach suggested in this paper uses a combination of estimation, model- 
ing of the impact of program transformations and architectural elements along 
with history- and learning-based approaches. The approach uses estimates and 
modeling to bypass the long cycles induced by pure empirical (test-based trials) 
approaches. It uses program analysis to determine the applicability of specific 
program-level transformations as well as architecture-level transformations. To 
support the flexibility of a systems in which both architecture and input program 
can be simultaneously transformed, we proposed a flexible rule-based approach. 
While the system can be boot-strapped with a set of predefined rules for the ap- 
plication of both program and architecture transformations, as time evolves with 
the application of the system to many designs, we envision a smart compilation 
and synthesis systems that would be able to derive new rules from application 
characteristics in order to improve future system mappings. Figure 2 outlines 
this vision that we describe in more detail below. 

At the center of this flow is a representation of the program as a collection 
of units that comprise the input program. Each unit can be transformed using 
a different sequence of transformations and have ajjinities with different archi- 
tectural elements. These architectural elements can also be synthesized from the 
ground up, possibly using the description of the program units as this way the 
program-element affinity is maximized. Alternatively, one can combine using a 
set of architectural transformations coarser-grain architectural elements out of 
finer-grain elements. 




Fig. 2. Unified Design Flow Approach. 





218 



Pedro C. Diniz 



Ultimately finding a good architecture amounts to striking a balance between 
the efficiency of the mapping of the individual program units to the set of ar- 
chitecture elements and the efficiency (both in area and execution rate) of the 
elements themselves. In this search, the compiler/synthesis tool will rely on per- 
formance metrics either defined by an external source (typically the programmer 
via some language mechanism such as a real-time constructs) or by defining a 
set of default goodness metrics such as wall-clock time, area constrains, power, 
etc. 

To guide the application of both architectural and program transformations 
the tool will rely on two sets of rules. Rules that specify which program and 
architecture transformations are valid with respect to other transformations and 
also with respect to each architecture elements, and rules that specify how per- 
formance metrics should be achieved, i.e.. strategy rules. Using this rule-based ap- 
proach, a system would alternate between using transformation rules and strat- 
egy rules until a good design is reached. At each step of the design refinement 
process, the system could even accumulate knowledge about which transforma- 
tions sequences results in perceived (or real) performance improvements and 
which do not. For extreme flexibility such knowledge should also be captured in 
the form of new rules to be used in the same or in future mappings. 

Finally, the proposed design flow could also use transformation rules from a 
set of predefined sample kernels extensively transformed and mapped to a wide 
range of architectural elements. By finding similarities between the structure 
of these predefined sample kernels and the structure of the input program, the 
tool could boot-strap the exploration process by choosing a transformation se- 
quences associated with the predefined sample kernels as a starting point for the 
exploration. 

Besides the very important issue of how to specify these rules, another more 
important issue lies on how to ensure convergence of the search in a practi- 
cal amount of time. To this effect we foresee the need to combine history-based 
and learning-based techniques. An history-based approach can be as simple as 
a look-up table to determine when specific program transformations were ap- 
plied profitably to codes with which structural features and target architecture 
elements. A learning-based approach would infer rules for profitable, and non- 
profitable transformations, based on the current design while ensuring internal 
rule consistency. 

As with other unproven approaches the overall design flow outline above 
combines a wide range of optimization techniques, from flexible (even reversible) 
program representations to learning techniques. Successfully integrating these 
techniques in a coherent and self-consistent system might prove to be the biggest 
design challenge. 

4 Experimental Results 

We now present some preliminary results aimed at validating some of the ideas of 
the approach outlined in section 3. The goal of these experiments is to observe the 
similarities in relative behavior between versions of different code kernels when 
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subject to the same program transformations. We first observe the similarities 
between kernels that have the same input/output and data access structure but 
different computational granularities. We then observe the difference between 
those and the behavior for a kernel with a very distinct structure. 

4.1 Methodology and Sample Kernel Codes 

We carry out this experiment using three kernel codes with strong similarities: 
a Finite-Impulse-Response (FIR), a pattern-matching computation (PAT) and 
a masking-accumulation computation (MSK). These codes use a memory access 
behavior that is identical in structure as depicted in figure 3. We further compare 
two versions of MSK with different lengths for one of its input data set. Finally, 
we use a matrix-matrix multiply computation (MAT) for 16 x 16 sized matrices to 
observe the differences in performance behavior between kernels with different 
computational structures. 



for m * 0 to M 
sun = 0; 
for n » 0 to N 
sum += coeff [n]*input[m+n] ; 
end for 
out[m] « sum; 
end for 
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Fig. 3. Computational and Memory Structure for FIR, PAT and MSK. 



For each kernel we have developed a C reference specification and manually 
translated the C code to behavioral VHDL in order to synthesize them onto a 
Xilinx Virtex'^^ XCV IK BG560 FPGA. We converted each behavioral specifi- 
cation to structural VHDL using Mentor Graphics’ Monet high-level synthesis 
tool. We then used Synplify Pro 6.2 and the Xilinx ISE 4.1i tool set for logic 
synthesis and Place-and- Route (P&R). After P&R we extracted the real area 
and clock rate for each design and used the number of clock cycles derived from 
simulation of the structural design with the memory latency information of our 
target FPGA board (read latency of 6 clock cycles and write latency of 1 clock 
cycle) to calculate wall-clock execution time. 

For each kernel we applied a specific program transformation: scalar replace- 
ment. Using scalar replacement a compiler, or in it absence the designer, can 
cache in a register the data fetched in one iteration of a loop to be reused at a 
latter iteration. This caching allows the design to avoid fetching or storing data 
from or to an external memory resulting in substantial savings. We manually 
applied this scalar replacement transformation (described in detail in [12]) to 
exploit reuse at different loop levels of the nests in each code. For the kernels 
FIR, PAT and MSK there are no data reuse opportunities for their innermost loops 
as illustrated in the example code in figure 3. For the outer loop, however, reuse 
can be exploited by capturing both the coeff array values in N registers which 
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are loop invariant with respect to the outer loop, and N-1 values of the input 
array variable to be used in subsequent iterations of the outer loop. In this 
experiment we define distinct code versions corresponding to data reuse being 
exploited at different loop levels. For the purpose of this experiment we have 
also used RAM blocks present in our target FPGA for one of the code version 
as a substitute for discrete registers. Versions that uses RAM blocks will trade- 
off space for internal bandwidth as the registers arranged in RAM blocks are 
much more compact in terms or area than discrete registers. For performance 
comparisons, we used as base line the code version vl that exploits no reuse at 
any level of the loop nest. In this base version, and except for scalar variables, 
all array accesses are executed via memory operations. 



4.2 Results 

Figure 4 depicts the results for the hardware implementations exploiting data 
reuse at different loop levels. In these plots, version vl denotes the base code in 
which no reuse is exploited at any level; versions v2 and v3 denote the versions 
where reuse is exploited exclusively using registers at loop levels 1, 2 respectively. 
In these particular kernels vl and v2 lead to the same design as there is no 
possible data reuse to be exploited in the innermost loop. Finally, version v4 
exploits reuse at the top loop level of the nest but uses internal RAM blocks 
rather than registers. 
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Fig. 4. Experimental Results for FIR, PAT and MSK. 
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For each kernel we present two plots. The first plot depicts the number of 
clock cycles of the actual computation as well as of the corresponding memory 
operations with and without pipelined memory access execution modes. In the 
same plot we present the speedup with respect to the original version (vl) using 
the same memory access mode. The speedup calculation uses the actual clock 
rate obtained from the hardware implementation of each design after P&R. In 
the second plot we present the number of registers used to exploit reuse and the 
FPGA area in terms of slices^. 

As can be seen from the plots in figure 4, exploiting data reuse at all levels 
of the loops dramatically reduces the number of memory accesses across all 
three kernels and consequently the performance of the implementations. The 
performance behavior for the three kernels is almost identical with the expected 
difference in scaling. The largest performance gains are attained for version v3 
that exploits data reuse at the outermost loop at a steep price of the largest area 
and registers implementation cost. Versions v4 show some improvement over the 
bases version at a very low area cost when compared against the best performing 
versions v3. 

In summary, these results underscore the similarities of performance behav- 
ior for kernels with almost identical computational structures. This is hardly 
surprising given that these three kernels have the same loop nest structure and 
data access patterns. Consequently, specific program transformations will exploit 
identical opportunities. 

Figure 5 depicts the results for two variants of the MSK kernel, the MSK_16 and 
the MSK_32 respectively. These variants differ in the number of iterations of the 
inner loop which translates into different number of registers required to fully 
exploit the data reuse. As expected having a larger number of loop iterations 
leads to an increase in the of memory operations. The benefit of a larger number 
of registers is therefore larger leading to higher speedup values. In terms of area 
and registers there is a simple scaling effect. This relative behavior is expected 
as the two MSK codes have the same structure and the designs are nowhere near 
the FPGA capacity limits to exhibit unpredictable performance anomalies due 
to a clock degradation caused by poor P&R results. 

The comparison against the MAT kernel is more striking. Despite performing 
a comparable number of read and write operations and having similar compu- 
tational grainularities (specially FIR and MAT) these kernels have very different 
structure. For MAT there is a sustained performance improvement as more regis- 
ters are being used due to the reduction of the number of memory operations. 
This behavior is more evident in MAT since this kernel has a richer loop nesting 
structure and consequently a richer set of data reuse opportunities at various 
loop levels. For the code version that uses the RAM blocks (in this case v5) there 
is even an improvement in the design clock rate that leads to an even greater 
performance improvement over the versions that use exclusively registers for 
exploiting data reuse. 



^ In the area metric we have excluded the slides due to the RAM blocks in any of the 
designs since they are fixed for every design whether the design uses them or not. 
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Fig. 5. Experimental Results for MSK_16, MSK_32 and MAT. 



4.3 Discussion 

In this experiment we focused on a rather sophisticated transformation, scalar 
replacement, rather than commonly used loop transformations such as loop un- 
rolling. The results presented here support two main ideas. First, without con- 
sidering target architecture capacity limitations, computations with very similar 
structures do exhibit similar opportunities for the application of the transfor- 
mations. As such, versions that result from the application of program trans- 
formations with the same parameters yield very similar relative behavior i.e., 
similar trends in performance and resource usage. Second, the same computa- 
tion with different parameter values, in our case the loop bounds, will lead to 
sealed performance metrics as long that the resource constraints of the target 
architectures are not violated. Finally, and most importantly, codes with differ- 
ent opportunities for the application of the transformation will very likely lead 
to very different relative performance behaviors. 

Clearly, these observations cannot possibly be extrapolated for arbitrary val- 
ues of the parameters of both the transformations or the the input codes. We 
suspect that these observations are valid for a range of transformation’s param- 
eters and sequence of transformations that do not stress the capabilities of the 
mapping tools and/or for which the resulting designs do not stress the capacity 
limits of the target devices. 
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5 Conclusion 

In this paper we have surveyed current approaches to the very challenging prob- 
lem of design-space-exploration (DSE) for reconfigurable computing architec- 
tures with an emphasis on FPGA-based architectures. We have described the 
role of program analysis in selecting possible program transformation and of es- 
timation in accelerating the evaluation of the impact of those transformations. 
We have described a unified approach for DSE that combines, program analy- 
sis, estimation, modeling and learning techniques. Successfully integrating these 
techniques in a coherent and self-consistent system might prove to be the biggest 
challenge. While we are far from being able to evaluate the feasibility and effec- 
tiveness of such a comprehensive system, the preliminary experimental results 
presented here validate specific aspects of the proposed approach. 
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Abstract. Loop unrolling plays an important role in compilation for Recon- 
figurable Processing Units (RPUs) as it exposes operator parallelism and en- 
ables other transformations ie.g., scalar replacement). Deciding when and where 
to apply loop unrolling, either fully or partially, leads to large design space ex- 
ploration problems. In order to cope with these vast spaces, researchers have ex- 
plored the application of design estimation techniques. Using estimation, tools 
can conduct early evaluation of the impact and interplay of transformations in 
both the required resources and expected performance. In this paper we present 
some of the current approaches and issues related to estimation of the loop un- 
rolling impact when targeting RPUs. 



1 Introduction 

Reconfigurable systems offer the promise of significant performance improvements 
over traditional computing architectures as they allow for the development of custom 
data-path structures suitable to each computation particular needs. For example, a 
data-intensive computation might take advantage of a large number of multiply- 
accumulate units whereas an image-processing, memory-intensive computation can 
use a customized tapped-delay line storage structure to hold windows of pixel values. 

Unfortunately, programming such systems requires programmers to assume the role 
of hardware designers and master hardware-oriented programming languages, making 
reconfigurable computing technology inaccessible to a wider audience. The typical 
approach to map computations to RPUs requires programmers to engage in a lengthy 
and error-prone design cycle. Programmers will apply a sequence of transformations 
attempting to expose more concurrency in their computations, and then use existing 
tools to generate a working hardware design specification. 

The variety of transformations programmers can apply to their computations when 
mapping them to RPUs leads to an immense search exploration problem. The use of 
pragmas to control the application of program transformations (e.g., [1]) leads to in- 
flexible mapping strategies that need to be updated when the target hardware changes. 
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In addition, it limits the definition of optimization strategies to the syntax and capabili- 
ties of the pragma interface. Empirical approaches (e.g., [2]) might not be viable when 
compiling to RPUs. The transform-and-test is very time-consuming as it typically 
includes low-level synthesis and Place-and-Route (P&R) steps. In addition, and unlike 
in traditional processor architectures, the designs resulting from the application of a set 
of program transformations might be infeasible if they do not fit in the available RPU 
resources or require a clock rate that is unsupported. 

To mitigate the practical issues in dealing with such vast design spaces, researchers 
have successfully used estimation techniques, in addition to well defined criteria [3], 
to aggressively search large spaces while yielding designs that are very close to de- 
signs that programmers would be able to derive. Other authors have also used estima- 
tions coupled with program analysis and modeling to show that it is possible to predict 
the impact of various loop transformations when mapping computations to hardware 
designs for Field-Programmable-Gate- Arrays (FPGAs) [4]. 

In this paper we focus on area and performance estimation approaches for the ap- 
plication for a very important program transformation - loop unrolling. Unrolling of a 
loop mainly consists of replications of its body corresponding to consecutive itera- 
tions. This transformation is always legal, as it always respects the program control 
and data dependences, and exposes to the body of the unrolled loop a potentially large 
number of parallel operations. Unrolling enables the exploitation of Instruction-Level- 
Paralellism (IFP) subject to the data and control dependences. Even when the number 
of the exposed operators exceeds the number of available functional units, it is possi- 
ble through the use of virtualization and resource sharing techniques to exploit the 
available computational parallelism. In addition, loop unrolling, in particular when 
unrolled fully, can enable the reuse of data across the newly exposed inner loop lead- 
ing to a substantial reduction of the number of memory access if the reused data is 
kept in registers. 

Despite its extensive use in high-end and embedded computing arenas, loop unroll- 
ing in the context of reconfigurable computing architectures exhibits new trade-offs 
and implementation issues. In this paper we address issues concerning the estimation 
of the impact of loop unrolling in reconfigurable computing architectures, surveying 
recent approaches, and presenting what we believe are still open research issues. We 
also present results that illustrate the benefits of estimation loop unrolling for a spe- 
cific reconfigurable architecture, the XPP [5], and for two specific kernels. 

This paper is organized as follows. In section 2 we outline a generic compilation 
flow for reconfigurable architectures and sketch the role of estimation in section 3. In 
section 4 we survey current methods for predicting the impact of loop unrolling. In 
section 5 we briefly present a new method for estimation of loop unrolling and present 
some experimental results of the application of this method. In section 6 we describe a 
set of open issues and conclude in section 7. 



2 Compilation for Reconfigurable Computing Platforms 

Researchers have developed numerous approaches to facilitate the task of mapping 
computations expressed in high-level abstractions to reconfigurable architectures [6]. 
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In Figure 1 we illustrate a generic compilation and synthesis flow for reconfigurable 
architectures. The front-end exposes fine-grain as well as coarse-grain parallelism, 
through the application of architecture-driven optimizations (e.g., floating- to fixed- 
point transformations, bit-width narrowing, etc.) and architecture-neutral transforma- 
tions (e.g., loop transformations). More advanced transformations include data parti- 
tioning of the array variables across multiple memories and/or the replication of read- 
only variables, in order to increase overall data bandwidth availability. 

As contemporary reconfigurable computing platforms include microprocessors, 
typically assuming the role of host processors, the front-end must also partition the 
computation between the microprocessor and the RPUs. This partitioning might be 
guided by performance’s maximization, energy savings, design costs, etc. The compu- 
tation assigned to the processors is compiled using their native compiler and includes a 
library to interact with the RPU via a set of predefined memory-mapped registers [7] 
or via communication library internals structures [8]. 



Description 

of 

Computations 



RW/SW Partitioning 



Parallelization 
Code transformations 
Floating point to Fixed 
point conversion 
Bit width narrowing 
Bit optimizations 
Array Partitioning 




Commercial Synthesis 
Tools 



Behavioral 

Synthesis 

i 



Logic 

Synthesis 



Fig. 1. Typical compilation flow for reconfigurable computing platforms 



After the high-level Hardware/Software partitioning carried out by the front-end, 
the flow engages in a series of architecture-aware transformations. For example, the 
system can perform temporal and spatial partitioning. Temporal partitioning refers to 
the splitting of the input program in sections that will be executed by time-sharing the 
RPUs, whereas, spatial partitioning refers to the splitting of the input program in sec- 
tions that will be executed on multiple RPUs. Overall resource allocation (e.g,. map- 
ping of variables to memories, striping of array across memories), binding and sched- 
uled is performed at this stage. As the last phases, and once a scheduled is defined, the 
flow may use architecture-dependent synthesis tools to generate the executable code 
for the various RPUs. For example, systems that use FPGAs can use existing commer- 
cial synthesis tools (e.g., Monet™ and Synopsys BC™). Others have developed their 
own tools geared towards specific features of their target reconfigurable architectures 
(e.g., [9]). 

Loop constructs play an important role in the specification of a large class of array- 
based computations, ranging from matrix operations to digital image processing opera- 
tors. A number of loop transformations (e.g., unrolling, tiling, distribution (fission), 
jamming (fusion), interchanging and reversal) [10] transform the original code to 
improve specific aspects of the execution (e.g., memory footprint, energy) or simply 
enable other more profitable transformations. 
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Loop unrolling is a commonly used transformation as it decreases the loop over- 
head while increasing the opportunities for ILP. Unrolling a loop by a factor of N is 
accomplished by replicating the statements of the body corresponding to N consecu- 
tive iterations and propagating the iteration index to the corresponding statements. 
Unrolling is also used to expose more array references and therefore facilitate data 
reuse in the unrolled loops. Occasionally, due to I/O constraints and lack of further 
potential for optimizations, unrolling is either infeasible or simply non-profitable. 

As an example, consider the smooth image processing kernel presented in Figure 
2a. In this example we have a 2-dimensional FIR filtering kernel, over an array vari- 
able representing an input image, using a 3-by-3 window. Figure 2b depicts a simple 
1 -dimensional FIR filtering kernel used in our experiments in section 5. 

Figure 3 presents results obtained by compiling, with the XPP-VC compiler [11], 
the example to the XPP platform [5], exploring loop unrolling. The results show both 
the achieved speedups and the ratio of required resources with loop unrolling versus 
the original implementation. Mapping the original source code without code transfor- 
mations might not expose sufficient operation level parallelism to justify its execution 
in an RPU. The exploration of loop unrolling of the four available loops may lead to 
distinct and often substantial performance improvements. 

const int K[9] = {...}; 

f or (r=0 ; r<DIM; r++) { // LI 

for (c=0 ; C<DIM; C++) { // L2 

sum = 0 ; 

f or (rw=0 ; rw<3 ; rw++) { // L3 

f or (cw=0 ; cw<3 ; CW++) { // L4 

sum+=IN [r*DIM+c+rw*DIM+cw] 

*K [rw*3+cw] ; 

1 

} 

sum = sum » 4 ; 

OUT [r*Dim + c] = sum; 

1 

} . . . 

(a) 

Fig. 2. Examples: (a) smooth image processing filter (2D-FIR); (b) ID-FIR 

As revealed by this simple example, there are many choices of unrolling amounts 
for the various loops in a computation. A problem facing programmers is on how to 
find a good, or even optimal, loop unrolling factor that will lead to the best perform- 
ance for a certain set of resource constraints. 

3 Role of Estimation 

Estimation (e.g., of size or latency) plays an important role in helping a compiler to 
quickly evaluate a wide range of transformations with respect to their impact on the 
quality of the resulting design. A compiler/synthesis tool can use estimates to quickly 



#define M 128 // #samples 
#define N 18 // #taps 

const int h [N] = {...}; 

for ( j =0 ; j <M; j ++) { // LI 

sum = 0 ; 

f or ( i=0 ; i<N; i++) { // L2 

sum += X [i+j ] *h [i] ; 

} 

y[j] = sum » 15; 

1 



(b) 
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navigate a large design space, in effect performing a design- space-exploration (DSE), 
which would otherwise be impractical for the average designer. 




Fig. 3. Effects of loop unrolling when mapping a 2D-FIR example on the XPP reconfigurable 
array. Each array variable is mapped to a distinct memory 

The work in the DEFACTO project illustrates the benefit of using area and clock 
rate estimates from Behavioral Synthesis. The DEFACTO compiler uses two metrics 
of goodness for the designs, balance and efficiency in guiding the application of loop 
unrolling for FPGA designs. The compiler attempts to unroll as much as possible until 
it reaches a balanced design or begins suffering from diminishing returns [3] in the 
resulting design This limited experience shows that even using estimates, as opposed 
to the real implementation metrics, allows a compiler to make correct decisions about 
which loop unrolling factors to apply [4]. 

Linear regression techniques have been used in the MATCH compiler [12] to 
model the number of resources and the delay of library operators (e.g., arithmetic units 
with varying bit-widths) for FPGA designs. To account for the additional resources 
after P&R, a multiplier factor is used. With respect to mapping Matlab descriptions, 
the authors have reported predictions within 16% of the total resources used and 
withinl3% of the attained clock frequency. 

When targeting coarse-grained RPUs, one can perform estimation of high-level 
constructs directly to the RPU resources avoiding some intermediate mapping steps. In 
the case of bit- widths surpassing the granularity of the RPU, a decomposition interme- 
diate step is required. Irrespective of the target architecture granularity, a pressing 
issue with reconfigurable architectures is the difficulty in predicting the extra re- 
sources after the P&R phase as, for robustness, most of existing commercial tools use 
simulated annealing techniques. Nevertheless, other authors have shown that it is pos- 
sible to combine empirical modeling and behavioral synthesis estimation to predict the 
size of complete FPGA-based designs [13]. 

4 Predicting the Impact of Loop Unrolling 

We now briefly describe recent approaches in predicting the impact of loop unrolling 
for mapping computation to reconfigurable and embedded platforms. In general, exist- 
ing efforts have focused on well-behaved loops i.e., loops without irregular control 
flow, and statically known iteration space, for which there is wealth of static program 
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analysis information. In [14] the authors describe an algorithm to find the optimal loop 
unrolling factors for nested loops when targeting VLIW processors. The method, 
which can be adapted to reconfigurable architectures, considers a saturation factor due 
to instruction cache limit bearing similarities to the resource constraints on RPUs. In 
[15] the authors describe an approach to predict the impact of various loop optimiza- 
tions on cache performance in the context of embedded processors. For each loop 
transformation the authors present an analytical model that captures loop header and 
array references characteristics. 

Liao et. al. [16] present an approach to estimate the impact of the loop unrolling 
factor and software pipelining on innermost loops. The approach requires some runs 
(i.e., loop unrolling is performed for some cases) to tune the parameters used by ana- 
lytical models (for number of resources and performance). Specifically, P&R is real- 
ized for a number of design instances and then a linear approximation method is used. 
The model is not powerful enough to fully estimate the optimum unrolling factor and 
the use of software pipelining, given the resource constraints, without the use of in- 
struction scheduling and/or the results of a number of solutions in the huge design 
space exploration. Although the results are very promising, there is no strong evidence 
that the model works for other type of loops and the needed runs make difficult to use 
it in an exploration environment. However, since in some benchmarks only the inner- 
most loops are migrated to the reconfigurable logic of the computing system, the ap- 
proach can truly assist design decisions. 

Finally, So et. al. [3] describe a fully automated system where the compiler uses 
behavioral synthesis estimates along with balance and efficiency metrics to guide the 
application of loop unrolling to both inner and outermost loops in a nest. 

Although some proposed techniques may be applied, such as enhanced DSE ap- 
proaches without revealing all the design space, it is obvious that research on tech- 
niques to find optimal unrolling factors without explicitly carry out unrolling and 
without traversing the entire compilation flow are required. With respect to compila- 
tion for RPUs, techniques exploring the unrolling factor without generating the hard- 
ware for each implementation and/or without mapping each design will truly help 
design decisions. 

5 New Approach 

We now describe a new model to predict the impact of full loop unrolling on the exe- 
cution time and on the number of required resources, without explicitly performing it. 
Note that with respect to execution time only relative accuracy is needed. The estima- 
tion of the number of resources needed may only also need relative accuracy if accu- 
rate numbers about the implementation of the original code can be obtained. 

In this approach each loop is labeled with the following parameters: number of it- 
erations (/ter); number of cycles of the critical path length of the loop body not taking 
into account to inner loops latency (CPL); maximum number of successive memory 
accesses to each memory contributing to the CPL {maxSucMem)-, remain number of 
memory accesses in the CPL (restMem)', number of cycles of the CPL only devoted to 
computing (Comp)', number of resources for the loop body and for loop control; num- 
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ber of resources specially used to index each array variable (which are removed if the 
array is eliminated); and an identifier of the loop status (i.e., unrolled or not). 

The estimation of the CPL and the number of cycles devoted to memory accesses 
for each loop body is achieved by doing a static list scheduling, assuming a previous 
binding of array variables to the memories of the system. To estimate the execution 
cost of loop i, we consider equations (1), (2), and (3) when the loop is pipelined, the 
loop is fully unrolled, or the loop is neither fully unrolled nor pipelined, respectively. 
We assume that only innermost loops are pipelined. 

ExecCostLoop, = LoopCtr^^^^^^ + + CPL, + {Iter, - 1) x Pipe, ( i ) 

ExecCostLoop, = + CPL, + (Iter, - 1) x Pipe, ( 2 ) 

ExecCostLo op, = LoopCtr^^^^,^^ + (R,,,,,,,. + CPL, ) x Iter, ( 3 ) 

In the equations above LoopCtr^^^^^^^ and Rg„„i,i,ad represent execution cost over- 
heads of each loop control structure and for having a number of references to the same 
memory, respectively; Pipe, represents the length of each pipelining stage or max- 
SucMem, when the former exceeds the pipeline stage. Note that Rg„,,rhead^ Pip^i^ and 
CPL, can have different values for the same loop, since full unrolling may increase or 
decrease the number of references to the same memory. 

Each array reference in the original code is represented by a Reference Vector (RV) 
of N elements, where N is the maximum number of nested loops plus one. For the 
example in Figure 2a we obtain the RVs depicted in Figure 4a. The first element from 
left represents the root code and is referred by level 0. The other elements represent 
nested levels from the outermost to the innermost loop. The rightmost number element 
corresponds to an array reference in the body of the loop related to that vector element 
(e.g., the rightmost 1 in reference IN is related to the reference in loop F4). The sym- 
bol _L represents the absence of references in the corresponding loop. 

When a loop is unrolled, the number of references is updated by multiplying the 
number of iterations of the loop being unrolled by the number of references of each 
RV’s element, starting on the element positioned at that loop to the leftmost element 
(outermost level). This accounts for the fact that an RV with references in a certain 
loop body may have, after loop unrolling, a different number of references to the array 
variable (see Figure 4 for some examples). 

Yet another parameter represents the case when some references can be removed 
from the code as due to unrolling if they become loop invariant. For instance, refer- 
ences to array K can be removed if loops F3 and F4 are both fully unrolled. This in- 
formation is represented in the model with information defining when the reference is 
removed (e.g., remove RV#3 when the element 3 equals 9, means that when the num- 
ber of references in position loop 3 of RV#3 is 9, the references represented by this 
reference vector can be removed). Information about when data reuse can be ex- 
ploited, by e.g., adding rotating registers, is specified in a similar way. Each RV is 
also labelled with the number of resources used by common sub-expressions when the 
loop is unrolled, the number of resources related to the array access and the contribu- 
tion of each reference to the maxSucMem and restMem parameters. 
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RV#l(load, memID, IN): 


IN: 


IN: 


IN: 


<1; I; 1; I; 1> 


<3; 3; 3; 3; 3> 


<14; 1; 1; I; 1> 


<42; 3; 3; 3; I> 


RV#2(load, memID, K): 


K: 


K: 


K: 


<1; I; 1; I; 1> 


<3; 3; 3; 3; 3> 


<14; I; 1; I; 1> 


<42; 3; 3; 3; I> 


RV#3(store, memID, OUT): 


OUT: 


OUT: 


OUT: 


<1; I; l;±;i> 


<1; 1; 1;±;±> 


<14; I; l;±;i> 


<14; 1; 1;-L;-L> 


(a) 


(b) 


(c) 


(d) 



Fig. 4. Reference Vectors: (a) for the original code of Figure 2a; (b) loop L4 (3 iterations) is 
unrolled; (c) loop LI (14 iterations) is unrolled and then (d) loop L2 is also unrolled 

The estimation of the number of resources is based on the computational structures 
present at the source level. When a loop is unrolled, usually a simple multiplication of 
the resources for the loop body by the number of iterations is sufficient to determine 
the total number of resources. The number of resources for the memory accesses takes 
into account the structures of MUX/DEMUX-type operations needed. 

We used the reference vectors approach described above to explore full loop unroll- 
ing when targeting the XPP, a coarse-grained, data-driven, reconfigurable array [5]. In 
these experiments we use the two examples shown in Figure 2 and automatically ob- 
tain the results for all possible fully unrolling cases of the loops in each code. The 
results in Figure 5 illustrate the resource and execution cost ratios (real and estimated) 
between the mapping of the original code and when unrolling of certain loops is per- 
formed. For the 2D-FIR (Figure 5a) the ratios are for the following unrolled loops: (a) 
L4; (b) L3; (c) L3 and L4. For the ID-FIR (Figure 5b) the ratios are related to the 
innermost loop unrolled for four numbers of taps. 





(a) 2D-FIR 



(b) ID-FIR 



Fig. 5. Comparison between estimations and real results 



Despite tracking very well the observed implementation for the various cases, we 
notice some, non-negligible mismatch on the relative accuracy between the predicted 
and observed execution time. Since the overall latency predictor considers optimally 
pipelined loops, mismatches are subject to occur when, due to resource constraints, 
full pipeline balancing is not achieved. In order to predict such difficult effect further 
study and experimentation is required. Notice also that the reference vectors furnish a 
suitable model to traverse the complex design space offered by loop unrolling. 
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6 Open Issues 

The estimation of loop transformations are of great importance since the exploration 
spaces can be too large and therefore very time consuming. With respect to loop un- 
rolling the following issues require further research: 

• Loop unrolling can be applied to achieve better performance but its use can lead to 
designs requiring more resources than the available. Thus, the exploitation of loop 
unrolling also needs to take into account the use of temporal partitioning, assisted 
with loop distribution and loop dissevering [17]. 

• Loop unrolling usually conduces to other optimizations but such effects are not 
easy to quantify without performing it. For instance, it might further lead to substi- 
tution of more subsequent memory accesses by shift- or rotate-registers (also 
named as register promotion). This eliminates redundant memory accesses across 
loop iterations by reusing data fetched in earlier accesses and cached in registers. 

• Due to the additional resources needed for loop pipelining, predictors should be 
able to quantify the trade-off between resources and achieved performance. 

• Other loop transformations are even more difficult to predict but they might be 
required to achieve acceptable performance gains. For instance, loop strip-mining 
can be applied to inner loops to create two loops nested, which may permit the par- 
allelization of instances of the new inner loop when each instance computes on data 
sets located on different memories, or on the same memory with more than one 
port. Loop merging (fusion) can increase the efficiency of loop pipelining. 

• Another aspect is that loop unrolling has been focused mostly on innermost loops. 
Despite its importance, the impact of unroll-and-jam is difficult to predict since the 
technique requires partial unrolling of an outer loop and then fusion of the inner 
loops. Outermost unrolling without jamming leads to the creation of multiple inner 
loops which can be transformed independently for different purposes. This trans- 
formation might be relevant when targeting heterogeneous architectures. 

Several researchers have recently addressed some of these efforts. For example, the 
subject of scalar replacement in the context of compilation for FPGAs has been cov- 
ered by So et al. [18]. They have focused on determining the number of registers re- 
quired to capture the reuse in a given loop nest at all levels of the loop hierarchy. 

The scheme proposed in this paper has some advantages to the current used models. 
It does not require the presence of perfected nested loops and it furnishes a mechanism 
to automatically traverse the design space without explicitly performing loop unroll- 
ing. However, further experiments must be done to continuing the model validation 
and evaluation and to include partial loop unrolling prediction. 

7 Conclusion 

This paper discusses some of the emerging modeling techniques to predict the impact 
of loop unrolling when mapping loops to reconfigurable computing architectures in 
terms of number of resources and performance. The techniques vary widely for fine- 
and coarse-grain reconfigurable architectures and several success cases have been 
reported in the literature for limited contexts warranting further research. 
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Abstract. This paper presents some interesting concepts of static dataflow ma- 
chines that can be used by reconfigurable computing architectures. We intro- 
duce some data-driven reconfigurable arrays and summarize techniques to map 
imperative software programs to those architectures, some of them being focus 
of current research work. In particular, we briefly present a novel technique for 
pipelining loops. Experiments with the technique confirm important improve- 
ments over the use of conventional loop pipelining. Hence, the technique proves 
to be an efficient approach to map loops to coarse-grained reconfigurable archi- 
tectures employing a static dataflow computational model. 



1 Introduction 

Dataflow machines [1] have been promising to overcome the poor-support of parallel- 
ism of von Neumann architectures since the early 70’ s [2]. However, their envisaged 
use has been transcended by efforts on augmenting the parallel processing capabilities 
of traditional processors (e.g., VLIW). There is now a strong believe that it will be 
very difficult to take full advantage of the Moore’s Law using traditional processor 
architectures. Since dataflow computing is a natural paradigm to process data streams, 
it is a very promising solution for stream-based computations, which indeed are be- 
coming increasingly important. Some researchers have already focused on synthesiz- 
ing programs to ASICs behaving in a static dataflow fashion [3]. One of the reasons is 
the avoidance of centralized control units, which is an ideated goal since the evidence 
that interconnection delays are becoming preponderating. 

Processor arrays, namely wavefront [4] and data-driven arrays [5], have been intro- 
duced in the 80’ s. They devised a scalable and effective fashion to directly support the 
dataflow computational model and have been revived by some reconfigurable archi- 
tectures (e.g., KressArray [6]). The dataflow computing model has been used in signal 
processing and other applications. Recently, research efforts on dataflow computing 
have been conducted (see, for instance, [7]), especially its usage in reconfigurable 
computing due to the fact that it naturally supports computing in space. Asynchronous 
dataflow FPGAs (Field Programmable Gate Arrays) [8] and coarse-grained architec- 
tures with dataflow semantics (e.g., WaveScalar [9]) are focus of recent research ef- 
forts with encouraging results. 
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Coarse-grained reconfigurable architectures (see e.g., [10] for information on sev- 
eral architectures) are promising computing platforms. Some of them mix concepts of 
data-driven arrays with the reconfiguration properties of the programmable logic de- 
vices (e.g., FPGAs). Two such examples are the KressArray [6] and the XPP [11]. 
Although using coarse-grained architectures significant speedups have been achieved, 
the capability to compile from a high-level imperative programming language, and to 
still achieving noticeable speedup impact, has not been fully proved, apart from results 
on mapping specific algorithms. One of the reasons is the reduced focus on research- 
ing reconfigurable architectures to unburden the compilation phases and to map more 
effectively some typical computational structures. 

This paper examines some of the most relevant characteristics of the reconfigurable 
architectures, operating under the dataflow computational model, introduces some 
compilation techniques to target static dataflow reconfigurable architectures, illus- 
trates some architecture operations to assist compilation, and shows a new loop pipe- 
lining technique, named self loop pipelining (SLP). Moreover, this paper also aims to 
address the following questions: 

• With respect to other reconfigurable architectures, are data-driven architectures a 

better target for software compilation? 

• What is the impact when using self loop pipelining! 

This paper is organized as follows. Next section introduces some of the coarse- 
grained, data-driven, reconfigurable architectures. Section 3 briefly explains some 
architecture features to support computational structures, and section 4 summarizes 
compilation techniques for those architectures. Section 5 explains the SLP technique, 
and focuses on the impact of the technique on a number of benchmarks. Finally, con- 
cluding remarks and ongoing and future work issues are sketched in section 6. 



2 Data-Driven Array Architectures 

Data-driven architectures usually use a handshaking protocol to control the data flow, 
in such a way that the execution of each functional unit (FU) starts when data is pre- 
sent in the required inputs and next result can start to be computed or output (due to 
previous consumption or absence of output tokens). 

Specific hardware implementations can be constructed using FUs or regions of FUs 
behaving according to the static dataflow model (e.g., [3]). As has been aforemen- 
tioned, another approach is the use of data-driven reconfigurable arrays (e.g., [11]), 
either working asynchronous, synchronously, or both. Note, however, that the static 
dataflow computing model [1] is the simplest to implement in VLSI. There is no 
strong evidence the complexity required by the dynamic dataflow model [1] is worth 
to be implemented (it permits to directly map recursive functions, e.g., [12]). 

A data-driven array mainly consists of a matrix of NxM PEs and interconnection 
resources (as an example, see in Figure 1 a simple scheme of the XPP architecture 
[11]). Dataflow operations, which are implemented by PEs, include usual arithmetic 
and logic operations, and especial operations to deal with conditional branches. 
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Conditional branches require BRANCH (SWITCH, DISTRIBUTOR, or DEMUX) and 
MERGE (JOIN, SELECT, or MUX) operations [1]. BRANCH is used to route data items 




to one of the two outputs 
based on a control event 
(usually named control to- 
ken). Standard MERGE op- 
erations do not have an ena- 
bling rule and just output the 
first data item present in one 
of the two inputs. There are, 
however, different imple- 
mentations of MERGE. One 
MERGE uses a control signal 
to select between the two 



Fig. 1. Simple diagram of the PACT XPP architecture 
(notice that the picture does not show many architecture’s 
details). PAEs are elements of the architecture that can 
include an ALU or a memory. The PAEs with memories are 
located in the left and rightmost columns of the array. Each 
PAE also includes two more elements: EREG and BREG. 



input data tokens and dis- 
cards the data token (i.e., the 
token is consumed but not 
copied to the output) not 
selected. According to the 
enabling rule, there are also 



These elements can perform special operations and can be different MERGE implemen- 
used as pipeline stages tations. One only triggers the 



execution when the control 



token and the two data tokens are ready, the other one triggers the execution as soon as 
the control token and the selected data token are ready (this type of evaluation is called 
lenient in [3]). 

Other special operators are specifically used to discard tokens, e.g., the T- and F- 
Gates used in some dataflow machines, which copy input data to output when the 
control token has value “true” or when has value “false”, respectively [2]. 

Enhanced dataflow architectures integrate the semantics of imperative program- 
ming languages to manipulate array variables (e.g., load/store operations). Two strate- 
gies are used for load/store ordering: ordering conducted according to statically label- 
ing of program references (e.g., WaveScalar [9]); ordering explicitly accomplished by 
control tokens (e.g., XPP [11]). When memories are located in special PEs, array 
structures are used to access them, and MERGE operations without discard are needed 
to multiplex data tokens (e.g., XPP). Other architectures use a data sequencer to 
stream data to the array (e.g., KressArray). 

The interconnections are responsible to flow data and control tokens. Their bit- 
width is a property dependent on the granularity of the PE. Architectures with explicit 
lines for control events also include 1-bit width interconnections (e.g., XPP). Others 
use the data buses to flow either data or control tokens. Note that each interconnection 



implicitly has lines to implement the handshake mechanism. 

Each configuration defines the operations in the PEs and the interconnections 
among them. Additional units are needed to control array reconfiguration. Eor effi- 
cient support of the configuration flow, architectures may include on-chip configura- 
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tion manager (CM) and configuration cache (CC), as is the case of the XPP. Such 
amenities enable efficient and effective implementations of large programs by using 
temporal partitioning, especially when the number of resources to map a given algo- 
rithm exceeds the array resources [13] [14], 

Table 1 illustrates some of the characteristics of four data-driven arrays: Function 
Processor [12], KressArray [6], WASMIl [16], XPP [11], and WaveScalar [9], The 
first three were introduced in the early 90’ s. They have been pioneer work, as far as 
reconfigurable computing is concerned. The XPP is a commercial architecture intro- 
duced in the late 90’ s. The WaveScalar is one of the most recent research efforts at- 
tempting to build a decentralized dataflow machine and was introduced in the begin- 
ning of the 2000’ s. 

Among several distinguishing features, we choose the schemes used to support 
load/store operations, to map loops, some differences in the operations and intercon- 
nect structures of the array and on the static or dynamic dataflow model of computa- 
tion, as the main representative ones. Some of the arrays use special horizontal and 
vertical buses (e.g., XPP), others explicitly use PEs for routing and provide intercon- 
nections between PEs in a mesh (e.g., KressArray) or in a hexagonal topology (e.g.. 
Function Processor). Although some advantages and disadvantages of using different 
properties may be enumerated, a study of the impact of those properties, on, e.g., per- 
formance, is still required. Notice, however, that with respect to reconfiguration sup- 
port several differences could be sketched. 

Table 1. Data-driven array architectures. (1) on inputs of each cell (configured as FIFOs or 
LIFOs); (2) Input/output queues, to store data for different waves; (3) A data-sequencer streams 
data to array; (4) Explicit connections to on- and off-chip memories; (5) Load/store operations 
can be performed in any PE 



Architecture 


Dataflow 

Model 


Programming Language 


Special 
buffers 
in EUs? 


Memory 

semantics 


Function Processor [12] 


Dynamic 


Functional programming language 


Yes^b 


No 


KressArray [6] 


Static 


ALE-X (C-based) 


No 


No(3) 


WASMIl [16] 


Static 


Dataflow language (DEC) 


No 


No 


XPP [11] 


Static 


C or NML (native language) 


No 


Yes<4) 


WaveScalar [9] 


Dynamic 


C 


YesC) 


Yes® 



3 Support to Computational Structures 

Besides work on using dataflow languages to program data-driven arrays [1], some 
efforts have been conducted to use imperative programming languages (e.g., [17]). 
Flowever, lack of specific machine operations to effectively support high-level lan- 
guages has been one of the major difficulties to attain more efficient compilation re- 
sults. Although apparently tailored for computations alike the ones described in high- 
level languages, coarse-grained reconfigurable architectures require further research 
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both on compiler techniques and on operators support. For instance, special functi- 
onalities can be directly supported by primitive operations. One of such features per- 
mits to implement a counter with a single PE of the architecture (as is the case in the 
XPP). The counter is one of the operators that truly assists the mapping of high-level 
languages, specifically well-behaved FOR loops. 

Another example is the support of load/store operators in any PE of the architecture 
(e.g., WaveScalar), without needing to route, for instance, PEs to a port (e.g., with 
selection capability) of the specific memory cell. One or more buses can be provided 
to exclusively access memories. Special labeling of the array references in the code 
[9] and arbitration in order to preserve load/store ordering can be used. 

Another issue arises when, in a certain configuration, array resources need to be 
shared. This needs special control, to route distinct sources by the correct order to the 
input of the cell being shared, and to route each data item being output from the shared 
cell to the correct destination. This kind of structures can be implemented by SWITCH 
and MERGE operators and using control structures to generate the correct event se- 
quences to accomplish the correct paths. The shared resources can be I/O ports for 
streaming data, which need to be steered to the correct PE (see Figure 2a). For this 
type of computations, two new operations can be ideated: SE-PAR and PAR-SE. They 
perform continuously serial to parallel and parallel to serial operations on the input 
data, respectively. SE-PAR has one input (A) and two outputs (X and Y). The operator 
repeatedly alternates data on the input to either X and Y (see Figure 2b). PAR-SE has 
two inputs (A and B) and one output (X). It repeatedly outputs to X the inputs in A 
and B, in an alternating fashion. Both operators can really assist compilation, fully 
decentralizes the needed control, without requiring additional resources. 




Fig. 2. Routing sequentially each item in a data stream to a distinct destination. Use of 
SWITCH operators and control structures to create a different path for each item: (a) a central- 
ized; (b) decentralized; (c) naturally decentralized by using SE-PAR operators 

MERGE operators with lenient behavior have been already used in [3]. They are 
important for conditional constructs, because they permit to continue computing as 
soon as data produced on the selected branch arrive (no need to wait for the data pro- 
duced by the other branches). 

In this type of architectures pipelining is, as in other computational models, very 
important. Register stages are added to full balance different paths in order to achieve 
maximum throughput. When PEs with input/output EIFOs are used, pipeline balancing 
may in some cases be naturally achieved without adding extra pipeline stages (and 
thus sophisticated pipeline balancing algorithms are not required). However, a study 
about the impact of FIFOs’ size on the achieved performance for a set of representa- 
tive benchmarks needs to be carried out. FIFO queues are also important structures for 
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some implementations, especially when a delay of some stages is needed. This can be 
accomplished using a number of simple FIFOs in sequence, but that may require sev- 
eral PEs. Therefore, their direct support should be considered. 

The presented schemes can be directly supported by data-driven arrays to assist the 
mapping of computational structures described in high-level languages. Moreover, 
they enclose the necessity to experimentally evaluate some design decisions in order to 
design a new data-driven array. 

As a final remark, when compiling to reconfigurable hardware (see, for instance, 
[15]), a specific architecture to implement the input algorithm is synthesized. The 
architecture is usually composed of a data-path and a centralized control unit. Opera- 
tions performed by the data-path are statically schedule and its execution is then con- 
trolled by the FSM (Finite State Machine) generated from the scheduling. Being a 
centralized control mechanism, it leads to difficulties to achieve the maximum per- 
formance, since the complexity to fully pipeline large examples and to tune the timing 
constraints to be used by place and route tools. Data-driven arrays do not need a cen- 
tralized control unit, the operations are not statically schedule, and it is the data flow 
that dynamically imposes the execution of a particular operation (notice, however, that 
it is possible to statically define an order among operations using control tokens). Both 
data and control tokens flow concurrently through the array structures, and the imple- 
mentation therefore naturally exposes fine-grain parallelism and multiple flows of 
control. 



4 Compiling to Dataflow Array Architectures 

Mapping computational structures to dataflow architectures is almost direct when 
straight-line code is input and each operation in the code can be directly implemented 
by a PE of the target architecture. The handshaking mechanism permits to abstract the 
mapping from the timing details associated when the computational structures are 
implemented using a data-path and a centralized control unit (timing-driven model). 

When mapping conditional constructs (such as if-then-else statements) MERGE and 
SWITCH operations can be used. These two operations can also be used to implement 
loops. SWITCH operations are used to select the data flow through the loop structures 
(during iterations) or to path it to the structures beyond the loop (after loop comple- 
tion). 

To map imperative programming languages to a dataflow machine, the input com- 
putational structures can be transformed to the Program Dependence Web (PDW) 
[18], a representation that extends the Static Single Assignment (SSA) form [19] and 
the Program Dependence Graph (PDG) [20]. The PDW contains all the needed infor- 
mation for control-, data-, and demand-driven interpretation, and thus it can be used to 
generate the DEG akin to the required dataflow structure. 

Selection points are explicitly represented in the SSA-form by O-functions. Those 
points can be directly implemented with MERGE operations with discard. The PDW 
uses the Gated Single Assignment (GSA) to generate the control conditions. Instead of 
using only the SSA O-functions, the PDW uses three types of functions (p, y, and r|). 




240 Joao M.P. Cardoso 



(j-functions are used to represent selection points between loop carried values and loop 
initializations (MERGE operation), y-functions are used to control forward data flow 
(MERGE operation). Finally, r|-functions are used to control passage of values out of 
loop bodies (i.e., they are used to forward final data values after loop completion). r|- 
functions can be translated to SWITCH nodes. Operations to forward a copy or to dis- 
card the input data item may also be used (e.g., T- and F-gate). Note that as opposite 
to non dataflow modes, where operations using a certain assignment are scheduled to 
time steps where data are already available, here we have to ensure that only data that 
must be used arrive to destination. 

To enable the firing of some operations, control tokens are used, either directly 
(i.e., as a form of predicate execution controlled by guards) or as control mechanisms 
to cease the data flow. Architectures with PEs with firing rules enabled by special 
control inputs can almost directly implement predicated execution (e.g., XPP). When 
these type of firing rules are not directly supported, special operators can be added to 
enable/disable the data flow to destinations. Nevertheless, when speculative execution 
is used enable/disable firing is not needed as long as the data generated in paths not 
taken are discarded. 

In the end, some transformations on the DFG may be necessary to be ready for 
placement and routing on the data-driven array. Pipeline balancing is usually per- 
formed during the place and route phase (e.g., XPP). 

Note however that for efficient compilation several optimizations are still required 
(see, for instance, [3]), such are the cases of software pipelining and elimination of 
redundant memory accesses (e.g., inter-iteration register promotion [21]). A novel 
dataflow specific optimization, called loop decoupling, has been introduced in [3]. It 
slices a loop into multiple independent loops that may run ahead from each other. To 
ensure that no data-dependences are violated they use a token generator operator. It 
dynamically controls the dependence distance between decoupled loop iterations. 



5 Self-loop Pipelining (SLP) 

One of the most efficient design optimizations is pipelining. Pipelining is a form of 
overlapping different steps of computations. The use of pipelining leads usually to 
significant performance improvements. With respect to loops, software pipelining is a 
fundamental technique to improve throughput. 

As far as dataflow computing is concerned, efficient loop execution has been 
achieved through dataflow software pipelining [22]. The approach uses balancing 
techniques to exploit maximum throughput. Balancing is achieved by the use of a 
certain number of register stages or FIFOs in each arc of the dataflow model. 

Consider the example in Figure 3 a. Figure 3b shows a pipelined implementation. 
The CNT module represents a counter which starts at a given number, increments by a 
certain quantity until a certain limit is not exceeded. Using a data-driven model with 
handshaking, the counter only furnishes a new value if the previous one has already 
been consumed. 
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To enable optimal software pipelining, full balancing of paths is required (see Fig- 
ure 3b), i.e., the counter indexing consecutive elements of the arrays A, B and C, re- 
quires that the two paths arriving to the destination memory where array C is located 
are balanced. The two paths are related to the operations computing the data items to 
be stored in the array C, and to the address generation structure. For balancing, ele- 
ments behaving as simple registers have been inserted. 

Now we briefly introduce self loop pipelining (SLP), a novel technique for pipelin- 
ing loops. Figure 3c shows the main concept. The original centralized counter, respon- 
sible for the control iterations of the FOR loop, is duplicated and now two decentral- 
ized counters are responsible for the loop control behavior. The counters are 
decoupled and synchronize indirectly due to the data flow. As is depicted, there are 
now two independent paths furnishing the index value (i) to access array elements. 
Note that another correct SLP implementation would use three counters (one for each 
memory). 




(a) (b) (C) 



Fig. 3. Loop pipelining on data-driven machines: (a) simple example - each array is mapped to a 
distinct memory; (b) traditional loop pipelining; (c) the proposed self loop pipelining technique. 
Rectangles in gray represent pipeline stages 

With SLP, loops are naturally executed in a pipelining fashion. The technique is 
based on duplicating the cyclic hardware structures responsible to loop control (in the 
example is implemented using a counter, but usually can be implemented using a 
hardware cyclic structure), in order they are autonomously executed, with synchroni- 
zation being naturally achieved by the data flow. It can be applied to all kind of loops 
(DO-WHILE, WHILE, and FOR), and also to nested loop structures. Using SLP, inner- 
most loops with conditional constructs can also be pipelined without conservative loop 
pipelining implementations (which are usually based on the maximum critical path 
length of the loop body). The technique requires fewer resources for balancing (i.e., 
fewer registers or smaller FIFOs) and less sophisticated balancing efforts than previ- 
ous software pipelining techniques. 

We have semi-automatically mapped some benchmarks to the XPP [11] using SLP. 
The architecture performs each PE operation and communicates data between ele- 
ments (i.e., PEs or interconnection registers) in a single clock cycle. 

The results are now compared with loop pipelining implementations automatically 
achieved with the XPP-VC compiler [17]. When applying SLP to various DSP kernels 
(max, auto correlation, weighted vector sum, block move, gourad, and median) [23], 
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performance improvements are achieved. With SLP we obtain from 1.2% to 68.4% 
fewer execution cycles, and even fewer needed PEs for most examples. 

The improvements achieved with SLP have origins in the more relaxed pipeline 
balancing requirements and in the unneeded matching of branches on conditional 
constructs to achieve the maximum throughput. 

Our ongoing work focuses on more experiments and on extending our compiler 
[15] to target static dataflow machines, including the use of the SLP technique. 



6 Conclusions 

This paper discusses some interesting reconfigurable array architectures computing in 
a dataflow fashion. Promising research efforts to compile imperative software lan- 
guages to those kinds of architectures are also introduced. One of the techniques is a 
novel form of loop pipelining, named self loop pipelining. 

Self loop pipelining can be used to pipeline loops in data-driven architectures based 
on the ready-acknowledge principle of operation. It involves replication of the hard- 
ware structures responsible for the control of loop iterations. The proposed technique 
has been applied for mapping a number of benchmarks to the XPP. Results, achieving 
performance improvements and fewer required resources, strongly confirm its impor- 
tance. Ongoing and future work aims compilation techniques to automatically apply 
the technique. Future work should also embrace experiments with static dataflow 
models with input/output FIFOs in the functional units. 
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Abstract. Third generation mobile telephony applications require very 
efficient architectures, often implemented as a System on a Chip (SoC). 
Designing such architectures from the specification of the application re- 
quires fast prototyping techniques based on models of computation as 
well as efficient prototyping platforms. We consider here the implemen- 
tation of a WCDMA uplink emitter and receiver on a Lyrtech hardware- 
software platform including a DSP and a fpga. We explain how the ap- 
plication can be explored using MatLab, Simulink, a DSP model, and 
the MnAlpha environment for high-level synthesis. The first results and 
conclusions of this exploration are presented and discussed. 



1 Introduction 

Third generation mobile telephony applications require very efficient architec- 
tures, most often implemented as a System on a Chip (SoC). Their complexity 
and the numerous design steps necessary to go from their high-level specification 
to their final implementation call for new methods to explore architectures for 
such applications. 

We present a case study of architecture exploration for the physical layer of 
a 3G mobile telephony application based on Wide-band Code Division Multiple 
Access (wcdma) [4,11]. Architecture proposals for wcdma are numerous and 
strongly depend on the algorithmic variants considered and on the targeted hard- 
ware. In [2], Dahmane et al. study the VLSI implementation of WCDMA receivers; 
Rajagopal et al. [10] consider Digital Signal Processor (dsp) implementation 
of multi-user channel estimation and detection algorithms for base station re- 
ceivers. In [7], the same authors compare the implementation of a rake receiver 
on a DSP, a Field Programmable Gate Array (fpga), and a new reconfigurable 
architecture called dart. 

Our exploration uses the SignalMaster Hardware-Software prototyping plat- 
form designed by Lyrtech^. This platform allows one to map some parts of a 
data-flow design on a DSP and/or on a fpga. The application is designed using 

* This work is supported by the 1ST project 2000-30 026, Ozone 
^ See http : //www. lyrtech. com/ 
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blocks of a Simulink library. Various tools allow one to generate C code from 
the blocks, and, provided equivalent vhdl descriptions are in the libraries, the 
same blocks can be mapped on a Xilinx Virtex-II fpga. The platform is de- 
livered with a software environment that provides interface adapters in order to 
automatically connect blocks that are mapped on different components. 

The design of an architecture for such a complex application faces several 
challenges. First, the structure of the application, as described by its initial speci- 
fication, is very different from that of the final implementation. Thus, application 
restructuring is compulsory: this is a very time-consuming and error-prone task. 

Second, each component of the design has to be targeted to a chosen technol- 
ogy for optimal performance: software on a general purpose processor, software 
on an DSP, special-purpose hardware, or static data on integrated memories. The 
generation of the targeted components may require a lot of effort, especially if 
optimized implementations are sought. 

Third, predicting and/or estimating the performances of each block on vari- 
ous target technologies is needed in order to drive the choice of the architecture. 
Again, this task is far from easy, since a good estimation requires a lot of effort 
as well as specialized tools. 

Finally, assembling and interconnecting components in the architecture is 
also a very difficult task, as interfaces are well-known to require as much effort 
to be designed than the components themselves. 

The remaining of this paper is organized as follows. In section 2, we describe 
the WCDMA application that served as a support for our exploration. Section 3 
presents the Lyrtech prototyping platform as well as a brief description of the 
MMAlpha software tool that was the basis for generating automatically vhdl 
blocks. In section 4, we detail the approach that we followed in order to explore 
architectures for this application. In section 5, we present the results obtained 
by following this methodology. Section 6 concludes this paper. 



2 The WCDMA Model 

WCDMA is a 3G asynchronous mobile communication system defined by the Eu- 
ropean norm. Signal is organized as 10 ms frames; a frame contains 15 slots, 
each one of which containing 2560 chips. The chip frequency is 3, 84Mcps. The 
WCDMA signal is modulated at 2 GHz in a frequency band of 5Mhz. The re- 
ceiver is a multi-user, multi-rate rake receiver using pilot bits. This model allows 
informations from several users to be transmitted, and it takes into account in- 
terferences due to the multiple paths followed by the signal while traveling from 
the emitter to the receiver. In this paper, we consider the WCDMA uplink, where 
the receiver is a base station collecting signals sent by several mobile users. 



2.1 Structure of the Emitter 



Fig. 1 shows the typical components of an emitter. 
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Fig. 1. Structure of a wcdma emitter. 



Signal spreading: multiplication of the input signal (both data and code) by 
orthogonal variable length codes (ovsf). In this step, data signal as well 
as control signal are oversampled and multiplied by a code that allows the 
receiver to separate the various users. 

Scrambling: the (complex) signal which results from spreading is multiplied 
by a complex code (here, a Kasami code). 

Filtering: the last step consists in applying a = 0.22 roll-off factor Nyquist 
filter to the oversampled scrambled signal. 



2.2 Structnre of the Receiver 

The receiver (in the base station) is much more complex, as it has to compensate 
for the transformations undergone by the signal in the transmission channel, and 
to cope with the multiple users and multiple paths interferences. We consider a 




Fig. 2. Two finger rake receiver. 



rake receiver [4] as shown in Fig. 2. Before entering a finger, the signal is filtered 
by the same Nyquist filter as seen in the emitter, then it is undersampled by 4, 
and finally, it is unscrambled thanks to a complex multiplication by the complex 
conjugates of the Kasami’s code. Each finger comprises the following elements 
(see Fig. 3) : 
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Fig. 3. Structure of a finger. 



Channel parameters estimation: the channel parameters (amplitude and 
phase) are estimated by means of pilot bits which are sent repeatedly as 
part of the control signal. The imaginary part of the signal is correlated 
with the OVSFQ code, then summed up. This gives a complex estimation 
of the phase and amplitude distortion of the channel. Its effect is mapped to 
the one slot delayed input signal in order to compensate for the effect of the 
channel. 

Despreading: the phase compensated output signal is despreaded using the 
(complete) OVSF codes. 



2.3 Characteristics of the wcdma Application 

A WCDMA emitter and receiver system is a complex application for several rea- 
sons. First, it contains some very high performance tasks (such as filtering) that 
require a dedicated VLSI implementation. Second, the various parts of the system 
have different clock rates, and this makes the control quite complex. It should 
also be noted that the above rake receiver is one of the simplest structure that 
one can consider. 
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3 The Lyrtech Prototyping Platform 

Our designs were built up xusing the SignalMaster environment of the LYRtech 
Signal Processing (lsp) company. SignalMaster is an autonomous, network acces- 
sible, prototyping hardware system. Its software environment allows a Simulink 
specification to be progressively implemented on a DSP and a fpga processor. 
Functional simulation, hardware/software co-simulation, real-time simulation, as 
well as optimization and debugging are possible. 

SignalMaster comprises two PCI bus connected hardware modules : a signal 
processing heterogeneous system based on a 167 Mhz tms C320C6701 Texas DSP, 
and a Xilinx XC2V3000 virtex II fpga processor. 

A VIM ( Velocity Interface Mezanine) connector and 125 Mhz, 12 bits, analog- 
numerical converters allow real-time acquisition of audio and video signal to be 
performed. 

Applications are developed on a host station. A communication controller 
handles Ethernet based data transfers between the system and its host station. 

To prototype applications, several softwares are available. MatLab and Si- 
mulink are used to model systems; Real-Time Workshop allows optimized C 
code to be generated from Simulink models; Code Composer Studio is the de- 
velopment environment for the tms320 dsp; System Cenerator allows fpga 
systems to be modeled and mapped from Simulink descriptions; vhdl syn- 
thesis for FPGA is achieved using the Leonardo Spectrum software; ModelSim 
allows one to co-simulate vhdl-Simulink descriptions; finally, Xilinx ISE 5.1 
is a placement/routing tool for the fpga. 

LSP provides two software modules (DSPlink and FPGAlink) to help generate 
software and/or hardware interfaces for either DSP or fpga systems. Various 
bus, serial, and register based communication interfaces between the DSP and 
the FPGA are also available. 

3.1 The MmAlpha Environment 

During our investigation, we also used the MMAlpha environment to specify 
some blocks using the Alpha applicative language, and to transform these spec- 
ifications into parallel architectures. Based on research on automatic systolic 
synthesis [9], Alpha [5] is a functional language which was designed to express 
both recurrence equation specifications and hardware descriptions of regular it- 
erative arrays. MMAlpha has been used to design applications pertaining to signal 
processing, multimedia, and bio-informatics [8]. 

MMAlpha targets both Asics and fpgas. The final output of the compilation 
process is a vhdl program that can be synthesized with vendor tools. 

An Alpha program - called a system - is a set of equations, each one of which 
is an indexed expression whose indexes span an integral polyhedron, that is to 
say, a set of integer coordinate points delimited by linear inequalities. 

In MMAlpha, the synthesis process consists of applying a set of transforma- 
tions - e.g. uniformization, scheduling, mapping - until the generation of a vhdl 
description becomes possible. 
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4 Exploration Methodology 

In this section, we cover some of the steps that were needed in order to explore 
various implementations of the application. 

4.1 Reference Behavioral Specification 

Our first step was to obtain a behavioral, executable specification of the ap- 
plication. A MatLab version, where each function reads and writes files, was 
developed. This version formed a functional reference model that was used to 
check the correctness of any other further developed version. 

4.2 Data-Flow Specification 

From the reference version, we designed a synchronous data flow (sdf) [6], paper 
specification. In this model, the application is decomposed into elementary blocks 
called nodes. Nodes correspond to atomic functions, each one of which being 
implemented using hardware or software, depending on performance sought. 

In the SDF model, communication between nodes are modeled by tokens. A 
node consumes and produces a fixed amount of data tokens. A sdf graph allows 
the communication pattern of the application to be modeled: an arc between 
two nodes shows a communication, positive integers at the origin (resp. at the 
extremity) of an arc denote the amount of token produced (resp. consumed) by 
the producer (resp. consumer). In Fig. I and 3, the number of tokens of each arc 
are represented. 

The SDF model allows one to check that a given system can be executed and 
finds out a schedule whenever it is possible. A well-known tool to help model 
SDF systems is ptolemy (although it was not used here). 

4.3 Data-Flow Executable Version 

A SiMULiNK version was then built up from the SDF version of the second step. 
SDF nodes were directly mapped to Simulink library blocks whenever such 
blocks were available, or mapped to complex Simulink blocks using the hi- 
erarchical editor. Tests files for further implementations were generated. 

Notice that the Simulink model has a slightly different semantics from that 
of SDF: instead of modeling communications, Simulink identifies clocks that 
drive the execution of the system. 

4.4 Versions for Co-simulation and Performance Estimation 

The Simulink version produced several results, depending on the way each block 
was implemented. 

— Software DSP implementations of some blocks. This is simplified in the Lyr- 
TECH environment by the Real- Time Workshop tool that generates automat- 
ically ANSI-C programs for any Simulink model. Such a program can then 
by run on the platform tms processor. 

— Hardware implementation on the fpga, and co-simulation with the host 
processor. 
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The System Generator tool of Xilinx automatically produces a hardware descrip- 
tion configuration from a Simulink version. However, the effort needed is higher 
than to generate C code. 

4.5 Mixed Hardware Software Co-simulation Versions 

By selecting the parts that one wants to map on the DSP and those to be executed 
on the FPGA, various mixed hardware-software versions may be generated and 
evaluated. 

Note that one important step in the design of hardware for signal processing 
applications is not considered in this paper, namely, the choice of an appro- 
priate fixed-point representation. The interested reader will find in [7] relevant 
information regarding this topic. 

5 Experimental Results 

In this section, we present preliminary results obtained on the wcdma appli- 
cation. These results concern mainly the emitter, although the specifications of 
the complete application were modeled at the functional and data-flow level as 
well as in Alpha. 

5.1 Estimating the Number of Operations of the Emitter 

The number of operations of the emitter can be easily obtained from its SDF 
model. A 10 ms frame contains fifteen, 2560 chips slots. The number of operations 
needed for each sample of a N taps Alter is N multiplications, and N— 1 additions. 
Six multiplications and two additions are needed for scrambling and spreading. 
As the frequency of the Alter is 4 times that of the initial signal, and there are 
two Alters, the number of operations (additions and multiplications) needed for 
a frame is therefore 15 x 2560 x 16N operations. For a 33 taps Alter, this amounts 
to about 2 Gops. 

In terms of multiplication accumulations (mac), the total number of opera- 
tions corresponds to 1 Giga MAC per second. 

5.2 Various Implementations 

As explained in the methodology, various implementations were designed. We 
consider successively implementations of the fir Alter, then implementations of 
the full emitter on the DSP and on the FPGA. 

Fir. The symmetric, 33 taps, 13 bits coefAcients fir Alter was implemented on 
the VIRTEX II chip from various speciflcations: 

1. A parallel version with distributed arithmetic provided by Xilinx [1] (Xilinx 
fir). 

2. A parallel Alpha version, using the 18 x 18 multipliers of the virtex II 
FPGA (Alpha mults). 
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3. The same parallel Alpha version, where multipliers were implemented as 
gates (Alpha gates). 

4. A parallel, combinational fir, designed by assembling multipliers and adders 
of the XiLiNX library (mac fir). 

5. The same parallel, combinational fir, where the serial adder was replaced 
by a tree pipelined adder (Tree fir) . 

Table 1 shows the results of these implementations. For each design, this 
table provides the clock estimation (after placement and routing), the latency of 
the design, the number of look-up table (lut) used, the number of multipliers 
used, and finally, the equivalent gate count. 



Table 1. Comparison of various fir implementations. 





Xilinx fir 


Alpha mults 


Alpha gates 


Mac FIR 


Tree fir 


Clk (ns) 


6 


12 


12 


68 


8 


#lut 


1,221 


1,482 


3,462 


1,401 


1076 


Latency 


11 


33 


33 


1 


7 


# Gates 


51,436 


256,012 


142,020 


183,441 


184,500 


# Mult 


- 


32 


- 


32 


33 


^ Ram blocks 


- 


1 


1 


- 


- 



The XiLiNX parallel, distributed arithmetic, version of the fir is clearly the 
most efficient both in term of speed and surface. 

The Alpha versions do not take into account the fact that the filter is sym- 
metric, which would simplify the design. The comparison of the Alpha gates 
version with the Xilinx version shows a factor of 2 in speed and a factor 3 in 
surface in favor of the latter one. 

The tree of adder version is a little bit more complex in term of surface, but 
faster than the Alpha version. 

Co-simulation of emitter on DSP. The Simulink description of the fir (using 
the Xilinx distributed arithmetic fir) was translated in C and co-simulated on 
the DSP. In this execution, data are read and written on the host station, and 
the DSP is synchronized with the host station. 

For each fir sample, 990 DSP cycles were needed. At 167 MHz, one cycle lasts 
6 ns, and 990 cycles correspond therefore to 5.93 /iS per fir frame, i.e. a chip 
requires 4 x 5.93 = 23.7 /is. As a chip lasts 260 ns, this is 91 times real-time. 

As a bottom line, the number of operations that the DSP is capable is 334 x 10® 
MAC per second, i.e., 6 times real-time. This shows that the Simulink C code is 
about 15 times less efficient than the best possible code. 

Full FPGA version. Two versions were synthesized and evaluated. The first 
one uses multiplier blocks. The estimated clock after placement and routing was 
12.5 ns. 6 multipliers and 5 ram blocks were used, giving a total of 432,132 
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equivalent gates. The second version implemented multipliers directly on the 
chip. The clock was 11ns, and the number of gates was 398,600. 

A clock of 11ns corresponds to 44 ns for a 260 ns chip, i.e., about 6 times 
faster than real-time. Therefore, an implementation of the filter using only 6 
cells would be sufficient here. 

5.3 Discussion 

The use of such a platform really helps exploring architectures for a signal pro- 
cessing application. Indeed, a single framework allows different implementations 
to be quickly developed and tested, while checking that the results keep consis- 
tent with the reference implementation. 

Two features of the platform were especially useful. First, communications 
between the host station, the DSP and the fpga are easily developed by means 
of communication adapters: as interfaces are known to be the trickiest part of 
a design, one saves a lot of design time. Second, tools to compile Simulink 
functions to DSP help getting quickly a coarse DSP version. Although the result 
may be far from an optimized version, one gets figures that could help targeting 
the type of architecture that would be needed to implement the application. 

The above results also show that fpga implementations may reach very high 
performances, here more than 100 times faster than the DSP implementation. 
However, this comes with the price of developing new representations of the 
application, as all Simulink blocks are not available in the hardware library. The 
use of high-level synthesis tools such as MMAlpha is therefore very interesting, 
as it allows hardware to be quickly developed and evaluated. 

6 Conclusion 

We have presented the use of a prototyping platform to explore architectures 
for the WCDMA 3G telephony standard. We have shown a methodology to use 
this platform by building a reference MatLab version, then a data-flow version, 
implement this data-flow version using Simulink, then map and evaluate parts 
of the design on either DSP or fpga. Our experiment on the emitter part of the 
WCDMA application gave some figure of performances of the DSP and of the fpga 
implement ations . 

This experiment shows the great potential of such a platform to quickly 
experiment various architectures. In particular, it makes it quite easy to map 
and interconnect components on different technologies, and to simulate their 
behavior within the complete application. 

In [3], another approach to architecture exploration consists in a SystemC 
software co-simulation of the application together with its environment. We be- 
lieve this approach to be complementary to ours: it is more accurate, but cer- 
tainly slower. It is therefore best suited to simulate an architecture, after it has 
been selected among various other possibilities, possibly using our approach. 
Moreover, getting SystemC equivalent implementations of the Simulink blocks 
would accelerate the design of the system. 
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Abstract. Techniques for the rapid deployment and architectural exploration of 
complex digital signal processing algorithms on embedded processor platforms 
are gaining popularity. These become significantly more complicated when 
dedicated hardware components need to be integrated. The models on which 
such design methodologies and tools are based highlight the system level in- 
flexibility with both pre-designed intellectual property cores and most custom- 
ized component creation techniques. This paper presents a technique for over- 
coming these deficiencies using a dataflow model of computation, by allowing 
flexible circuit architectures to be created that can be optimized as desired, 
providing increased throughput with no extra resource usage in some situations. 



1 Introduction 

Modern high-end Digital Signal Processing (DSP) systems can be implemented on 
embedded multi-processor platforms, using packet switched (PS) inter-processor 
communication technology. Model of computation (MOC), in particular dataflow 
(DF) [1], based techniques are well known for their rapid prototyping abilities [2,3]. 
DF is attractive as it provides capabilities for deadlock detection, determinacy and 
static schedulability across multiple processors in certain instances [4]. However, as 
important, is the system level architecture exploration capabilities of these models and 
associated tools [3] which alter the algorithm environment to trade-off throughput, 
resource usage and memory requirements in the embedded implementation. 

The major benefit of these techniques have so far mostly been in the software solu- 
tion domain, as their inherent programmability allows easy actor manipulation as 
required by the system level exploration techniques. Dedicated hardware solutions 
restrict this ability since the behaviour of the actor is fixed at design time and is costly 
to change. The use of programmable hardware components in the form of Field Pro- 
grammable Gate Array (FPGA) would suggest an easing of this restriction, but at 
present there is no design methodology to support this. This is the focus of this paper. 

Custom hardware synthesis from multi-rate dataflow graph (MRDFG) specifica- 
tion is primarily realized by one of two techniques: a one-to-one translation from 
multi-rate DFG to hardware component network, as characterized by solutions includ- 
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ing actors and high levels of interconnecting FIFO queue buffers [5, 6]; alternatively 
conversion to a single-rate signal flow graph (SFG) allows use of existing archi- 
tectural synthesis techniques [7] ideally suited to FPGA realization [8]. The system 
level flexibility of this latter approach is limited as conversion from a MRDFG to a 
SFG complicates the design process and more importantly means that the result is a 
point solution in the DFG level design space. Despite this, the dataflow MOC origins 
of this technique and the highly efficient results make its use an attractive proposition, 
allowing the user to trade off highly efficient solutions with the ability to effectively 
traverse the system design space using DFG manipulations. Significant enhancements 
to the approach are given here. 

This paper is organized as follows. Section 2 outlines typical DFG manipulations 
used in system level architecture exploration, and highlights how SFG architectural 
synthesis techniques are insufficient. Section 3 describes an advanced synthesis tech- 
nique to overcome these deficiencies which is demonstrated in section 4. 



2 Dataflow System Architecture Exploration 

2.1 DFG Rapid Prototyping Fundamentals 

A DFG describes actors connected by arcs carrying streams of tokens which may be 
scalar, vector or matrix. In the process of actor firing, tokens are consumed from input 
arcs and produced on output arcs. Iterations of the dataflow system schedule [4], 
involve actor execution, which consists of a series of actor firings. The schedule dic- 
tates the number of tokens which must pass between producer and consumer actor in 
an iteration. The threshold (T) of an actor dictates the number of tokens pro- 
duced/consumed in actor firing, and hence dictates the number of firings in an execu- 
tion. The times an actor fires in a single iteration is known as the natural granularity 
(Gf) which may be altered by a granularity multiplier (Gf), to give the actual granu- 
larity (GJ. When partitioned across multiple processing resources, inter-processor 
communication send and receive (SIR) actors are implicitly inserted into the system, 
and the resulting graph statically scheduled as much as possible to minimise run time 
scheduling overhead. Fig. 1(a) shows a simple DFG where input matrices are trans- 
formed by two matrix operators and B^. Actor token thresholds are indicated by 
the values inside circular actor ports. A partitioned implementation is shown in Fig 
1(b) where actors are partitioned onto separate processors, and communicate using a 
packet PS scheme. 



2.2 DFG Token Manipulation 

In the DFG of Fig. 1(a), T and for all actors is 1. When each DFG component is 
implemented, tokens transferred from one actor to another manifest themselves as 
memory storage locations where the size of the tokens will dictate memory needs. If 
computations on high order tokens (e.g. matrices) can be expressed as parallel compu- 
tations on lower order tokens (e.g. vectors) the additional parallelism can be exploited 
to partition across a greater number of processors, increasing throughput at the cost of 
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extra resources. It is obvious, therefore, that manipulation of actor token type is one 
transformation which can be used to trade off throughput, processing resource and 
memory requirements. If the matrices in Fig 1(a) have 10 rows, the computations on 
each may then be partitioned into 10 parallel vector operation streams (Fig. 2). 




(a) DFG 




Fig. 1. Matrix Token System 




and can be converted to n parallel vector actors which are represented as a 
PGM family [9] of actors. Each family member may be partitioned to separate proc- 
essors to maximize parallelism, thereby increasing throughput and reducing memory 
per processor. For very large matrices (e.g. 1000 rows), maximum row parallelism is 
impractical for exploitation and a compromise family size/memory size value must be 
found. This manipulation is a type of algorithmic engineering commonly used in such 
dataflow programming environments, for trading off throughput, processing resource, 
and memory requirements. To allow this exploration, actors and their implementa- 
tions must be token polymorphic. 



2.3 DFG Threshold/Granularity Manipulation 

It is rare in an embedded DF system implementation that the system will operate at 
as, quite often, the physical manifestation of send {S) and receive {R) operations have 
a fixed defined threshold, i.e. they do not operate until a certain number of tokens are 
supplied. Low threshold/granularity system operation can also result in expensive run- 
time overhead associated with system scheduling and inter-processor communication 
in real-time systems. This physical limitation constrains the DFG in a way that is not 
apparent at the algorithmic level. The ability to operate at varying levels is funda- 
mental to the high level embedded system exploration capabilities of DF program- 
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ming environments. Actors which have fixed thresholds must have flexible granular- 
ity constraints to allow use, exploration and reuse in DF design environments. DFG 
actor implementations must be granularity polymorphic. It will now be shown how 
SFG semantics and architectural synthesis methods are overly restrictive for such an 
approach. 



2.4 SFG Deficiencies for DFG Synthesis 



SFGs are single-rate DFGs (SRDFGs) [4], where every SFG actor executes precisely 
once in a DFG schedule iteration. This is a significant drawback for components gen- 
erated from SFGs as these represent “point” solutions in the DF system spectrum, as 
outlined in previous sections. Converting a relevant portion of MRDFG to a SFG 
according to multi-rate activity and threshold [7] makes two important assumptions of 
the system. The SFG assumes single rate synchronicity between input data streams 
and actor firing, which has a fixed threshold of 1. A SFG also assumes input token 
atomicity, i.e. every element of an input token is assumed available simultaneously 
and consumed accordingly, which is certainly not the case in PS systems. These are 
major drawbacks if the component is to undergo system level manipulation, or is to be 
reused in another DF system. Consider the DFG of Fig. 3(a) with the equivalent SFG 
shown in Fig 3(b). 




(a) Example DFG 




Fig. 3. DFG/SFG Comparison 



In the Fig 3(a), T of Y is 4, and the 4 tokens are consumed simultaneously. For 
r= 8, the number of inputs to Y would double in the SFG. This is because SFG archi- 
tectural synthesis produces fixed T solutions. Since T is fixed, so is for a specific 
DFG. Hence SFG architectural synthesis produces fixed T and solutions for DFG 
systems. If the DFG of Fig 3(a) was a family member which operates on scalar to- 
kens, DFG level token manipulation to implement a single vector processor would 
require SFG re-generation and synthesis because SFG synthesis produces fixed token 
designs. These two restrictions constrain the number of DFG configurations that an 
SFG generated component can process. In traditional SFG synthesis, an isolated por- 
tion of DFG portion produces a point solution which is now unacceptable. A new 
approach is needed which trades off SFG architectural synthesis efficiency with DFG 
level flexibility. The greater the implementation efficiency for a range of DFG con- 
figurations, the flexible it is at the DFG level. The greater the flexibility, the less effi- 
cient a point solution will be. 
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3 System Implementation Ethos 

3.1 Processing Node Structure 

In this approach, portions of DFG are separated into one or more ‘pools’, for conver- 
sion to SFG and architectural synthesis, producing an implementation node known as 
a Signal Flow Object (SFOs) (Fig. 4) for each pool. Computation, communication and 
control are all isolated in the SFO. The processing part is considered as a ‘white box’ 
component [11] exposing input and output data interfaces, and supplied with informa- 
tion on configurable aspects for timing purposes. This style of node architecture is not 
new [6,12] but it is important to note that the local SFO control allows system level 
architecture optimisation to be realized by altering the behaviour of the controller 
only. The controller supplies state information to the processor, switching the compo- 
nent state in the case of multi-stream operation. 




Fig. 4. SFO Structure 






Fig. 5. 2 Stage Pipelined FIR White Box Component Fig. 6. 2 Stage FIR Processor 



3.2 White Box Function Unit Structure 

The structure of a white box component is visualised as in Fig. 5 for a two stage pipe- 
lined FIR filter. The component is regarded as a purely computational portion, pro- 
vided with a particular set of tokens, known as the computation state c, defined by the 
delays on the inputs to the computation portion. This is computed and returned to the 
state arbitration unit. The component should be scalable to allow maximum flexibility 
in terms of number of data streams, stream token type, and stream G^. The major 
obstacle to achieving this is proper arbitration of data state space, s, of the component, 
as defined by the delays in the circuit. In the view of this methodology, the role of 
SFG architectural synthesis is to generate the structure of the computation portion. 
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and a scalable state portion. The scaling and implementation of the state is determined 
by the stream/token/G^ activity of the component. 



3.3 Base Processor Synthesis 

SFG architectural synthesis produces a base processor, which defines the minimum 
level of DFG behaviour in terms of T, G^, number of input streams, and input token 
dimension that the processor can support. The processor cannot be used for any val- 
ues less than these, hut by configuration can implement supersets. For example, a two 
stage FIR filter processor architecture with a base configuration of scalar token, unity 
threshold, unity G^, single stream operation undergoes architectural synthesis to pro- 
duce the processor structure of Fig 6. This is augmented by parameterisable size data 
storage on all subcomponent outputs, the size of which and the nature of how the 
delays are implemented are the key to parameterisable system level manipulation. 



3.4 Token Type Manipulation 

A SFG input vector (Fig. 7(a)) is streamed one scalar element at a time when PS com- 
munication is used (Fig. 7(h)). Thus no input/output multiplexing/demultiplexing, as 
would normally be required in the SFG generated component, is required as the assump- 
tion of simultaneous availability of token elements need not hold. The single cycle token 
type (SCTT) of the data is a scalar, whilst the packet token type (PTT) is a vector. Thus 
in transforming from a scalar to a vector processor, the type of data consumed and proc- 
essed in any clock cycle by the processor is identical, rendering SFG manipulation and 
re-synthesis unnecessary. The state of the scalable processor 5= /j/ in the base processor 
(i.e. scalar) configuration. A vector input can be considered to be multiple input (n) base 
token streams. S is now a superset of the n sets of s, one for each algorithmically inde- 
pendent input stream, as shown in (1). 

5 = {5i,52,-,5„} 

Similarly, the computation state C of the multistream processor, which for one in- 
put stream is C={cj pCj j,.. ./.cycles in turn through the computation state due to 
the n processor states, as shown in (2). 





(a) SFG Ideal (b) PS Transfer 



Fig. 7. Actor Vector Token Transfer 
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c = 






( 2 ) 



This is achieved by an n-slowing operation on the SFG. Since the processor architec- 
ture derived from SFG architectural synthesis is merely a retimed form of the original 
SFG [7], n slowing the processor architecture achieves the desired effect, where n is the 
number of SCTT in the PTT. It is worth noting that for processors with a pipeline period 
greater than 1, this slowing can be achieved without any extra resource usage for tokens 
with algorithmically independent elements, but gives an n factor throughput increase. 
The parameterisation of token scale effects the structure of the base processor in the 
following well defined way: 

i. Edges are n-slowed [7] by the factor given by (3), 



factor = n 



msLx(uJ 



(3) 



where max(uj is the maximum subcomponent utilisation (expressed as a fraction 
between zero and 1), and the base token processor pipeline period 

a. Subcomponent output delays are scaled to length (n-l)L, where L is the number of 
pipeline stages in the subcomponent. 

Step {i) ensures all subcomponents are 100% utilised, whilst (ii) ensures all the 
subcomponent delays are scaled appropriately for scheduling duplication. The token 
scalable FIR filter processor structure for an n scalar PTT is shown in Fig 8. 
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Fig. 8. 2 Stage FIR Vector Processor Fig. 9. 2 Stage FIR Multi-Stream Variable 

Granularity Component 

The value of n is controlled by the ‘token scale’ parameter on the SFO of Fig. 4. 
Note that the implementation of the state scaling by the use of configurable length 
delay chains is a direct result of the single cycle switching from ^ to ^ . 



3.5 Threshold/Granularity Manipulation 

It is clear that a wider ability is needed to map the DFG components to a single hard- 
ware- shared processor with an arbitrary number of input streams of arbitrary G^. 
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This scaling has a similar effect on S as for the token transform, in (1), but, in this 
case, the effect on C, the computation state, is rather different as shown by (4). 

C {Cj g,C2 g,Cj 

For high granularity, multiple stream operation, s- is iterated times, before 
switching to the next s. This repeats n times, where n is the number of input streams 
multiplexed onto the processor. The stream switching is controlled by the SFO control 
unit, and it only remains for the core to implement the proper state capacity for the 
operations. The entire computational resource of the component is dedicated to a 
single input stream for T*G^ cycles. This type of load-compute-store behaviour re- 
quires last data state retention for each stream for multiple cycles (until the next itera- 
tion for that stream). The fabric of modern FPGA is ideally suited to implementing 
this type of behaviour via the use of distributed RAM blocks [10] which have syn- 
chronous write/asynchronous read operations, thereby maintaining the same timing 
profile as a simple delay. They are also hardware inexpensive, meaning that this type 
of high granularity stream hardware sharing can be intuitively and relatively inexpen- 
sively implemented without SFG redesign giving the 2 stage FIR component in Fig. 9. 



4 Design Example 

This section applies the technique to an 8 stage Normalised Lattice Filter (NLF) com- 
ponent [7], as shown in Fig. 10(a). The NLF stage SFG is shown in Fig. 10(c). SFG 
architectural synthesis is used to generate a base scalar token, unity threshold, unity 
granularity, single stream base processor. The base processor token NLF (BS-NLF) is 
generated by a hierarchical SFG architectural synthesis solution [8], and is shown in 
Fig. 10(b), with the stage processor structure shown in Fig. 10(d). To demonstrate the 
flexibility of this approach, the processor will be configured for operation on 4, 8 and 
68 element vector tokens (4BS-NLF, 8BS-NLF and 68BS-NLF respectively), and for 
operation on 16 streams of 4 element vectors with G^=16 (16S4BS-NLF). These ex- 
amples were chosen to demonstrate the optimisation capability of the transforms de- 
scribed here, highlight the flexibility of the generated structures and are all performed 
without re-performing MRDFG to SFG translation and SFG architectural synthesis. 

Implementation is on a Xilinx XC2V6000-6 device. All circuits described in this 
table utilise 39 embedded Virtex2 multl8xl8s components. BS-NLF (Fig. 10(b)) has 
a pipeline period of 4 clock cycles. Since the adder and multiplier subcomponents are 
all pipelined by a single stage, the circuit is only 25% efficient given that all the sub- 
components can compute new input cycles every clock cycle. However, adapting this 
configuration for a 4 element vector, unity threshold, unity granularity, single stream 
operation (4BS-NLF) allows an increase in computational performance of the proces- 
sor by a factor 4 with no additional hardware, as shown in row 2 of Table 1. 

Increasing vector length to 68 elements shows constant additional hardware usage 
with throughput increased by a factor of 4.6 over BS-NLF. The hardware resource 
overhead at this point is rendered insignificant in terms of absolute extra FPGA re- 
source used by the vast programmable logic resource of modern FPGA, and is a small 
price to pay for the flexibility. It can, however, be minimised by performing the initial 




262 John McAllister, Roger Woods, and Richard Walke 



SFG architectural synthesis in the knowledge that system level manipulation is to 
occur. Although this technique is not described here, results for the 8 and 68BS-NLF 
components synthesised using it (8BS-NLF2/68BS-NLF2) show considerable re- 
source overhead reductions. 




(a) Algorithm SFG 
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(b) Processor Architecture 




(c) Stage SFG 



(d) Processor Stage Structure 



Fig. 10. 8 Stage NLF Algorithm and Processor Structure 



Table 1. Synthesis Results For DF Configurations of SFG Generated NLF Component 





Slices 


4 Input LUTS 


FDE 


Throughput 

(MSamples/s) 


Logic 


SRL16E 


RAM16S 


BS-NLF 


332 


184 


- 


- 


605 


38.14 


4BS-NLF 


332 


184 


- 


- 


605 


152.56 


8BS-NLF 


620 


186 


583 


- 


1136 


176.56 


68BS-NLF 


620 


186 


583 


- 


1,136 


176.56 


16S4BS-NLF 


618 


186 


7 


816 


152 


132.40 


8BS-NLF2 


481 


186 


207 


- 


874 


167.17 


68BS-NLF2 


583 


186 


407 


- 


1078 


168.03 



5 Conclusions 

A new approach to flexible hardware component synthesis for use and reuse in DF 
systems has been presented. The system level deficiencies of SFG architectural syn- 
thesis solutions have been highlighted. Despite this, the highly efficient processor 
structures generated by these approaches provide a good foundation for a wider de- 
sign methodology. SFG architectural synthesis techniques generate a base processor 
configuration with minimum level of token size, threshold and input streams. By 
manipulating supersets of this processor schedule, a high degree of DF system flexi- 
bility is possible in terms of input token type, number of input streams and granular- 
ity. This technique can achieve high levels of increase in throughput for no resource 
expense for processors with high order pipeline periods. By recognising that this type 









Embedded Context Aware Hardware Component Generation 263 



of manipulation will be applied to the component at the SFG architectural synthesis 
stage the resource overhead associated with high levels of integration can be reduced. 
Since the size of a DFG pool which is translated to a single processing node is unde- 
fined (provided it is part of a static schedule) then it is possible, by adjusting the size 
of the pool, to trade off the implementation efficiency with high level architecture 
design space. 
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Abstract. When mapping high-throughput signal processing applica- 
tions onto heterogeneous platforms, parts of these applications will most 
likely be mapped into re-configurable components. The current trend of 
automating such mappings assumes that one can transform application 
specification to implementation specification without delving deep into 
details. This implies that one has to rely on the (re-)use of IP compo- 
nents, even when it remains unknown what the final exact specification of 
the implementation components will be. When it comes to 1) (re-)using 
of IP components, 2) porting of designs from one platform (component) 
to another, and 3) relying on IP components in high-level (task-level) ap- 
plication to (re-configurable) platform (component) mapping, the design 
requirements and constraints are not well defined. To find out what they 
should be, we have conducted two case studies around the (re-)use of 
IP components; one focusing on the porting issue, and one dealing with 
the automated task-level mapping. The goal of these case studies was to 
identify and resolve the problems that come with the so-called comple- 
tion logic or glue logic that hinders fast and accurate IP embedding in a 
high-level implementation specification and description. 



1 Introduction 

Platform-based design [5] has emerged from the need to reduce design costs. A 
platform consists of a number of processing units on the one hand, and a com- 
munication, synchronization, and storage infrastructure on the other hand. The 
processing units are typically taken from a library of re-usable components. In 
many cases, both the application and the (platform) architecture are heteroge- 
neous: different parts of the application are specified differently (using impera- 
tive languages, finite state machine and/or dataflow models, discrete event lan- 
guages, etc) depending on the nature of the architecture components they have 
to be mapped into: programmable, configurable, dedicated, etc. [4]. To avoid 
too much abstract talking, we now assume that we deal with a high-throughput 
signal processing application (such as phased array signal processing) and that 
our application has been partitioned. We also assume that one of the partitions 
- say a Filter Bank (FB) is to be mapped onto a re-configurable processing unit, 
say a FPGA. At this stage of the design, the challenge is to provide methods 
and tools to map the FB onto the FPGA in such a way that: 
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(c) Springer- Verlag Berlin Heidelberg 2004 
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— We can rely on IP modules to specify our FPGA implementation. 

— We do not have to refine our FB specification to the level of the IP module 
details. 

— The integration of the IP modules in the implementation specification that 
matches the FB application specification is accurate and fast. 

— Neither the FB’s refinement nor the FPGA’s detailed internals are frozen. 

— The final implementation is optimal. 

To find out whether these objectives are feasible and, if not, what is missing 
so far, we have conducted two case studies to identify the problems, if any, and to 
extract from our findings a list of requirements and constraints that may serve as 
a guide to the development or improvement of new or existing mapping strate- 
gies. The first case study deals with a handcrafted mapping of a polyphase filter 
bank application onto a FPGA component with emphasis on the IP integration 
completion logic and the portability of IP-based implementations across differ- 
ent FPGA fabrics. The second case study addresses the automated mapping of 
an application into a FPGA at a level of abstraction above IP module details. 
From these case studies we draw some general conclusions on IP integration for 
portability. The remaining of the paper is organized as follows. In section 2, we 
specify our first case study, and present our findings. In section 3, we present 
our second case study and the lessons we learned from it. Then, we propose our 
requirements and constraints for fast and accurate mapping methods. 



2 Case Study I: Completion Logic and Portability 

In this section we first present the problem statement. Next we briefly introduce 
the polyphase filter bank application. We, then, look into the specification of this 
application, given that it is to be mapped into a FPGA component. Finally, we 
move on to the implementation in two different FPGA fabrics, the completion 
logic problem, and the portability issue. 



2.1 Problem Statement 

IPs are available for implementing functions on a re-configurable platform with- 
out delving into the details of the mapping. It reduces the development time [2] 
to reach a satisfactory design. Integrating IPs has an impact on the design porta- 
bility, as they are not platform independent. By this IP integration we avoid the 
refinement of our FB specification to the level of the IP module details. However, 

— Application requirements can change as well as the architecture of the FPGA 
platform. 

— IP modules implement behaviour that is not perfectly matching the specifi- 
cation. 

— IP interfaces are not standardized. 
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Thus, the completion logic for the IP integration needs to evolve. We want 
to evaluate here the constraints and efforts needed to make an IP based design 
portable. The result needs to satisfy a number of objectives that are summarized 
in Table 1. Some of these can be conflicting (e.g. optimisation and development 
time) but need to be considered. The balance of these objectives for a particular 
design is a global optimality that is in terms of the metrics given in Table 1. 

Table 1. Global optimality. 



Maximize 


Minimize 


Throughput 


Resource usage 


Reliability 


Development time 


Scalability 


Dependence 


Re-usability 


Maintenance 



2.2 Application: Polyphase Filterbank 

As an example of a high throughput signal-processing algorithm we implemented 
a polyphase filterbank (FB). Roughly speaking, a polyphase filterbank consists 
of a number of FIR filters whose inputs are derived from a decimated stream of 
signal samples and whose output are DFT transformed with an FFT as shown 
in Fig. 1. See standard text books [1] for details. 




Fig. 1. Functional diagram of the FB. 



2.3 Application Specifications for FPGA Implementation 

The hardware implementation must be parallel and distributed in order to reach 
high throughputs. Therefore, choices must be made concerning the level of dis- 
tribution and parallelism. These choices determine the partitioning of the ap- 
plication on the hardware. In the FB application, the functions (decimation. 
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filters and FFT) are separated in blocks as is shown in Fig. 1. Inside the shaded 
filter block, filters are mapped on a set of N MACs (Multiplier Accumulator) 
and memories. The FFT is a higher grain function that can be integrated as an 
IP module in the implementation. We propose to map the FB on two FPGA 
platforms from different manufacturers (Stratix from Altera [7] and Virtex-II 
Pro from Xilinx [8]) to evaluate the portability of a design. These two platforms 
offer distributed local memory and embedded multipliers that can be seen as 
low grain IPs. 



2.4 Implementation: Glue Logic and Portability Issues 

Each FFT IP used for the FB implementation has a specific interface and their 
utilisation varies. One is accessing vectors stored in a buffer whereas the other 
one receives samples as tokens. The data formats as well as the function transfor- 
mations are not equivalent. The control of the interface, then, must be dedicated 
in order to match this specificity. The low grain IPs (embedded multipliers, DSP 
or specific memory blocks) are controlled also by means of completion logic to 
accommodate the IP specificities. 

The completion logic corresponds to local controllers in the sense that only 
the main control signals (start/stop/reset) of the IP and the I/O data flow 
manipulations (read/write addresses) are considered. This type of controller is 
also synchronized at system-level to operate only on flows of data. Its internal 
synchronization does not interact with the upper level synchronization (Globally 
Asynchronous, Locally Synchronous (GALS)). Therefore the upper layer control 
can be easily ported and the only control that needs to be changed is the local 
one, which is block (or IP) specific. The FB application is implemented on a 
Stratix EP1S20 and a Virtex-II Pro XG2VP20. The results are given in Table 2 in 
terms of cells (logic elements: LE), embedded multipliers (EM), memory (Mem) 
and speed. Given the same throughput requirements, the implementations satisfy 
the same objectives in terms of size, memory usage etc. as defined in Table 1. 



Table 2. Polyphase filterbank benchmark on Stratix and Virtex-II Pro. 



Target 


IP cores 


LE(k) 


EM 


Mem(kbits) 


Speed(MS/s) 


Stratix 


4, pipe, float 


10.5 


32x9 bits 


200 


80 


Virtex-II Pro 


1, fix 


7.5 


12x18 bits 


200 


80 



There are variations observed in the implementation size concerning the logic 
elements (cells). For one implementation, IPs are pipelined and each IP is con- 
trolled independently. In the other case, only one IP is controlled and this reduces 
the resource usage. Both the high grain IP interfacing and the IP specification 
forced us to re-write the completion logic for these functions while porting from 
one design to the other. Nonetheless, the application partitioning remained the 
same. For the functions implemented with low grain IPs only minor changes in 
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the completion logic were needed for synchronization purposes. This was possi- 
ble because the interface controllers and IP functions were parameterised in the 
original design. Some of the FB sub-systems application refinement could also 
be unfolded and skewed to adapt to the different platforms constraints. In order 
to synchronize and check the integrated design, about half of the time was spent 
on simulations. The rest of the time was mainly spent on writing completion 
logic. 

3 Case Study II: Automated Task Level Mapping 

In the previous section we have considered a hand-crafted FPGA implementation 
of a high-throughput signal processing application. We paid particular attention 
to problems related to completion logic and portability when it comes to the 
integration of IP components and the effect of these on implementation cost in 
terms of effort, time, and loss of optimality. In the last decade, several research 
groups in academia and industry have been proposing and prototyping methods 
and tools for the (semi-) automated mapping of applications into platforms, or at 
least parts of applications into parts (components) of platforms. See e.g., [6], [10], 
[11]. Given the list of challenges in the introduction, we have been particularly 
interested in ascertaining whether these approaches can lead to designs and 
implementations that can compete with our handcrafted references. Gompete in 
the sense of global optimality, e.g. the trading of the resource usage against the 
development time. 

3.1 Automated Mapping of an Application into a FPGA 

In the approaches given above, the implementation is facilitated with high levels 
of specification for example in Matlab, Simulink or G. One approach followed by 
the GAD industry [10] [11] is a graphical specification. We experimented with 
the implementation of the FB with a Simulink entry: DSP Builder (Altera [7]) 
and System Generator for DSP (Xilinx [8]). We draw here some conclusions. 
Positive aspects: 

— They allow combination of portable, platform independent VHDL together 
with IPs. 

— They facilitate the integration of manufacturer IPs by providing a fast and 
easy to use simulation, verification and debugging environment. 

Limitations: 

— The implementation specification relies on specific libraries that are manu- 
facturer dependent. 

— The specification can not be parameterized. 

In particular, it implies that the application requirements cannot be modi- 
fied without rewriting the completion logic. This is also the case when porting 
onto another platform. It can be concluded that these tools cannot be used 
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to specify a complex system with multiple functions. However, they have been 
used successfully to fast-prototype elements of the system with a reliable test 
environment . 

Another approach to avoid the manual refinement of the application without 
graphical entries was tested. We used the Compaan tool [17] to extract the 
parallelism of a cross-correlation application specified in a subset of Matlab. 
The specification is automatically transformed in a process network specification. 
With the Laura tool [18], this network is mapped onto the FPGA platform. Laura 
can generate the skeleton of the partitioned application, with a controller for 
each partition. It leaves space for the designers to integrate the actual functions 
the way they want (e.g. IPs). Each function and its dedicated controller are 
surrounded by FIFOs to physically separate the partitions. 

Positive: 

— Compaan helps the refinement of a high level specification and can shorten 
the time to analyze the partitioning. 

— Laura can generate the skeleton of the network to encapsulate IPs. 

Limitations: 

— The completion logic generated automatically uses about 35 % more re- 
sources for this case study than the hand crafted design. 

— IPs need to be integrated after each generation of the VHDL skeleton. 

— The IPs optimum performances are not reached. In this case study the loss 
in the maximum operating frequency was about 40 %. 

In particular, it implies that if the requirements or the FPGA platform are 
changed, the intermediate completion logic and interfaces can be generated again 
for the system but the IPs need to be re-inserted with their glue logic and 
the integrated design re-verified. In addition, in the system implemented, the 
IP performances are not optimally exploited. A modification of the VHDL for 
performance optimization is possible but involves modifications on the others 
blocks of the design that are complex. If the generated code is modified, the 
advantage of a fast code generation is lost and moreover the design cannot be 
ported as this operation would be necessary for every instance of the system 
specification. The optimizations are for instance the use of particular resources 
(e.g. local memories on a platform) in the mapping phase or the customization 
of the buffer sizes or the channel time multiplexing. Of course the development 
time can be traded against the optimum resource usage on the component and 
it can be considered as an optimal solution for implementing small scale but 
complex applications. 

3.2 Discussion 

We discuss here the results obtained with the automated approaches and ac- 
cording to our objectives of optimization. In particular, for the cases we studied, 
there are multiple point to point connections in between processes and the dis- 
tribution of tokens on the network becomes complex. The task of distributing 
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the data is not automated when using a graphical entry tool for the specifica- 
tion. Therefore only a few cases can be developed fast in practice (i.e. power 
of 2 in the module multiplicity). On one hand, this is a limitation in terms of 
scalability and reusability. Scalability because allocating multiple instances of a 
single IP (like a FIR filter in the FB design) would imply to interface all the 
IPs to the rest of the design by hand. Reusability because the schematics need 
to be reentered. On the other hand, this kind of design is easy to verify with 
the test environment that is provided together with Simulink. It improves the 
reliability of the design process. Last but not least, designing with such tools is 
a way to obtain relatively high throughput and low resource usage for simple 
designs (close to handcrafted designs). However, the end result is a prototype 
that is dependent on a FPGA fabric. 

The Compaan-Laura tool chain automatically controls the distribution of 
tokens on the networks. As already mentioned, it mainly results in an increase in 
the resource usage and a suboptimum throughput. However, this approach helps 
to scale designs in an efficient way by modifying only the high-level specifications. 
Indeed, it was possible to scale the correlator IP to build a cross correlator simply 
by modifying the specifications of the Matlab code (entry of Compaan). This 
scalability provided by this tool is then a way to reach the reuse of IP, but the 
completion logic problem is not completely solved with this approach. Verifying 
the distribution of the tokens on the implementation and at inter-task level is 
not an easy task as patterns are not regular. Even if the Compaan-Laura tool 
chain is currently platform dependent, it could support different targets in the 
future. 

The comparisons between handcrafted designs and the two semi-automated 
approaches evaluated in this paper are summarized in Table 3 with respect to 
the criteria given in Table 1. 



Table 3. Design approaches and observations with respect to global optimality criteria 
for the case studies. (1) satisfactory; (2) can be improved; (3) limitation. 





Handcrafted 


Simulink entry 


Compaan-Laura 


Throughput 


1 


2 


3 


Resource usage 


1 


1 


3 


Reliability (verification) 


3 


2 


2 


Scalability 


2 


3 


1 


re-usability 


2 


3 


2 


Development time 


3 


1 


2 


Dependence 


2 


3 


2 



To strengthen these observations and reproduce them in the future, proce- 
dures need to be elaborated that are more precise. Indeed, a-priori knowledge 
on the flows and the applications is a bias in this comparison and particularly 
for the development time. 
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3.3 Requirements and Constraints 

for Fast and Accurate Mapping Methods 

We identified in the case studies the difficulties in re-using a design. This is 
a time consuming task particularly if the systems are complex and if different 
platforms are considered. This problem is similar to designing a multi-platform 
multi-requirement IP. A higher level of abstraction can be reached for the spec- 
ification only if the interfaces in between the blocks can be easily glued. The 
fast and accurate mapping methods are devised for generating a skeleton code 
automatically around IPs. However the completion logic around the IP cannot 
be re-used. This is due to the non-standard control and interfacing of IPs. For 
an automated mapping to be feasible, the IP interfaces should be described and 
characterized. OCP-IP [9] provides a uniform and common interface for IPs. 
OCP- IP guides a designer in generating an IP interface that could be wrapped 
into the generated code of a more complex system. This could reduce the efforts 
particularly when a systematic code generation approach is followed. Another 
constraint comes from the mapping onto the platform’s embedded components 
that are not only treated as independent IPs. A coarse description of the plat- 
form targeted needs to be provided for the mapping to be accurate according 
to designer’s requirements for optimization. The designer’s intervention is still 
required to force a mapping decision (equivalent to a compilation directive) to 
explore alternatives. 

Multiple implementation options must be tried and their validity checked. It 
is a time consuming task that must be assisted. A fast test environment should 
be provided. The behavioral models of the IP functions must be available in the 
high-level specification language. From there, it should allow for the generation 
of the test vectors at every level of abstraction and in between every functional 
block. In this way iterative refinement methods can be supported and larger 
designs can be handled. The FB implementation is also an IP that should be 
re-used on different platforms as part of a larger system. In this system, the 
FB is re-configured by and synchronized with an external control interface. This 
control arbitrates other subsystems on the chip and communicates with external 
controllers. This top down control hierarchy is illustrated in the system hierarchy 
shown in Fig. 2 where the IPs must be glued and configured to allow for cross 
platform interactions. Moreover the FB is interfaced with other subsystems and 
to low grain IPs such as I/O lines (e.g. LVDS, Rocket I/O). We need to specify 
these interfaces uniformly such that designs can be ported and efficiently reused. 

4 Related Work 

Organizations such as Virtual Socket Interface Alliance [13] or the Object Man- 
agement Group [14] are currently specifying open interfaces standards for compo- 
nents to be integrated into sockets. Others such as the System Design Industrial 
Council- Telecom (SYDIC-Telecom) [15] analyse also the design flows in relation 
with specification languages and formalism analysis to address the issues of de- 
sign re-use starting from a system level conceptual level. Voros [3] contributed 
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Fig. 2. Hierarchy of the designs. 



to this research by identifying the common basis in all these approaches in par- 
ticular the parameterization issue [12] in various aspects of granularity and the 
encapsulation of IPs in an object oriented system design [16]. Objects provide 
for a structural representation of the information through all abstraction levels. 



5 Conclusion 

Two case studies have been conducted around the reuse of IPs in re-configurable 
components. They allowed for identification of the problems that come with com- 
pletion logic for accurate IP embedding. We first implemented a high throughput 
signal processing application across different FPGA fabrics. The specified imple- 
mentation matched our requirements. However, difficulties were encountered for 
adapting to different IP controls and interfaces. Then we used tools to automate 
the mapping at higher levels of abstraction. This approach helped to shorten 
the overall implementation specification time but we encountered many dispari- 
ties between the tools we manipulated, especially concerning IP interfacing and 
(re-) use of completion logic. Finally, we proposed directions for improving the 
high-level design tools with respect to these issues. First, they should support 
the specification of an IP wrapper that can be interfaced in a systematic way. 
Second, these tools should automate the mapping procedure from a unique high- 
level specification of the system. This includes both a high level specification of 
the application and of the architecture. The tools could allow then for fast iter- 
ations in this design space. 
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Abstract. This paper presents a method for producing hardware designs for El- 
liptic Curve Cryptography (ECC) systems over the finite field GE(2™), using the 
optimal normal basis for the representation of numbers. A design generator has 
been developed which can automatically produce a customised ECC hardware 
design that meets user-defined requirements. This method enables designers to 
rapidly explore and implement a design with the best trade-offs in speed, size and 
level of security. To facilitate performance characterisation, we have developed 
formulte for estimating the number of cycles for our generic ECC architecture. 
The resulting hardware implementations are among the fastest reported, and can 
often run several orders of magnitude faster than software implementations. 



1 Introduction 

Elliptic curve cryptography (ECC) is a public key cryptography system which is su- 
perior to the well-known RSA cryptography: for the same key size, it gives a higher 
security level than RSA. This paper presents a method for producing hardware designs 
for ECC systems over GF(2™), using the Optimal Normal Basis (ONB) for the repre- 
sentation of numbers. 

The unique feature of our approach is a design generator which can automatically 
produce a customised ECC hardware design that satisfies specific user-defined require- 
ments. This method enables designers to rapidly explore and implement a design with 
the best trade-offs in speed, size and level of security. 

When optimised for speed, our design generator produces ECC designs with exten- 
sive parallelisation and pipelining. These designs do not involve instructions, to avoid 
overhead associated with instruction fetch and decode. Our architecture is generic: for 
instance, a user-defined parameter controls the amount of parallelism in evaluating field 
multiplication. Once this and other parameters are decided, various design-specific con- 
stants, wiring patterns and data widths are generated automatically. 

To facilitate performance characterisation, we have developed formulae for estimat- 
ing the number of cycles for our generic ECC architecture. These formulae are expressed 
in terms of various customisation parameters, such as the key size, the amount of par- 
allelism in function evaluation, and the number of cycles for basic operations like point 
addition and point multiplication. 

As an example, for a key size of 270 bits, a point multiplication, which is the slowest 
operation in the ECC method, can be computed in 0.36 ms with our hardware design 

A. Pimentel and S. Vassiliadis (Eds.): SAMOS 2004, LNCS 3133, pp. 274^283, 2004. 

(c) Springer- Verlag Berlin Heidelberg 2004 
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Fig. 1. Interactions between different operations. 



implemented in an XC2V6000 FPGA at 66 MHz. In contrast, an optimised software 
implementation requires 196.7 1 ms on a dual-Xeon computer at 2.6 GHz; so our FPGA 
design is more than 540 times faster, while its clock speed is almost 40 times slower 
than the Xeon processors. 

Previous work includes: reconfigurable finite-field multiplier [6], ASIC designs for 
field operations over specific GF(2™) fields [10], an EGG processor on a smart card 
device [13], and recent FPGA implementations for EGG designs [1, 2, 5, 7, 8, 1 1]. We 
shall first present our EGG architecture, followed hy implementation details and results, 
and finally a comparison of various designs. 

2 ECC: Architecture 

This section describes the operations supported by our ECC architecture. These oper- 
ations include field multiplication, field inversion, point multiplication and so on, and 
their interaction is summarised in Figure 1 . In the following, m is the key size for our 
ECC architecture, which is a characteristic of the field. 

Field multiplication. We first develop an architecture for field multiplication. The 
multiplication of two elements of GF{T^) defined using a normal basis, c = o x 6, is 
defined by the coefficients Ck {k G [0, to — 1]) where 

m— 1 m— 1 

Cfc — EE 

j—0 i—0 

The Xij ’s are the elements of the multiplication matrix A, which are either 0 or 1 . Every 
sum of inner product in the above equation can be written in the form; 

m — 1 

^ ^ ^i-\-k^j-\-kXij — hr{Ojp -\~ CLq) 

for some r,p,q G [0, to — 1], except for 7 = 0 where (for some r,p G [0, to — 1]): 

m— 1 

^ ^ ^i-\-k^j~\-kXij = 
z=0 
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m-bit input register (a) 



m-bit input register (b) 




Fig. 2. Parametic field multiplier design. 



Our architecture is based on having p copies of a serial m-bit multiplier running 
in parallel. Figure 2 shows the datapath of our field multiplier. The wiring block is 
automatically generated for different m values and is described in Section 4. 



Field inversion. The algorithm used for field inversion is based on Fermat’s theorem 
which states that in a normal basis: 



Using this formula to compute an inverse, it would require m multiplications. The 
following reduces the complexity of the inversion, as it is easy to calculate 
where x is shifted (m — l)/2 times and then multiplied by x. 



m - 1 IS even: = (o^ U 



2(m-l)/2+l 

m — 1 is odd: 

Ob Ob i \ ^ ^ 

The algorithm is described below: 



Input: a £ GF{2’^) to be inverted 
Output: X = a~^ 

- X ^ a \ s ^ log 2 {m) — 1 

- while s > 0 

• r <— right shift m by s bits 

• j/ <— left shift X by [r/2j 

• y <— multiply xhy y 

• if a; is odd 

y <— left shift y by 1 bit 
y <— multiply xhy y 

• x^y 

• s ^ s — 1 

- a; <— left shift a; by 1 bit 

- return x 
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If we consider the time to perform a multiplication is much longer than the time to 
perform a shift operation, the number of cycles for this algorithm can be approximated 
by the following equation where Tmuit represents the number of cycles to perform a 
field multiplication: 

(log 2 (m — 1) + number_of_bits_set jn(m — 1) — 1) x Tmuit 

Field squaring and field addition. Field squaring is simply a left rotation in hardware 
and field addition is an XOR operation. Therefore these two functions take up little 
space in hardware. 

Point multiplication. This part presents the point operations based on the following 
elliptic curve: 

if' + xy = + a^x^ + 06 

Let P, Pi and P 2 be three points of an elliptic curve E and assume that the property 
P 2 — P\ = P holds. Let the (affine) x-coordinate of Pi (i C {1, 2}) be where 

Xi and Zi are the first and third projective coordinate of P. 

It can be shown that the y-coordinate of any of the three points are not required in 
computing the x-coordinate (XjZ) of P\ + P 2 or of 2Pi. Hence, in the main loop of the 
algorithm, we can get rid of these y-coordinates and use the above formula to compute 
the x-coordinate of 2Pi and Pi + P 2 at each step. When the main computation is over, 
we can get the y-coordinate of the result point by using the following formula which is 
proved in [9] : 

yi = (xi + x) ■ {{xi + x) ■ {{X2 +x) + x‘^ + y)/x) + y 

The improved Montgomery algorithm for point multiplication becomes: 



Input: k £ GF{2^) (k = • • • , fci, ko)), P{x, y) a point of a certain 

curve E defined by 02 and ae 
Output: Q — k ■ P 





] X 2 ^ x'^ + as; Z 2 ^ x'^ 


i from 1 — 1 downto 0 do 


if fci = 1 then 




(Zi,Xi) 


^ Madd{Xi,Zi,X2,Z2)\ 


(Z2,X2) 


^ Mdouble{X 2 , Z 2 ) 


else 




(Z2,X2) 


^ Madd{X 2 ,Z 2 ,Xi,Zi); 


(Zi,Xi) 


^ Mdouble{Xi, Zi) 



- return Q = Ma;y(Xi, Zi, X2, Z2) 
where: 

- Madd(Xi, Zi, X2, Z2) returns (Z3, X3) where 

Z3 = (Xi • Z2 + X2 • Zif and X3=x-Z3 + {Xi- Z2) ■ (X2 • Zi), 

- Mdouble{Xi, Zi) returns (ZsjXs) where 
Z3 = Zi^ • and X3 = Xf + as • Zi^ 

- Mxy{Xi, Zi, X2, Z2) returns Q{xi, yi) where 

xi = Xi/Zi and yi = {xi +*) • ((ati +*) • {x2 + x) + x'^ + y)/x + y. 
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This algorithm requires 6? + 10 multiplications and only one inversion, where I is 
the number of bits needed to represent k in base 2. The value of I is usually close to 
the value of m. The algorithm used for point multiplication is mainly sequential, since 
each step of the loop needs the results of the previous step to start. 

Since the two functions M add and M double can be computed independently in par- 
allel, the number of cycles for point multiplication can be reduced by 33.3%. The reason 
is that the Madd function requires 4 field multiplications, and the M double function 
requires 2 field multiplications; both functions take the time of 6 field multiplications 
to execute sequentially, while a parallel design takes the time of 4 field multiplications. 
This improvement is significant, since each step in the loop is executed around m times, 
where m is typically between 100 and 500. This flexible field multiplication function 
can be made large or small, fast or slow depending on the performance required. Since 
other functions involve extensive use of the field multiplier, an optimised design is cru- 
cial and has a large impact on the final ECC system. 



Point addition and point subtraction. Although point addition is not as common 
as point multiplication, some security protocols require both. The algorithm used to 
compute this operation is simple. Adding P(a;i,yi) and Q{x 2 ,y 2 ) (P ^ Q) gives 
R{x 3 ,y 3 ) where: 

0 ={y2- yi)/{x2 - xi) 

X3 = + 9 + Xi + X2 + 02 

V3 = d{xi + X3) - yi 

The details of the algorithm are not included here. Our system will also support 
point subtraction. To compute subtraction, we develop an algorithm that can invert a 
point. The negation of a point P{x,y) is —P{x,x + y). The addition algorithm re- 
quires 1 field inversion and 2 field multiplications. The point inversion algorithm takes 
negligible time, as it only requires an XOR operation. 



Data embedding. Data embedding embeds data onto a point of an elliptic curve. Not 
all elements of GF(2"‘) are a;-coordinate of a point of a given elliptic curve, and the 
ECC technique only allows the encryption of a point. It is therefore necessary to embed 
data into a point in order to encrypt them. 

It has been shown that, given a specific elliptic curve, if 5 don ’t care bits are ap- 
pended to m — 5 bits of data, there always exists at least one value of the don’t care 
bits for x to stay on the curve. The skeleton of the embedding algorithm is the following: 



Input: d data written in base 2 (the data must be of length m — 5 bits) 
Output: M{x,y) point in which the data to be encrypted are stored 

- X ^ append{d, OOOOO 2 ) 

- while not on.curve{x) 

increment x 

- compute-y{x) 

- return M{x,y) 
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where on-curve(x) checks if a; C GF{2"') is the x-coordinate of a point of the curve 
that we are working on. compute.y{x) returns the y-coordinate of one of the two points 
whose x-coordinate is x. The equation of the curve is 

+ xy = x^ + tt 2 X^ + ag ^ y^ + xy + f(x) = 0 
where f(x) = —(x^ + Q 2 X^ + ag). Let y = zx, the equation becomes (if x ^ 0): 

(xz)^ + x^z + f{x) = 0^z^ + z + c = 0 
where c = f{x) ■ x~^. The function on.curve{x) is described below: 



Input: X e GF{2’^) bits 

Output: true if x is the at-coordinate of a point, false otherwise 

- c ^ + tt 2 X^ + fle) • x~^ 

- trace ^ XOR of all bits in c 

- if trace = 1 then 

return false 

- else 

return true 

We compute — fix) ■ x~^ instead of f{x) ■ x~^ since Vu G GF(2”^), —u is dehned by 
u+(— u) = 0, that is u XOR (—u) = 0 and —u = u. To compute the y-coordinate given 
the a;-coordinate, We can rewrite the equation we are working on as (i G [0, m — 1]): 

z = Zi = Zi-I + Ci-1 

Moreover, if 2 is a solution of our equation, then the other solution is z + 1. It is 
easy to prove this by assuming + z + c = 0 and by calculating 

(z + 1)^ + (z + 1) + c = z^ + 2z +1 + Z+1 + C 
= z^ + z + c + 2(z + 1) 

= z^ + z + c= 0 

In this proof, an addition is just an XOR operation in GF{2™), then Vm G GF(2™), 
2u = 0. Since z + 1 is actually z in a normal basis, in one of the two solutions the least 
significant bit will be 0 and the other one will be 1 . As a result, the least significant bit 
of the solution that we are looking for is equal to 0. We then further compute all the 
other bits one by one. To compute the y value, we simply multiply z by a:. 

The algorithm that performs the operation computezyix) is described below: 



Input: X G GF{2'^) (and c calculated in function on.curve(x)) 
Output: M(x,y) a point of the curve we are working on 

- zo ^ 0 

- for i from 1 to m — 1 

Zi ^ Zi-i + Ci-i 

- y ^ x ■ z 

- return y 
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Table 1. Number of clock cycles required for each function to execute. 



Operation 


Number of cycles 


Field operations 


1 

1 

4 + 2[m/pJ or 2 + (2m/p) if m is divisible by p 
2 -F {\log 2 {m)] - 2)(3 + T^uit) + s{m - 1)(3 -PT^t) -|-ns(m - 1) 


Addition 

Squaring 

Multiplication 

Inversion 


Point operations 


12 + ^Tmult "h Tinv 
1 “1” Tpoint^add 

28 + + Tinv + — \log2{k)~\) (\log2{k)~\ — 1)(14 + 6Tmuit) 


Addition 

Subtraction 

Multiplication 


Data embedding 


6 ^Tfjiult 7lb^dttCTnpts(^S “h Tinv “h Tniult') 



3 ECC: FPGA Implementation 

This section presents the implemention of our design to produce a customizable en- 
cryption/decryption system. We have implemented our designs in Handel-C [3]. The 
key components in our design are: field operations (multiplication, inversion, squaring, 
addition), point operations (multiplication, addition), and data embedding. 

Functions are implemented as shared logic. They will only be mapped once on the 
hardware. We then generate the routing logic and the control logic to send the appropri- 
ate data to these functions and fetch the result when necessary. The system performance 
has been optimised by exploring the maximum possible parallelism between operations 
and high-level descriptions. We also notice that because these functions called each 
other many times and have to send large values (usually two or three m bits values) to 
each other every time, the design’s speed is limited by parameter passing. To tackle this 
problem, all function calls have been pipelined. 

The estimation of the number of clock cycles required by each function is presented 
in Table 1. Notations for this table include: Tmuit, and Tpomt.add represent the 
number of cycles of field multiplication, field inversion and point addition functions 
respectively, and s{x) and ns{x) represent the number of set bits and of clear bits in the 
binary representation of x. The nbjcittempts in the data embedding formula represents 
the number of times the data need to be incremented to find the x-coordinate of a point. 

4 Automatic Generation and Customisation 

This section presents a code generator which can automatically generate an implemen- 
tation with optimised speed, size and level of security. The major customisable elements 
of a cryptosystem are: the key size m, the degree of parallelism p, and the protocols of 
the system. 

Code generator. We develop a program that takes a valid ONE m-value (type I or 
type II optimal normal basis) and the degree of parallelism in the field multiplication 
function, and produces synthesizeable Handel-C code. The code generator first com- 
putes the A table for the given m using the algorithm presented in [14]. This algorithm 
generates an m x 2 matrix (Lambda) where the row contains two values of i for 
which: 
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if GF{2"^) has an ONE of type I: 2* + 2^ equals 1 or 0 in mod (m + 1), 
if GF{2'^) has an ONE of type II: 2® ± 2^ equals ±1 in mod (2m + 1). 

When j = 0, there is only one value of j that satisfies the equations. From the A 
table, we generate the wiring pattern required by our field multiplication design. This 
wiring rearranges the m-bit inputs a and b into 3p m-bit variables: 

inputal [0] , • ■ inputal [p- 1] , 
inputa2 [0] , • • •, inputa2 [p- 1] , 
inputb [0] , • • •, inputb [p- 1] , 
where: 

inputb [ i ] _k (the bit) is b_ ( 2k - i ) , 

inputal [i] _k is a_ (Lambda [k, 0] +k- i ) , 
input a2 [i] _k is a_ (Lambda [k, 1] +k- i ) . 

The code generator computes all the constants that are used by various functions. 
In particular, it computes s = \ m/p\ and r = m mod p used in field multiplication. It 
also calculates the size of these variables and some other values such as the constant 1 
in GF(2"®) which is an m-bit variable with all its bits set. 



3^ 3^ 3q b4 bj bj b] bQ 




Protocol generator. The protocol generator enables users to choose appropriate en- 
cryption protocols for their applications. For example, a system can easily implement 
an encryption/decryption protocol using a particular elliptic curve. Users can store their 
private keys in the FPGA. 

5 Results and Evaluation 

In this section, we compare the performance of various software and hardware imple- 
mentations for point multiplication, which is the bottleneck of ECC systems. We have 
implemented the software design [14] on a dual-processor Intel Xeon 2.66GHz with 4 
GB of RAM. We also compare our design with the fastest existing FPGA ECC cryp- 
tosystem over GU(2"®). The comparison for serial and parallel designs on different m 
and p values, where p refers to the degree of parallelisation, is presented in Table 2. Our 
hardware design has been implemented on an RC2000 board containing an XC2V6000 
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FPGA chip. It can cope with values of m up to 453 for p = 1 or m = 418 for p = 8. 
The “Speedup” column shows the performance gain of our design over other methods. 
This gain is due to our architecture which does not involve instruction fetch and decode. 



Table 2. Comparison between our design and the reference designs [8, 14]. The symbol (*) de- 
notes extrapolated results based on published data for different m values. 



p 


Our design 


Software [14] 


Hardware (serial) [8] 


Our design 


Hardware (parallel) [8] 




time(ms) 


time(ms) 


speedup 


time(ms) 


speedup 


time (ms) 


time(ms) 


speedup 


m — 162 


m = 113 


2 


2.51 


45.67 


18.20 


9.39* 


3.74 


1.23 


2.6 


2.11 


8 


0.69 


45.67 


66.18 


9.39* 


13.61 


0.36 


■sa 


2.94 


16 


0.39 


45.67 


117.10 


9.39* 


24.08 


0.21 




3.86 


32 


0.24 


45.67 


190.29 


9.39* 


39.13 


0.13 


mm 


6.08 


56 


0.15 


45.67 


304.47 


9.39* 


62.60 


- 


- 


- 


m = 270 


m = 473 


2 


6.84 


196.71 


28.76 


27.99* 


4.09 


20.68 


69.2 


3.35 


8 


1.79 


196.71 


mm 


27.99* 


15.64 


5.38 


19.1 


3.55 


16 


0.95 


196.71 




27.99* 


29.46 


2.78 


12.7 


4.57 


32 


0.55 


196.71 


357.65 


27.99* 


50.89 




- 


- 


56 


0.36 


196.71 


546.41 


27.99* 


77.75 


- 


- 


- 



We also compare our design with other existing hardware cryptosystems. Table 3 
shows the performance improvement by using our design (with the maximum imple- 
mentable value for p) for the m-values that have been published. We adopt maximum 
parallelism since a large speed improvement can be obtained by a small area increase. 



Table 3. Comparison between our design and other existing hardware designs. PB stands for 
polynomial basis and ONB stands for optimal normal basis. 



Name 




Platform 










Our timing (largest p) 


speedup 


Rosner [15] 


1998 


XC4062 


PB 


168 


4.47 ms 


956 


0.12 ms 


37.25 


Orlando [12] 


2000 


XCV400E 


PB 


167 


0.21 ms 


1512 


0.12 ms 


1.75 


Ernst [4] 


2001 


XC4085XLA 


ONB 


155 


1.3 ms 


2346 


0.12 ms 


10.83 


Leong (serial) [8] 


2002 


XCVIOOO 


ONB 


173 


11.1 ms 


2148 


0.12 ms 


92.5 


Leong (parallel) [8] 


2002 


XCVIOOO 


ONB 


113 


0.75 ms 


8753 


0.09 ms 


8.3 


Gura [5] 


2002 


XCV2000E 


PB 


163 


0.14 ms 


15768 


0.12 ms 


1.16 


Kerins [7] 


2002 


XCV2000 


PB 


176 


6.9 ms 


- 


0.12 ms 


57.5 


Bednara (LFSR) [1] 


2002 


XCVIOOO 


PB 


191 


3.72 ms 


- 


0.15 ms 


24.8 


Bednara (parallel) [1] 


2002 


XCVIOOO 


PB 


191 


0.50 ms 


- 


0.15 ms 


3.33 


Nguyen [11] 


2003 


XC2V6000 


PB 


233 


3.35 ms 


- 


0.20 ms 


18.75 



We find m and p vary linearly with the area. Given p = 2, for m = 113 the design 
requires 9001 FPGA slices whereas for m = 270, it requires 20555 slices. So increasing 
the key by 2.4 times (or increasing the security level radix by v/2^™ — 2^^'^), the design 
needs 2.3 times as many slices. 
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6 Summary 

A customisable pipelined and parallelized Elliptic Curve Cryptography design for var- 
ious field operations has been proposed. This design supports various parameters, such 
as the key size and the degree of parallelism to enable tradeoff between level of security, 
design size and speed. A code generator and protocol generator have been developed to 
facilitate fast implementation. Performance analysis shows that our design, the fastest 
amongst existing hardware implementations, at 66MHz can compute a point multipli- 
cation up to 540 times faster than a software ECC application on a dual-Xeon 2.66GHz 
computer. Our on-going and future work includes functional extensions, speed improve- 
ment, resource minimization, and exploring use of reconfiguration. 

Acknowledgments. The support of Celoxica, Xilinx, the Croucher Foundation and UK 
EPSRC (Grant number GR/R 3 1409, GR/R 55931, GR/N 66599) is gratefully acknowl- 
edged. 
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Abstract. In this paper, we study the impact dynamic reconfigura- 
tion has on the performance of current reconfigurable technology. As a 
testbed, we use the Xilinx Virtex II Pro, the Molen experimental platform 
and the MPEG2 encoder as the application. We show for the MPEG2 
encoder that a substantial overall performance improvement, up to 34 %, 
can be achieved when SAD, DGT and IDGT functions are executed on 
the reconfigurable hardware when the compiler anticipates and separates 
configuration from execution. This study also considers the impact inap- 
propriate scheduling can have on the overall performance. We show that 
slowdowns of up to a factor 1000 are observed when the configuration 
latency is not hidden by the compiler. Our experiments show that appro- 
priate scheduling allows to exploit up to 97% of the maximal theoretical 
speedup. 

1 Introduction 

The development of architectural improvements is a complex process as it deals 
with a large number of highly interconnected factors. An improvement in one 
component does not necessarily result in an improved system performance. 
This complexity increases considerably as heterogeneous architectures are in- 
cluded. The combination of a general purpose processor (GPP) and a Field 
Programmable Gate Array (FPGA) is becoming increasingly popular (e.g. [1], 
[2], [3]) as it allows developers to better partition and manage their projects 
(e.g. [4], [5] and [6]). Reconfigurable computing is a new style of computer ar- 
chitecture which, thanks to the availability of high density programmable logic 
chips, allows the designer to combine the advantages of both hardware (speed) 
and software (flexibility). A general paradigm that eliminates the shortcomings 
of other approaches in reconfigurable computing is described in [7] and in [8] and 
is referred to as the Molen Programming Paradigm. An important drawback of 
RG paradigm is the huge reconfiguration latency of the actual FPGA platforms. 
Based on the work described in [9] where a compiler for the Molen approach was 
presented, this paper addresses some open issues which primarily involve the 
hardware reconfiguration impact on performance. As will be explained in the re- 
mainder of this paper, the potential speedup of the kernel hardware executions 
can be completely wasted by inappropriate repetitive hardware reconfigurations. 



A. Pimentel and S. Vassiliadis (Eds.): SAMOS 2004, LNCS 3133, pp. 284—292, 2004. 
(c) Springer- Verlag Berlin Heidelberg 2004 
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In this paper, we investigate the impact on the overall performance for the MPEG 
2 benchmark of hardware reconfiguration in two cases: a) the straightforward ap- 
proach when each hardware execution is preceded by the coresponding hardware 
configuration and b) when the hardware configuration can be anticipated and 
efficiently scheduled referring to the hardware execution. In this paper, we only 
Analise MPEG 2 encoder benchmark. Whenever in the remainder of the paper, 
we mention MPEG 2, we refer only to MPEG 2 encoding phase. 

The main contributions of the paper can be summarized as follows: 

— Based on profiling results, we determine that the maximal performance im- 
provement of the Molen approach versus the pure software approach for the 
MPEG 2 benchmark that can be achieved by hardware execution of the ker- 
nel operations SAD, DGT and IDGT is about 65 %. We consider a set of real 
hardware implementations of these kernels and determine that the kernels 
hardware execution is up to 31x faster than the pure software execution. 

— We estimate that, in the straightforward approach when each hardware ex- 
ecution is preceded by the coresponding hardware configuration, the huge 
reconfiguration latency of the hardware reconfiguration can slowdown the 
MPEG 2 benchmark by 3 order of magnitudes. 

— A scheduling that anticipates the hardware configuration can eliminate the 
previous described drawback and provide a performance improvement up to 
97 % from the maximal performance improvement of MPEG 2 benchmark. 

The paper is organized as follows: in the next section, we present the Molen pro- 
gramming paradigm and describe a particular implementation, called the Molen 
processor. Section 3 describes the necessary compiler extensions for the Molen 
programming paradigm. Gonsequently, we present a profiling experiment and an- 
alyze the impact on performance of the hardware reconfiguration for the MPEG 
2 benchmark. Finally, we conclude by discussing future research directions. 

2 The Molen Programming Paradigm 

The Molen programming paradigm [8] is a sequential consistency paradigm for 
programming GGMs possibly including a general purpose computational en- 
gine(s). The paradigm allows for parallel and concurrent hardware execution 
and is intended (currently) for single program execution. It requires only a one 
time architectural extension of few instructions to provide a large user recon- 
figurable operation space. The added instructions include SET < address > 
implying that at a particular location the hardware configuration logic is de- 
fined and EXECUTE < address > that serves to control the executions of 
the operations on the reconfigurable hardware. In addition, two MOVE instruc- 
tions for passing values to and from the GPP register file and the reconfigurable 
hardware are required. 

For the moment, we only consider code fragments in the form of functions 
having a number of parameters. These parameters are passed to special recon- 
figurable hardware registers denoted as Exchange Registers (XRs). In order to 
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maintain the correct program semantics, the code is annotated and Custom 
Computing Machine (CCM) description files provide the compiler with imple- 
mentation specific information such as the addresses where the SET and EXE- 
CUTE code are to be stored, the number of exchange registers, etc. It should be 
noted that this programming paradigm allows modularity, meaning that if the 
interfaces to the compiler are respected and if the instruction set extension (as 
described above) is supported, then custom computing hardware provided by 
multiple vendors can be incorporated by the compiler for the execution of the 
same application. The modular approach also implies that the application can 
be ported to multiple platforms with mere recompilation. 




Fig. 1. The Molen machine organization 



Finally, it is noted that every user is provided with at least directly 

addressable functions, where n represents the instruction length and ’op’ the op- 
code length. The number of addressable functions can be easily augmented to an 
arbitrary number by reserving additional opcodes for indirect opcode accessing. 



The Molen Reconflgurable Processor: The Molen p/i-coded processor has 
been designed having in mind the programming paradigm previously presented. 
The Molen machine organization is depicted in Figure 1. The arbiter performs 
a partial decoding of the instructions fetched from the main memory and issues 
them to the corresponding execution unit. The parameters for the FPGA reside 
in the Exchange Registers. In the Molen approach, an extended microcode - 
named reconfigurable microcode - is used for the emulation of both SET and 
EXECUTE instructions. The microcode is generated when the hardware imple- 
mentation for a specific operation is designed and it cannot be further modified. 
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3 Compiler Extensions 

for the Molen Programming Paradigm 

The compiler system relies on the Stanford SUIF2[10] (Stanford University Inter- 
mediate Format) Compiler Infrastructure for the front-end, while the back-end 
is built over the framework offered by the Harvard Machine SUIF[11]. The last 
component has been designed with retargetability in mind. It provides a set 
of back-ends for GPPs, powerful optimizations, transformations and analysis 
passes. These are essential features for a compiler targeting a CCM. We have 
currently implemented the following extensions for the x86 processor: 

— A special pass in the SUIF front-end identifies the code that is mapped on 
the reconfigurable hardware. Using special pragma annotation, all the calls 
of those functions are marked for further modification. 

— The Instruction Set has been extended with SET/ EXECUTE instructions 
at both MIR (Medium Intermediate Representation) level and LIR (Low 
Intermediate Representation) level. 

— Exchange Registers (XRs) are added to the Register File Set. These regis- 
ters are used for passing operation parameters to the reconfigurable hard- 
ware and returning the computed values after the operation execution. In 
order to avoid dependencies between the RU and GPP, the XRs receive their 
data directly from the GPP registers. The XR allocation phase, introduced 
in Machine SUIF at LIR level, precedes the GPP register allocation. The 
conventions introduced for the XRs are implemented in this pass. 

— Code generation for the reconfigurable hardware is performed when trans- 
lating SUIF to Machine SUIF IR, and affects the function calls marked in 
the front-end. 

An example of the code generated by the extended compiler for a function call 
when the considered function is executed on the reconfigurable fabric is presented 
in Figure 2. The standard function call is replaced by the appropriate instructions 
for sending parameters (two for the considered example) to the reconfigurable 
hardware in XRs, hardware configuration phase, hardware execution and finally 
returning the computed result to the GPP registers. The presented code is at 
Medium-level Intermediate Representation (MIR) , before register allocation and 
code finalization passes. 

mov $vr2.s32 <— paraml 

movtx $vrl.s32(XR) ^ $vr2.s32 ^ send paraml in XR 
mov $vr4.s32 ^ param2 

movtx $vr3.s32(XR) ^ $vr4.s32 ^ send param2 in XR 
set address_opl_SET ^ hardware configuration 

exec address_op2_EXEC # hardware execution 

movfx $vr6.s32 <— $vr5.s32(XR) ^ return result 
mov res <— $vr6.s32 

Fig. 2. MIR Code generated by the Molen compiler 
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Certain information about the target architecture such as microcode address 
of SET and EXECUTE instructions, the number of XRs, the fixed XR associated 
with each operation, etc. are extracted by the compiler from a description file. 

4 A MultiMedia Based Evaluation 

In order to evaluate the impact on performance of the hardware configuration 
we consider the MPEG2 encoder multimedia benchmarks and the test sequences 
presented in Table 1. Building on previous work [9] [7], we look at the following 
time consuming functions that are implemented in reconfigurable hardware: SAD 
(sum of absolute-difference), 2D DCT (2 dimensional discrete cosine transform) 
and IDCT (inverse DCT). As explained before, we consider a Molen machine 
organization with an x86 as the Core Processor. More specifically, the compiler 
generates code for the x86 architecture while the measurements are performed 
on an AMD Athlon XP 1900-1- at 1600 MHz. 



Table 1. MPEG test sequences 



Name 


^ frames 


Resolution 


earphone 


96 


176x144 


claire 


168 


360x288 


container 


300 


352x288 


football 


125 


352x240 


foreman 


300 


352x288 


garden 


115 


352x240 


mobile 


140 


352x240 


tennis 


112 


352x240 



MPEG 2 Profiling Results for Pure Software Execution. We first com- 
pute the number of cycles each function consumes for the input sequences given 
in Table 1, when executed on the target GPP without reconfigurable hardware 
acceleration. These profiling results for the MPEG2 encoder benchmarks are pre- 
sented in Table 2. The cumulated time spent by SAD, DCT and IDCT functions 
(Table 2, column 3,5 and 7) in the pure software approach represents about 65 % 
of the total MPEG2 execution time. In consequence, the hardware acceleration 
of these functions (as proposed in the Molen approach) can produce a significant 
speedup of the MPEG2 encoder up to 3x. The results from Table 2, column 3 
suggest that the SAD function is the best candidate for hardware implementa- 
tion as it can provide up to around 40 % performance improvement. Whereas 
for the encoding phase, IDCT cannot yield substantial performance improve- 
ment, in decoding, this function is heavily used and can produce a significant 
performance increase. 

MPEG2 Performance Estimation for Molen CCM Execution. As the 

presented Molen CCM is not currently implemented, we determine the perfor- 
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Table 2. Profiling results for MPEG2 encoder 



Video 


1 SAD (16x16) 


DGT (8x8) 


IDGT (8x8) 1 


sequence 


# Cycles 


% Time 


# Cycles 


% Time 


# Cycles] 


% Time 


earphone 


997 


31.69 


37796 


28.19 


2612 


1.95 


claire 


1092 


36.46 


37796 


26.44 


2177 


1.53 


container 


1008 


34.44 


37590 


27.04 


2208 


1.59 


football 


1484 


42.74 


37537 


22.93 


2827 


1.73 


foreman 


1298 


39.93 


37572 


24.35 


2193 


1.42 


garden 


1311 


40.21 


37594 


24.70 


2463 


1.62 


mobile 


1092 


35.95 


37536 


26.30 


2519 


1.77 


tennis 


1344 


41.23 


37531 


24.39 


2221 


1.44 


Average 


1203 


37.83 


37593 


25.54 


2402 


1.63 



mance of the Molen CCM based on the measured profiling results for the GPP 
included in the MOLEN CCM as follows: 



riMolen — nxm — tl/ + ricall ■ cost 
cost = XSET + VEXEC 



( 1 ) 

( 2 ) 



where 



“ n Molen'- the total number of GPP cycles spent in the considered application 
by the Molen processor; 

“ nx86- the total number of GPP cycles when the considered; 

— function / is implemented on the FPGA application is executed exclusively 
on the GPP; 

— nf. the total number of GPP cycles spent in function / when the considered 
application is performed only on the GPP; 

~ ncaiV- the number of calls to function / in the considered application; 

— cost: the number of cycles for one execution of function / on FPGA; 

~ XSET- the number of GPP cycles required for one configuration of the FPGA 
for function /; 

^ Vex EC- the number of GPP cycles required for one execution on the FPGA 
of function /; for the considered hardware implementation, the execution 
time is not dependent on the input data. 

In our experiments, we have measured the values for nxse, nf and ricaii 
included in Formula 1. To this purpose, we used the Halt library[12] available 
in Machine SUIF. This library is an instrumentation package that allows the 
compiler to change the code of the program being compiled in order to collect 
information about the program own behavior (at run-time). In order to minimize 
the impact of external factors on the measurements, we run the applications in 
single mode and with the highest priority in Linux. 

Hardware Execution and Reconfiguration. Before discussing the hardware 
acceleration, we present the target FPGA platform included in our experiments. 
We used the Xilinx Virtex II Pro, XG2VP20 chip and the 2D DGT and 2D IDGT 
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cores available as IPs in the Xilinx Core Generator Tool as well as the SAD im- 
plementation presented in [7]. After synthesis, the area required by each function 
is given in Table 3, column 3. We measured the hardware execution time of each 
function in terms of the target Athlon processor cycles, given in Table 3, col- 
umn 3. Based on the characteristics of the XC2VP20 chip, for which a complete 
configuration of 9280 slices takes about 20 ms, we estimate the reconfiguration 
time for the considered functions as presented in Table 3, column 2. 



Table 3. Hardware configuration and execution parameters 



Op 


Area 


EXEC 


HW Speedup 


SET 


SET.MAX 


SET/SET_MAX 


[slices] 


[cycles] 




[ms] 


[cycles] 


Mean 


st.dev 


SAD 


831 


133 


9 X 


2 


3200000 


1070 


167 


2991 


DCT 


4314 


1184 


31 X 


10 


16000000 


36409 


80 


439 


IDCT 


5436 


1200 


2 X 


12 


19200000 


1202 


225 


15973 



We basically performed two experiments to assess not only the impact of 
hardware acceleration but also the impact of an appropriate scheduling of the 
reconfiguration phase. 

A Simple Hardware Reconfiguration Scheduling. On the basis of the 
hardware execution times from Table 3 and the average software execution time 
given in Table 2 column 2,4,6, we determine that the hardware acceleration of the 
considered kernels (Table 3, column 4) is up to 31x. However, a direct scheduling 
where the corresponding SET and EXECUTE instructions for hardware config- 
uration and hardware execution are consecutively executed for each operation 
can completely waste the hardware speedup. In this consecutive scheduling, the 
hardware reconfiguration is each time performed before the hardware execution. 
Due to the huge reconfiguration latency and repetitive hardware configuration 
imposed by this scheduling, the use of reconfigurable hardware can slowdown 
the MPEG2 benchmark (computed as UMoien/nxm using Formula 1) by 2-3 
orders of magnitude (Table 4, row 2) compared to complete execution on the 
GPP alone. 

Based on the profiling result (Table 2), reconfigurable hardware execution 
times (Table 3) and Formula 1, we determine the upper boundary for a SET 
instruction latency that ensures that the Molen GGM is not slower than the pure 
software approach {uMoien — nxse)- We refer to this boundary as SETJUAX 
and is described by: 

SET. MAX ~ ^ Vexec (3) 

'^call 

The mean SETJVIAX values and standard deviations are presented in Table 3, 
(columns 7-8). We notice that the complete hardware configuration of the cur- 
rently available FPGA platforms (SET) accounts for 3-4 orders of magnitude (see 
Table 3, column 9) more reconfiguration time than SET_MAX and produces for 
the MPEG 2 benchmark a performance decreasing of 2-3 order of magnitude 
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(Table 3, last column). In consequence, without an appropriate scheduling of 
the SET instructions, the overall performance is decreased due to the huge re- 
configuration latency in spite of the faster hardware execution time. Such an 
appropriate scheduling is discussed in the rest of this section. 

Out of Loop Hardware Reconfiguration. The above presented limitation 
can be eliminated by simply scheduling the hardware configuration phase as early 
as possible. This transformation can be particularly beneficial when there is only 
one operation executed in hardware included in a loop-body. This situation is 
encountered in MPEG2 encoder for all three considered functions. In the rest of 
this section, we estimate the effect of this transformation on the performance of 
the Molen processor. In this respect, we use the ceteris paribus approach mean- 
ing that we look at the influence of each function individually to estimate the 
performance improvement while considering that none of the other functions 
are implemented in reconfigurable hardware. As we previously explained, per- 
forming the hardware configuration before each hardware execution can decrease 
the performance for the Molen processor versus the GPP alone. Nevertheless, 
removing the unnecessary repetitive SET instructions (when the hardware is al- 
ready configured) results in a significant performance improvement (computed 
as ^sET y performance efficiency (presented in Table 4, row 

4) emphasizes that the individual improvement of each function is very close to 
the maximum possible improvement. 



Table 4. MPEG 2 encoder performance results with and without anticipated hardware 
configuration 



Video sequence 


SAD 


DOT 


IDGT 


Simple Scheduling 
Slowdown 


1012 X 


108 X 


131 X 


Out-of-loop Scheduling 
Performance Impr 


33.61 % 


24.68 % 


0.75 % 


Theor. Maximal 
Performance Impr 


37.83 % 


25.54 % 


1.63 % 


Performance 

Efficiency 


89 % 


97 % 


46 % 



We emphasize that the execution of both SAD and DGT simultaneously 
on the reconfigurable hardware will not provide a cumulative performance im- 
provement due to the required switching of configurations in order to preserve 
the overall application behavior. The compiler optimizations are expected to 
play a key role in handling these more complicated cases. 

5 Conclusions 

In this paper, we used the compiler technology developed to support the Molen 
programming paradigm to study the conditions under which substantial perfor- 
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mance improvements can be obtained with hardware acceleration using CCM’s. 
Based on profiling results, we showed that potential speedups can be completely 
outweighed by inappropriate scheduling of the reconfiguration instruction. When 
theoretically a performance improvement of up to 40 % is achievable, the slow- 
down caused by improper scheduling can be as large as a factor 1000 (e.g. for 
SAD). We also showed that given a suitable scheduling up to 97 % of the maximal 
performance improvement can be obtained. 

Future research will focus on compiler optimizations to allow for concurrent 
execution. We also intend to extend the compiler to take into account complex 
knowledge about the target reconfigurable platform and thus to achieve an effi- 
cient schedule of the different operations performed on the reconfigurable fabric. 
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Abstract. To answer new challenges, systems on chip need to gain flexi- 
bility and FPGAs need to gain structure. We propose a general framework 
for SoC architectures and software tools in which different kind of pro- 
cessing units are programmed at high level. We show a reconfigurable 
unit suitable for this framework and we draw the outline of a super- 
compiler able to address such an architecture. 



1 Introduction 

Adding some on-chip flexibility is very attractive to extend the lifetime of a sub- 
micron ASIC product and to capitalize on the engineering cost but one faces the 
trouble of an heterogeneous system having different units programmed with dif- 
ferent languages. These units can be powerful processors, micro-programmable 
architectures, reconfigurable data-paths, or fine-grain embedded FPGAs. The 
global view includes an operating system that runs on a control processor, lead- 
ing the execution of distributed processes. Each process has its program broken 
into tasks that can run on different units, based on performance requirement 
and resource availability. The system has a global view of task status coming 
from the units, communications and synchronizations being achieved on packet 
or transaction bases. The main objective is to draw the full figure of a soft- 
ware oriented reconfigurable system, including real hardware, low level tools for 
reconfigurable units, and compiler techniques to be developed. 

The case of reconfigurable units is perhaps the most difficult challenge, be- 
cause their usual hardware description tools are not usable in a software flow. 
Section 2 presents a mixed grain reconfigurable unit associating memories, oper- 
ators and fine grain resources primarily chosen for a wireless modem. The general 
flow shown in figure 1 can use a decomposition in scalar processing and stream 
processing. Cooperation between the two sides can be loose or tight. The strat- 
egy of mapping on reconfigurable units uses a first layer where the concurrency 
is represented by cooperating processes. Code for these processes is produced in 
the form of a graph of operations compatible with target architectures. Then 
these graphs are mapped to the available hardware. Higher level tools can make 
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their decisions based on feed- 
backs coming from the low 
level tools. In section 4 we 
present a tool structure for 
mapping on units mixing 
logic (fpga) and arithmetic 
levels (data path units). Sec- 
tion 5 shows the different 
level of concurrency in the 
system organization. Sec- 
tion 6 discuss code genera- 
tion for this scheme from 
high-level language down to 
the basic software using 
high-performance computing 
techniques. 

2 A Reference Architecture 

Reconfigurable architectures have received significant attention in recent years, 
and some directions have emerged that combine desirable features such as low 
power and flexibility [11, 6] for portable signal processing applications. One idea 
is that, from an energy perspective, coarse grain arithmetic functions with pro- 
grammable interconnects outperform instruction based processors where the 
storing in cache and decoding of the wide instructions account for a significant 
energy overhead. On the contrary, fpga is less efficient on context switching, 
and so the area efficiency is bad, since more functions must be mapped at the 
bit level on the matrix, in order to meet real time constraints. From an other 
standpoint, future generation of ASIC has to face the challenge of increasing 
computing power at low cost, which obviously is incompatible with a fine grain 
flexibility. This is why a promising direction for soft ASIC design is heteroge- 
neous architectures, combining application specific IPs selected by profiling the 
set of targeted applications, together with some quantity of configurable fabric, 
flexibly interconnected, with task synchronization being performed by a micro 
controller. 

The previous SoC architecture of a programmable baseband processor for an 
OFDM modem combined dedicated IP, fine grain fpga, micro controller and a 
crossbar bus interconnect on a single die [14]. To increase the area efficiency 
and computing power of the fpga, a mixed grain configurable fabric has been 
developed, encapsulated into a system wrapper that permits multi-threaded com- 
munication with the system bus. The configurable fabric has been described at 
the RT-level, validated by simulation of configurations generated from various 
functions used in the 802.11a OFDM modem. It has been synthesized in ISOnm 
ST Microelectronics’ technology, and is integrated on a test chip. Die size is 14 
mrn^ for the composite coarse plus fine grain fabric. 



Behavioral algorithm 





System View 

Synchronization 

Placement/configration 



Debug 



Fig. 1. Simplified flow for multi-target compilation 
{A ^ B), synthesis {B C) and system activities 
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This section focuses on the configurable fabric architecture description, its 
internal structure and how it interacts with the rest of the system. 



2.1 Configurable Fabric 

This device is composed of four different types of resources organized as separate 
interconnected networks, called coarse networks in the following. These are: fine 
grain LUT, ALU, RAM, and address generator (AG) networks. 

— The fine grain network provides bit-level computing resources. It is a stan- 
dard embedded fpga with 350 available bi-directional ports and 32x32 LUT. 

— The ALU network is composed of 16 rows of two tiles. Each tile has two 8- 
bit registered ALUand one 16-bit registered multiplier, with local and global 
interconnect resources for data and register control. 

— Each row has four dual-port static RAM of 256 x 8-bit capacity appearing as 
shared memory onto the processor address space, rams are connected to the 
global data interconnect. 

— Each row has also address generators connected to the RAM by a local bus. 

Basic resources are statically configured to perform elementary operations. 
For each resource, data are selected from or connected to the interconnect by 
multiplexors. The segmented bus is configurable through a set of switches to 
perform local interconnections. ALU, RAM and AG coarse networks constitute 
the set of coarse grain resources, while the FPGA is the network of fine grain 
resources. Goarse networks are made of vertically stacked rows with horizontal 
connections on their left and right sides, so that by simple abutment of the 
three networks, the horizontal global signals can propagate. The horizontal bus 
width is 117 bits for one row. The three abutted coarse networks are now called 
composite coarse network. 

The composite coarse has 16x117 bi-directional data and control wires avail- 
able for connection with the fine grain. In order to have a regular connection 
density through the rows between fine grain and coarse composite network, con- 
figurable multiplexors are added to select horizontal busses from coarse compos- 
ite network to be connected to the 350 available fine grain ports (see figure 2(a)). 
The close coupling of the fine grain with the coarse grain allows efficient mapping 
of mixed control and data processing. All bit level state machines and data pro- 
cessing being efficiently mapped on the fine grain, while word level arithmetic 
is mapped on the coarse composite. The vertical global lines that propagate 
through each network are selectively connected to the data ports of the fabric. 



2.2 System Wrapper 

The configurable fabric is embedded into a SoC. It supports on-the-fly recon- 
figuration, and multi-threaded applications. This encapsulation with a system- 
wrapper permits communication with the system, as shown in figure 2(b). The 
main I/O port is connected to the system crossbar bus, steering incoming data 
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(a) Mbced grain structure (b) System Wrapper 

Fig. 2. Two architecture views 



from bus towards one of the six internal input ports: four bi-directional data 
ports are connected to the fabric, 1 to the configuration port (write only), and 
the last to the mailbox port. The main output port takes data from the five 
internal output ports among which four are the data ports and a mailbox port. 
Priority is assigned on a fixed order basis. 

Data exchange between fabric and system are performed in two different 
modes: (1) receiving and sending data to the other peripherals of the system 
is achieved through the data ports connected to the crossbar bus, (2) data ex- 
change with the processor are executed through the multi-bank dual ported 
shared memory embedded into the fabric. The mailbox ensures synchroniza- 
tion of the tasks running on the fabric with the rest of the system. It decodes 
messages coming through the bus from other peripherals and produces control 
signals for the fabric, and on occurrence of conditions in the processing from the 
fabric, it generates message to be sent on the bus to the other peripherals. For 
instance, configuration commands are sent through the mailbox to the config- 
uration manager, which returns acknowledgment on completion. This is also a 
way of interrupting the software to change context on events occurring in the 
data-path. 

3 Application of an 802.11a Receiver 

The 802.11a is an OFDM based WLAN standard, where payload data are pre- 
ceded by a preamble for receiver synchronization. Some functions are advanta- 
geously performed by dedicated coprocessors (FFT, Viterbi, Demapping) con- 
nected to the main bus, while the other functions can be mapped on the config- 
urable fabric (preamble detection, carrier offset frequency estimate, channel es- 
timate, channel equalizer, deinterleaver and descrambler). The section describes 
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how the different phases of the receiver algorithm are mapped on the fabric, and 
the kind of interactions occurring between fabric and other processors. 

In a first phase, where the receiver 
is waking up, a preamble detection al- 
gorithm is mapped on the fabric. This 
function jointly performs detection 
and CFO estimate in real time. A call 
to a Cordic rotation (rotor) in the pro- 
cess is implemented on a dedicated co- 
processor. Once a detection criterion 
is met, a message is sent via the mail- 
box to the processor that reads data 
produced by the fabric from the shared 
memory. 

Those data will be used to gener- 
ate data dependent configuration for 
the next phase. Processor will then or- 
der reconfiguration of the data-path 
for the following step: channel estimate 
using long preambles. Again when this 
step is done, a partial reconfiguration 
is performed to support the payload 
data processing, of which channel 
equalizer, de-interleaving and de- 
scrambling are mapped on the mixed 
grain fabric. Figure 3 shows the differ- 
ent processes composing the receiver, 
and how the fabric interacts with other coprocessors and controller via shared 
memory, mailbox and system bus along the phases. 

Practical mapping of the OFDM preamble detection and CFO estimation is 
shown in figure 3 in the form of pipeline of medium grain processes communi- 
cating by shared memories. A simple implementation is achieved by connecting 
memories to operative parts. The control of this pipeline needs a control process 
that feed status information to the global control of the system. The stages are 
loops implementing correlation computations. 




Fig. 3. 802.11 baseband receiver with the 
3 main phases triggered by microcontroller 
(short and long preamble detection, then 
payload) 



4 Physical Synthesis for Reconfigurable Units 

Physical synthesis is the translation of a software description of the applica- 
tion into resource allocation for a given target architecture, its internal state 
and constraints. In Madeo, it necessitates two inputs. The first one is the ap- 
plication description appearing as a hierarchical graph of operations including 
symbolic operations, primitives, logic based operations or memories. As Madeo 
tools are generic, they need to be characterized by an architecture definition to 
do their work: placing, routing, resource allocation, interactive or programmed 
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editing and configuration generation. The second input is the target architecture 
described with grammar oriented tools conforming to an abstract model. 

To define a unit model it is necessary to write or generate a program as- 
sembling and parameterizing a hierarchy of hardware elements such as wires, 
registers, multiplexers, functional unit, etc. Wires can be single lines, structured 
channels or hierarchy of channels. Tools support parameterized channel size to 
enable architecture prospection under place and route control. Functional units 
can be specified as a restricted set of permitted symbolic operations (e.g. ALUs) 
or any n-inputs logic function (e.g. LUTs). The model can be extended by custom 
parameters or embedding of custom elements. 

4.1 Software Integration for Heterogeneous Units 

Physical synthesis of an application graph is based on interleaved two-steps oper- 
ations implying compiler optimizations from Madeo front-end [10] and physical 
mapping. The upper layer tools are in charge of mapping to architecture func- 
tions, based on its knowledge of the target unit, and on type information provided 
at compile time. Detailed types are set of values used to produce optimized logic 
as the interval alternative for arithmetic operators. 

The first stage of this compiler supports classical optimizations such as dead 
code and NOPs removal. Then, in the flow for addressing fine grain FPGAs, 
the logic is produced as PLAs representing the hierarchical graph of lookup- 
tables. Last, we use logic synthesis to perform technology adaptation. Coarse 
grain graph elements are hardware primitives such as addition/multiplication 
that will be allocated on the data-path. 

Madeo flow integrates floor-planning, place and route, and physical char- 
acteristics computation. The default floor-planning policy is based on the TCG 
algorithm from Lin and Chang, the placement algorithm relying on a simulated 
annealing algorithm; the global routing uses a PATH-FiNDER-like algorithm on 
top of a maze router, performing the point-to-point routing. 

4.2 Interactions with Higher Levels 

Inside Madeo, the physical and logical layers interact in a cyclic way. The phys- 
ical layer tools enable architecture exploration by enumerating the available re- 
sources in order to let the compiler parameterize its behavior. The compiler 
creates hierarchical graphs of components, called composite parts, in conformity 
with the unit resources: logic tables, registers, operators and memories. The 
physical layer handles composite parts ensuring the migration from the high 
level to physical mapping. Then it outputs physical characteristics back to the 
high level compiler. As an illustration of these interactions, place and route tools 
return hierarchical modules that are pieces of configuration with relative posi- 
tion[8[. These modules are analyzed regarding several performances criteria such 
as temporal or geometrical characteristics, and resource use. Other criteria such 
as power consumption estimation can also be added. These informations are sent 
back to higher level compilers or editing tools, so that optimization trade-offs 
could be found. 
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Regarding the modules produced by Madeo, several policies can be consid- 
ered. One policy is to keep these modules if they can be reused in the context of 
the application, as for producing pipeline stages or regular design components. 
Another policy is to archive these modules in a database for further reuse. Madeo 
has now provisions to keep modules as hardware dependent libraries associated 
to high level object-oriented behaviors, or simple software definitions. 

To conclude with physical synthesis, the proposed tools are generic, but the 
architectural model specializes them transparently. The effort to produce an ar- 
chitecture model is relatively small. The approach strongly reduces the develop- 
ment time, and improves the software quality as any improvement is widespread 
to all architectures. As for the fabric, the same tools operate over the entire 
architecture. As an example, as every function unit "publishes" the functions it 
can implement, every node of the graph of operations the compiler produce, can 
be assigned a set of primitive function candidates. Once the placement is done, 
routing computes routes from pins to pins, without regards to the net’s width or 
the kind of routing channels, thus fine grain and medium grains can be managed 
in the same framework. 

5 System Aspects 

Heterogeneous systems on chip require an assembly of complex software and 
CAD tools since it is necessary to address different hardware supports with 
transparency. The objectives to remember are to reach the best possible com- 
promise between: (1) costs and delays for application developments, (2) energy 
consumption, silicon resource and computing efficiency. 

The first objective implies to use efficient development methodologies, sup- 
porting very high level specifications and modular design (objects). The second 
objective is obtained by using a gradation of targets going from processors to 
reconfigurable units, and IP modules. 

A view of a computer at work is an operating system controlling hardware 
resources and application processes. Processes can be divided into small tasks 
implementing concurrent or sequential computations. The system model has 
three components: (1) hardware resource description, (2) application processes, 
(3) algorithms for scheduling and allocating resources. 

An advantage of the SoC approach of architecture toward unstructured FP- 
GAs is the level of organization provided by the network, I/Os and the control 
processor. Reconfigurable resources are allocated as unit chunks, communication 
are simple transactions from unit to unit, or message passing. In this case the 
knowledge of the SoC organization is enough to allow the OS to act. A more 
difficult issue is the case where reconfigurable units are shared between tasks. 
This situation is highly desirable to make an efficient use of the hardware when 
data arrives at unscheduled time or at irregular rates. Overloading means that 
processes can migrate from the active state to an inactive state swapped to the 
local configuration memory, or to the external memory. To enable the system 
to operate, it is mandatory to structure processes into set of tasks that will be 
mapped on the different units. 
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The flow model where data are fed to an accelerator is simple and convenient 
for multimedia or signal processing algorithms. In this case, computations are 
organized as pipelines of medium grain task graphs. Tasks implement one step in 
an algorithm, act independently from peers. They embed their own control and 
processing parts. The application pipeline is managed by a control task receiving 
status informations from the stages, and enabling the communications between 
them. The control process communicates at its turn with a node management 
process that holds the status of the different applications, active or inactive, 
communicates with the OS, and manages partial reconfiguration and swaps. 

This structural organization can be described in a CSP-fashion, with the re- 
mark that the computation graph is not statically mapped to the computer, but 
dynamically processed by the OS and the skeleton thread running on the control 
processor. Code for tasks are generated as physical circuit descriptions for re- 
configurable units, programs for compute intensive processors or microcode for 
microprogrammable units. In the case of configured circuits, the physical descrip- 
tion is a bitmap block associated to a geometry, and correspondence between 
high level variables and registers. At runtime, the bitmap will be merged with 
other task bitmaps and loaded to configuration memory. The bitmap contains 
the registers initial values or context values during a swap-out operation. 



6 Towards General Purpose Compiling 

During the past few years, the main concentration in the domain of embedded 
systems has been on high performance in a cost effective manner i.e. flexibility 
and power efficiency but the switch from general-purpose to multimedia work- 
loads allows alternative architectures. Since Reconffgurable architectures such as 
SCORE [5] and RaPiD [4] rely heavily on compilation processes, consistent soft- 
ware paradigms [15] for programming custom computing machines are becoming 
the need of the day. 

Vector ISA has some advantages over scalar ISA to exploit the computation 
pipeline [7, 9] and out-of-order, speculative techniques or aggressive simultaneous 
multithreading [13] can be used to boost the efficiency but may have adverse 
effects to real-time processing. Since the computation throughput often increases 
the processor-memory gap, the separation of memory access and computation 
streams in decoupled architectures [12] is interesting since it allows out-of-order 
execution between the two streams. 

Since many parallelism levels that were used in the high-end computers are 
now found in SoC, the same compilation techniques can be used to compile high 
level programs to control software and hardware descriptions. 

If we look at compiling for distributed memory computers for example, a 
program is split in different parts running on various processors with their own 
memory. Since a processor cannot directly access data in the memory of another 
processor the compiler analyze the code to insert communications primitives 
where such accesses are needed. In the same way, to generate a program for 
an heterogeneous computer we need to add communication or interface code 
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between the controller, the various hardware operators, the memories, the bus. 
This is why we have used super-computing compilation techniques to our control 
code and hardware specification problem: global memory emulation by compi- 
lation [3] to generate memory access code or DMA initialization and HPF style 
compilation [2] to distribute the computation on the computational entities of 
the SoC. 

To achieve such a code generation from classical higher-level numerical lan- 
guages such as Fortran or C to a closer architectural description in SmallTalk 
for the Madeo tool of the project we have used the PIPS compiler framework 
[1] that is developed since 1988 as a modular compiler for high performance 
computing. This project began as an automatic vectorizer for vector machines 
but evolved later toward automatic parallelization, code optimizing, code trans- 
formation, HPF compilation and reverse engineering. 

Many analyses and code transformations developed in PIPS first for high 
performance computing are reused here in a more hardware context. Automatic 
parallelization transformations using precise analysis of the code based on a lin- 
ear algebra framework are used to split the code in several parts. A coarse grain 
parallelization is used to find different coarse grain processes that will keep the 
different processors and co-processors of the SoC busy with some support of the 
operating system run-time. A fine grain parallelization inherited from vectoriza- 
tion for SIMD machines is used to exploit the massive parallelism available in 
the configurable co-processors. 

To cope with inter-procedural programs, memory accesses are modeled with 
polyhedral regions to express the array memory usage between different parts of 
the program and generate the communication operators with minimal temporary 
memory buffers. The programmer can specify with some pragma which parts of 
the code will be executed on a reconfigurable engine and the region analysis 
will determine the input and output data to handle between the control code or 
memory and the hardware accelerators. 

The remaining program that has not been transformed into a hardware form 
becomes a control program running on the SoC processors with calls to the 
reconfigurable operators and data-paths. Since the reconfigurable operator pro- 
grams can be pretty-printed in both Madeo format or high level C or Fortran 
form, the later one allows an easy functional simulation of the global program 
by just running it on a regular computer as with other systems such as SystemC 
or SpecC. 



Conclusion. This project perspectives are highlighted by giving an interpre- 
tation of the heterogeneous reconfigurable SoC architecture related to known 
concepts in computer architecture. 

Taking benefits from the reconfiguration we propose to enable a variety of 
programming methods for the units, including fine tuned application support for 
multimedia or signal processing, general purpose support with pipelined acceler- 
ators, domain specific application supports (such as cellular automata), virtual 
machine implementations. The program level use of these supports is envisioned 
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as a co-operation of two threads, one for control and memory operations, exe- 
cuted on the CPU, the others executed on reconfigurable units. 

Several of our objectives have yet been reached: portability of synthesis on re- 
configurable units is no more a concern, and the architecture developed at STMi- 
croelectronics open the way for attractive distributed reconfigurable processing. 
Several threads of work are currently followed for code generation, that includes 
architecture synthesis for signal processing, and general purpose pipelined pro- 
cessing under compiler control. 
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Abstract. This paper presents a methodology for automatic selection of soft- 
ware and hardware IP components for embedded applications. Design space ex- 
ploration is achieved by the correct selection of a SW-IP block to be executed in 
a platform containing different implementations of the same ISA. These differ- 
ent versions of the same ISA dissipate a different amount of power and require a 
different number of cycles to execute the same program. This way, by making 
the software execute on a different processor to achieve the required power or 
energy of an application, one can fine tune the platform for the desired market. 



1 Introduction 

Embedded systems are everywhere, in consumer electronics, entertainment, commu- 
nication systems and so on. Embedded applications demand varying combinations of 
requirements like performance, power, cost, among others. Since different platforms 
and IP cores are available, precise technical metrics regarding these factors are essen- 
tial for a correct comparison among alternative architectural solutions, when running a 
particular application. 

To the above physically related metrics, one should add another dimension, which 
is software development cost. In platform-based design, design derivatives are mainly 
configured by software, and software development is where most of the design time is 
spent. But the quality of the software development also directly impacts the mentioned 
physical metrics. 

Presently, there is wide variety of Intellectual Property (IP) blocks such processors 
cores with a several architecture stiles, like RISC, DSP, VLIW. Also, there is an in- 
creasing number of software IPs that can be used in a complex embedded systems 
design. Thus, with wide range of SW and HW IP solutions, the designer has several 
possibilities and need methodologies and tools to make an efficient design exploration. 

Presently, the software designer writes the application code and relies on a compiler 
to optimize it [1][2][3]. However, it is widely known that design decisions taken at 
higher abstraction levels can lead to substantially superior improvements. Software 
engineers involved with software configuration of embedded platforms, however, do 
not have enough experience to measure the impact of their algorithmic decisions on 
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issues such as performance and power. Moreover, different applications have different 
resource requirements during their execution. Some applications may have a large 
amount of instruction-level parallelism (ILP), which can be exploited by a processor 
that can issue many instructions per cycle. Other applications have little amount of 
ILP, which can be executed by a single processor. 

The software design exploration is done mainly by software optimizations. There 
are several works using software optimizations like [1][2][4]. The hardware design 
exploration is done by selecting the right/best architecture for one application, like 
[5] [6] [7]. 

This paper proposes a pragmatic approach, consisting in the use of a software li- 
brary, a set of different processor cores (but with the same instruction set), and a de- 
sign space exploration tool to allow an automatic software and hardware IP selection. 
The software IP library contains alternative algorithmic implementations for routines 
commonly found in embedded applications, whose implementations are previously 
characterized regarding performance, power, and memory requirements for each proc- 
essor core. 

During the execution of an application, each different implementation of the ISA 
can be turned on or off so that the platform can achieve the desired execution time 
within limits for power dissipation, or energy consumption. Thus we can have differ- 
ent levels of optimization, one on the software level, and another on the hardware 
level, selecting the best core providing different performance levels and consuming 
different levels of power. 

By exploring design alternatives at the algorithmic level and the architectural level, 
that offer a much wider range of power and performance, the designer is able to auto- 
matically find, through the exploration tool, corner cases. As a very important side 
effect, the choice of an algorithm and an architecture that exactly fits the requirements 
of the application, without unnecessarily wasting resources. 

This paper is organized as follows. Section 2 discusses related work in the field of 
embedded software optimization and hardware exploration. Section 3 presents our 
approach to design space exploration, introducing the software IP library and the plat- 
form (HW IP cores). Section 4 presents the design exploration tool and experimental 
results, and Section 5 draws conclusions and introduces future work. 

2 Related Work 

In software design exploration there are several work mainly based in software op- 
timizations. Power-aware software optimization has gained attention in recent years. It 
has been shown [8] that each instruction of a processor has a different power cost. 
Instruction power costs may vary in a very wide range and are also strongly affected 
by addressing modes. By taking these costs in consideration, a 40% power improve- 
ment obtained by code optimizations is reported [8]. Reordering of instructions in the 
source code has been also proposed [9], considering that power consumption depends 
on the switching activity and thus also on the particular sequence of instructions, and 
improvements of up to 30% are reported. In [10], an energy profiler is used to identify 
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critical arithmetic functions and replace them by using polynomial approximations and 
floating-point to fixed-point conversions. 

In [4], a library of alternative hardware and software parameterized implementa- 
tions for Simulink blocks that present different performance, power, and area figures 
is characterized. Although some code optimizations may improve both performance 
and power, many other improve one factor while resulting in worse figures for the 
other one. Recent efforts are oriented towards automatic exploration tools that identify 
several points in the design space that correspond to different trade-offs between per- 
formance and power. In [5], Pareto- optimal configurations are found for a parameter- 
ized architecture running a given application. Among the solutions, the performance 
range varies by a factor of 10, while the power range varies by a factor of 7.5. In [6], 
the best performance/power figures are selected among various application-to-archi- 
tecture mappings. 

These solutions exploiting the architecture to obtain the best option for a particular 
application In [7], a methodology to automates the design of applications-specific 
computer systems is proposed. This approach uses a application written in C as input 
and generates a VLIW processor and a optional nonprogrammable accelerator (one or 
more units) to execute compute-intensive loops. 

Kumar [11] presents an interesting idea using a heterogeneous multi-core architec- 
ture with the same ISA to reduce power dissipation. During an application executing, 
system software evaluates the resource requirements of the application and chooses 
the most appropriate core. In [12], a methodology for architecture exploration of het- 
erogeneous signal processing systems is proposed. This exploration starts from execu- 
table specifications modelated as Kan Process Networks and the result is the architec- 
ture capable of executing the applications within system constraints. [13] also presents 
a technique for exploration of architectural alternatives mapping an application on to 
the best architecture solution. 

3 The Proposed Approach 

In the proposed design space exploration approach, illustrated in Figure 1, the design 
starts with an application specification at a high level of abstraction, and the applica- 
tion code is automatically generated by a tool. This tool allows design space explora- 
tion based on software IP library and a set of cores different implementations of the 
same ISA. Note that, in this approach, the designer does not need to know the target 
platform, because this information is used only for the library characterization. Differ- 
ently from traditional design flow, where the designer must know the target platform, 
and all optimizations are trusted to the compiler. 

The software IP library contains different algorithmic versions of the same func- 
tion, like sine, table search, square root, IMDCT (Inverse Modified Discrete Cosine 
Transform), thus supporting design space exploration. Considering a certain core (HW 
IP) and for each algorithmic implementation of the library functions, it measures the 
performance, the memory usage, and energy and power dissipation. This way, the 
characterization of the software library is performed according to physical related 
aspects that can be changed at an algorithmic abstraction level. 
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Fig. 1. The design space exploration approach 



On hardware level, this approach uses different implementations of the same In- 
struction Set Architecture providing range solutions on performance, power and son 
on. This architecture is capable of supporting native Java instructions, since Java is a 
widespread language in the arena of embedded systems. 

Thus, this methodology allows the automatic selection of software and hardware 
IPs to better match the application requirements. Moreover, if the application con- 
straints might change, for example with tighter energy demands or smaller memory 
footprint, a different set of SW and/or HW IPs might be selected. 

Using this methodology the space design exploration has several options to provide 
a final solution using different combination of SW IPs and HW IPs. Using only a 
single core and different algorithmic versions of the same function the designer has a 
good set of alternatives. However, when multiple cores are used the range of solutions 
is hugely increased. 



3.1 Software Exploration 

As it has been already mentioned, the library contains different algorithmic versions of 
the same function, thus supporting design space exploration. Each algorithmic imple- 
mentation of the library functions is measure in terms of performance (in cycles), the 
memory usage (for data and instruction memories), and energy and power dissipation. 

Since embedded systems are found in many different application domains, this in- 
vestigation has been started using classical functions: Sine - Two ways to compute the 
sine of an angle are provided. One is a simple table search, and the other one uses the 
CORDIC (Coordinate Rotation Digital Computer) algorithm [14]; IMDCT - The 
Inverse Modified Discrete Cosine Transform is a critical step in decompression algo- 
rithms like those found in MP3 players. Together with windowing, it takes roughly 
70% of the processing time [15]. Others functions are implemented like Table Search, 
Square Root and Sort. 
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3.2 Hardware Exploration 

For hardware exploration we use a platform composed by different core implementa- 
tions of the same ISA. The platform is based on different implementations of a Java 
microcontroller, called FemtoJava [16]. The FemtoJava Microcontroller implements 
an execution engine for Java in hardware through a stack machine compatible with 
Java Virtual Machine (JVM) specification. A CAD environment that automatically 
synthesizes an Application Specific Instruction-Set Processor (ASIP) version of the 
Java microcontroller for a target application [16] is available, using only a subset of 
instructions critical to the specific application. 

This paper presents three different versions of the FemtoJava processor: multicycle, 
pipeline and a VLIW one. The multicycle version supports stack operations through 
stack emulation on their register files. This approach reduces the memory access bot- 
tleneck of the stack machine, improving performance. 

The second architecture is the pipelined version [17], which has five stages: instruc- 
tion fetch, instruction decoding, operand fetch, execution, and write back. The first 
stage, instruction fetch, is composed by an instruction queue of 9 registers. The first 
instruction in the queue is sent to the instruction decoder stage. The decoder has four 
functions: the generation of the control word for that instruction, to handle data de- 
pendencies, to analyze the forwarding possibilities and to inform to the instruction 
queue the size of the current instruction, in order to put the next instruction of the 
stream in the first place of the queue. 

Stack and the local variable pool of the methods are available in the register bank. 
Once the operands are fetched, they are sent to the fourth stage, where the operation is 
executed. There is no branch prediction, in order to save area. All branches are sup- 
posed to be not taken. If the branch is taken, a penalty of three cycles is paid. 

The write back stage saves, if necessary, the result of the execution stage back to 
the register bank, again, using the SP or VARS as base. There is a unified register 
bank for the stack and local variable pool, because this facilitates the call and return of 
methods where each method is located by a frame pointer in the stack. Thanks to the 
forwarding technique in the stack architecture, the write back stage is not always exe- 
cuted, and hence there a re meaningful energy savings when compared to a regular 5 
state pipeline of a RISC CPU. 

The VLIW processor is an extension of the pipelined one. Basically, it has its func- 
tional units and the instruction decoders replicated. The additional decoders do not 
support the instructions for call and return of methods, since they are always in the 
main flow. The local variable storage is placed just in the first register file, when the 
instructions of other flows need the value of a local variable, they must fetch from 
there. Each instruction flow has its own operand stack, which has less registers than 
the main operand stack, since the operand stacks for the secondary flows do not grow 
as much as the main flow grows. 

The VLIW packet has a variable size, avoiding unnecessary memory accesses. A 
header in the first instruction of the word informs to the instruction fetch controller 
how many instructions the current packet has. The search for ILP in the Java program 
is done at the bytecode level. The algorithm works as follows: all the instructions that 
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depend on the result of the previous one are grouped in an operand block. The entire 
Java program is divided in these groups and they can be parallelized respecting the 
functional unit constraints. For example, if there is just one multiplier, two instructions 
that use this functional unit can not be operated in parallel. 



3.3 Results on Hardware and Software Exploration 

To illustrate the results of library characterization using different algorithmic versions 
of the same function and different cores (multicycle, pipeline and a VLIW version 
with 2 words), there are two routines selected: the sine and the Inverse Modified Dis- 
crete Cosine Transform. The results in terms of performance, power and energy are 
obtained using the CACO-PS simulator [18]. 

Table 1 and 2 illustrates the characterization of the alternative implementations of 
the sine function. Table 1 shows the software results that do not depend on hardware 
and table 2 shows the results that depend on hardware. There are some entries that are 
pretty obvious. Since Cordic is a more complex algorithm, program memory size is 
larger than with Table Look-up (table 1), as well as the number of cycles required for 
computation for all the cores (table 2). It is interesting to notice, however, that when 
the resolution increases, the amount of data memory increases exponentially for the 
Table Look-up algorithm, but only sublinearly for the Cordic algorithm. The increase 
in memory reflects not only in the required amount of memory, but also in the power 
dissipation of a larger memory. 



Table 1. Sine Characterization (software dependent) 



Cbaracteristic 


Cordic 


Table 


Program size (bytes) 


206 


88 


Data mem 

(bytes) 


1° 


184 


220 


O 

U-) 

O 


184 


400 


0.1° 


184 


1840 



The table 2 presents the results in terms of performance, power and energy, using a 
frequency equal 50 MHz and Vdd equal 3.3v. It is obvious that the pipeline and VLIW 
architectures provide the better results in terms of cycles, the best results in terms of 
performance is the combination of sine calculation as simple table search and VLIW 
architecture, but the worst results in terms of power. The best combination in terms of 
power but worst in terms of energy is the sine using Cordic and Multicycle core. 



Table 2. Sine Characterization (hardware dependent) 



Characteristic 


Cordic 


Table 




Multi 


Pipeline 


VLIW2 


Multi 


Pipeline 


VLIW2 


Performance (cycles) 


2447 


755 


599 


136 


65 


55 


Power (mW) 


11.8092 


16.1626 


22.9019 


13.4431 


17.8235 


20.1606 


Energy (qj) 


577.9421 


244.0559 


274.4414 


36.5652 


23.1705 


22.1779 
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Tables 3 and 4 show the main results of the characterization of the four different 
implementations of the IMDCT function. The IMDCT3 implementation has the better 
results in terms of performance in all architectures, but the size of program memory 
significantly increases. The opposite happens with the IMDCT implementation, which 
has far better results in terms of program memory, but consumes more cycles. In terms 
of power (using a frequency equal 50 MHz and Vdd equal 3.3v) the best combination 
are the IMDCT 1 and IMDCT2 with multicycle core, but this combination does not 
have good results in terms of energy. Table 4 shows that the best results in terms of 
performance are the results that execute in VLIW core, since the IMDCT routine has 
lot of parallelism. 



Table 3. IMDCT Characterization (software dependable) 



Characteristic 


IMDCT 


IMDCTl 


IMDCT2 


IMDCT3 


Program size (bytes) 


344 


2,137 


4,260 


15,294 


Data mem (bytes) 


3546 


3546 


3546 


3546 



Table 4. IMDCT Characterization (hardware dependable) 



Characteristic 


IMDCT 


IMDCTl 




Multi 


Pipeline 


VLIW2 


Multi 


Pipeline 


VL1W2 


Performanee (cycles) 


140300 


40306 


33051 


97354 


31500 


19325 


Power (mW) 


8.8533 


20.0533 


24.9227 


8.6595 


17.8944 


25.3609 


Energy (pj) 


24.8424 


16.1654 


16.4744 


16.8607 


11.2735 


9.8021 



Table 4. IMDCT Characterization (hardware dependable) (cont.) 



Characteristic 


IMDCT2 


IMDCT3 




Multi 


Pipeline 


VLIW2 


Multi 


Pipeline 


VL1W2 


Performanee (cycles) 


92882 


30369 


17329 


51345 


18858 


9306 


Power (mW) 


8.6483 


17.7355 


27.2193 


9.1435 


17.3849 


34.5890 


Energy (pj) 


16.0654 


10.7722 


9.4334 


9.3894 


6.5569 


6.4380 



4 Design Space Exploration Tool 

In the examples presented above, the design space concerning performance, power, 
energy, and memory footprint was large. However, the availability of different alter- 
natives of the same routine is just a first step in the design space exploration of the 
application software. One must notice that embedded applications are seldom imple- 
mented with a single routine. There is another level of optimization, which concerns 
finding the best mix of routines among all possible combinations that may exist in an 
embedded application. 

Currently, we are adapting a design exploration tool that maps the routines of an 
embedded program to an implementation using instances of the software IP library, so 
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as to fulfil given system requirements. The user program is modeled as a graph, where 
the nodes represent the routines, while the arcs determine the program sequence. The 
weight of the arcs represents the number of times a certain routine is instantiated. 

To generate the application graph representing the dynamic behavior of the applica- 
tion, an instrumentation tool was developed. This instrumentation tool allows the dy- 
namic analysis of Java Class files, generating a list of invoked methods with its corre- 
sponding number of calls, which can be mapped to the application graph. 

In the exploration tool, before the search begins, the user may determine weights 
for power, delay and memory optimization. It is also possible to set maximum values 
for each of these variables. The tool automatically explores the design space and finds 
the optimal or near optimal mapping for that configuration. 

The cost function of the search is based on a trade-off between power, timing, and 
area. Each library option is characterized by these three factors. The exploration tool 
normalizes these parameters by the maximum power, timing and area found in the 
library. The user can then select weights for the three variables. This way, the search 
can be directed according to the application requirements. If area cost, for example, 
must be prioritized because of small memory space, the user may increase the area 
weight. Although one characteristic might be prioritized, the others are still considered 
in the search mechanisms. There are two search mechanisms. The first one is an ex- 
haustive search. For small programs, this search runs in acceptable times. For larger 
problems, since we are dealing with an optimization problem of multiple variables, we 
implemented a genetic algorithm. 

Usually, an embedded system can have different running applications. Currently, 
the design exploration tool is not able to manipulate more than one application on 
different architectures. To eliminate this restriction each application is modelated as a 
graph and the design exploration tool is executed several times (one time for each 
application/processor core), thus the tool selects the correct combination of routines 
for each processor. Finally, the results are a set of applications, where each application 
has its own set of routines and which processor core they will be executed that mini- 
mizes either power or energy, while maintaining the desired system performance. 

The methodology can be better understood through an example. Fet us take, for in- 
stance, one embedded application that must execute the IMDCT (present in MP3 
players, for example) and Crane algorithm (control algorithm that controls a crane). 
These applications must run in parallel and the power has the highest priority. All the 
processor cores are running at 50MHz. The crane algorithm must execute less than 5 
mill seconds and the IMDCT function must have less than 7 Kbytes of memory space 
and the application must respond in at most 0.5 mili seconds. 

Table 5 presents the results of one instance of the Crane and one instance of 
IMDCT the implementation. This table shows that the best option to execute the crane 
algorithm is the multicycle core, this core provides the best result in terms of power 
and satisfies the execution time. The IMDCT function has a cosine function that has 
smaller impact in terms of overall performance. Table 5 shows the IMDCT results that 
follows: muticycle implementation shows the best combination in terms of perform- 
ance (1MDCT3 core with a table look-up cosine calculation); pipeline implementation 
shows the best combination in terms of performance (IMDCT3 core with a table look- 
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up cosine calculation) and finally the VLIW implementation shows the best combina- 
tion in terms of performance and power (IMDCTl core with a table look-up cosine 
calculation). 

The IMDCT results present that the only combination that fulfils the above restric- 
tions is the VLIW implementation. Because, the best multicycle implementation do 
not satisfy the requirements in terms of performance and the pipeline satisfies the 
performance but do not satisfy the memory space. However, the VLIW core must be 
select to satisfy the execution time requirements and memory space. Thus, an embed- 
ded systems application shows the use the correct/best option in terms of SW routines 
and processor cores to satisfy the system requirements. 



Table 5. Crane and IMDCT Results for different processors cores 



Characteristic 


Crane 


IMDCT 




Multi 


Pipeline 


VLIW2 


Multi 


Pipeline 


VL1W2 


Performance (cycles) 


179022 


78287 


68008 


56241 


21198 


21305 


Power (mW) 


13.6235 


15.9823 


16.6761 


9.5177 


17.4333 


24.8776 


Energy (pj) 


48.7781 


25.0241 


22.6821 


10.7057 


7.3910 


10.6005 



5 Conclusions 

This paper proposed a new methodology for design space exploration using automatic 
selection of software and hardware IP components for embedded applications. It is 
based on a software IP library and a set of cores with the same ISA, the library is 
previously characterized each core and uses a tool for automatic design space explora- 
tion and SW and HW IP selection. 

Experimental results have confirmed the hypothesis that there is a large space to be 
explored based on algorithmic decisions taken at higher levels of abstraction, much 
before compiler intervention. Selecting the right algorithm/right architecture might 
give orders of magnitude of gain in terms of physical characteristics like memory 
usage, performance, and power dissipation. As a future work, we plan to modify the 
design space exploration tool making possible that routines of the same application 
can be mapped onto different processors cores. 
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Abstract. Many digital signal processors (DSPs) and also microproces- 
sors are employing the single-instruction multiple-data (SIMD) paradigm 
for controling their data paths. While this can provide high computa- 
tional power and efficiency, not all applications can profit from this fea- 
ture. One important application of DSPs are recursive filters. Due to 
their data-dependencies they can not exploit the capabilities of SIMD- 
controlled DSPs. This paper introduces enhancements of the SIMD con- 
trol paradigm to accommodate recursive filters. Three methods for calcu- 
lating recursive filters on SIMD-controlled DSPs and their requirement’s 
for control and data transfer are presented. Their performance and hard- 
ware requirements are evaluated to determine the most efficient solution 
in terms of the AT-product. 



1 Introduction 

Digital Signal Processors (DSPs) are more and more widely used in signal pro- 
cessing applications since they can provide the flexibility which is needed in a 
world of evolving standards, changing requirements and costly bug Axes in ded- 
icated application specific integrated circuits (ASICs) . To minimize the size and 
performance penalty paid for the flexibility and achieve a high computational 
power, many state-of-the-art DSPs employ the single-instruction multiple-data 
(SIMD) paradigm for control. SIMD schemes are also finding their way into the 
multimedia extensions of microprocessors, e.g., MMX"”"^ or SSE"'"^. 

One important application of DSPs are recursive Alters. They are employed 
mainly in audio processing, e.g. [1], but also other applications [2]. Due to their 
data-dependencies they can not exploit the capabilities of SIMD-controlled DSPs 
as non-recursive (FIR) Alters can. There are multiple ways of speeding-up the 
computation of recursive Alters: Previously, we analyzed the data-dependencies 
[3] and also introduced algebraic transformations to allow for computing recur- 
sive Alters in SIMD-structures at the cost of computational overhead [4] . Other 
approaches in literature employ pipelining instead of parallization for speedup 
[5] or require multiple-instruction schemes for parallel calculations [6,7]. 
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This paper introduces another approach, enhancing the SIMD control scheme 
itself to accommodate recursive filters without introducing much hardware over- 
head. Several techniques for enhancing SIMD control will be presented and their 
hardware overhead and performance will be analyzed to find the most efficient 
solution. 



2 Parallel Calculation of Recursive Filters 

2.1 Data Dependencies 

The data dependencies limiting the available data parallelism can be seen in 
equation 1. 



M-l N-1 

Uk — ^ ^ ^ra * Uk—m T ^ ^ ‘ ^k—n (1) 

m—1 n— 0 

For the calculation of each output value yk the previous output values yk-i 
through yk_M~i must be available. Hence, it is impossible to complete the calcu- 
lation of multiple output values at the same time, as can be done for FIR-filters 
[8]. Instead, if multiple output values shall be computed in parallel, their cal- 
culation can only be completed one output value at a time. This leads to the 
parallel calculation methods elaborated upon in the following section which were 
derived in [3] . We will review the data transfer and control requirements of these 
methods in the following sections. 

2.2 Method 1: Calculation of One Output Value per Data Path 

A data flow graph of an exemplary filter with N = 4 and M = 5, mapped upon 
a processor with 3 or more data paths is shown in figure 1. Each output value is 
calculated on one particular data path. From the data flow graph the following 
observations can be made for the data transfer and control requirements: 

— Coefficients are always loaded into data path number 0 (left) and then trans- 
fered to the other data paths by a Zurich-Zip. 

— Data are loaded into data path number zero as well as higher-number data 
paths. This will require a parameter for the load instruction. The data are 
then broadcasted to multiple, but sometimes not all, data paths. Again, this 
will require special parameters for the broadcast instruction. 

— The calculated output values are written back to memory and also broad- 
casted to the data paths to the right of the calculating data path. The 
broadcast is already covered by the previous point, the store operation will 
require a special parameter for the source data path. 

— During the prologue, data paths have to be activated one by one, during the 
epilogue they have to be deactivated again. 

— For fixed-point processors, e.g. one with 16 bit, no contents of accumulators, 
which e.g. are 40 bit wide, have to be transfered between data paths. 
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Fig. 1. Data Flow for calculating a HR filter with N — 4 and M = 5 



If more output samples than available data paths have to be calculated, multiple 
sets of calculation must be performed. The epilogues and prologues of consecutive 
sets can be overlapped. However, this will require higher control efforts. For 
overlapping sets the time to calculate Y outputs of a filter with iV + M — 1 taps 
on a processor with P data paths and Tt cycles per tap can be determined as: 



Ty^p = m.a,x{N+M—l, P) ■ Tp ■ 



Y 

P 



+ {N+M-l)-TT + TT-rem{Y,P) + 2. (2) 



For non-overlapping sets, further denoted as method la, this execution time 
increases to: 



Ty^P= {{N+M-1 )-Tt + {P-1)-Tt + 2) ■ 



Y 

P 



+ {N+M-l)-TT + rem{Y,P) - Tt + 2. (3) 



2.3 Method 2: Calculation of one Filter Tap per Slice 

The data flow graph of the second method to calculate multiple output values 
in parallel is shown in figure 2. Here, each filter tap is calculated on one data 
path. This requires transferring the accumulated intermediate results between 
data paths. Since in fixed-point processors the accumulated values have a higher 
bit-width than the samples or coefficients, this can lead to higher bandwidth 
requirements for the data transfers. But still, basically the same kinds of data 
transfer operations as before are required. 
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Slice 0 Slice 1 Slice 2 Slices Preparation 




Fig. 2. Data Flow for Calculating One Tap per Slice 

For calculating filters where the number of taps is larger than the number of 
data paths, multiple sets of calculations for one output have to be performed. 
Intermediate instead of final results have to be stored and later be reloaded 
for further accumulation. Also, if the number of taps is not divisible by the 
number of data paths, some data paths will have to run idle during the last set 
of calculations. Again, consecutive sets of operations can be overlapped at the 
cost of more parallel load and store operations. For overlapped calculations, the 
calculation time can be determined as: 



Ty = {P-1)-Tt + max(F, P) • Tt • 



N + M -I 
P 



+ 2. 



(4) 



For non-overlapping sets, further denoted as method 2a, this execution time 
increases to: 



T{Y) = {{P-\ + Y)-Tt + 2)' 



N + M -I 
P 



+ Y ■TT + 2 + KTa{Y,P)-TT. (5) 



2.4 Method 3: Parallel Calculation 

of One Output Value Using Tree-Addition 

For comparison, we also include a third method, where just one output value 
is calculated at a time. First, the taps are calculated in parallel and second 
summed up in a tree pattern. This method requires special data transfers for 
the tree addition. They deviate from the SIMD paradigm but are otherwise fairly 
simple to implement since they can reuse the connections which are required for 
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the Zurich-Zips mentioned above. Method 3 achieves the following calculation 
times: 



Ty,p = Y- 



N + M + 1 
P 



Tt + 2 • min ( [ld(P)] , [ld(fV + M + 1)] ) ) + 2 (6) 



3 Required Control Structures 
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After presenting three different methods for 
calculating recursive filters is parallel, we will 
now analyze the control structures which are 
required for implementing these methods. 

The control structures for one set of calcu- 
lations following both variant 1 and 2 can 
be seen as in figure 3 a). During the pro- 
logue, one data path begins the calculation 
of one filter tap and the other data paths are 
switched on one after another for the calcu- 
lation of the next filter taps. At the same 
time, data are transfered only to the active 
data paths. 

During full operation, all data paths are 
active and data are transfered between all of 
them. 

During the epilogue, data paths have to 
be switched off one after another after calcu- 
lating all their filter taps. Also, data are only 
transfered between the active data paths. For 
method 1, after calculating the last filter 
taps, denoted by the darker grey boxes, the 
outputs have to be written back to memory 
and transfered to other data path. This re- 
quires different instructions than the calcu- 
lation of the other, preceding, taps. 

This lets us conclude that we have to 
solve two problems: First, we need to activate and deactivate data paths. Sec- 
ond, we need to provide addresses to the data transfers to control their source 
and destination. 

If we like to overlap two sets of calculations, the required control structures 
become a bit more complex, as can be seen in figure 3 b) . A true prologue is only 
performed for the first, epilogue only for the last set of calculations. Overlapping 
epilogue and prologue of two sets of calculations yields a new phase of operation 
where no data paths have to be (de-)activated but different operations have to 
be performed in certain data paths and data transfers have to be split. These 
split data transfers will require more addresses. 

How to answer these control needs will be laid out in the following section. 




Prologue 

Full 

Operation I 

Epilogue / 
Prologue 



Full 

Operation 



Epilogue 



b) Calculation of Two Sets of Out- 
puts 

Fig. 3. Control Structures 
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4 Enhanced SIMD-Control 

After analyzing the control requirements in the previous section, we will now 
propose control techniques which can fulfill these requirements. For each tech- 
nique a qualitative assessment of the hardware requirements is presented, exact 
number will follow in the next section. 



4.1 Software Control Using Immediates 

A very simple way of controlling data path’s activities and data transfers is 
by supplying immediates for each instruction. One immediate bit would be set 
for each active data path (its activity bit) and source and destination for data 
transfers are also specified as numerical values. 

Since immediates must be set in every cycle, it is not possible to write pro- 
gram code in loops which may also increase the required program memory size. 

Hardware Requirements. This technique requires P bits for data path activation, 
one time IdP bits for each load or store instruction and two times IdP bits for 
each broadcast or Zurich-Zip instruction. 



4.2 Software Control Using Registers 

To allow for using loops in program code we designed a second scheme, where 
the activity bits and addresses are supplied by control registers. These control 
registers, in turn, are manipulated by small ALUs which have to be controlled by 
instructions in each cycle. Since these instruction can remain the same, e.g. an 
increment instruction, throughout some time, these instructions can be included 
in loop bodies. 

Hardware Requirements. The width of the instruction word will remain about 
the same as in the previous method, since the registers must be specified in the 
data transfer instructions. Additionally, the register manipulation units must be 
controlled. However, the overall program memory requirements will be lower, 
since less lines of code will be required. Also, chip area for the registers and 
ALUs is required but quite small. 



4.3 Hardware Control Using State-Machines 

The previous techniques used registers manipulated by software controlled ALUs. 
Since this software control is fairly regular, we will replace it with hardware state- 
machines in this technique. The idea is illustrated in figure 4. The left part shows 
the program code, the middle part the corresponding state of the activity and 
address registers and the right part the active data paths and data transfers. 

The INIT instructions initialize the registers of the state machine and set the 
operation mode, e.g. INIT Adr2 I -|— I- sets address register 2 to 1 and also sets 
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Fig. 4. Extended SIMD Control with State-Machines 



the increment mode with saturation. The increment is carried out at each loop 
iteration. Because of the state-machine, this technique influences program be- 
havior similar to a CISC processor. This technique might not be easily supported 
by a compiler. 

Hardware Requirements. The hardware requirements for this technique consist of 
the registers and ALUs for manipulating them and is very small. The instructions 
for setting up the state machine can use already existing instruction slots, e.g. 
for program control, and hence do not increase the size of the instruction word. 



4.4 Skewed SIMD Control 

When looking at the required control structure one can note, that it is basically 
a skewed SIMD structure. This means, the instruction executed on one data 
path is the same instruction as the one that was executed on the neighboring 
data path one loop iteration before. We are exploiting this observation to create 
a control technique that does not rely on activating and deactivating data path 
but skewed SIMD instructions. The technique is illustrated in figure 5. 

The left side does depict the control structure to be realized. The right side 
shows a block diagram of the control hardware. Additionally to the usual pro- 
gram memory, instruction decoder, and distribution of control signals, a buffer, 
second instruction decoder and a SIMD control unit are added. The buffer holds 
a copy of the program code of the first phase. One decoder decodes the instruc- 
tions of the first phase, the second decoder decodes instructions of the second 
phase. The decoded control signals of both decoders are distributed to all data 
paths. However, the SIMD control unit selects the one or other set of control sig- 
nals for each data path. The SIMD control unit again contains a state-machine 
which is set up at the beginning of the calculation of a recursive Alter. For each 
loop iteration it advances its state so that data paths are switched from the 
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Fig. 5. Extended SIMD Control with Buffer 




Fig. 6. Extended SIMD Control with Pipeline 



first to the second phase. If the loop body contains just a single instruction, the 
control technique can be simplified to a pipeline-like structure, depicted in figure 
6. Here, the decoded signals are delayed between the data paths just like in a 
pipeline. 

Hardware Requirements. The hardware requirements are determined by the pro- 
gram buffer, second decoder and the SIMD control unit. Depending on the ISA 
and buffer size, the buffer and decoder will form the largest part. For the pipeline 
technique, the hardware requirements are determined by the number and size of 
the pipeline registers. 

4.5 Comparison of Hardware Requirements 

After proposing the various control techniques, we will compare their hardware 
requirements in order to find the most efficient solution. The hardware require- 
ments were estimated for the UMC 0.13 /rm silicon technology, where one gate- 
equivalent occupies 5.13^m^ and one bit of single port memory, used for pro- 
gram memory, occupies about 3/rm^. We also assume that the processor features 
a VLIW-like ISA with instruction word sizes of about 170 bit and very simple 
decoders. These assumptions stem from our currently developed DSP for which 
we performed the work described in this paper. 



On Enhancing SIMD- Controlled DSPs for Performing Recursive Filtering 321 




Method 1 o 
Method la + 
Method 2 □ 
Method 2a x 



The hardware requirements for the proposed control methods are presented 
in figure 7a). It can be seen, that the software control method with immediates 
requires the largest chip area due to 
its program memory consumption. 

The methods for skewed SIMD con- 
trol require quite large chip area, too. 

However, these values are for our 
particular ISA and might be much 
smaller for ISAs with smaller instruc- 
tion words. The smallest method is 
the hardware control with state- 
machine. 

However, area consumption is not 
the only criteria for an efficient so- 
lution. Performance also has to be 
taken into account. For this paper 
we calculated the execution time T 
for each of the presented calculation 
schemes for 200 output values of a 
filter with 20 taps. This should be 
a reasonable assumption for appli- 
cations where data is processed in 
frames. The cycle time of the pro- 
cessor is not affected by the control 
method since it is determined by the 
data paths. Hence, we can calculate 
the efficiency E = where A rep- 
resents the consumed die area. 

The efficiency, normalized on the 
method with the lowest efficiency for 
just the control hardware is presented 
in figure 7b). Due to its small area 
consumption, hardware control with 
state-machines yields by far the best 
efficiency. However, the area con- 
sumption must be viewed for the 
whole DSP, where also area for mem- 
ories and data paths must be 
accounted for. This has been done in 
figure 7c) where we included the area 
for 1Mbit of data memory. It can be 
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Fig. 7. Comparison of Hardware Require- 
ments and Efficiency for the Proposed Con- 
trol Techniques 

seen that the different hardware requirements of the control schemes play less 
of a role compared to the calculation schemes. Hence, issues like compiler- and 
programmer-friendlyness should also be taken into account when choosing a 
method for enhancing SIMD-controls. 
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5 Conclusions 

In this paper we first presented three methods for speeding-up the calculation 
of recursive filters by exploiting data level parallelism. We analyzed the required 
control structures for the methods and presented several techniques for enhanc- 
ing SIMD-controlled DSPs to perform parallel calculation of recursive filters. 
The hardware requirements for the proposed techniques were determined and 
their efficiency was compared by means of the AT-product. 
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Abstract. Because mobile phones are omnipresent and equipped with displays, 
they are attractive platforms for rendering 3D images. However, because they are 
powered by batteries, a graphics accelerator for mobile phones should dissipate 
as little energy as possible. Since external memory accesses consume a significant 
amount of power, techniques that reduce the amount of external data traffic also 
reduce the power consumption. A technique that looks promising is tile-based 
rendering. This technique decomposes a scene into tiles and renders the tiles one 
by one. This allows the color components and z values of one tile to be stored 
in small, on-chip buffers, so that only the pixels visible in the final scene need 
to be stored in the external frame buffer. However, in a tile-based renderer each 
triangle may need to be sent to the graphics accelerator more than once, since it 
might overlap more than one tile. In this paper we measure the total amount of 
external data traffic produced by conventional and tile-based Tenderers using sev- 
eral representative OpenGL benchmark scenes. The results show that employing 
a tile size of 32 x 32 pixels generally yields the best trade-off between the amount 
of on-chip memory and the amount of external data traffic. In addition, the results 
show that overall, a tile-based architecture reduces the total amount of external 
data traffic by a factor of 1.96 compared to a traditional architecture. 



1 Introduction 

A huge market is foreseen for wireless, interactive 3D graphics applications, in particu- 
lar games[l]. The resources required to run such applications are usually considerable, 
while the resources offered by low-power devices are rather limited. Specifically, since 
such devices are powered by batteries they should consume as little energy as possible. 
Furthermore, the amount of chip area of such systems is severely limited. 

External memory accesses are a major source of power consumption [2,3]. They 
often dissipate more energy than the datapaths and the control units. A promising tech- 
nique to reduce the amount of external data traffic and, hence, the power-consumption 
is tile-based rendering. This technique decomposes a scene into tiles and renders the 
tiles one by one. The advantage of this is that the color components and z values of one 
tile can be stored in small, on-chip buffers, so that only the pixels visible in the final 
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scene need to be stored in the external frame buffer. In other words, tile-based rendering 
reduces the problem of overdraw. On the other hand, however, a tile-based renderer may 
require that each triangle to be sent to the graphics accelerator more than once, since 
a triangle might overlap more than one tile. Moreover, given that the amount of chip 
area is limited, very little area can be devoted to local memory. So, we are faced with 
two opposite goals: reduce the amount of external memory traffic as much as possible 
while, at the same time, using as little internal memory as possible. 

In this paper we examine the memory bandwidth requirements for tile-based 3D 
graphics accelerators. First, we examine how the amount of external data traffic varies 
with the tile size. The results show that a tile size of 32x32 pixels yields the best 
trade-off between the data traffic volume and the amount of area dedicated to on-chip 
buffers. By increasing the tile size beyond 32 x 32 pixels, the amount of external data 
traffic is only marginally reduced. Also, decreasing the tile size under 32 x 32 pixels, 
increases the external data traffic substantially. Second, we measure how much external 
data traffic is saved by a tile-based renderer compared to a traditional renderer. The 
results show that the tile-based architecture reduces the total amount of external data 
traffic by a factor of 1.96 compared to the traditional architecture. 

This paper is organized as follows. After discussing related work in Section 2, we 
describe the conventional and tile-based rendering models in Section 3. In Section 4, 
the results of our experiments are presented. First, we determine the influence of the 
tile size on the amount of external data traffic. Second, we measure how much external 
data traffic is saved by employing a tile-based architecture instead of a conventional 
architecture. Conclusions and future work are given in Section 5. 

2 Related Work 

Tile-based architectures were initially proposed for high-performance, parallel render- 
ers [4-6]. Since tiles cover non-overlapping parts of a scene, the triangles that Intersect 
with these tiles can be rendered in parallel. In such architectures it is important to bal- 
ance the load on the parallel renderers [7, 8]. These studies, however, present statistics 
relevant for high-end parallel graphics, while we consider a low-power architecture in 
which the tiles are rendered sequentially one-by-one and the available memory band- 
width is rather limited when compared with parallel tile-based rendering. 

Low-power tile-based architectures [9, 10] were proposed, but no measurements of 
the total required bandwidth were presented. For instance, in [9] it is shown only that the 
tile-based approach reduces the traffic between the renderer and the external memory 
for various scene sizes. However, there is no indication of how the overall data traffic is 
affected by the tile size. The work presented in [10] focuses on compatibility problems 
for tile-based renderers and shows how they can be avoided. 

Other papers discussing tile rendering (e.g., [11]) are mainly concerned by the over- 
lap (the number of tiles that a primitive covers) of triangles with respect to tile size. 
Only the traffic between the CPU or main memory to the accelerator was considered. 
We consider the total data traffic, i.e., not only the traffic from the CPU or main memory 
to the accelerator but also the traffic between the accelerator and the frame buffer. 

The amount of external data traffic can also be reduced by decreasing the amount 
of transfered texture data. Three techniques to reduce the texturing traffic are texture 
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Fig. 1. Organization of a traditional tenderer. 



caching, texture compression, and texturing mechanism. Texture caching is one of the 
most efficient techniques to reduce the data traffic generated by a tenderer. In [12] it is 
shown that even a 256-byte, direct-mapped cache can signihcantly reduce the amount of 
texture traffic. By using texture compression [13, 14] texture traffic can be even further 
reduced since less data is transferred from the texture memory to the tenderer. Recently 
Moller and Strom proposed a new texturing mechanism called Pooma [15]. Pooma 
fetches fewer texels from the texture memory than traditional methods at the expense 
of slightly lower image quality. 



3 Rendering Methods 

In this section we describe the basic organization of a traditional and a tile-based ten- 
derer and briefly discuss the factors that contribute to the amount of external data traffic. 

The organization of a conventional rasterizer is depicted in Fig. 1. The Transform 
and Lighting (TnL) Engine processes the geometry data at the vertex level. It performs 
primitives coordinate changes and lighting computations. Modern PC-class graphics ac- 
celerators perform (part of) the transform and light stages, but since our target platform 
is a low-power, low-cost accelerator for mobile phones, we assume they are performed 
by the host CPU. After the vertices have been processed, they are sent to the rasterizer 
as primitives such as points, lines, and triangles. After that, the rasterizer scan-converts 
each triangle into fragments (pixels which may or may not be visible in the final image). 
It also performs texturing if it is enabled. Finally, for each fragment it is determined if 
the fragment is obscured by another fragment using, for instance, a z (depth) buffer 
algorithm. One access to the z buffer is needed to retrieve the old z value and, if the 
current fragment is closer to the viewpoint than all previous fragments at the same po- 
sition, the z value of the current fragment is written to the z buffer. Furthermore, if the 
z test succeeded, the current fragment is written to the frame buffer. 

In a tile-based tenderer, each scene is decomposed into regions called tiles which 
can be rendered independently. This allows to store the z values and color components 
of the fragments corresponding to one tile in small, on-chip buffers, whose size (in 
pixels) is equal to the tile size. This implies that only pixels visible in the final scene 
need to be written to the external frame buffer. However, tile-based rendering requires 
that the triangles are hrst sorted into bins that correspond to the tiles. Furthermore, 
since a triangle might overlap more than one tile, it may have to be sent to the rasterizer 
several times. 
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Fig. 2. Organization of a tile-based Tenderer. 



The organization of a basic tile-based Tenderer is depicted in Fig. 2. First, the prim- 
itives are sorted according to the tile partitioning and stored in a so-called scene buffer. 
This may be performed by the CPU or the rasterizer. In this paper it is assumed that it is 
performed by the CPU. Furthermore, in our measurements we do not include the data 
traffic required to sort the primitives because it can be accomplished in many different 
ways. After the primitives have been sorted, the tiles are rendered one by one. First, 
the primitives that overlap the current tile are sent to the rasterizer. Thereafter, the data 
associated with the current tile is fetched from the external frame buffer to the local tile 
frame buffer. This is necessary for blending if the application does not clear the frame 
buffer when it starts to render a new frame. Furthermore, the tile z buffer is cleared. If 
the application clears the frame buffer when it starts to render a new frame, the external 
z buffer is no longer needed. If not, the old z values have to be fetched from the external 
z buffer. After all primitives that overlap the current tile have been rendered, the content 
of the tile frame buffer is written to the external frame buffer. 

We now briefly describe the amount of external data traffic generated by each 
method. As depicted in Fig. 1 and Fig. 2, the data traffic between the graphics chip 
and other components of the system such as the CPU, main memory, and the frame 
buffer can be divided into two categories: 

1 . The data sent from the host CPU (or main memory) to the accelerator. It consists 
of geometrical data needed to describe the primitives, texture data, and changes to 
the state of the rasterizer such as enable/disable depth test, change texture wrapping 
mode, etc. We refer to this component as data front. 

2. The data transferred between the accelerator and dedicated graphics memory or 
memories. Since the frame buffer, z buffer, and texture memory are too large to be 
placed on-chip, they must be allocated off-chip. This component will be referred to 
as dataJback. 

The data front term is usually dominated by the amount of geometrical data needed 
to describe the primitives. The amount of texture data is, in the long run, negligible. 
We remark that with texture data we mean here the traffic needed to copy the texture 
images to the dedicated texture memory. This is necessary because the application may 
reuse the texture space after it has passed a pointer to this space to the rasterizer. It does 
not include the traffic needed to perform texturing. This component is included in the 
dataJback term. 

In a traditional Tenderer, the amount of geometrical data is proportional to the num- 
ber of primitives. In a tile-based Tenderer, however, each primitive might have to be sent 
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to the rasterizer several times. In particular, if a primitive overlaps n tiles, it needs to be 
transmitted to the rasterizer n times. Thus, in a tile-based renderer, the data front com- 
ponent is affected significantly by the amount of overlap, which is the average number 
of tiles covered by each primitive. 

Therefore, a tile-based renderer actually increases the data front component com- 
pared to a conventional renderer. The data. back term, however, is significantly reduced 
by a tile-based renderer. Because the color components and the z values of the frag- 
ments belonging to a particular tile can be kept in small, on-chip buffers, only pixels 
visible in the final image have to be written to the external frame buffer. Furthermore, 
provided the application clears the z buffer when it starts to render a new frame, the 
traffic befween the rasterizer and the external z buffer is eliminated completely. In a 
traditional renderer, on the other hand, many fragments might be written to the external 
frame buffer which are not visible in the final image because they are obscured by other 
pixels. Thus, in a conventional renderer, the dataJoack component is affected signifi- 
cantly by the amount of overdraw, which can be defined as fhe number of fragments 
written to an external buffer divided by the image size. 

Concluding, while a tile-based renderer produces more external traffic for geomef- 
rical data than a traditional renderer (depending on the amount of overlap), it generates 
less traffic between the rasterizer and the off-chip frame and z buffers (depending on 
the amount of overdraw). 



4 Experimental Results 

In this section the experimental results are presented. First, in Section 4.1, the bench- 
marks, tools, and some simulation parameters are described. Thereafter, in Section 4.2 
we study how the amount of external data traffic varies wifh the tile size. Finally, in Sec- 
tion 4.3, we compare the total amount of off-chip memory traffic produced by a tile- 
based renderer to the amount of traffic generated by a conventional renderer. 

4.1 Experimental Setup 

In order to compare the traditional and tile-based architectures we used 6 of the 7 com- 
ponents of the benchmarking suite proposed in [16]: Q3H, Tux, Aw, ANL, GRA, and 
DIN. The Q3H profile corresponds fo a demo of fhe Quake III 3D FPS game. Tux is a 
3D racing game available on Linux platforms. The Aw (Awadvs-04) profile is par! of 
fhe Viewperf 6. 1 .2 package. The ANL, GRA, and DIN are 3D VRML models for which 
“fly-by” scenes were created and traced. 

The statistics were gathered using several tools. First, we used our OpenGL tracer 
to generate the benchmarks traces which were fed to the Mesa library. The Mesa library 
performed primitive back-face culling and generated lists of remaining primitives that 
were sent to our accelerator simulator. For the tile-based architecture we used tile sizes 
of { 16, 32, 64} X { 16, 32, 64} pixels, and the window size was 640 x 480 pixels for all 
benchmark suite components. 

Because texturing exhibits high data locality and because small, direct-mapped 
caches do not require a large amount of area nor consume a significant amount of 
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Triangle Area (pixels) 



Fig. 3. Triangles histogram. This figure shows the cumulative percentage of triangles having an 
area lower than a defined size. 



power [12,17], we have employed a tiny (256-byte) direct-mapped, on-chip texture 
cache. We have used our own trace-driven cache simulator to measure the miss ratio of 
the texture cache. 

In order to simulate the 9 possible tile sizes configurations for all workloads on our 
rasterizer simulator in an acceptable time interval (several weeks), we have rendered 
approximatively 60 frames from each workload evenly distributed across the workload. 
For the skipped frames, however, we have not skipped the state change information so 
that the appropriate state information was committed to the tenderer before each frame 
was rendered. 



4.2 Tile Size vs. External Data Traffic 

In this section we determine how the amount of external data traffic varies with the tile 
size. Since the tile size determines the size of the local frame and z buffer, and because 
the amount of chip area is severely limited, we want to employ the smallest tile size 
possible while, at the same time, reducing the amount of off-chip data traffic as much 
as possible. 

As a first indication of an appropriate tile size. Fig. 3 depicts the cumulative percent- 
age of triangles up to a certain size. It can be seen that by far the most (93%) triangles 
are smaller than 1024 pixels. Very few triangles (7%) are larger than 1024 pixels. This 
indicates that more than 93% triangles might fit in a tile size of 1024 (e.g., 32 x 32) pix- 
els. However, even if most triangles are smaller than say, 32 x 32 they still can overlap 
multiple tiles if the tile size is 32 x 32. Therefore, a better indication of an appropriate 
tile size is the number of triangles sent to the rasterizer. 

Table 1 depicts the number of triangles transferred to the rasterizer for various tile 
sizes. As explained in Section 3, this data usually dominates the data front component 
of the total external data. The last row shows the number of triangles transferred if the 
tile size is equal to the window size. The overlap factor for a specific tile size can, 
therefore, be obtained by dividing the number of triangles transferred for that tile size 
by the number given in the last row. 
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Obviously, if the tile size increases, the number of triangles transferred to the raster- 
izer decreases, since there is less overlap. However, as remarked before, it is important 
to use as little internal memory as possible and, therefore, a trade-off needs to be made. 
It can be seen that using a tile size of less than 32 x 32 can increase the number of 
triangles transferred significantly. For example, if we employ a tile size of 16 x 16 in- 
stead of 32 X 32, the amount of geometrical data sent to the rasterizer increases by a 
factor of 2.02 for the Q3H benchmark and by a factor of 1.97 for the Tux benchmark. 
On average, using the geometric mean, a tile size of 16 x 16 increases the number of 
triangles sent by a factor of 1.62 compared to 32 x 32 tiles. On the other hand, employ- 
ing tiles larger than 32 x 32 reduces the amount of geometrical data only marginally. 
For example, the geometric mean of the reduction resulting from employing 64 x 64 
tiles instead of 32 x 32 tiles is 1.35. This indicates that a tile size of 32 x 32 is the 
best trade-off between the number of triangles sent to the rasterizer and the size of the 
internal buffers. 

Table 1. Number of triangles transferred as a function of the tile size for each benchmark. 





Benchmarks 


Tile size 


Q3H 


Tux 


AW 


ANL 


GRA 


DIN 


16x16 


21,300 




15,627 








16x32 


15,600 


6,101 


14,464 






HEI8H 


16x64 


13,009 


5,143 


13,911 


11,555 


7,624 


7,142 


32x16 


14,662 


5,539 


14,187 


14,823 


7,183 


7,954 


32x32 


10,526 


4,148 


13,090 


10,689 


6,217 


6,591 


32x64 


8,671 


3,576 


12,567 


8,745 


5,742 


5,904 


64x16 


11,360 


4,225 


13,480 


12,910 


6,071 


7,216 


64x32 


8,006 


3,245 


12,416 


9,150 


5,223 


5,928 


64x64 


6,518 


2,813 


11,908 


7,308 


4,807 


5,278 


640x480 


3,404 


1,822 


10,768 


4,321 


3,603 


4,083 



4.3 Tile-Based vs. Conventional Rendering 

In this section we measure the total amount of external data traffic produced by a tile- 
based renderer for a tile size of 32 x 32 and compare this to the amount of off-chip 
memory traffic generated by a conventional renderer. 

Figure 4(a) presents the amount of data traffic sent from the CPU to the rasterizer 
(the data^ront component of the total traffic) for the tile-based as well as the conven- 
tional renderer. It also breaks down the dataj'ront term into state change data and geo- 
metrical data. As expected, the tile-based architecture generates more dataj’ront traffic 
than the traditional architecture. On average, using the geometric mean, the tile-based 
architecture increases the amount of datajront traffic by a factor of 2.66 compared to 
the conventional renderer. The figure also shows that the amount of datajront traffic is 
dominated by the geometrical data and that the increase is due for a large part to the 
increase in the amount of geometrical data transferred. 
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(a) data.front 




(b) data.back 



Fig. 4. The front and back data traffic components. 



Figure 4(b) depicts the amount of data transferred between the rasterizer and the 
off-chip color and z buffers and texture memory (the dataJback term). Furthermore, the 
dataJback component has been split into data transferred from/to the color buffer, z- 
buffer, and texture memory. Due to the fact that our rasterizer simulator is much slower 
when rendering larger tile sizes due to the fact that some of the used data types, when 
scaled, can no longer be mapped directly to native data types, and the texture miss 
ratio changed only marginally for tiles with sizes from 16 x 16 up to 64 x 64, we 
have approximated the texture traffic for a traditional tenderer with the texture traffic 
generated by a 64 x 64 tile-based rasterizer. On average, the tile-based architecture 
reduces the dataJ>ack traffic by a factor of 2.71 compared to the traditional tenderer 
(geometric mean). Furthermore, for the conventional architecture the dataJback traffic 
is dominated by the traffic between the rasterizer and the frame/z buffers, whereas in a 
tile-based tenderer this traffic is eliminated almost completely. For a tile-based tenderer, 
the texture traffic is the largest component of the dataJback traffic. 

Finally, Figure 5 depicts the total amount of external data traffic produced by the 
conventional and the tile-based tenderer. The total traffic has been divided into data- 
front and dataJtack traffic. It can be seen that since the amount of dataJrack traffic is 
much larger than the amount of data front traffic, the tile-based architecture reduces the 
total amount of external traffic significantly. The geometric mean of the traffic reduc- 
tions over all benchmarks is a factor of 1.96. However, the advantage of tile-based ren- 
dering is workload dependent and the results show that tile-based rendering is more suit- 
able than traditional rendering for workloads with low overlap and high overdraw, while 
for workloads with high overlap and low overdraw, the traditional rendering should be 
used. Since the workloads from our benchmark suite do not exhibit high overdraw, the 
results obtained for the tile-based tenderer are not significantly better than traditional 
rendering. 



5 Conclusions and Future Work 

In this paper we have presented a comparison of the total amount of external data traffic 
required by traditional and tile-based tenderers. For tile-based tenderers, based on the 
total data traffic variation with respect to the on-chip memory (tile size), a tile size 
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Q3H Tux Aw ANL GRA DIN 



Fig. 5. Total external data transferred (kbytes) per frame for a tile-based and a traditional archi- 
tecture. 



of 32 X 32 pixels was found to yield the best trade-off between the amount of on- 
chip memory and the amount of external data traffic. We have also shown that tile- 
based rendering reduces the total amount of external traffic due to the considerable data 
traffic reduction between the accelerator and the off-chip memory while maintaining 
an acceptable increase in data traffic between the CPU and the renderer. Considering 
that external memory accesses consume a significant amount of power, this indicates 
that tile-based rendering might be a suitable technique for low-power embedded 3D 
graphics implementations. We mention, however, that the reduction in bandwidth of 
tile-based rendering when compared to traditional rendering depends significantly on 
the workload used. For workloads with a high overlap factor and low overdraw, the 
traditional rendering can still outperform the tile-based rendering, while for workloads 
with a low overlap factor and high overdraw, the tile-based rendering is more suitable 
than traditional rendering. 

As future work, we intend to investigate the implications of using multitexturing 
for tile-based architectures. Furthermore, since the amount of texture traffic is signifi- 
cant for a tile-based renderer, we intend to investigate texture compression techniques. 
Finally, we are currently investigating the memory bandwidth required for sorting the 
geometrical primitives into bins corresponding to the tiles. 
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Abstract. The focus of this work is on techniques that promise to re- 
duce the message delivery latency in message passing environments, in- 
cuding clusters of workstations or SMPs. We are introducing Network 
Processing extensions, and present a preliminary implementation using 
CoDeL to rapidly design and prototype these extensions. 



1 Introduction 

Network Processors provide environments that facilitate the processing of com- 
munication traffic. These may address message latency or be specifically focused 
in the rapid and ongoing changes of protocols [1]. 

The focus of this work is on techniques that promise to reduce the message 
delivery latency in message passing environments, incuding clusters of work- 
stations or SMPs. We have developed predictive techniques which adaptively 
predict the target of subsequent communications from sequences of past com- 
munication requests. These techniques have proven very effective with hit rates 
in excess of 90% for scientific and engineering workloads [3,4]. 

The information provided by these predictors can be used to manage the 
communication environment so that the delivery of the intended message is fa- 
cilitated and its latency is minimized. The main contributors to latency are 
the copying operations needed to transfer and bind a received message to the 
consuming process/thread. To reduce this copying overhead, we introduce ar- 
chitectural extensions comprising of specialized network cache and instructions 
to manage the operations of this cache [3]. The predictive techniques discussed 
previously will be used in the cache replacement policies. 

In this work we report our using the hardware description language CoDeL 
[2], which we have developed, to rapidly prototype network processor extensions. 

CoDeL (Controller Description Language), targets the specification and de- 
sign at the behavioral level. CoDeL is a procedural language in which the order 
of the statements implicitly represents the sequence of activities. It extracts 
the data and control flow from the program automatically, assigns the necessary 
hardware blocks and exploits inherent parallelism. It is similar to the C program- 
ming language and is therefore easy to learn. The CoDeL compiler is written in 
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C and it compiles a source CoDeL program to produce synthesizable VHDL 
code. The control path is extracted automatically and sequences operations and 
the storing of results. Optimizations include automatic parallelization of non- 
dependent assignment statements. The generated VHDL code can be targeted 
to any technology including PLD, FPGA or ASIC. 

This paper is organized as follows. Section 2 presents a description of the 
architectural extensions introduced to support efficient processing of sending 
and receiving of messages in a tightly coupled parallel processing environment, 
section 3 discusses the use of CoDeL in specifying and rapidly prototyping these 
extensions, and we finally conclude with section 4. 



2 Network Processor 

High performance computing is increasingly concerned with efficient communi- 
cation across the interconnect. System Area Networks (SAN), such as Myrinet 
[7], provide high bandwidth and low latency while several user-level messaging 
techniques have removed the operating system kernel and protocol stack from 
the critical path of communications [11, 14]. A significant portion of the software 
communication overhead is attributed to message copying. As shown in Fig. 1, 
these are: from the send buffer to the system buffer (1), from the system buffer to 
the network interface (NI) (2), and from the network interface to a system buffer 
(3), and finally to the receive buffer (4). At the send side, user-level messaging 
layers use programmed I/O or DMA to avoid system buffer copying. 



Send Process Receive Process 




Fig. 1. The network interface controller 



When a message arrives at the receiving side it is buffered if the receive call 
has not been posted yet. Several techniques have been developed that try to alle- 
viate the latency introduced by this buffering. These include VMMC, VMMC-2 
[10], Fast sockets [13], MPI-LAPI [5] or re-mapping, and copy-on-write tech- 
niques [8]. Prediction techniques have been proposed in the past to predict the 
future accesses in distributed shared memory (DSM) [9] and to predict message 
destinations in message-passing systems [4, 12]. 
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2.1 Integrating Message Predictors with the Network Interface 

In this section, we discuss how a message predictor [4] can be used and integrated 
into the network interface to help achieve zero-copy communication [3] . Since we 
predict the sequence of message reception calls, we can move the next-to-be-used 
message near the place that will be consumed. This is most efficiently done if the 
message is moved to the cache of the processor that will consume it. Predictors 
then would be incorporated in the replacement policies of caches and pages that 
hold received messages. Predictors would reside beside the network interface 
and monitor the message reception patterns predicting the expected message to 
be consumed next. The network interface uses these predictions to place early 
arriving messages into the cache. However, these early arriving messages will not 
be bound to the consuming process/thread until the appropriate receive message 
is issued. 

Ideally, if the data destined to be consumed by a consuming process/thread, 
has been cached, the process/thread will encounter minimum delay in consuming 
this data. If the data is to be delivered by the network, as we discussed earlier 
in this work, the late binding required by a two sided protocol, introduces a 
significant overhead. Our aim is to introduce architectural extensions that will 
facilitate the placement of the message data in a cache, bound and ready to be 
consumed by the consuming thread/process. We accomplish this through the 
introduction of a special network cache and extensions to the ISA. We consider 
that a message includes, in addition to the payload, a message ID which may 
be part or the total MPI message envelope. The message ID is used to identify 
the message and bind it to its target address. We consider two memory spaces: 
Network memory space: This is where network buffers are allocated and where 
received messages live waiting to be bound to the process address space. Process 
memory space: This is the process memory address space where process objects, 
including bound messages, live. To facilitate late binding, we introduce a separate 
network cache that can distinguish the two memory spaces. 



network tag mes.sage ID proce&stag cache data line 
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Fig. 2. The process and network memory spaces and their relation through the network 
cache 
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Fig. 3. The overall architecture of a network-extended node 

Operation. We assume messages of length identical to that of a cache line. We 
assume a separate network cache the structure of which and its associativity will 
be further elaborated in section 3. The network cache includes three separate 
tags. The network tag is associated with the Network Memory Space, while the 
process tag is associated with the Process Memory Space. A separate message 
ID tag holds the message ID. All three tags can be searched associatively. 

On its arrival, a message is cached in the network cache. The network tag 
is set to the address of the buffer in network memory space that is allocated 
to the message and the message ID tag is set accordingly. The message lives at 
the network cache and it migrates to the Network Memory Space according to 
a cache replacement policy, which utilizes the prediction heuristics discussed in 
[4], to replace the message that is least likely to be consumed next. The message 
ID and the network tag of a replaced message are held by a link translation 
buffer so that the message can be located and reloaded into the cache quickly. 

Late Binding. A receive call targeting a message on the network cache will 
invalidate the message ID and network tags and will set the process tag to point 
to the address of the object destined to receive the message in Process Memory 
Space. The buffer in Network Memory space is now released and it can be garbage 
collected. Similarly the link translation buffer entry is invalidated concluding the 
late binding of the message to its target object. From this point onward, the 
cache line is associated with the Process Memory Space. On cache replacement, 
the message is written back to its targeted object in Process Memory Space 
and eventually to the data cache. Both the data cache and the network cache 
are searched for cached objects, and the aforementioned binding process ensures 
that the object is not replicated in the network and data caches. 

Early Binding. While late binding binds an early arriving message to a subse- 
quent receive, an earlier posted receive could prepare and reserve a cache line in 
the network cache and set the corresponding process-tag and message IDJ,ag in 
anticipation of a subsequent message. When the message indeed arrives in the 
future, it is placed directly into the reserved cache line and becomes available 
to the process immediately. This early binding functionality is only introduced 
here, and has not been implemented yet. 
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Other Considerations. As outlined in [3], the network cache mechanism can 
be suitably extended to accommodate larger messages by dividing these messages 
into blocks and suitably annotating them. Also, very large messages can be 
handled in a very similar manner by introducing special network TLBs which 
incorporate the message ID and both a process and network virtual addresses. 



ISA Extensions. In a general architecture, one may implement a network pro- 
cessor by including a few specialized, network-specific instructions that facilitate 
the implementation of the late binding operations described earlier. 

— network-load 

— network-store 

— remap 

The network-load and network-store instructions are identical to the standard 
load and store instructions with the exception that they cause the networked 
cache to be searched according to the network tag. No other cache is searched. 
Regular load and store instructions target both the normal data cache and the 
network cache and the network cache is searched according to the process tag. 

The remap messagc-id, new-process-tag instruction remaps the cache line 
identified by the message-id to the new process tag. The message-id and 
new-process-tag are in registers. The new-process-tag corresponds to the vir- 
tual address of the object which is to receive the message. The exact operation 
of the remapinstruction is discussed in [3]. The messagc-ID is used as a key 
to search the network cache for the presence of the identified message. Upon a 
cache hit, the physical address corresponding to the new-process-tag is written 
into the cache. Upon a cache miss, the link translation buffer is queried based on 
the messagc-ID to yield the network-tag and bring the corresponding cache line 
into the cache. This may be done as part of the remap instruction, or it may be 
emulated in software depending on its complexity and the achieved miss rate for 
the remap operations. The network tag is reset and one of the processor status 
bits is set/reset to indicate the success or failure of the instruction. 

3 Implementation 

Using CoDeL we have implemented a network cache and its controller towards 
achieving a zero-copy messaging environment. The implemention is composed of 
four modules: the network cache controller, the network register file, the process 
register file, and the message LTB. as presented in figure 4. 

The implementation reflects the fact that the network cache is associatively 
searched on any of the three tags (i.e. network, process or message ID). As it is 
depicted in figure 4, we have implemented a conventional 4-way set-associative 
cache that stores the cache line and the network tag. The message ID indexes 
the message LTB whose entries contain valid network addresses. The present 
implementation assumes a 16 bit message ID and a 64K entry LTB. In the 
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Fig. 4. Network Cache Architecture 



future, we intend to implement a q-way set associative cache as the message-ID 
section to allow for longer message IDs and to minimize the required storage. 

The process tags are kept in the message and process sections respectively, 
while the payload in these sections consist of pointers that point to the cache line 
in the network section that keeps the actual data. This means that whenever 
the remap or load instruction is executed an indirection needs to take place 
where a pointer in the message or process section is obtained first. The pointer 
is then used to access the correct cache block in the network section. It is this 
manipulation of pointers that allows the avoidance of any data copying. 

For our 256 entry cache we have chosen a 4-way set associative architecture. 
The 32 bit network and process adresses are broken down as shown in figure 5. 
Each cache line is 32bytes long. The network, process and message sections are 
implemented as register files, and the network cache controller simply facilitates 
the accessing and manipulation of the information stored in those registers to 
implement the cache functionality described in Section 2. 




Fig. 5. Network and Process Address Structure 



3.1 Network Controller 

The network cache controller section is implemented using CoDeL. It interacts 
with the register files in the three other sections to implement a 4-way set asso- 
ciative cache that is accessed through any of the network, message ID or process 
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tags. The register files include a four port output ensuring that information from 
all four members in a set can be retrieved concurrently. The cache is write-back, 
and implements a write-allocate on a cache miss on a write^. 

Message ID. A message ID being part of the message needs to be placed in 
the appropriate entry in the network cache structure. As we discussed earlier, 
we use the message ID tag to identify the appropriate message to be bound 
to a process through the remap instruction. In this implementation, we assume 
that the message ID occupies the first two bytes of a message. Thus a network 
store targeting the first word of the message will store the message ID in the 
first two bytes of the cache line, and to the corresponding entry of the message 
LTB, it will store the network buffer address assigned to the message. We also 
insist that the network buffers used to store the messages have boundaries which 
are multiples of the message size (32 bytes). In future implementations we plan 
to relax these restrictions by implementing a true caching environment for the 
message LTB facilitated by special modes of the network store and network load 
instructions which will allow us to manipulate the entries of the message LTB 
explicitly. Figure 6 shows the planned structure. 



(final message address) mod w 



process cache section 




Fig. 6. The planned structure of the message ID and process sections 



Process Cache Section. The Process Cache Section is organized as a 4-way 
set associative cache. It consist of two entries, one that stores the process tag 

^ A modified write-allocate on a cache miss on a write could be considered if one 
considers that messages are atomic and are not modifiable. Under this assumption, 
a message is stored into the network buffer only once, and stays there until it is 
bound to its destination process. Thus, the cache line could be populated with the 
elements of the message as they are brought in from the NIC, declared dirty, and 
written back to the network buffer only on replacement. The implementation of this 
scheme however, depends on the message being atomic, and thus on the ability to 
lock a cache line while the message is being brought in. This can be implemented by 
having explicit cache line lock/unlock capabilities. 
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and the other that stores a pointer to the cache line that stores the message 
itself in the network section. Since the network address and the process address 
are not correlated, and in order to avoid unnecessary cache replacements, the set 
associativity of this section should in reality be greater than that of the network 
section. This, we plan to implement in a future revision of the structure. The 
process tag consists of the base of the data structure to which the message is 
bound. Thus, the index to an item within the cache line, is calculated as the 
difference between the process tag and the real address of the item. The remap 
instruction sets the process tag and the pointer pointing to the particular cache 
line that is bound through the remap instruction. The cache line remains in 
the network section until it is deemed replaceable. On replace, any cache lines 
already in the regular data cache which include addresses covered by the bound 
message block in the network cache, are written back and declared invalid before 
the message block is itself written into the process space starting at the address 
specified in the process tag^. 

We expect that most of the accesses to the bound message in the process space 
will happen immediately following the mpLreceive (i.e. immediately following the 
execution of a remap) and as such it is advantageous to keep the bound message 
in place in the network cache, ensuring no cache misses. 

Using the above architecture, the network controller implements 4 required 
instructions. 

— network-load — remap 

— network-store — load 

network_load. Based on the network address provided, the four network tags 
are retrieved from the network register file and compared to the address provided. 
If a match occures, the corresponding cache line and the message ID are provided 
as output. On a cache miss, the cache line is brought in randomly replacing an 
existing cache line which is written back only if dirty. 



network_store. Based on the network address provided, the four network tags 
are retrieved and compared to the provided address. On a match, the data is 
written in the designated cache line and at the designated index, and the cache 
line is marked as dirty. On a miss, the standard write-allocate with random re- 
placement is followed. As per the discussion earlier, the network-store instruction 
is also used to store the message ID tag. 



remap. The remap instruction utilizes the message ID and the new process 
virtual address. It is assumed that a new process address is generated based on 

^ We are currently exploring the possibility of cache-to-cache copying from the network 
cache directly to the regular data cache, to ensure fast write-back. This can be done 
expeditiously if blocks covering the addresses of the bound message are already in 
the data cache. If this is not the case, then these blocks must be brought into the 
data cache, and only then the network cache-to-data cache transfer can take place. 
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the new process virtual address from a look-aside buffer. The message ID is used 
to retrieve the network address from the message LTB. new process address is 
used to target a corresponding set in the process section. A randomly chosen 
entry is replaced with the new process address and the pointer to the cache 
line holding the message identified by the previously obtained network address. 
The message ID tag and network tag are invalidated to indicate the successful 
conclusion of the remap. 

load. The load instruction targets both the network cache and the regular data 
cache. The process cache section provides the pointer to the referenced cache line 
which is used to retrieve the referenced datum. If both the network cache and the 
regular data cache respond, the datum from the network cache supercedes the 
one from the regular data cache. This convention is adopted since the network 
cache will respond only if a valid message has been bound. 

3.2 Complexity 

The register file modules were implemented in VHDL. Each of these required 
about 60 lines of VHDL code. The network controller module, written in CoDeL, 
required about 697 lines of code, and generated close to 4011 lines of VHDL code. 

Under simulation we see that the networkJoad instruction requires 15 clock 
cycles, the network.store takes 29 cycles, the remap takes 29 cycles, while the 
load requires 21 cycles. 

4 Conclusions and Discussion 

In this work we presented a preliminary design of a Network Processor exten- 
sion. Our primary purpose was to ensure a self consistent design, and prove the 
capabilities of our CoDeL design environment. We have concluded both goals 
successfully, and through this process, we have establish several points both to 
our design and to the CoDeL environment that need attention. We have enu- 
merated some of the issues in the main text and we plan to incorporate these in 
future revisions of the design. Additionally, we plan to investigate ways that the 
described extensions can be incorporated to an existing processor core. 

Finally, a few comments on CoDeL. We found that although CoDeL provides 
a wonderful protyping environment there are certain deficiencies. First CoDeL 
lacks the ability to specify register arrays. If it allowed creation of arrays, the 
register files could be implemented within CoDeL with great ease. 

Second, although the CoDeL compiler attempts to discover data dependen- 
cies and parallelizes the architecture based on these dependencies, it is not able 
to do this effectively. It would be extremely useful if the language allowed user 
defined sequential and parallel constructs. This could yield better parallelism. 
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Abstract. This paper presents a novel micro-architecture for high-performance 
and low-power DSPs. The underlying Synchronous Transfer Architecture (STA) 
fills the gap between SIMD-DSPs and coarse-grain reconfigurable hardware. STA 
processors are modeled using a common machine description suitable for both 
compiler and core generator. The core generator is able to generate models in 
Lisa, System-C, and VHDL. A special emphasis is placed on the good synthesis 
of the generated VHDL model. 



1 Introduction 

This paper presents a novel architecture for digital signal processing that allows effec- 
tive compiler support. In this architecture, many different algorithms share the avail- 
able computational resources. In addition, the resulting hardware is suitable for high- 
performance, low-power applications, as they occur in battery-powered devices. Fur- 
thermore, the hardware implementation is streamlined: As much as possible of the hard- 
ware models is generated by our tool-chain. Both the compiler and the core generator 
use the same machine description in order to create an integrated design flow. 

2 Related Work 

[5,6] performed evaluations about instruction set effectiveness and utilization. The ob- 
servation that compilers could hardly utilize the full flexibility offered by the increas- 
ingly complex instruction sets, and that code size and performance do not directly cor- 
respond, led to the development of RISC architectures [8]. RISC architectures simplify 
instruction processing, and thus allow much higher clock rates at the cost of a large 
instruction footprint. Instruction level parallelism adds substantial overhead to instruc- 
tion processing, e.g. for larger caches, register renaming, branch prediction, dynamic 
instruction scheduling, register files with many ports, etc. (see [5]). 

Digital signal processors (DSP) have to meet real-time constraints in the worst 
case scenario. Saving die area and power is more important than compiler-friendliness. 
Therefore, classical DSPs avoid the overhead of dynamic instruction scheduling by sup- 
plying CISC instructions for specific high-throughput tasks. These instructions don’t 
consume a lot of memory while exploiting the full degree of parallelism available. 
A typical example is a MAC (multiply-accumulate) instruction that performs a mul- 
tiplication, an addition, two address calculations with circular buffering and bit-reverse 
addressing, and two loads at once, coded with 16 bits of instruction memory. 

A. Pimentel and S. Vassiliadis (Eds.): SAMOS 2004, LNCS 3133, pp. 343-352, 2004. 

(c) Springer- Verlag Berlin Heidelberg 2004 
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Many features of general purpose processors have been adopted in the area of DSPs: 
Texas Instruments [11] based their high-performance DSP platform on a VLIW archi- 
tecture. Intel [9] presented a superscalar implementation of the ARM RISC core with 
SIMD extensions. These processors show high performance and can react flexibly to 
dynamic situations like cache misses and branch misprediction. 

With an increasing degree of instruction level parallelism, wiring dominates com- 
putational capacity. [4] presents the Transport Triggered Architecture (TTA) to alleviate 
this problem: It reduces the amount of interconnection resources and number of register 
file ports while enabling efficient code generation by compilers. 

Still, these extensions are not sufficient to satisfy the demand of even more perfor- 
mance-hungry DSP applications. With the rise of FPGAs, high-performance signal pro- 
cessing applications shift towards reconfigurable computing. In order to maintain flexi- 
bility, application specific processors (like [12]) propose to identify application specific 
tasks for implementation in custom functional units. 

For further analysis, we refer to the definition of the efficiency metrics Remanence 
and Scalability in [2]. According to this metric, a VLIW processor can be regarded 
as a very quickly reconfigurable (low remanence) piece of coarse-grain reconfigurable 
hardware. We will use this notion to define a fusion of processor and reconfigurable 
hardware. 

3 The Architectural Template of STA 

The hardware resources in a processor or reconfigurable hardware architecture can be 
classified according to their usage: A processor contains a portion dedicated to instruc- 
tion processing (e.g. instruction memory, instruction decoder, branch prediction) and 
a portion dedicated to data processing (e.g. data path, ALU, FPU). Reconfigurable 
hardware dedicates resources to reconfiguration (e.g. storage of configuration, pro- 
grammable switching matrix) and resources for computation (e.g. adders, multipliers). 

Particularly for battery powered applications, it is desirable to spend as little re- 
sources as possible to programmability or reconfigurability. A possible way to achieve 
this goal is SIMD architecture, in which several data processing resources share a single 
instruction processing resource. 

To reinforce the reduction of resources dedicated to reconfigurability, it is desirable 
to simplify the instruction processing portion as much as possible without affecting the 
performance of the data processing portion. The predictable execution nature of digital 
signal processing applications do not require the flexibility of a superscalar architecture. 
A VLIW or a TTA [4] architecture would be a good choice. This paper proposes a 
simplification of the TTA architecture. 

While VLIW architectures require expensive crossbar switches for the construction 
of bypasses between the functional units, TTA architectures require local queues for 
collecting operands and a controller that determines when exactly an operation is to be 
started. In the predictable execution environment of DSPs, we propose to trigger the 
execution of instructions explicitly by supplying control signals from the instruction 
word. We call this architecture Synchronous Transfer Architecture (STA). 

Figure 1 shows the architectural template of STA: the design is split up into an arbi- 
trary number of functional units, each with arbitrary input and output ports. To facilitate 
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synthesis and timing analysis, it is required that all output ports are buffered. Each in- 
put port is connected to an arbitrary number of output ports. Alternatively, they may 
originate from immediate fields in the instruction word as well. For each computational 
resource, a segment of the STA instruction word contains the control signals (opcode) 
for the functional unit and the multiplexer controls to control the sources of all input 
ports and associated immediate fields. 



FU 1 



"V ^ 

FU2 



Memory 1 
r? — I 




Fig. 2. STA Data Path 

Figure 2 shows all input multiplexers together forming a switching matrix between 
the output and input ports. In total, the system constitutes a synchronous data flow 
network. The switching matrix may implement arbitrary connections depending on the 
application, performance, and power-saving requirements. Such an interconnection net- 
work can also be constructed in a hierarchical fashion. 
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The STA architecture poses a new challenge: Storing uncompressed STA instruc- 
tion segments in memory creates a new bottleneck: It requires a lot of memory and huge 
bandwidth for instruction fetch. For this reason, the STA instructions need to be com- 
pressed. [13] compared different compression strategies. The most efficient ones seem 
to be 2D run-length encoding schemes. It should be noted that instruction processing of 
a superscalar processor can also be regarded as a specific decompression technique. 

3.1 Compiler Support 

In order to apply standard compiler techniques [1,7] to STA processors, it is required 
to separate computational resources into the following complementary types: 

- behavior, i.e. a computational resource that performs some function based on its 
control signals and its input values. Functional units are not allowed to contain any 
state excepting pipeline registers. 

- state, i.e. a resource that stores data. It is not allowed to perform any computation 
and uses an address input to designate a specific location. If the address comes from 
an immediate field, it acts like a register file of a RISC processor. Otherwise, it acts 
like a memory. 

Assuming that it is possible to route data between any resources, the Tomasulo algo- 
rithm for dynamic scheduling in superscalar processors described in [5] is applicable. 
With STA processors however, Tomasulo’s algorithm can be performed statically by 
the compiler. The STA interconnection matrix acts like the bypass connections found 
in classical processors. 

It should be noted that the data processing part of any processor can be reinter- 
preted as an STA processor by assuming an STA-conforming module partition: Each 
register, register file, or memory turns into an STA-state and each combinatorial cir- 
cuitry turns into an STA-behavior. E.g., a multiplier containing an accumulator (MAC) 
can be modeled as a multiplier functional unit connected to a register file containing a 
single register, the accumulator. 

The comparison with the data processing part of a superscalar processor yields a 
sufficient criterion for the routability of operands, as mentioned above: If there is a 
designated register file for each data type, and if there is a connection from each port of 
that type to that register file. This configuration resembles a VLIW processor without a 
bypass. 

3.2 Synthesis-Friendly Implementation of the STA Interconnection Matrix 

At the implementation of the STA interconnection matrix, particular care has to be taken 
of the realization of multiplexers. It turned out to be most advantageous to place these 
multiplexers directly at the core toplevel without wrapping them into a module. 

Depending on the library, synthesis can split the multiplexers into NAND gates, as 
depicted in Eigure 3. During the later design phases, the first NAND gate can be placed 
near the output of the source resource, while placing the second NAND gate near the 
input port of the target resource. This placement has the advantage of making the the 
resulting circuitry particularly fast and power-saving. 
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Fig. 3. Implementation of STA Interconnection Matrix 



The first NAND gate can be dimensioned as the driver for the following long wire 
to the target. It also acts as a power gate for the switched signal. Thus, toggling or 
recharging of the long wire is prevented in cases when the data are not used at the 
target. 

4 The Integrated Design Flow 

Our group created an integrated design flow for the efficient development of STA pro- 
cessors. A formal machine description is used by both compiler and core generator. An 
UML-diagram overview over the format is shown in Figure 4. 

The design flow of our core generator is depicted in Figure 5. It can be freely used 
for evaluation purposes at our web site [3]. The web site also provides more detailed 
documentation and the sample processor model minimal. 

4.1 ISA Layout 

The core generator hrst computes an optimized instruction set layout for the given archi- 
tecture. For this purpose, the binary encodings for instructions and multiplexer controls 




Fig. 4. Machine Description: UML Diagram 




348 



Gordon Cichon et al. 




System-C 

Model 



VHDL 

Model 



Lisa 

Model 



Fig. 5. Core Generator: Design Flow 



are determined. The binary encodings also determine the bit width of the corresponding 
fields in the instruction word. Correlated control fields are placed close to each other in 
the instruction word in order to improve compression efficiency. Finally, a report about 
the instruction encoding is generated. 

4.2 Simulation Models 

For simulation and software debugging purposes, a machine model for the Lisa sys- 
tem [14] is generated. The core generator handles the features necessary to support 
STA and SIMD constructs in Lisa effectively. The generated model contains generated 
behaviors for all instructions, as well as all code related to the switching matrix. The 
core generator also generates an assembly preprocessor to support a human-readable 
entry of parallel programs. Lisa, in turn, generates assembler, linker, and a machine 
simulator with a debugger. 

Alternatively, the core generator can generate a System-C model of the processor. 

4.3 Synthesis Models 

The core generator also generates a synthesis friendly VHDL model. The generated 
parts consist of a VHDL package with constant dehnitions, a core toplevel with in- 
terconnection wires and multiplexers, different types of decompressing instruction de- 
coders, register files with debug capability, memories using technology dependent hard- 
macros with debug capability, and stubs for the implementation of functional units. In 
addition to that, the core generator generates synthesis scripts for ASIC- and FPGA- 
libraries. A proprietary debug interface for in-circuit debugging is inserted automati- 
cally. 

The core generator makes no assumption on the implementation of the functional 
units. It turned out to be most advantageous to use optimized models obtained from 
third parties, e.g. the technology foundry, Synopsys DesignWare, Altera Megafunctions, 
Xilinx DSP-Blocksets, etc. 

5 Application to SIMD Processors 

The conceptual view of a SIMD processor from a compiler perspective is different than 
the perspective from a model more suitable for hardware implementation: A compiler 
needs to keep track of the resources of a SIMD-architecture that are controlled by a 
common instruction. Conceptually, such a SIMD-unit performs a vector-computation 
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subject to instruction scheduling. These units are shown as horizontal rectangles in 
Figure 6, e.g. a SIMD-adder, a SIMD-multiplier, and a SIMD register file. Please note 
that the term slice refers only to the conceptual representation in Figure 6 and does not 
imply any restriction on its geometric implementation. 

Nevertheless, an efficient hardware implementation can only be derived if modules 
are prouped into slices or tiles shown as verticals rectangles. Thus, the modules are 
internally tightly wired, while there is little communication between them. A slice can 
once be physically placed and routed with a minimal degree of unnecessary freedom, 
and then be replicated to produce the desired parallelism. 



5.1 Slice Recognition 

The first step to automatically generate the processor core is to recognize the units that 
can actually be split into slices. Units that do not perform vector-processing are not 
subject to the transformation process described in the later steps. 

The sliceability of a functional unit can be determined from the machine description 
by taking into account three indications: 

- If the unit inputs or outputs vector data at its ports 

- If the behavior of a unit performs vector processing 

- Explicit specification by the processor designer 

Special care has to be taken of sliceable units that contain scalar ports: Integer types 
can trivially be reinterpreted as a vectors of single bits. With this technique, the result 
flags of SIMD-unifs can be processed by infeger scalar unifs. Anofher frivial mapping 
is to generate a broadcast operation for scalar input ports. In other cases, a user-defined 
mapping has to be specified by the processor designer. 



5.2 SIMD-Unit Fission 

The second step is to break up the sliceable SIMD-units. This operation is performed 
by replacing each sliceable unit with a corresponding sliced one. The sliced unit has the 
same number of input and output ports, while the type of each port is replaced by its 
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corresponding scalarized type. E.g., if the port type used to be vector ofmyjype, it is 
replaced by myjype. The behavior of the sliced unit has to be specihed accordingly. 

If a unit requires inter-slice communication, additional communication signals have 
to be inserted into the sliced unit’s interface. 



5.3 Slice-Module Fusion 

The third step of the procedure is to group all sliced units into a new module that repre- 
sents the physical layout entity of a slice. This module has an interface containing input 
and output ports for all signals that connect sliced and unsliced units with each other. 
Additionally it contains ports for slice identification and inter-slice communication. 

Within each slice, a synthesis-friendly multiplexer matrix is generated as described 
above for all locally interconnected signals (see Fig. 7, the multiplexer inside the slice). 




Fig. 7. Interconnection Network with Sliced and Unsliced Functional Units 



5.4 Processor Integration 

The fourth and final step builds a processor model containing the replicated slice mod- 
ule, the non-sliceable functional units, and a synthesis friendly interconnection network 
(see Fig. 7). 

Special care needs to be taken of signals that cross the slice boundary; 

- connection from outside to inside 

For connections to input ports at SIMD-units, only inputs that originate from un- 
sliced units are handled by a second multiplexer outside the slice. As depicted on 
the upper side of Figure 1 , the resulting vector signal is split into its components 
and connected to the scalarized inputs of the corresponding slices. Inside the slice, 
the signal is connected to the second multiplexer generated by the fusion step. 
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- connection from inside to outside 

For output signals originating from output ports inside slices which needs to be 
connected to input ports of unsliced units, all individual scalarized signals origi- 
nating from inside the slices have to be merged to vector signals (see lower side of 
Fig. 7). 



6 Discussion and Further Work 

We presented a novel micro-architecture tailored to high-performance, low-power DSPs. 
For this new architecture, we are able to generate hardware implementations in an ef- 
ficient integrated design flow. We used the SIMD paradigm to decrease the amount of 
resources required to provide programmability. 

The performance of an STA processor is determined by the parallelism of its com- 
putational resources. It allows to build high-performance processors from libraries of 
primitive functions. This allows for better resource sharing than other approaches that 
require to identify specific application specific operations. 

In traditional design flows, either two different models of the processor have to 
be developed and maintained, or a compiler-type model has to be used for synthesis. 
In contrast to that, our core generator automatically converts a compiler-type machine 
model into a synthesis-type machine model. 

The novel architecture has been tested on a wide variety of systems: A DVB-T re- 
ceiver, a 802.11/UMTS combo chip, and an OFDM transceiver system. Synthesis and 
power simulation results show that the proposed architecture is actually suitable for 
high-performance and low-power DSPs. The results show that programmable solutions 
are competitive with hardwired solutions. A complete implementation example is pre- 
sented in [10]. 
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Abstract. Application tailored signal processors fill the gap between 
ASICs and general purpose DSPs. Single Instruction Multiple Data 
(SIMD) Signal Processors offer high computational power with low con- 
trol overhead. This paper describes the development of a multi-processor 
OFDM-System x using automatically generated SIMD-DSP Cores. The 
focus of this case of study was the test of our integrated design flow 
which is based on our core generation tool. We show how with our de- 
sign methodology we reduce the design cycle in comparsion with other 
HW/SW Co-design tools and traditional design flows. 



1 Introduction 

Signal processing applications for high end communication devices require two 
different types of application specific signal processors: The first type is a highly 
optimized DSP core with a complex instruction-set to handle the demanding ap- 
plication specific computational requirements. The second type is a more generic 
small processor core which can be used with different application specific cores 
or as a stand-alone-core for low data rate applications. Powerful tools are needed 
to minimize the time needed for designing and validating these DSPs. Therefore, 
the required software toolchain should be generated together with a processor 
core which enables efficient reuse of previously created hardware units. This can 
be achieved using a dedicated hardware library together with a capable archi- 
tecture template which facilitates short and frequent design cycles. 

The STA (Synchronous Transfer Architecture) [2] is such a template. A com- 
piler-friendly machine description describes DSP cores. Then, the machine de- 
scription is used by GenGore [1] to create hardware and simulation models of 
application tailored DSP cores. Gompared to the more general processor design 
tools like GoWare/LisaTek [7], PEAS-III [5] and EXPRESSION- ADL [4] which 
are more targeting RISG and GISG architectures, GenGore is focusing on SIMD 
vector DSP architectures. In our case of study we have developed an OFDM 
broadcasting system using an STA-I/0 Processor and an STA SIMD DSP on 
receiver and transmitter side. 



A. Pimentel and S. Vassiliadis (Eds.): SAMOS 2004, LNCS 3133, pp. 353—362, 2004. 
(c) Springer- Verlag Berlin Heidelberg 2004 
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2 Case Study: OFDM 

OFDM is used in numerous digital communication systems: DVB, ISDB and 
DAB for digital broadcasting, IEEE802.15.3a and IEEE802.11a for wireless net- 
working and ADSL modems for wireline communication. These systems are 
transmitting IP, video and audio streams with data rates up to multiple Mbit/s. 
High performance ASICs [3] and multi-DSP solutions are used for embedding 
these standards into set- top-boxes, PCMCIA-cards or mobile terminals. 

In our first design we have developed an initial platform to compute the basic 
algorithms of these standards. The primary goal was to demonstrate the feasi- 
bility of our generated platform concept in order to achieve short design cycles. 
In a first case study we have developed a simple OFDM based communication 
system with transmitter and receiver. Both comprise two different STA based 
DSP cores which have been integrated on a single FPGA: The generic STA-I/0 
Processor and STA-OFDM SIMD DSP. For a rapid prototyping of the system, 
the design is implemented on two Stratix25 FPGA development boards (shown 
in figure 1) with ADCs and DACs for baseband signal processing. The input 
and output of the OFDM system consists of an uncoded data stream which is 
transferred via a USB 2.0 interface to a host PC for post processing. 




2.1 Functional Blocks 

For the OFDM System, we implemented functional blocks similar to those being 
used in DVB-T/H broadcasting systems. Each functional block at the trans- 
mitter has a corresponding block at the receiver as shown in figure 2. At the 
transmitter the Input Data from a Host-PC is mapped to QPSK-symbols. After 
insertion of BPSK pilot carriers (Barker Sequence) the IFFT (with decimation 
in frequency) is calculated. The resulting time domain signal is finally converted 
into an analogue signal using a dual DAC with 500kHz sampling frequency. At 
the receiver the incoming symbols are oversampled at 2MHz with a dual ADC. 
Depending on the cross-correlation results after the FFT, the phase of the incom- 
ing stream is shifted by the synchronisation unit. Every forth symbol is stored 
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Table 1. OFDM parameters 



Fig. 2. OFDM Transmitter and Receiver (Block 
Diagram) 

into the memory. After calculation of the FFT, the BPSK pilot signals are cross- 
correlated with the barker sequence and the complex result is stored for later use 
in the synchronisation unit. Following the detection process, the received data is 
sent to a Host-PC. [6] The OFDM parameters are shown in table 1. For the first 
implementation the sample rate was set to 500kHz, but 3-4 times higher sample 
rates are possible as shown in paragraph 4. 

3 SoC Development 

After analyzing the system requirements and the underlying algorithms a first 
draft of the SoC concept was designed. In order to guarantee a short time frame 
for design and testing, we decided to reduce custom hardware design to a mini- 
mum and generate as much as possible automatically from our core generation 
tools. Instead of having a communication bus between the processors and the 
peripheries, we deviced a small automatically generated STA-processor as DMA 
controller, 10 processor and task scheduler. This OFDM-IO processor manages 
all data transfers. The SIMD OFDM-DSP signal processor was added to the 
OFDM-IO as a Co- Processor. The OFDM-DSP computes all signal process- 
ing algorithms described in paragraph 2.1. It provides an interface to its scalar 
memory. A program halt is indicated by a control flag. The sequencer of the 
OFDM-DSP is controlled by the OFDM-IO processor. With machine descrip- 
tions of both processors, two instances of the STA- architectural template were 
generated using GenCore. Many VHDL^-components available from previous de- 
signs could be reused for this OFDM SoC. Only a few new components had to be 
added to the design. To ensure that the design fits on the 25k cells of the FPGA, 
a rough cell-count estimation was performed. The whole design was synthesized 
and routed without doing any previous functional tests of the system to get an 
estimate of the expected cell area for the final design. Software and hardware 
development were started with the first release of our SoC. Figure 3 provides an 
overview of our SoC design flow. 

3.1 Processor Design 

STA with GenCore: The core generation tool GenCore creates instances of the 
synchronous transfer architecture template. In STA, a functional unit is defined 

^ Very High Speed Integrated Circuit Hardware Description Language 



Total number of carriers 


64 


Data carriers (QPSK) 


48 


Pilot carriers (BPSK) 


7 


Barker-Code 




Bits per OFDM symbol 


96 


Sample rate 


> 500kHz 
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Fig. 3. Integrated Design Flow with GenCore 



as module with output registers and input multiplexers. The input multiplexers 
of each functional unit are connected to one or more output registers of other 
functional units. Depending on the application, power, area and performance 
constraints, this multiplexer network is more or less complex. Functional Units 
perform computation. Register files and memories store states. 

To describe a STA-based processor, a special machine description format 
is used. The format is called RNA and is based on annotated graphs [8]. The 
machine description is subdivided into 6 major sections: 

— Types 

— Toplevel 

— Register Files 

— Memories 

— Functional Units 

— Operations 

A LISA [9] model and a VHDL framework^ are generated based on the STA- 
architecture template and machine description. The VHDL framework consists 
of memories^, register files, an instruction decoder, a multiplexer network and 
functional unit VHDL-wrappers. The VHDL-wrappers have to be filled with 
a behaviour description of the functional unit. With every new operation the 
multiplexer network and decoder are adjusted automatically. Implementation 
errors are minimized by having just a single VHDL-file to be changed by hand 
if new instructions are added. 

Design Space Exploration: STA-processor design is done on three abstraction 
levels: 

1. Instruction Set Simulation with the CoWare LISA ISS Debugger for software 
development and cycle count optimization. 

2. VHDL-Model Simulation using Synopsys/Scirocco for hardware debugging. 
(For silicon implementations in this layer performance, area and power esti- 
mations are done) 

^ The VHDL framework is generated by GenCore, not by CoWare Tools 
® Only ALTERA memories are supported 
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Fig. 4. OFDM-DSP Block Set Fig. 5. OFDM-IO Block Set 



3. FPGA prototyping to test the processor with other hardware devices and to 
run tests like bit error rate calculations. 

The ISS is used as reference for the other abstraction levels. Therefore, the 
first step in the hardware debugging process is the comparison of VHDL-model 
and FPGA-prototype with the ISS. 

In Table 2 the different simulation and emulation methods are listed. Ade- 
quate debugging methods could be chosen from this set. 

Table 2. Comparsion of the test and development platforms of STA-processors 





ISS 


VHDL-Simulation 


FPGA-prototype 


Simulation time 


Medium 


Very High 


Very Low 


Debugging Information 


High 


High 


Very Low 


Coverage 


Software 


Software/Hardware 


Software/Hardware 


Cost 


Low 


Low 


Low - Medium 



3.2 OFDM-DSP 

The OFDM-DSP is a fixed point SIMD parallel signal processor (A block dia- 
gram is shown in Figure 4) with a high degree of instruction level parallelism. 
The vector part of the DSP consists of 4 parallel data paths. Each data path 
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consists of an ALU, a multiply and accumulate (MAC) unit, a barrel-shifter (BS) 
unit, a register (REG) file, a conditional unit (COND) and a conditional data 
transfer (IF)-unit. With IF units and COND units, the DSP is able to parallelize 
conditional data transfers. The Scalar data path of the processor consists of two 
ALUs, a MUL, a REG, a BS, a sequencer (SEQ) and a COND unit. The data 
path is principally involved with address calculations and program control. In 
the vector part of the processor, the COND unit is connected to the IF-Unit 
for data flow control. In the scalar part, the COND unit is connected to the 
sequencer for conditional branches. The processor has three single port memo- 
ries: a program Memory, a scalar memory and a vector memory. These Altera 
Memories were generated automatically by GenCore. The bitwidth of all inter- 
connections is 16 bits. However, there is a single exception: a 32 bit connection 
between the Accumulator of the MAC Unit and the barrel shifter unit, helps to 
increase computation accuracy. 

3.3 OFDM-IO 

The OFDM-IO processor, as shown in figure 5, is similar to the scalar data path 
of the OFDM-DSP. Instead of the second ALU, an increase and decrease unit 
(INCDEC) was implemented to enable simple address calculation. The Instruc- 
tion Level parallelism of STA-processors enables efficient data transfers between 
Functional Units and Memories. The OFDM-DSP and the I/O ports are con- 
nected to the OFDM-IO within functional unit -wrappers. Hence, both units 
have input multiplexers and output registers like standard functional units e.g. 
an ALU or an MAC. Specialized instructions to write or read the ADC/DAC 
and to access the USB 2.0 Interface exist. Data exchange with the OFDM-DSP 
is done via direct memory access. 



3.4 Environment 

The OFDM-IO processor is embedded into the operational environment (fig- 
ure 6). The environment of the processor consist of the: 

— input and output baseband signal channels, 

— input and output data (RX/TX) channels, 

— debug interface, 

— debug input and output signal channels, 

— clock generator. 

PC, as master, controls the OFDM transceiver over the general purpose USB 
2.0 interface. USB slave controller is located in the transceiver. The data RX/TX 
channels and debugging port are implemented in the USB slave controller. Op- 
tionally also input/output baseband signal channels could be used to emulate 
ADC and DAC interfaces. Debug interface enables address, data in/out and 
control signal generation. All memory resources of both 10 and DSP processors 
are accessible at any time over debug interface. Thus, the processor memory 
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Fig. 6. SoC Environment 



down/up load from/to PC is possible. In the receiver mode the input I,Q base- 
band signals are digitized by ADCs and stored to the input FIFO buffers. The 
OFDM-IO processor reads the signal samples to be processed from input FIFO 
buffer and serves them to the DSP processor. The demodulated data is send 
to RX data channel and received by host over USB interface. In the transmit- 
ter mode, the data to be transmitted is send by host to TX data channel over 
USB interface. 10 processor reads the data from TX FIFO buffer and passes 
them to OFDM-DSP. Output baseband signal generated by OFDM- 10 proces- 
sor is stored to ouput FIFO buffers. Output FIFOs are directly connected to DA 
converters to produce analogue baseband signal. 

4 Results 

The presented design was implemented within 5 weeks by two engineers. The 
processor design and its implementation were finished after three weeks. The 
main hardware implementation effort was spent on the environmental devices 
like the USB 2.0 Interface and converters. Software development was started 
in the second week of the development process after the LISA description was 
generated from the first version of our STA- machine description. 

Hardware Description: In Table 3 the complexity of STA-MD code is compared 
to the generated LISA and VHDL Code. Also in consideration of the fact that 
a handwritten LISA or VHDL model is smaller than our generated models, a 
STA-machine description is less complex than LISA and VHDL description. 

To represent the implementation effort for each of the processors we have 
calculated the lines of code of the VHDL-models. The comparison is shown in 
figure 7. We distinguish between generated code, handwritten code and code 
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Fig. 7 . Programming Effort 
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Fig. 8. FPGA Cell Allocation 



taken from a hardware library. We assume that we have to build the hardware 
library from scratch. If we look at both processors, the code taken form a hard- 
ware library increases. A next implementation based on this design will have 
even more code taken from a hardware library. This high reusability is based on 
the fact that the STA-architecture is extremely structured. 



Hardware Implementation: Synthesis and Place and Route were done with the 
Altera Quartus II Software without any manual optimization or detailed timing 
constraints. The OFDM-IO consumes 5179 cells, the OFDM-DSP 16686 cells 
and the environmental devices 575 cells. Overall 85% of the 25k FPGA cells 
were used. A detailed partitioning of the cells for the OFDM-DSP is shown in 
Figure 8. Most of the Cells were spend on functional units and the multiplexer 
network. The control overhead of the DSP is only 4%. The current size of the 
multiplexer network compared to the functional units is alarming. For a redesign 
we have to decrease the number of available connections. For STA-based designs 
a simple profiling tool is able to detect not frequent or never used multiplexer 
states. A complexity decimation of 50%-75% could be reached with little effort. 
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Fig. 9. Clock Cycles Transmitter Fig. 10. Clock Cycles Receiver 



Software Implementation: In figure 9 and 10 the Clock Cycles for each algorithm 
are presented. Mapping, Detecting, Pilot Insertion and Removal take only a little 
percentage of the overall computational effort. The main parts are IFFT/FFT 
and Memory Transfers. The memory transfers can be integrated into the FFT 
and IFFT calculations, hence FFT and IFFT remain as major part of the whole 
computation. The IFFT (DIF) was implemented after the FFT (DIT). Thus, the 
developer was more familiar with the architecture as he programmed the FFT 
a second time. As the theoretical limit for the FFT with a 4 Slice SIMD parallel 
DSP with one MAC-Unit in each slice and a single port data memory is about 
192 clock cycles, the current implementation has high optimization potential. 
About 500 clock cycles for FFT and 1000 clock cycles to compute a complete 
OFDM-frame is feasible. Therefore, the system is able to transmit or receive 
with a core clock rate of 40MHz at 2.5Mhz sampling frequency. This results in 
a maximal transmission rate of 3.84Mbit/s. 

To use this system for real applications, the synchronization has to be more 
sophiticated and forward error correction and equalizsation techniques have to 
be implemented. A RF-frontend has to be added, as well. 



5 Conclusion 

Our integrated design flow which is based on our core generation tool is suitable 
for fast VLSI prototyping. Common implementation failures as well as effort 
could be reduced by generating most of the source code automatically. Special 
features for automatic SIMD-processor generation allow for enlarging the design 
with little effort. The OFDM Transmitter and Receiver have been developed 
within five weeks by two engineers. Test and Verfikation is simplified by the 
structured STA-approach and the high hardware resusability. 

With further software optimization, uncoded OFDM Transmission with a 
data rate up to 3.84Mbit/s is possible. A weak spot of the current architecture 
implemenation is the large multiplexer network. This problem has to eliminated 
by removing not used interconnections in future. 

In consideration of the fact that we spent most of the development time on 
embedding the environmental devices, design tools have to be developed to face 
this problem. 
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Abstract. A high-performance data-path to implement DSP kernels is proposed 
in this paper. The data-path is based on a flexible, universal, and regular com- 
ponent to optimally exploiting both inter- and intra-component chaining of op- 
erations. The introduced component is a combinational circuit with steering 
logic that allows in easily realizing any desirable complex hardware unit, called 
template; so that the data-path’ s performance benefits by the intra-component 
chaining of operations. Due to the component’s flexible and universal structure, 
the Data Flow Graph is realized by a small number of such components. The 
small numbers of the used components coupled with a configurable intercon- 
nection network allow adopting direct inter-component connections and opti- 
mally exploiting any inter-component chaining possibility over to the existing 
template-based methods. Also, due to universal and flexible structure of the 
component, scheduling and binding are accomplished by simple, yet efficient, 
algorithms achieving minimum latency at the expense of an area penalty and a 
small overhead at the control circuit and clock period. Results on DSP bench- 
marks show an average latency reduction of 20%, when the proposed data-path 
is compared with a high-performance data-path. 



1 Introduction 

Digital Signal Processing (DSP) and multimedia applications usually spend most of 
their time executing a small number of code segments with well-defined characteris- 
tics, called kernels. To accelerate the execution of such kernels, various high- 
performance data-paths have been proposed [1-4]. Research activities in High-Level 
Synthesis (HLS) [1, 3, 5, 6, 8] and Application Specific Instruction Processors 
(ASlPs) [2], [7, 9] have proven that the use of complex resources instead of primitive 
ones improves the performance of the data-path. In these works, at the behavioral 
level, complex operations (or complex instructions) are used instead of groups of 
primitive ones, while at the architectural level the complex operations are imple- 
mented by optimal custom-designed hardware units, called templates or clusters. A 
template may be a specialized hardware unit or a group of chained units. Special 
hardware is used for common-appeared operations (e.g. multiply-add). Chaining is the 
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removal of the intermediate registers between the primitive units improving the total 
delay of the units combined. The templates either can be obtained by an existing li- 
brary [1, 3], or can be extracted by the kernel’s Data Flow Graph (DFG) [2, 4], [8-9]. 

Corazao et al. [1] shown that templates of two levels with at most two operations 
per level can be used together with primitive resources to derive a high-performance 
data-path. Given a library of templates, a method for implementing a portion of the 
DFG, which corresponds to the critical path, was proposed. Primitive resources im- 
plement the rest of the DFG. The reported results show high performance gains with 
an affordable area increase. Although intra-template chaining of (usually) two opera- 
tions is exploited, chaining among operations assigned in distinct templates is not 
utilized. Thus, the templates and primitive resources exchange data through the regis- 
ter bank, which results in a latency increase. Also, as the library consists of many 
different templates, complex algorithms are needed to cover the DFG. 

Kastner et al. [2] addressed the definition of complex instructions (templates) for 
an application domain. The templates implemented in ASIC technology are embedded 
in a hybrid reconfigurable system consisting of the templates and FPGA units. They 
observe that the number of operations per template is small and conclude that simple 
pairs of operations are the most appropriate templates for DSP applications. However, 
as FPGA units implement the uncovered DFG operations, the system’s performance 
is reduced and the power consumption is increased. Cathedral [3] HLS system gener- 
ates a high-performance data-path that consists of special components called Applica- 
tion Specific Units (ASUs). ASUs are clusters of operations comprised of chained 
units that match selected parts of the application’s Signal Flow Graph. The chained 
units of an ASU, which are called Abstract Building Blocks (ABBs), are available 
from a given library. SFG matching is achieved via manual clustering of operations 
into more complex ones. However, direct connections among ABBs are not permitted 
resulting in non-optimal exploitation of chaining. 

Rao and Kurdahi [4] examined the regularity extraction in a digital system and pre- 
sented a methodology for clustering operations based on the structural regularity. 
They showed that identifying clusters in a circuit can simplify an important CAD 
problem -system-level clustering - resulting in simplifications in several design tasks. 
Cadambi and Goldstein [8] proposed a constructive bottom up approach to generate 
single-output templates. In both methods the generated templates are restricted to the 
area and number of their inputs and outputs, while a complete graph covering is not 
achieved. 

Cong et al. [9] addressed the problem of generating application-specific instruc- 
tions for configurable processors aiming at improving delay. The instruction genera- 
tion considers only Multiple-Input Single Output (MISO) format, which cannot take 
into advantage of register files with more than one write port. The pattern library is 
selected to maximize the potential speedup, subject to a total area constraint. Never- 
theless, this does not exclude the generation of a large number of different patterns, 
which complicates the step of application mapping. The mapping stage is formulated 
as a minimum-area technology mapping problem and it is solved by a binate covering 
problem, which is an NP-hard problem with high complexity. 

This paper proposes a high-performance data-path to realize DSP kernels. The aim 
is to overcome the limitations of the existing template-based methods regarding the 
exploitation of chaining and to fully utilize both intra- and inter-template chaining. 
This is achieved by introducing a uniform and flexible component (template) called 
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Flexible Computational Component (FCC). The FCC is a combinational circuit con- 
sisting of a 2x2 array of nodes, where each node contains one ALU and one multi- 
plier. Each FCC is able to easily realize complex operations. Due to the universality 
and flexibility of the FCC the DFG is fully covered and realized by a small number of 
FCCs; thus direct inter-FCC connections exist to fully exploit chaining between nodes 
of different FCCs in contrast to existing template-based methods [1,2,9]. Furthermore, 
the stages of synthesis are accommodated by unsophisticated, yet effective, algo- 
rithms for scheduling and binding with the FCCs. A set of experimental results shows 
that the proposed data-path achieves higher performance than primitive resource- and 
existing template-based data-paths. The performance gain stems from the features of 
the FCC data-path and the respective synthesis methodology. 

The rest of the paper is organized as follows. Section 2 presents the detailed archi- 
tecture and the main features of the FCC. The synthesis methodology for executing 
applications in the proposed data-path is given in section 3, while section 4 presents 
the experimental results. Finally, section 5 concludes the paper. 

2 FCC-Based Data-Path 

2.1 Architecture Description 

The proposed data-path architecture consists of: (a) the FCCs, (b) a centralized regis- 
ter bank, and (c) a reconfigurable interconnection network, which enables the inter- 
FCC connections. 

The FCC’s internal architecture is shown in Fig. 1. It consists of four nodes whose 
interconnection is shown in Fig. la, four inputs {ini, in2, in3 in4) connected to the 
centralized register bank, four additional inputs (A, B, C, D) connected to the register 
bank or to another FCC, two outputs {outl, out!) also connected to the register bank 
and/or to another FCC, and two outputs {out3, out4) whose values are stored in the 
register bank. Multiplexers are used to select the inputs for the second-level nodes. 
Concerning the FCC’s structure chaining of two operations is achieved. This is in 
compliance with the conclusions of [1, 2, 9] regarding the number of nodes in their 
proposed templates. An FCC with chaining larger than two levels could have been 
considered, but it has been shown in [1] that templates with depth larger than two 
comes with high area and time penalties and more control overhead, as well. Also, it 
has been proved in [2, 9] that templates with two operations in sequence contribute 
the most in the performance gains. 

Each FCC node consists of two computational units that are a multiplier and an 
ALU as shown in Fig. lb. Both these units are implemented in combinational logic to 
exploit the benefits of the chaining of operations inside the FCC. The flexible inter- 
connection among the nodes is chosen to allow the control-unit to easily realize any 
desired hardware template by properly configuring the existing steering logic (i.e. the 
multiplexers and the tri-state buffers). The ALU performs shifting, arithmetic 
(add/subtract), and logical operations. Each time either the multiplier or the ALU is 
activated according to the control signals. Sell and Sel2, as shown in Fig. lb. Each 
operation is 16-bit, because such a word-length is adequate for the majority of the 
DSP applications. 

The direct connections among the ECCs in the data-path are implemented through 
a configurable full crossbar interconnection network. This interconnection scheme 
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introduces a routing overhead, which is small - not degrading the performance - when 
the number of the FCCs is a small constant, e.g. equal to 4. When a large number of 
FCCs is required to support a high concurrency of operations, the simple crossbar 
network cannot be used efficiently. In this case we can use an interconnection struc- 
ture similar to those used in supercomputing domain. Such an interconnection net- 
work is the fat-tree [10]. For the FCC data-path, a modification of this network struc- 
ture like the one presented in [11] can be used. Particularly, connecting FCCs into 
clusters, we can create an efficient interconnection network. Firstly, k FCCs are clus- 
tered and connected via a switch device, which provides the full connectivity among 
the k FCCs. Then, k clusters are recursively connected together to form as a super- 
cluster and so on. It was showed that a value of k=A results in large performance gains 
[11]. Any two FCCs can be connected with fewer than 21ogj^A-l switch devices, 
where N is the total number of FCCs in the data-path. Thus, the interconnect delay 
increases logarithmically with the number of FCCs in the data-path and not in a quad- 
ratic manner as in a crossbar network, where O(A^) switches are required. Although, a 
fat-tree like scheme can be also employed by the existing methods, the interconnect 
delay of the introduced data-path is smaller as it consists of a smaller number of regu- 
lar and uniform hardware resources (FCCs) compared to the data-path derived by the 
existing template-based methods. In other words fewer switches are required for im- 
plementing the interconnection for the FCC data-path, since their number is smaller 
than the template instances. 



In 1 In 2 In 3 In 4 




(a) (b) 

Fig. 1. Detailed architecture of a FCC (a) and the FCC node architecture (b) 



2.2 Data-Path Characteristics 

It is adopted that there is trade-off between area and performance when templates are 
used to implement a data-path. In general, the template-based data-path has larger 
area but better performance compared with a data-path implemented by primitive 
resources. The area of our data-path is the sum of the area of the FCCs and the area of 
the external to the FCCs steering, wiring and control logic. However, as we target to 
accelerate DSP kernels, the data-path is a resource-dominated circuit [5], which 
means that its area is dominated by the computational resources (i.e. the FCCs). To 
minimize the area overhead due to FCCs, we perform post synthesis optimization by a 
procedure called FCC instantiation. In particular, when a unit (ALU or multiplier) in 
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an FCC node and/or a whole FCC node is not used at any control steps (c-steps) of the 
scheduled DFG, then it is not included in the final data-path. 

When the FCC data-path is compared with a data-path implemented by primitive 
resources or templates, extra control signals are required to configure the proposed 
data-path. However, the control-unit can be designed in such a way that does not 
introduce extra levels of combinational logic; thus the critical path is not affected. 
This can be achieved by grouping control signals to define a subset of the control state 
in a c-step. This feature is supported by the majority of the advanced CAD synthesis 
tools [12], where the control-unit can be automatically synthesized under a given 
delay constraint. For example, the extra control signals that are required to set-up the 
connections and enable the proper operations inside the FCC, can be grouped to form 
a subset. In this way, the delay of this control-unit is not increased compared to a 
data-path consisting of templates and/or primitive resources. Regarding the power 
consumption, each time an operation is assigned to a FCC node, only one unit either 
the multiplier or the ALU is activated by properly controlling the corresponding buff- 
ers. When a FCC node is not utilized at a c-step, neither the multiplier nor the ALU 
are activated, thus reducing the power consumption. 

Compared with a data-path realized by templates [1, 2, 9], the FCC’s critical path 
increases due to the delays of (a) two tri-state buffers, and (b) a 4-to-l multiplexer. To 
have an indication of this delay increase, an experiment has been performed. Two 
multipliers in a sequence are considered as template. We described the FCC and the 
two multipliers in sequence in structural VHDL. The multiplication unit is a 16-bit 
Booth-Wallace. We synthesized both designs in an ASIC CMOS process at O.lSpm 
and an increase in delay of 4.2% has been measured. Thus, the performance im- 
provements of our data-path over the template-based one are not negated (see Ta- 
ble 1), since the measured % delay increase (and thus the % increase in clock cycle 
period) is significantly smaller than the expected reduction of the latency cycles. 

Also, exploiting the generality and flexibility of the FCC, the DFG can be imple- 
mented by a small number of FFCs allowing to use direct inter-FCC connection and 
thus to exploit chaining of operations assigned to different FCCs (inter-template 
chaining). To clarify this, a motivational example is shown in Fig. 2, where both the 
templates and the DFG’s nodes perform two-operand computations. Observing the 
DFG, it is evident that there is a similarity regarding the computational structures 
appeared in the three steps (c-steps). However, the available templates have a fixed 
structure without appropriate steering logic that should allow the control unit to con- 
figure them and exploit the aforementioned similarity in the DFG. Thus, to achieve 
minimum latency, the DFG is implemented by 8 template instances (Fig. 2b). Regard- 
ing the exploitation of the inter-template chaining let as assume that direct connec- 
tions among the templates of Fig. 2b are not allowed. Then, the templates communi- 
cate each other through the register bank and two clock cycles are required to perform 
the computations at each c-step. For instance at the first step of Fig. 2b. If direct inter- 
template connections are not allowed the result of operation x is produced and stored 
in the register bank at the first cycle and it is consumed by operation y at the second 
clock cycle. Thus, the absence of direct inter-template connection results in non- 
optimal chaining exploitation and latency increase. 

On the other hand considering the structure of the FCC component the DFG is real- 
ized by only two FCC instances allowing to adopt direct inter-FCC connections and 
thus to exploit inter-component chaining of operations. 
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Fig. 2. Available templates (a), DFG covering by templates (b) 



3 Synthesis Methodology 

The introduced data-path offers a lot of advantages to develop unsophisticated, yet 
efficient, synthesis algorithms. As the data-path consists of one type of resources, (i.e 
the FCC) resource allocation can be accomplished by a simple algorithm. The univer- 
sal and flexible structure of the FCC further simplifies binding allowing in achieving 
a full DFG covering using only FCCs. Also, the flexibility of the whole data-path 
provided by the FCC and the interconnection network gives extra freedom to realize 
the DFG by a small number of FCCs, while inter- and intra-FCC chaining is fully 
exploited. To implement an application onto the FCC data-path, a synthesis method- 
ology has been developed. The methodology consists of (a) scheduling of DFG opera- 
tions, and (b) binding with the FCCs. The input is an unscheduled DFG. For schedul- 
ing and binding Control Data Flow Graphs (CDFGs) the methodology is iterated 
through the DFGs comprising the CDFG of an application [5]. 

We consider that the data-path is realized by a fixed number of FCCs. Hence, 
scheduling is a resource-constrained problem with the goal of latency minimization. 
We accomplish scheduling by developing a scheduler based on list scheduling, which 
is widely used in HLS and compilers. The priority function of the scheduler is derived 
by properly labeling the DFG’s nodes. The nodes are labeled with weights of their 
longest path to the sink node of the DFG [5], and they are ranked in decreasing order. 
The most urgent operations are scheduled first. In our data-path the list scheduler 
handles one resource type, thus it is simpler than a list scheduler, which handles vari- 
ous types of resources. This happens since the input DFG consists of ALU and/or 
multiplication type of operations and each FCC node contains ALU(s) and a multi- 
plier; thus each DFG node is considered of one resource type (i.e. the FCC). 

The pseudo-code of the binding algorithm is illustrated in Fig. 3. The input is the 
scheduled DFG, where each c-step has clock period, and this type of c-step is 
called from here after c-step For example, can be set to the multiplier’s de- 
lay, so each DFG node can occupy one c-stepp^-^^, since all DFG nodes have, in this 
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case, unit execution delay. The binding algorithm maps the DFG nodes to the FCC 
nodes in a row-wise manner. We define a term called FCC_index that it is related to 
the new period of the c-steps (i.e. the clock period), after the binding is per- 
formed. It represents the current level of FCC operations that bind the DFG nodes. 
The FCC_index takes the values of 0 and 1, as the FCC consists of two levels of op- 
erations. Also, the clock period is set so as each operation is executed in one 
cycle. The algorithm covers the operations in (s) for FCC_index equal to 0 

or until there are no DFG nodes left uncovered in a c-step^^j^. Then it proceeds with 
FCC_index equal to 1, if there are DFG nodes left to be covered. This procedure is 
repeated for every FCC in the data-path. The binding starts from the FCC assigned to 
the number 1, and it is continued, if it is necessary, for the next FCCs in the data-path. 
A FCC is not utilized, when they are no DFG nodes to be covered. Also, an FCC is 
partially utilized when there is no sufficient number of DFG nodes left and the map- 
ping to FCC procedure (map_to_FCC) has already been started for this FCC. If there 
are p FCCs in the data-path the maximum number of operations per c-step^^^^ is equal 
to 2p, as each FCC level consists of two nodes. 



do { 

for the number of FCCs 

for (FCC_index=0; FCC_index<2; FCC_index++) 
w hile (coljdx < 2 && col_idx < number of DFG nodes not covered) 
map_to_FCC (dfg_node, FCCJndex, coljdx) 
end » hile: 
end for; 
end for; 

} while (the DFG is covered) 

FCCJnstantiationO; I* Instantiating the FCCs *1 

Determine_register_bank_size(); /* Defining the register bank size */ 



Fig. 3. The proposed binding algorithm 



4 Experimental Results 

A prototype tool has been developed in C-H- to demonstrate the efficiency of the pro- 
posed data-path in well-known DSP benchmarks. The first set of benchmarks contains 
data flow structures described in VHDL, which have been used extensively in the 
HLS domain. The second set is described in C and consists of: (a) a set of DSP ker- 
nels from the Mediabench suite [13], and (b) an in-house JPEG encoder and an IEEE 
802.11a OFDM transmitter. The DFGs were obtained from the behavioral VHDL 
descriptions using the CDFG tool of [14], while for extracting the DFGs from the C 
codes, the SUIF2 compiler [15] was used. Regarding the DFGs shown in the first 
column of Tables, the ellip to wdf7 are extracted from the HLS benchmarks, the jpeg 
to ofdm from the in-house benchmarks, and the gsm_enc till the end from the Media- 
bench suite. 

We synthesized the control-units of small DFGs (firll, volte rra and ellip) for a 
data-path consisting of two FCCs and we have measured their delay. The specifica- 
tion of the control-units has been performed manually (that’s why small DFGs were 
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used), since by this time we do not support a method for automatically defining con- 
trol-units from the scheduled and bounded DFG. The DFGs that have been considered 
are the: firll, volterra and ellip. For the synthesis of the derived control-units, a 
0.13p,m CMOS process has been used. The average delay of the control-units is a 
small fraction (bellow 10%) of the delay imposed by the FCC. This indicates that the 
delay of the control-unit does not affect the critical-path of the proposed data-path. 
Analogous results in the control-unit’s delay are expected for DFGs consisting of 
large number (e.g gsm_enc) of nodes. 

For the selected set of benchmarks, another experiment was performed which 
showed that a data-path with two FCCs achieves an average latency cycles decrease 
of 58.1%, when compared with a data-path composed of primitive resources. The 
clock cycle of the primitive resource data-path is set to the ALU delay. So, for this 
data-path, a multiplication operation takes two cycles to complete. As already men- 
tioned for the FCC data-path, the clock period is set for having unit execution delay. 
It can be easily proved that the performance of the proposed data-path is higher when 
Tp^(<2A ■ where and is the clock period for the FCC and the primi- 
tive resource based data-path, respectively. The previous relation has been satisfied 
after comparing the FCC delay with a 16-bit ALU delay, where both resources im- 
plemented in structural VHDL and synthesized at 0.13|J,m ASIC process using the 
Leonardo Spectrum™ tool. The results showed that T^p(,=2.14- If the physical 
layout of the FCC is manually optimized, then the should become smaller. Simi- 
lar constrains, have been also satisfied for other template-based methods as in [1, 2, 
9], where properly designed templates outperformed the combination of primitive 
resources. 

A third experiment was performed to compare the performance and the area utili- 
zation of the introduced data-path with another high-performance data-path, which is 
composed of complex hardware units (i.e. templates). The template library consists of 
the following templates: multiply-multiply, multiply-alu, alu-alu, and alu-multiply. 
These templates are chosen because they are proposed by the majority of the existing 
methods [1, 2, 9] to be used to derive high-performance data-paths for DSP kernels. 
The FCC data-path consists of three FCCs, so six operations can be executed concur- 
rently. The assumptions of this experiment are: (a) template partial matching is en- 
abled, and (b) the clock period for all the synthesized template-based data-path is set 
to the delay of the multiply-multiply template (i.e. unit execution delay for all the 
templates). The template partial matching enables the full DFG covering, without 
needing extra primitive resources to be present in the data-path. As shown in subsec- 
tion 2.2, the delay of a FCC is marginally larger than a multiply-multiply template. 
Since, our design decision is to set the clock period having unit execution in 

a FCC data-path, it is a fair assumption to consider that the clock period is the same in 
both data-paths. Hence, assumption (b) is made so as the performance comparison in 
Table 1 is straightforward. 

To derive the latency for the template data-path, covering with templates is per- 
formed in the unscheduled DFG and then scheduling is performed by a proper devel- 
oped list scheduler. The binding with the templates is performed so as the available 
primitive computational resources (multipliers and/or ALUs) in each c-step is equal 
with the ones available from the FCC-based data-path. 
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Table 1. Latency cycles and area results when FCC approach is compared with a template- 
based data-path when 6 operations are executed concurrently 



DFG 


Latency cycles 


Latency 
decrease (%) 


Area increase (%) 


Template- 

based 


FCC-based 


Multiplier 


ALU 


ellip 


9 


6 


33.3 


0.0 


12.5 


firll 


7 


6 


14.3 


66.7 


-40.0 


nc 


9 


7 


22.2 


-14.3 


0.0 


volterra 


8 


6 


25.0 


9.1 


0.0 


wavelet 


9 


7 


22.2 


33.3 


-41.7 


wdf7 


9 


7 


22.2 


20.0 


20.0 


jpeg 


66 


54 


18.2 


33.3 


-29.4 


ofdm 


28 


23 


17.9 


50.0 


-14.3 


gsm_enc 


80 


69 


13.8 


100.0 


-33.3 


gsm_dec 


92 


73 


20.7 


140.0 


20.0 


mpeg2 


8 


6 


25.0 


125.0 


50.0 


Rasta 


15 


13 


13.3 


140.0 


-7.7 


Average 






20.7 


58.6 


-5.3 



Table 1 shows the results in latency and area when three FCCs are used to realize 
the DFGs of the benchmarks applications. As illustrated in Table 1, the FCC data-path 
achieves better performance than the data-path consisting of templates, since fewer 
cycles are required to implement the benchmarks. The area overhead of the FCC- 
based data-path is measured in terms of the number of multipliers and ALUs. A nega- 
tive number in area increase indicates a decrease. For the case of two FCCs, an aver- 
age reduction in latency of 20.4% has been reported. The average increase, in this 
case, for the multipliers’ area is 53.8% and a decrease in the ALUs’ area of 10.4%. 
The increase in the multiplier’s area is due to the fact that in the considered DFCs the 
majority of operations were of ALU type, and in this case the relative usage of the 
FCC node as an ALU was greater than the usage as a multiplier. 



Table 2. Template instances used in template-based data-path when 4 operations are executed 
concurrently 



DFG 


Template instances 


mul-mul 


mul-alu 


alu-mul 


alu-alu 


Total 


ellip 


0 


2 


2 


2 


6 


firll 


2 


2 


0 


2 


6 


nc 


3 


1 


3 


1 


8 


volterra 


2 


2 


0 


2 


6 


wavelet 


2 


2 


0 


3 


7 


wdf7 


0 


4 


2 


0 


6 


jpeg 


0 


4 


2 


4 


10 


ofdm 


1 


3 


2 


4 


10 


gsm_enc 


0 


4 


0 


4 


8 


gsm_dec 


0 


3 


0 


4 


7 


mpeg2 


0 


3 


0 


3 


6 


rasta 


0 


3 


1 


3 


7 
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Table 2 shows the number of the template instances of the template-based data 
paths when 4 operations are executed concurrently in each c-step. It is clear that due 
the absence of the flexible templates the generated data-paths are realized by a large 
number of templates instances preventing the adoption of direct inter-template con- 
nections and thus the inter-template chaining exploitation. In particular, when four 
operations are executed concurrently at each c-step, the FCC-based data-paths are 
realized by only two FCCs while the template-based data-paths are implemented by a 
lot of template instances. 



5 Conclusions 

A high-performance data-path to accelerate computational-intensive DSP kernels has 
been presented. Chaining is optimally exploited resulting in a latency reduction. 
Compared, with a high-performance data-path produced by existing template-based 
method, an average latency reduction of approximately 20% is achieved, while syn- 
thesis is accomplished by simple, yet efficient synthesis. 
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Abstract. This paper considers partial-column radix-2 FFT processors. 
The efficiency of processors based on bit-parallel multipliers, distributed 
arithmetic, and CORDIC is analyzed with the aid of logic synthesis. 



1 Introduction 



Discrete Fourier transform (DFT) is one of the most important tools in the field 
of digital signal processing. Due to its computational complexity, several fast 
Fourier transform (FFT) algorithms have been developed over the years. The 
most popular FFT algorithms are the Cooley- Tukey algorithms originally pro- 
posed in [1]. It has been shown that the decimation-in-time (DIT) algorithms pro- 
vide better signal-to-noise-ratio than decimation-in-frequency algorithms when 
finite word length is used [2] . In addition, in-place algorithms are often used due 
the principal simplicity of the operand storage; the memory locations holding the 
operands for a computational recursion are replaced by the results of recursion. 

Based on the previous, the most popular Cooley- Tukey FFT is the radix-2 
DIT FFT with bit-reversed input and in-order output. A 2^-point FFT can be 
presented with tensor product formulation as [3] 



pDIT 



■ fe -1 

n (u 0^2 0 i2k-i-i) {hi ® hk-i) 



Tj = {lj/2 © Dj/2) 

Dj/2 = diag (if)) , 0 < A: < J/2 




p; 



2 »= 



( 1 ) 



where 0 and 0 denote Kronecker sum and product, respectively, h is the identity 
matrix of order k, and P 2 is the 2-point DFT matrix. is a bit-reversed 
permutation matrix of order N reordering a vector X = (xg, xi, . . . , xn-i)^ to 
a vector Y = {xrev{o)^Xrev{o)j ■ ■ ■ ^Xrev{N-i))'^ , where the bit-reverse function, 
rev(-), reverses the order of the bits in the binary representation of the element 
indices. The complex coefficients Wj are called twiddle factors and defined as 



if) = exp 




(2) 



A. Pimentel and S. Vassiliadis (Eds.): SAMOS 2004, LNCS 3133, pp. 373—382, 2004. 
(c) Springer- Verlag Berlin Heidelberg 2004 
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b) 




Fig. 1. Radix-2 decimation-in-time bit-reversed input, in-order output FFT: signal flow 
graphs of (a) 16-point FFT and (b) DIT butterfly operation. 



where j is the imaginary unit. The signal flow graphs of 8-point and 16-point 
radix-2 DIT FFT with bit-reversed input and in-order output are illustrated in 
Fig. 1(a) and (b). The arithmetic kernel of DIT FFT is the butterfly operation 
defined as 



X = P + WQ 

Y = P- WQ (3) 



and its signal flow graph is shown in Fig. 1(c). 

There are several ways to exploit the inherent parallelism in the DIT FFT al- 
gorithms. In general, the parallel FFT parallel can be divided into the following 
principal classes [4]: fully parallel, pipelined (alternatively cascaded), column, 
and partial-column. In first three classes, the number of butterfly units comput- 
ing the butterfly operation are dependent on the transform length, which implies 
that the performance of the computational structure cannot be tailored accord- 
ing to the requirements of the given application. In partial-column approach, the 
number of butterfly units can be varied, this it allows trading implementation 
cost, i.e., area, against time, i.e., computation speed. The partial-column ap- 
proach can also be combined to pipeline class, which results in parallel pipelines 
as proposed, e.g., in [4,5]. 

There are also other implementation alternatives than the higher level or- 
ganization, which have a great impact on the performance and efficiency of the 
realization. Implementations based on bit-parallel multipliers (e.g., in [6]), coor- 
dinate rotations (CORDIC) (e.g., in [7]), and distributed arithmetic (DA) (e.g., 
in [8,9]) have been reported. In addition, the memory requirements and the 
twiddle factor storage, in particular, has become important. 

This paper considers design of application-specific radix-2 FFT processors 
where the parallelism can be tailored according to the requirements of the given 
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Fig. 2. Block diagram of partial-column FFT processor. 



application. We also compare three different approaches to compute the radix-2 
butterfly operation. 

2 Partial-Column Radix-2 FFTs 

In an Wpoint radix-2 FFT, there are N /2 butterfly operations in each butterfly 
column as seen in Fig. 1. Since the butterfly operations within a single column 
are data-independent, they can be computed in parallel. The principal idea in 
partial-column FFT is to compute M butterfly operations at a time such that 
I < M < N/2. This allows the number of butterfly computation units to be 
selected according to the requirements of the given application. In this sense, 
partial-column processing is scalable where as in pipeline and column FFTs the 
number of butterfly units is dependent on the FFT size. The organization of the 
proposed partial-column FFT processor is described in the following sections. 

2.1 Organization 

In general, the partial-column processing is performed in such a way that the 
operands required by a single butterfly unit, i.e., two operands for radix-2 but- 
terfly, are transferred simultaneously from the memory. In our approach, the 
butterfly units are pipelined in a sense that a single operand (2iF-bit word if 
real and imaginary part take K bits each) is transferred to the butterfly unit 
at a time, thus each butterfly unit has a dedicated bus to and from memory 
as illustrated in Fig. 2. Such an arrangement increases the computation time 
but this can be compensated by increasing the number of butterfly units. The 
structure of butterfly units reminds the structure used in pipeline FFTs where 
the advantage is that some of the arithmetic units can be reused during the 
operation. This is due to the fact that there are more clock cycles available for 
the computation. 

Our approach is to minimize the RAM storage, thus the computation is 
performed in-place, i.e., results of radix-2 butterfly are store into the same mem- 
ory locations where the operands were obtained. Therefore, N complex-valued 
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Fig. 3. Block diagram of partial-column FFT processor when throughput of butterfly 
units is 1/(2M). 



memory locations are needed for an 7V-point FFT. The organization requires 
that there are 2M-ports in the RAM memory when M butterfly units with 
throughput of one are used, i.e., each unit consumes one operand and produces 
one result at each cycle. 

This can be arranged with multi-port memories but more area-efficient ap- 
proach is to use interleaved memories with a conflict-free access scheme. Such a 
scheme for FFT computation is described, e.g., in [10]. This arrangement will re- 
quire that for an A^-point FFT, there are 2M single-port memories with N/ (2M) 
words and the memories are interconnected with a permutation network. 

If the throughput of the butterfly units is less than one, the number of mem- 
ory ports is reduced. An interesting case is the throughput of butterfly unit is 
1/(2M), i.e., the total number of data transfers, reads and writes, matches the 
memory bandwidth of a single port memory. In this case, the organization of 
the processor is slightly different as depicted in Fig. 3. If lower throughput units 
are used, it is still possible to increase the parallelism by adding butterfly unit 
groups in such a way that the total data transfer rate is one at each group and 
one port in the memory is allocated to each group. 

2.2 Butterfly Unit 

An essential portion of the cost and characteristics of butterfly unit is defined 
by the realization of complex multiplication. In this paper, we have considered 
three different methods based on bit-parallel multipliers, CORDIC, and DA. All 
these result in different structures for computing the butterfly operations and 
these are discussed in the following sections. 

Bit-Parallel Multiplier. The definition of complex multiplication implies that 
four multipliers and two adders are needed to perform the operation: 

WQ = {Wr + jWi){Qr + jQi) = WrQr - WiQi + j {WrQi + WjQr) (4) 

The previous equation implies that the critical path is through a multiplier and 
adder. The number of multipliers can be reduced by rewriting (4) into a different 
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Table 1. Characteristics of complex multiplication with 16-bit precision on an 0.11/i 
ASIC technology. 



Four multipliers Three multipliers 



Eqn. (4) Eqn. (5) 



Clock Constraint [MHz] 


100 


200 


100 


200 


Delay [ns] 


9.7 


4.8 


9.8 


5.4 


Area [kgates] 


4 610 


5 820 


4 200 


5 540 


Power Consumption [mW] 


2.3 


5.9 


2.3 


6.2 




Fig. 4. Block diagram of radix-2 butterfly computation based on bit-parallel multipli- 
ers. All the signals are real-valued and dashed lines indicate imaginary data. 



form and there are several ways to perform such a reduction as described in [11]. 
In this paper, we have considered the following version: 

WQ = Wj (Qr - Qi) + Qr {Wr - Wi) 

+J {Qr — Qi) + Qi + Wi)\ (5) 

This equation implies that only three multipliers but five adders are needed for 
complex multiplication. This suggests that more efficient implementation can 
be obtained. However, the drawback is longer critical path, i.e., path through a 
multiplier and two adders, which requires the logic synthesis tool to use faster 
components to fulfill the timing requirements compared to the previous case. 
This is illustrated in Table 1, which shows that there is no dramatic area or 
power consumption difference between the implementations. However, the delay 
is considerably shorter in four multiplier case, thus we have used this realization 
in our experiments. 

The table also shows that a noteworthy saving in power consumption can 
be obtained if two clock cycles can be allocated for the complex multiplication. 
This, in turn, is possible in our case when operands enter through a common 
bus, thus two clock cycles are available for the pipelined butterfly computation. 
This, however, requires that the operand Q in (3) enters the butterfly unit before 
the operand P. 
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CORDIC. Since a complex number can be interpreted as a vector in imaginary 
plane and, in FFT, the twiddle factors are roots of unity, i.e., norm of a twiddle 
factor vector is one, the multiplication by twiddle factors can be realized by 
rotating the vector. The CORDIC algorithm is a well-known iterative method 
to perform such a rotation. The basic equations to be iterated are [9] 

XRk+i = XRk + s\g-a{zk)xik2~^ ( 6 ) 

xik+i = xik + sign{zk)xRk2~^ (7) 

Zk+i = Zk- sign(zfc) tan“^(2“'") (8) 

where k denotes the iteration, XRk and xjk are the coordinates of the vector at 
iteration /c, and Xk is the angle at iteration k. Multiplication QkF^ i® started 
with initial conditions zq = — i-e., rotation angle of twiddle factor W^, 

xro = Qr, and xjq = Qj. The computation requires values of tan“^ in (8) to 
be stored into a ROM but the storage requirements are small; typically for a 
K-hit precision, approximately K iterations are needed implying need to store 
K values of tan“^. 

The drawback of the algorithm is that the magnitude of vector increases 
at each iteration. This scaling needs to be compensated but fortunately the 
scaling is constant. Therefore, in our experiments, we have used a multiplier 
with constant multiplicand to compensate the magnitude. 

Since the CORDIC algorithm is iterative, the butterfly unit based on CORDIC 
may obtain new operands after K cycles when Tf-bits are used for real and imag- 
inary part implying throughput of \/ K . A block diagram of a butterfly unit used 
in the analysis in this paper is depicted in Fig. 5(a). 

In order to increase the throughput, the iterations of CORDIC algorithm 
can be separated into independent stages implying a pipelined realization. For a 
K-hit precision, K pipeline stages are need which results in an increase in area 
due to the pipeline registers. However, the throughput of such a pipelined unit 
is 1. The block diagram of a butterfly unit based on the pipelined CORDIC is 
illustrated in Fig. 5(b). This reminds the butterfly units used in pipelined FFT 
processors. It should be noted that, in this approach, all the operands are fed 
through the complex multiplication, thus every second rotation angle needs to 
be zero, i.e., operand P in (3) is not rotated. 




Fig. 5. Block diagram of radix-2 butterfly computation based on CORDIC: (a) iterative 
and (b) pipelined iterative version. All the signals are complex-valued except rotation 
angle, a. 
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Table 2. All the possible values of qR{aR,ai) and qi{aR,ai) in (11) and (12). 



Ur aj 


qR{aR, ai) 


qi{aR, ai) 


0 


0 


-{Wr-Wi) 


~{Wr + Wi) 


0 


1 


~{Wr + Wi) 


+{Wr - Wi) 


1 


0 +{Wr + Wi) 


-{Wr-Wi) 


1 


1 


+{Wr - Wi) 


+{Wr -f Wi) 



Distributed Arithmetic. The complex multiplication can be performed with 
the aid of distributed arithmetic as described in [12]. The principle can be de- 
scribed as follows. Let a; be a A-bit number in two’s complement representation 
consisting of bits (^a(K-i), ■ ■ ■ , a^(i), a^(o))> where X(o) is the least significant bit. 
Then x can be expressed as 



1 If 1 

X= -{-x) 



K-2 



- (X(^K-1) - X(K-l)) + ^ (^(fc) “ ^(fc))) “ 2 



1-K 



(9) 






where Xk is complement of bit Xk- This equation can be used in (4), which results 
in the following: 



K-2 






k+l-K 






+9k(0,0)2 +j -qi{QR(K-i)iQi(K-i)) 



K-2 



+ 



E (<Z/(QK(fe),Q/(fc))2"+'-'") + <7/(0, 0)2 



1-K 






( 10 ) 



where functions qR{-,-) and qii’:’) are defined as 



9 /i(afl, a/) = (ofl — aR)WR — {ai — ai)Wi (11) 

qi{aRiai) = {aR — WR)Wi + {ai —' oi)Wr (12) 



All the possible values of qR{-,-) and qi{-,-) are listed in Table 2, which shows 
that for each twiddle factor W it is enough to store two real values, —{Wr — Wi) 
and —{Wr + Wi). Then complex multiplication can be performed in bit-serial 
fashion by accumulating these store values based on the bits in the real and 
imaginary part. 

In this paper, we have used the butterfly structure from [12]. However, the 
original structure has bit-serial inputs and outputs, which implies need for 1-bit 
memories. Since such memories were not available in the technology libraries 
and we are targeting to word-wide memories, we included parallel-to-serial con- 
verters into the input and used bit-parallel complex adder-subtracter to perform 
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Fig. 6. Block diagram of radix-2 butterfly computation when complex multiplication 
is realized with distributed arithmetic. P/S: Parallel-to-serial converter. 



the add/subtract in butterfly. The block diagram of resulting butterfly unit is 
illustrated in Fig. 6. 

2.3 Operand and Twiddle Factor Storage 

The in-place property of the FFT algorithm in (1) allows the input operands 
and intermediate and final results, to share the same memory locations. This, 
however, requires that the input sequence is stored into the RAM memory in 
bit-reversed order, which is easy to arrange by reversing the address bits when 
the input vector is stored into the RAM. The in-place operand access during the 
actual computations can be realized with the aid of address rotation [13]. 

The actual RAM address for operand access is obtained from a linear address 
by rotating a held in the least significant end of the linear address one bit to 
the right. The width of the held to be rotated depends on the butterfly column. 
In the first column, held is zero bits and, in the second column, it is one bit. 
In general, the memory address at butterfly column S is obtained by rotating S 
least significant bits in the linear address to the right. The address generation 
procedure at each butterfly column in a 64-point FFT is illustrated in Fig. 7(a). 
Operand address generator realizing the previous procedure can be implemented 
with the aid of two cascaded rows of multiplexers as illustrated in Fig. 7(b). The 



a) 



I column #0~| I column #i~l | column # 2 ] \ column #3~| I column #T| 
|C4|C3|C?|Cl|Cn| |C 4 |C 3 |C 7 |Ci|Cn| |C4|C3|C,|Ci|Co| |C 4 |C 3 |Cp|Ci|Cn| |C4|Cp|C,|Ci|Cn| 

r4l^3l^2l^ll*^ol r4l^3l^2l*^ol*^ll r4l^3l^0F2rll l^4l^ol^3l^2Fll l^ol^4F3F2rll 



C4 C3 C2 C1 Co 




w . . 

84 83 82 81 80 



Fig. 7. Operand access for a 64-point FFT: (a) principle and (b) implementation. 
C4 . . . cq: linear address bits. 04 . . . aq: RAM address bits. 
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upper row of multiplexers is used to select the length of the bit field to be rotated. 
The lower row of multiplexers connects the least significant bit to the correct 
output. 

In an A^-point radix-2 FFT, there are N/2 different complex- valued twiddle 
factors. However, these factors can be computed from TV/ 8 -I- 1 complex- valued 
numbers with the aid of an add/subtract unit [14]. On the other hand, there are 
TV/4-1-1 different real- valued magnitudes present in the real and imaginary parts, 
thus the twiddle factors can be formed easily by fetching the magnitudes from a 
table and taking complement when needed. However, this arrangement requires 
that two memory accesses to the ROM table are needed. This is possible with 
the proposed pipelined butterfly units since the operand access takes two cycles. 

The previous method can be applied directly to butterfly units based on bit- 
parallel multipliers. The DA based butterfly units require sum and difference of 
the real and imaginary parts, thus an additional add/subtract unit is needed. 
Butterfly units based on CORDIC need no ROM tables since the angles can be 
generated easily from counters synchronizing the overall operation. 



3 Comparison 

We have described the previous butterfly units in VHDL language using 16- 
bit precision for arithmetic units, the descriptions have been synthesized onto a 
0.11/r ASIC technology with Synopsys logic synthesis tools. We have also ana- 
lyzed the power consumption of the implementations by obtaining the switching 
activity with simulations and the information is fed to Synopsys tools to obtain 
realistic estimate on power consumption. Since the iterative units, i.e., iterative 
CORDIC and DA, have throughput of 1/16, we have increased the number of 
units to reach the throughput of 1 in all units. The results are listed in Table 3. 

Since the FFT processor contains the same 32-bit TV-word RAM memory 
and the cost of control unit, according to our experiments, is negligible in terms 
of area and power consumption, the only difference is the ROM memory for the 
twiddle factor storage. Butterfly units based on bit-parallel multipliers and DA 
need an 16-bit TV/4 -|- 1 word ROM while this is not needed in CORDIC based 
butterfly units. Based on the memory synthesis results, the CORDIC based FFT 
will use less area when TV > 2^^. However, from the power consumption point of 
view, CORDIC will be more efficient when TV > 2^^. 



4 Conclusion 

In this paper, we have proposed general organization for partial-column FFT 
processors and described three methods to construct pipelined radix-2 butter- 
fly units. We have discussed in-place operand access in radix-2 FFT and twid- 
dle factor storage. The proposed butterfly units have been synthesized onto a 
0.11/r ASIC technology and the results show that butterfly units based on four 
bit-parallel multipliers and two adders are efficient in terms of area and power 
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Table 3. Characteristics of butterfly units with 16-bit word width. Clock constraint 
during the logic synthesis was 200 MHz. 



Bit-Parallel Pipelined Iterative DA 
Multiplier CORDIC CORDIC 



Number of units 


1 


1 


8 


8 


Max. clock period [ns] 


4.8 


4.9 


4.8 


4.8 


Area [kgates] 


5 820 


14 900 


40 640 


14 400 


Power Gonsumption [mW] 


5.9 


19.7 


64.8 


16.8 



when modest FFT sizes are needed. When extremely long FFTs are needed, the 

pipelined CORDIC should be considered. 
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Abstract. This paper presents a model for instruction-level distributed 
computing that allows the implementation of scalable chip multiproces- 
sors. Based on explicit microthreading it serves as a replacement for out- 
of-order instruction issue; it defines the model and explores implemen- 
tations issues. The model results in a fully distributed implementation 
in which data is distributed to one register file per processor, which is 
scalable as the number of ports in each register file is constant. The only 
component with less than ideal scaling properties is the the switching 
network between processors. 



1 Some Issues in Current Microprocessor Design 

Over the last twelve years Moore predicts a packing density increase of 256 
in silicon die with a corresponding speed increase of 16. Whereas we see speed 
increases better than predicted, the same is not true of system-level concurrency. 
The history of the PPG processor (see http://www.rootvg.net/RSmodels.htm) 
shows that clock speed has increased at twice the predicted rate, i.e. from 33Mhz 
to IGhz but that increases in system-level concurrency do not track packing 
density. The PPG microprocessor has evolved from a 32-bit single-issue to a 64- 
bit, five-way issue design. It is difficult to obtain high IPG in out-of-order issue 
microprocessors and so a factor of two in effective issue width and a factor of 
two in bit-level concurrency is we get from this 256 increase in packing density. 
It seems that our linear minds can not differentiate between e* and as they 
both seem discontinuous to us. 

The faster than predicted clock speed is due to a finer pipeline division. The 
smaller than predicted concurrency is simply because we do not understand con- 
currency well enough, especially at the instruction level. There are also many 
factors contributing to the problem; for example the need for binary code com- 
patibility. Looking at modern microprocessors, more and more area is being used 
for on-chip memory to mitigate against the high latencies of off-chip access, typ- 
ically 25-33% of the chip area[l]. Also instruction issue logic is becomming more 
and more complex and typically takes as much silicon area as the on-chip mem- 
ory. Instruction issue complexity is due to a poor scaling of the out-of-order 
approach, which grows with at least the square of the issue width[2]. Finally the 
register file is not scalable [3]. Register file capacity is related to issue width and 
the cell size to the square of the issue width. This means that as issue width 
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Fig. 1. Dependency graph for FORTRAN DO loop. 



is increases, there is a cubic scaling of register file area, which will very quickly 
dominate chip area, speed and power considerations. 

All three issues can be improved significantly. If a microprocessor can toler- 
ate high latency, then it is possible to replace large on-chip caches with more 
processors. It will also be shown that instruction issue and register file area can 
be designed to be scalable. The solution requires explicit concurrency controls 
and distributed synchronisation to be added to an ISA and these in turn re- 
quire a move away from binary-code compatibility. Backward compatibility can 
be retained at some cost in efficiency but recompilation or binary translation of 
legacy code is required to obtain speedup. 

2 The Concurrency Model and Its Restrictions 

2.1 Introduction to the Model 

The model proposed in this paper is one based on the concept of micro-threading. 
It uses multiple threads within a single context and provides a schedule-indepen- 
dent description of concurrency. VLIW or the more abstract EPIC also define 
explicit concurrency but over a fixed schedule of instructions, giving problems 
with non-deterministic timing, as any delay in one operation delays the entire 
schedule. 

Figure 1 shows a dependency graph for a simple FORTRAN loop illustrating 
how instructions are grouped in VLIW, where each group is issued simultane- 
ously and must complete before the next is issued. EPIC differs from VLIW in 
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that it could encode the schedules shown, whereas VLIW would sequentialise 
these packets into issue-width units. 

Micro-threading groups instructions in sequences, where each group is called 
a micro-thread and the collection of groups, is called a family of microthreads, 
in this case over all iterations in the FORTRAN loop. Instructions in different 
threads can be executed concurrently in any schedule subject to data depen- 
dencies; they can be interleaved arbitrarily in a single pipeline to give latency 
tolerance or can be executed on multiple pipelines in a chip multiprocessor. 
Instructions issue in a single thread is sequential with the overall schedule de- 
termined by data availability. Micro-threads are short sequences of instructions 
created dynamically with their own register window, which execute and termi- 
nate on the processor they are allocated to. 



2.2 Background 

The microthreaded model was first proposed in 1996 [4] and has been refined and 
evaluated over time [5]. A number of other papers have also considered similar 
models, the earliest being nano-threads in [6], a limited form of microthreading 
using only two contexts to tolerate memory latency. There is now a relatively 
large body of similar work describing the usage of threads for pre-fetching and 
tolerating memory latency, e.g. [7] and [8]. 



2.3 Concurrency Controls 

Micro-threading can be based on any ISA and can be designed to maintain full 
backward compatibility, allowing existing binary code to run without speedup. 
Alternatively, binary-to-binary translation can be used to obtain backward com- 
patibility with a more efficient implementation and potential speedup. For back- 
ward compatibility, just five instructions are required to implement the concur- 
rency controls. These are: 

— an instruction to create a family of threads Cre 

— an instruction to effect a context switch Swch 

— an instruction to terminate a thread (and invoke a new context) Kill 

— a instruction that waits for all other threads to terminate Bsync 

— an instruction to terminate all other threads Brk 

Using these instructions, the FORTRAN code in figure 1 can be translated into 
the microthreaded code shown below, where the main thread creates a family 
of m threads to execute the loop, defined by the create control block at the label 
do3. It should be noted that this family carries a dependency defined by the 
scaler variable Q, from the main thread in $S0 via the $S0/$D0 pair in each 
thread, through to the last iteration, where the value of Q is written to memory. 
The dependency distance from the create control block determines how these 
pairs of registers are bound over the family of threads. 
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do3: 



body: 



last : 



.data 
.word 1 
.word m 
.word 1 
.word 1 
.word 2 
.word 1 
.word body 
.word last 
mv $S0 $G0 
ere do3 
bsync 
finish 

Iw $L1 Z($LO) 

Iw $L2 X($LO) 
mul $L1 $L1 $L2 
swch 

add $S0 $D0 $L1 
kill 

Iw $L1 Z($LO) 

Iw $L2 X($LO) 
mul $L1 $L1 $L2 
swch 

add $S0 $D0 $L1 
swch 

sw $S0 Q($GO) 
kill 



# create control block 

# start index 

# last index 

# skip between indices 

# distance between dependencies 

# number of $L registers per thread 

# number of $S registers per thread 

# pointer to the code 

# optional code for last thread (used) 

# initialise Q to zero for first thread 

# create family of threads for loop 

# wait for thraeds to complete 

# done ! 

# for all but last index value do 

# load two values - $L0 contains index 

# multiply 

# context switch as loads may miss cache 

# add result to value from previous thread 

# terminate thread 

# last is as above except... 



# ... it stores the result to Q 



Note that the index value is wiitten to the first local regsiter for a thread 
when it is created ($L0). A number of local and shared registers (also defined in 
the control block) are allocated dynamically when the thread is created so long 
as there are sufficient registers on the target processor. Instruction interleaving 
in a pipeline is defined by explicit context switching between the threads allo- 
catd to it and is required after an instruction that has a data dependency on 
any of its operands. In this code there are two examples, using the result of the 
Iw instruction, which is dependent on a cache hit and reading the $D0 register, 
which is dependent on a previous thread writing the corresponding $S0 regis- 
ter. Explicit context switching at the instruction fetch stage avoids flushing the 
pipeline at the register read stage if either operand is found to be empty. When a 
register read fails and the pipeline is executing instructions from another thread, 
the micro-context of the instruction is stored in the empty register to suspend 
that thread. When data is written to the register, that context is reactivated. 
This action implements synchronisation as a blocking read between threads or 
between a thread and the memory system. 

Because the model is defined on a single context, transfer of control between 
functions results in a single thread of control and threads other than that exe- 
cuting the call or return are killed. The synchronisation model works only at the 
instruction level and there is no synchronisation on memory. Concurrent writes 
to memory must be controlled by synchronisation at the register level. In the ex- 
ample, the loop-to-loop dependency is carried in registers and only written to Q 
in the last thread. If every thread wrote Q, the order of execution of the threads 
might result in the wrong value being stored in memory. Finally, a dependency 
distance of zero defines a family of independent threads, which have no depen- 
dency relation between them nor to the thread that created them. A non-zero 
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dependency distance defines a chain of dependencies that follows iteration order 
with thread i being dependent on thread i-d, where i is the ith thread created 
and d is the dependency distance defined in the create control block. 

2.4 Register Partitioning 

The register namespace in the microthreaded model is partitioned logically ac- 
cording to the type of communication being performed. An implementation 
would map each partition onto an appropriate register file and associated ac- 
cess mechanisms. The microthreaded model identifies four classes of variables, 
which are: 

— invariants, which give rise to broadcast communication. Such variables are 
global and can be read and written by any thread. They are represented by 
a specifier $Gi in the assembly language; 

— dependencies, which give rise to pair-wise communication between two 
threads. They are written by one thread and read by another. They are 
called Shared in the producer thread and represented by a specifier $Si and 
are called Dependent in the consumer thread and represented by a specifier 
$Di. It should be noted that $Si(producer)=$Di(consumer); 

— all other variables are called Local and used for communicating data within 
a single thread or between the memory system and that thread . These are 
represented by $Li. 

Each class of variable is allocated as a logical register window as mechanisms for 
access to each will differ. The state of a thread includes information to locate 
the various register windows in the register file(s). 



3 Implementing the Model 

A recent article [9] reviewed billion transistor architectures, seven years on from 
a special issue on the same topic. It highlights two areas where current ap- 
proaches have failed to provide solutions to the trends in chip architecture. The 
first and perhaps the most important is the shrinking percentage of the chip 
that is reachable within a single clock cycle, this has become more critical with 
the superclocked processor cores that are now being designed. It mandates a 
partitioning that allows multiple, independent clocking zones that communicate 
asynchronously. The other factor is that of power dissipation and any implemen- 
tation of a chip multiprocessor must address both of these issues. 

Figure 2 shows a distributed implementation of the microthreaded model. In 
this architecture, the GCQ iterates the create control block to individual proces- 
sors, where registers are allocated and state is created for the threads. Thread 
state is stored in the LGQ and this and the register files are fully distributed. A 
single bus provides access to the GGQ for creating threads. Although only one 
processor may access this bus in any cycle, analysis of code in [10] shows that 
thread creation is a low-frequency event. The GGQ iterates the m iterations. 
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to n processors so that each processor has at most [^]c threads allocated to 
it. The iteration proceeds so long as all processors have LCQ slots and regis- 
ters available, otherwise iteration waits until resources are released. Registers 
are allocated by the RAU using parameters passed to it by the GCQ ,and those 
registers are initialised to empty. The first of the $L registers is also written 
with the thread’s index value. Threads are scheduled from the LCQ to the local 
pipeline only when the required code is in the I-cache, so no I-cache miss stalls 
will occur on a context switch. 




Fig. 2. A distributed implementation of the microthreaded model. 



Each register in each LRF implements an i-structure having two operations, 
i-store, which sets the register to the full state and writes data to it and i-read, 
which, if the register is full, reads the data stored otherwise saves a reference 
to the thread reading it. The i-read instruction must therefore reactivate any 
suspended thread it finds waiting there. These operations requires a two-bit 
overhead on each register to encode the full, empty and waiting states, and a 
state machine controller for each port of the register file. 

The model defines three different types of communication specified over the 
four classes of register window, where each must have an access mechanism 
that can be mapped onto this distributed implementation. It is trivially easy to 
distribute the local register window, as accesses to it are from only one thread 
but there is still a requirement for synchronisation. It is possible for both ALU 
and memory system to deliver data in an unscheduled manner, e.g in an iterative 
operation or a cache miss. Distributing the global window is not so simple, as 
it is shared between all threads. As any thread may wite to this window an 
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implementation must include arbitration to resolve this. The implementation 
shown, replicates the global window in all processors and provides a single global 
write bus with arbitration between processors for writes to this window. Reads 
then become local and require no special implementation. Writes occur locally 
as normal but get reflected in the other processors asynchronously. 

The final question to be asked is whether the shared and dependent windows 
can also be distributed to local register flies and the answer to this will depend 
the number of concurrent reads to these registers. If this number grows with 
the number of processors, there is nothing to be gained from distributing these 
windows. The $S and $D windows allow only pair-wise communication, the $S 
window is in the namespace of a single producer thread and the $D window is in 
the namespace of one or more consumer threads. A $D window is mapped onto 
the $S window by the dependency relationship between the threads. Many-to- 
one mappings between $D and $S windows are possible but the multiple threads 
that define these $D windows cannot concurrently read the same location in 
their respective $D windows, as this would violate the i-structure limitation, 
of holding only a single continuation. This restriction must be enforced by the 
compiler. What it means is that the number of concurrent reads to the $S/$D 
window is bounded above by the range of the register specifier and this provides 
a model constraint that allows distributed implementation. Note that the $D 
and $S windows may be allocated to different processors so thread state must 
also contain the processor id of the producer to its $D window. 

Reads and writes to the $S window are no different to the $L window, as 
they are local to that thread, but reads to the $D window must trap to a special 
access mechanism to the producer’s $S window. It is importrant to decouple 
the local pipeline from this potentially remote register read and this requires 
the thread reading the $D register to context switch and be suspended locally, 
which in turn requires that the $D window, conceptually just a mapping onto 
the producer’s $S window, be physically allocated to the consumer thread. Each 
register location in the $S/$D window thus becomes a shared pair, connected 
asynchronously by the switching network. A read to $D suspends the thread 
locally but only if the location is empty. This initiates a read to the potentially 
remote $S register, where the request may itself suspend waiting for data. Any 
network or synchronisation delay is tolerated by executing other microthreads, 
given sufficient local concurrency. Note that after data has been delivered, any 
subsequent read to the same location becomes local, so multiple reads to a shared 
variable incur only one remote access. 

3.1 Allocating Registers 

The abstract model partitions the registers at the ISA level in order to differ- 
entiate different access mechanisms, namely local, broadcast and pair-wise com- 
munication. An implementation requires this partitioning to identify the special 
access requirements. There are two cases that require special treatment. The 
first is a write to the global window, which must trigger an arbitration for the 
global write bus. Note that a local buffer can avoid any processor stalls due to 
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peaks in traffic. The second is a read from the $D window, which, on finding an 
empty register, must trigger a read to the corresponding $S window wherever 
it is located. If it is local, it will cause an access to the producer thread’s $S 
window locally, if it is remote it will do this via the switching network on a 
remote processor. Note that the base address for the producer thread must be 
available to the consumer thread in all such binary communications, regardless 
of the location of the producer thread. 



Processor 1 Processor n 



Thrv;]d n+l 



Thread I 



Thread 
n+ 1 ’s slate 



Fig. 3. Register allocation showing the state of thread n+l. Note that thread n+l is 
dependent on thread n and all registers accessible to thread n+l are illustrated by 
shading. 
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Using a conventional RISC ISA as a basis for the implementation gives a 
five-bit register specifier. A balanced implementation, based on the analysis in 
[10], would divide this address space equally between global and local variables 
for any created thread, which means that they would access to 16 locations in 
the $G window and 16 locations shared between the $L, $S and $D windows. 
Assuming that a thread requires L locals and S shared variables (these are spec- 
ified in the create control block), then a single window is allocated for every 
thread with L+2S locations, where L+2S ^ 16. Each thread requires S registers 
for its own $S window and another S for the $D window that is linked to its 
producer’s $S window. To maintain backward compatibility for legacy code, the 
main thread would have to have access to all 32 addressable locations and, as 
the main thread in micro-threaded code has no dynamically allocated registers, 
its $G window could also have 32 locations. Only the first 16 of these registers, 
would be available to threads that were dynamically created. 




Scalable Instruction-Level Parallelism 



391 



In thread code, the compiler would translate addresses to $G to the lower 
half of the register specifier range and to $L, $S and $D to the upper half. In the 
main thread, the compiler would also translate the $S window to a location in 
the upper global window. The hardware would trap writes to $G using the ms 
bit of the specifier and a single base address associated with each thread would 
allow access to $L, $S and $D windows. For reads to empty locations greater than 
L+S, the hardware would trap to a mechanism to read the producer’s $S window. 
The thread’s state also needs the base address of its producer window and the 
processor the producer thread is running on. This is illustrated in figure 3. Note 
that when a read to $D is accessed from the producer’s $S window it is read from 
an address S locations lower in that window. The three components of thread 
state must be passed through the pipeline to the register read stage. These are 
the base address for the thread (this is also required at the writeback stage), the 
base address for its producer thread and the processor on which the producer 
thread is mapped. 



4 Conclusions 

This paper has introduced a model of explicit concurrency, that is dynamic 
and which can be used as a target for the compilation of existing sequential 
languages. The code produced exploits instruction- level concurrency across all 
kinds of loop structures. In order to schedule code using these explicit concur- 
rency controls the model also requires distributed synchronisation on registers, 
implemented as an i-structure, which is restricted to binary communications, 
i.e. communication between one producer and one consumer thread. This model 
supports a general model of sequential computation at the high-level language 
with concurrency produced automatically by the compiler. Such a model was 
very successful on the vector supercomputers of the past. Unlike the vectorisa- 
tion in these predecessors, this model will still generate concurrent code even if 
the sequential source exhibits dependencies between the iterations of a loop. Ex- 
cess concurrency on each processor is available to allow data-driving scheduling 
with efficient mechanisms for context switching and synchronisation. 

It is also shown in this paper that such a model may be implemented on a 
distributed collection of in-order pipelines, with dynamic allocation of registers 
to threads. Unlike an out-of-order issue processor, where the synchronisation 
namespace is much smaller than the physical register pool, in this model the 
synchronisation namespace is potentially larger than the physical register pool. 
This means that concurrency is no longer limited by hardware implementation 
constraints but is limited only by the concurrency exposed in the loop structures 
in the source code. 

The distributed implementation proposed is totally asynchronous, allowing 
for the implementation of all global communication by asynchronous means. 
Three global bus/network structures are required. The first is a switching net- 
work to perform the binary synchronisation, the second is a broadcast bus for 
broadcasting global variables and the last is a bus for creating a global de- 
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scription of the families of threads that implement the loop concurrency. Global 
communication is known to be a big issue in current and future systems and 
papers on asynchronous interconnect are already appearing in the literature [11]. 
This model and outline implementation therefore provides a way forward from 
the current problems faced in out-of-order, speculative instruction processing. 
The only potential problem with this model is that existing sequential code will 
not provide speedup unless some form of binary-code translation is provided that 
performs a parallelisation on legacy binary code. Finally power need only be dis- 
sipated on those processors executing threads, with control being determined by 
the instruction scheduling mechanism and no power is lost due to speculation 
errors, which must surely be a problem in current processor designs. 
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Abstract. Embedded digital signal processors for baseband communication sys- 
tems have stringent design constraints including high computational bandwidth, 
low power consumption, and low interrupt latency. Eurthermore, these proces- 
sors should be compiler-friendly, so that code for them can quickly be devel- 
oped in a high-level language. This paper presents the design of a high- 
performance, low-power digital signal processor for baseband communication 
systems. The processor uses token triggered threading, SIMD vector processing, 
and powerful compound instructions to provide real-time baseband processing 
capabilities with very low power consumption. Using a super-computer class 
vectorizing compiler, the processor achieves real-time performance on a 2Mbps 
WCDMA transmission system. 



1 Introduction 

General purpose processors have utilized various microarchitectural techniques such 
as deep pipelines, multiple instruction issue, out-of-order instruction issue, and specu- 
lative execution to achieve very high performance. Recently, simultaneous multi- 
threading (SMT) processors, where multiple hardware thread units simultaneously 
issue multiple instructions per cycle, have been deployed [1]. These techniques have 
produced performance increases at high complexity and power dissipation costs. 

In the embedded DSP community, power dissipation and real-time processing con- 
straints have typically precluded general purpose microarchitectural techniques. 
Rather than minimize average execution time, embedded DSP processors often require 
the worst case execution time to be minimized in order to satisfy real-time constraints. 
Consequently, VLIW or statically scheduled microarchitectures with architecturally 
visible pipelines are typically employed. Unfortunately, exposing pipelines may pose 



A. Pimentel and S. Vassiliadis (Eds.): SAMOS 2004, LNCS 3133, pp. 393-402, 2004. 
© Springer-Verlag Berlin Heidelberg 2004 




394 Michael Schulte et al. 



interrupt latency restrictions, particularly if all memory loads must complete prior to 
servicing an interrupt. Furthermore, on-chip memory access in DSP systems has tradi- 
tionally operated at the processor clock frequency. Although this eases the program- 
ming burden and allows single cycle on-chip memory accesses, it often restricts the 
maximum processor clock frequency. 

In this paper, we describe a compound instruction set architecture and an ultra low 
power multithreaded microarchitecture, in which multithreading is utilized to reduce 
power consumption and simplifying programming. We also describe a non-blocking 
fully interlocked pipeline implementation with reduced hardware complexity that 
allows the on-chip memory to operate significantly slower than the processor cycle 
time without inducing pipeline stalls. 



2 Sandblaster Processor Design 

Sandbridge Technologies has designed a multithreaded processor capable of executing 
DSP, embedded control, and Java code in a single compound instruction set optimized 
for handset radio applications [2-4]. The Sandbridge Sandblaster design overcomes the 
deficiencies of previous approaches by providing substantial parallelism and through- 
put for high-performance DSP applications, while maintaining fast interrupt response, 
high-level language programmability, and low power dissipation. 




Fig. 1. Sandblaster Microarchitecture 



Fig. 1 shows a block diagram of the Sandblaster microarchitecture. The processor is 
partitioned into three units; an instruction fetch and branch unit, an integer and 
load/store unit, and a SIMD vector unit. The design utilizes a unique combination of 
techniques including hardware support for multiple threads, SIMD vector processing, 
and instruction set support for Java code. Program memory is conserved through the 
use of powerful compounded instructions that may issue multiple operations per cycle. 
The resulting combination provides for efficient execution of DSP, control, and Java 
code. 










A Low-Power Multithreaded Processor for Baseband Communication Systems 395 



2.1 Processor Pipeline 

Processor pipelines for one particular implementation of the Sandblaster DSP are 
shown in Fig. 2. The pipelines are different for various operations. The Load/Store 
(Ld/St) pipeline is shown to have nine stages. The first stage fetches and decodes the 
instruction. This is followed by a read from the general-purpose register file. The next 
stage generates the address to perform the Load or Store. Five cycles are used to ac- 
cess data memory. Finally, the result is written back to the register file. Once an in- 
struction from a particular thread enters the pipeline, it runs to completion. It is also 
guaranteed to write back its result before the next instruction from the same thread 
tries to read the result. 
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Fig. 2. Processor Pipelines 

Similarly, there are multiple (variable) stages for the other execution pipelines. The 
integer and load/store unit has two execute stages for arithmetic and logic (ALU) 
instructions and three execute stages for integer multiplication (I_MUL) instructions. 
The Wait stage for the ALU and I_MUL instructions causes these instructions to read 
from the general-purpose register file one cycle later than Ld/St instructions. This 
helps reduce the number of register file read ports. The vector multiplication 
(V_MUL) has four execute stages - two for multiplication and two for addition. An 
additional transfer (Xfer) stage is allocated between the computation of a result and 
writing the result back to the register file to account for delays due to long wires in 
deep submicron design. 

An important point is that the write back stages of the instructions are staggered. 
This allows a single write port to be implemented, but provides the same functionality 
as multiple write ports. The processor does not stall provided threads issue as even/odd 
pairs. This allows the register files to be banked, giving the power dissipation of a 
single write port, but able to completely sustain the code sequence given in Fig. 3. 
With the complexity of a single write port per register file, the processor can sustain 
more than 3.9 taps per cycle on typical DSP filters. This includes the overhead of 
entering and exiting the loop. 

2.2 Compound Instructions 

The Sandblaster architecture is a compound instruction set architecture. Historically, 
DSPs have used compound instruction set architectures to conserve instruction space 
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encoding bits. In contrast, VLIW architectures are often completely orthogonal, but 
only encode a single operation per instruction field, such that a single VLIW is com- 
posed of multiple instruction fields. This has the disadvantage of requiring many in- 
struction bits to be fetched per cycle, as well as significant register file write ports. For 
example, Texas Instrument’s TMS320C62x VelociTi processor fetches up to eight 32- 
bit instructions each cycle [5]. It has two general-purpose register files and each regis- 
ter file has 16 read ports and 10 write ports [5]. Both these features contribute heavily 
to power dissipation. 

In the Sandblaster architecture, specific fields within a 64-bit compound instruction 
may issue multiple compound operations, including SIMD vector operations. Each 
field controls a different execution unit, and restrictions may apply if a particular op- 
eration is chosen. Most classical DSP instruction set architectures are compound. In 
contrast, a VLIW instruction set architecture may allow a completely orthogonal 
specification and then fill in any unused issue slots either in hardware or through no 
operation instructions (NOPs). 

Fig. 3 illustrates the compound nature of our architecture. It shows a single com- 
pound instruction with three compound operations. This instruction implements the 
inner loop of a vector sum-of-squares computation. The first compound operation, 
Ivu, loads the vector register vrO with four 16-bit elements and updates the address 
pointer r3 to the next element. The vmulreds operation reads four fixed-point 
(fractional) 16-bit elements from vrO, multiplies each element by itself, saturates 
each product, adds all four saturated products plus an accumulator register, acO , with 
saturation after each addition, and stores the result back in acO . Further details on 
the vmulreds instruction are provided in Section 4. The loop operation decrements 
the loop count register IcO, compares it to zero, and branches to address LO if the 
result is not zero. 



LO : Ivu %vr0, %r3 , 8 
II vmulreds %ac0 , %vr0 , %vr0 , %ac0 
I I loop %lc0 , LO 



Fig. 3. A Single Compound Instmction for a Sum of Squares Loop 

All the code shown in Figure 3 is encoded in a single 64-bit compound instruction. 
Each compound operation, including each vector operation, is specified with at most 
21 bits. Like most DSP architectures, arbitrary operations are not specifiable within 
the same instruction. The 64-bit instruction shown in Fig. 3 may require 256 bits or 
more to encode on a VLIW machine. Furthermore, since the pipeline in a VLIW ma- 
chine typically produces architecturally visible side effects (i.e. it is not transparent), it 
may take a deeply software pipelined loop to obtain single-cycle throughput, thereby 
exploding the instruction storage requirements. To further distinguish our approach 
from VLIW and exposed pipeline architectures, each instruction is completely inter- 
locked and architecturally defined to complete with no visible pipeline effects. This is 
critical for fast interrupt processing. 
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3 Low Power Multithreading 

Multithreading is a well-known technique for hardware and software acceleration. The 
Denelcor HEP was designed circa 1979 [6]. In this design, multiple instructions could 
be simultaneously active from multiple threads. It was required that each thread com- 
plete the current instruction prior to issuing a subsequent instruction. When only one 
thread issues an instruction each cycle and threads progress in sequence, this is termed 
barrel multithreading or interleaved multithreading [7] . 

More recent embodiments of multithreaded processors make use of simultaneous 
multithreading (SMT) [1, 7]. In this approach, multiple thread units may issue multi- 
ple instructions each cycle. When combined with superscalar techniques such as out- 
of-order processing, the additional hardware required for SMT is not significant. Al- 
though SMT may reduce power dissipation in superscalar processors, superscalar and 
SMT techniques both consume significant power [8]. They also make it difficult to 
determine the worst case execution time, since instructions are scheduled dynamically, 
rather than at compile time. 

3.1 Decoupled Logic and Memory 

As technology improves, processors are capable of executing at very fast cycle times. 
Current state-of-the-art performance for 0.1 3um technologies can produce processors 
faster than 3GHz. Unfortunately, current high-performance processors consume sig- 
nificant power. If power-performance curves are considered for both memory and 
logic within a technology, there is a region that provides approximately linear increase 
in power for linear increase in performance. Above a specific threshold, there is an 
exponential increase in power for a linear increase in performance. Even more signifi- 
cant, memory and logic do not have the same threshold. 

Eor 0.1 3um technology, the logic power-performance curve may be in the linear 
range until approximately 600MHz. Unfortunately, memory power-performance 
curves are at best linear to about 300MHz. This presents a dilemma as to whether to 
optimize for performance or power. Eortunately, the Sandblaster implementation of 
multithreading allows the processor cycle time to be decoupled from the on-chip 
memory (e.g., cache) access time. This allows both logic and memory to operate in the 
linear region, thereby significantly reducing power dissipation. The decoupled execu- 
tion does not induce pipeline stalls due to the multithreaded pipeline design. 

3.2 Token Triggered Threading 

Eig. 1 shows the microarchitecture of the Sandblaster processor. In a multithreaded 
processor, threads of execution operate simultaneously. An important point is that 
multiple copies (e.g. banks and/or modules) of memory are available for each thread 
to access. The Sandblaster architecture supports multiple concurrent program execu- 
tion by the use of hardware thread units (contexts). The microarchitecture supports up 
to eight concurrent hardware threads. The microarchitecture also supports multiple 
operations being issued from each thread. 
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The Sandblaster processor uses a form of interleaved multithreading called Token 
Triggered Threading (T^). As shown in Fig. 4, with T^ each thread is allowed to simul- 
taneously execute an instruction, but only one thread may issue an instruction on a 
cycle boundary. This constraint is also imposed on round robin threading. What dis- 
tinguishes T^ threading is that each clock cycle a token indicates the subsequent thread 
that is to issue an instruction. Tokens may be sequential (e.g. round-robin), even/odd, 
or based on other communication patterns. Compared to SMT, T^ has much less 
hardware complexity and power dissipation, since the method for selecting threads is 
simplified, only a single compound instruction issues each clock cycle, and depend- 
ency checking and bypass hardware is not needed, as explained in the next section. 
Baseband processing applications have sufficient thread level parallelism to support 
several concurrent hardware threads. For example, our implementation of WCMDA 
has 32 threads that can operate concurrently. 

p- TO -»• T1 ->• T2 -»• T3 -f T4 -► T5 -»• T6 -»• T7 — | 

Fig. 4. Token Triggered Threading 



4 Vector Processing Unit 

Fig. 5 shows a high-level block diagram of the SIMD vector processing unit (VPU), 
which consists of four vector processing elements (VPEs), a shuffle unit, a reduction 
unit, and a multithreaded 2-bank accumulator register file. The four VPEs perform 
arithmetic and logic operations in SIMD fashion on 16-bit, 32-bit, and 40-bit fixed- 
point data types. High-speed 64-bit data busses allow each PE to load or store 16 bits 
of data each cycle in SIMD fashion. Support for SIMD execution significantly reduces 
code size, as well as power consumption from fetching and decoding instructions, 
since multiple sets of data elements are processed with a single instruction [9]. 



Load Data 




Fig. 5. SIMD Vector Processing Unit 
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The shuffle unit transfers data between the VPEs, and is useful when implementing 
various DSP algorithms, such as FFTs and DCTs, which require data to be processed 
and then rearranged [10]. The shuffle unit reduces the number of data memory ac- 
cesses needed to perform these algorithms by allowing data to be rearranged within 
the VPU, instead of having to store data out to memory and then retrieve it in a differ- 
ent order. The reduction unit takes results from the VPFs, adds them to or subtracts 
them from an accumulator register file operand, and then stores the result of the reduc- 
tion back in the accumulator register file. The reduction unit and accumulator register 
file accelerate the computation of dot products and similar vector operations. 

Fach VPF contains a 2-bank multithreaded vector register file (VRF), a multiply- 
accumulate (MAC) unit, a shifter, a compare-select unit, a logic unit, and an adder. To 
reduce dynamic power dissipation, clock gating is employed such that when perform- 
ing an operation in a particular unit, the inputs to other units do not change. All of the 
VPF functional units support operations on 16-bit, 32-bit, and 40-bit operands, except 
for the MAC unit, which only multiplies 16-bit operands and can then add a 32-bit or 
40-bit accumulator. Multiplication of numbers larger than 16 bits is not necessary for 
most DSP algorithms in our application domain, and support for it would lead to an 
unacceptable increase in area, cycle time, and power consumption. When required, 32- 
bit multiplications are implemented with multiple 16-bit multiplications. The MAC 
unit, shifter, and adder all support both saturating and wrap-around arithmetic opera- 
tions. DSP algorithms in our application domain typically use saturating arithmetic 
with 32-bit accumulators and wrap-around arithmetic with 40-bit accumulators. 

Most SIMD vector instructions go through eight pipeline stages. For example, a 
vector MAC instruction goes through the following stages: Instruction Decode, VRF 
Read, Mpyl, Mpy2, Addl, Add2, Transfer, and Write Back. The Transfer stage is 
needed due to the long wiring delay between the bottom of the VPU and the VRF. 
Since there are eight cycles between when consecutive instructions issue from the 
same thread, results from one instruction in a thread are guaranteed to have written 
their results back to the VRF by the time the next instruction in the same thread is 
ready to read them. Thus, the long pipeline latency of the VPFs is effectively hidden, 
and no data dependency checking or bypass hardware is needed. This is illustrated in 
Fig. 6, where two consecutive vector multiply instructions issue from the same thread. 
Fven if there is a data dependency between the two instructions, there is no need to 
stall the second instruction, since the first instruction has completed the Write Back 
stage before the second instruction enters the VRF Read stage. 
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Fig. 6. Two Consecutive Vector Multiply Instructions that Issue from the Same Thread 



The VRF in each VPF has eight 40-bit register file entries per thread. Since both a 
vector MAC operation (with three vector source operands and one vector destination 
operand) and a vector load or store operation (with one vector destination or source 
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operand) can appear in the same compound instruction, a VRF designed using a stan- 
dard implementation requires four read ports and two write ports. 

To reduce the number of ports, the VRF uses a novel technique, which divides it 
into two register banks; one for even threads and one for odd threads. Register ac- 
cesses by certain source and destination operands are delayed, such that in a given 
cycle each register file bank has at most two operands being read and one operand 
being written. For example, when a MAC operation and a store operation appear in the 
same compound instruction, the two multiplier operands are read from the VRF im- 
mediately following the instruction decode stage, but the accumulator and store oper- 
ands are read one cycle later (i.e., during the Mpyl stage). Thus, the accumulator and 
store operands are read from one bank of the register file, while the next instruction, 
which issues from a different thread, reads at most two operands from the other bank. 

The reduction unit and accumulator register file are used with the VPEs to perform 
dot products and similar vector operations, which are required in many DSP applica- 
tions. In particular. Global System for Mobile communication (GSM) standards, 
which are fundamental components of second and third generation cell phone technol- 
ogy, frequently perform dot products with saturation after each multiplication and 
each addition. To be compliant with GSM standards, the results produced by GSM 
algorithms much be identical (bit-exact) to the results obtained when the algorithms 
are executed serially with saturation after each operation. Since saturating arithmetic 
operations are not associative, most DSP processors execute saturating dot products in 
GSM algorithms sequentially, which degrades performance. 

The Sandblaster processor executes roughly {k/4) vmulreds instructions to perform 
a k-element saturating dot product. This computation is similar to the sum of squares 
computation shown in Fig. 3, except the vmulreds instruction changes to 

vmulreds %ac0 , %vr0 , %vrl , %ac0 

and data is also loaded into vrl. For each vmulreds instruction, four pairs of vector 
elements are multiplied in parallel by the MAC units in the four VPEs. The reduction 
unit then adds the results from the VPEs, along with an operand from the accumulator 
register file, with saturation after each addition. The result from reduction unit is then 
written back to the accumulator register file to be used in the next instruction. 



5 SDR Implementation Results 

Sandbridge Technologies has developed a complete Software Defined Radio (SDR) 
product, including a baseband processor and C code for the UMTS WCDMA EDD- 
mode physical layer standard. Using an internally developed super computer class 
vectorizing compiler, real-time performance on a 2Mbps WCDMA transmission sys- 
tem has been achieved. This includes all chip, symbol, and bit-rate processing. Eig. 7 
shows the performance requirements for 802.11b, GPRS, and WCDMA as a function 
of SB3000 utilization for different transmission rates. The SB3000 contains four Sand- 
blaster cores and provides processing capacity for full 2Mbps WCDMA EDD-mode 
including chip, symbol, and bit-rate processing. 
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Fig. 7. Processor Utilization in Baseband Communication Systems 



6 Conclusion 

This paper has presented the design of a high-performance, low-power processor for 
baseband communication systems. The design uses a unique combination of token 
triggered threading, SIMD vector processing, and powerful compound instructions to 
provide very low power consumption and real-time baseband processing capabilities. 
Having validated our low power design approach with working 0.1 Sum silicon and 
having implemented complete baseband processing on our core, we can provide a 
terminal class SDR baseband processor with power dissipation appropriate for com- 
mercial terminals. 
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Abstract. Media processing has motivated strong changes in the focus 
and design of processors. The inclusion of /rSIMD multimedia extensions 
such as MMX is a cost effective option to improve the performance of 
those regions of the program with large amounts of DLP. This paper pro- 
vides an initial evaluation of /iSIMD and vector-SIMD enhanced VLIW 
architectures. We show that these two architectures execute respectively 
an average of 40% and 57% fewer operations than the reference VLIW 
architecture. However, when most of the available DLP parallelism has 
been exploited via multimedia extensions or wide-issue static scheduling, 
the remaining of the program exhibits only modest amounts of ILP (1.40 
operations per cycle for a 8- issue width architecture). We claim that, in 
general, vector-SIMD extensions achieve the highest speed-ups while still 
reducing the fetch pressure, although for wide-issue /iSIMD architectures 
reach a similar performance at a lower cost. 



1 Introduction 

Improvements in semiconductor technology have a direct repercussion in mi- 
croprocessor performance. Further speedups come from exploiting some kind of 
available parallelism. Instruction Level Parallelism (ILP) is a set of processor 
and compiler design techniques that speed up execution by causing individual 
machine operations to execute in parallel [1]. On the other hand, the Data Level 
Parallelism (DLP) paradigm, tries to specify with a single machine operation a 
large number of operations to be performed on independent data. 

Superscalar processors are the most traditional ILP implementation for the 
general purpose domain. However, it is widely assumed that current superscalar 
processors cannot be scaled by simply fetching, decoding and issuing more in- 
structions per cycle [2] . Branches, the instruction cache bandwidth, the instruc- 
tion window size, the register file and the memory wall are relevant problems to 
solve. 

Very Long Instruction Word (VLIW) processors are another form of ILP im- 
plementation. The first generation of VLIW processors were successful in the 
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scientific domain, and it has also been the architecture of choice for most media 
embedded processors. However, some relevant facts, such as code compatibil- 
ity and non-deterministic latencies, have contributed to the belief that VLIW 
processors are not appropriate for the general-purpose domain. At present, a 
revival of the VLIW execution paradigm is observed. HP and Intel have recently 
introduced a new style of architecture known as Explicitly Parallel Instruction 
Computing (EPIC) [3] and a specific architecture implementation: the Itanium 
Processor Family (IPF). EPIC retains compatibility across different implemen- 
tations without the complexity of superscalar control logic. 

Media processing has motivated strong changes in the focus and design of 
processors. In the general purpose domain, these changes have been very straight- 
forward with the inclusion of /iSIMD multimedia extensions such as SSE [4] or 
Altivec [5]. Current multimedia extensions provide good performance at a low 
cost, but they fail to scale adequately. This problem is addressed in [6] and they 
propose to enhance superscalar processors with MOM, a matrix ISA extension 
that is basically an hybrid between conventional vector and MMX-like ISAs. 
This vector-SIMD extension also arises as a competitive option in the embedded 
media domain [7]. 

A very promising alternative is the inclusion of SIMD (either /iSIMD or 
vector-SIMD) extensions in a VLIW processor, since it would be able to exploit 
DLP parallelism by means of the SIMD operations and ILP by using wide-issue 
static scheduling. However, a real media program is composed of heterogeneous 
regions of code with highly variable levels of parallelism: some of them with large 
amounts of DLP and the other ones with only modest amounts of ILP. When 
those regions with high DLP achieve high performance via wide scheduling or 
multimedia extensions, the performance of the serial regions of code becomes the 
main performance bottleneck. At this point, a full reorganizing of the program 
code is required to expose more parallelism to the processor. Multimedia vector- 
SIMD extensions provide the processor the ability to exploit the DLP typical of 
multimedia kernels while keeping the low fetch bandwidth required in the serial 
regions of codes. 

The focus of this paper is to provide an initial evaluation of VLIW archi- 
tectures with /iSIMD and vector-SIMD multimedia extensions. Sections 2 and 
3 describes the modeled architectures and the simulation framework. Section 4 
presents quantitative data such as the number and type of operations, the per- 
formance speed-ups, the memory behavior and the scalability of the vector and 
non- vector regions. Finally, section 5 concludes the paper. 



2 Modeled Architectures 

We have evaluated 2, 4 and 8 issue width VLIW architectures and the /iSIMD 
and vector-SIMD multimedia extended versions described below. Table 1 sum- 
marizes the general parameters of the nine architectures under study. In order to 
support the hight computational demand of multimedia applications, our con- 
figurations are quite aggressive in the number of arithmetic functional units. 
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Table 1. VLIW processor configuration {m — multiplication, d — division) 



Resource 


Latency 


VLIW 

2/4/ 8-issue 


-bMMX 

2/4/8-issue 


-tVMMX 
2/4 /8-issue 


integer unit 


1, 5 (m), 17(d) 


2/4/8 


2/4/8 


2/4/8 


vector unit 


l,5(m) 


- 


2/4/8 


1x4 / 2x4 / 4x4 


branch unit 


2 


1 


1 


1 


LI ports 


3 


1/2/4 


1/2/4 


1/1/2 


L2 ports 


12 


- 


- 


1x2 / 1x4 / 1x8 



2.1 Reference VLIW Architecture 

The reference processor is a 2-issue load/store VLIW core. The engine is able to 
fetch one instruction word per cycle. Each instruction word can hold up to two 
different operations, being one of them a memory and/or a branch operation 
at the most. All integer operations are 1 single cycle, except for multiplication 
and division that have a latency of 5 and 17 cycles respectively and branches 
take 2 cycles. It includes 80 general purpose registers, 96 1-bit predicate registers 
(used to store branch condition and predicates) and 20 branch target registers 
(to store the target address of branches) . 

Table 2 summarizes the main parameters of the LI and L2 data caches. The 
first level data cache is a 32 KB, 4- way set associative cache with one port for the 
reference 2-issue width architecture. We consider pseudo-multi-ported caches for 
the configurations with greater number of ports. Latencies are 3 cycles for the 
first level cache, 12 cycles for the second level and 500 cycles to main memory. 
We have not simulated the instruction cache since our benchmarks have small 
instruction working set. The compiler schedules all memory operations assuming 
they hit in the first level cache and the processor is stalled at run-time in case 
of a cache miss or bank conflict. 

2.2 /xSIMD Extensions 

We have enhanced the basic model with a /rSIMD register file together with 
additional vector units able to operate on up to eight 8-bit items in parallel. 
We have used the emulation libraries described in [8] to hand-write the applica- 
tions with a /iSIMD ISA extension fairly similar to Intel’s SSE integer opcodes. 
This /rSIMD extension provides 67 opcodes and 64-bit /iSIMD registers. In the 
remaining of the paper, this architecture is named VLIW-I-MMX. 

2.3 Vector-SIMD Extensions 

In [8] we proposed a matrix ISA that is basically an hybrid between conventional 
vector ISAs and ^SIMD MMX-like ISAs. Figure 1 shows a comparison between 
a /iSIMD {MMX in the figure) and a vector-SIMD operation (labeled VMMX). 
It provides matrix registers with 16 64-bit words each and 192-bit packed ac- 
cumulators (similar to those proposed in the MDMX multimedia extension [9]). 
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Table 2. Cache hierarchy configuration ( WT — write-though, WB = write-back, NWA 
= no- write-allocate, WB depth/retire = write buffer entries/retire-at-X policy) 



LI L2 



size 

number of ports 
port width (bytes) 
number of banks 
sets per bank 
associativity 
line size (bytes) 
write policy 
allocate policy 
latency 
MSHR entries 
WB depth / retire 



32 K 


128 K 


1/2/4 


1 


8 


16 / 32 / 64 


8 


2 


32 


256 


4 


2 


32 


128 


WT 


WB 


NWA 


NWA 


3 


12 


8 


8 


8/4 


8/4 



Both the register file and the vector-SIMD functional unit are clusterized in 
4 independent vector lanes where the different vector elements are interleaved. 
Therefore, up to four /rSIMD-operations from the same matrix operation can be 
performed per cycle. We refer to this architecture as VLIW-I-VMMX. 



VLx 




CO 


CD 


i B, 


i B, 


II 


A , -B , 





(a) MMX 
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Bi ,6 


B ,,4 
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1 1 


1 1 
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^ 16,1 ^ 16,2 ^ 16,3 ^ 16,4 
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Ai,i 


^ 1,2 * ^ 1,2 


^ 1,3 


Ai,,-B„ 
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^ 16 , 1 ^^ 16,1 


^ 16 , 2 "^ ^ 16,2 


^ 16 , 3 '^ ^ 16,3 


^ 16,4 ® 16,4 



(b) VMMX 

Fig. 1. Comparison between a MMX operation and a VMMX operation 



In the same way as conventional vector instructions, -l-VMMX memory pat- 
terns have the potential to allow a smart exploitation of the spatial locality. 
For our study we use the vector cache proposed in [10]. The vector cache is a 
two-bank interleaved cache targeted at accessing stride-one vector requests by 
loading two whole cache lines (one per bank) instead of individually loading the 
vector elements. Then, an interchange switch, a shifter, and a mask logic cor- 
rectly align the data. Scalar accesses are made to the LI conventional data cache, 
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while vector accesses bypass the LI to access directly the L2 vector cache. If the 
L2 port is i?x 64-bit wide, these accesses are performed at a maximum rate of B 
elements when the stride is one, and at 1 element per cycle for any other stride. 
A coherency protocol based on an exclusive-bit policy plus inclusion is used to 
guarantee coherency. 

Note that this architecture is not balanced against the same way VLIW or 
-I- MMX architectures because we consider it as an alternative to wider issue ma- 
chines. For example, the 4-way -l-VMMX arithmetic capability is comparable to 
that of the 8-way -l-MMX configuration, but not to the 4-way -l-MMX. However, 
we wish to highlight the simpler one port LI data cache design. 

3 Methodology 

For our experiments we have used Trimaran. Trimaran [11] is a compiler in- 
frastructure for supporting state of the art research in compiling for ILP ar- 
chitectures. The system is currently oriented towards EPIC architectures. It 
is comprised by Impact, a compiler front-end for C, which performs machine 
independent optimizations, Elcor, a compiler back-end which performs machine- 
dependent optimizations, instruction scheduling and register allocation, and a 
cycle-level simulator of the parameterized architecture. To expose sufficient ILP 
it makes use of advanced techniques such as Superblock or Hyperblock forma- 
tion. The architecture space is characterized by HPL-PD [12], a parameterized 
processor architecture. 

The Impact front-end included in the public release of Trimaran has been 
replaced by an internal version of Impact able to perform interprocedural pointer 
analysis. So, our scalar versions of code include the memory disambiguation 
inherent in the vector versions. We have used emulation libraries to hand-write 
the applications with the before described -l-MMX and -l-VMMX extensions. 
The HPL-PD machine description has been enhanced with the new operations, 
register files and functional units. The compiler has been modified to detect the 
emulation functions calls and replace them by the related low level operations. 
The simulator has also been extended to include the new ISAs and a detailed 
memory hierarchy. 

4 Quantitative Analysis 

For our study we have selected three multimedia applications: the JPEG, MPEG2 
and GSM encoders, representative enough of image, audio and video workloads. 
For each of the benchmarks we have evaluated the impact of the multimedia 
extensions in the overall number of operations and execution time. 

4.1 Operation Breakdown 

Figure 2 shows the dynamic operation count for the benchmarks under study. 
Note that by the term operation we refer to each of the machine level operations 
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inside one instruction word. Results are normalized by the dynamic operation 
count of the plain VLIW architecture. The graph on the left shows the operations 
classified into five categories: control, scalar memory, scalar arithmetic, vector 
memory and vector arithmetic. In the graph on the right, we have distinguished 
the contribution of each region inside the full application. Regions from Rl to i?3 
are the fractions of code that has been vectorized in the +MMX and +VMMX 
versions (for example, in MPEG2, Rl accounts for the distance computation and 
R2 and i?3 for the forward and inverse two dimensional DCT). Region RO always 
refers to the remaining scalar portion of code. 





Fig. 2. Normalized dynamic operation count by type and by regions 



From the results we clearly observe that the vectorized versions of code re- 
quire to execute much less operations than the scalar versions. As seen in the 
figure, the -l-MMX architecture executes about 40% fewer operations than the 
plain VLIW, and the -bVMMX an average of 57% fewer operations. The obvious 
reason is that -l-MMX/ -bVMMX architectures can pack several micro-operations 
into a single operation. Moreover, there is an additional reduction on the number 
of operations involved in the loop-related control. Another important contribu- 
tion is the semantic richness of each ISA to perform operations such as the sum 
of absolute differences or saturation arithmetic. 

The overall operation reduction is strongly dependent on the average vec- 
tor length (the average number of micro-operations per -I-MMX/-I-VMMX op- 
eration) and the vectorization percentage of the program. Table 3 shows the 
average vector length for the benchmarks under study. Note that the poten- 
tial maximum vector length is 8 for the -l-MMX architecture and 16x8 for the 
-bVMMX. Most multimedia kernels are characterized by nested loops with very 
small loop counts, which usually results on low or moderate vector lengths in 
conventional vector architectures. However, the -bVMMX ISA leverages quite 
fair vector lengths, due to its capability to vectorize two inner nested loops. 

As far as the vectorization percentage is concerned, we were very surprised to 
find that it was less than 50% for two of the benchmarks, although it is not the 
case for the MPEG2, where the distance computation plus the DCT transforms 
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Table 3. Average vector length 





+MMX 


-tVMMX 


JPEG encode 


3.64 


13.04 


MPEG2 encode 


6.54 


48.00 


GSM encode 


2.41 


25.60 



account for 87% of the overall dynamic operation count. From the second graph 
in fig. 2, it can be seen that the +VMMX ISA achieves to reduce the number 
of operations of the vector regions to a minimum (less than 10% of the total 
dynamic operation count). 

4.2 Performance 

Figure 3 shows the performance results with and without realistic cache simu- 
lation. The speed-up is related to the reference 2-way VLIW architecture with 
perfect memory. By perfect memory we consider that all accesses hit in cache, 
but with the corresponding latency. That is, all scalar accesses are served after 3 
cycles of latency and all vector accesses in the -l-VMMX configurations go to the 
L2 and take 12 cycles plus the additional cycles to serve all vector data elements. 

As it was to be expected, both -l-MMX and -l-VMMX architectures outper- 
form the plain VLIW architecture. This is mainly due to the smaller number 
of operations to execute and to the higher parallelism of these operations (to 
execute more that one micro-operation each). More interesting is the fact that, 
in average, the performance of a V-way -l-VMMX architecture is comparable to 
that of a 2V-way -l-MMX or a 4V-way VLIW one. This is due to the fact that 
-l-VMMX greatly reduces the fetch pressure by packing an order of magnitude 
more micro-operations per operation than -l-MMX, making it an ideal candidate 
for embedded systems, where high issue rates are not an option. 

We can also see that the gap between the different architectures decrease 
with the way of the machine. For example, while the 2- way -l-VMMX exhibits a 
factor of 1.21X of performance improvement (in average) over the 2-way -l-MMX, 
the 8- way -l-VMMX only outperforms the 8- way -l-MMX in a 1.03X. That means 
that a wide enough -l-MMX architecture is able to exploit as ILP the parallelism 
that the -l-VMMX architecture exploits as DLP. 

Additionally, we observe that the -l-VMMX architectures exhibit the highest 
performance degradations when considering a realistic memory system. This fact 
may seem counterintuitive, since vector architectures are well known for their 
capability to tolerate memory latency. Two reasons explain this behavior. First, 
the -l-VMMX vector lengths are not long enough to take benefit of this char- 
acteristic. Second, VLIW architectures are very sensitive to non-deterministic 
latencies. During the scheduling, the compiler assumes that all vector accesses 
have a stride of one, and the processor stalls at run-time if this assertion is not 
true. For example, in the case of having a 4 x 64-bit wide port to L2, a vector 
load with vector length 16 would be scheduled as taking 16 (= 12-1- 16/4) cycles. 
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GSM encode (perfect memory) GSM encode (real memory) 

Fig. 3. Speed-up 

However, if it actually had a stride different from one, it would take at least 28 
(= 12 -I- 16) cycles to execute, and the processor would be stalled at run-time 
for at least 12 cycles. That is exactly what happens in the MPEG2 benchmark, in 
which the main function (distance computation) has a stride different from one, 
and this results in a hight performance degradation (up to 45%). Apart from 
this, all benchmarks exhibit high hit ratios and very low performance degrada- 
tion when considering realistic memory. 

4.3 Scalability 

Table 4 shows the average number of operations per cycle and the average speed- 
up for the scalar and vector regions of code separately. It confirms our belief 
that the non-vector regions of code do not benefit from scaling the way of the 
machine above 4 issue width. Fetching 1.4 operations per cycle does not pay 
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off the hardware complexity of a 8- way architecture. Even though the +VMMX 
ISA achieves very hight speed-ups in the vector regions (up to 19X in GSM), the 
scalar region of code fails to scale and becomes the limiting factor for performance 
improvement. 



Table 4. Scalability of scalar and vector regions of code {OPC = operations per cycle, 
fiOPC = micro-operations per cycle, S = speed-up) 





Scalar 

OPC 


regions 

S 


Vector regions 
OPC ^OPC S 


Full program 
OPC ^iOPC S 


2w VLIW 


1.14 


1.00 


1.80 


1.80 


1.00 


1.46 


1.46 


1.00 


2w -l-MMX 


1.14 


1.00 


1.72 


5.34 


3.13 


1.32 


2.54 


1.75 


2w -tVMMX 


1.13 


0.99 


0.91 


9.18 


9.27 


1.06 


2.11 


2.12 


4w VLIW 


1.34 


1.14 


3.06 


3.06 


1.68 


1.96 


1.96 


1.33 


4w -l-MMX 


1.33 


1.14 


3.18 


9.87 


5.75 


1.71 


3.32 


2.29 


4w -tVMMX 


1.33 


1.14 


1.12 


11.04 


10.60 


1.26 


2.43 


2.39 


8w VLIW 


1.40 


1.18 


4.40 


4.40 


2.40 


2.26 


2.26 


1.52 


8w -l-MMX 


1.39 


1.18 


4.86 


14.24 


8.12 


1.86 


3.56 


2.45 


8w -tVMMX 


1.39 


1.19 


1.38 


13.39 


12.81 


1.34 


2.56 


2.52 



For the -l-MMX and -l-VMMX versions we also show the average number 
of micro-operations executed per cycle. The -l-VMMX ISA obtains the highest 
speed-ups while still keeping low fetch bandwidth requirements. However, for 
wide enough issues, the -l-MMX ISA exhibits more flexibility to benefit from 
wide static scheduling and reaches significant micro-operations per cycle rates. 



5 Conclusions 

This paper has provided an initial evaluation of /tSIMD and vector-SIMD en- 
hanced VLIW architectures for three full applications of audio, video and image 
processing. For wide issue architectures, the ^SIMD extensions arise as the most 
cost-effective option, providing good performance at a reasonable cost. However, 
we have demonstrated that there is a significant part of the program which does 
not take benefit of increasing expensive resources such as the fetch bandwidth 
and the number of memory ports. Vector-SIMD extensions provide the best per- 
formance and reduce the fetch pressure and the LI ports requirements. Adding 
two -l-VMMX units to a 4-issue width VLIW architecture leads to speed-ups 
ranging from 1.26X to 2.86X while fetching only between 0.82 and 1.76 oper- 
ations per cycle. A wide port to the L2 provides the bandwidth required by 
the vector regions of code and allows to have a single port to LI. On the other 
hand, we have also shown that -l-VMMX architectures do not perform well in 
front of non stride-one memory references and exhibit the highest performance 
degradations when considering a realistic memory system. 
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Abstract. This paper presents a communication network targeted for 
complex system-on-chip (SoC) and network-on-chip (NoC) designs. The 
Heterogeneous IP Block Interconnection v.2 (HIBI) aims at maximum 
efhciency and energy saving per transmitted bit combined with guaran- 
teed quality-of-service (QoS) in transfers. Other features include support 
for arbitrary topologies with several clock domains, flexible scalablility 
in signalling and run-time reconfiguration of network parameters. HIBI 
has been implemented in VHDL and SystemC and synthesized in 0.18 
CMOS technology with area comparable to other NoC wrappers. HIBI 
data transfers are shown to approach the maximum theoretical perfor- 
mance for protocol efficiency. 



1 Introduction 

Network-on-chip (NoC) can be regarded as the third wave of system-on-chip 
(SoC) designs after intellectual property (IP) block-based [1][2] and platform- 
based [4] methodologies. The third wave focuses on how to reuse not only IP 
blocks but also on-chip communication networks. Communication networks, as a 
research topic, have well established in multi-processor and multi-computer sys- 
tems [5] [6] [7] . Many topologies that were originally intended for super computers 
are now proposed as backbones for SoCs and NoCs. However, their original form 
may lead to unexpected problems in SoC environment. A regular and symmet- 
ric topology, such as a mesh, fits well for dataflow type of processing with static 
scheduling and allocation of tasks. This is different from contemporary SoCs, 
such as [8] [9] , that include several clock domains that are not necessarily synchro- 
nized and some of the blocks are from time to time shut down for power saving. 
The overall computation is heterogeneous and still quality-of-service (QoS) in 
terms of guaranteed latency and/or throughput must be met for data transfers. 
We begin with a review of network design issues and related work. Motivation, 
key design constraints, and advanced features of HIBI v.2 and its implementa- 
tion are described in Sections 3 and 4. Low-level implementation details, such 
as bus signal encoding schemes, are beyond the scope of this paper. Finally, in 
Section 5, synthesis results and performance analysis are given with the help of 
a case study. Section 6 concludes the paper. 



A. Pimentel and S. Vassiliadis (Eds.): SAMOS 2004, LNCS 3133, pp. 413—422, 2004. 
(c) Springer- Verlag Berlin Heidelberg 2004 
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M 2*bus, reach 100% 


— 4*bus, reach 75% 


— 0 — 4*bus, reach 50% 


NoC, reach 75% 


— X — NoC, reach 50% 


1 NoC, reach 25% 



Fig. 1. Clock cycles for total exchange 



2 Related Work 

Most on-chip networks have utilized a bus network due to its simple implemen- 
tation, but signal propagation delays in deep sub-micron technologies restrict 
the size of a practical single bus. AMBA [10] is a widely used, centrally ar- 
bited on-chip bus that supports two-level hierarchical structures. Silicon Back- 
plane [11] bus uses distributed, two-level arbitration and pipelined transfers. For 
other on-chip buses a survey can be found in [12] which indicated that fixed 
constraints dominate the properties of contemporary buses. For example, num- 
ber of agents and the available bus widths are limited, leading to constrained 
scalability. We believe that it is better to keep such properties parameterizable 
to cover a wider range of applications and let application and implementation 
technology define the limits instead of the protocol. Lately, a lot of research has 
gone into adopting packet-switched NoCs [13] [14]. Proteo network is a topology- 
free packet-switched NoC concept [14]. The current implementation suffers from 
large buffering overhead. Moraes et al. propose a mesh-based packet-switched 
NoC utilizing worm-hole routing [15]. Their best-effort routing algorithm has a 
notable latency of ten cycles per switch. A router introduced by Rijpkema et al. 
offers guaranteed service with time division multiplexing [16]. SPIN network uses 
a packet-switched fat-tree network [17]. Valtonen et al. consider a homogeneous 
cellular NoC with special attention on testability and error tolerance [18]. Three 
major problems are readily apparent with contemporary NoCs: large area due 
to buffering inside communication network, lack of guaranteed service, and lack 
of common test cases for performance comparisons. 

Zeferino et al. have analyzed the switching point when mesh-based NoC be- 
comes preferable over simple bus having no hierarchy [19]. Using the same equa- 
tions, Fig. 1 shows clock cycles for total exchange for mesh-based NoC, hierarchi- 
cal two-bus and four-bus networks with different degrees of locality. Locality is 





HIBI V.2 Communication Network for System-on-Chip 415 



expressed as proportion of reachable agents. Figure 1 shows that even a two-bus 
network will offer comparable performance to a mesh-based NoC when at least 
half of the agents must be reached. If locality or the number of agents is higher, a 
system having more bus segments could be chosen. This suggests that the switch- 
ing point will shift to a higher number of agents than presented in [19] because it 
does not consider hierarchical buses. The signal lines get shorter as the number of 
segments increases, but they are still likely to be longer than in a mesh topology. 
In hierarchical networks, the mapping of processes onto computation resources 
is a critical step to keep most of the communication within a small area and 
still ensure load balancing. A fixed topology does not allow application-specific 
optimization of communication topology. Optimization may be targeted toward 
performance by adding more communication links when needed or toward area 
by removing links to avoid an overkill topology. Therefore, the topology should 
be scalable and modified easily to support various applications efficiently. The 
choice of the most suitable topology depends on the requirements of the targeted 
application. 

3 HIBI v.2 Overview 

The design objectives behind HIBI v.2 were to design a topology-independent, 
scalable, and still high-performance network. Special attention was paid to con- 
figurability, efficiency of the protocol in terms of energy and performance per 
transmitted bit, and quality of service. It is based on previously presented Het- 
erogeneous IP Block Interconnection v.l (HIBI v.l) [20][21j. HIBI is used to 
construct modular, hierarchical structures with distributed arbitration and mul- 
tiple clock domains. 

3.1 Buffering and Signaling 

The model of computation used in HIBI design approach assumes bounded first- 
in-first-out (FIFO) buffers between processes. A simple FIFO interface can be 
adapted to more complex interfaces such as the OOP (Open Core Protocol) [22] . 
To avoid excess buffering, the received data should be read from the FIFO as 
soon as possible, for example by using a direct memory access (DMA) controller. 
Therefore, the buffer space in HIBI wrapper is not defined by the amount of 
transferred data, but the latency of reading data from the wrapper. The scheme 
resembles worm-hole routing, but the links are not reserved for the whole du- 
ration of the transfer. The functional unit may use a different clock than the 
wrapper. 



3.2 Quality-of-Service 

Arbitration is distributed to wrappers, meaning that they can decide the cor- 
rect time to access the bus by themselves and no central arbiter is required. 
A two-level arbitration scheme, a combination of time division multiple access 
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(TDMA) and competition, is used in HIBI. In TDMA, time is divided into re- 
peating time frames. Inside frames, agents are provided time slots when they 
are guaranteed an access to the communication channel. Competition is based 
either on round-robin or priority. The second level mechanism is used to arbi- 
trate the unassigned or unused time slots. Priority arbitration as a second level 
method attempts to guarantee a small latency for high priority agents whereas 
round-robin provides a fair arbitration scheme. TDMA arbitration is beneficial 
for energy saving because transfer times are known in advance and, therefore, 
timing shutdown and predictive power-up operations is simple. The application 
can actively set the power save modes through configuration memory. The HIBI 
implementation pays special attention to minimizing the arbitration latency by 
removing empty cycles from the arbitration process by pipelining. 



3.3 Run-Time Reconfiguration 

HIBI allows the run-time configuration of all arbitration parameters to minimize 
latency by network tuning. Also the cycle counters can be reset to an arbitrary 
clock cycle value within the time frame to keep time slots in the correct place with 
respect to data availability. The resynchronization may be triggered by a specific 
monitor unit, which monitors how effectively time slots are used and starts 
the reconfiguration if needed [23]. Furthermore in HIBI v.2, the second-level 
arbitration method may be changed at run-time between priority and round- 
robin or both of them can be disabled. When the second-level arbitration is 
disabled, only basic TDMA is used and a HIBI wrapper reserves the bus always 
for the whole allocated time-slot. 

In HIBI v.2, three methods are used to decrease configuration latency. First, 
by making use of the bus nature, each common parameter can be broadcast to 
all wrappers. Second, enabling the reading of configuration values simplifies the 
procedure as the whole configuration does not have to be stored in the config- 
uring device. The configuring agent can read the old parameter values to help 
determine the new. Third, additional storage capacity for multiple parameter 
pages has been added to enable rapid change of all parameters. When a config- 
uration page changes, all the parameters in network are updated immediately 
using one bus operation. It is possible to store a specific configuration for every 
application (phase) in its own configuration page to enable fast configuration 
switching. 



3.4 Circuit and Packet-Switching 

Bus throughput can be scaled up by using hierarchical bus structures as shown 
in Section 2. Figure 2 depicts a system with a hierarchical HIBI network. The 
key is to locate the agents that communicate frequently in the same segment to 
provide small latency. Clustering makes the optimization easier since segments 
can operate with various data widths and clock frequencies. The implementa- 
tion area and power consumption are lowered by making the segments as slow 
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Fig. 2. Example of a hierarchical bus network 



and narrow as possible but still meeting the application requirements. Trans- 
fers inside a bus segment are circuit-switched but HIBI v.2 bridges utilize the 
packet-switched principle so that bus segments are not circuit-switched together. 
Instead, the data is stored inside the bridge until it gets an access to the other 
segment. If the bridge cannot buffer all the data, the transfer is interrupted until 
the bridge has written some of the data to the next bus segment. Once the data 
is stored inside the bridge, the source segment is free for other transfers. It is 
possible that a bridge buffers parts from multiple transfers. 

3.5 Data Transfer Operations 

In HIBI v.2, all operations can be targeted either to a single agent or to a 
group of agents with multicast. All data arrive in-order. In HIBI v.2, data may 
be sent with different priorities. High priority data, such as control messages, 
bypass the normal data transfers resulting in smaller latency. This does not 
change the timing of bus reservations, but it selects what is transferred first. 
HIBI v.2 has multiplexed address and data lines whereas HIBI v.l uses separate 
address and data lines. HIBI v.2 implementations can be made smaller than 
HIBI v.l because signal lines are removed and less storage capacity is needed 
for the addresses. On the other hand, the saved area can be used for wider data 
transfers to increase the available bandwidth. HIBI protocol does not require 
any specific control signals, but message-passing is utilized when needed. HIBI 
v.l assumes strictly non-blocking transfers and omitted handshake signals to 
minimize transfer latency. One handshake signal was added to HIBI v.2. As a 
result, blocking models of computation can be used in system design and the 
depth of FIFOs is considerably smaller. 

4 HIBI v.2 Implementation 

HIBI v.2 was implemented with synthesizable VHDL and SystemC. In addition, 
the SystemC simulation model has an embedded performance monitor which is 
used to analyze and tune the architecture to better fit the application. 
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Fig. 3. Structure of HIBI v.2 wrapper and configuration memory 



4.1 Signaling 

The bus signals are Reset, Clock, Data, Address Valid, Command, Lock, and 
Target Full. The number of data bits can be freely chosen. The signal Address 
Valid indicates when an address is transferred on the data lines. Three bits are 
needed for Command to present eight different network operations. Handshaking 
is done with the Target Full signal. All signals are shared and no point-to-point 
signalling is required. On IP side, there are separate FIFO/OCP interfaces for 
every data priority. Furthermore, the power control signals can be routed out of 
the wrapper if the IP block can utilize them. An OR network was selected for 
bus signal resolution. 



4.2 Wrapper Structure 

HIBI v.2 wrapper is depicted in Fig. 3(a). The modular wrapper structure may 
be tuned to better meet the application requirements by using different versions 
of the internal units or even leaving out properties that are not needed in a 
particular application. The main parts are buffers for transferring and receiving 
data and the corresponding controllers. The transfer controller takes care of dis- 
tributed arbitration. Configuration memory stores all arbitration and addressing 
parameters. Message bypassing is implemented by adding an extra FIFO along 
with the data FIFO. A multiplexer is placed between the transmit FIFOs and 
the transfer controller so that the controller sees only a single FIFO that it can 
access. The separate multiplexer allows this method to be expanded to support 
priorities in excess of two without changing the control. 

The structure of the configuration memory is illustrated in Fig. 3(b). It in- 
cludes multiple configuration pages for storing the parameter values, a register 
storing the number of currently active page, and a clock cycle counter. Current 
configuration values and time slot signals are fed to the transfer controller. The 
receive controller takes care of writing new values to the configuration memory. 
Configuration values can be written to non-active pages before they are used to 
minimize the risk of conflict when the configuration procedure is yet to be com- 
pleted. Naturally, having multiple pages results in larger implementation area. A 
way to reduce area is to restrict the configuration options by hardwiring values. 
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Fig. 4. Area of HIBI v.2 wrapper and its sub-blocks 



Still, it is possible to leave some parameters to be configured at run-time. For ex- 
ample, allowing clock counter synchronization and the use of multiple hardwired 
configuration pages might be a good compromise for many applications. 

4.3 Structure of HIBI Bridge 

A bridge is constructed by connecting two wrappers together. If the connected 
bus segments use different clock frequencies, handshaking logic is needed be- 
tween the two wrappers. One option is to mix channels of different widths in 
a hierarchical system in which the bridges are responsible for the data width 
adaptation. Segments having only simple peripheral devices could use a slow 
and narrow bus while the main processing parts have higher capacity buses. 

5 HIBI v.2 Performance 

5.1 Synthesis Results 

The HIBI v.2 wrapper was synthesized using a 0.18 micron technology. The re- 
sults do not include the wiring or place-and-route information. Areas for four 
different wrapper configurations with three different data widths are shown in 
Fig. 4. FIFO definition 3, 3, 0,0 means that data buffer sizes are 3 words and 
message FIFOs are absent. Both A and B cases use a hardwired configuration. 
Version C and D allow new configuration values to be written at run-time. Fur- 
thermore, version D has two configuration pages. The maximum frequency is 
in the range of 200 to 300 MHz depending on the sizes of FIFO buffers and 
configuration memory used. 

Currently the configuration memories and FIFO buffers are implemented 
with flip-flops to support soft IP core methodology, which results in rather large 
area. This is illustrated in Fig. 4 for an eight-bit wrapper (B and C). In this 
case, the FIFO buffers occupy half of the wrapper area. Still, the area of FIFO 




420 



Erno Salminen et al. 



buffers is smaller than in the first version of HIBI. The number of configuration 
pages, time slots, and the width of parameters can be parameterized according 
to the application to minimize the implementation area. Figure 4 confirms that 
hard-wiring parameter values offers a great reduction in area. Register-based 
configuration memory is denoted with RAM and hardwired with ROM. Table 1 
shows a brief comparison to other network wrappers found in literature. ARM 
processor is shown as an example of a processing node. Note that the buffers 
mainly determine the area of Proteo network not the data width. 



Table 1. Implementation comparison 



IP 


Ref 


Tech Width Gates 


mm^ 


MHz 


ARM7TDMI 


[24] 


0.18 


32b 


- 


0.62 


80-115 


HIBI v.2 (A) 




0.18 


32b 


7k 


0.08 


200-300 


HIBI v.2 (C) 




0.18 


32b 


15k 


0.18 


200-300 


NoC Cell 


[15] 


- 


32b 


10k 


- 


- 


NoC Cell 


[16] 


0.12 


32b 


- 


0.26 166/500 


NoC Cell 


[18] 


0.35 


16b 


15k 


- 


110-267 


Proteo 


[14] 


0.18 


8b 


16k 


0.20 


- 


SPIN 


[17] 


0.13 


32b 


- 


0.24 


200 



5.2 Performance Evaluation 

Fair comparison of networks is difficult since there are no widely accepted bench- 
marks or reported implementations simply do not offer enough information. The 
performance of HIBI v.2 protocol was tested with a test case similar to the 
one described by Saastamoinen et al. [14] (pp. 193-213) that provides at least 
a starting point. The application reads 10x10 byte pictures from source mem- 
ory, processes the data, and writes 10x10 byte result pictures to target memory. 
Our test case model assumes minimum latency of 10 cycles for processing and 
five cycles for memory reads. The architecture includes eight processing units, 
single-ported source and target memories, and either single- or dual-bus 8-bit 
HIBI v.l or v.2. Round-robin was used as the arbitration method. Single- and 
dual-bus networks are similar to s eg A and seg B+C in Fig. 2, respectively. 

Doubling the bus width or adding another bus naturally improves the per- 
formance but the improvement is less than two-fold because requests and ac- 
knowledgements cannot utilize the increased bandwidth or the task pipelining is 
inefficient. Our simple application model does not perform any handshaking be- 
tween processing units and therefore they all start requesting source data at the 
same time. Memory sends slices of the picture to all requesting processors and 
the processing cannot start until the whole picture has been received. Therefore, 
the processing is delayed. Consequently, one of the buses is idle for a long time 
and execution time does not improve much from the single bus topology. Figure 
5(a) shows the measured run time for processing one picture in each processor. 
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Fig. 5. Results of the case study 



Both dual-bus HIBI networks have 15-35% smaller execution times for subse- 
quent pictures when the time for filling the pipeline has only a minor effect. 
Figure 5(b) illustrates the estimated area for different networks. 

The area of HIBI v.2 is smaller than HIBI v.1 with all transfer sizes. As 
noted earlier, the latency of functional unit determines the required buffer space 
instead of the packet size. In contrast, storing all packets inside the network 
logic, like store-and-forward method, would result in area consumption to be 
linearly dependent on packet size. Estimated area for buffering the whole packet 
is shown with a dashed line in Figure 5(b), which clearly indicates why this is not 
a preferable method. Comparison with results of Saastamoinen et al. [14] (about 
2500 cycles, 4.4 mm^ with 28B/tx) shows that even a single HIBI bus provides 
better performance than a Proteo ring network with considerably smaller area 
cost. Adding a second bus to HIBI network improves performance nearly 40% 
and the area is still smaller than in Proteo. 

6 Conclusions 

In this paper, with our HIBI scheme, we have shown that a number of useful op- 
erations, such as architecture orthogonalization, QoS, and heterogeneous struc- 
tures, can be implemented based on a non-traditional bus network. Especially, 
the proposed arbitration and configuration mechanisms offer great potential for 
both execution time and energy optimization. HIBI can be regarded as a NoC be- 
cause it scales upwards, theoretically to arbitrary topologies, but particularly to 
hierarchical and fat bus structures. The data transfer capacity can, therefore, be 
chosen relatively freely while maintaining well known and easily programmable 
architectures. Furthermore, the presented synthesis results show that HIBI im- 
plementations have performance indicators and implementation areas that are 
acceptable for contemporary SoCs. 
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Abstract. The dataflow interchange format (DIF) is a textual language that is 
geared towards capturing the semantics of graphical design tools for DSP sys- 
tem design. A key objective of DIF is to facilitate technology transfer across 
dataflow- based DSP design tools by providing a common, extensible semantics 
for representing coarse-grain dataflow graphs, and recognizing useful sub- 
classes of dataflow models. DIF captures essential modeling information that is 
required in dataflow-based analysis and optimization techniques, such as algo- 
rithms for consistency analysis, scheduling, memory management, and block 
processing, while optionally hiding proprietary details such as the actual code 
that implements the dataflow blocks. Accompanying DIF is a software package 
of intermediate representations and algorithms that operate on application mod- 
els that are captured through DIF. This paper describes the structure of the DIF 
language together with several implementation and usage examples. 



1 Introduction 

Modeling of DSP applications based on coarse-grain dataflow graphs is widespread in 
the DSP design community, and a large and growing set of DSP design tools support 
such dataflow semantics [2]. Since a variety of dataflow modeling styles and accom- 
panying semantic constructs have been developed for DSP design tools (e.g., see [1, 
4, 5, 8, 11, 14, 15]), a critical problem in the process of technology transfer to, from, 
and across such tools is a common, vendor-independent language, and associated 
suite of intermediate representations and algorithms for DSP-oriented dataflow mod- 
eling. This paper describes a preliminary version of a dataflow interchange format 
(DIF) for addressing this problem. 

As motivated above, DIF is not centered around any particular form of dataflow, 
and is designed instead to express different kinds of dataflow semantics. Our present 
version of DIF includes built-in support for synchronous dataflow (SDF) semantics 
[14], which have emerged as an important common denominator across many DSP 
design tools and support powerful algorithms for analysis and software synthesis [3]. 
DIF also includes support for the closely related cyclo-static dataflow (CSDF) model 
[4], and has specialized support for various restricted versions of SDF, in particular, 
homogeneous and single-rate dataflow, which are often used in multiprocessor sched- 
uling and hardware synthesis. Additionally, support for Boolean dataflow (BDF) [5] 
and parameterized dataflow [1], and for general constructs involving dynamic, vari- 
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able-parameter dataflow quantities (production rates, consumption rates, and delays) 
is provided in DIF. DIF also captures hierarchy, and arbitrary non-dataflow attributes 
that can be associated with dataflow graph nodes (also called actors or blocks), edges, 
and graphs. 



2 The Language 

DIF is designed to be exported and imported automatically by tools. However, unlike 
other interchange formats, DIF is also designed to be read and written by designers 
who wish to understand the dataflow structure of applications or the dataflow seman- 
tics of a particular design tool, or who wish to specify an application model for one or 
more design tools using the features of DIF. Indeed, DIF provides the programmer a 
unique, integrated set of semantic features that are relevant to dataflow modeling. As 
a result, DIF is not based on XML, which is more for pure data exchange applica- 
tions, and is not well-suited for being read or written by humans. Due to the emphasis 
on readability, DIF supports C/Java-style comments, allows specifications to be 
modularized across multiple files (through integration with the standard C preproces- 
sor), and is based on a block-structured syntax. 

A dataflow graph definition in DIF consists in general of six blocks of code: topol- 
ogy, interface, refinement, user-defined and built-in attributes, and parameters. These 
code blocks are contained in a main block defining the dataflow graph. Note that each 
block is optional without violating language basics. Using the basedon keyword, a 
graph can inherit the same topology as another graph while overriding arbitrary at- 
tributes and parameters. Figure 1 illustrates the general form of a graph definition 
block. The optional keyword on the first line denotes the type (form of dataflow). 
Further details on the different graph types available are described in Section 3. 

2.1 Defining the Topology of a Dataflow Graph 

The topology definition of a graph consists of node and edge definition blocks. These 
define the sets of nodes and edges, and associate a unique identifier with each node 
and each edge. Since dataflow graphs are directed graphs, edges are specified by their 
source and sink node identifiers. A node definition may also include a port association 
(described further in Section 2.2) for interfacing to other graphs. The lower left side 
of Figure 2 shows an example of a topology definition block. 

2.2 Hierarchical Graphs 

Given the importance of hierarchical design in graphical design tools, a necessary 
feature of the DIF language is the general ability to associate a node of a graph with a 
“nested” subgraph. Such hierarchical nodes are called supernodes in DIF terminol- 
ogy. In addition to providing for hierarchy, this supernode feature allows for reuse of 
graph specifications: a topological pattern that appears multiple times in a graph can 
be defined as a separate graph and every occurrence in the original graph (parent 
graph) or in multiple graphs can be replaced with a single node. 

A graph can be declared as a nested subgraph in the refinement block of a parent 
graph. For a graph to be declared as a subgraph, it should have an interface block. 
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which includes a list of directed ports. A port will then be associated either with a 
node (in the topology block) or with one of the ports of a super node (in the refine- 
ment block). 

Further details and examples of the hierarchy mechanism in DIF can be found 
in [10]. 



[keyword] graph graphID [basedon graphID] { 
params { 

param prml, prm2, . . . ; 
domain (prml, {l, 2, ...}); 
domain (prra2, [1, 5] ) ; 

) 

interface { 

input port ID port ID . . . ; 
output portID portID . . . ; 

) 

topology { 

nodes { nodelD [‘.portID ] nodelD [: port ID ] ...} 
edges { 

edgelD sourcelWodelD sinkNodelDj 
edgelD sourcelNodelD sinkNodelDj 

} 

} 

refinement { 

subgraphID nodelD 

subPortID:edgeID subPortID:PortID . . . ; 
subgraphID nodelD 

subPortiDsportID subPortiD: edgelD 



attribute attributeName { 
edgelD value ; 
nodelD value ; 

) 

[built-in attribute) (...) 

} 



Fig. 1. A sketch of a dataflow graph definition in DIF. Items in boldface are DIF keywords. 
Italicized words are to be defined by the user. Parts in braces are optional. 



2.3 User-Defined and Built-In Attributes 

DIF supports assigning attributes to nodes, edges, and graphs. There are two types of 
attributes: user-defined and built-in. User-defined attributes are attributes with arbi- 
trary names that can take on any value assigned by the user. Built-in attributes are 
predefined attributes, which have associated keywords in the DIF language, and are 
usually handled in a special way by the compiler. An example of a built-in attribute is 
the delay parameter of graph edges. 



2.4 Parameters 

Parameterization of attribute values is possible in DIF with the params block. The 
capability of defining a possible set of values {domain) for an attribute instead of a 
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specific value provides useful support for dynamic and reconfigurable dataflow 
graphs. The domain of a parameter can be an enumerated set of values, an interval, or 
a composition of both forms. 



2.5 The basedon Feature 

Using the basedon keyword, a graph that has the same topology as another graph, but 
with different attribute or parameter values can be defined concisely with just a refer- 
ence to the other graph. The user can change selected parameter and attribute values 
by overriding them in attribute and params blocks of the new graph. 



3 Dataflow Support 

This DIF package is a Java-based software package for DIF that is being developed, 
along with the DIF language, at the University of Maryland. Associated with each of 
the supported dataflow graph types is an intermediate representation within the DIF 
package that provides an extensible set of data structures and algorithms for analyz- 
ing, manipulating, and optimizing DIF representations. Also, conversion algorithms 
between compatible graph types (such as CSDF to SDF or SDF to single-rate conver- 
sion) are provided. Presently, the collection of dataflow graph algorithms is based 
primarily on well-known algorithms (e.g., algorithms for iteration period computation 
[9], consistency validation [14], and loop scheduling [3]), and the contribution of DIF 
in this regard is to provide a common repository and front-end through which differ- 
ent DSP tools can have efficient access to these algorithms. We are actively extending 
this repository with additional dataflow modeling features and additional algorithms, 
including more experimental algorithms for data partitioning and hardware synthesis. 
Below is a summary of the dataflow models that are currently supported in DIF. 

3.1 DIF Graphs 

DIF graphs are the default and most general class of dataflow graphs supported by 
DIF. DIF graphs can be specified explicitly using the lii/’ keyword. In DIF graphs, no 
restriction is made on the rate at which data is produced and consumed on dataflow 
edges, and other types of specialized assumptions, such as statically-known delay 
attributes, are avoided as well. In the underlying intermediate representation, an arbi- 
trary Java object can be attached to each node/edge incidence to represent the associ- 
ated dataflow properties. In the inheritance hierarchy of the DIF intermediate repre- 
sentations, DIF graphs are the base class of all other forms of dataflow. In this sense, 
all dataflow graphs modeled in DIF are instances of DIF graph. Furthermore, if a tool 
cannot export to any of the more specialized versions of dataflow supported by DIF, it 
should export to DIF graphs. 

3.2 CSDF Graphs 

In restricted versions of the DIF graph model that are recognized in DIF, the number 
of data values (tokens) produced and consumed by each node may be known statically 
and edge delays may be fixed integers. For example, CSDF graphs, based on the 
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cyclo-static dataflow model [4], are specified by annotating DIF graph definitions 
with the csdf keyword. In CSDF graphs, production and consumption rates can vary 
between node executions, as long as the variation forms a cerfain type of periodic 
paftern. Consequently, values of these rates are integer vectors. These vectors are 
associated with CSDF graph edges using the production and consumption keywords. 
For example, the code fragment 

production {el [112 4] ; e2 [2 2 3] ;} 
associates the periodic production patterns 

(1, 1,2,4, 1, 1,2,4, ...) and (2, 2, 3, 2, 2, 3, ...) 
and with edges el, and e2, respectively. 

3.3 SDF Graphs 

Similar to CSDF graphs, token production and consumption rates of synchronous 
dataflow (SDF) graphs [14] are known af compile time, but they are fixed rather than 
periodic integer values. SDF graphs are specified using the keyword, and the ar- 
guments of production and consumption specifiers in SDF graphs are required to be 
integers, as in: 

production {el 4; e2 3;} 
consumption {el 5; e2 2;} 
delay {el 1; e2 2;} 

The last statement, which is permissible in other DIF graph types as well, associates 
integer-valued delays to the specified edges. 

3.4 Single Rate and HSDF Graphs 

Single rate graphs are a special case of SDF graphs where the production and con- 
sumption values on each edge are identical. In single rate graphs, nodes execute 
(“fire”) at the same average rate [3]. In the slightly more restricted case of homogene- 
ous SDF (HSDF) graphs, production and consumption values are equal to one for all 
edges. Instead of production and consumption atfribufes, DIF uses the transfer key- 
word for edges in single rate graphs. DIF does not associate an attribute for token 
transfer volume in HSDF since if is not variable. 

3.5 Parameterized Dataflow Graphs 

Parameterized dataflow [1] graphs can be represented in DIF using the parameteriza- 
tion and hierarchy facilities of DIF. Specifically, separate subgraphs can be defined 
for fhe init, submit, and body subsystems of a parameterized dataflow model, and 
variable parameters wifh associated parameter value domains can be defined and 
linked to outputs of the init or subinit graphs through user-defined attributes. 

3.6 Other Dataflow Graphs 

Boolean-controlled dataflow (BDF) [6] is a form of dynamic dataflow for supporting 
data-dependent DSP computations. A dynamic actor produces or consumes a number 
of tokens depending on the incoming data values during each firing. In BDF, the 
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number of tokens produced or consumed by a dynamic actor is restricted to be a two- 
valued function of the value of a control token. For example, the Switch actor in BDF 
consumes an input token and a control token. If the control token is true, the input 
token is sent to an outgoing edge labeled True, otherwise it is sent to an outgoing edge 
labeled False. BDF graphs are specified using the hr/f keyword and a syntax is pro- 
vided for specifying control inputs to BDF actors and their relationships to other inci- 
dent edges. 

Interval-Rate Locally- static Dataflow (ILDF) [18] is proposed to analyze dataflow 
graphs whose component data rates are not known precisely at compile time. In ILDF 
graphs, the production and consumption rates remain constant throughout execution 
(locally-static), but only the minimum and maximum values (interval-rate) of these 
constants are given. DIF is capable of representing ILDF graphs by parameterizing 
the production and consumption rates of ILDF edges and specifying the intervals of 
those parameters. 

In addition to the aforementioned dataflow models, a variety of other dataflow 
models are being explored for inclusion in DIF. 



4 DIF Language Implementation 

The DIF package includes a parser that converts a DIF specification into a suitable, 
graph-theoretic intermediate representation based on the particular form of dataflow 
used in the DIF specification. This parser is implemented using a lava-based compil- 
ercompiler called SableCC [7]. The flexible structure of the compiler enables easy 
extensibility for different graph types. 

Using DIF writer classes, it is also possible to generate DIF files from intermediate 
representations (graph objects) in the DIF package. The default writer is the DIF 
graph writer, which generates a DIF graph specification, and custom writers can be 
constructed by extending the DIF graph writer base class to handle semantic addi- 
tions/ restrictions by converting them to appropriate built-in attributes, structural con- 
ventions, etc. 

The DIF package builds on some of the packages of Ptolemy II [13]. In particular, 
the attribute features of DIF are built on the rich classes for managing attributes in 
Ptolemy II, and the intermediate representations of DIF build on the graph package of 
Ptolemy II, which provides data structures and algorithms for working with generic 
graphs. 



5 Examples 

This section illustrates some further examples of the utility of the DIF package. 

5.1 Ptolemy 

We have developed a back-end for Ptolemy II that generates DIF graphs from data- 
flow- based Ptolemy II models. An example of Ptolemy-to-DIF conversion through 
this back-end is shown in Figure 2. A front-end that converts DIF specifications into 
Ptolemy II models is under development. 




DIF: An Interchange Format for Dataflow-Based Design Tools 429 



5.2 MCCI Autocoding Toolset 

Another usage example of DIF is in the Autocoding Toolset of Management, Com- 
munications, and Control Inc. (MCCI) [16]. This tool is designed for mapping large, 
complex signal processing applications onto high-performance multiprocessor plat- 
forms. 



Random Symbol Sourca Squara RootRaiaad Cosine Pulsa Stiapar 




sdf graph jiraph | 
lopologv I 

nodes I nO n I n2 n3 n4 n5 1 
edges I eO nO n I : 
el 111 n2; e2 n2 ii4: 
e.t n.3 n2; c4 n4 n5; 1 1 
production JeO I: cl 16; 

c2 I;c3 I:c4 l;j 
consumption |e0 I; el I:c2 I; 
c3 I;c4 1:1 



dela\ le(IO;el 0; c2 0; c3 0: 
c4 0: 1 

computation 1 

nO DisereteRandomSouree; 
nl RaiscdCosinc: 
n2 AddSubtraet; 

113 Gaussian: 

114 RaiscdCosinc; 

115 ScqucnccScopc; I 



Fig. 2. Ptolemy II model of a PAM communication system that is exported to DIF. This exam- 
ple represents the functionality of each node as a computation attribute, which is derived from 
the Ptolemy II library definition. 



Through a DIF-generating back-end developed at MCCI, the Autocoding Toolset 
supports generation of DIF specifications after partitioning the application. 

Figure 3 shows a synthetic aperture radar (SAR) application developed in the 
Autocoding Toolset. The functional requirements of SAR processing consist of four 
logical processes; data input and conditioning, range processing, azimuth processing 
and data output. The Autocoding Toolset partitions the application into five parts 
dividing the azimuth processing into two parts. Figure 3(a) shows the top level func- 
tional definition graph and Figure 3(b) shows the range subgraph with its DIF defini- 
tion. Range processing of data includes conversion to complex floating point num- 
bers, padding the end of each data row with zeros, multiplying by a weighting 
function, computing the FFT, and multiplying the data by the radar cross-section 
compensation. 



5.3 Visualization and Benchmark Generation 

The DIF package contains facilities to generate DIF specifications of randomly- 
generated, synthetic benchmarks. This can be useful for more extensive testing of 
tools and algorithms beyond the set of available application models. The benchmark 
generator is based on an implementation of Sih’s dataflow graph generation algorithm 
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[17], which constructs application-like graphs by mimicking patterns found in practi- 
cal dataflow models. 




graph rangeOraph ! 

interface {input rng_in; output mg_out;) 
topology 1 

nodes [pad:rng_in wght fh comp:rng_out} 

edges [padded pad wghi: weighted wght til: compressed fit comp; j j 
production [padded 1048576; weighted 1048576; compre.ssed 1048576;| 
consumption [padded 1048576; weighted 1 048576; compressed 1048576;) 
delay [padded 0; weighted 0; compressed 0; j 



(tl) 



graph SAR [ 
refinement [ 

rangcGraph range mg in;in sar mg out;out_mg; 



1 



Fig. 3. (a) The top-level partitioned application graph of a SAR application in the MCCl Auto- 
coding Toolset, (b) Range processing, (c) Range processing in DIF. (d) Range processing in- 
stantiation in SAR. Note that although 3(c) is a single rate graph, the Autocoding Toolset pres- 
ently exports this in the more general form of a DIF graph. This example is adapted due to 
space constraints. 



DIF specifications and intermediate representations can also be converted auto- 
matically into the input format of dot [12], a well-known graph-visualization tool. 
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6 Summary 

This paper has presented the dataflow interchange format (DIF), a textual language 
for writing coarse-grain, dataflow-based models of DSP applications, and for com- 
municating such models between DSP design tools. The objectives of DIF are to 
accommodate a variety of dataflow-related modeling constructs, and to facilitate ex- 
perimentation with and technology transfer involving such consfructs. We are actively 
extending the DIF language, including the set of supported dataflow modeling seman- 
tics, and the associated repository of intermediate representations and algorithms. 
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Abstract. Scheduling a program (i.e. constructing a timetable for the 
execution of its operations) is one of the most powerful methods for au- 
tomatic parallelization. A schedule gives a blueprint for constructing a 
synchronous program, suitable for an ASIC or a VLIW processor. How- 
ever, constructing a schedule entails solving a large linear program. Even 
if one accepts the (experimental) fact that the Simplex is almost always 
polynomial, the scheduling time is of the order of a large power of the 
program size and of the maximum nesting level of its loops. Hence the 
method is not scalable. The present paper presents two methods for im- 
proving this situation. Firstly, a big program can be divided into smaller 
units (processes) which can be scheduled separately. This is modular 
scheduling. Second, one can use projection methods for solving linear 
programming problems incrementally. This is especially efficient if the 
dependence graph is sparse. 



1 Introduction 

One of the challenges in the design of embedded system is to devise methods 
for the automatic or semi-automatic construction of application-specific devices 
from a behavioral specification. 

I only consider here the case of compute intensive systems, which are mostly 
found in signal processing applications (audio and video processing, radar soft- 
ware, telephony, etc.). Here the computing time cannot be neglected, the amount 
of data is huge, and the need for safety is not stringent. At present, applications 
(or parts thereof) in this field are first modeled in very high level languages 
(mostly, Matlab), then mapped by hand on a variety of architectures, and then 
implemented in a mixture of medium level code (C), assembly code and hard- 
ware specification languages like VHDL. The design process is lengthy, complex, 
error-prone, and does not lend itself to the exploration of the solution space. 

The aim of this paper is to sketch another approach, in which the application 
is specified as a system of communicating processes, each process being written 
in a medium-level language like C. I will explain how such a specification can be 
converted to a synchronous program, suitable for instance for a VLIW processor 
or as a first step in the design of an ASIC. One begins by constructing a schedule, 
which gives the instant at which each operation in the program is executed. The 
problem of regenerating a program from a schedule has been first studied by 
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Irigoin [1] and considered by many other scholars. Very efficient solutions (with 
associated software) [2, 3] are available today. 

The aim of this paper is to propose two methods for applying scheduling to 
large applications. The first method consists in modifying the basic scheduling 
algorithm to achieve better scalability. In the second method, I investigate under 
which conditions a program can be divided into modules which can be scheduled 
independently. This second method has the added advantage that it may be the 
key to reuse of hardware or software components in parallel applications. 

In the next sections I define which type of modules are suitable for parallel 
programming and review the basic scheduling algorithm. In section 4, I explain 
how to improve the scheduling time of one process provided that the depen- 
dence graph is sparse. Section 5 explains how to do modular scheduling. In the 
conclusion, I present some open problems and discuss future work. 



2 Communicating Regular Processes 

Communicating Regular Processes are a variant of Kahn Process Networks [4] 
and of Communicating Sequential Processes [5]. The main difference is that 
regularity conditions are imposed on processes in order to allow temporal analysis 
of the full system. 



2.1 Definitions 

Processes. A process is a sequential program which can communicate with 
other processes through channels (see below). With the exception of channels, 
all variables are local to one process and are not visible from other processes. 
The code of a process can be written in any convenient algorithmic language. I 
use C here, but other choices are possible: Pascal, Fortran and others. 

The code of a process is regular, or has static control [6]. Statements are 
assignments and bounded loop statements. All variables are considered part of 
some array, scalars being zero-dimensional arrays. Loops are of the arithmetics 
progression variety, and the loop upper and lower bounds are affine forms in nu- 
merical or symbolic constants and surrounding loop counters. The only method 
of address calculation is subscripting into arrays of arbitrary dimension. The 
subscripts must be affine forms in constants and surrounding loop counters. 

The iteration vector of a statement is a list of its surrounding loop counters, 
from outside inward. The iteration vector of S must belong to the iteration 
domain of S, Ds, which is constructed from the bounds of the surrounding 
loops. Under the assumption that the program is regular, iterations domains are 
convex polyhedra (or, more precisely, sets of integral points inside polyhedra). 

An iteration of S or operation is written {S, x),x G Ds- The set of operations 
of a process P is the disjoint union: 

Ep= U{(5,a:) IxeDs}, 
seP 
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and the set of operations of a process system is if = Upifp. In more abstract 
contexts, I may simply write u € if for a generic operation. <seq is the sequential 
order of execution. 



Channels. A channel is an array of arbitrary dimension which is used as a 
communication medium from a process to another process. Channels are unidi- 
rectional. One process is declared as the writer to a channel. Considered as an 
array, each cell of the channel must be written no more than once by its writer. 
Writing to a channel is non-blocking. 

On the other hand, a channel may have any number of readers, and there 
are no constraints on the pattern of reading. Reading is not destructive: a value 
remains in a channel at least as long as some process may have some use for it. If 
a process reads a cell which has not yet been defined, it blocks until a definition 
happens. 

One can prove that these restrictions on processes and channels are enough 
to guarantee that the channel contents are the same for all executions of a CRP 
system, and are independent of relative processor speeds or scheduling decisions. 
The detailed proof will be given elsewhere. 



2.2 An Example 

The following trivial example specify a system in which a producer generates an 
infinite stream of values which are sent to a consumer which compute a sliding 
mean. I hope that the extensions to C are clear for the reader. 



channel float A [] ; 

process producer (){ 
int i ; 

f or (i=0; ; i++) 

W: A[i] = f (i) ; 

} 



process consumer (){ 
float s; 
int i ; 

Z: s = 0.0; 

f or (i=0; ; i++) 

R: s = 0.5*(s + A [i] ) ; 



2.3 Dependences 

Data dependences were defined, as early as 1966, for the purpose of paralleliza- 
tion [7]. For each operation u, let R{u) be the set of memory cells that are read 
by u and W (u) be the set of cells which are modified by u. Two operations u 
and V from the same process (u <seq f) are in dependence if at least one of the 
three sets W{u) n W{v) (output dependence), W{u) n R{v) (fiow dependence) 
and R{u) n W{v) (anti-dependence) is not empty. The dependence relation is 
written u5v. 

Assume now that the cell which causes the dependence is a channel cell. 
Before defining a dependence, one has to decide how to order the two dependent 
operations. This is not self-evident in the case of channels, since the dependent 
operations do not belong to the same process. In accordance with the intended 
semantics, I assume that the dependence is always from the write operation to 
a read, or that the write always occurs before any read to the same cell. 
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3 Scheduling 

3.1 Target Architectures 

In contrast to the above programming model, most of today electronic systems 
are synchronous: there is one global clock, and all changes of state occur in 
relation to the clock. Example of synchronous systems are VLIW processors and 
ASIC/FPGA special purpose circuits. A generic VLIW processor will be the 
main target architecture in what follows. 

3.2 Schedules 

A schedule is a function which assign a starting time to all operations in a 
program. In other words, a schedule is a function from E to the set of time 
values, T, and is a way of specifying an execution order. T may be any ordered 
set. The order associated to 9 is: 

u <0 V = 9{u) < 9{v). 

The favorites for T are IM and IM*^, lexicographically ordered. This second case 
gives rise to the so-called multidimensional schedules. 

The execution order which is defined by a schedule must be legal, i.e. it must 
extend the dependence relation: 

yu,v G E : uSv ^ 9{u) < 9{v). (1) 

To solve this functional inequality, one has to postulate a shape for 9. The usual 
choice is that 9{{S,x)) is an affine form in the iteration vector, x: 

9{{S,x)) =hs.x + ks, (2) 

where hs is the timing vector of S and ks is a scalar offset. For regular programs, 
this choice has the advantage that everything in (1) becomes affine, and that 
powerful results from the theory of linear inequalities, like Farkas lemma [8], can 
be used to characterize the solutions. The reader is refered to [6, 9] for details. 
A short review of the method will be given below. 

3.3 Solving the Scheduling Constraints 

The first step of the solution consists in splitting formula (1) according to the 
source and sink of the dependence. For a given pair of statements, S and T, the 
constraint now reads: 

Va; G Ds, y € Dt ■■ {S, x) S (T, y) 9{{S, x)) < 9{{T, y)). (3) 

Then, one has to eliminate the quantifiers on x and y. This can be done 
either by the vertex method [10], or by making use of Farkas lemma. Whatever 
the method, (3) can be shown to be equivalent to a system of affine constraints^: 

^ Here and in what follows, I assume that constant terms have been included in the 
matrices by the well known homogeneous coordinate trick. 
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MsT{hs,ks)'^ + NsTihr^kx)'^ > 0- (4) 

Mst and Nst are constant matrices which can be computed from the pro- 
gram text. The direct application of Farkas lemma introduces new unknowns, 
the Farkas multipliers, which can be eliminated along the lines of [6]. 

Lastly, one can solve (4) using any convenient linear programming algorithm. 

In some cases, the scheduling constraints are not feasible, because not all 
programs can be executed in linear time on many processors. One can resort 
in this case to multidimensional schedules, whose parallel latency is polynomial. 
The construction of multidimensional schedules is explained in [9]. I will ignore 
this point in this preliminary paper. 



4 Scalability 

The number of unknown in a scheduling problem is of the order of the number 
of statements times the mean depth of loop nests. The number of dependences 
is in general quadratic in the program size, and the number of constraints per 
dependences is again proportional to the mean nesting depth. Lastly, the Simplex 
algorithm, while exponential in the worst case, has a high probability of being 
cubic in the number of unknowns or constraints, when these two numbers are 
of the same order of magnitude. Hence, the direct solution of the scheduling 
constraints by linear programming does not scale well. 



4.1 Stepwise Scheduling 

To go further, one has to observe that the constraint matrix is sparse, or, rather, 
block sparse: see (4). If one compress each block Mst or Nst to a single cell, 
one gets the incidence matrix of the dependence graph. 

If the scheduling problem is solved by a variant of the simplex algorithm, 
one cannot make use of this sparsity to speed up the resolution: the simplex has 
fillup. The solution is to use projection algorithms. The projection of a set D in 
IR""'’^ along its first dimension is: 

Proj(L>, y) = {x\3y. y.x G D}. (5) 

It is well known that if Z? is a polyhedron, so is Proj(IZ, y). For polyhedra, there 
are several projection algorithms: 

— The simplest one is the Fourier-Motzkin algorithm. Its complexity is super 
exponential. Part of this complexity is due to the fact that the resulting 
system of constraints contains many redundant inequalities. 

— One can also use parametric linear programming as in PIP [II]. The com- 
plexity is less, but the result still has many redundancies. 

— Lastly, if one knows the Minkowski representation of D, it is easy to find the 
Minkowski representation of its projection. From that, one can reconstruct 
an irredundant constraint system with the Chernikova algorithm. 
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The last solution is probably the best one, especially since there exists an efficient 
implementation [12]. However, for the preliminary experiments that are reported 
here, I have used the Fourier-Motzkin algorithm coupled to a naive redundancy 
elimination method. 

Whatever the projection algorithm, once the final feasibility test has suc- 
ceeded, one can reconstruct values for the eliminated variables by back-propa- 
gation. This suggest the use of the following algorithm: 

— For each statement S: 

• Collect all the rows of the constraint matrix where hs has a non-zero 
coefficient. 

• Eliminate hs- 

• Remember the bounds for hs- 

— If the resulting system is trivially unfeasible (like — 1 > 0) stop. No schedule 
exists. 

— For each statement S in reverse order: 

• The bounds for hs are constants. Select a value within the bounds for 
hs (e.g. the lower bound). 

• Substitute these values in all other bounds. 

Experience with a limited set of programs shows that while this technique 
does not reduce much the number of constraints, the number of unknown at 
each elimination step decreases sharply, which is a big improvement since the 
Fourier-Motzkin algorithm is super exponential in the number of unknowns. 

The order in which statements are eliminated is obviously important for 
the scalability of the algorithm. One may devise many heuristics for selecting 
the next victim: select for instance the statement with lowest degree in the 
dependence graph. Systematic evaluation of this and others heuristics is left for 
future work. 

5 Modularity 

In language and compiler design, the standard definition of a module is “a part 
of a program which can be partially compiled without reference to other parts” . 
Traditionally, the result of partial compilation is called an object- When all mod- 
ules have been compiled, another processor, the linker, is needed to finish the 
construction of the program. Modularity has many advantages. Modules promote 
reuse and increases the readability of programs. Also, in case of a modification, 
one recompile only the affected module(s). As we have seen earlier, the natural 
unit of compilation for a parallel program is the process- 

5.1 Channel Schedules 

Going back to the scheduling constraints (1), one can see that processes are 
not independent, as there will be relations between the schedules of the writer 
and the readers of each channel. This does not allow modular scheduling. The 
solution is to provide some “insulation” between processes. 
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Observe that each cell in a channel A is written only once at a definite time 
by statements from only one process. Therefore, one can postulate the existence 
of a channel schedule 0((A,x}) such that the value A[x] is guaranteed to be 
available at time 9{{A,x)) (and later). For simplicity, I will assume that 6 is 
affine. There is a loss of generality here, but I believe it is not important for 
most programs and can be easily corrected in other cases. 

With this definition, a channel dependence can be split in two parts: 

— On the write side, a cell is not available before it has been written. Let 
S : A[lxja{x)] := • • • be a statement that writes into A: 

0((A,uj(x)}) > 9((S,x}) + 1 (6) 

— On the other side, a cell cannot be read before it is available. Let R : ■ ■ ■ := 

■ ■ ■ A[pa{x)\ • • • be a statement that read A: 

9(R,x) > 9 ((A,pa(x))). (7) 

The 1 in formula (6) is intended to represent a propagation delay through the 
channel. I have arbitrarily inserted this delay on the write side, but many other 
configurations can be used without changing the overall method. 

5.2 The Modular Algorithm 

Let hp be the concatenation of the timing vectors for all statements in process 

P, and let Ha be the timing vector for array A. After application of the Farkas 

algorithm to (6) or (7) and elimination of the Farkas multipliers, the shape of 
the constraint matrix is as follows. 

For each process P there is a system Uphp > 0 which represents the con- 
straints generated by the inner dependences in P. The matrix Up is block 
sparse, and each of its blocks is one of the Ms or Ns blocks in formula (4). 
For each process P and each channel A which is connected to P there is a 
system VapHp + WAphA > 0 which represents the constraints generated by 
the communication dependences of the system. These observations suggest the 
following modular scheduling algorithm. 

1. Construct the constraint matrix for each process and its adjacent channels. 

2. For each process P eliminate hp from the constraints: 

Uphp > 0, VpAhp + WpAhA > 0, for all A connected toP (8) 

This first pass of compilation is modular, in so far as this can be done one 
process at a time, without reference to other processes. The result is a system 
of constraints on channel schedules. 

3. When all such communication constraints have been computed (or collected 
from a repository), they can be solved as a whole, giving a solution for the 
channel schedules. Again, the communication constraints matrix is block- 
isomorphic to the communication graph of the whole system, and has a high 
probability of being sparse. This is the only place where the system has to 
be considered in toto. 
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4. The solution for the channel schedules can then be substituted in the bounds 
for the coefficients of the schedules, and these coefficients can be recovered 
by back-substitution. 

5. It remains to gather all schedules and submit them to a code generator. With 
present day tools [3], there is no hope of staying modular there, unless one 
deals with highly specialized architectures. However, tools like CLooG are 
quite efficient and can handle very large programs. 

Consider the example of Sect. 2.2. The first step is to compile the two pro- 
cesses. Let: 

9{{W, i)) = ai, 0{{Z)) = f3, 9{{R, i)) = ji + 6, 9{{A, x)) = ex + 4>. 

The producer has no data dependence, hence the only constraint is a communi- 
cation constraint: 

z>0=^ez-|-(/'>Q:i-l-l. 

Application of the Farkas algorithm gives 4> > 1 and e > a after elimination of 
the multipliers. After elimination of a, the only remaining constraint is 4> > 1. 

In the consumer there is a flow dependence from Z to R, which gives S > (3+1, 
and a flow dependence from R to itself, which gives 7 > 1. Lastly, there is a 
communication dependence from A to R which entails (j) < 6 and e < 7. The 
next step is the elimination of /?, 7 and <5 from the system of constraints: 

(5 — /3— 1>0, 7>1, 4> — S >0, 7 — e. 

The resulting system is empty. The only communication constraint is ^ > 1 
whose smallest solution is (f> = 1. From there, one may reconstruct the schedules: 

9{{W, i)) = 0, 9{{Z)) = 0, 9{{R, i))=i+ 1, 9{{A, x)) = 1. 

This solution is not satisfactory, since one has to deposit an infinite number of 
values in A in one clock cycle. An easy way out is to slow down the producer by 
introducing a dependence: 

C: t = f(i); 

W: A [i] = t ; 

The schedules become: 

6{{C, i)) = 2z, 9{{Z)) = 0, 6{{W, i)) =2i + l, e{{A, x))^2i + 2, e{{R, i)) = 2i + 2. 

Notice that it was not necessary to recompile the consumer. These schedules 
correspond to a VLIW program whose kernel is: 



clock cycle 
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6 Related Work 

While the literature on automatic parallelization is enormous, and the literature 
on scheduling is only slightly smaller, the problems of modular parallelization 
and of modular scheduling have not been extensively considered by the academic 
community, let alone industry. 

In [13], the unit of modularity is the procedure, whose effect is summarized by 
computing regions. The drawback of this method is that one can find parallelism 
between procedure calls, and also inside procedures, but not parallelism that 
requires a transformation involving both a procedure and its calling context. 

Nearer to the subject of this paper, Risset and Quinton [14] have defined 
structured scheduling for systems in the Alpha specification language [15]. Sys- 
tems can be scheduled independently. The schedules of several systems are then 
composed to give the global schedule. This is possible only if somewhat stringent 
restrictions are imposed on systems. 

The use of processes in parallel programming dates back to the commence- 
ment of the subject. Kahn Process Networks [4] have been a source of inspiration 
for the present paper. The main difference is that in KPN, there are no con- 
straints on the definition of each process - which may not be a program in the 
usual sense - hence their a priori analysis and compilation is almost impossible. 
This results in the present situation, where KPN are only used for simulation 
or even direct execution. In contrast, CRP systems can be checked statically or 
compiled into synchronous programs. 

7 Conclusion and Future Work 

This paper is very preliminary and many problems have to be solved if this 
proposal is to become a practical solution for the design of embedded systems. 
Let me quote some of them. 

In the above description, there is nothing to bound the size of a channel. 
One needs a way of constructing schedules under the additional constraint that 
each channel uses no more than a given amount of memory. Let us note that 
the inverse problem (finding the amount of memory needed to support a given 
schedule) has been the subject of much research and that good solutions are 
known [16,17]. 

For complexity reasons, as soon as resources are in a fixed finite amount, 
the restriction to affine schedules is no longer tenable. One has to use many- 
dimensional schedules. While there are methods for constructing such schedules 
[9], building their modular extension is by no means obvious. 

Many problems in, e.g., image processing, are outside the regular (or poly- 
tope) model. One may sometime obviate this difficulty by overestimating depen- 
dences, or by encapsulating the irregular program parts, or by asking for help 
from the programmer. There is much work to be done in this direction. 
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Abstract. Future signal processing SoC designs will contain an increasing num- 
ber of heterogeneous programmable units combined with a complex communica- 
tion architecture to meet flexibility, performance and cost constraints. Designing 
such a heterogeneous MP-SoC architecture bears enormous potential for opti- 
mization, but requires a system-level design environment and methodology to 
evaluate architectural alternatives effectively. 

Recently, efficient tool frameworks have been proposed to support the design 
space exploration for large scale embedded systems. The technique presented in 
this paper allows integrating retargeteable Instruction Set Simulators (ISS) into 
such an exploration framework very early in the design flow. 

In a dual-processor JPEG decoding case study, we illustrate the effectiveness of 
this approach. 



1 Introduction 

The ever increasing System-on-Chip (SoC) complexity along with the ever shrinking 
time-to-market constraints pose enormous challenges to conceptualize, implement, ver- 
ify and program today’s SoCs. The traditional flow to directly implement the hardware 
on Register-Transfer-Level (RTL) after having a textual architecture specification avail- 
able does not work for these complex embedded systems any more. 

Thus, several flows have been suggested which close the gap between the un-timed 
architecture specification and the RTL implementation by inserting suitable design steps 
in between. These are based on architectural models having an abstraction level higher 
than RTL. Their modeling effort as well as simulation performance is multiple orders 
of magnitude superior. This allows real design space exploration since iteration cycles 
are very efficient, compared to the expensive redesign costs and turnaround cycles on 
RT-Level. 

For both domains, the system modules themselves as well as the communication 
between these modules, efficient abstract modeling techniques have been introduced. 
In table Fig. 1, these abstraction levels are classified. 

For the inter-module communication, all levels higher than RTL are covered by the 
new Transaction-Level-Modeling (TLM) paradigm [ 1 ] . They have in common that the 

A. Pimentel and S. Vassiliadis (Eds.): SAMOS 2004, LNCS 3133, pp. 443^52, 2004. 
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Fig. 1. Modeling Abstraction Levels 



pin wiggling on the interfaces is not modeled in detail any more, but is replaced by con- 
densed Interface Method Calls (IMC). A distinction within this large TLM abstraction 
level can be done with respect to the accuracy of data and timing. Bytes/words accurate 
TLM can achieve a significant performance gain against RTL without sacrificing cycle 
accuracy when modeling at transfer timing level. Packet level TLM, in contrast, obtains 
further large gains in simulation efficiency especially by modeling a whole burst of data 
transfers as one single communication event. 

Also the system modules can be modeled on a variety of abstraction levels. Due to 
rising flexibility constraints, silicon area is more and more filled by programmable SoC 
modules, especially by the relatively power efficient Application Specific Insfrucfion 
set Processors (ASIPs). Also software running on a processor can be modeled more 
efficiently above RTL. This can either be done applying an Instruction Set Simulator 
(ISS), which actually can simulate execution of the final application software, or it 
can be modeled with an abstract module which just uses annotated execution delay 
estimations or does not contain timing at all. 

It can be observed that the communication accuracy on the timed packet TLM 
abstraction level is very good [2]. But the performance model for the abstract processor 
modules normally applied on this level cannot deliver reliable information. CPU load, 
impact of the RTOS, SW response time and the on-chip communication traffic shape as 
caused by the instruction caches can hardly be analyzed without an ISS. 

Thus, we present the integration of fast instruction accurate ISSs already into a 
packet level system simulation framework to combine its advantages of high simulation 
speed and efficient design exploration capabilities with the accuracy of an ISS. 

The following section presents related work in system level design. In section 3, 
the system exploration framework this work is based on is summarized. Section 4 then 
more detailed motivates the need for the early ISS integration. The advantages of the 
ISS availability for meaningful design space exploration is then presented in section 5. 
Next, a dual-processor case study is presented in section 6. Finally, section 7 concludes 
this work. 

2 Related Work 

Heavy research on all abstraction levels between functional specification and RTL is 
currently done to cope with the ever increasing SoC complexity problem. The research 
on the packet level TLM abstraction level is addressing efficient and fast design space 
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exploration for huge SoCs. Various system level design frameworks are proposed ad- 
dressing design space exploration for partitioning and mapping [3,4] as well as con- 
ceptualization and performance analysis [5]. This work is based on [5] because of its 
high flexibility and modularity. Basically, any of these system level design frameworks 
could be extended with retargeteable ISSs. 

Traditionally, mixed HW/SW systems are not integrated and co-simulated before 
the RTL abstraction level is reached [6]. But the low simulation speed and the time 
consuming modeling on this detailed level prohibits architectural exploration and em- 
bedded software development. 

Thus it is desirable to have accurate software models already on higher abstraction 
levels. Recently, efforts have been done to integrate Instruction Set Simulators already 
on bytes/words accurate TLM level [7-9]. In this paper, fast instruction accurate pro- 
cessor simulators have even been coupled into a packet level simulation framework to 
very early take advantage of the high ISS accuracy. 

By integrating ISSs automatically generated by the retargeteable LISA processor 
design platform [10], this approach is very generic. It allows the system designer either 
to integrate processors purchased or reused as IP, alternatively he also could conceptu- 
alize an own optimally tailored ASIP for the respective task. In principle, another re- 
targeteable processor exploration framework like ISDL [1 1], EXPRESSION [12], nML 
[13], MIMOLA [14] could also have been chosen. We selected the LISA [10] platform 
because of its powerful simulators as well as due to its support for C compiler genera- 
tion [15] and for full RTL generation. 

3 NoC Exploration Framework 

An important design challenge in the exploration process is to find an optimal mapping 
of processing elements to a complex communication architecture. This disciplined ex- 
ploration of different communication architectures has recently been subsumed under 
the Network-on-Chip (NoC) design paradigm. 

The NoC exploration framework applied here [5] is implemented on top of the Sys- 
temC library [16]. The application’s functionality is captured by system modules, which 
communicate to each other by exchanging data packets (Eig. 2). Master modules like 
processor cores actively initiate transactions, while slave modules, e.g. memories, can 
only react passively. All communication between these functional modules is encap- 
sulated by the NoC channel module. The actual communication topology can be easily 
configured by selecting the respective network engine and parameterizing it accordingly 
(e.g., for AMBA AHB or STBus). These network engines determine the latency and 
throughput during simulation according to the selected network type (point-to-point, 
bus, crossbar, etc). 

4 Early ISS Integration 

In the system level NoC exploration framework, data exchange is modeled on the high 
abstraction level of packet transfers. This temporal and data abstraction is one of the 
key techniques to enable the high system level simulation performance. As shown in 
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Fig. 2. NoC Channel Overview 



several case studies [17, 5], it is beneficial to model a burst transfer as one single event, 
neglecting ever-recurring low-level implementation details. This is straight forward for 
the data communication as occurring in networking applications. Here, one data hurst 
contains functionally associated data, e.g. the Route Lookup (RLU) information for an 
IP packet. In case of applications with higher data locality than networking, data caches 
can drastically reduce access latencies, and they introduce a packet oriented but totally 
different traffic characteristic on the NoC infrastructure. Thus, modeling the impact 
of the data caches already leads to a significant accuracy enhancement. For this, the 
abstract modules have to be equipped with data cache models; they do not need to be 
replaced completely yet for this issue. 

But in the final SoC design, processor cores mostly execute the master module func- 
tionality to meet flexibility constraints. Especially in case of complex, MMU and cache 
equipped processors like the MIPS32 core, the program code also needs to be trans- 
ferred over the NoC if (and only if) a program cache miss occurs. The cache behavior 
highly affects the performance of the processor, and it can have high influence on the 
network traffic and thus on the performance of the remaining modules. Even more, the 
impact of the processor architecture itself, e.g. if it is a VLIW processor or an optimally 
tailored ASIP, and the impact of the RTOS on the software execution time can hardly 
be estimated on the very high abstraction level. These issues make it nearly impossible 
to annotate accurate timing budgets to the master modules. 

Thus, we propose very early ISS integration into the system level NoC platform. Af- 
ter the system architect has excluded lots of architectural alternatives, he needs a more 
detailed model for further design decisions. For example, is it sufficient to integrate a 
Common-Of-The-Shelf (COTS) processor or is it necessary to optimally tailor an own 
ASIP. When replacing the abstract functional module with a processor simulator, one 
can exploit the accurate NoC framework capabilities efficiently especially for cached 
data transfers. A data packet then has the granularity of a cache line. 
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Recent developments in Design Automation more and more ease the task of mi- 
grating from an abstract master module model to software running on an ISS. When 
using a processor design environment like LISA [10], an initial customized instruction 
accurate processor model is available within a few man weeks. Applying the LISATek 
Processor Designer tools [18], a processor simulator, an assembler, a linker, and with 
some amount of additional manual specification even a C compiler can be generated 
automatically for the specified architecture [15]. This allows compiling (or recoding) 
the application code for the target architecture already now, which enables profiling 
and verifying the final software very early. 

Alternatively, already existing LISA processor models could be integrated easily 
into the NoC framework to explore on this high abstraction level if the efficiency and 
computational power of these purchased or own IP blocks is suitable for the respective 
task. 

So far, integrating LISA processors into their system context was earliest possible 
when a bytes/words accurate TLM model of the bus is available [9]. The technique 
presented in this paper allows coupling ISS directly into the abstract NoC simulation 
framework. All profiling, statistics and debugging capabilities provided by the NoC 
exploration framework is used for analyzing the cache traffic characteristics and opti- 
mizing the overall system architecture. 




5 NoC Design Space Exploration 

Having integrated the LISA processor models into the NoC simulation framework, its 
design exploration capabilities can again be used to also deeply analyze the processor 
related issues in system context. This section illustrates the debugging and profiling 
capabilities of the NoC simulation framework. 
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5.1 Debugging 

In Fig. 3, a dual processor STBus system is observed in a Message Sequence Chart 
(MSC) diagram. Every system module is displayed as a vertical line, and every packet 
transfer appears as an horizontal arrow with the time stamp annotated in brackets. In 
the simulation shown here, the program caches of both processors (Producer.O and 
Producer.l), of course, have a cache miss at system startup. The memory requests are 
put over a shared symmetric STBus model (Bus.O for requests and Bus_l for responses) 
to the respective memory modules (Modulejc). The contents of every packet can be 
displayed by clicking onto the corresponding communication arrow. In Fig. 3, the first 
cache line returned to Producer_0 is shown. 

Powerful filtering mechanisms in the MSC debugger together with the LISATek 
multiprocessor debugger front-end [19] assist the system architect in detecting bugs 
and deadlocks as soon as possible. 

5.2 Profiling 

As soon as the debugging has succeeded and the timed MP-SoC model is working 
correctly, the system designer now can move forward and profile the communication 
behavior of the current platform. In Figure 4, an automatically generated traffic graph 
for the same dual processor system is shown. Accumulated over the full duration of 
the system simulation, the number of packet transfers between the system modules is 
displayed as weighted arrows. 




MIPS_prog IDCT_prog MIPS_data IDCT_data 

Fig. 4. Traffic graph generated by the NoC environment 



There are several other visualizations available, for example buffer fill state his- 
tograms, to further assist the designer in detecting bottlenecks. Together with the pro- 
cessor profiling capabilities of the FIS ATek tools, the user gets valuable hints to improve 
the overall system performance early in the design flow. 
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6 Dual-Processor JPEG Case Study 

The outlined early ISS integration has been applied on a dual-processor system opti- 
mized for decoding JPEG images. This section first describes the target application, as 
well as the development of the final SoC topology. Then, the simulation accuracy of the 
NoC framework is compared to the cycle accurate TLM reference. 

6.1 JPEG Decryption System 

The considered application is a JPEG-2000 decompression algorithm decoding a 
150x100 sized bitmap. Both the C original source code of the algorithm and the sam- 
ple bitmap are freely available from the JPEG group’s web page [20]. We modified 
the code to run it jointly on two processor cores: Eirst, a specially designed IDCTcore 
coprocessor for calculating the inverse discrete cosines transformation (idct), which is 
the algorithmic core of JPEG decryption. Second, a MIPS32 processor core performs 
the remaining, i.e., the control and file I/O tasks. Both processors share a common data 
memory, and each of them accesses a personal program memory. 

The bus topologies and cache topologies that have been explored are depicted in 
Eig. 5 and Fig. 6, respectively. 



3-bus configuration 



2-bus configuration 



1-bus configuration 




Fig. 5. SoC bus topologies 
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Fig. 6. SoC cache topologies 



6.2 Simulation Accuracy 

In Fig. 7, for different cache configurations the number of cycles consumed to decode 
the given bitmap is shown. In the full-cache system configuration, cache consistency 
is ensured easily by flushing and invalidating the data cache after a processor’s task 
is performed. The excl-cache configuration avoids this problem by only caching mem- 
ory regions exclusive to one processor. The synchronization of the two processors is 
interrupt-based. 
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NoC System Accuracy 




full-cache excl-cache prog-cache 

cache configuration 

Fig. 7. Simulation Accuracy (1-bus topology) 



The small caches contain just one line (16 words), thus the cache miss probability 
is very high, causing high traffic on the bus. Even in this case, it turned out that the 
overhead of a 2-bus and 3-bus topology does not obtain a significant performance gain 
compared to the 1-bus configuration. This is obviously the case because the processor 
caches are located in front of the system bus(es). 

As depicted in Fig. 7 for the 1-bus topology, the cache size in contrast has a high 
impact on the overall system performance. The difference between small caches and 
large caches is up to a factor of 7, the program cache size impact alone still leads to 
a factor of two. These factors would even be higher for slower memories behind the 
AMBA bus. The program cache size is an example for a property which is very difficult 
to annotate to an abstract processor module. 

We compared the cycle counts against a reference system with the same ISSs, but 
connected to CoWare TLM AMBA AHB bus models [21]. In any of the system config- 
urations, the estimation error introduced by the packet level NoC bus models is lower 
than 3 %. This is due to the fact that the currently deployed generic bus model of the 
NoC simulation framework does not yet take all AMBA AHB pipeline effects into ac- 
count. 
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7 Conclusion 

Integrating LISA processors into abstract NoC exploration frameworks combines the 
high accuracy of ISSs for the processor modules with the flexibility and simulation 
speed of the NoC simulation framework for the communication modeling. A seamless 
design flow is obtained by smoothly stepping forward from full abstract simulation to 
the cycle true TLM world, initially reusing the NoC communication models. 



References 

1. T. Grotker, S. Liao, G. Martin, S. Swan. System Design with SystemC. Kluwer Academic 
Publishers, 2002. 

2. Ariyamparambath, M. and Bussagila, D. and Reinkemeier, B. et al. A Highly Efficient Mod- 
eling Style for Heterogeneous Bus Architectures. In International Symposium on System-on- 
Chip, Tampere (Finland), Nov 2003. 

3. Vladimir D. Zivkovic, Ed Deprettere, Erwin de Kock, Pieter v. d. Wolf. Fast and Accurate 
Multiprocessor Architecture Exploration with Symbolic Programs. In Proc. Int. Conf. on 
Design, Automation and Test in Europe(DATE)”, 2003. 

4. D. Gajski, J. Zhu, R. Domer, A.Gerstlauer, S. Zhao. SpecC: Specification Language and 
Methodology. In Kluwer Academic Publishers, 2000. 

5. T. Kogel, M. Doerper, A. Wieferink et al. A Modular Simulation Framework for Architec- 
tural Exploration of On-Chip Interconnection Networks. In The First lEEE/ACM/IFIP Inter- 
national Conference on HW/SW Codesign and System Synthesis, Newport Beach (California 
USA), Oct 2003. 

6. J. Notbauer, T. Albrecht, G. Niedrist,S. Rohringer. Verification and management of a 
multimillion-gate embedded core design. In DAC, 1999. 

7. P. Paulin P. Magarshack. System-on-chip beyond the nanometer wall. In DAC, 2003. 

8. W. Cesario, A. Baghdadi, L. Gauthier et al. Component-Based Design Approach for Multi- 
core SoCs. In DAC, 2002. 

9. A. Wieferink, T. Kogel, G. Braun et al. A System Level Processor/Communication Co- 
Exploration Methodology for Multi-Processor System-on-Chip Platforms. In Proceedings 
of the Conference on Design, Automation & Test in Europe (DATE), Paris, France, Feb 2004. 

10. A. Hoffmann, T. Kogel, A. Nohl et al. A Novel Methodology for the Design of Application 
Specific Instmction-Set Processor Using a Machine Description Language. In IEEE Trans- 
actions on Computer-Aided Design of Integrated Cicuits and Systems (TCAD) vol. 20 no. II, 
pages 1338-1354. IEEE, Nov 2001. 

11. G. Hadjiyiannis, S. Devadas. Techniques for Accurate Performance Evaluation in Architec- 
ture Exploration. IEEE Transactions on Very Large Scale Integration (VLSI) Systems, 2003. 

12. P. Mishra, P. Grun, N. Dutt, and A. Nicolau. Processor-memory co-exploration driven by an 
architectural description language. In Inti. Conf. on VLSI Design, 2001. 

13. A. Fauth and J. Van Praet and M. Freericks. Describing Instmction Set Processors Using 
nML. In Proceedings of the European Design & Test Conference, Mar. 1995. 

14. R. Leupers. HDL-hased Modeling of Embedded Processor Behavior for Retargetable Com- 
pilation. In Proc. Int. Symp. on System Synthesis, Sep. 1998. 

15. M. Hohenauer, H. Scharwaechter, K. Karuri et al. A Methodology and Tool Suite for C 
Compiler Generation from ADL Processor Models. In Proceedings of the Conference on 
Design, Automation & Test in Europe (DATE), Paris, France, Feh 2004. 

16. SystemC initiative, http://www.systemc.org. 




452 



Andreas Wieferink et al. 



17. T. Kogel, A. Wieferink, R. Leupers et al. Virtual Architecture Mapping: A SystemC based 
Methodology for Architectural Exploration of System-on-Chip Designs. In Int. Workshop on 
Systems, Architecturs, Modeling and Simulation (SAMOS), Samos (Greece), July 2003. 

18. LISATek Product Line. CoWare, http://www.coware.com. 

19. Wieferink, A. and Kogel, T. and Nohl, A. et al. A Generic Toolset for SoC Multiprocessor 
Debugging and Synchronisation. In IEEE International Conference on Application-Specific 
Systems, Architectures and Processors (ASAP), The Hague (Netherlands), June 2003. 

20. Official JPEG homepage, http://www.jpeg.org. 

21. ConvergenSC. CoWare, http://www.coware.com. 




Cycle Accurate Simulation Model Generation 
for SoC Prototyping 



Antoine Fraboulet^, Tanguy Risset^, and Antoine Scherrer^ 

(Lip, ENS-Lyon, Citi, Insa-Lyon, Inria, UCBL, CNRS, EPML Soclib*) 

^ Citi, Insa-Lyon, 21 av. Jean Capelle, 69621 Villeurbanne Cedex 
antoine .fraboulet@insa-lyon.fr 
^ LIP, ENS Lyon, 46 allee d’ltalie, 69364 Lyon Cedex 07 
{tEuiguy . risset , antoine . scherrer}@ens-lyon.f r 



Abstract. We present new results concerning the integration of high 
level designed IPs into a complete System on Chip. We hrst introduce a 
new computation model that can be used for cycle accurate simulation 
of register transfer level synthesized hardware. Then we provide simula- 
tion of a SoC integrating a data-flow ip synthesized with MMAlpha and 
the SocLib cycle accurate simulation environment. This integration also 
validates an efficient generic interface mechanism for data-flow IPs. 



1 Introduction 

With the advent of multi-processors system on chip (mpsoc), fast cycle accurate 
hardware simulation is a major issue in the design process. Because most hard- 
ware design projects now include a significant software part, the simulation time 
increases a lot when it becomes precise enough to model highly unpredictable 
mechanisms such as cache misses or bus/network contentions. In addition the 
ideal design scheme where one could easily re-use IPs designed elsewhere, as it 
is naturally done in software development, is far from today’s habits mainly 
because of the lack of standardization of communication protocols between IPs. 

The SocLib^ initiative proposes some advances in the resolution of these 
problems. First it proposes to write simulation models of IPs using SystemC 
with precise rules at various level of refinement: Transaction Level Modeling 
(tlm) for software-like prototyping and Cycle Accurate, Bit Accurate Modeling 
(cab a) for a cycle accurate simulation of the ip. Then, it proposes to use vci 
(Virtual Component Interface [I]) communication low level protocol to interface 
easily various ip. Finally it suggests a certain programming style that enables 
the possibility of writing very efficient simulation engines (closer to step by step 
simulation than to event driven simulation [2]). 

* The authors would like to thank members of the Asim group in LIP6 Lab. for many 
frnitful discussion as well as for the production of many simulation models and tools 
used in this paper. 

^ http://soclib.lip6.fr/ 
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During the design of a mpsoc, some IPs are re-used (processors, memories, 
DMA, etc.) but some (usually few of them) must be designed specifically for the 
application targeted. The design of these new IPs and the integration in the global 
system must be fast to prototype rapidly the whole application. For many years 
now, people have been working on high level synthesis to reduce the time, effort 
and potential errors due to manual design of hardware. These research have lead 
to prototypes and industrial tools that perform this semi-automatic design of 
hardware from high level (functional or behavioral) specifications. One can check 
the following academic tools: MMAlpha [3], Gaut [4], Paro [5], Compaan [6], 
Hugh [7] and the industrial initiatives: Pico [8] (Synfora, spin off from HP), 
CriticalBlue [9] and probably many more to come. Most of these tools address 
specific target circuits to reduce the search space during refinement, many of 
them target data-flow computations (sometimes referred to as stream processing) 
widely used in signal processing applications. This is the case for MMAlpha that 
is used in this work to generate highly parallel hardware accelerators for signal 
processing Alters. It is important to notice that the de facto failure of general 
high level synthesis tools such as behavioral compiler from Synopsys highlighted 
the fact that high level synthesis was intrinsically difficult to achieve and that the 
long research effort provided to produce the tools mentioned above was justified. 

However, most of these tools are now faced to the problem of integrating their 
IPS in MPSOC simulation and synthesis environments. The two most important 
problems encountered as soon as integration is envisaged are: 

1. The choice of a communication protocol that provides data to the ip. This 
choice is driven by many factor: the simplicity of the protocol, the size and 
power of the hardware necessary for it and its impact on the performance of 
the global system. 

2. The generation of a simulation model for the hardware synthesized which is 
compatible with the simulation platform used. 

This paper explains which solutions were chosen for the MMAlpha tool and it 
also extracts some underlying generic solutions that can be re-used for other 
tools. More precisely, we propose a new target computation model for the trans- 
lation from classical structural RTL representation of hardware to finite state 
machine representation. We also present an efficient algorithm for performing 
the translation. This algorithm has been used for GABA simulation model gener- 
ation from MMAlpha. The generated simulation model have been integrated into 
a simple SoC composed of a MIPS R3000 processor, a standard ram, a generic 
interconnect and a hardware accelerator generated with MMAlpha. This plat- 
form runs a simple signal processing program filtering audio files. Apart from the 
validation of the above mentioned computation model, this experiment was used 
to validate the SocLib approach and the use of a generic interface scheme for 
connecting external IPs generated by high level design tools in such a framework. 

In section 2 we introduce the new computation model that we would like to 
promote for high level design tools. In Section 3 we present the SoC simulation 
performed using SocLib and MMAlpha. we have improve the interface mech- 
anism between that hardware and software that was presented in [10] so that 
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it can be reused for any data-flow ip in the SoC platform, simulation results 
concerning the whole SoC platform are presented there too. 

2 FSM Representation for RTL Simulation Models 

Now that high level synthesis tools are gaining importance, the question is raised 
of how to generate efficient simulations models from internal representation of 
the tools which usually corresponds to classical RTL representation. In this gen- 
eration process, a crucial issue is the efficiency of the GABA simulation. The 
community now widely agree that finite state machine (fsm) is a good computa- 
tion model for simulation because it can be easily understood by designers and it 
can be efficiently simulated. Following initial ideas of Jennings [11], many works 
have focussed on the problem of improving mpsoc simulation performances by 
reducing the inefficiency introduced by event driven simulation. In particular, 
the results of [2] state that if the FSM is represented in the form of Moore-Mealy 
machine, the simulation kernel can produce much more efficient simulations. 

A moore-mealy machine is an automaton with an internal state and three 
functions: the transition function, the moore function and the mealy function. 
The standard definition of these functions is the following: the transition func- 
tion uses the inputs and the current internal state to update the internal state. 
The moore function uses the internal state to provide outputs and the mealy 
function uses the inputs and the internal state to produce output (see the left 
of figure 2) . In hardware component modeling, the internal state is composed of 
the internal registers of the component and the state is computed at each clock 
cycle. 

This section present a new computation model that improves SystemC code 
quality and performances when it is used for rtl hardware modeling. A more 
precise description of this new model can be And in the research report [12]. 




Fig. 1. Original Jennings’ RTL example and its representation as a rtl graph 



2.1 A New FSM Model for Hardware Modeling 

In [11], Jennings introduced the directed cyclic bipartite graph, referred here as 
the RTL GRAPH, for abstracting rtl descriptions. We use the original Jennings’ 
example in figure 1 to illustrate it (in the following we denote by the module the 
whole hardware component to be abstracted). 
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inputs 




Fig. 2. The standard Moore-Mealy machine used for writing CABA simnlation models 
of IPS (on the left) and its application for the hardware of fignre 1 




Fig. 3. The new machine used for writing CABA simulation models of IPs (on the left) 
and its application for the hardware of figure 1 



Applied on the RTL graph of figure 1, a straightforward algorithm for gen- 
erating a Moore-Mealy machine will lead to the graph represented on the left 
of figure 2. The computations that are used in more than one function (here 
transition and mealy) are duplicated. Code duplication can be error prone 
(if the code is modified during the debugging process for instance) and it also 
implies an increased complexity during simulation because computation will be 
done twice. 

We propose to distribute the computations performed by the hardware in 
the three fsm functions without duplicating any one. For this we use a slightly 
modified definition of the three functions: the moore function inputs are un- 
changed, the mealy function will take as input some inputs of the module and 
some outputs of the moore function. Both functions moore and mealy will pro- 
duced outputs that will be used by the transition function (while in the original 
definition, the transition function used only module inputs and register out- 
puts). This is illustrated on the left of figure 3. 

With this target model in mind, a possible fsm for the module of figure 1 
would be the one of figure 3 where no code duplication occurs. The construction 
of this FSM can simply consist of a rewriting of the RTL graph. Indeed, each 
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hardware operator will be present in one and only one of the three functions: 
transition, moore or mealy. A clever traversal of the RTL graph will label 
each hardware operator of the graph with the type of function it belongs to 
(transition, moore or mealy). The nets will be classified too, but they may 
be duplicated if they are connected to operators of different type (we want the 
operands and results of an operator to be of the same type, this will ease the 
translation to a programming language). 

The algorithm is efficient in the sense that its complexity is linear, assuming 
that one can have access in a constant time to registers. Indeed, each node 
of the graph is traversed only once (except for the duplications at the end of 
the algorithm but we can safely assume that the number of registers is small 
compared to the total number of nodes of the graph). It is clever in the sense 
that it does not duplicate any computation, hence the resulting simulation model 
of the hardware will be faster. The complexity of the graph on the right of figure 2 
and figure 3 illustrates it. 

A more detailed description of the algorithm can be found in [12]. 

2.2 RTL Simulation Experiments with SystemC 

In a SystemC implementation of this new fsm machine, we must ensure that 
the three methods corresponding to mealy, moore and transition functions are 
evaluated in a valid order. In [12], we explain precisely how it can be ensure in 
the SystemC framework. 

For our experiments we have derived a specific hardware module: a non- 
pipelined version of the dlms filter presented in [13,3]. The RTL version of the 
architecture has been derived with MMAlpha from the same specification as 
the one used in [3]. The designer chose not to pipeline the architecture and 
hence obtained moore and mealy computations in each cell. Moreover, each 
mealy computations are connected from cell to cell, hence a complex dynamic 
scheduling occurs at simulation run time. This architecture is composed of N cell 
with N-2 identical cells. 

We generated SystemC code compliant with the model introduced above for 
this architecture with N=30 and N=60 cells. This gave rise to three type of cell: 
the first cell of the array, the last cell of the array and the middle cell repeated N-2 
times. Each of these SystemC cell where implemented with this new FSM machine 
convention. Then we took the middle cell and modify it by hand so that it can 
stick to the classical Moore-Mealy machine. This consisted in duplicating some 
of the code to use only cell inputs or register outputs in each method. It is worth 
noting that this represented an increase of 60% of the computations lines and 
120% in the number of variables declared in the methods. 

These simulation where done with systemC-2.0.1 on linux operating system 
(processor pentium 4M, 1.4 GHz with 512 Mo ram). C-|— I- Compilation was done 
with GCC 3.3 without any optimization options. We also did the simulation with 
the SystemCass simulation kernel [2]. The results are presented in table 1. 

These results show an improvement, between 30% and 50%, in the simulation 
performances obtained by SystemC simulation with the new model compared to 
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Table 1. Simnlation performances, in seconds, for a simnlation of 100 000 clock cycles 

SystemC SystemCass 





new model 


Moore-Mealy 


new model 


Moore-Mealy 


Cell 


0.58 


0.76 


0.13 


0.2 


module N=30 


8.82 


15.07 


3.09 


5.1 


module N=60 


17.56 


30.63 


6.14 


10.34 



equivalent hardware described as a classical Moore-Mealy machine. Simulation 
with SystemCass show that our improvement can be added to the simulation 
acceleration provided by static scheduling techniques. Note that simulation per- 
formance of SystemC and SystemCass should not be compared here because 
SystemCass currently does not implement real bit-true mechanism for handling 
the sc_int type (int type is used). The simulation time decrease is not huge, 
but we point out that this is not only the main advantage of our new coding 
style, it has other advantages: (i) it suppresses code duplication which is error 
prone, and (ii) it generates simulation models that are closer to final RTL im- 
plementation. This property could be used, for instance to derive automatically 
VHDL RTL models from the corresponding SystemC cycle accurate simulation 
models. 

3 SoC Platform Simulation 

Choosing the good simulation platform is a crucial issue in mpsoc design because 
it implies a non-negligible investment for using the environment and developing 
the simulation models. Commercial tools may offer powerful environment but 
the lifetime of a tool will frequently be much shorter than the lifetime of an ip. 
We believe that the open source nature of SystemC^ is adapted to this kind of 
constraint. We have used SocLib for setting up the SoC simulation environment 
and the MMAlpha tool for high level synthesis of dedicated hardware. 

The main component of SocLib is currently a set of open source SystemC 
CABA simulation models for common IPs (mips processor, RAM, NoC, busses, 
DMA,. . . ). The SocLib simulation models use the vci (Virtual Component Inter- 
face [1]) communication low level protocol to interface with other IPs. 

In this framework, a MPSOC platform consists of a set of hardware IPs together 
with some software code running on the programmable IPs (here the mips pro- 
cessor), which imply the use of a compiler. We used GCC targeted to mips core. 
As we used a generic network on chip interconnect (and not a standard bus), it 
is mandatory to provide a simple operating system that ensure correct behavior 
of the whole system (memory coherency, exception handling, etc.). Hence to be 
usable, SocLib must be associated to such an operating system compatible with 
the compiler used. We are currently using Mutek [14] which provides a very light 
implementation of the Posix threads API. 

http: //www. systemc.org/ 
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MMAlpha [3] is a toolbox for designing regular parallel architectures (systolic 
like) from recurrence equation specifications expressed in the Alpha language. 
It is one of the only existing tools that really automate the refinement of a soft- 
ware specification downto RTL description within the same language: Alpha. 
MMAlpha’s methodology for refinement successively introduces time (global 
synchronous clock), space (Mapping to 1 or 2-D array of processors), control 
generation and finally RTL level generation. 

We have developed a translator from AlpHard (hardware description lan- 
guage, subset of Alpha) to SystemC, based on the principles explained in sec- 
tion 2. The translator also provides testbench that allow hierarchical debugging 
and which uses a stimuli file format which is common to the C code generator 
and the vhdl code generator of MMAlpha. 



3.1 The SoC Platform 

We have chosen a classical linux audio signal processing application called 
Gramofile. Gramofile processes audio files (.wav format) and proposes various 
simple filters like lp’s tick removal. We have extracted a simple filter (referred 
as filter. c), and translated it in Alpha by hand. The translation was vali- 
dated by replacing the original f ilter . c file by the C code generated from the 
filter. alpha by MMAlpha. Through all the refinement stages of MMAlpha, 
this C translation can be used to test the validity of the current description. 




Fig. 4. The SoC simulated and the global design methodology. Blank square box 
represent C-I--I- simulation models of IPs 



The target platform chosen and the software design method are represented 
on figure 4. A single mips R3000 processor with its associated data and instruc- 
tion cache is used. Standard memories are used for storing the program and 
data, a special memory is used for semaphores. A dedicated component is used 
for displaying output (referred as tty). The hardware accelerator performing a 
filter is generated with MMAlpha. All these components are connected via vci 
ports to a simple network. The software running on the MIPS, in addition to 
bootstrapping information, is composed of the gramofile program cross-compiled 
with GCC to a MIPS target. In this gramofile program, a specific function (re- 
ferred as filter, c) has been translated in Alpha (MMAlpha input language) in 
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1 1 input phase 0 
for(i=0;i<26144;i++){ 
SEND(psl_mirrl,30) ; 
SEND(psr_mirrl ,30) ; 

> 

// input phase 1 
SEND(psl_mirrl,20) ; 
SEND(psr_mirrl ,20) ; 

// output phase 0 
RECV (pres_lef t ,8) ; 
RECV(pres_right ,8) ; 

// output phase 1 
for(i=0;i<26144;i++){ 
RECV(pres_left,30) ; 
RECV(pres_right,30) ; 

} 

// output phase 2 
RECV(pres_left,18) ; 
RECV(pres_right , 18) ; 



Fig. 5. Hardware and Software interfaces for MMAlpha data-flow IP. Controllers must 
be configured according the software communication pattern used in the software driver 
on the right hand side. Both the hardware and software can be parameterized to allow 
a maximum throughput using burst communications and/or stream interleaving 



order to generate the hardware accelerator ip. During this high level synthesis 
process, MMAlpha generates a driver. c which replaces the filter. c function 
in gramofile and ensures that data are correctly exchanged between the memory 
and hardware accelerator. 

In this paper we do not describe precisely the design of the accelerator with 
MMAlpha (see [3] for details), the RTL representation obtained in Alphard for 
a simple mean filter is composed of F=8 cell containing two additions and some 
register each, plus a shift for the final division. This accelerator is associated 
with an interface (mentioned hereafter as the Alpha controller) which connects 
on the bus and carefully dispatches the data coming from/to the memory on the 
right input /output ports, this is represented on figure 5. The controller is based 
on the principles explained in [10] extended to handle burst mode (see [12] for 
details) . Note also that this hardware accelerator comes with a driver represented 
on the right of figure 5, i.e. a piece of software code that will replace the original 
filter. c function in the C code. This driver is also generated by MMAlpha 
together with a set of parameters that tunes the controller accordingly. 



3.2 System and Simulation Performances 

The SoC simulation results are presented in the table 2. In this implementation 
we used a simple memory transfer mechanism driven by the processor. This dual 
read/ write generates a significant overhead due to memory access and system 
interconnect latency taken into account for each word transfered by the processor 
to the accelerator or back to memories. This overhead can be overcome by using 
a DMA engine to speedup memory copies using burst transfers between the 
memories and the hardware accelerator. 
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Table 2. Performances obtained from the complete SoC simulation 



complete simulation time 


29.21 s 


complete simulation cycles 


600000 cycles 


simulation speed 


20540.9 cycles/seconds 


hardware pipeline throughput 


20450 cycles 



It is interesting to compare these results with approach of Quinton et al. [15] 
where a very similar application is prototyped by using emulation on a real plat- 
form (Lyrtech SignalMaster, with a DSP and a fpga) rather than simulation. 
Their implementation uses an API provided by Lyrtech for hardware-software 
interface (roughly the equivalent of our interface controller and driver), unfortu- 
nately we have no precise estimation of the performance of the interface. In [15] 
the simulation time of the complete application per filter sample is approxi- 
mately 6fis while our simulation reaches 29.21/20450 ~ 1.4ms per filter sample 
(250 times slower for a simpler application). Hence, the prototyping approach is 
much better as soon as simulation time is targeted. However, if cycle accurate 
simulation is sought, our interface mechanism is much closer to what will be on 
the final chip than the one used in [15] and the behavior of our simulation is 
exactly what will occur on the real system. 

4 Conclusion 

In this paper we have presented an efficient computation model for perform- 
ing cycle accurate hardware simulation of RTL description of hardware. This 
representation is particularly useful for high level synthesis tools that provides 
generated simulation models rather than manually written simulation models. 
We have validated the simulation time improvements provided by this new com- 
putation model but we believe that the quality of the code generated is a more 
important advantage of our model. 

We have also presented a complete SoC simulation integrating IPs coming 
from different places: manually written IPs developed for standard SoC platform 
and a hardware accelerator ip generated with MMAlpha and associated with a 
generic hardware interface and software driver, both generated by MMAlpha. 
This integration is a case for the use of the SocLib environment and it also 
highlighted the good efficiency of our generic hardware/software mechanism. 
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Abstract. Today’s Application Specific Instruction-set Processor (ASIP) 
design methodology often employs centralized Architecture Description 
Language (ADL) processor models, from which software tools, such as 
C compiler, assembler, linker, and instruction-set simulator, can be au- 
tomatically generated. Among these tools, the C compiler is becoming 
more and more important. However, the generation of C compilers re- 
quires high-level architecture information rather than low-level details 
needed by simulator generation. This makes it particularly difficult to 
include different aspects of the target architecture into one single model, 
and meanwhile keeping consistency. 

This paper presents a modeling style, which is able to capture high- and 
low-level architectural information at the same time and drives both the 
G compiler and the simulator generation without sacrificing the modeling 
flexibility. The proposed approach has been successfully applied to model 
a number of contemporary, real-world processor architectures. 



1 Introduction 

Today, application specific instruction-set processors (ASIPs) are used in a num- 
ber of System-on-Ghip (SoG) designs, because of their balance between computa- 
tional efficiency and flexibility. Due to the diversity of the application domains 
that ASIPs are specialized in, one of the most important steps in designing 
ASIPs is architecture exploration, i.e. iteratively refining the architecture for 
the target application through exploiting different design space parameters such 
as instruction-set, pipeline structure, etc. This iterative approach demands that 
each time when the architecture is tuned, the software tools such as compiler, 
assembler, linker and simulator should be updated and be available as soon 
as possible so that the tuning result can be examined to find out the poten- 
tial improvement for the next iteration. For this reason, architecture description 
languages (ADLs) are developed to aid the design of ASIPs. From an ADL 
model, software tools such as G compiler, assembler, linker, and instruction-set 
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simulator, can be automatically generated, which significantly improves design 
efficiency. 

However, the generation of C compilers has different requirements on in- 
struction modeling than other tools, e.g. simulators, which makes it difficult to 
include different aspects of the architecture into a single model. Instruction-set 
simulators need the knowledge in detail about how the architecture executes 
an instruction, e.g. internal data manipulations, side effects calculation, cycle- 
accurate pipeline activities, etc. In contrast, C compilers view these instructions 
from a much higher, semantics-oriented abstraction level. They need to know 
the purpose of instructions rather than their execution in the architecture. 

In this paper, we describe an extension of LISA 2.0 [13], a widespread in- 
dustrial ADL, towards the modeling of instruction semantics for C compiler 
retargeting. The design of this extension aims at enabling the description of 
high-level instruction behavior with a minimum design effort. With this exten- 
sion, embedded processor designers can generate a C compiler conveniently from 
a LISA processor model. Moreover, our approach helps not only the C compiler 
generation. In [6], we described the technique of simulator generation based 
on the work described in this paper and the related model consistency issues. 
Combined with the C compiler generation capability, our approach fulfills the 
demands for consistent tool generation from a single ADL model, and does not 
sacrifice flexibility. As the tool generation exceeds the scope of this paper, here 
we will focus on the new language constructs. 

The rest of this paper is organized as follows: section 2 shortly discusses the 
approaches of related works. An overview of the LISA ASIP design methodology 
is given in section 3. Section 4 reviews several important principles in the LISA 
language. Section 5 describes in detail the design criteria and the extension of 
the language, which is the core of this paper. Section 6 presents the modeling 
results of several real-world processors. Finally, section 7 concludes the whole 
paper. 

2 Related Work 

Within the last decade, a variety of ADLs has been developed to support ASIP 
design. However, not all of them support the generation of compilers. One im- 
portant architecture-specific component in the compiler is the code selector. It 
performs the task to translate the intermediate representation (IR) of the appli- 
cations into assembly instructions. To generate a code-selector for a processor 
architecture, the knowledge of instruction semantics, i.e. what instructions do, 
is needed. Because most of the ADLs known today were originally designed to 
automate the generation of a specific embedded processor design tool, e.g. simu- 
lator, and later extended to other tools, different modeling styles were developed 
to support the generation of code-selectors. Based on the nature of the infor- 
mation provided, these ADLs can be classified into three categories: structural, 
behavioral and mixed. 

The MIMOLA [5] language belongs to the structural ADL category. Its mod- 
eling style is similar to that of the VHDL hardware description language. The 
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instruction set information is extracted from the register-transfer level (RTL) 
module netlist for use in code selector generation [16]. The software program- 
ming model of MIMOLA is an extension of PASCAL. 

ISDL [9] is classified as behavioral ADL. It provides the means for hierar- 
chical specification of instruction sets. During the code selector generation, the 
correlation between the target processor operations and the compiler basic op- 
erations comes from the behavior description of each instruction [11]. Because 
ISDL cannot model the structural details for pipelining, cycle accurate simulator 
generation is not possible. 

nML [8] and EXPRESSION [10] are two mixed ADLs. nML was designed 
from its beginning to provide a formalism for instruction set modeling. The in- 
struction set of the processor is described in a hierarchical style. The roots of the 
hierarchy are instructions, and the intermediate elements are partial instructions. 
Both instructions and partial instructions have action sections, which describe 
the behavior of instructions. Although nML is claimed as a behavioral/structural 
ADL, it lacks the capability of describing detailed micro-architecture structure, 
which limits the capability of simulator generation. The code-selection from EX- 
PRESSION processor models relies on a so-called ” Generic Machine” [1] , which 
has a RISC instruction set architecture similar to that of the MIPS. Operation- 
mapping sections in EXPRESSION processor models are exclusively used to de- 
fine the mapping between target processor instructions and one or more generic 
machine instructions on assembly level. The EXPRESS compiler first translates 
the input application to generic instructions, which are then replaced by target 
instructions. 

The LISA 2.0 language [12] belongs to mixed behavioral/structural ADLs. 
The language allows the description of the micro-architecture behavior with 
arbitrary C/C-l — h code, which achieves high flexibility of modeling and very fast 
simulation speed for a broad range of contemporary RISC, VLIW, NPU, DSP, 
and ASIP architectures. In [14], we have described our overall LISA 2.0 based C 
compiler generation framework. Using ACE’s CoSy system [2] as a backbone, it 
enables semi-automatic retargeting of C compilers from LISA processor models. 
A restriction of this earlier version is the need for manual interaction to specify 
the code-selector description in the compiler backend. The extension described 
in the following sections makes this manual interaction largely superfluous, and 
thus, permits to generate the code selector from a LISA model. 



3 System Overview 

The work described in this paper is based on the LISATek Processor Designer, 
an embedded processor design platform available from CoWare, Inc [7]. The 
core of the platform is the LISA 2.0 ADL. It supports the automatic generation 
of efficient ASIP development tools such as instruction-set simulator, debug- 
ger/profiler, assembler, and linker. Furthermore, the platform also provides the 
capability of generating VHDL, SystemC and Verilog hardware description lan- 
guage models for hardware synthesis. A retargetable C compiler, which is driven 
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Fig. 1. LISA 2.0 Based ASIP Design Flow 



by the same ADL model used for the generation of other tools, has been recently 
seamlessly integrated into the platform, too. Because the problem of model in- 
consistency and the need to use various special-purpose description languages are 
avoided by using one single ADL model, this ADL-driven ASIP design approach 
can achieve very high design efficiency. 



4 Lisa Language 

A LISA model basically consists of two parts: resource declarations and opera- 
tions. Resource declarations define the processor resources like registers, buses, 
memories, pipelines, etc. The major part of a model consists of operations. 
OPERATION is the basic element of the instruction set description. The binary 
coding, assembly syntax, behavior and timing information are distributed over 
a number of operations, which are organized hierarchically. One of the advan- 
tages of the operation hierarchy is that the commonality of instructions can be 
easily exploited. Figure 2 shows three example operations arithm, ADD and SUB. 
Because ADD and SUB use the same type of operands, their operand fetching be- 
havior is modelled in the operation arithm which belongs to the higher hierarchy. 
Their relationship is realized through the definition of GROUPS, whose members 
correspond to a list of alternative operations. In the example, the information 
about coding, timing and syntax is omitted for simplicity. 

As mentioned in section 2, the LISA language allows arbitrary C/C-I--I- de- 
scriptions of instruction behaviors, which is shown in the example. If a pipeline is 
modelled, this C/C-l— I- instruction behavior description will be distributed over 
different pipeline stages. In the example, the BEHAVIOR sections of only two 
stages are shown, and the code inside does not model any features like register 
bypassing, side-effects, etc. If these are modelled, the G/G++ behavior descrip- 
tion will be much more complex than what is shown in the example. Taking this 
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OPERATION arithm IN pipe.IDt 
DECLARE-C 

GROUP opcode = { ADD I I SUB I I ... }; 
GROUP Rsl, Rs2, Rd = t reg_32 }; 



BEHAVIORt 

PIPELINE_REGISTER(pipe, ID/EX). srcl = GPR[Rsl] ; 
PIPELINE_REGISTER(pipe, ID/EX). src2 = GPR[Rs2] ; 

} 

> 

OPERATION ADD IN pipe.EXt 
BEHAVIORt 

int opl = PIPELINE_REGISTER(pipe, ID/EX). srcl; 

int op2 = PIPELINE_REGISTER(pipe, ID/EX). src2; 

PIPELINE_REGISTER(pipe, EX/WB) .dst = opl+op2; 

} 

} 

OPERATION SUB IN pipe.EXt 
BEHAVIORt 

int opl = PIPELINE_REGISTER(pipe, ID/EX). srcl; 

int op2 = PIPELINE_REGISTER(pipe, ID/EX). src2; 

PIPELINE_REGISTER(pipe, EX/WB) .dst = opl-op2; 

} 



Fig. 2. Operation Hierarchy 



into account, it is nearly impossible to extract instruction semantics from the 
BEHAVIOR sections. For this reason we introduce the SEMANTICS section to 
the LISA language. 

5 Semantics Section 

The SEMANTICS section is designed under certain criteria. Firstly, because 
SEMANTICS sections and BEHAVIOR sections both describe the behavior of 
instructions but from different perspectives, the new section should be concise 
so that the redundancy is reduced to minimum and the legacy LISA models 
can be easily extended to aid the compiler generation with few additional work. 
Moreover, the extension should be flexible so that a broad range of instruc- 
tion set architectures can be described. For the purpose of compiler generation, 
ambiguity should be strictly avoided. 

5.1 Micro-operations 

After the examination of the instruction set architectures of a number of modern 
processors, we see that the high-level behavior of most of the instructions used 
in these processors are normally either arithmetic calculations based on several 
operands or branches. The calculations carried out by the instructions can be 
further decomposed into one or several primitive operations, and the set of prim- 
itive operations is quite limited. Therefore, we model these primitive operations 
with so-called micro- operations in the SEMANTICS section. 
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OPERATION ADD IN plpe.EX{ 

DECLARE{ 

GROUP Rsl, Rs2, Rd = { reg_32 }; 

} 

SEMANTICS{ 

_ADDI_CI (Rsl, Rs2)<0,32>->Rd; 

} 



Fig. 3. An Example of SEMANTICS Section 



Figure 3 shows the ADD operation of figure 2 with SEMANTICS section added. 
One statement is used to describe the semantics of an ADD instruction. The 
_ADD symbol is a micro-operator representing an integer addition. The following 
_C specifies that the carry flag is affected by the operation. Rsl and Rs2 in 
the parentheses are the operands of the addition. They are GROUPS with one 
member, the reg_32 operation. That means, the semantics of the operands is 
defined in the SEMANTICS section of reg_32. The <0,32> after the brackets 
explicitly specifies that the result of the addition is 32-bit wide and bit 0 is the 
first bit. Assignments in SEMANTICS sections are specified with -> with the 
source on its left hand side and the destination on the right. Compared with the 
BEHAVIOR sections shown in figure 2, the description in SEMANTICS section 
is much simpler. 

Generally, a micro-operation contains four parts, micro-operator, side-effects 
declaration, operands and bit-field specification. The operands of the micro- 
operators can be terminal elements, e.g., integer constants, OPERATIONS, or other 
micro-operations. The constraint of the OPERATIONS used as operands is that they 
must contain a SEMANTICS section. Side-effects in SEMANTICS sections are all 
predefined to avoid ambiguity. The behavior of four commonly used flags are pro- 
vided, carry, zero, negative and overflow flags. If an instruction has any of the 
predefined side-effects, they can be declared by putting the corresponding short- 
cut after the micro-operator like what is shown in figure 3. The bit-field spec- 
ification provides the bit-width and offset information of the micro-operations. 
It is compulsory for those micro-operations whose output bit-width cannot be 
deduced from their operands, such as sign/zero extension. Besides, allowing the 
use of micro-operations as the operands of other micro-operations is very useful 
in modeling complex operations. The next subsection will discuss the modeling 
of complex operations in detail. 



5.2 Modeling Complex Operations 

Many DSP processor architectures have instructions doing combined computa- 
tion, e.g. multiply and accumulate. Such behavior is captured in SEMANTICS 
sections with chaining, i.e. using a micro-operation as the operand of another 
micro-operation. A simple example of a MAC operation can be found in figure 4. 
_MULUU is the micro-operator that denotes the unsigned multiplication. Its result 
is used as one of the operands of the _ADD, which forms a micro-operation chain. 
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The chaining mechanism helps to describe some complex operations without in- 
troducing temporary variables, and keeps the statements in a tree- like structure. 
Such a structure is suitable for code selectors, because most of the code selection 
algorithms use the tree-pattern matching technique [4] [3] . 



OPERATION MAC{ 

DECLARE{ 

GROUP Rsl, Rs2, Rd = { reg_32 }; 

} 

SEMANTICS{ 

_ADD(_MULUU(Rsl, Rs2)<0,32>, Rd) -> Rd; 

} 



Fig. 4. Micro-Operation Chaining 



With chaining, most of the RISC instructions can be modelled with one 
statement, but obviously this is not enough for those instructions transferring 
data to multiple destinations. They are modelled with multiple statements in 
SEMANTICS sections. If a SEMANTICS section contains multiple statements, 
they are assumed to execute in parallel. That means, a preceding statement’s 
result cannot be used as the input of the following statement. To illustrate this, 
an example is given in figure 5. The SWP operation swaps the content of a register 
by exchanging the higher and lower 16 bits. Because the execution is in paral- 
lel, the data in the register are exchanged safely without considering sequential 
overriding. 



OPERATION SWP{ 

DECLARE{ 

GROUP Rs = { reg_32 }; 

} 

SEMANTICS{ 

Rs<0,16>->Rs<16,16>; 
Rs<16 , !6>->Rs<0 , 16> ; 

} 

} 



Fig. 5. Multiple Statements 



Another kind of important behaviors used in modern processors is conditional 
execution, i.e., an instruction is executed according to certain conditions. In 
order to model such instructions, IF-ELSE statements can be used, a total of 10 
comparison operators can be used in SEMANTICS sections to model all kinds 
of conditions. Comparisons can be chained, too. In figure 6, the _EQ operator 
checks whether its two operands are equal or not. According to the result, the 
IF statement will execute the code specified in the braces. 
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OPERATION CADD{ 

DECLARE{ 

GROUP Rsl, Rs2, Rd = { reg_32 }; 

} 

SEMANTICS{ 

IF(_EQ(_CF,1)){ _ADD(Rsl, Rs2)->Rd; } 

} 



Fig. 6. IF-ELSE statement 



5.3 Semantics Hierarchy 

In section 4 we have already illustrated the the LISA operation hierarchy. Taking 
advantage of hierarchical descriptions, SEMANTICS sections can be very concise. 
Figure 7 shows the hierarchical SEMANTICS sections of the three operations in 
figure 2. In the arithm operation, the GROUP opcode is used as micro-operator 
instead of predefined ones, which means that the concrete micro-operators can 
be found in the SEMANTICS sections of the GROUP members. Accordingly, 
the SEMANTICS sections of the ADD and SUB operation contain simply a micro- 
operator. The similarity of the ADD and SUB operations’ semantics is well ex- 
ploited here to simplify the description. 



OPERATION arithm IN pipe . ID{ 

DECLARE{ 

GROUP Rsl, Rs2, Rd = { reg_32 }; 

GROUP opcode = { ADD II SUB II ... }; 

} 

SEMANTICS! opcode I _C I (Rsl, Rs2)->Rd; } 

} 

OPERATION ADD IN pipe.EX! 

SEMANTICS! _ADD; } 

} 

OPERATION SUB IN pipe. EX! 

SEMANTICS! _SUB; } 

} 



Fig. 7. Hierarchical Operators 



A SEMANTICS section can return not only a micro-operator but also a com- 
plete micro-operation expression. In figure 8, the SEMANTICS sections of the 
SHL and SHR operations do not contain a complete statement with assignment 
but micro-operators with operands (_LSL and _LSR are logical left and right shift 
micro-operators). As a result, the semantics of these two operations is not self- 
contained, because the data sink is missing. The use of these two operations is 
actually doing operand pre-processing for the ADD operation, which can be seen 
in its SEMANTICS section. The opd GROUP, which contains the previous two 
operations, is used as one of the operands of the _ADD micro-operation. Thereby, 
depending on the binary encoding of the instruction, one of the operand registers 
will be left or right shifted before addition. 
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OPERATION ADD IN pipe.EXt 
DECLAREt 

GROUP Rsl, Rd = -C reg32 }; 
GROUP opd = { SHL I I SHR } ; 

} 

SEMANTICS-C _ADDCRsl, opd)->Rd; } 

} 

OPERATION SHL IN pipe.EXt 
DECLAREt 

GROUP Rs2 = { reg_32 }; 

GROUP imm - { immS } ; 

} 

SEMANTICS-C _LSLCRs2, imm); } 

} 

OPERATION SHR IN pipe.EX{ 

DECLARE -C 

GROUP Rs2 = { reg_32 }; 

GROUP imm - { immS } ; 

} 

SEMANTICSt _LSRCRs2, imm); } 

} 



Fig. 8. Hierarchical Operands 



In short, the formalism in SEMANTICS sections is very flexible and well 
integrated into LISA 2.0. If the commonalities of instructions are fully exploited, 
their instruction semantics can be described with only a few lines of code. 



5.4 Difference between SEMANTICS and BEHAVIOR 

Though SEMANTICS and BEHAVIOR sections are similar in terms of describing 
the behavioral model of the processor, they are different in several ways: 

— Contents: in BEHAVIOR sections, C/C++ code can be used without limita- 
tion. However, in SEMANTICS sections, only a limited set of micro-operators 
(31 in total) are allowed, and their usages are fully formalized. 

— Operands: in BEHAVIOR sections, nearly all processor resources and arbi- 
trary variables can be used. However, in SEMANTICS sections, only compiler 
related resources can be accessed directly, e.g. registers, memories, etc. 

6 Case Studies 

In order to prove the concept described in this paper, five architectures have 
been examined totally, namely ARM’s ARM? core, CoWare’s LTRISC core, 
STMicroelectronics’ ST220 VLIW multimedia processor [15], Infineon’s PP32 
network processing unit, and Texas Instruments’ C54x digital signal processor. 
The LTRISC processor is a very small RISC core, which is provided with CoW- 
are’s LISATek Processor Designer. The PP32 is an evolution of [17] and com- 
prises instructions which are able to operate on bit-fields. The existing LISA 2.0 
models of these five processors have been extended with SEMANTICS sections. 
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Although the SEMANTICS section is not intended for the extension of already 
existing models, our test approach proved that the new section does not impose 
any particular modeling style. This is very important to keep the flexibility of 
LISA 2.0. 



Table 1. Modeling Results of Five Processors 





ARM7 


LTRISC 


ST220 


PP32 


C54x 


ISA 


RISC 


RISC 


RISC 


RISC 


CISC 


No. instructions 


62 


17 


82 


41 


110 


Design effort 


4d 


2d 


lOd 


8d 


15d 



The modeling result is summarized in table 1. Note that the design effort is 
calculated in man-days. It can be seen that the work for adding SEMANTICS 
sections scales with the number of instructions in the architecture. The com- 
plexity of the instructions (RISC vs. CISC) also has influence on the effort. 
Generally, the predefined micro-operations and the bit-field specification make 
the behavioral description code size in SEMANTICS sections significantly less 
than that of the C code in BEHAVIOR sections. Furthermore, the ambiguity of 
the C description is avoided, which is important for C compiler generation. 

7 Conclusion 

In this paper, we presented an approach for modeling instruction semantics based 
on an existing ADL with the main purpose of C compiler generation. Our ap- 
proach incorporates a new SEMANTICS section into the structure of LISA 2.0 
without influencing the existing flexibility, and achieves a concise formalism for 
instruction-set description which is important for code selector generation. Be- 
sides providing instruction semantics for C compiler generation, it is also possible 
to generate instruction-set simulator and documentation with the information 
provided by SEMANTICS sections. 

A further interesting result of our approach is that both instruction- and 
cycle-accurate descriptions of the processor architecture are able to coexist in a 
single model. This allows for a very high design efficiency on different abstrac- 
tion levels, while maintaining consistency through using a single model during 
the entire design process. Our future research activities will be in the area of 
processor specific code optimization based on instruction semantics. 
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Abstract. This paper describes a design flow for Systems-on-Chip 
(SoCs) utilizing a previously presented HIBI communication network. 
The system designer is assisted with an automated two-level architec- 
ture exploration that optimizes the component allocation, task mapping 
and scheduling with static application analyses, and dynamic simula- 
tions. The utilization of a system-level model of computation enables 
fast analysis of the design and facilitates automated architecture explo- 
ration. Communication design is in a key role in the design flow since 
it is a critical part of contemporary SoCs. The platform of the design 
flow is based on the HIBI communication network that is easily scal- 
able and parameterizable for a variety of communication requirements. 
As a result, the design flow selects the computational component from 
library, HIBI network instance and application mapping that optimizes 
the result of cost function. The designer assists the flow by defining the 
cost function and optimization control parameters as well as giving the 
architecture and mapping constraints. 



1 Introduction 

To enable automation for system design, a well specified design flow with an 
underlying flexible platform should be utilized. Platform-based design has been 
envisioned to meet the design challenges of ever-increasing system complexity 
[1]. The platform-based design approach theoretically allows rapid construction 
of very large systems and their architecture exploration. However, the analysis of 
such systems is very labor intensive and slow using traditional methods; partly 
because many of the physical architecture evaluation tools operate on relatively 
low abstraction levels and partly because of the typically huge design space. 
Hence, novel methods, in the form of a design flow, are needed to fully exploit 
the new possibilities. 



1.1 Motivation 

Communication design has become a critical part of SoCs for which reason 
communication-centric design methodologies have been presented [2], [3]. The 
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communication network should provide means to separate computation from 
communication by hiding architectural complexity with simple interfaces and 
protocols. These requirements are addressed in the HIBI communication net- 
work [4] . The simple structure, parameterization, and scalability are HIBI prop- 
erties that are utilized in the design flow to optimize the communication between 
concurrent processing elements. 

In this paper, we present a high-level design flow, called Koski, which utilizes 
automated architecture exploration at several abstraction levels and the HIBI 
platform for efficient communication design. The entry point for the design flow 
is a UML design environment, where the application is developed and verified 
without over-specifying the architecture. For a described application, the auto- 
mated architecture exploration tool attempts to find an architecture that meets 
the constraints such as performance, area, and power. Following the original 
HIBI principles, the design flow and the underlying communication network are 
targeted towards multimedia applications including dataflow intensive process- 
ing. This paper covers the system-level design phases of the flow whereas the 
component-level design and ASIC synthesis are left outside. 

1.2 Related Work 

High-level architecture exploration that has the characteristics of separating 
communication and computation, functional abstraction, library-based architec- 
ture, and a gradual refinement of the architecture and the application is a very 
active research area. The current research of high-level system design methodolo- 
gies tackle various aspects such as developing models of computation (MoCs) [5] , 
[6], simulation environments [3], [7], [8], architecture exploration [7], [9], and au- 
tomating the model refinement [10], [11]. There are also projects trying to cover 
all the high-level system design phases from specification to RTF architecture 
[12], [13]. 

SpecC design methodology [3] consists of a language and tools needed for 
describing, exploring, refining, and synthesizing a design. For fast architecture 
exploration, SpecC methodology includes task estimation that analyzes design 
metrics such as performance and memory usage. The SpecC language is an ex- 
tension to ANSI C having similar properties to describe parallel software and 
hardware systems to the more widely adopted SystemC language. The architec- 
ture exploration, however, has to be mainly carried out manually. 

The VCC design tool [14] provides a method to automatically explore the ar- 
chitecture among the library components. The ideas behind VCC come from the 
POLIS project [15], or currently METROPOLIS, which is developing a formal 
methodology for SoC design. VCC offers performance estimations for different 
architectures and hardware/software partitions. The available hardware and soft- 
ware models are very limited and not suitable to synthesis with available design 
tools [12]. 

In Artemis [7], the objective is to develop a workbench for system architecture 
exploration and an experimental framework for reconfigurable architectures. The 
applications are modeled with the Kahn process network MoC. The mapping of 
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(a) Design flow 



(b) Abstraction of both the application and the 
architecture for the exploration 



Fig. 1. Overview of the Koski design flow and abstraction for exploration 



application tasks to the multiprocessor architecture is assisted with an automatic 
optimization based on an evolutionary algorithm which generates a number of 
candidates for simulation. 

Common property of the referenced design methods is the utilization of MoCs 
that describes functionality very accurately making them suitable for model 
refinement. In our approach, the aim is to constrain the design model with such 
an abstract MoC that it is a good fit to system-level architecture exploration. 

This paper is organized as follows. The following Section presents an overview 
of the design flow. In Section 3, the abstractions for architecture exploration and 
the design entry front-end are presented. Section 4 describes the architecture 
exploration with emphasis on the model abstraction. In Section 5, the concluding 
remarks are given. 



2 Overview of the Design Flow 

With the conventional design methods, software and hardware development are 
already separated in the beginning of the design. The processing elements and 
the hardware/software partitioning are fixed or modified manually according to 
the intuition of the designer. In the case of improvements in algorithms or a to- 
tally new application, the previous architectures can no longer be considered as 
optimal. The Koski design flow tries to address this problem by enabling an ar- 
chitecture independent application development and an automated architecture 
exploration. 

The outline of the design flow is depicted in Fig. 1(a). The design phases 
are common to contemporary design methods but the novelty is in abstrac- 
tion for architecture optimization and design automation. The design flow starts 
with capturing the requirements for an application and a platform including im- 
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plementation constraints such as the overall cost. Following the requirements, 
the functionality of the system is described. The design entry is predominantly 
functional but is extended to cover some very high-level architectural aspects. 
Particularly, this information can be back-annotated from the later stages of the 
flow, to facilitate the evaluation of design performance. 

Finding an platform instance for the described application is carried out with 
two-phase architecture exploration consisting of static and dynamic exploration 
methods. The architecture exploration can be divided into component allocation, 
task mapping, and scheduling. Allocation denotes the selection of processing ele- 
ments and instance of communication platform. The application tasks are then 
mapped onto the allocated processing elements. Scheduling is used to define the 
order and timing of the execution of tasks and communication. After architecture 
exploration, both application and architecture models are refined and optimized 
at the component-level. The rest of the flow covers the low-level synthesis and 
fabrication-related steps of the refined models. The following sections describe 
the system design phases, shown with gray background in Fig. 1(a), in more 
detail and present an overview of the model refinement. 

3 High-Level Design Entry 

System abstraction is the key for fast architecture exploration. The objective of 
the abstraction is to hide the details that are unnecessary in the high-level ex- 
ploration phase. Arbitrary designs cannot be analyzed automatically to a degree 
that would allow effective automatic optimization. Constraining designs with a 
system-level MoC enables a better analysis of designs and, therefore, exploration 
of the design space. 

3.1 System Abstraction for Architecture Exploration 

The application is modeled as communicating tasks, as depicted in Fig. 1(b). 
The application model resembles a Kahn process network model [16] that fits 
well for our purposes. It is suitable for streaming applications, computation and 
communication are separated inherently, and the FIFO channel representation 
suits well the HIBI. For practical reasons the FIFO channels have to be bounded. 
However, with communication scheduling and optimization of the buffer sizes, 
blocking can be minimized during write operations. 

A significant increase in the speed of architecture exploration can be achieved 
by abstracting the architecture model. In our static architecture exploration 
method, both the communication and computation architecture models are ab- 
stracted to get better exploration speed without loosing too much in accuracy. 

Both in the static and the dynamic method, the abstraction of the computa- 
tion architecture is accomplished by characterizing the processing element with 
property metrics such as performance (operations/cycle), required internal mem- 
ory, area, and power. Since the static architecture exploration is based on appli- 
cation analysis, the model of communication architecture is highly abstracted. 
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Fig. 2. UML as a design entry front-end in the Koski design flow 



Only the bandwidth, area, and power of the communication architecture are 
given for static exploration. In the dynamic method, the model is then refined 
to cycle-accurate for more accurate performance estimation. 

To assist the exploration tool in task mapping, the user can label both the 
application tasks and the processing elements according to their computational 
properties. The processing element is able to execute the task only if their labels 
match. The labeling reduces the possible mapping combinations and therefore 
increases the exploration speed. 

3.2 UML Design Environment 

Currently, the functionality is described with the Unified Modeling Language 
(UML) [17] and verified by functional simulations in Telelogic Tau Generation 
2 design environment [18]. UML is, in general, a collection of notations for cap- 
turing a specification of a software system [19]. Even if it was originally targeted 
for SW engineering, it can also be employed for designing embedded systems as 
discussed in [19], [20]. Despite the restrictions in describing detailed architec- 
ture, UML can be utilized in high-level system design with abstract architecture 
notations. 

Figure 2 presents the utilization of the UML design environment as a front- 
end to the Koski flow. The design is started by describing the application accord- 
ing to the requirements. In this phase, the description is purely functional and, 
therefore, does not include information about the computation or communica- 
tion architecture. The functionality of the application is verified with simulations 
in the UML design tool. 

Separately from the application, the system designer describes the archiecture 
by generating a new platform component or taking existing components from 
the library. Naturally, the design of the architecture depends on the functional 
requirements. For example, there might exist a hardware accelerator for a certain 
algorithm or an optimized software algorithm for a certain processor. 
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In addition, the designer may also decide how the processes from the func- 
tional description are mapped to the processing elements. The mapping can be 
either fixed or optimizable. In the latter case, the architecture exploration tool 
may change the mapping during the optimization. 

The components in the platform are UML classes that are characterized with 
parameters that describe the performance and associated costs. The parameters 
are given as stereotypes. Therefore, all the components of the same type have 
the same parameters, but each component may have different parameter val- 
ues. Many of the parameters, such as cycles/operations ratio, area, and power 
consumption, are fixed when the component is modeled in the library. The user 
can modify the rest of the parameters within practical limits, for instance data 
width, clock frequency, and memory size. 

In addition, the communication architecture is modeled as a UML class and 
can be parameterized similarly to the processing elements. For the bus wrappers, 
the user can set the parameters that are unique for each agent, such as buffer 
size, priority, address, and the maximum time the agent can reserve the network. 

The application and platform component descriptions as well as the design 
constraints have to be converted to the format expected by the architecture ex- 
ploration tool. Since the UML design is stored in XML format [21], it is relatively 
easy to parse the description and generate the required intermediate formats for 
the architecture exploration. The laborious task is to transform the UML model 
to correspond to the Kahn MoC if that was not the original description style. 

4 Architecture Exploration 

Exploration attempts to find an optimal selection of platform components and 
mapping of the tasks that are not yet mapped to any platform component. 
Mapping in UML environment is not required but it can be used to guide the 
architecture exploration tool. The initial mapping is used as a starting point in 
the optimization and user fixed mappings are not changed. A detailed description 
of the architecture exploration is presented in the next Section. In the design 
flow, the architecture exploration is carried out in two phases. First, the coarse- 
grain exploration is performed by statically analyzing the application model. 
Then, the architecture is explored with iterative simulations and more accurate 
system models. The optimization objective is to minimize the result of the cost 
function that the designer defines in the UML design environment. 

4.1 Static Method 

The static part of the architecture exploration analyzes the application model 
to optimize the allocation, mapping, and scheduling. It is used for fast, coarse, 
input-independent analysis. The outline of the static method is illustrated in Fig. 
3(a). The system design initializes the exploration by giving an initial candidate 
for allocation and mapping. The initial candidates can be labeled as fixed so 
that the exploration tool does not try to optimize them. The task mapping is 
performed for a number of processing element allocations. 
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(a) Exploration flow 



while k < max_k: 

S_next — move(S,T) 

E_new — objective (S_next) 

if E_new < E_best: 

E_best - E_new 
S_best — S_next 

if E_new < E_old or 

rand() < acceptor {E_new - E_old, T) : 

S — S_next 
E_old — E_new 
rejects = 0 
else : 

rejects — rejects + 1 
if rejects >= max_rejects: 
break 

k = k + 1 

if k % schedule_max — — 0 : 

T = schedule (T, k /schedule_max) 

(b) The utilized simulated annealing al- 
gorithm 



Fig. 3. Static method of the architecture exploration 



In both allocation and mapping, the utilized optimization algorithm is simu- 
lated annealing [22] . The implementation of the algorithm can vary remarkably 
depending on the application and the objectives. The implementation utilized 
in static architecture exploration is outlined in Fig. 3(b). The simulated anneal- 
ing algorithm can avoid local minima by rejecting the locally optimized choice 
based on a probability. The probability for the acceptance is given by the ac- 
ceptor function. The objective function is the cost function to be minimized and 
it can be the same for both allocation and mapping optimizations. The move 
function determines the next allocation or mapping to be examined. S is the 
whole design space including all the combinations of allocations and mappings. 
T is the portion of the architecture to be affected in the move function. It is 
modified in certain iteration intervals, defined by schedule-max, to decrease the 
size of the step in the design space during the optimization. 

In the allocation optimization, S is the processing element library from which 
the move function chooses the components. The move functions starts with a 
minimum number of processing elements, defined by the designer, and utilizes 
heuristics in selecting the components. T denotes the portion of the architecture 
that is modified in move. 

For each allocation candidate, several task mappings are examined. Because 
the application is modeled with a process network model, it is convenient to apply 
the group migration algorithm [23] to optimization. Since our group migration is 
a greedy algorithm, it is unable to escape the local minima of the cost functions. 
It is utilized together with simulated annealing to try to find the global minimum. 
The group migration algorithm is implemented as a part of the move function. 
The idea is to localize the communication by mapping the tasks into groups 
so that the cost function is minimized. An estimate of the timing of the task 
execution has to be determined to define the costs. This can be accomplished 
with task scheduling. 
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4.2 Dynamic Method 

The static architecture exploration produces several allocation and mapping can- 
didates. Although the static method reduces significantly the architectural space 
that needs exploring, many architectural parameters still remain unfixed due to 
the abstract model. Statically produced candidates are passed to the dynamic 
optimizer that examines the candidates with a more accurate model of the com- 
munication architecture and performs the fine-grain allocation and mapping op- 
timizations. The dynamic method of the architecture exploration is based on 
iterative simulations of application and architecture where optimization is per- 
formed according to the results of performance analysis, as presented in Fig. 
4. The model of the HIBI communication network is refined for the dynamic 
method to achieve better accuracy in the optimization. 

Since the models for applications, processing elements, and communication 
architectures are at different abstraction levels, a tool that combines a model for 
simulation is required. This tool, called Transaction Generator [24], composes 
the abstract application and architecture models for simulation. It executes the 
communication on the network by reading and writing data. In addition, it 
delays the writes according to the process network description to mimic the 
process execution, as depicted in Fig. 1(b). Therefore, data is not transferred 
directly between processes inside Transaction Generator but the transfers are 
addressed to the network. This produces comparably accurate communication 
delays in the process network. Naturally, no transfers on communication network 
are needed, if the processes are mapped to the same processing element. 

The purpose of the simulation is to execute the process network model and 
to produce statistics about processes and the platform instance that can later 
be used to determine the performance of the system. Performance information is 
back-annotated to the task mapping and platform component allocation phase 
for the following optimization iterations. If necessary, part of this information 
may be forwarded to the specification phase for refinement. After the mapping 
and allocation has been fixed, the communication architecture parameters are 
optimized with a similar iteration method [25]. 



5 Conclusion 

In this paper, we presented a high-level design flow, called Koski, which utilizes 
automated architecture exploration at several abstraction levels. The compu- 
tation and communication are separated both in architectural and application 
level to facilitate the design exploration. The design flow can be considered as 
communication-centric since the platform relies on HIBI communication network 
and the optimization focus is on efficient communication realization. 

The architecture exploration utilizes both static and dynamic methods to 
divide the problem into a coarse-grain and fine-grain exploration. The key for 
fast architecture exploration is the system abstraction with a MoG which hides 
the unnecessary details of the functionality. In the design flow, the application 
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Fig. 4. Dynamic architecture exploration 



is modeled as communicating tasks. As a result, the design flow selects the pro- 
cessing elements from library, HIBI network instance, and application mapping 
that optimizes the result of cost function. 

Currently, the framework for the design flow exists and has been tested with 
simple application models. Different algorithms for static architecture explo- 
ration, especially variations of simulated annealing and genetic algorithms, are 
being evaluated. Moreover, the applied MoC and the related tools, such as Trans- 
action Generator, are further developed to better fit the control intensive appli- 
cation models. 
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Abstract. Design space exploration (DSE) for heterogeneous Systems on Chip 
(SoCs) is a key issue as today’s SoC complexity is steadily increasing. Methods 
for the estimation of implementation specific performance and cost features on 
all levels of design have to he developed. This contribution proposes an ap- 
proach utilizing deterministic and stochastic Petri nets (DSPN) to analyze on- 
chip communication which is of increasing importance. In order to demonstrate 
the suitability of this approach the on-chip communication structure of two ex- 
amples featuring typical SoC communication conflicts like competition for 
common communication resources have been studied. A modem heterogeneous 
DSP and a design example with an on-chip bus have been examined. The results 
show that sufficient modeling accuracy can be achieved with low modeling ef- 
fort in terms of computation and implementation time. 



1 Introduction 

As modern heterogeneous Systems on Chip (SoCs) include a variety of different ar- 
chitecture blocks and different communication structures, it is mandatory to prune the 
design space. This so-called design space exploration (DSE) is required in order to 
achieve short innovation cycles for new products. 

An efficient high performance SoC architecture has to include different types of ar- 
chitecture blocks to provide the required performance at reasonable costs (area, power 
dissipation) as well as ensuring sufficient flexibilit. Therefore, systems have to be 
partitioned into system blocks which are mapped onto appropriate architecture blocks. 
To meet the specifications of a system and to optimize efficiency it is important to 
elaborate strategies, models and tools which assist designers with performance and 
cost features of the inspected architecture on all levels of design [2], [5], [12]. 

A model based DSE concept allowing to explore the design space has been success- 
fully demonstrated in [2]. According to this methodology a system designer is able to 
evaluate early in the design process different parti tioning/mapping alternatives in 
terms of performance and costs. 

For SoCs which require intensive communication between architecture blocks the 
performance of the complete system (throughput rate, latency, etc.) is strongly de- 
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pending on the communication structure. Therefore, different approaches have been 
proposed in the past to model and analyze on-chip communication. Generally, these 
methods can be classified into simulative, stochastic and analytic approaches: For 
example in [8] a hybrid two-phase methodology based on simulative and analytic 
phases has been proposed. A pure simulative approach utilizing the SystemC library 
has been applied in [13]. 

Deterministic evaluation of communication structures in modern SoCs causes a 
very high amount of simulation effort since the parameter space assigned to the design 
of on-chip communication subsystems is getting increasingly complex. The parameter 
space is spanned by parameters like arbitration scheme, number of communicating 
participants, word lengths etc.. Furthermore, the manner in which a computational on- 
chip resource creates communication traffic is typically strongly data dependent. 
Large stimuli sets are required for comprehensive simulations. Here, the application of 
stochastic modeling methods seems to be a promising approach to analyze the behav- 
ior and performance of the underlying communication subsystem of SoCs. Stochastic 
modeling means for example that the access of a computational resource to a com- 
munication resource can be modeled by an appropriate probability distribution. Such 
modeling methods are implementable at reasonable costs in terms of modeling effort 
and require much less computational effort for the evaluation of the performance of a 
communication system. 

This paper presents the modeling of different on-chip communication systems by 
application of deterministic stochastic Petri Nets (DSPNs). Examples, featuring typi- 
cal communication conflicts are presented and an evaluation of the modeling accuracy 
is performed. In chapter 2 the basics of stochastic modeling approaches are sketched 
and the modeling with DSPNs is briefly described. An exemplary modeling of a DSP 
and an example utilizing an on-chip bus as well as a discussion of the modeling results 
are presented in chapter 3. Conclusions are given in chapter 4. 



2 Stochastic Modeling Approaches 

In the past, different stochastic modeling approaches have been applied to analyze the 
performance of distributed systems like for example a multiprocessor system. In the 
following three stochastic modeling approaches will be sketched. They are suited to 
model performance issues with the focus on the interconnect communication structure. 
An extensive comparison and analysis of these approaches is presented in [9] . 

Markov processes are well-known stochastic processes which represent a sequence of 
random values or states. The probability for the occurrence of a state depends on the 
previous state of the corresponding state sequence. So, conditional probabilities can be 
given. For example, a methodology presented in [10] and based on Markov processes 
yields a performance model of a multiprocessor system. 

Queuing theory [6] is concerned with queuing systems which consist of one or more 
queues with waiting tasks and one or more servers which process the tasks. The arrival 
rate and service rate of tasks and servers are characteristics of a queuing system. Rates 
with negative exponential distribution are well examined and commonly used. Queu- 
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ing theory is applied to estimate e.g. the throughput rate and load of computer and 
communication networks with interdependencies between the nodes. 

Petri nets were introduced in 1962 by Adam Petri. He proposed a graphical modeling 
formalism to analyze the behavior of a system with concurrent processes. Petri nets 
were deduced from the theory of automata. By supplementing features like the "con- 
cept of time" the Petri net formalism has become a powerful method to analyze per- 
formance issues of distributed systems. By the introduction of deterministic transitions 
[9] it is also suitable for highly accurate modeling which is required e.g. for on-chip 
communication. 

In principle, the modeling of communication structures would be possible with all 
mentioned stochastic approaches. We utilized Petri nets as they provide different tran- 
sition schemes which can be applied advantageously to model different communica- 
tion behaviors. Furthermore, the available tool support facilitates their application: 
Today there are a couple of commercial and non-commercial tools available to imple- 
ment and analyze Petri nets [11], [3]. TimeNET [15] is the Petri net tool utilized in 
this contribution as it is well documented and provides all required features. 

Deterministic and Stochastic Petri Nets 

The underlying principles of deterministic and stochastic Petri nets (DSPN) are de- 
duced in [9] and extend the modeling possibilities of Petri nets. In the following, only 
a small subset of all possibilities provided by DSPNs are discussed. 

Generally, Petri nets consist of so-called places, arcs and transitions. Places, de- 
picted as circles in the graphical representation, are states of components of a system. 
E.g. a place could be named copy word to make clear that this place represents the 
state of copying a word of the belonging component. Places can be untagged or 
marked with one or even more tokens which illustrate that the corresponding place is 
actually allocated. For example this means that if a place called copy word is marked, 
the belonging component is in the state of copying a word. 

In Petri nets the change of a state can be described by so-called timed transitions. 
Three types are differentiated in DSPNs. There are immediate transitions, transitions 
with a probability density function for the delay (e.g.: negative exponential) or deter- 
ministic delayed transitions. 

Transitions and places are connected via arcs. Arcs can be of two types, regular or 
inhibitor. Inhibitor arcs are identified by a small circle instead of an arrowhead at the 
end of a regular arc (see Figure 1). If more than one place is connected to a transition 
via regular arcs, the transition will only be activated if all connected places are 
marked. If one or more of these arcs is an inhibitor arc the transition will not fire if the 
corresponding place is marked. Once a Petri net model is implemented, probability 
and expectation values for marking places can be acquired by: 

• simulation, 

• mathematical approximation, 

• mathematical analysis. 
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memory request memory access 



Fig. 1. Basic DSPN example (depicted here for a specific point of time) 

Each alternative has its own advantages and disadvantages in terms of accuracy and 
computational effort. E.g. in the case of two immediate transitions which could be 
concurrently activated mathematical analysis is not possible [9]. 

In order to demonstrate the application of DSPNs to model communication struc- 
tures a very simple DSPN is depicted in Eigure 1. A simplified arbitration scheme 
which handles the competition of a DMA-controller and a CPU for the critical re- 
source memory interface is modeled here. The DSPN consists of two components: 
CPU and DMA-Controller. The CPU component is only depicted in parts as this ex- 
ample should only explain the arbitration mechanism. 

In the following, two aspects of the actual state and their implications for the suc- 
ceeding state of this simple net will be explained. As can be seen in Figure 1 the mem- 
ory request place of the CPU and the memory access granted place are connected to 
the immediate transition © via regular arcs. These two places are the only places 
which are connected to this transition and both are marked with tokens. Thus, the 
transition is going to fire immediately. The mentioned places are going to be cleared 
and the memory access place of the CPU is going to be marked. This transition exam- 
ple describes the situation where the CPU requests the memory at a time where mem- 
ory access is allowed. The CPU accesses the memory and transfers data from or to the 
memory. The resource memory is therefore busy. Thus, the access to the memory by 
another device (here the DMA- Controller) is not granted. 

The upper immediate transition © of the DSPN depicted in Figure 1 behaves dif- 
ferently compared to transition @. Three marked places are connected to transition ®. 
This transition is not going to fire as the memory request place of the CPU is con- 
nected to this transition via an inhibitor arc. If the memory request place of the CPU 
were to be cleared and the memory request place of the DMA-controller and the mem- 
ory access granted places remain marked, then the connected immediate transition 
would fire immediately. Thus, the DMA controller only gets access to copy a word if 
the CPU is no longer requesting memory access. Therefore, in this arbitration scheme 
the CPU has higher priority than the DMA-controller. 

The described DSPN demands input parameters such as memory access delays etc. 
to calculate probabilities and expectations of previously defined places. Therefore, 
statements of the communication behavior and performance can be acquired. 
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3 DSPN Modeling of Exemplary On-Chip Communication 

3.1 DSPN Model of Communication Scenarios of the TMS320C6416 

One basic example which has been modeled and analyzed here is the DSPN modeling 
of a state-of-the-art digital signal processor (DSP). The TMS320C6416 [14] (see Fig- 
ure 2) which has been studied here is based on a VLIW-architecture. 




Fig. 2. Simplified block diagram of the TMS320C6416 DSP 

This DSP includes a couple of interfaces, an Enhanced DMA-controller (EDMA) 
and two dedicated coprocessors (Viterbi and Turbo decoder coprocessor, VCP and 
TCP). Exemplary communication scenarios of this DSP have been modeled. 

In Figure 3 a simplified block diagram of the C6416 and different communication 
paths of exemplary conflict scenarios for basic communication processes are depicted. 



0 FFT operator TMS320C6416 I 

® Copy operator ; 




Fig. 3. Communication path of concurrent operators 



In the first inspected scenario two operators compete against each other for one 
critical resource, the memory access. An FFT operator utilizes the CPU and reads and 
stores data from the external memory. The corresponding communication path © of 
this operator is illustrated in gray above the simplified schematic of the C6416. The 
communication path of the copy operator © is also depicted in Figure 3. This operator 
utilizes the Quick Direct Memory Access mechanism (QDMA) which is a part of the 
EDMA-controller. It copies data from the internal to the external memory section. 
Since both operators run concurrently, both aim to access the critical external memory 
interface resource. The arbitration is handled by the EDMA applying an arbitration 
scheme which is based on priority queues. 
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The corresponding DSPN depicted in Figure 4 represents the simplified scheme of 
the concurring operators and the arbitration of these two operators for the memory 
resource. It is separable into three subnets (see dashed boxes: Arbiter, FFT on CPU 
and QDMA-copy operator). The QDMA-copy operator functions similar to the DMA- 
controller device depicted in Figure 1 . It consists of the two places copy word and 
memory request. The FFT on CPU operator depicted on the top left consists of a read 
and a write branch. The CPU writes data in the external memory or it reads data from 
this memory section. A more complex arbitration scheme is depicted on the bottom of 
Figure 4. This part of the DSPN models the queuing arbitration scheme utilized in the 
EDMA-Controller of the C6416. 




""'i copy word 

QDMA- 
copy 

T5 operator 






memoty 

request 



/ 

FFT on CPU 

T1 

read 

request 

read 

V 



Fig. 4. DSPN model of concurrent FFT/copy operators 

The required parameterization of the deterministic and stochastic transitions T1-T7 
of this DSPN model is given in Table 1. 

Here, it holds: 

TfFT = duration of a single FFT operation 

(dependent on FFT length, without parallel copy operation) 

^ Read/Write ~ number of memory read/write accesses per FFT operation 
'^Read/write.ext.mem ~ required to read/write a word from the external memory 

Pi (0= probability density function of the delay time of a specific transition 

The modeling results of the DSPN for the duration of the FFT are depicted in Fig- 
ure 5a). Here the calculation time of the FFT operator computed by simulation with 
the DSPN model has been plotted against different FFT lengths. In order to attain a 
quantitative evaluation of the computed FFT’s duration, reference measurements have 
been made on a reference DSP board. A measurement of the FFT duration without 
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running the concurrent copy operator has also been applied to determine input parame- 
ters for the DSPN model. As can be seen from Figure 5a) the model yields a good 
estimation of the duration for the FFT operator. The maximum error is less than 10 % 
for an FFT length of 1024 points. 



Table. 1. Transition type and transition parameters of the DSPN model of Figure 4 



Transition 


Transition type 


Formula and parameters 


T1 


stochastic 
(negative, expon. 
distributed) 


Pl(t)= jIj ‘ for />0with 

0 ^ Read 


Ai — 

T — N T — N T 

^ FFT Read ^ Read , ext .mem Write ^ Write, ext. mem 


T2 


stochastic 
(negative, expon. 
distributed) 


Pi(t)= ^2 ‘ for ?>0 with 

^ ^Write 


A-y — 

T — N T —IV T 

^ FFT Read ^ Read , ext .mem Write ^ Write, ext. mem 


T3 


deterministic 


Atj^ = = 0,188 • [ps] 


T4 


deterministic 


^^4 ~ '^Write,ext.mem ~ ‘ [fts] 


T5 


deterministic 


Atj = =1/500 MHz = 2 ns 


T6 


deterministic 


= Vfext.mem = 1/133 MHz = 7,5 ns 


T7 


deterministic 


AU=V/.xr™™=l/133MHz = 7,5 ns 



Another example based on this DSP has been applied to further confirm the suit- 
ability of using DSPNs in terms of on-chip communication. Flere, the Viterbi Coproc- 
essor (VCP) which is included in the C6416 architecture and a copy operator utilizing 
the EDMA compete for a critical resource. The VCP communicates with the internal 
memory also via the EDMA (see Eigure 3, communication paths © and ®). Arbitra- 
tion is handled by a queuing mechanism configured here to utilize one queue by as- 
signing the same priority to all EDMA requestors, l.e. memory access is granted to the 
VCP and the copy operator according to a first-come-first-serve policy. 

For this experiment the VCP has been configured in the following way. The con- 
straint length of the Viterbi decoder is 5, the number of states is 16 and the rate is 1/2. 
In the VCP configuration inspected here, the VCP communicates with the memory by 
getting 16 data packages of 32x32 bit in order to perform the decoding. Both, EDMA 
and VCP are clocked with a quarter of the CPU clock frequency = 500MHz). The 
results are transferred back to the memory with a package size of 32x32 bit. Perform- 
ing two parallel operations (Viterbi decoding and copy operation), the two operators 
have to wait for their corresponding memory transfers. The EDMA mechanism of the 
C6416 always completes one memory block transfer before starting a new one. Hence, 
there is a dependency of the Viterbi decoding duration on the EDMA frame length. 
This situation has been modeled and the results have been compared to the measured 
values. The results are depicted in Figure 5b. 

Performing only the Viterbi decoding, there is no dependency on the EDMA frame 
length (number of 64 bit words). If an EDMA frame length dependent copy operation 
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is carried out, this significantly increases the Viterbi decoding time. In detail not the 
decoding process itself is concerned but the duration of data package transfers be- 
tween VCP and internal memory. Again the maximum error is less than 10%. 




length of FFT [Samples] 

a) FFT vs. copy operator 




b) Viterbi vs. copy operator 
Fig. 5. Comparison of measured values with DSPNs 



3.2 DSPN Model of an On-Chip Bus 

On-chip busses are frequently used communication structures on today’s SoCs. For 
example AMBA and CoreConnect bus systems are available commercial on-chip 
busses which are already employed in modern SoCs [1], [4]. A typical problem in 
designing a bus based SoC is how to fix all parameters which are associated with this 
on-chip bus structure (arbitration scheme, bus width, frame length etc.). 

Such an exemplary communication structure featuring three components which ex- 
change data has been modeled with a DSPN. The model demonstrates the impact of 
parameter variations of the connecting bus architecture on the total communication 
performance. Here, three components are connected to a 32 bit bus and their bus ac- 
cess is managed by an arbiter. The three components connected to the bus are two 
CPUs performing here exemplarily a 1024 point FFT (CPU 1) and a 256 point FFT 
(CPU 2). The third component is a DMA unit performing a copy operation within an 
infinite loop (copy device). This parallel access to the bus has been modeled by the 
DSPN in Figure 6. One aspect of this exemplary system which can be analyzed by 
application of DSPNs is the bus usage. For example depending on the slot length as- 
signed to each component which can be expressed by the number of bus cycles the 
resulting bus usage will change. 

The arbitration scheme which has been applied is a 2L-TDMA scheme [7]. This 
means, the bus resource is distributed evenly between the three components. But, if no 
bus access is demanded by a component within its time slot the next scheduled re- 
questing participant can utilize this time slot. While the copy device always demands 
the bus resource, the CPUs need some time to calculate new results. Therefore, the bus 
usage is nearly 100% for fine granular time slots as the copy device utilizes nearly all 
clock cycles and the bus usage drops for larger time slots. 
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Fig. 6. DSPN of two CPUs, a copy device and an arbiter 

Figure 7 depicts this dependency of the bus usage on the time slot length. Hence, 
the DSPN modeling helps to analyze which time slot length results in which bus us- 
age. Furthermore, the computation and the corresponding memory access time of the 
FFT tasks can be analyzed. So for example, it can be examined, if a given specifica- 
tion can be fulfilled with this communication scheme. For this example the effort for 
developing the model (model complexity) was in the range of one hour. The required 
computation time took only a few seconds on a Linux based 800 MHz PC. 




Fig. 7. Bus usage over time slot length 

One key advantage of modeling with DSPN is the possibility to easily trade model 
complexity for performance estimation accuracy. For example, starting the perform- 
ance analysis for SoCs with a coarse grain model and with restricted accuracy it is 
possible to refine the granularity and hence the accuracy stepwise. The refinement of 
the granularity causes an increase in model complexity and computation time. Never- 
theless, even coarse grain DSPN models yield a good estimation accuracy. 
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4 Summary 

Design space exploration for heterogeneous Systems on Chip (SoC) is a key issue for 
modern chip design. Here, the suitability of applying deterministic and stochastic Petri 
nets (DSPN) to model the performance behavior of on-chip communication has been 
demonstrated. Therefore, a state-of-the-art heterogeneous DSP featuring dedicated 
coprocessors has been examined. Performance parameters of two examples utilizing 
this platform have been measured. These measurement results have been compared to 
results yielded by the corresponding DSPN models. This comparison proves that mod- 
eling with DSPNs yields a sufficient performance estimation accuracy at reasonable 
effort. 

In conclusion, DSPNs seem to be a promising candidate to analyze performance 
aspects of on-chip communication in an early stage of design space exploration. 
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Abstract. Compaan Process Networks (CPN) are Kahn Process Networks (KPN) 
that are generated by a compiler, called Compaan, that translates imperatively 
specified affine nested loop programs to input-output equivalent KPN - specified 
programs. This paper presents a method to convert a given CPN to an input- 
output equivalent CPN in which no redundant channels appear. The method has 
been implemented and applied to a large set of given affine nested loop programs 
that Compaan can accept. 



1 Introduction 

Over the last years there has been an increased interest in designing embedded systems 
that are able to solve more complex problems and that are obeying very tight constraints 
in terms of performance and cost. This problem consist first in designing platforms that 
provide the necessary hardware resources in terms of computational power and perfor- 
mance - these are multiprocessor platforms, and second in finding ways to efficiently 
use these resources by the applications - this is the mapping problem. Although such 
multiprocessor platforms have been already designed and developed by many compa- 
nies, the mapping of applications onto them still relies on the ability of the designer to 
perform a manual partitioning of the application across platform processing units [1]. 
Therefore, a great part of the mapping effort was focused in the direction of expressing 
the application in such way that the inherent parallelism becomes explicit. 

The Compaan compiler [2] has been developed to facilitate the mapping of impera- 
tive specified affine nested loop programs to such multiprocessor platforms by deriving 
for the imperative input program a functionally equivalent Process Network (PN). In- 
deed, this mapping is easier when the program is specified in a parallel manner instead 
of a sequential one. Imperative affine nested loop programs could be specified non- 
sequentially by using the so-called cyclo-static data-flow model of computation [3]. 
However, it turns out that an more appealing way of modeling is to rely on the Process 
Network model of computation [4], because this results in more compact specification 
and, moreover, it makes any further clustering for scheduling of cyclo-static data-flow 
model specifications superfluous. 
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Compaan Process Networks (CPN) being KPNs, they consist of a finite set of pro- 
cesses that communicate point-to-point over unbounded FIFO channels and synchro- 
nize through blocking-read primitives. In a CPN the processes themselves are also im- 
peratively specified affine nested loop programs. The inter-process communication in 
such CPN has some particularities. We say that communication between two processes, 
a producer and a consumer, is in-order if the order of production is the same with the or- 
der of consumption. We will call the channel involved is such communication in-order 
channel (IOC). If the order of production is not the same with the order of consump- 
tion then the communication is out-of-order and it is necessary to use at the consumer 
side a reordering controller. We will call the channel involved in such communication 
out-of-order channel (OOC) [ 5 ]. In this context our problem is to find out how can 
we minimize the number of lOCs in a CPN by merging lOCs between the same two 
processes (adjacent FIFOs), i.e. replace them with a single IOC. 

This question is relevant when the CPN is to be mapped on e.g., a multiprocessor 
platform that consist of some processing units, a shared bus and a shared memory. In 
such an architecture communication and synchronization may be costly enough that 
redundant channels are not acceptable. Therefore, the in-order channel merging aims 
two important objectives: ( 1 ) reducing the total memory size allocated to the network 
FIFO channels (Fig. 1 ) and (2) reducing the control involved when communicating data 
over the network FIFO channels (Fig. 2 ). 

2 Basic Terminology 

Because a process in a CPN is an imperative specified affine nested loop program, the 
loop nest impose an iteration domain and an ordering of the operations called get, exe- 
cute, and put. Fig. 3 shows two processes communicating in a CPN. The iteration do- 
main and the lexicographic ordering are also shown. An input port domain IPD {output 
port domain OPD) is a subset of the iteration domain that is involved in an interprocess 
communication action, put and get, respectively [ 8 ]. Each FIFO uniquely relates an in- 
put port to an output port forming a Producer/Consumer pair. The Consumer is related 
to the Producer by a data-dependency function / that maps an iteration from the IPD to 
the correspondent iteration from the OPD, that is, knowing the iteration where a token 
is consumed at the consumer side we can find out applying this function the iteration 
where the token was produced at the producer side. As shown in Fig. 3 a process port 
contains a FIFO.get() statement or a FIFO.put(...) statement. In order to reason about 
the FIFO merging we need to be able to keep track of the order of executing such get/put 
statements inside the same process. 

Let s be either a get or a put statement in a CPN process, and let s{v G D) be 
such a statement addressed in the iteration point v of the domain D, where D stands 
for either IPD or OPD. Now, given s(ui G Df) and s(u2 G D2), where Di and 
D2 are either both IPDs or both OPDs belonging to the same process, we say that 
s(t'i) s{v2) (s(ui) >~i s(u2)) if v\ A/ V2 (ui >~i V2) - lexicographic order. Also, 
given si(u G Di) and S2{v G D2), where Di and D2 are as before, we say that 
si(f) ~<t S2{v) (si(u) S2{v)) if si(u) textually precedes (succeeds) S2{v) - textual 
order. 
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Fig. 1. An example that shows opportunity for memory size reduction. We observe that FIFO\ 
needs to be filled with n tokens before the process P 2 can start to execute its first stage and 
after all tokens from FlFOi are consumed, similarly FIFO2 needs to be filled with n tokens 
before the process P 2 can start to execute its second stage. On the other hand if we analyze the 
figure FIFOi and FIFO2 can be merged. Thus we obtain an absolute memory reduction of n 
locations. 

Next, the notation si(tti) A S2{v2) will stand for si(t;i) A/ S2{v2) V =i 
V2/\si{vi) At S2{v2)) - global order. Knd similar for si(t;i) A S2(t'2)- For simplicity 
we will use the notation Vi for Si{vi G Di). Therefore, the relation above become: 
Vi <V2= Vi V2 V [vi =l V2 A Vi At V2). 

We observe that for operations corresponding to the same port (IPD/OPD) the lex- 
icographic order represents a total order. But we need to order statements belonging to 
different ports, thus, we have to extend this order. This is done by introducing the textual 
order. Thus, we obtain the global order which is a total order relation among operations 
corresponding to different ports within the same process. Detailed explanations about 
order relation can be found in [ 9 ], therefore we will not elaborate further on it. 








Communication Optimization in Compaan Process Networks 



497 



P1 P2 




Fig. 2. An example that shows opportunity for control reduction. For each FIFO we have a read 
control unit RU and a write control unit WU. The structure of these control units depends greatly 
of their implementation, and, for example in a pure hardware implementation using FPGAs [6] 
they may contain numerators used to address the FIFO locations, and automatons used to check 
the status of the FIFO (empty or full). Therefore by merging the two FIFOs we reduce also the 
control units. However, assuming a different platform [7] we expect that by merging FIFOs the 
control involved in communicating data is reduced as well. 



3 Problem Statement 

Process networks generated by Compaan often contain multiple FIFO channels (adja- 
cent FIFOs) between two nodes. In many cases these FIFOs can be merged into one 
FIFO. Although this may reduce concurrency, it also reduces the topological complex- 
ity of the CPN and it can reduce the cost of implementation. 

The FIFO channel merging problem consist in minimizing the number of the FIFO 
channels in a CPN, thus in finding all the groups of adjacent FIFOs that can be merged. 
Therefore in order to merge a group of k adjacent FIFOs; Chi{OPDi, IPDi, /i), 
... Chk{OPDk, IPDk, fk), the global order of production in the domain U^^iOPDi 
must be the same with the global order of consumption in the domain If 

the global orders of production and consumption are not the same, it may be possible 
to enforce the textual order at the producer or consumer side to obtain the same global 
order. In this case we can merge this group of k FIFOs by replace them with a single 
FIFO. In order to have a clear understanding of the problem we present an illustrative 
example that presents various situations related to the in-order channel merging prob- 
lem. Fig. 4 shows two processes that are communicating data over four FIFO channels. 
We observe from here that the order of production is the same as the order of consump- 
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Producer 



Consumer 



for (int i=0; i<N; i++){ 
for(int j=0; j<2*N; j++){ 
out_0=F1 (...); 



for (int m=0; m<2*N; m++){ 
for (int n=0; n<2*N; n++){ 



if(j<N){ 

FiFO1.put(out_0); 



if (j>=N){ 
FiF02.put(outO); 






if (m>=N){ 
if (n<N){ 

in_.0=FiFO1 .get(); 



F/FCb 



...=F3(in_0); 




Fig. 3. A Producer and Consumer process. For Producer we show the output port domains (OPDs) 
and for Consumer, we show the input port domains (IPDs). Each OPD is uniquely connected 
to another IPD via a FIFO. In this example, OPDi is connected to IPDi via FIFOi. The 
Producer/Consumer with the FIFO form an instance of the classical consumer/producer pair. 



tion for each of the four channels. This means that the communication channels are 
in-order. We will analyze now FIFOs and FIF04^. We observe that the global order 
of producing tokens in OPDs and OPZ?4 is the same as the global order of consuming 
tokens in IPDs and IPD^. This leads to the conclusion that the two FIFO channels 
can be replaced by a single one. We will analyze now FIFO2 and FIFOs- Here the 
global order of producing tokens in OPD2 and OPDs is not the same as the global 
order of consuming tokens in IPD2 and IPDs- As it can be seen tokens are produced 
first in OPD2 and then in OPDs but are first consumed in IPDs then in IPD2- As a 
consequence the two FIFO channels can not be replaced by a single FIFO channel. The 
same situation is for the pairs: FIFOi and FIFOs, FIFOi and FIFOi, FIFO2 
and FIFOi- We will analyze now FIFOi and FIFO2 - Here the global order of pro- 
ducing tokens in OPDi and OPD2 is not the same as the global order of consuming 
tokens in IPDi and IPD2- As it can be seen, tokens are produced first in OPDi and 
then in OPD2 but are first consumed in IPD2 then in IPDi- After a first glance we 
would say that FIFO merging is not possible. However, after a close analysis we ob- 
serve that at the consumer side the order of consuming tokens from channel is given 
only by the textual order of IPDs. Therefore we can control the order of consuming by 
controlling this textual order. This leads to interesting results: even if initially the merg- 
ing is not possible after a simple code transformation (textual reorder) - we impose the 
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Process FI 



Process F2 



for (int i=0; i<2’N; i++){ 
for(int j=0; j<2'N: ]*+){ 



for (int n=0; n<2'N; n++){ 
for(int m=0; m<2'N; m-H-){ 



it (i<N){ 
lfO%2=0){ 
FIFO1.put(out_0): 

il 

If (i<N)( 

If0%2=1){ 

FIFO2.pul(out_0); 



if (i>=N)( 
tfG<N){ 

FIFO3.puf(out_0): 



if (i>=N)( 
lfG>=N){ 

FIFO4.put(out_0): 



FIFOi 






if (n<N)( 

If (m<N){ 
in_0=FIFO3.get0; 



if (n<N)( 
il (m>=N)( 
in_O=FIFO4.g0tO; 



it(n>=N){ 
if (m<N){ 
in_1=FIFOf.g0t(); 



}} 



)} 




Process FI Process F2 





Fig. 4. A comprehensive example showing various situations related to the in-order channel merg- 
ing problem. 



order from the producer side to the consumer side - the FIFOs can be merged. This is 
illustrated in Figure 4 right side. The textual reorder is done in the following way: at the 
consumer side we change the textual order of reading the channels putting first OPDi, 
then OPD 2 . After this reorder we can replace the two FIFO channels by only one FIFO 
channel. □ 

In the next section we describe in detail the proposed solution to this problem. First 
we describe a test function, called Basic FIFO Merging Test, which is used to decide if 
two adjacent FIFOs can or cannot be merged. Next we describe how this function can 
be extended to a General FIFO Merging Test used to find if more than two adjacent 
FIFOs can or cannot be merged. Last we describe the standard procedure that use this 
test functions above to find all the groups of adjacent FIFOs that can merge in a PN. 

4 Solution 

4.1 Empty Test 

To help the presentation of the solution we need to introduce hrst a function called 
Empty Test (ET). This function takes as argument a domain and returns a boolean: true 
if there are no integer solutions in that domain or false if there is at least an integer 
solution in that domain: 



ET{D) 



True, $x G D 
False, 3x G D 
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For our problem a domain will be always a reunion of convex domains given typically 
by some constraints like D = (x,y) \ x S IPDi,y £ IPD 2 ,x -< y. We introduce now 
two basic properties of this function that are useful for our future presentation: 

Property 1 IfD 2 C D 3 then ET{D 2 ) = ET{D 2 ) V ET{D^). 

Property 2 ET{Di U D 2 ) = ET{Di) A ET{D 2 ). 

4.2 Basic FIFO Merging Test 

We define the Basic FIFO Merge Test (BFMT) as a function with two arguments, two 
adjacent FIFO channels Chi and C/i 2 , and return a boolean: true if these FIFOs can 
merge and false if these FIFOs can not merge. In Fig. 5 there are shown a P/C pair of 




Fig. 5. PN showing opportunity in FIFO channels sharing. 



processes connected hy two FIFO channels namely Chi = {OPDi,IPDi, fi) and 
C /12 = { 0 PD 2 ,IPD 2 , / 2 ). In order to merge Chi and C/i 2 the global order of the 
producer iterations included in OPDi U OPD 2 must be the same with the global order 
of the consumer iterations included in IPDi U IPD 2 - This means that there must 
be a common global order of producing and consuming over the two FIFO channels. 
Formally this statement can be verified by checking whether the domains specified by 
the following two sets of constraints are empty: 



x € IPDi, 


(1) 




ix£ IPDi, 


(1) 


y G IPD 2 , 


(2) 


DD : 1 


y G IPD 2 , 


(2) 


x<y, 


(3') 


1 xAy, 


(3") 


fi{x)yf2{y)- 


(4') 




[fi{x)Af2{y). 


(4") 



Note that “A” is the global order and / is the data-dependency function between Con- 
sumer and Producer as presented in section 2. If there are iterations x and y that obey 
one of the constraints defined above, then merging is not possible. Therefore, the Basic 
FIFO Merge Test BFMT can be expressed as follows: 

BFMT{Chi,Ch 2 ) = ET{PD) A ET{DD). 

Further we investigate how BFMT is solved in the CPN context, i.e., when operating 
over convex input and output port domains connected via affine dependency functions. 
For this purpose we use Integer Linear Programming (ILP) [10, 1 1] in order to perform 
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ET on a domain with lexicographical constraints. Therefore, we decompose the global 
order from relations (3') (4') and (3") (4") according to section 2. 



PDi 



(xG IPDi, 


( 1 ) 




PD:\y^ 


( 2 ) 




x^y, 


(30 




[fi{x)Ef 2 {y). 


(40 




X G IPDi, 




'x G IPDi, 


V G IPDo. 




y G IPD2, 


U ED2 ■ < 




X El y. 




X El y, 


fi{x) El f2{y)- 




Ji(x) =i /2(y) A /i(a;) Et f2{y) 



U 



PDs 



{ X e iPDi, 

y G IPD2, 

X =i y Ax y, 
fi{x) A I f2{y). 



u 



PDi : 



{ X G IPDi, 

y G IPD2, 

X =iy Ax ~<ty, 

fi{x) =i f2{y) A fi{x) >-t /2(y). 



Applying a similarly decomposition procedure the DD domain is decomposed as fol- 
lows: 



DD : 



X G IPDi, 


( 1 ) 


y G IPD2, 


( 2 ) 


xEy, 


(30 


.fi{x)Ef2{y). 


(40 



DDi 



{ x G IPDi, 
y G IPD2, 

X y, 

fi{x) Ai J2{y). 



u 



DD2 : 



{ X G IPDi, 

y G IPD2, 

X >-i y, 

fi{x) =i f2{y) A fi{x) f2{y)- 



u 



DD3 



{ X G IPDi, 

y G IPD2, 

X =i y Ax>-ty, 
fi{x) f2{y). 



u 



DDi : 



{ X G IPDi, 

y G IPD2, 

X =i yAx^ty, 

fi{x) =i f2(y) A fi{x) <t f2{y)- 



Therefore, we can evaluate now the Basic FIFO Merge Test as follows, according to 
Prop. 2: 



BFMT = ET{PDi) A ET{PD2) A ETiPDs) A ET{PDi) A 
ET{DDi) A ET{DD2) A ETiDDs) A ET{DDi). 



However, the description of the domains PD 2 , PD 3 , PDi, DD 2 , DD 3 and DDi 
depends on the textual order. Hence, we further decompose those sets into two subsets: 
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the first set i.e., D\ is defined purely according to the lexicographical order and therefore 
we can apply ILP in order to determine ET{D\). The second set i.e., D\ is defined only 
according to the textual order: Dt = where z = 2, 4. For example according to 

this decomposition the domain PD 2 is decomposed as follows: DD2 = DD2 H DD\, 
where 



DD^ 



{ X G IPDi, 

y G IPD2, 

X Pi y, 

fi{x) =i f2{y)- 



and 



{ X G IPDi, 

y G IPD2, 

fi{x) f2{y)- 



On the other hand because the textual order is fixed once the network is executed, that 
is the textual constraint fi{x) -<t f 2 {y) is added to the constraints describing DD 2 , 
results that DD 2 C DD 2 such that by applying Prop. 1 results that: 

ET{DD 2 ) = ET{DD{) V ET{DD\), 

Therefore, we get the next formula for BFMT: 

BEMT= ET{PDi)A 

( ET{PD{) V ET{PD\) ) A 
( ET{PD\) V ET{PDl) ) A 
( ET{PD\) V ET{PD\) ) A 
ET{DDl)A 

( ET{DD{) V ET{DD\) ) A 
( ET{DD\) V ET{DD\) ) A 
( ET{DD\) V ET{DD\) ) A 



As you can see we have decomposed now the Basic FIFO Merge Test into separate 
tests regarding the lexicographical order and regarding the textual order. Observe that 
the merging is possible (i.e. BEMT = true) iff all the component predicates are also 
true: 



BEMT = true = ET{PD1) = true A 

( ET{PDl) V ET{PD\) ) = true A 
( ET{PD\^) V ET{PD\) ) = true A 
( ET{PD\) V ET{PD\) ) = true A 
ET{DD1) = true A 
( ET{DD 2 ) V ET{DD\) ) = true A 
( ET(DDl^) V ET{DDl) ) = true A 
( ET{DD[) V ET{DD\) ) = true A 



Flere we make the observation that while the lexicographical order is fixed such that 
for example we get ET{PD\) = false, the textual order can be modified in such 
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way that ET{PDl) = true. Hence, ET{PDI) V ET{PDl) = true. In other words 
although the global order does not allow to do the merging, by choosing an appropriate 
textual order the merging becomes possible. Therefore, we first evaluate the predicates 
involving lexicographic order and then choose IPDs and OPDs textual orders to make 
possible the merging. However, according to these textual order requirements in the end 
of this evaluation procedure we get a list of textual constraints regarding the ordered 
OPDs and IPDs. After that we analyze whether these lists of textual constraints are 
logically valid and if yes we decide under what textual orders the merging is possible. 
We will illustrate this, using two simple examples: 

Example: Suppose the hypothetical case where we have evaluated the Empty Do- 
main Test on the domains regrading the lexicographic order (see section 2) getting 
ET{PD^^) = false and ET{DD^^) = false. In order to make the merging possi- 
ble we have to impose a textual order like this: from the first relation results that IPD2 
must be textually before IPDi, and from the second relation results that IPDi must 
be textually before IPD2 such that ET(PDl) = true and ET{DD^f) = true. But 
This set of textual constraints is in a logical contradiction, and the FIFO merging is not 
possible. □ 

4.3 Extending the Merge Test to More Than Two FIFO Channels 

So far we have analyzed only the case in which two FIFO channels are considered for 
merging. For this purpose we have introduced the function BFMT. However, we still 
have to solve the merging problem in the case when there are more than two adjacent 
FIFOs. For this purpose we introduce the General FIFO Merge Test. 

Property 3 : Let be three FIFO channels Chi,Ch2 and Ch^ with their dependency 
functions fi , /2 and respectively fs, that are connecting the same P/C pair of processes. 
Hence, Chi,Ch2 and Ch^ can be merged i.e., GFMT{Chi, Ch2, Ch^) = true iff: 

BFMT{Chi,Ch2) = true A BFMT{Chi,Chs) = true A 
BFMT{Ch2,Ch3) = true. 

Proof: ‘=:>’: Let be arbitrarily x € IPDi, U € IPD2 and 2 G IPDS. Because 
is a global order results that we can order x, y and z. Suppose having the following 
order: x < y < z. On the other hand because BFMT{Chi,Ch2) = true results 
that x < y < z ^ fi{x) -< f2{y)- Applying a similar procedure for the other two 
pairs results that /i(a;) ^ f2{y) A fsiz). Therefore, we conclude that the three FIFO 
channels cam be merged: GFMT{Ch\, Ch2, Ch^) = true. 

Because “A” is a global order that does not get disturbed from the Consumer to 
the Producer process (i.e., the three FIFOs can e merged) results that also restricted to 
pairs of IPDs and OPDs the order does not get disturbed such that each pair of channels 
can be separately merged. □ 

Corollary I Let be n FIFO channels Ghi with z = 1 , n connecting the same P/C pair 
of processes. Hence, 

GFMT{Chi, .., Ghn) = true V zz, u, such that I <u,v < n, 
BFMT{Ghu,CK) =true. 
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Table 1. Experimental results. 



Algorithm 

name 


Nb. 

Processes 


Initial Nb. 
Channels 


Initial Nb. 
FIFOs 


Nb. of FIFOs 
after merging 


FIFO 

reduction 


SVD 


8 


118 


84 


35 


58% 


Faddeev 


9 


28 


24 


19 


20% 


M-JPEG 


9 


50 


33 


13 


60% 


Motion Estim 


11 


98 


98 


93 


5% 


DigBeamFormer 


8 


17 


17 


14 


17% 


QR 


5 


12 


12 


12 


0% 


Gauss-Elimin 


4 


11 


7 


4 


0% 



Based on Corollaryl we can decide whether n FIFOs can be merged into a single one. 

Remark 1 The number of BFMT that has to be done to prove GFMT{Ch \, ..., Chn) 
is given by: 

2 ^ n\ ^ {n- l)n 
" (n-2)!2! 2 

In order to decide if n adjacent FIFOs can merge, we have to do all BFMT. However, 
this does not necessarily means that all these tests will return true. Therefore, we must 
divide this group of n FIFOs in groups of FIFOs that can merge, i.e. for each such group 
GFMT must be true. The problem is to find all the largest, exclusive groups of FIFOs, 
such that for each group GFMT is true, all channels belong at least to one group, no 
channel belong to two groups, and each group is maximal. 

We associate to this problem a graph where each FIFO represent a vertex and each 
BFMT{Chi,Ghj) that is true represent an edge between vertexes Ghi and Chj. 
Therefore our problem is reduced to a problem of finding all the maximal and exclu- 
sive complete subgraphs (cliques) in this graph. For solving this problem we can use a 
recursive algorithm that explore all the possibilities of complete subgraphs in the graph 
or we can use a heuristic algorithm [12, 13]. 



5 Implementation and Results 

In Compaan we have implemented a transformation which change the topology of 
a PN by merging adjacent FIFOs, thus reducing the number of in-order channels in 
the network. This transformation makes an extensive use of polyhedron manipulation, 
and integer linear programming. Instead of implementing this functionality ourselves, 
we have integrated already existing C libraries, such as PolyLib [14] and Pip [10] or 
Omega [11]. 

In Table 1 we present some quantitative results when applying FIFO merge over 
seven PN generated by Compaan. For each application we give the number of processes, 
the total number of channels before merging, the number of FIFOs before merging, the 
number of FIFOs after merging, and the reduction rate of FIFOs. We observe from 
this table that the reduction rate depends greatly of the original process network. The 
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PNs that shows the highest reduction rate (SVD and M-JPEG) initially contain a larger 
number of adjacent FIFOs while the PNs that have a reduction rate of 0% have none or 
very few adjacent FIFOs. But this is not true always: the Motion Estimation PN even 
if it has initially a large number of adjacent FIFOs the reduction rate is very low (only 
5%). Therefore, we draw the conclusion that the reduction rate depends not only on the 
topology of the PN but on the algorithm implemented by this PN. 



6 Conclusions 

In this paper we describe a well structured procedure which allows us to automati- 
cally transform a PN by merging in-order channels related to the same processes. We 
have implemented this procedure completely in software and we have integrate it with 
Compaan. Our procedure analyze the internal representation of the PN in Compaan, 
searching for groups of adjacent FIFOs that can be merged. This is done by checking 
that the global order of production is the same as the global order of consumption for 
each such group. After this the PN is generated by replacing each group of FIFOs that 
can be merged with one single FIFO. As future work we plan to do other transforma- 
tions on the network such as: process splitting in which the loop structure of a process 
is unrolled resulting a larger number of processes, channel splitting in which a chan- 
nel is splitted mainly in order to enable process splitting, process merging in which the 
loop structures of a number of processes are merged resulting a smaller number of pro- 
cesses, and process re-timing in which the iteration space of a process is rescheduled 
by applying unimodular transformations. 
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Abstract. In this paper, we consider the problem of analyzing data flow pro- 
grams with the property that actor production and consumption rates are not con- 
stant and fixed, but limited by intervals. Such interval ranges may result from 
uncertainty in the specification of an actor or as a design freedom of the model. 
Major questions such as consistency and buffer memory requirements for single- 
processor schedules will be analyzed here for such specifications for the first 
time. 



1 Motivation 

The role of data flow models of computation is becoming increasingly important for 
modeling and synthesis of digital processing applications. Our paper is concerned with 
analyzing dataflow graphs whose component data rates are not known precisely in ad- 
vance. Such models are often given due to imprecise specifications or due to uncer- 
tainties in the implementation. Examples of imprecise specifications include unknown 
execution times of tasks, unknown data rates, unknown consumption and production 
behavior of modules and many more. For example, a speech compression system may 
have a fixed overall structure. However, the subsystem data rates are typically influenced 
by the size of the speech segment that is to be processed [1]. Here, we will propose a 
data flow model of computation that is able to model such uncertain behavior. 

To understand such models, it useful to first review principles of the synchronous 
data flow (SDF) model of computation, where production and consumption rates of 
data flow actors, representing computational blocks, consume fixed, known amounts 
of data (tokens) upon each invocation. For such graph models, often represented by 
a graph in which actors are connected by directed arcs that transport tokens, many 
interesting results have been shown such as 1) consistency, 2) memory bounds and 
memory analysis, and 3) scheduling algorithms. Consistency, e.g., is a static property 
of an SDF-graph specification which is necessary in order to guarantee the existence of 

* The first author was supported in this work hy the Deutsche Forschungsgemeinschaft (DFG) 
under grant Tel63/5-2. 

** The second author was supported in this work by the US National Science Foundation (grant 
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a finite sequence of actor firings, also called a schedule. Typically, an SDF specification 
is compiled by constructing a valid schedule, i.e., a schedule that fires each actor at least 
once, does not deadlock, and produces no net change in the number of tokens queued 
on each edge. For each actor firing, a corresponding code block is instantiated from a 
library to produce machine code. 

In [5], efficient algorithms are presented to determine whether or not a given SDF 
graph is consistent or not and to determine the minimum number of firings of each actor 
in a valid schedule. Typically, a (sequential) schedule may be represented by a string 
of actor firings such as A{2B){6C) for an SDF graph with 3 actors named A, B, and 
C in Fig. 1. Here, a parameterized term (nS'iS'2 ■ ■ ■ Sk) specifies n sucessive firings of 
the subschedule S 1 S 2 ■ ■ ■ Sk, and may be translated into a loop in the target code. Each 
parenthesized term (nS'iS'2 . . . Sk) is called schedule loop. A looped schedule is a finite 
sequence V1V2 . . .Vk, where each V) is either an actor or a schedule loop. 

For a given SDF graph G, lower bounds for the amount of required program mem- 
ory have been shown to correspond to so-called single-appearance schedules, where 
each actor appears exactly once in the schedule term, e.g., A{2B{3C)) for the graph 
shown in Fig. 1 . 




Fig. 1. Simple SDF graph. 



Furthermore, data memory requirements, resulting from implementing each arc 
communication via a FIFO, are given by the sum of the maximum number of tokens, 
resulting on each arc during the execution of a schedule. 

In [2], algorithms such as PGAN (pairwise grouping of adjacent nodes) and a com- 
plementary algorithm called RPMC (recursive partitioning by minimum cuts) have been 
presented to create schedules with the goal to generate single-appearance schedules in 
the first line with the second goal to minimize the amount of data memory needed. 

With results such as these in mind, we propose a powerful intermediate representa- 
tion model for a broad class of non-deterministic dataflow graphs. This model, called 
ILDF, standing for interval- rate, locally-static dataflow. In ILDF graphs, the produc- 
tion and consumption rates on graph edges remains constant throughout execution of 
the graph (locally static), but these constant values are not known exactly at compile 
time; instead it is only known what their minimum and maximum values (interval-rate) 
are. 

Locally static behavior arises naturally in reconfigurable dataflow graphs, such as 
those arising using parameterized dataflow semantics [1]. For example, a speech com- 
pression system may have a fixed overall structure with subsystem data rates that are 
influenced by the size of the speech segment that is to be processed [1]. Similarly, dur- 
ing rapid prototyping of a filter bank application [9], one might parameterize the data 
rates of various filters to explore a range of different mulitirate topologies. 
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Figure 2 shows a compact disc to digital audio tape sample rate conversion system 
that is formulated as an ILDF graph. Two of the conversion stages, B and D, are not 
fully specified at compile time to allow for run-time experimentation during rapid pro- 
totyping. Using ILDF parameterized schedules, different versions of these filters can be 
evaluated without having to re-schedule and re-compile the application. 




1 Cj pj 7 8 C2 P2 1 



Fig. 2. An example of a compact disc to digital audio tape sample rate conversion system that is 
formulated as an ILDF graph. 



Reasonable interval ranges for the unknown consumption and production values 
are Ci, C 2 € [3, 7], and pi,p 2 € [2, 10]. In addition, to achieve the desired overall rate 
conversion, the values must satisfy {piP 2 ) l{c\c- 2 ) = 20/21. 

An ILDF representation of such applications with careful compile-time analysis can 
help to streamline run-time management (e.g., scheduling and memory allocation) and 
verihcation of such applications. This is the main motivation for our work on ILDF. 

More precisely, in ILDF, the consumption and production rates, denoted c(e) and 
p(e) in the following for each arc e G E of a. directed graph G{V, E) with actor set 
V and arc set E, are not constants and not statically hxed. Instead, the only informa- 
tion that we have is that the numbers range within intervals, e.g., p{e) G [p(e)min • • • 
p(e)max] n N ', for each arc e £ E. Similarly, c(e) G [c(e)min ■ • ■ c(e)max] H N. 

The uncertainty given by the introduction of rate intervals may be the result of an 
unknown or activation-dependent behavior of an actor, or the freedom of the specih- 
cation to later hx the parameter if possible or necessary in order to guarantee certain 
properties. 

For ILDF graphs, we want to address similar issues as with SDF graphs: 

- consistency 

- memory bounds 

- valid schedule 

In Section 2, we define the ILDF model. In Section 3, we assume that a valid sched- 
ule is possible and given by an algorithm such as PGAN for which we investigate the 
problem of determining the data memory requirements. We deduce expressions and 
algorithms to determine the maximum required data memory requirements. If the exe- 
cution time of an actor is also bounded by an interval, we hnally also analyse worst-case 
and best-case execution times of a given schedule in Section 4. Experimental results are 
given in Section 5. Section 6 provides a review of related work. 



* Let N denote the set of the natural numbers in the following. 
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2 Interval-Rate SDF 

Definition 1. An ILDF graph G{V,E) is a locally-static dataflow graph where the 
production value p(e), consumption value c(e), and delay d{e) of each edge e € E 
are constrained by intervals, i.e., 

- c(e) G [cmin{e) . . . cmax{e)] n N, 

- p(e) G [pmin{e) . . .pmax{e)] n N. 

- d{e) G [dmin{e) . . . dmax{e)] n N. 

2.1 Consistency 

Since the production and consumption values of an ILDF graph are not precisely known 
in advance, it is generally not possible to determine whether a particular execution of an 
ILDF graph will proceed in a consistent manner (i.e., with avoidance of deadlock, and 
with balanced data production and consumption along the graph edges). We can speak 
of three different levels of consistency for ILDF graphs. First, an ILDF graph is consis- 
tent, or inherently consistent, if for every valid setting of production, consumption, and 
delay (P-C-D) values (any setting that conforms to the production, consumption, and de- 
lay intervals associated with the graph edges), the corresponding synchronous dataflow 
graph is consistent. Inherent consistency occurs, for example, in chain-structured ILDF 
graphs, such as the ILDF application shown in Figure 2. Conversely, an ILDF graph is 
inconsistent, or inherently inconsistent, if for every valid setting of P-C-D values, the 
corresponding synchronous dataflow graph is inconsistent. An ILDF graph that contains 
a delay-free cycle is an example of an inherently inconsistent graph. Third, an ILDF 
graph is conditionally consistent if it is neither inherently consistent nor inherently in- 
consistent. In other words, an ILDF graph is conditionally consistent if there is at least 
one valid setting of P-C-D values that gives a consistent synchronous dataflow graph, 
and there is at least one valid P-C-D setting that leads to an inconsistent synchronous 
dataflow graph. In general, the particular form of consistency that an ILDF graph ex- 
hibits depends both on the topology of the graph, and the production, consumption, and 
delay intervals. 



3 Memory Analysis 

In general, for an SDF graph, the buffer memory lower bound of a delayless arc e G E 
is given by 



BMLB{e) = 



p(e)c(e) 



( 1 ) 



gcd({p(e),c(e)}) 

For example, in Fig. 1, we obtain BMLB{{A, B)) = 2, BMLB{{B, C)) = 3 A 
valid single-appearance schedule that achieves the total lower bound of 5 memory units 



^ Note that the value BMLB{e) is given as the 1cm (least common multiple) of the values pie) 
and c(e). 
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(sum) is A{2B{?>Cy). In this consistent SDF graph, actor A thus fires 1 time, actor B 
two times, and actor C 6 times. 

Let’s see how the buffer memory lower bound may be computed for ILDF graphs. 
For example, let’s look at an ILDF graph with just two actors A and B and one arc 
e = {A^ B). Letp(e) = 2, and c(e) G [1 ... 3]. The BMLB depends obviously on the 
value of the consumption rate. Corresponding to Eq. (1), we obtain BMLB{e) = 3 in 
case c(e) = 1, BMLB{e) = 2 if c(e) = 2, and BMLB{e) = 6 if c(e) = 3. Hence, if 
we do not know the actual rate, we must reserve at least 



BMLB{e) 



P(e)c(e) 

gcd({p(e),c(e)}) 



( 2 ) 



memory space for arc e. 

Example: Consider the ILDE graph in Eig. 3 and the highlighted arc e = {A^ B). Under 
the implicit assumption of consistency, we would like to know the minimal memory 
requirements for arc e if p(e) G [1 ... 3] and c(e) G [2, 3]. Obviously, the lower bound 
is obtained for the combination p(e) = 3, c(e) = 2 or for p{e) = 2, c(e) = 3 with 6 
units. 




Fig. 3. ILDF graph. 



The natural question is how one can compute the BMLBs for each arc efficiently 
without having to compute all combinations of p{e) and c(e) separately? 

Theorem 1 (BMLB computation). Given an ILDF graph G{V, E) with a rate interval 
associated with each production number p(e) and each consumption number c(e). The 
maximum in Eq. (2) determining BMLB(e) is determined by the largest product of 
p(e)c(e) where gcd(p(e), c(e)) reaches its minimal possible value. 
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Proof. Let p G [pniin{e) . . .pmax{e)] and c G [cmin{e) . . . cmax{e)] be a combina- 
tion, where gcd(p(e), c(e)) reaches its minimum value and let p, c satisfy the condition 
that there is no distinct pair p' > p, d > c in the above interval ranges with larger 
product p'd and with equal gcd according to the assumption in the theorem. Let bmlb 
be the corresponding value of the buffer memory lower bound according to Eq. (1). We 
will show in the following that decreasing either p or c will produce lower values of the 
buffer memory lower bound according to Eq. (1). Hence, the maximum according to 
Eq. (1) cannot be determined by such pairs. Indeed, if we decrease phy 6 G Nq or c 
by 7 G No, we prove that we will obtain a BMLB value bmW that is smaller than or 
equal to bmlb. We have 



bmlb' = 



(p-(5)(c-7) 
gcd(p -6,c-^) 



(3) 



Relating bmlb and bmlb' gives 



bmlb (pc) gcd(p — 5, c — 

bmlb' {p — 6){c — "f)) gcd(p, c) 

>1x1 



(4) 

(5) 



The first fraction is rational and greater or equal to 1 as delta and 7 are both natural 
numbers. The same holds for the second fraction as we assumed that the denominator 
of the second fraction is the smallest possible gcd value. This finishes the proof. 

The following algorithm allows to efficiently compute BMLB{e) according to 
Eq. (2) due to the above observation. 

Input: pmin{e),pmax{e), cmin{e), cmax{e) 

Output: BMLB{e) 
bmlb = 1 ; 

for c = cmax{e) downto cmin{e) 

fovp = pmax{e) downto pmin(e) 
bmlb' = bmlb{p,d); 
if blmb' > bmlb 
bmlb = bmlb'’, 
if gcd(p, c) = 1 break; 
od 
od 

forp = pmax{e) downto pmin(e) 

for c = cmax(e) downto cmin{e) 
bmlb' = bmlb{p,d); 
if blmb' > bmlb 
bmlb = bmlb'; 
if gcd(p, c) = 1 break; 
od 
od 

return(bmlb); 



Note that the two loops are not completely identical. Each loop can be quit once we 
obtain a combination of p and c where their gcd is 1 as this the minimal gcd value 
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possible. The second loop, however, is necessary, as we need a combination of p and e 
where their product is minimal. The hrst loop decreases p in the inner loop while the 
second loop decreases c in the inner loop. The following two examples try to make this 
procedure clear. 

Example: Let p G [1, 9] and c € [1, 5]. Starting with c = 5 and p = 9, we obtain 
immediately a break of the first nested loop block for the values c = 5, p = 9 already 
because their gcd is 1. Then, the second loop nest is executed hut this loop is also 
immediately exited. Hence, BMLB{e) = 5 * 9 = 45 for this example. Although 
enumerative, the BLMB computation is quite fast as in most cases, if the intervals are 
quite large, it is likely that the gcd becomes 1 . 

Example: Let p e [5, 7] and c G [3, 3]. Starting with c = 3 and p = 7, we obtain 
also a break immediately. Note that although the pair c' = 3, p' = 5 also has the same 
and minimal gcd value, we do not have to care because bmlb =3*7=21 whereas 
bmlb' = 3 * 5 = 15. Hence, p and c determine the maximum und thus BM LB{e). 

3.1 Scheduling by PGAN 

Clustering [2] by pairwise grouping adjacent nodes is a frequently applied technique 
in order to obtain single-appearance schedules that minimize data memory require- 
ments. In the original algorithm, a cluster hierarchy is constructed by clustering ex- 
actly two adjacent actors at each step. At each clustering step, a pair of adjacent actors 
is chosen that maximizes the number of times this clustered subgraph may be exe- 
cuted subsequently. Eig. 3 and Eig. 4 show the application of PGAN. For fixed val- 
ues p((A,H)) = l,c{{A,B)) = 3, and p((E;,£I)) = 10, c((E;, £>)) = 2, PGAN 
clusters A and B first into cluster 17 shown in Fig. 4a), then C and 17 into a clus- 
ter 17' shown in Fig. 4b), and so on, until the graph condenses into a single node. By 
traversing the so-created hierarchy from top to bottom, the single-appearance schedule 
{2{3A)B{2C)){5D)E) is obtained. Bhattacharyya proved that under certain conditions 
stated in [2], the clustering leads to a schedule satisfying for each arc the BMLB prop- 
erty. 





Fig. 4. Clustering of an ILDF graph. 



In the presence of unknown data rates, the application of PGAN to construct pa- 
rameterized schedules has been explored in [1]. In general, a paramterized schedule 
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is like a looped schedule, except that iteration counts of loops can he symbolic ex- 
pressions in terms of one or more graph variables. In ILDF, we adapt this concept of 
parameterized schedule to incorporate intervals for iteration counts that are not known 
precisely at compile time, but for which lower and upper bounds are known. For exam- 
ple, A([2, 4]i?([l, SJC)) specihes an ILDF parameterized schedule with a nested loop, 
where the outer loop iteration count ranges from 2 to 4 at runtime, while the inner loop 
iteration count ranges from 1 to 3. 

Even if we do not yet know the meaning of consistency for ILDF graphs, we want to 
show here how we are able to compute the minimal data memory requirements assum- 
ing that a valid schedule is given by clustering, i.e., a given clustering order of adjacent 
nodes. 

The major question on which we want to focus here is therefore the determination 
of intervals of clustered nodes, see Fig. 4a), b). This problem is addressed in Fig. 5. 





Fig. 5. Clustering step. 



If we condense two nodes into a cluster as indicated in Fig. 5, the production and 
consumption numbers must be updated. 



Theorem 2 (Clustered intervals). Given an ILDF graph G{V'E) and one arc e £ E 
which is to be clustered into a cluster node f2. Let src(e) be the source, snk{e) denote 
the target node ofe. Let 

- u £ E : snk{u) = src(e) A src{u) ^ snk{e), 

- V £ E : snk{v) = snk{e) A src{v) ^ src(e), 

- w £ E : src(w) = src(e) A snk{w) ^ snk{e), 

- X £ E : src{x) = snk{e) A snk{x) ^ src(e). 



Then by clustering the nodes adjacent to e into a single clustered node f2, the weights 
of arcs u, v, w, and x are changed as follows: 



- P'(u) = P{u),c'{u) = ged(MSc(e)}) > 

- p'{v) = p{v),c'{v) = ged({p(iyc(e)}) » 



- P'{w) 

- p'{x) 



p{w)c{e) 

gcd({p(e),c(e)}) > 
pG)p(e) 

gcd({p(e),c(e)}) > 



c'{w) 
C'{x) : 



: c{w), src{w) = fl, 
c(x), src(x) = 12. 
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The rate intervals of the changed attributes of the arcs of type u, v, w, and x may be 
computed by computing the minimum and the maximum values over the given previous 
intervals. 



Proof. The first part is to prove that the clustering process leads to the above trans- 
formed values p'{u), c'{u),p'{v), . . .. This part is proven in [2], The claim of the last 
sentence is an obvious fact. 

Example: Consider the ILDF graph in Fig. 3. Assume we cluster actors A and B 
into a clustered node 17 as shown in Fig. 4a). We have two arcs of category x and one 
arc of category w. The new values p'(w) Midpfx) are shown in Fig. 6a) for the example 
values p{{A, B)) = 3, c((A, B) = 2. 

3.2 Local Consistency Clnstering 

We may observe that not any arbitrary combination of pairs p{e) and c(e) leads to a 
consistent behavior. E.g., \eXp{{A,B)) = 3, c{{A,B)) = 2 in Fig. 3. This leads also 
to the memory lower bound of 6. If we cluster now A and B into a clustered node 17, 
then the transformed weights are obtained as shown in Fig. 6a). Obviously, these fixed 
weights do not allow consistency because if actor 17 fires once, producing 6 tokens on 
the upper arc (17, C), and 6 tokens also on the second arc (17, C), whereas C consumes 
3 tokens on the first and only token on the second arc, definitely, there is no valid 
schedule. 

On the other hand, if we choose p((A, Bf) = 1, c{{A, B)) = 3 in Fig. 3, we obtain 
the transformed graph as shown in Fig. 6b). Obviously, the parallel arcs do not provide 
objections against consisteny here. 

a) b) 





Fig. 6. Local consistency violation a) and satisfaction b). 

If we condense two nodes into a cluster as indicated in Fig. 5, the production and 
consumption numbers must be updated. Therefore, in general, if a schedule generated 
by clustering is given, also the formula for computing the data buffer memory lower 
bound may be refined by restricting the search only to those pairs of values, that do not 
create local consistency violations after clustering. 

4 Execution Time Analysis 

In the following, we assume given an ILDF graph G{V, E) with corresponding rate 
intervals and a given looped schedule S, obtained e.g., by PGAN. In order to calculate 




516 Jurgen Teich and Shuvra S. Bhattacharyya 

the influence of timing uncertainty, we may add another property to each actor, the so- 
called Zatency interva/, denoted ^ (u) € [lmin{v)...lmax{v)] n N for each actor u G V, 
see Fig. 7, for instance. 



1: [5...7] 1: [1...10] 




Fig. 7. Latency intervals associated to actors. 



Theorem 3. The worst-case execution time /or a given clustering of two actors, e.g., 
A and B as shown in Fig. 7, and connected by the arc e = ((^, B)), is given by the 
following expression: 



WCET{{A,B)) 



lmax{A)c{e) 

gcd({p(e),c(e)}) 



lmax{B)p{e) . 
gcd({p(e),c(e)})-' 



( 6 ) 



Explanations: 

- As the number of firings of each actor A and B that are clustered together into a 
cluster node J7 is uncertain due to the rate-intervals of the production and consump- 
tion numbers, and the sequential computation time is additive in case of sequential 
execution, we have to calculate the maximum of the sum of the execution times of 
both. 

- If there is no correlation given between the execution time of an actor in dependence 
on the production and consumption numbers, we get the worst case execution time 
if we take the maximum of execution time lmax{A), and lmax{B) in order to 
obtain the WCET. 

- For a given clustering, the procedure may be repeated then for the next clustering 
step by calculating the production and consumption numbers of the clustered graph 
as indicated by Theorem 2. 

- The best case execution time BCET of a two node cluster may be obtained by 
replacing the max by a min and Imax by Imin in Eq. (6). This leads to a new 
latency interval Z(J2) G [BCETfA, B)) . . . WCET ((A, B))] for the clustered 
node J7. 



The above procedure might be used in order to define a new variant of PGAN as 
follows: Instead of clustering those two actors together that have the biggest common 
repetition factor, we could construct a clustering such to optimize the WCET instead or 
a combintation thereof. 



5 Experiments 

In this section, we provide the results of experiments that show that the algorithm 
BLMB in Section 3 performs well. Eor doing this, we have created a test series as 
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follows: Let p G [pmin, ...pmax] and c G [cmin, ...,cmax] where pmin,pmax, 
cmin, cmax are random numbers in a given interval from 1 to Z G N. Then, for 
different values of Z, we generated N = 1000 times two random intervals given by 
pmin, pmax, cmin, cmax and evaluated the number of gcd evaluations performed by 
algorithm BMLB with respect to an exhaustive search for the maximum using any pair 
of values inside the random intervals. The following table provides the result of these 
experiments performed for 5 different values of Z and for N = 1000 experiments each. 
The table lists the average number x of gcd computations of BLMB over N sample 
intervals in the given range and the average number y of gcd computations in a total 
search for the maximum value determining the buffer memory lower bound for given 
two intervals. 



Table 1. Average number of gcd computations x performed over N = 1000 samples of random 
intervals in each indicated interval range using the BMLB algorithm and average number of gcd 
computations y when using exhaustive interval search in the same interval. 



Range of intervals 


X 


y 


[L 


.10"] 


1.42 


15.50 


[1- 


.10^] 


1.53 


1167.00 


[L 


.10®] 


1.57 


1.04 X 10"‘ 


[L 


.10^] 


1.52 


1.10 X 10’’ 


[1- 


.10®] 


1.57 


4.21 X 10® 



As can be seen, the average number of gcd computations using the BLMB algorithm 
is 1 .5 and almost constant and independent on the interval range of the experiments. The 
gain when using the BLMB algorithm is biggest for large intervals. It can thus be seen 
that buffer memory computations can be done quite efficiently for dataflow graphs with 
interval firing rates. 

6 Related Work 

Various alternative dataflow modeling strategies with different objectives have been 
developed for more general or more precise modeling of dataflow graphs beyond syn- 
chronous dataflow; a partial review of these approaches is provided here. In cyclo-static 
dataflow [3], production and consumption rates can be specified as tuples of integers 
that correspond to distinct execution phases of the incident actors. In scalable syn- 
chronous dataflow [8], actor specifications are augmented with vectorization param- 
eters that enable schedulers to control the degree of block processing performed by 
the actors. In synchronous piggybacked dataflow [7], actors access global states by 
passing special pointers alongside regular data tokens. In parameterized dataflow [1], 
dynamic reconfiguration of actor and subsystem parameters is allowed through separa- 
tion of functionality into subgraphs that perform reconfiguration and subgraphs that are 
periodically reconfigured. Boolean [4], bounded dynamic [6], and cyclo-dynamic [10] 
dataflow offer dynamically varying production and consumption rates by incorporating 
various other data-dependent modeling constructs. 
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7 Conclusions and Future Work 

We have presented a form of dataflow, called interval-rate, locally-static dataflow 
(ILDF). In ILDF graphs, the token production and consumption rates on graph edges 
remain constant throughout execution the graph, but these constants are not known 
exactly at compile time. We have motivated the use of ILDF as an intermediate rep- 
resentation for an important class of non-deterministic dataflow graphs, and have de- 
scribed a number of application examples. We have analyzed worst-case data memory 
requirements, and worst- and best-case execution time performance of schedules for 
ILDF graphs. Many useful directions for further work emerge from this study, including 
the development of algorithms for constructing efficient uniprocessor and multiproces- 
sor schedules for ILDF graphs, and integration of ILDF concepts to work with other 
dataflow models of computation, particularly the more dynamic ones. 
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Abstract. In this paper we present a new approach for generating high-speed 
optimized event-driven register transfer level (RTL) compiled simulators. The 
generation of the simulators is part of our BUILDABONG [7] framework, which 
aims at architecture and compiler co-generation for special purpose processors. 
The main focus of the paper is on the transformation of a given architecture’s 
circuit into a graph and applying on it an essential graph decomposition algorithm 
to transform the graph into subgraphs denoting the minimal subsets of sequential 
elements which have to be reevaluated during each simulation cycle. As a second 
optimization, we present a partitioning algorithm, which introduces intermediate 
registers to minimize the number of evaluations of combinational nodes during a 
simulation cycle. The simulator’s superior performance compared to an existing 
commercial simulator is shown. Finally, we demonstrate the pertinence of our 
approach by simulating a MIPS processor. 



1 Introduction 

Today, due to the increasing complexity of processor architectures, 70-80% of the de- 
velopment cycle is spent in validation. Here, beside formal verification methodologies, 
simulation based validation plays an important role. Furthermore, cycle-accurate and 
bit-true simulations are necessary for the debug process when mapping applications to a 
not physically available architecture. Moreover, in the domain of architecture/compiler 
co-design for application-specific instruction set processors (ASIPs), fast estimation 
and simulation methodologies are essential to explore the enormous design space of 
possible architecture/compiler co-designs. 

In the following, we list some significant approaches aiming at architecture simula- 
tion. Today’s simulation techniques include the flexible but often very slow interpretive 
simulation and faster compiled simulation. The simulation can be performed at the dif- 
ferent levels of abstraction starting from gate level, register transfer (RT) level, up to 
instruction-set (IS) level. The lower the abstraction level used, the higher simulation 
flexibility is achieved but at the same time the simulation speed dramatically slows 
down. Nowadays, the IS simulators are widely used in the domain of application spe- 
cific instruction set processors because of their extremely high simulation speed. 

In [4], a fast retargetable simulation technique improves traditional static compiled 
simulation by the utilization of the host machine resources. 

FastSim [11] and Embra [14] simulators use dynamic binary translation and result 
caching to improve simulation performance. Embra provides a high performance but it 
is restricted to the simulation of only the MIPS R3000/R4000 [1] architectures. 

A. Pimentel and S. Vassiliadis (Eds.): SAMOS 2004, LNCS 3133, pp. 519-529, 2004. 

(c) Springer- Verlag Berlin Heidelberg 2004 
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The architecture description language LISA [10] is the basis for a retargetable com- 
piled approach aiming at the generation of fast simulators for microprocessors even 
with complex pipeline structures. LISA is also used as entry language in the MaxCore 
framework [3] which automatically generates fast and accurate processor simulation 
models. 

In the BUILDABONG framework ([12], [6], [7]), a cycle-accurate model of the 
register transfer architecture using the formalism of Abstract State Machines (ASMs) 
is generated. Here, a convenient debugging environment is generated but the functional 
simulation is not optimized and can be performed only for relatively simple architec- 
tures. The problem of this approach is that the simulation engine is based on a library 
operating on bitstrings which is relatively slow. 

One of the largest drawbacks in all of these approaches is that some high-level 
machine description language must be additionally used in order to generate highest 
speed simulators. 

In this paper, we propose a mixed register-transfer/instruction-set level compiled 
simulation technique where the simulator is automatically extracted from a RTL de- 
scription and the application program is compiled prior to simulator run-time. Hence, 
there is no need to use any particular machine description language. Furthermore, we 
present two new approaches to optimize the simulation speed: (a), a novel graph decom- 
position algorithm to transform the graph into subgraphs denoting the minimal subsets 
of sequential elements which have to be reevaluated during one simulation cycle, and 
(b), we present a partitioning algorithm to minimize the number of evaluations of com- 
binational nodes during a simulation cycle by the introduction of intermediate registers. 

The rest of the paper is structured as follows: In Section 2, the basic concepts 
when generating high-speed optimized event-driven bit-true and cycle-accurate com- 
piled simulators are described. Here, a given graphical architecture description is trans- 
formed into a graph representation. Subsequently, the main focus of the paper is on the 
above mentioned RTL graph decomposition and partitioning algorithms. In Section 3, 
experiments and a case study when simulating a MIPS processor are presented and the 
results of our simulation approach are compared to an existing commercial simulator. 
Finally in Section 4, the paper is concluded with a summary of our achievements and 
an outlook of the future work directions. 



2 Event-Driven Compiled Simulation 

The flow of conventional compiled simulation, particularly Levelized Compiled Code 
(LCC) [13] simulation consists of circuit description, code generation, compilation, and 
running of the stand-alone compiled simulator, which reads input vectors and generates 
the circuit’s output values. In our case, the circuit description is extracted from the 
ArchitectureComposer [7] tool, where the architecture is graphically entered using a 
library of customizable building blocks such as register files, memories, arithmetic and 
logic units, busses, etc. The simulator is compiled from a C-1-+ program, which is gener- 
ated automatically using the SimulatorGenerator, a tool ArchitectureComposer. 

The structure of the generated simulator is similar to the structure of a conventional 
LCC simulator. It includes the main simulation loop in which the stimuli vectors are 
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read from an external stimuli file, the simulation routine sensitivity-update (definition 
follows) is called to perform the current simulation cycle, and the selected tracing values 
are stored. In order to be able to simulate arbitrary bitwidths accurately, our simulation 
engine uses the GNU Multiple Precision (GMP) library [8], which performs efficient 
arbitrary word-length arithmetic and logic computation. The simulation engine itself is 
a set of nested inline functions which evaluate each output of the hardware components 
of the circuit. This approach allows the C-H- compiler to perform an optimization of the 
program execution speed by reducing the number of intermediate variables in a data 
flow graph compared to conventional approaches, where the simulation engine uses a 
table of functions for each hardware element and a table of interconnections between 
them most of the times. 

As our objective is a cycle-accurate and pipeline-accurate bit-true simulation of a 
given computer architecture, the architecture’s behavior have to be simulated at the RTL 
level. Such a behavior may be described by a set of guarded register transfer patterns 
[9]. From a hardware-oriented point of view, register transfers (RT) take place during 
the execution of each machine cycle. During a RT, input values are read from a set of 
storage elements (registers, memory cells, etc.), a computation is performed on these 
values, and the result is assigned to a destination, which is again a set of storage ele- 
ments. 

Often, it can be seen that not all regions of the given circuit are involved in its entire 
functional process during any signihcant time interval. For example, in such architec- 
tures as FPGAs or reconhgurable arrays some inactive cells do not perform any signal 
changes from cycle to cycle, especially those parts which are responsible for the recon- 
figuration process. That is why, it is very reasonable not to recompute or update these 
regions in each simulation cycle. Hence, an event-driven simulation is applied in order 
to optimize the simulation speed by evaluating only those parts of the circuit whose 
values are affected from one to another simulation cycle. This is also called forward 
event-driven simulation. 

Definition 1 (Sensitivity-npdate-mapping). A sensitivity-update-mapping defines a 
set of sequential elements {uru • • ■ of the circuit which must be recomputed if 

at least one sequential element of a set {v ^^, . . . ,Vr^} has changed it’s value com- 
pared to the previous simulation cycle. It can be represented by the following notation: 

...,Ur„}. 

The RTL circuit is represented as a directed graph G(V, E). In the following sections, 
we present two essential algorithms to enable highest speed simulations on this graph; 
(i) a graph decomposition algorithm whose purpose is to divide a given description of 
an RTL architecture into subgraphs which denote the minimal subsets of sequential 
elements which have to be recomputed (determination of an optimal set of sensitivity- 
update-mappings) during one simulation cycle, and (ii), a partitioning algorithm to min- 
imize the computational cost of the sensitivity-update-mappings. But first, we show how 
a given netlist is transformed into such a graph representation. 

Definition 2 (Netlist). A netlist N = (V, F) is a set V of logic elements and a set F of 
nets interconnecting the elements v € V with each other. It defines a circuit in terms of 
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(b) 



BLIP Netlist format 



.model test1 
.inputs ini in2 in3 in4 
.outputs outi out2 
.latch in2 r3oul 0 
.latch in3 r4out 1 
.latch in4 rSout 0 
.latch r6in r6out 1 
.latch rSin oull 0 
.latch rIOin out2 0 

.subckt c2 in1=r3oul in2=r4out out=c2oul 
.subckt c3 in1=r4out in2=r5out out=r10in 
.subckt c4in1=in1 in2=c2out out=r6in 
.subckt c6 in1=r6oul in2=c2out out=r9in 







Fig. 1. Netlist representation. In (a), schematic graphical representation, in (b), BLIP textual rep- 
resentation , and in (c), netgraph representation of the given netlist. 



basic logic elements. A unidirectional^ net f G F, which interconnects n + m elements 
will be represented through f = ({tti, . . . , tt„}, {ui , . . . , Um\), where v\, . . . ,Vn € V 
are source nodes and ui, . . . , Um S V are target nodes of net f. 

Example 1. InFig. l,anetlistis shown with \V\ = 10 elements. Net /i is given hy/i = 
({^4}: {^2, C3}). Nodes named ri denote sequential elements whereas nodes named q 
denote combinational (i.e., state free) logic elements. 

A netlist can be given as a schematic graphical entry or in the form of a textual de- 
scription (e.g., in BLIP [ 5 ]). A netlist can be seen as a hypergraph, where the elements 
and nets are vertices and edges, respectively. This hypergraph can be transformed into 
a graph by the introduction of a netgraph concept. 

Definition 3 (Netgraph). A netgraph G = {V, E), E C V x V is a directed graph 
containing two disjoint sets of vertices V = Vr U Vc, representing the sequential el- 
ements or registers If and combinational elements Vc of a given netlist N = (V, E). 
Netlist interconnections are represented by directed edges e = (ui, V 2 ) G E. 

Example 2. In Fig. 1 , a netlist and its netgraph G = (V, E), respectively, is shown. 
The subset of combinational elements Vc = {c2, C3, C4, ce} is shown as circles and the 
subset of registers or sequential vertices Vr = {^3, r4, rs, rg, rg, rio} is represented by 
rectangles. 

In order to transform a given netlist N into a netgraph G all elements of the netlist must 
be analyzed first and, according to the element’s type (combinational or sequential), 

* A bidirectional net can be modeled by two unidirectional nets. 
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they are either included in the subset 14 or in the subset 14- In the generated simulator, 
the subset 14 will be represented by a set of inline nested functions implementing the 
functionality of the combinational elements, and the subset 14 will be represented by a 
set of variables of the certain data type. Furthermore, all of the nets are represented as 
directed edges e G E of a netgraph G. In case, when a net contains an : m connection, 
it is transformed into n x m directed edges of the netgraph, (in Example 1, for /i the 
case of a 1 : 2 connection is represented which is transformed into edges (r4, C2) and 
(r4, C3) of the graph G in Fig. 1 (c)). 

Given such a netgraph, a simple procedure to perform a determination of the initial 
sensitivity-update-mappings could be as follows: if there exist a directed path from one 
register to an other register Vr^ and on the path between these registers are no other 
sequential elements, then if the value of Vr^ changes, Vr^ has to be updated by evaluating 
the path of combinational elements in between. A set of such initial sensitivity-update- 
mappings and evaluation paths can be achieved by a search algorithm like depth-first 
search (DFS). For the example in Fig. 1 (c), the initial sensitivity-update-mappings are 
extracted in (a): 



(a) (6) 

{rg} I — > {rg, rg} {ra, n} 1 — > {rg} 

{ra} I — > {rg, rg, rig} — > |r4, rg} 1 — > {no} 

{?"5} ' — > {?’io} {ra, ri, rg} 1 — > {rg} 

{rg} I — > {rg} 

In a technical implementation, for instance, registers rg and rg would have to be updated 
twice if rg and r4 would have changed their values compared to the previous simulation 
cycle. 

In order to avoid multiple updates, we present a graph decomposition algorithm, 
which groups the sensitivity-update-mappings such that, at most one of the sequential 
elements will be updated during each simulation cycle. For the above example, the 
grouping result is than represented by the sensitivity-update-mappings in (b). 

2.1 RTL Circuit Graph Decomposition 

Now, we propose a graph decomposition into n subgraphs Gi = (14, Ei), i = 1, . . . , n. 
Each subgraph will consist of three regions: (i), the sequential input region is a subset 
of sequential nodes: C I4, C I4, (ii), the combinational region is a subset of 

combinational nodes: C I4, C I4, and (iii), the sequential output region 

is a subset of sequential nodes: C I4, 14°”* ^ ^r- The set specifies which 

input sequential elements v G have to be analyzed such that, if at least one of them 
differs from the value in the previous simulation cycle, then only the output sequential 
elements v € 14°”* 1° updated. An update of a sequential element v € 14°”* 

here means (i), the evaluation of all combinational elements v G which are 

affected by v or, in other words, the combinational elements that lie on the paths from v 
ton G 14™^ in the subgraph Gi, and (ii), an assignment of the newly evaluated result to 
the sequential element v. However, in practice, the sequential element v G I4°“* can be 
updated by the function call of the corresponding combinational element c G 14°°"**', 
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which is the unique direct predecessor of v, as the call of one nested function leads to 
the calls of all dependent functions. Finally, the conditions of the following routine can 
be directly extracted from the set of subgraphs and the generated simulator code will 
look as follows: 

Sensitivity-update routine in generated simulator 

1 FOR all subgraphs Gi DO 

2 IF G : t-(W) v{toid)) THEN 

3 FOR all nodes u G DO 

4 update(M); 

5 ENDFOR 

6 ENDIF 

7 ENDFOR 

In the above algorithm, tcur and toid denote the current and the previous simulation 
step, respectively. 

We propose a novel decomposition algorithm, which (i) guarantees that each regis- 
ter is updated at most once during each simulation cycle and (ii) minimizes the number 
of input registers v G which have to be analyzed (see line 2 of the above algo- 
rithm), whether a register has changed with respect to the previous simulation cycle as 
a secondary goal. In Fig. 2, the decomposition algorithm to derive the set of subgraphs 
Gi{Vi, Ei) is given as pseudo-code. The worst-case running time of the decomposition 
algorithm is 0(|yp -F |i?||y|). First, the algorithm performs DFS^ in order to extract 
the unique set of sensitivity-update-mappings such that, each left hand side of them 
has only one register. Then, the set of sensitivity-update-mappings is represented by an 
adjacency matrix M(|yr| x IK-D- Each row of it represents a register on the left hand 
side of a sensitivity-update-mapping and each column represents the registers on the 
right hand side of a sensitivity-update-mapping. Afterwards, the rows and columns of 
this matrix are sorted in descending order. The sorting in the adjacency matrix allows 
to group the input registers together which have to be analyzed, whether a register has 
changed with respect to the previous simulation cycle. By this a heuristical minimiza- 
tion of input registers in each subgraph is performed. And finally, the subgraphs Gi are 
generated. 

Theorem 1. The algorithm DECOMP in Fig. 2 satisfies the condition that during each 
simulation cycle, the set of registers that have to be recomputed will be updated at most 
once. 

Proof. Each column of the adjacency matrix M represents exactly one register that 
must be updated. Eurthermore, according to the lines 20-32 of DECOMP, each column 
will be uniquely assigned to one sensitivity-update-mapping with index 1. □ 



Example 3. Eor the netgraph shown in Eig. 3 (a), the result of the decomposition is 
shown in Eig. 3 (d). Three subgraphs have been extracted: 

^ The DFS is modified such that, if a sequential node v is found no outgoing edges of v traversed 
anymore. 
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DECOMP 



1 

2 

3 

4 

5 

6 

7 

8 
9 

10 

11 

12 

13 

14 

15 

16 

17 

18 

19 

20 
21 
22 

23 

24 

25 

26 

27 

28 

29 

30 

31 

32 

33 



IN: G{V,E) 

OUT : Set of subgraphs Gi (Vi , Ei) 

BEGIN 

HFind the sensitivity-update-mappings list Li = i — > {Ur ^ , • • • , Ur„ }) 

integer i ^ 0; 

FOR all sequential elements v € Vr DO 
i i 1', Vn ^ v; 

{un,...,ur„} ^ DFS(G,n); 

Li < (Urj , {Uri , • • • , } ) i 

ENDFOR 

H Build adjacency matrix M (| K- 1 x \Vr\) 

^ f 1, if 3Li : {vn ' — > Ur^), 

\ 0, otherwise-, 

I/Sorting the rows of M in descending order (criteria is a sum of the elements in each row) 
sum.in-rows[l..\Vr\] ^ get_sumJn.rows(M); 
sort_rows(M, sumJnjrows)', 

//Sorting the columns of M in descending order (criteria is a sum in each column) 
sumJn.columns[l..\Vr\] ^ get_sumJn.columns(M); 
sort_columns(M, sum. in. columns)', 

//Clustering graph G into subgraphs 

integer j ^ |K.|; i <— 0; 

WHILE (j > 1) DO 

l^l + V, ^ 0; vr* ^ 0; 

WHILE (columns[j] = columns[j — > 1) DO 

yout ^ yout ^ 

j ^ j — 1; 

ENDWHILE 

yout ^ yout ^ { }; 

FORi= 1T0|K| DO 

IF (mij > 0) THEN ^ U 
ENDFOR 
.7 ^ j - 1; 

ENDWHILE 

END 



Fig. 2. RTL circuit graph decomposition algorithm. 



Gi : = {ri,r 2 ,r 3 ,r 4 }, = {01,02,04,05}, = {rQ,ry,rs}), 

G2 : = {03,04,06}, ^2“™" = {C2,ce}, = {09}), and 

G3 : = {04,05}, = {03}, Vr * = {010}). 

Here, the corresponding set of sensitivity-update-mappings is: 

{01,02,03,04} I — > {o6,07,os}, {03,04,00} I — > {09}, and {04,05} 1 — > {oio}- 

2.2 RTL Circuit Graph Partitioning 

As a result of the decomposition algorithm we obtain a set of subgraphs from which 
the sensitivity-update routine can be directly extracted and the compiled simulator code 
can be generated as shown in the previous section. Considering one subgraph Gi, an 
update of each output register v G can lead to multiple evaluations of the corre- 
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Fig. 3. RTL circuit graph decomposition. In (a), a netlist is shown, in (b) the corresponding graph 
G. In (c), the set of initial sensitivity-update-mappings for the sequential elements of the graph 
G is depicted. Finally, in (d), the decomposition into subgraphs Gi, G 2 and G 3 is shown. 



spending combinational elements c G ycomb same simulation cycle. Obviously, 
this dramatically slows down the simulation speed. 

Example 4. In Fig. 4 (a), if the value of register ri is changed compared to it’s value 
in the previous simulation cycle then the RT update for registers {t 2, ra, r4} must be 
performed. Namely, for T2 the set of combinational elements {ci, C2, C3, C4}, for the 
set {ci, C2, C4}, and for r4 the set {ci , C2, C4, C5} must be reevaluated. The sets overlap 
each other which implies multiple evaluations of the combinational elements Ci, C2, C4 
during the same simulation cycle. 

To avoid this effect and to minimize the subset of combinational elements which have 
to be evaluated during the simulation cycle, a graph partitioning algorithm is presented 
in the following. The algorithm inserts so called virtual intermediate registers (VIR) at 
certain places of the graph. The function of a VIR is to store the required intermediate 
circuit value (assignment operation), reducing by this the overall number of function 
calls during the register transfer updates (see Fig. 4 ). In the following, we consider 
only the subgraph Gi = ( 14 ™^, Ei), particularly, only the subset of com- 
binational elements Let n = be the number of nodes in Let 

FF = ( Wci , Wc2 , ■ ■ ■ , Wcn ) be the vector of the weights of the corresponding combi- 
national elements denoting the simulation time in milliseconds of each combinational 
element. In the vector L = ( Zci , ^C2 j ■ ■ • i ^c„ ) each element denotes, how often each 
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Fig. 4. RTL circuit graph partitioning. In (a), before partitioning, if the value of n is changed 
compared to it’ s value in the previous simulation cycle then the RT update for { r 2 , rs , r4 } must be 
performed. The overlapping subsets U{r2), U{r-i), and Uiri) include the combinational nodes 
which must be reevaluated for each output register respectively during RT. In (b), after a first step 
of partitioning the virtual register V I Ri is inserted and, as a result, the common subsets include 
only two combinational elements ci and C2 • 



combinational element Ci is called. Let Wmr be the a constant weight denoting the sim- 
ulation time of one VIR assuming that all VIRs have the same bitwidth. Then, the total 
simulation time depends on the number m of inserted VIRs: S{m) = W ■ L + Wmr ■ m. 

Assume the case when m = n\ = min {wa}', la = 2 (i.e., each 

combinational element is called at least twice). Then, only one case is possible, when 
Wcmirt ^ Wvir, then Wmr — ~ S, where 5 ^ 0, 5 > 0. The insertion of the 

maximal possible number of VIRs (i.e., in all places, where the output degree of com- 
binational node is > 1) results in the minimal simulation time. This case is dominant, 
since the simulation time of one assignment operation (VIR) is always less or equal then 
the simulation time of any other combinational element. It could be theoretically pos- 
sible to have the case when Wc^.^ < Wmr for instance in a system with hard memory 
restrictions, where each additional insertion of VIR could be very expensive consider- 
ing memory constraints. But practically, the insertion of a VIR is nothing else as one 
assignment function and, from other hand, the implementation of any combinational el- 
ement includes already the assignment as well, which means a VIR will never consume 
more memory compared to a combinational element. Moreover, as far as our simula- 
tion engine is a set of inline functions, insertion of a VIR will reduce the calls of the 
same function in the same simulation cycle, which, as consequence, also will reduce 
the program code size of the generated simulator. 



3 Experimental Results and Case Study 

First, we performed a number of tests to measure the speedup which can be obtained 
by using the proposed graph partitioning algorithm. Here, the simulation times were 
reduced by 7-12%. 

Secondly, we present simulation results for various architectures of different com- 
plexity using different simulation engine libraries at link-time. Performance results of 
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Fig. 5. Simulation speedups with respect to the generated simulators in [12] for different linked 
libraries: a) integer, b) GMP static and c) GMP shared library. 



Table 1. MIPS processor simulation speed. The simulation speed in machine cycles per second 
is compared to the existing commercial RTL Scirocco simulator in event-driven mode. 



MIPS R3000 


SUN 

(GMP) 


SUN 

(Integer) 


SUN Scirocco 
(VHDL) 


Linux 

(GMP) 


Linux 

(Integer) 


Simulation speed, CPS 


253 807 


3448280 


9940 


540541 


9090920 



different generated simulators were obtained using a Pentium IV at 2.5GHz with 1GB 
RAM running Linux SuSe 8.0. In Fig. 5, different linked libraries have been used and 
compared in the generated simulator versions. The speedup is shown with respect to the 
Simcore library [12] which is based on bitstrings. The use of the GNU Multiple Preci- 
sion (GMP) arithmetic library showed simulation speedups of a factor of 24 higher for 
8-bit architectures, of a factor of 27 for 16-bit architectures, and of a factor of 34 for 
32-bit architectures. The use of standard data structures such as, for instance, integer 
(without linking of any library) showed even better results with simulation speeds of a 
factor of 4 faster than using the GMP arithmetic library. But in this case, we are able to 
simulate only the architectures with standard fixed bitwidths (8, 16, 32 bit) as standard 
data types operate only on the values of these bitwidths. As far as such architectures are 
widespread, this approach is not unimportant for us and can be considered during the 
simulator generation. 

Third, as a realistic case study, a simulator for the MIPS R3000 32-bit processor 
has been generated and evaluated, too. Table 1 shows the simulation performance of 
the MIPS processor using our approach compared to the existing commercial RTL 
Scirocco simulator (in event-driven mode) (Synopsys)[2j. In the table, the performance 
results were obtained using a Sun workstation running Solaris 2.9 with a 900 MHz 
UltraSPARC-Ill processor. Furthermore, the simulation speed, reported in the last two 
columns, was achieved by using the described Linux environment. A notable improve- 
ment in simulation speed of almost two magnitudes compared to Scirocco is shown. Up 
to 9 mill, machine cycles per second were demonstrated here at RTL which is equally 
fast or faster than most compiled instruction-level simulators. 

Additionally, the binary code size of the generated simulators is about factor 50 less 
compared to the commercial one. 
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4 Conclusions and Future Work 

In this paper, we proposed a new mixed register-transfer/instmction-set level compiled 
simulation technique where the simulator is automatically extracted from a RTL archi- 
tecture description and the application program is compiled prior to simulator run-time. 
Furthermore, several optimization techniques to accelerate the simulation speed have 
been introduced: Event-driven simulation, efficient generation of simulator code by use 
of inlining to allow highest compiler optimizations, a graph decomposition algorithm 
that divides a netgraph description into subgraphs which denote optimal sets of update 
rules, and a partitioning algorithm to minimize the subset of combinational elements 
which have to be evaluated during one simulation cycle. The results show a high simula- 
tion speed with flexibility, cycle-accuracy, and bit-truth of entirely RT level simulation. 

In the future, we would like to work on the visualization of the simulation process 
and/or results. Further optimizations can be done by using a combination of different 
data types (arbitrary- and fixed-width) in one generated simulator. 



References 

1. Mips homepage, http : / /mips . com/. 

2. Synopsys homepage, http : / / synopsys . com/. 

3. Axys design automation, http : //www. axysdesign . com. 

4. J. Z. Daniel. A retargetable, ultra-fast instruction set simulator. In Proceedings on the Euro- 
pean Design and Test Conference, 1999. 

5. K. S. E. Sentovich et al. Sis: A system for sequential circuit synthesis. In Technical Report 
UCB/ERL M92/41 . University of California, Berkeley, May 1992. 

6. D. Fischer, J. Teich, M. Thies, and R. Weper. Efficient architecture/compiler co-exploration 
for asips. In ACM SIG Proceedings International Conference on Compilers, Architectures 
and Synthesis for Embedded Systems ( CASES 2002 ), pages 27-34, Grenoble, France, 2002. 

7. D. Fischer, J. Teich, M. Thies, and R. Weper. BUILDABONG: A framework for architec- 
ture/compiler co-exploration for ASIPs. Journal for Circuits, Systems, and Computers, Spe- 
cial Issue: Application Specific Hardware Design, pages 353-375, 2003. 

8. T. Granlund. The GNU multiple precision library, edition 2.0.2. Technical report, TMG 
Datakonsult, Sodermannagatan 5, 11623 Stockholm, Sweden, 1996. 

9. R. Leupers. Retargetable Code Generation for Digital Signal Processors. Kluwer Academic 
Publishers, Dordrecht, The Netherlands, 1997. 

10. S. Pees, A. Hoffmann, and H. Meyr. Retargeting of compiled simulators for digital signal 
processors using a machine description language. In Proceedings Design Automation and 
Test in Europe (DATE’2000), Paris, March 2000. 

11. E. Schnarr and J. R. Lams. Fast out-of-order processor simulation using memorization. In 
Proceedings of the eighth international conference on Architectural support for program- 
ming languages and operating systems, pages 283-294, 1998. 

12. J. Teich, P. Kutter, and R. Weper. Description and simulation of microprocessor instmction 
sets using asms. In International Workshop on Abstract State Machines, Lecture Notes on 
Computer Science (LNCS), pages 266-286. Springer, 2000. 

13. L.-T. Wang, N. E. Hoover, E. H. Porter, and J. J. Zasio. SSIM: A software levelized compiled- 
code simulator, pages 2-8. 

14. E. Witchel and M. Rosenblum. Embra: Fast and flexible machine simulation. In Measure- 
ment and Modeling of Computer Systems, pages 68-79, 1996. 




A High-Level Programming Paradigm for SystemC 



Mark Thompson and Andy D. Pimentel 



Department of Computer Science, University of Amsterdam 
Kruislaan 403, 1098 SJ Amsterdam, The Netherlands 
{mthompsn, andy}@science . uva . nl 



Abstract. The SystemC language plays an increasingly important role in the 
system-level design domain, facilitating designers to start with modeling and sim- 
ulating system components and their interactions in the very early design stages. 
This paper presents the SCPEx language which is built on top of SystemC and 
which extends SystemC’s programming model with a message-passing paradigm. 
SCPEx’s message-passing paradigm raises the abstraction level of SystemC mod- 
els even further, thereby reducing the modeling effort required for developing 
the (transaction-level) system models applied in the early design stages as well 
as making the modeling process less prone to programming errors. Moreover, 
SCPEx allows for performing automatic and transparent gathering of various sim- 
ulation statistics, such as statistics on communication between components. 



1 Introduction 

The heterogeneity of modern embedded systems and the varying demands of their tar- 
get applications greatly complicate the system design. It is widely agreed upon that 
traditional design methods fall short for the design of these systems as such methods 
cannot deal with the systems’ complexity and flexibility. This has led to the notion 
of system-level design in which designers already start with modeling and simulating 
system components and their interactions in the very early design stages (e.g., [5, 8]). 
More specifically, system-level models typically represent application behavior, archi- 
tecture characteristics, and the relation (e.g., mapping, hardware-software partitioning) 
between application(s) and architecture. These models do so at a high level of abstrac- 
tion, thereby minimizing the modeling effort and optimizing simulation speed that is 
needed for targeting the early design stages. This high-level modeling - of which the 
class of transaction-level models [2] is especially gaining interest - allows for early 
verification of a design and can provide estimations on the performance, power con- 
sumption or cost of the design. 

The SystemC language [1] plays an increasingly important role in the system-level 
design domain. This language allows for modeling systems at a relatively high (behav- 
ioral) level of abstraction, after which the models can be gradually refined towards a 
level of absfracfion af which synthesis of the modeled design is possible. 

In this paper, we present the SCPEx (SystemC Pearl Extension) language that is 
built on top of SystemC v2.0, and which extends SystemC’s programming model with 
a message-passing paradigm - based on the Pearl simulation language [7] - raising the 
abstraction level of SystemC models even further. This increase of abstraction level re- 
duces the modeling effort required for developing the (transaction-level) system models 

A. Pimentel and S. Vassiliadis (Eds.): SAMOS 2004, LNCS 3133, pp. 530-539, 2004. 
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applied in the early design stages, and makes the modeling process less prone to pro- 
gramming errors. Moreover, SCPEx also allows for automatic and transparent gathering 
of various statistics on, for example, communications between components. 

The paper is organized as follows. In Section 2, we motivate the development of 
SCPEx. Section 3 provides an overview of SCPEx’s simulation primitives with their 
semantics. To illustrate SCPEx’s programming paradigm and demonstrate its modeling 
power. Section 4 presents SCPEx code samples taken from a realistic case study. This 
section also illustrates SCPEx’s support for YML (Y-chart Modeling Language) [3] 
which provides an explicit description of the structure of SCPEx models (i.e., how 
components are connected and parameterized). Einally, Section 5 concludes the paper. 



2 Raising the Abstraction Level of SystemC 

To cope with the growing complexity of (embedded) systems, system-level design has 
been increasing the level of abstraction at which systems are modeled and simulated. 
A clear example of this trend is the emergence of the high-level modeling and simu- 
lation language SystemC [1]. Hardware description languages (HDLs) such as VHDL 
and Verilog are slowly being replaced by languages such as SystemC (and related vari- 
ants like SpecC [6]) in especially the early stages of design. The rationale behind this 
transition to higher-level languages is that they allow for more efficient exploration 
of system-level design tradeoffs and enable earlier verification of the entire system, 
thereby reducing risks. In addition, software is playing an increasingly important role 
in systems design, where traditional HDLs typically are hardware oriented. By build- 
ing the new modeling and simulation languages on existing high-level languages such 
as C/C-H-, existing code can easily be (re-)used during system design. Applying these 
high-level design languages usually means that a system initially is modeled at a high 
(behavioral) level of abstraction, after which the model is gradually refined towards a 
level of abstraction at which synthesis of the modeled design is possible. 

In the past decade, we have gained a lot of experience with our own high-level 
architecture modeling and simulation language called Pearl [7,4]. This object-based 
discrete-event simulation language has proven to be highly efficient for abstract perfor- 
mance modeling and simulation of computer architectures, both in terms of modeling 
effort as well as simulation speed. Pearl’s modeling efficiency is mainly due to the 
message-passing programming paradigm it adheres to. A Pearl program consists of a 
collection of objects running concurrently, where each object executes ordinary sequen- 
tial code and has its own data space which cannot directly be modified by other objects. 
When an object wants to modify some remote data, it sends a message to the object 
with a request to change the data. Subsequently, the remote object will only change the 
data after explicitly accepting the request. 

Comparing Pearl’s programming paradigm and associated primitives to those of 
SystemC v2.0, one can observe a number of areas where Pearl adopts a higher level of 
abstraction. Pearl, for example, abstracts from the concept of ports and explicit chan- 
nels between ports as applied in SystemC. Pearl objects only contain a single “link” with 
each neighboring object and can communicate with these objects using remote method 
calling implemented via the aforementioned message-passing mechanism. Implement- 
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ing remote method calling by means of message passing implies that objects remain 
autonomous in their execution: an object decides itself when to process an incoming re- 
mote method call. This also means that in Pearl buffering of messages at objects is taken 
care of by the run-time system, rather than having to implement explicit buffering as one 
would have to do in SystemC. As we will show later on, this message-passing program- 
ming paradigm nicely fits the modeling of transactions in transaction-level models. In 
addition. Pearl’s message passing primitives (performing a remote method call) trans- 
parently incorporate inter-object synchronization, while this is done by separate and 
explicit event notifications in SystemC. The latter may be more prone to programming 
errors. Another valuable benefit of Pearl’s message-passing paradigm is that the run- 
time system can automatically gather statistics on communications between objects, 
utilization of objects, critical paths between objects, and so on. Such automatic feed- 
back may be a significant help to recognize early bottlenecks in the modeled system. 

This paper presents SCPEx (SystemC Pearl Extension), which is a software-library 
on top of SystemC v2.0 (see Figure 1) that provides SystemC modelers with Pearl’s 
message-passing programming paradigm. Hence, it allows for raising the abstraction 
level of SystemC models, which can be especially beneficial for the efficient develop- 
ment of initial system-level models. As illustrated in Figure 1, modelers have the choice 
of i) using a so-called Model of Computation (MoC) - like process networks, dataflow 
networks, CSP, and so on - that has been implemented on top of SystemC/SCPEx, ii) 
using SCPEx to start the modeling after which models can be refined towards SystemC 
v2.0 in a later stadium, or Hi) immediately start modeling in SystemC v2.0. 

As will be explained later on, SCPEx also features 
support for the Y-chart Modeling Language (YML) 

[3] that is used in our Sesame system-level modeling 
and simulation framework [4] to describe the struc- 
ture of models, i.e., how model components are con- 
nected and parameterized. YML support for SCPEx 
gives us the choice of using either Pearl or SCPEx 
architecture models in Sesame, where the translation 
of Pearl models to SCPEx models (and vice versa) is 
relatively straightforward. The latter will facilitate ex- 
porting Pearl models to SystemC-based environments as well as importing SystemC 
(IP) models in Sesame. 

3 SCPEx 

The SCPEx library extends SystemC’s scjnodule class with an scpexjnodule 
class to provide the modeler with all the required functionality to use the Pearl pro- 
gramming paradigm in SystemC. Whereas SystemC modules can contain many (differ- 
ent types of) processes, SCPEx only allows one process in a module in order to maintain 
a strict message-passing paradigm for exchanging data between processes/modules. 
The process in an SCPEx module is managed by the simulation scheduler as a non- 
preemptive user-level thread. As there is a one-to-one mapping of execution threads to 
modules, we speak of the “execution of a module”. The simulation scheduler sched- 
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MoCs 




SCPEx 


SystemC 2.0 core language 



Fig. 1. SCPEx: Adding a layer on 
top of SystemC v2.0. 
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ules a module when it is ready to run. If - at some point in simulated time - there is 
more than one module ready to run, the scheduler will select them in turn. The modeler 
should assume that the scheduling is non-deterministic as to prevent that the correct 
working of the simulation depends on the order in which modules are scheduled. 

An SCPEx module consists of C-H- code with any number of functions, methods 
and SCPEx primitives. Eunctions and methods differ only in that execution of methods 
may be requested by other modules, whereas functions are only used internally by a 
module. There are two types of SCPEx primitives: block and call primitives. A call 
primitive performs a remote method call, merely being a request to another module to 
execute one of its methods. A block primitive specifies that a module is going to wait for 
the simulation clock, for one or more method(s) to be called by a remote module, or a 
combination of these two. As mentioned before, the remote method calling is performed 
via a message passing mechanism of which the implementation details are hidden from 
the modeler by means of the call/block primitives. In the remainder of this section, we 
present the semantics of these primitives and explain the message passing mechanism. 

There are two types of call primitives: synchronous and asynchronous. They have 
the following abstract syntax: 



abstract syntax 


{a}synch_call ( remotejnodule, 
method, 

argument.l, . . . , argument_n ) 


examples 


int res = synch_call (alu, add, 2, 4); 
asynch.call (alu, add, 2, 4); 



A call statement sends a request to remote .module to execute method with 
the associated arguments. Here, remotejnodule is a pointer to the remote module 
and method is the name of the method that should be executed in the other module 
where the argument jc variables have to match the argument types of that method. 
The synch.call statement does not return until it receives an acknowledgment from 
the remote module. To illustrate this, let us assume that the calling module is named 
modulel. A synch.call will halt the thread of modulel and yield control to 
the scheduler. The scheduler will then select one of the other modules to resume ex- 
ecution. At some point, the remote module (remotejnodule) may accept and exe- 
cute the requested method. Doing so, method will send an acknowledgment back to 
modulel. After receiving this acknowledgment, the scheduler knows that modulel 
is runnable again and may be scheduled for execution. The synch.call statement in 
modulel then evaluates to the value of the acknowledgment with which the method 
of remotejnodule has replied. Replies are sent using a special reply primitive: 



abstract syntax 


reply ( reply.data ) 


example of a 
reply in a 
synchronous 
method 


void add (int a, int b) { 

/* model, e.g., computation time */ 
reply (a+b) ; 

} 



The asynchronous call statement has a similar syntax to synch.call. This asyn- 
chronous version of the call primitive also sends a request to execute a method with 
the given arguments to remoteunodule. However, this statement does not wait for 
remotejnodule to handle the request, but returns immediately. It is not necessary for 
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the remote method to issue an acknowledgment using the reply primitive. This explains 
why asynch_cal 1 has no reply value. We note that methods that issue a reply may be 
called synchronously as well as asynchronously (the reply-value is then ignored), while 
synchronously calling a method without a reply causes the caller to block indefinitely. 

On the implementation side, a remote method call made by synch.call and 
asynch_call results in a message being sent from the calling module to the remote 
module. This message contains all the information a remote module requires to handle 
the request. This includes a method identifier and the actual parameters of the method 
as well as the reply data and pointer to the calling module required to notify the calling 
module upon completion of the method. 

A module may receive more method-call requests (i.e., messages) than it can pro- 
cess at any given time. Therefore, there is a need to store unprocessed messages. Any 
two communicating modules are connected using a message queue that accepts writ- 
ing of messages by the calling module and reading by the receiving module. This is 
totally transparent to the modeler as the call and block primitives handle the queuing 
and dequeuing of messages. 



abstract syntax 


block ( methodl, method2, methodN ) 

blockt ( time ) 

blockt ( time-out, methodl, method2, ..., methodN ) 


examples 


block (add, sub, mult, div) ; 
blockt (20) ; 

blocktdO, read, write); 



Semantically, the block primitive - being similar but not identical to SystemC’s wait 
primitive - indicates what behavior of a module will be simulated in the following sim- 
ulation time-steps. One instance of this primitive - the blockt statement - is identical 
to SystemC’s wait (time-units) as it simulates that a module is busy for a fixed 
number of time-steps after which the module resumes execution. 

To model that a module is ready to process a request (i.e., an incoming remote 
method call), the block statement is used. It allows for specifying a selection of meth- 
ods in the argument list in order to accept only requests for these particular methods. 
Applying the special keyword any as an argument, the block statement will accept 
any incoming request. The implementation of the block statement first checks whether 
or not an acceptable request is already stored in the module’s inbound message queue. If 
present, then the first message for methodx (being one of the arguments of the block 
statement) is dequeued and methodx is called in the local module with the parameters 
stored in the message. If there is no request stored in the message queue, then the mod- 
ule halts execution and yields control to the scheduler. The module will be rescheduled 
whenever a matching request arrives. A block statement does not return control to the 
next statement until one of the specified methods has been executed. The last form of 
the block primitive is a combination of the previous two: it waits for one or more meth- 
ods to be called with a specified time-out. So, if no incoming method call was received 
during this time-out period, then control is returned after time-out time-steps (thus 
operating like a blockt statement). 

Figure 2 illustrates the semantics of the aforementioned primitives using a simple 
simulation model of a processor, cache and memory. We note that, for the purpose of 
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brevity, we slightly simplified the code (e.g., we omitted instantiations and initializa- 
tions). The next section will present real SCPEx code samples. In the code of Figure 
2, the processor reads a word, prefetches another, and reads the two words again. The 
prefetch is simulated by calling the fetch method asynchronously: the processor does 
not wait for the result. The cache implements the fetch method. If the requested data 
is in the cache, it takes only 2 time-steps to complete the request, otherwise it takes 4 
time-steps plus the time needed to fetch the data from memory. The memory imple- 
ments a fetch that always takes 15 time-steps. The graph in Figure 2 shows the activity 
of the different modules during the time of the simulation: solid lines indicate that the 
module is busy, dashed lines indicate that the module is waiting for the results of a 
synchronous method call, while blanks imply that the module is idle and waiting for 
a method call. The scheduler terminates the simulation when ah modules are blocking 
and no new requests are made. In this case, the simulation is stopped at f = 50. 

It is not difficult to see that SCPFx nicely aligns with the modeling support needed 
for implementing transaction-level models. The transactions in transaction-level models 
- being atomic transfers of high-level data and/or control - perfectly map onto SCPFx’s 
communication primitives. 



class processor: scpexjnodule { 
void main ( ) { 

synch.call (cache, fetch, 0x0000); 
blockt(4) ; /* model some computation */ 
asynch.call (cache, fetch, 0x0020); 
bloclct (9); 

synch.call (cache, fetch, 0x0000); 
bloclct (4); 

synch.call (cache, fetch, 0x0020); 

} 



class cache: scpexjnodule { 
void main ( ) { 

while (1) /* main loop of module */ 
block (fetch) 

} 

void fetch (int addr) { 
blockt ( 2 ) ; 
if (present (addr) ) 

reply (lookup (addr) ) ; 
else { 

int data = 

synch_call (memory, fetch, addr) ; 
blockt ( 2 ) ; 
store (data) ; 
reply (data) ; 

} 

} 

/* module functions: */ 
int present (int addr) {...} 
int lookup (int addr) {...} 
int store (int data) {...} 



class memory: scpexjnodule { 
void main ( ) { 
while (1) 

block (fetch) 



void fetch (int addr) { 
blockt (15) ; 
reply (lookup (addr) ) ; 

} 

/* module functions: */ 
int lookup (int addr) {...} 




Fig. 2. Illustrating SCPEx’s primitives. 
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4 Illustrating SCPEx: A Case Study 

To show SCPEx in action, we present several code snippets from a case study that 
was performed earlier with our Sesame system-level modeling and simulation frame- 
work [4] (using Pearl), and that we have repeated using SCPEx. In this case study, we 
mapped a Motion- JPEG encoder application - modeled as a Process Network - onto 
an architecture model that models a bus-based shared-memory multiprocessor architec- 
ture. This mapping is performed via trace-driven co-simulation in which the M-JPEG 
application model generates application events representing the workload imposed on 
the architecture, while the (transaction-level) architecture model simulates the perfor- 
mance consequences of these application events. Architecture models in Sesame usu- 
ally account for performance constraints (i.e., timing behavior) only and do not model 
functional behavior since the latter is already captured in the application model. Eor a 
comprehensive description of Sesame, the reader is referred to [3, 4]. 

In Sesame, YML (Y-chart Modeling Language) [3] is used to describe the struc- 
ture of simulation models and their parameterization. YML is based on XML so as to 
be simple and flexible and was developed to allow for rapid creation and modification 
of simulation models. Sesame applies YML to describe both application and architec- 
ture models as well as the mapping between these models. Besides statically describing 
model components and their connections, YML also features support for dynamic de- 
scriptions using scripting. This scripting allows, for example, for rapidly defining mod- 
els that consist of many similar components (such as a large lattice of switches in a net- 
work). Moreover, as library support is inherent to XML, it is possible to make libraries 
of (parameterized) model component descriptions. Since YML supports hierarchy, this 
means that it is easy to reuse model components together with their descriptions as part 
of different models. To simplify the use of YML even further, a YML editor has been 
developed to compose model descriptions using a graphical interface. As the properties 
of YML can also be very benehcial for SystemC-based models, we added YML support 
to SCPEx. An additional advantage to adding YML support is that Sesame architecture 
models can either use the Pearl simulation language or SCPEx. 

To illustrate YML, the code in Ligure 3 shows a part of the architecture model 
description for the M-JPEG case study. Each node represents a simulation module, 
which in our example are a processor (mp) and a bus component. The value of the 
class property describes which SCPEx class needs to be instantiated for this object. 
The port objects together with the link element describe the connection between the 
processor and the bus. The ini t property describes the initialization values of variables 
of a module. In SCPEx, the initialization values can be integers, port names, or arrays 
of one of the two types. Before port names are assigned to the corresponding variable, 
they are transformed to module references (which are used by the call primitives). To do 
so, the YML interface of SCPEx traces the links of the port (possibly crossing several 
levels of hierarchy in YML) until it reaches the node it is connected to. 

Ligure 4 shows (most of) the real SCPEx code of the processor and bus modules 
from the M-JPEG case study. We only omitted the inclusion of header files and the 
store method in the processor module since the store is almost identical to the 
load method. Modules have to implement a constructor with a fixed prototype, as 
shown in the declaration of the proc and bus classes (two top boxes in Ligure 4). This 
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<network xmlns=" . . . /YML" name="MJPEG-arch" class="net"> 

<node name="mp" class="scpex_object''> 

<proper ty name= "class " value= "proc " /> 

<property name=" in.it" value="net ,10, [359,0,0,0,154,1,45,0,4,154] "/> 
<port name="net" dir="out"/> 

<port name="vp" dir="in"/> 

</node> 

<node name="bus" class="scpex_object"> 

<property name= "class " value= "bus " /> 

<property name="init" value="mem, 1, 8"/> 

<port name="input" dir="in"/> 

<port name="mem" dir="out"/> 

</node> 

<link innode="mp" inport="net" outnode="bus" outport="input"/> 



Fig. 3. Example YML code for processor and bus modules. 



constructor is used by the YML interface to instantiate a module. The INIT macro is 
used to initialize module variables with values given in the YML specification file. 

A processor module may be requested - by means of an application event from the 
application model - to model the timing consequences of a computation (compute 
method) or a communication (load and store methods). The opers array in the 
compute method contains the latencies of the different computational operations that 
can be performed by the processor, while the operindx argument specihes which 
operation is performed hy the application at some moment in time. In Figure 3, it can 
be seen how the opers latency-array is passed to the processor module as part of 
a YML init property. The load and store methods - modeling the processor’s 
communication - simply are synchronous calls to the communication network which 
in this case is a bus. This implies that the bus, and subsequently the memory that is 
attached to the bus, will account for the timing consequences of the communication. 
The bus module accounts for a setup latency which models the overhead to gain 
access to the bus without contention (pure arbitration overhead, etc.). Communication 
latency due to bus contention (one request waiting for another) is implicitly modeled - 
so without an explicit arbiter - which is straightforward because of SCPEx’s message- 
passing paradigm. While the bus module services a communication from one processor 
module, a request for communication from another processor module will simply be 
stored in the SCPEx message queue of the bus module until the bus is available again. 
Bus arbitration is thus performed using SCPEx’s FCFS message-queue policy, which 
may be especially useful in early design stages for rapidly obtaining an initial system 
model. Naturally, an explicit arbiter can be added to realize different arbitration policies. 

Explicit references to target modules with which is communicated - such as the pro- 
cessor module in Figure 4 that directly communicates with the bus module - may limit 
the reusability of SCPEx modules. To avoid such problems, SCPEx models can apply 
the concept of subtyping. For example, in Figure 4 we can write ’’interconnect 
*net” instead of ’’bus *net”, where interconnect is an abstract class (merely 
being an interface). In addition, the hrst argument of the synch.calls, containing 
the class of the remote module, should also be adapted accordingly. Subsequently, 
using the YML description, we can map a bus module, which is a subtype of the 
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Struct proc: public scpexjnodule { 




struct bus: public scpexjnodule { 


bus *net; 




memory *mem; 


int nepers; 




int setup; 


int *opers; 




int width; 


void main ( ) ; 




void main ( ) ; 


void compute (int operindx) ; 




void load(int nbytes, int addr); 


void load(int nbytes, int addr) ; 




void store (int nbytes, int addr) ; 


void store(int nbytes, int addr) ; 






proc ( scjnodule_name name. 




bus ( scjnodulejiame name. 


(init.values **) is) : 




(init.values **) is) : 


scpexjnodule (name) { 




scpexjnodule (name) { 


INIT (net) ; 




INIT (mem) ; 


INIT (nopers) ; 




INIT (setup) ; 


INIT (opers) ; 




INIT (width) ; 


} 




} 


}; 




}; 


void proc::main() { 




void bus::main() { 


while (1) 




while (1) 


block (any) ; 




block (any) ; 


} 




} 


void proc :: compute ( int operindx) { 




void bus :: load ( int nbytes, int addr) { 


blockt (opers [operindx] ) ; 




blockt (setup) ; 


reply 0 ; 




synch.call (memory, mem, load. 


} 




nbytes, addr, width); 






reply 0 ; 


void proc :: load ( int nbytes. 




} 


int addr) { 






synch.call (bus , net, load. 




void bus :: store (int nbytes, int addr) { 


nbytes , addr) ; 




blockt (setup) ; 


reply 0 ; 




synch.call (memory, mem, store. 


} 




nbytes, addr, width); 






reply 0 ; 


// store method has been omitted 




} 



Fig. 4. The SCPEx code of processor and hus modules of the M-JPEG case study. The top code 
boxes show the declaration of the modules, while the bottom boxes show their implementation. 



interconnect class and which provides the implementation of interconnect’s 
methods, onto the net variable. Doing so, we can, for example, substitute the bus in 
our architecture model by alternative interconnects (such as a crossbar, point-to-point 
links, etc.) in a plug-and-play fashion. 

It should be clear from the code samples presented so far that SCPEx reduces the 
channel connections needed between modules in comparison to plain SystemC. For 
any two connected modules, SCPEx uses only a single predefined channel for com- 
munication of all data, and this data can be of any type. In SystemC, either a port and 
associated channel per data type, or channels that communicate composite data (structs 
or classes) would be needed. The first solution may result in a considerable number of 
ports/channels and associated read/write statements, while the latter solution requires to 
explicitly pack and unpack data elements before respectively writing and reading them. 
Moreover, SCPEx’s communication primitives, which can provide synchronization in 
a transparent manner, make the manual creation and use of SystemC-events redun- 
dant. As a result, the errors that are typically caused by complicated event notification 
schemes are avoided. 
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Another benefit of SCPEx is that simulation statistics can be gathered automatically 
at runtime. This is possible since the two mechanisms that are responsible for SCPEx’s 
semantics (message passing and synchronization) are accessible exclusively through the 
call/block primitives. For example, the utilization of a module - indicating the amount 
of time a module is busy or idle - can be computed because the simulation scheduler 
exits or enters the single thread of a module only on a call or block statement. Uti- 
lization can be computed if the primitives record whether the module was busy or idle 
in the period between being halted and rescheduled. We are currently working on the 
implementation of more advanced statistics such as contention and bandwidth analy- 
sis as well as prohling and call-graph analysis. Of course, a modeler can add his own 
statistics, either directly in the simulation code or by modifying the SCPEx primitives. 

5 Conclusions 

In this paper, we have presented the SCPEx language which is built on top of SystemC 
v2.0 and which raises SystemC’s abstraction level by extending its programming model 
with a message-passing paradigm. Connections and synchronizations between modules 
in SCPEx do not have to be explicitly programmed, reducing the modeling effort re- 
quired for implementing transaction-level models as well as reducing the probability 
of programming errors. To demonstrate SCPEx’s modeling power, a case study was 
presented that uses SCPEx combined with our Sesame system-level modeling and sim- 
ulation environment. Future research will focus on methods for refining SCPEx models 
to plain SystemC and mixed SystemC/SCPEx models. 
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Abstract. New embedded systems will feature more and more multi- 
media applications. In most multimedia applications, the dominant cost 
factor is related to organization of the memory architecture. One of the 
primary challenges in embedded system design is designing the memory 
hierarchy and restructuring the application to take advantage of it. Al- 
though in the past there has been extensive prior research on optimizing 
a system in terms of power or performance, this is, perhaps, the first 
technique that takes into consideration data reuse and limited lifetime 
of the arrays of a data dominated application, and performs a thorough 
exploration for different on-chip memory sizes, presenting not a single op- 
timum, but a number of optimum implementations. We have developed a 
prototype tool that performs an automatic exploration and discovers all 
the performance, power consumption and on-chip memory size tradeoffs, 
which has been tested successfully on hve applications. 



1 Introduction 

The number of multimedia systems used for exchanging information is rapidly 
increasing nowadays. In multimedia and other applications that make use of 
large multidimensional array type data structures, energy consumption related 
to memory transfer and storage dominates over the total system energy [1]. 
Furthermore, there is an increasing gap between the access frequency of modern 
CPU cores and memory modules. This gap results in significant delays during the 
execution of an application, which has many off-chip memory accesses. Hence, 
memory optimization should have top priority, starting from system specification 

* This work was partially sponsored by a scholarship from Public Benefit Foundation 
of Alexander S. Onassis and from Marie Curie Host Fellowship project HPMT-CT- 
2000-00031 
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and moving down the design flow. As it was demonstrated in recent studies [1], 
the memory system is the main power consuming unit and performance bottle- 
neck in multimedia systems, which is justified by the following reasons: (i) the 
data dominated nature of multimedia applications, as it was stated before, and 
(ii) the power consumed and high access latency in accessing off-chip memories, 
which is significant more than normal arithmetic or logical operations. 

It is widely accepted that architectures that have more than one layer in 
their memory subsystem, operate more efficient than others that lack this. For 
this reason, existing platforms, nearly always, have more than one layer in their 
memory hierarchy. The idea of using a number of memory layers to increase the 
performance and minimize the power consumption of an application, is based on 
the fact that both of them depend primarily on the access frequency and the size 
of memory. Thus, by exploiting the memory hierarchy, power and performance 
savings can be obtained by accessing heavily used off-chip data from smaller 
on-chip memories. 

Existing techniques [2-4] only incorporate part of the available reuse search 
space though, and many of the “partitioning and assignment” approaches even 
ignore this issue totally. Memory hierarchy layers can thus contain normal (soft- 
ware controlled) memories or caches. An application has to be mapped efficiently 
on this memory hierarchy, which is a time consuming task if done manually. Re- 
searchers have also suggested the use of hardware caching schemes as a solution 
of system optimization in terms of performance and power. Hardware caches 
[3,5] are transparent to the application since they are accessed through the 
same address space as the larger off-chip memory storage. They often improve 
overall software performance and reduce power consumption, but they are un- 
predictable. Although the cache replacement hardware is known, predicting its 
performance depends on accurately predicting past and future reference pat- 
terns. 

The problem of the memory management and optimization in the embedded 
systems as well as the fundamental research contributions in that held is de- 
scribed extensively by Panda et al [6]. A methodology to systematically explore 
the design space for finding the optimal data cache and register configuration, 
according to specific time and power constrains, is introduced by Wen-Tsong 
Shiue et al [2] , but their model is based on solving linear equations of the man- 
ually extracted dependence graph of the data elements, making it very time 
consuming for the designer in real-life applications. Bennini et all [7] present an 
interesting trace based analysis technique, but the optimization capabilities that 
are presented are few and data reuse or in-place possibilities are not exploited 
and only one point is selected in the search space. 

Hardware caches have been proposed as a viable way to optimize perfor- 
mance and power requirements. Chiou et al [3] proposed some modifications to 
existing hardware caches, called column caching, which enables dynamic cache 
partitioning by mapping data regions to a specified sets of cache columns or 
ways. Their conclusion is that it is worthwhile to provide finer software control 
of the hardware cache so the cache can be used more efficiently. Our selection 




542 Minas Dasygenis et al. 



of software controlled on-chip memories is in accord with this claim. Givargis 
et al [5] propose a methodology for a cache and performance power exploration 
for embedded systems, varying cache parameters. In their exploration flow they 
use an instruction-set simulator (IIS) to generate a trace file, which is piped to 
a cache simulator. Incorporating an IIS in the exploration flow, constitutes the 
whole process cumbersome and very slow. 

At IMEC, extensive research has been performed in array-oriented custom 
memory organizations. A complete methodology for custom background mem- 
ory management (or Data Transfer and Storage Exploration (DTSE)) has been 
proposed in the ATOMIUM [1] script. The technique that we present in this 
paper is a sub-step in this methodology, which has not been described fully until 
now. 

In this paper we present a technique, called Memory Hierarchical Layer As- 
signment (MHLA), which addresses the problem of optimizing the data assign- 
ments into memory layers. It has a global view of the data reuse search space 
and selects the appropriate data copy candidates. This technique takes into con- 
sideration the limited lifetime of data arrays and temporal locality and finds 
a number of Pareto-optimal implementation points in terms of on-chip area, 
performance, and power consumption. Specifically, many different and imple- 
mentable solutions are reported and not a single point, giving to the engineer an 
increased flexibility for his design. This technique is based on the analysis and 
efficient manipulation of memory accesses, and thus it is applicable to applica- 
tions, which have large working sets, like multimedia or image processing. This 
technique has been implemented into a prototype tool, which has been tested on 
five multimedia applications of industrial relevance. The fast exploration that 
this tool provides enables us to quickly discover, from the early stages of design, 
all possible tradeoffs between performance, power and on-chip memory size. 

2 On-Chip Memory Size, Performance, 
and Power Tradeoffs 

Performance, power consumption and on-chip memory size are three very im- 
portant characteristics that need to be analyzed, explored and implemented in a 
very efficient way. While embedded systems range from simple micro-controller- 
based solutions to high-end mixed hardware/software solutions, embedded sys- 
tems designers need to pay particular attention to these three issues: minimizing 
memory requirements, improving system performance and reducing the power 
dissipated by the embedded system. Improving one of these issues does not mean 
the other two may be unaffected. 

The idea of using a memory hierarchy to minimize the power consumption 
and increase the performance, is based on the fact that both of these charac- 
teristics depend primarily on the access frequency and the size of the memory. 
Thus, by exploiting a hierarchy data reuse, savings can be obtained by access- 
ing heavily used data from smaller memories instead of from large background 
memories. Such optimizations require architectural transformations that consist 
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of adding layers of smaller and smaller memories to which frequently used data 
will be copied. 

Usually, arrays have more than one opportunity to make a copy. These are 
called copy candidates (CC) for this array. Only when we decide that a candidate 
will be implemented, we call it “copy” . A relation exists between the size of a CC 
and the number of transfers from the higher layer, typically called misses (Figure 
1). This figure shows a simple loop nest with one reference to an array A with 
size 250. The array has 10000 accesses. Several CCs for array A are possible. For 
example we could add a copy A!' of size 10 which is made in front of the fc-loop by 
adding the statement “for (z=0;zjl0;z++) A"[z]=A[j*10+z];” . This statement 
is executed 100 times, resulting in 1000 misses to the A array. This CC point is 
shown in Figure 1(b). Note that the good spatial locality in this example does not 
influence the amount of misses to the next level. In theory, any CC size ranging 
from one element to the full array size is a potential candidate. However, in 
practice only a limited set of CCs leads to efficient solutions. Obviously, a larger 
CC can retain the data longer and can therefore avoid more misses. All possible 
CCs for this very simple case are shown in Figure 1(b). The most promising 
CC sizes and miss counts are kept and put into a data reuse chain as shown in 
Figure 1(c). The above example considers only a single array with one reference. 
In practice multiple arrays exist, each with one or more references. To each read 
access on the algorithm corresponds a reuse chain. 




Fig. 1. Usually, there are more than one copy candidates for an array. This results in 
many different implementations different characteristics. 



The lifetime of copy candidates plays a very important role also in perfor- 
mance and power. Proper in-place mapping guides to efficient utilization of on- 
chip memory space. We define life time of a CC, as the period of time that this 
array is live and carries useful data that is required in a future reference. If the 
data that an array carries is not needed any more, then it can be overwritten by 
another CC in a subsequent loop. Therefore, the size of the memory on a given 
layer is determined by the amount of data that has to be copied to this memory 
within this time frame. A time frame is usually the time of a nested loop. If a 
CC carries data that will be used in a future loop, then this array has to remain 
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alive, which means that this memory space cannot be used to store other data 
of another loop. Our technique considers lifetime information of every array and 
copy candidate, and thus can use effectively the same memory space to assign 
copy candidates that have non-overlapping life time information. IMEC has pre- 
sented in the past the principles of in-place mapping [8]. These principles have 
been incorporated into the MHLA technique. 

3 Architecture Template 

A programmable processor environment is the selected platform in this pro- 
posed work (Figure 2). Of course MHLA technique can support other processing 
cores like hardware functional units, application specific cores or data paths. 
Our target architecture model is a generic platform and consists of: (t) a single 
embedded programmable processing core, (ii) on-chip memory layers and (in) 
off-chip memory layers. Each layer contains multiple memory modules. All mem- 
ory modules within a partition are of the same type but can have different sizes 
and number of ports. Typical types are software controlled SRAM or DRAM 
(typically called scratchpad memories) off-chip (S)DRAM and caches. 
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Fig. 2. Our selected platform consists of one processor and a multi layered on-chip and 
off-chip memory architecture. 



4 Demonstrators and Experimental Results 

The objective of our technique is to discover all possible tradeoffs in terms of 
power consumption, performance and on-chip memory size, of assignments of 
arrays and copies to different memory layers. In order to investigate the effec- 
tiveness of the MHLA technique we use the prototype MHLA tool to perform 
a thorough exploration of five multimedia applications of industrial relevance. 
First, we give a brief description of the real life applications that we used as 
test vehicles, and then we present and interpret the estimations of the different 
optimum assignments, that our tool found. 
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Our demonstrator applications are selected to be five well known real-life mo- 
tion estimation (ME) variants of industrial relevance: (z) Full Search (FS)[9], {ii) 
Hierarchical Search (HS)[10], (Hi) Parallel Hierarchical One Dimensional Search 
(PHODS)[9], (iv) 3-Step Logarithmic Search (3SLOG)[ll] and (v) Quadtree 
Structured Difference Pulse Code Modulation (QSDPCM)[12]. 

The ME algorithms that we have selected, are fundamental multimedia al- 
gorithmic cores used in many embedded systems. Indeed, the motion estimation 
complexity stands for 60% to 80% of the total computational complexity of video 
encoding [13]. All the ME algorithms are block based: to compute the motion 
vectors between two successive frames, they divide the previous frame and the 
current frame into blocks, of a fixed number of pixels. They compare every block 
from the current frame with blocks from the previous frame that are located 
near the coordinates of the first block. They determine the best match between 
a previous and a current block frame by minimizing a given cost function. The 
five ME kernels differ mainly in the number of blocks of the previous frames that 
are examined and in the implementation of the cost function. 

4.1 Experimental Results 

Our experiments for the motion estimation algorithms are carried out using 
the luminance component of QCIF frames (144x176 pixels) of a sequence of 
two successive frames with the name ’Akiyo’. A reference window is selected to 
include 15x15 pixels (2p-|-l x 2p-|-l), where p = 7 is the search space. Without 
loss of general applicability we have selected a two layered architecture. One 
layer (LI) is located on-chip and the other (L2) off-chip. Given the proper layer 
descriptions, MHLA can easily handle more than two memory layers. Also, for 
our experiments we consider an I/O profile with 1 cycle for a single access in 
on-chip memory and 10 cycles in a single off-chip memory access. 

The evolution of the estimated execution time for some of the the five ap- 
plications by varying on-chip memory sizes, is shown in Figure 3. The sudden 
drops that are noticed in this figure are caused by the insertion of copy can- 
didates with high data reuse grade that are executed in the innermost loops. 
For this reason, it is crucial to have a fast and accurate exploration of different 
on-chip memory sizes, in order for the designer to select a specific tradeoff point 
between performance, power and on-chip memory size. 

QSDPCM is an application that has many different possibilities for copy 
candidates. This is caused by the fact that there are many arrays that can be 
exploited by data-reuse. In total, 22 different copy candidates can be defined for 
all the arrays. Exploring all of the different selections and assignments manually 
is a very tedious task for the designer. MHLA has performed an exhaustive design 
space exploration and presents a number of different tradeoff points (Figure 
3(z)). The performance of this application can be improved from 33% (by using 
a small on-chip memory of 128 bytes) to 88% (by using an on-chip memory of 
3680 Kbytes). Figure 3{ii) shows that using an on-chip memory of 1304 bytes or 
3864 bytes, the new implementation of PHOD will have 82% or 90% respectively, 
less execution cycles that the implementation without any on-chip memory. It is 
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Fig. 3. While the increase of on-chip memory reduces overall power consumption, after 
some application-dependent memory size, the power consumption starts to increase 
without performance gain. 



up to the designer to decide whether this performance improvement worth the 
cost of the additional on-chip memory size. Further increase of the LI size does 
not improve performance, since all important arrays and copy candidates have 
been assigned in the on-chip layer. 



4.2 Power Consumption Estimations 

MHLA tool can also provide estimations for power consumption (Figure 3). The 
energy models that we used in this paper, are based on real memory models from 
vendor data sheets. The energy model is slightly super-logarithmic so a memory 
which is 256 times larger consumes 8.6x more energy per access. The energy 
consumption is obtained using the memory activity (read and write accesses) as 
input to the energy model that ATOMIUM scripts [1] are using. 

Our exploration of the five ME applications shows that increasing the on-chip 
memory space, the power consumption on off-chip is decreased with a simulta- 
neous increase in LI memory consumption. Even though the increase of on-chip 
memory reduces power consumption, and increases performance, there is a limit. 
The law of diminishing returns applies here as well, since a very large on-chip 
memory usually returns the same benefits as smaller ones. Every application 
has a limit on the on-chip memory size, which, once exceeded, the total memory 
power consumption increases, without any simultaneous performance increase 
(Figure 3(f)). After exceeding 3300 bytes of on-chip memory there is no perfor- 
mance gain in the execution of QSDPCM, while an increase in power consump- 
tion is noticeable. Note that there are a few different optimum implementations 
before reaching that point. For example, 128 bytes of on-chip memory have a 
performance improvement of 33%. Until 256 bytes of on-chip memory the per- 
formance improvement stays the same (33%). If the designer selects 200 bytes 
of on-chip memory the performance improvement is the same with 128 bytes 
of memory, because the same arrays are assigned, because they are the most 
efficient ones. 
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Finally, the estimations of MHLA show in some cases that performance can 
improve significantly, which will cost in terms of power consumption. For exam- 
ple we found out that in PHODS (Figure 3(tf)) the increase of on-chip memory 
is beneficial both to power and performance, until 1304 bytes of on-chip memory. 
After 1304 bytes, performance continues to improve while power consumption 
start increasing. For 3864 bytes of on-chip memory the performance has 8% less 
execution cycles and 10% more power consumption, than the implementation 
that has 1304 bytes on-chip memory. Thus, there is a limit in the on-chip mem- 
ory size, after which the performance will increase but the power consumption 
will start increasing. 

4.3 Energy vs. Performance for Fixed On-Chip Memory Size 

The exhaustive search reveals that different implementations are feasible for a 
fixed on-chip memory size, too. In other words, there are different data assign- 
ments not only between different on-chip memory sizes, but also different copy 
candidates in a fixed on-chip memory size. The results show that energy and 
performance can vary significantly; up to 2.5 times higher energy consumption 
within a fixed memory size, for example for 3SLOG on 512 bytes memory (Fig- 
ure 4 (i), points A and B), or up to 4 times more execution cycles, for example 
on FS with 512 bytes ( Figure 4(ii), points A and B). For very low memory sizes, 
almost no copy candidates can fit into on-chip memory. Thus, no tradeoff points 
exist and only one solution is Pareto-optimal. 
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Fig. 4. MHLA estimates tradeoffs between performance and power consumption for 
fixed on-chip memory sizes for the 3SLOG (i) and FS (ii). 



Tradeoffs are also possible for 3SLOG (Figure4(f)). For 0 bytes on-chip mem- 
ory only a single Pareto point is present. 128 bytes of on-chip memory are enough 
only for one copy candidate to fit, while 512 bytes allow three different implemen- 
tations to be achieved: (i) high energy consumption (23.4 mJ) and low execution 
time (8,9 x 10® cycles), assigning only one copy candidate at on-chip (pbJine), 
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{ii) an intermediate solution with execution time 9.3 x 10® cycles and power con- 
sumption 14.7 mJ, assigning one copy candidate and an array (motion_vectors, 
pb), and {iii) a very low power solution of 9.3 mJ and 9.6 x 10® execution cycles, 
which requires an array and a different copy candidate to be placed in on-chip 
memory (motion.vectors, cblock). The copy candidate tree for the ME kernels 
is illustrated at Soudris et all [14]. 

The results of full search (Figure 4 (m)) are very interesting, too. For 512 
bytes the best performance can be achieved using two copy candidates (cblock, 
pb). This results in 160 x 10® cycles with energy consumption of 68.15 mJ. 
For the same fixed memory, another solution is to use just one copy candidate 
(cblock). The power consumption reduces to 66.7 mJ (2% improvement) and 
performance gets worst: 740 x 10® cycles (460% slower). This shows again that 
power and performance are not two metrics that behave inversely proportional. 
Power reduction can change negligible, but this may impact performance heavily. 

Tradeoffs exist for hierarchical search, too. For 256 bytes on-chip memory, 
one solution is to use one copy candidate of current block. This implementation 
requires 125 x 10® cycles and has a power consumption of 17.22 mJ. MHLA 
estimates that another tradeoff solution is not to use any copy candidate at 
all. The off-chip only solution requires only 124 x 10® cycles but has a power 
consumption of 19.72 mJ. Thus, using a copy candidate the energy is improved, 
while the performance deteriorates. This is explained by the fact that the copy 
candidate is small and has a small reuse ratio. Therefore, with the use of that 
copy candidate some off-chip accesses are transferred to on-chip memory. This 
improves energy. The addition of this CC poses an extra overhead to the system, 
which is shown by the estimated worse performance. As a reminder, all the 
copies are done under CPU control, and not in parallel, in order to simplify the 
estimations. If the copies could be scheduled in parallel with computationally 
intensive loops, then this overhead would not be noticed at all. 



5 Concluding Remarks 

In this paper, we have presented a high-level design technique for a fast ex- 
ploration of the three major tradeoffs (on-chip memory area, performance, and 
power consumption) that a designer of embedded devices is asked to decide on. 
The usefulness of such an exhaustive exploration before the system design be- 
gins, is evident from the experiments presented. Our findings are that: (i) large 
savings can occur from the temporal locality (data-reuse) and the exploitation 
of lifetime of copies, (ii) optimum solutions are found using algorithmic transfor- 
mations together with a careful selected memory hierarchy, (iii) the assignment 
of arrays and copies into memory layers is impractical to be done manually due 
to the number of different assignment possibilities and the high complexity of 
modern applications, thus a tool is required to perform this automatic and (iv) 
no single optimum implementation exists, but instead a great number of oppor- 
tunities for performance, data memory power and on-chip data memory area 
trade-off exists. 
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Abstract. The translation of user requirements to system constraints and param- 
eters during an exploration exercise is a hard problem, especially in the context of 
large scale embedded systems. This process is almost never simple and straight- 
forward, and it often requires multidisciplinary skills. The user requirements are 
not fixed during the exploration stage. Furthermore, the system constraints may 
vary according to the design choices made in the course of the exploration and 
development process. 

In this context, a need for hot-linking the constraints of the architecture to the 
top-level requirements of the application becomes apparent. We consider the sys- 
tem model as separate hierarchies of application and architecture components, 
coupled by a mapping layer. We aim towards an automatic derivation of these 
constraints downwards to all the levels of the hierarchy. Furthermore, we employ 
a procedure of validation and adjustment of these constraints in the lowest levels, 
to eliminate possible inconsistencies. 



1 Introduction 

The design of a large scale system is usually multidisciplinary, and a great deal of 
effort is invested into translating abstract user requirements into hard numbers that can 
be used in the design cycle. These requirements become thus design objectives, such as 
the need for a nominal throughput, latency, power consumption, cost etc. The objectives 
are usually expressed in terms of constraints associated with the system building blocks. 
This is usually done by experts that evaluate different concepts and baseline systems at 
a very high level of abstraction. 

Once one or more system concepts are selected, they are taken through a system- 
level exploration. This stage takes as an input the translated top-level requirements and 
baseline systems and tries to evaluate different design decisions while remaining at a 
reasonably high level of abstraction. If critical components are detected in this stage, 
they can be taken out of the system and evaluated separately in a component-level ex- 
ploration exercise [1]. This exploration process is illustrated in figure 1. 

The paradigm we are employing when designing large scale digital signal process- 
ing systems requires the partitioning of the system into three views: application, ar- 
chitecture and mapping. We use this separation of concerns as a way to master the 
complexity inherent to such systems. Each of these views is further decomposed into 

A. Pimentel and S. Vassiliadis (Eds.): SAMOS 2004, LNCS 3133, pp. 550-559, 2004. 

(c) Springer- Verlag Berlin Heidelberg 2004 
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Component-level exploration 




Fig. 1. Exploration can be performed at different levels of abstraction 



hierarchies of interconnected components. Our goal is to compare different implemen- 
tation concepts for a set of given requirements and answer “what-if ’ questions at the 
system level as early in the design cycle as possible. 

A system exploration exercise consists of several stages. The first stage is dealing 
with the qualitative or functional requirements and constraints dictated by the top-level, 
such as the choice of algorithms, the signal quality etc. It hrst establishes a hxed set of 
top-level requirements. A hierarchical topology of an application, an architecture and 
the mapping relations between the two are then specified by the designer. 

The second stage introduces the quantitative requirements and constraints, such as 
the number of bits used for the digitization of the signal, the required throughput of 
the system, the maximum power dissipation and so on. The result of the second stage 
is an executable specihcation of the system which fulfills the top-level requirements, 
both quantitative and qualitative. This specihcation can be evaluated and compared with 
previous results. A more detailed description of the methodology is given in [2]. 

Ideally, the constraints of the system would be orthogonal. However, for real designs 
this is hardly the case. The constraints of the application are related via the mapping step 
to the constraints of the architecture. Thus the modihcations of the model in one domain 
are related to the choices made in the other domain in a two way traceable manner. For 
instance, if a complex hltering algorithm has been selected as an application and a 
new quantitative requirement for this algorithm is a very high throughput, the designer 
may choose to select a different algorithm with a different set of parameters. Another 
alternative is to adjust the architecture, by either adding more filtering blocks or by 
selecting a different component from the library. 

When the model structure and user requirements are fixed, the system constraints 
are seldom modified, if at all, and this is the reason why in a normal development cycle 
the managing and automatic derivation of constraints is not a priority. However, this 
changes dramatically when one has to deal with evaluating different system realiza- 
tions under alternative user requirements, which leads to ever changing constraints on 
the model. We argue that an automatic constraint derivation system is a crucial part of a 
successful exploration framework, as it allows for fast design space exploration by min- 
imizing the amount of user interaction. Furthermore, our approach facilitates a tracing 
of the steps taken from requirements to specihcation over the whole project life cycle. 

In this paper we are describing the methods and tools we apply for the manipulation 
of constraints for large scale systems exploration. The mathematical constraint deriva- 
tion model and the constraint propagation methods are described in detail. We present 
a constraint validation scheme we use to assert and adjust the system constraints. Then 
we conclude with a real-life example of constraints derivation. 





552 Laurenfiu Nicolae and Ed Deprettere 



2 Motivation and Related Work 

The issues of design space exploration and multi-objective optimization problem have 
been addressed in the past [3], but the methods employed are mainly targeted towards 
the optimization of smaller systems. Furthermore, they are successful in an fixed and 
well organized design space. Our goal is to provide methods and tools that help a de- 
signer to explore alternatives not only in terms of design choices, but also in terms of 
requirements. 

The orthogonalization of concerns by separating the system model into multiple 
views has been successfully employed in other tools, such as Polis[4] for System-on- 
a-Chip designs. For larger, more heterogeneous systems, assigning constraints across 
models for verification becomes an issue that is addressed in the successor of Polis, 
namely the Metropolis[5] project. The model they employ is designed for co-simulation 
of the application and the architecture, and consists of a formal specification of the 
application behavior connected to the architecture layer via executable traces, together 
with a formal model for performance constraints. 

It is indeed possible to derive the system constraints from a detailed behavior speci- 
fication; however, creating this specification is both tedious and time-consuming. There- 
fore we argue that this approach is less suitable for high level design space exploration. 
Our goal is to quickly explore several alternatives and gain a certain degree of confi- 
dence before delving into lower-level modeling and final implemenfafion. 

Since we are examining different, and sometime even unrelated solutions, we need 
to be able to rapidly specify the system alternatives we want to explore. Therefore 
this exploration framework is currently based on a library of system components. The 
performance evaluation of the system is obtained by using stochastic models[6], also 
based on information taken from the library. 

We propose here a formalization of the constraints model which we use to automate 
the derivation of constraints from user requirements. This supports our rapid specifica- 
tion approach, and allows us to trace the requirements across the system model. 

3 Constraints Derivation 

The main role of the constraints of a given system is to express quantitatively the user 
requirements set for the system in all the system components. Usually the constraints 
are obtained from the user requirements by quantification, refinement and decomposi- 
tion over the system, as shown in figure 2. The system is considered a viable design 
solution if and only if all the constraints are met. 

Let us consider again our filtering example. Given a number of sensors and a sam- 
pling rate as top-level requirements, they are translated into a throughput for the filter 
block. This throughput is then distributed into I/O rates for all the filter processes on the 
lowest level. 

In the course of an exploration exercise, the goal is to evaluate system alternatives as 
early in the design process as possible. The best of them are then selected and studied 
in-depth. Another goal is to evaluate if an alternative is flexible enough to easily ac- 
commodate more demanding requirements. This is especially important for large scale 
infrastructures, which are deployed and operated for long periods of time. 
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Top-level requirements 



First level constraints 
( 1 ) 



FIRST-ORDER DECOMPOSITION 

^ I 



First level constraints 
( 2 ) 



First level constraints 

(n) 






DECOMPOSITION (for all the levels in the hierarchy) 



Detailed constraints 
( 1 ) 



Detailed constraints 
( 2 ) 



Detailed constraints 

(n) 



Fig. 2. Converting user requirements to system constraints 



3.1 Constraints Dependencies 

In this context, the need for an automatic derivation of constraints from requirements 
becomes apparent. The first step in creating such a system is identifying the dependen- 
cies of the constraints at both local and system level. After careful consideration, we 
concluded that the constraints have the following dependencies, as shown in figure 3: 

- The user requirements are obviously fhe main driver for fhe consfraint derivation. 
However, for automatic derivation we may only use quantifiable requiremenfs. For 
insfance “we wanf a fast system” is a requirement that may be quantified by a 
throughput constraint. 

- The system topology, which includes by definition the partitioning and connections 
of our system, is playing an important role in constraint refinement. If, for instance, 
we choose to split one of the components in two smaller pieces that may work in 
parallel, the constraints for the original component will be redistributed accord- 
ingly. 

- The instantiations of various system components are defining parameters that may 
also influence constraints. If we have an algorithm that requires a certain amount 
of data to start, such as a matrix inversion, this requirement is translated to a input 
constraint. 

- Various other local parameters that do not fit in the above categories may be defined 
at any level in the system hierarchy. 



User requirements 
I System topology 



Constraints 



Component instances | 



( Local parameters | 



Fig. 3. System constraints do not depend only on user requirements 



If we want to capture the system constraints and to derive them in an automatic 
fashion, all these parameters must be encompassed in a formal constraint model. 

3.2 The Mathematical Constraint Model 

The formalism that we employ to describe the system constraints is based on the quan- 
tifiable user requiremenfs obtained after the first level translation, as shown in figure 4. 
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A general constraint of a system component C is a condition imposed on its behavior, 
performance or physical characteristics. In this paper a quantifiable constraint is called 
constraint for the sake of convenience. 

Definition 1. Let Kc be the set of constraint values assigned to the system component 
C. Let Me be the set of metric values derived for the component C after the perfor- 
mance evaluation. Let rrix G Mq a metric and G Kc a constraint. 

By definition, the types of constraints are: 

1. Equality (E): rrix = Kx 

2. Upper-bound (UB): wix < ttx 

3. Lower-bound(LB): rrix > rtx 

4. Range (R): rrix G [Kxiinf), Kx{sup)] 




Derived output constraint 
OJC)^f(E,) 



Fig. 4. A simple constraints derivation example: the I/O constraints depend on the execution time 
requirement of the given system component 



Definition 2. Let Pc be the set of parameters that defines an instance of a system 
component C. Let Rc be a set of requirements associated with C. Let LPe be the 
set of local parameters also associated with C. 

A constraint of a system component C is expressed as a function Kx = fxi't'i, ...,rm, 
pi, ...,Pn, Ipi, Ipo), where rt G R, Pj G Pc and Ipk G LPc. 

If we compare this definition with the relations expressed in figure 3, we notice that 
the formula does not capture explicitly the relation between a component topology and 
its constraints. However, we are to consider that the I/O constraints are defined on the 
ports of a given component, which are topological properties. Based on definition 2 we 
can conclude that we can define a superset of the requirements for the whole model: 

Definition 3. The union of all component requirement sets for a given system model S, 
UceS VC G S, is called a requirement set, and is denoted with Rs. 

The set Rs defines all fhe requiremenfs needed to instantiate the constraints of a 
model. Therefore the definition of a “what-if ’ scenario is essentially reduced to the 
creation of a new requirement set for the current model. We can define in fhe same 
fashion a supersef of the local parameters: 

Definition 4. The union of all local component parameter sets for a given model, 
UceS VC G S, is called a parameter set, and is denoted with LPs- 
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Together, R,s, LPs and the instantiation of the components in the current system 
completely determine the constraints. Therefore this formalism allows us to define a 
coherent way of deriving the constraints from the user requirements. Furthermore, by 
redefining Rs, LPs or both, the designer can automatically rederive the constraints of 
the model, thus being able to check flexibility, scalability and system tolerance issues. 

Our constraint model is is essentially a simplified subset [7]and it is mainly de- 
signed to accompany existing library components and to provide an accessible way of 
specifying constraints. The simplifications derive mainly from the fact that we are eval- 
uating the systems in their stable working state, and we neglect the transitional periods, 
which enables us to have static constraints that are valid during the whole life time of 
the system. However, we do enable the evaluation of the same system with different 
sets of constraints, which enable us to test the system also in border conditions and 
transitional states. 

4 Constraint Propagation 

In the ideal case, after the constraint derivation we would have instantiated all the con- 
straints in the model. However, there may be situations where the requirement set is 
incomplete, and some of the constraints cannot be derived. In such cases we can take 
advantage of the topological information encompassed in the model and use it to prop- 
agate the I/O constraints over the communication lines, as shown in figure 5. 




Fig. 5. The constraints are propagated over the connections between the system components 

The non-I/O related constraints may only be propagated through the levels of the 
hierarchy, by using aggregation rules for all the components in a given container. For 
instance, an aggregation rule for the processing constraints of a container 17 may be 
written as Pq = * Wi where Wi is a predefined weighf associafed with the 

component Ci . 

If there are multiple connections on a given port, the behavior of the port may vary, 
and so the I/O constraint derivation will not be always consistent. That is why we have 
to impose certain restrictions on these topology patterns. Therefore, if an input port 
is writing on multiple output ports, we consider that the output is duplicated. If an 
output port reads from multiple input ports, we consider that the reading of data is 
simultaneous, and therefore the data streams are summed. The same operations will 
reflect upon the constraints on these ports. 

The true value of constraint propagation is shown when we make use of the mapping 
layer to propagate constraints from the application model to the architecture model. The 
mapping layer describes the relations between the components in the two models, as 
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Fig. 6. The application constraints are pushed through the mapping layer into the architecture 
components and then further up in the architecture layer hierarchy 



shown in figure 6. By treating the application components as being part of the bottom- 
most architecture layer, we are able to apply the same methods and aggregation rules as 
described above. 

5 Constraint Validation and Adjustment 

The compatibility of the derived constraints cannot be guaranteed without severely lim- 
iting the freedom of choices for the designer. Therefore we have to create a procedure 
that would validate the derived constraints according to the system topology, and adjust 
them if possible. We currently operate only on the I/O constraints, as shown in figure 7. 




I Condition on the line: ^^3(^*2) 



Fig. 7. If two I/O constraints are specified on a topology connection, we can verify if they are 
compatible 

The example depicted in figure 7 takes into account only the case where we have two 
lower-bound constraints on the edges of a connection. However, there are many more 
cases to be considered. We are describing these cases with the use of three tables, which 
represent all the possible cases that we may encounter when we connect an output port 
O with an associated constraint kq to an input port / with its respective constraint k/. 

Table 1 and 2 describe the error and warning conditions for the constraints on the 
two given ports. Table 3 shows the adjustments that may be performed automatically 
if a warning condition is encountered. The adjustment procedure may change one or 
both constraints in order to make them compatible. The procedure is reliable in most 
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cases; however, the constraints thus obtained are flagged in the model for later review. 
If necessary, the designer may choose to skip the adjustment procedure and manually 
flx the errors and warnings that may occur. 



Table 1. Error conditions for constraints on a given connection 



Output / 1 nput 


Ej : m — a 


UBi : m < a 


IV 

p 


Rl : m G [ai, U 2 \ 


Eo : m — b 


a ^ b 


a <. b 


a > b 


b ^ [ai, 02] 


U Bq : m < b 


a ~> b 


- 


a > b 


ai > b 


LBo : m > b 


a <. b 


a <. b 


- 


U 2 < b 


Ro : m G [6i, 62] 


a ^ [bl, ^2] 


a < bi 


a > b2 


(ai > fc2)V 
(02 < 61) 



Table 2. Warning conditions for constraints on a given connection 



Output / 1 nput 


El \ m — a 


U Bi : m < a 


LBj : m > a 


Rl : m G [ai , 0.2] 


Eq \ m — b 


- 


- 


- 


- 


U Bq : m < b 


a < b 


a < b 


a < b 


ai < 6 


LBq : m ~> b 


a > b 


a > fc 


a > b 


U 2 > b 


Ro '■ m £ [fci , 62J 


a e [fci, fc2| 


a e [fci, fc2| 


a e [bi, 62] 


(ai < bi < U 2 < b 2 )V 
(ai < bi < U 2 < b 2 )y 
(bi < ai < b 2 < fl2)V 
(61 < ai < 62 < 02) 



Table 3. Adjustment of the constraints on a given connection 



Output / 1 nput 


Ei : m — a 


U Bi : m < a 


LBi : m > a 


Rl : m G [ai , (22J 


Eq : m — b 




a — b 


a — b 


ai — b 
U 2 — b 


UBq : m < b 


b — a 


a — min(a, b) 
a — min(a, b) 


U\ — ( 2 , b\ — CL 

U 2 — b,b 2 — b 


61 ^ ai 

62 — min(a2 , b) 
U 2 — min(a2 , b) 


LBq : m ~> b 


b — a 


ai — b, bi — b 
(22 — U, b 2 — U 


a — max(a, b) 
b — max(a, b) 


bi — max(ai , b) 
62 = 0,2 

ai — max(ai , b) 


Ro m G [61 , 62] 


ai — bi 

U2 — min(a, 62) 
b 2 — a 


ai — max(a, bi ) 
U 2 — b 2 

b2 — min(a, 62) 


ai — max(a, bi ) 
U 2 — b 2 

bi — max(a, 61) 


ai — max((2i , bi ) 
(22 = min(a2, 62) 

61 — max(ai , bi) 

62 = min(a2, 62) 



6 Implementation 

We have implemented the constraint derivation and validation procedures in the Mas- 
sive Exploration 7boZ[8], a framework that facilitates design space exploration for large 
scale embedded systems. The implementation integrates a mathematical expression 
evaluator for the constraint model, and defines requirement sets using a database core. 
The derived constraints may be reviewed by the designer and adjusted manually if nec- 
essary. 

During an exploration exercise the automatic constraint derivation is playing a very 
important role. By defining ten alternative architectures and five different requirement 
sets, for instance, we are able to evaluate up to fifty different scenarios with ease. These 
scenarios may include “what-if ’ questions, scalability tests for future extensions, flex- 
ibility and stress conditions etc. The power of the constraint derivation is such that if 
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Fig. 8. A real-life example of the constraint derivation: the beam-forming subsystem of the 
LOFAR digital signal processing station. The application containers(l) partition the process net- 
work into a sub-band selection cluster(2) and a beam-forming cluster(3) 



a requirement set for one of these conditions is defined, it can be reused to generate 
constraints for all the dehned alternatives of the system. 

As a driver application for our tool set we used the LOFAR radiotelescope, which is 
a good example of a large-scale distributed embedded system. The tool has been used 
to explore different realizations for the digital signal processing station of LOFAR[9]. 

The figure 8 depicts the constraint derivation and propagation for the beam-forming 
application of the DSP station. The application is specified as a Kahn process net- 
work[10], which is partitioned by the use of containers, shown in the first section of 
the picture. Initially the constraints were only derived on the components of the beam- 
forming cluster (shown in the second section), but after propagation they were propa- 
gated through the hierarchy all the way up to the containers. 

During the exploration we did not encounter errors in the validation procedure - 
which is normal, if we are to consider that this is a real-life application. Flowever, the 
error detection and adjustment were verihed using small artificial examples during the 
development of the tool. 

7 Conclusions 

The translation of requirements into constraints is a crucial step in the design of any 
system. When fixed requirements are given, the translation usually has to be performed 
only once before the optimization stage. However, when the requirements are constantly 
changing, a need for automating the translation process becomes apparent. This is es- 
pecially true for large scale embedded systems, which undergo extensive exploration in 
the initial development stages. 

In this paper we have presented structured methods of automatically deriving con- 
straints from user requirements and propagating these constraints through a hierarchical 
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system topology. The derived constraints are also checked for inconsistencies and ad- 
justed where possible. 

We have implemented these methods in a software platform called the Massive 
Exploration Tool. This tool has been successfully used during a real-life exploration 
exercise for the digital signal processing station of the LOFAR radiotelescope. 
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